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(57) ABSTRACT 

The present invention relates to aqueous compositions com 
prising component (A) Which comprises at least one Water 
soluble component comprising at least one functional group 

that undergoes a crosslinking reaction, preferably upon 
drying and/or heating; and component (B) Which comprises 
at least one ?lm-forming material. In particular the compo 
sition is a coating composition comprises: (A) at least one 
polyamidoamine-epihalohydrin resin; and (B) at least one 
material selected from ?eXibiliZing materials, crosslink 
inhibiters and combinations thereof in an amount suf?cient 

to impart a cuttability value of less than about 15 to a 

substrate coated With the coating composition. Component 
(B) is preferably at least one polymer comprising repeating 
units derived from an alkyl halide having at least one double 
bond and an alkene, such as ethylene vinyl chloride. Coated 
substrates such as coated building units, such as ceiling tiles 
and Wall boards, as Well as methods of producing such 
coated substrates are also provided. 
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COMPOSITIONS FOR IMPARTING DESIRED 
PROPERTIES TO MATERIALS 

CROSS-REFERENCE TO RELATED 
APPLICATION 

[0001] The present application is a continuation-in-part of 
US. application Ser. No. 09/348,346 ?led Jul. 8, 1999, the 
entire disclosure of Which is expressly incorporated by 
reference herein. 

[0002] This application also expressly incorporates by 
reference herein the entire disclosure of US. application Ser. 
No. _/ [Attorney Docket No. P18732], entitled 
“Compositions for Imparting Desired Properties to Materi 
als”, Which is being concurrently ?led With the present 
application. 

BACKGROUND OF THE INVENTION 

[0003] 1. Field of the Invention 

[0004] The present invention relates to aqueous composi 
tions for imparting a variety of characteristics to materials. 
For example, aqueous compositions of the present invention 
include compositions for coating/barrier layers, replace 
ments/extenders for latex, and cross linkers for a variety of 
substances, as Well as in adhesives/binders. Such composi 
tions can impart various desired properties to substrates 
coated and/or impregnated thereWith. Aqueous composi 
tions of the invention are especially suitable for coating 
substrates, such as physiological substrates, porous sub 
strates, cellulose substrates, textiles, and building materials, 
such as Wood, metal, and glass. The aqueous composition of 
the present invention can also be used in inks, dye ?xatives, 
adhesives, sealants, cellulosic products, personal care prod 
ucts such as cosmetics and hair styling products, resins, 
paint, coatings, and non-Woven structures to provide adhe 
sion, delivery, surface modi?cation, strength and/or texture, 
and protection from the effects of liquids, and vapor and 
gases. A non-Woven structure can be a sheet, Web, or batt of 
directionally or randomly oriented ?bers of natural and/or 
man-made ?bers or ?laments, bonded by friction, and/or 
cohesion and/or adhesion, excluding paper and products 
Which are Woven, knitted, tufted, stitch bonded, or felted by 
Wet milling or not additionally needled, or that are bonded 
to each other by any techniques knoWn in the art. An 
example of a non-Woven structure includes a non-Woven 

fabric Which is a ?at, ?exible porous sheet structure pro 
duced by interlocking layers or netWorks of ?bers, ?laments 
or ?lm-like ?lamentary structure. 

[0005] In addition, the composition of the present inven 
tion is suitable for use in metal conversion coatings to 
enhance corrosion resistance of and paint adhesion to metal 
surfaces. 

[0006] The present invention also includes products com 
prising such compositions as Well as methods of producing 
such products. 

[0007] 2. Background of the Invention and Related Art 

[0008] Materials, can be treated With a variety of compo 
sitions to impart desired properties thereto. 

[0009] Substrates are often coated With a coating compo 
sition to impart desired characteristics to the substrate, 
including the surface thereof. 
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[0010] Various substrates have been coated or otherWise 
treated With coating compositions to impart desired charac 
teristics to the substrate, including the surface thereof. For 
example, a Wide variety of building and ?nishing materials 
exists, Which are employed in construction of static struc 
tures, such as residences and other buildings, and commer 
cial structures, schools, public facilities, and the like. Many 
such materials are based on non-Woven materials. Further, 
many such materials are coated and/or impregnated With a 
surface ?nish coating, either during manufacture, prior to 
installation, or post-installation, or in a combination of the 
above situations. 

[0011] Such materials, particularly ceiling tiles, have been 
provided With prime coats comprising ethylene-vinyl chlo 
ride copolymer emulsions. Particularly suitable materials 
include those available from Air Products and Chemicals, 
Inc., of AllentoWn, Pa., under the trade name AIRFLEX®. 
Speci?c examples of such emulsions are disclosed in US. 
Pat. No. 4,673,702 to IACOVIELLO, and US. Pat. No. 
4,962,141 to IACOVIELLO, et al., both assigned to Air 
Products and Chemicals, Inc., AllentoWn, Pa., both of Which 
are hereby incorporated by reference as though set forth in 
full herein. 

[0012] Paper for certain applications has been customarily 
strengthened With resins to impart strength thereto When the 
paper is Wet. Such resins are commonly referred to as “Wet 
strength resins.” A frequently employed Wet-strength resin 
for use in papers is that of the broad class of polyamidoam 
ine-epihalohydrin resin polymers for resins. Such resins 
include those marketed under the trademark KYMENE® by 
Hercules Incorporated, DelaWare. Such resins, and pro 
cesses for their manufacture, are disclosed in, for example, 
US. Pat. Nos. 2,926,116 and 2,926,154, both to KEIM; US. 
Patent No. 5,614,597 to BOWER; US. Pat. Nos. 5,644,021 
and 5,668,246, both to MASLANKA; all assigned to Her 
cules Incorporated, all of Which patents are hereby incor 
porated by reference as though set forth in full herein. 

[0013] US. Pat. No. 4,859,527 discloses cellulosic non 
Woven products of enhanced Water and/or solvent resistance 
obtained by pre-treatment of the cellulosic ?bers. In some 
embodiments, this patent discloses that suitable pre-treat 
ment agents include poly(aminoamide) epichlorohydrin res 
ins. Suitable overcoat binders are disclosed as including 
ethylene-vinyl chloride-acrylamide polymers. Speci?c 
examples of the pre-treatment agents include KYMENE®, 
and HERCOBOND®, including HERCOBOND® 5100; 
overcoat binders include binders such as 
AIRFLEX®“EVCl” co-polymers (AIRFLEX® 4500). 

[0014] There has also been a need for ?exible coatings 
such as pretreatments and precoats on various substrates. 
Such substrates on Which a need for a ?exible coating exists 
include substrates subject to bending and ?exing. Such 
substrates also can include those Which can be cut. Ceiling 
tiles are exemplary of such substrates. 

[0015] Coating compositions comprising poly(aminoam 
ide) epihalohydrin resins such as KYMENE and latices such 
as AIRFLEX are used to treat ceiling tiles as disclosed in 
co-pending application Ser. No. 09/348,346, Which is hereby 
incorporated by reference as though set forth in full herein. 

[0016] Nail polish is another example of a coating for 
substrates. Aqueous-based nail polishes are disclosed in 
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commonly assigned co-pending application Ser. No. 09/348, 
345, Which is hereby incorporated by reference as though set 
forth in full herein. Nail polish is most commonly a colored 
liquid that dries, not unlike paint, into a hard, shiny coating. 
Nail polishes sold as articles of commerce are typically 
solutions and/or dispersions in an organic solvent, such as 
toluene or acetone. 

[0017] Conventional nail polishes generally employ nitro 
cellulose as the ?lm former. Typical formulations are dis 
closed in “Formulating Nail Lacquer”, B. Albert, Drug and 
Cosmetic Industry, Vol. 48, (November 1998), Which is 
hereby incorporated by reference as though set forth in full 
herein, for its background information on such nail formu 
lations. 

[0018] Us. Pat. No. 5,120,259 discloses a Water-based 
nail polish consisting of at least one polyurethane and/or 
polyurethane copolymer in dispersed form as a binder, With 
a thickener and acrylated-styrene copolymer. The acrylated 
styrene copolymer is employed to increase hardness of the 
dried coating. 

[0019] Us. Pat. No. 5,716,603 discloses a nail polish 
composition comprising an aqueous solution containing an 
acrylic resin cross linked With a difunctional acrylated 
urethane oligomer. This patent notes that nail polish formu 
lations contain other additives, such as plasticiZers and 
coalescents to modify the ?lm and/or provide other desired 
or functional properties such as gloss, uniform color or 
resistance to chipping. 

[0020] Changes in the overall formulation of substrate 
coatings have been attempted. For example, attempts have 
been made to improve physical properties such as Water 
resistance, durability, scratch resistance, etc. Well as good 
appearance, including ?nish color. HoWever, there has been 
a continuing need for improvement. 

[0021] Substrates are often coated With a coating compo 
sition to impart desired characteristics to the substrate, 
including the surface thereof. Porous building materials are 
illustrative of such substrates. AWide variety of building and 
?nishing materials exists, Which are employed in construc 
tion of static structures, such as residences and other build 
ings, and commercial structures, schools, public facilities, 
and the like. Many such materials are based on non-Woven 
Webs. Further, many such materials are coated and/or 
impregnated With a surface ?nish coating, either during 
manufacture, prior to installation, or post-installation, or in 
a combination of the above situations. 

[0022] High grade accoustical ceiling tile is marketed for 
its appearance and sound characteristics. The manufacture 
of such materials may be generally divided into tWo stages: 
a Wet end formulation stage and a fabrication stage. 

[0023] In the Wet end formulation stage, the baseboard tile 
is made from a slurry mixture of, for example, mineral Wool, 
paper, perlite, clay and starch, Which is drained on a Wet-end 
forming machine or paper machine or similar system and 
dried, producing a thick mat. In the fabrication stage, the 
resultant mat is subsequently sanded, cut, designed into a 
pattern and “painted” (or coated). In such products, it is 
desirable to provide certain characteristics related to dura 
bility, handle ability and Workability. For example, With 
ceiling tiles, it is extremely important to provide ceiling tiles 
Which exhibit as loW ?aking and chipping characteristics as 
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possible, particularly When making edge cuts or installing 
the tiles in the ceiling support grid. Attempts have been 
made to improve these characteristics by modifying the 
rough stock composition of the material fed into the board 
mill, as Well as modi?cations to coatings, such as prime 
coatings, ?nish paints, ?nish coatings and edge coatings. In 
general, such approaches have included attempts to modify 
or provide neW raW materials and/or change other processes 
of manufacture. 

[0024] With respect to ceiling tiles, changes in the overall 
formulation of board material (that is, the slurry from Which 
the board is made) and in the prime coat have been 
attempted. For example, attempts have been made to 
improve physical properties such as cuttability, durability, 
scratch resistance, reduction in ?aking, chipping, etc., as 
Well as good appearance, including ?nish color. HoWever, 
there has been a continuing need for improvement. 

SUMMARY OF THE INVENTION 

[0025] The present invention relates to aqueous composi 
tions comprising component (A) Which comprises at least 
one Water-soluble component comprising molecules Which 
interact With or entangle With each other, such as at least one 
functional group that undergoes a crosslinking reaction, 
preferably upon drying and/or heating; and component (B) 
Which comprises at least one ?lm-forming material, prefer 
ably a latex material. 

[0026] The aqueous compositions of the present invention 
can be used as coating/barrier layers, replacements/extend 
ers for latex, and cross linkers, as Well as in adhesives/ 
binders. When used as coating/barrier layers, the aqueous 
composition of the present invention provides moisture 
barrier, edge seal, extenders for latices, stain resistance, 
Water resistance/repellency, and porosity control for porous 
substrates, such as paper and textiles. Examples of coating/ 
barrier layers include, but are not limited to, additives for 
texture in paint, binders for coatings (e.g., in paint), paint 
primers for all surfaces, additives for paper (e.g., paper 
coatings, paper printability, paper siZing, and paper Wet/dry 
strength agent), precoats for coated paper, primers for print 
ing, and replacements/extenders for latex in all applications 
using latex. In addition, the composition of the present 
invention is suitable for use in metal conversion coating to 
enhance corrosion resistance of and paint adhesion to metal 
surfaces. 

[0027] The aqueous composition of the present invention 
can also be used in adhesives/binders, such as adhesives, 
binders (e. g., for coatings and personal care products such as 
cosmetics and hair styling products), additives for engi 
neered Wood products, dye ?xatives, paper Wet/dry strength 
additives, additives in paint, resins such as permanent press 
resins (e.g., for Wrinkle resistance), precoats for coated 
papers, primers for printing for any surfaces (e.g., Wood, 
paper, metal, etc.), protective coatings, surface modi?ers for 
Wood/metal/glass, and replacement/extender for latex as 
internal binders in all applications using latex. When used in 
an adhesive/binder, the aqueous composition of the present 
invention can provide dimensional stability control and/or 
strength for paper, Wood, and textiles, as Well as texture in 
paint. 
[0028] In addition, the aqueous composition of the present 
invention can also be used as cross linkers in additives for 



US 2003/0199629 A1 

engineered Wood products, paper sizing agents, paper Wet/ 
dry strength additives, permanent press resins, replacement 
for latex as internal binders in all applications using latex, 
surface modi?ers in Wood/metal/glass, ink vehicles, and 
textile Wet processing aids. The use of the aqueous compo 
sition of the present invention as cross linkers provides 
sealing properties, stain resistance, textile strength, and 
Water resistance repellency 

[0029] For example, component (A) can bene?cially be 
selected from at least one of acrylamide-based crosslinkable 
polymers (e.g., cationic functionaliZed polyacrylamides.), 
polyamidoamine-epihalohydrin resins, polyamines, and 
polyimines. 
[0030] In some preferred embodiments, the at least one 
functional group of component (A) can be selected from 
epoxy, aZetidinium, aldehyde, carboxyl group, acrylate and 
derivatives thereof, acrylamide and derivatives thereof, and 
quaternary amine. 

[0031] The ?lm-forming polymer can be selected, for 
example, from at least one polymer derived from monomers 
of alkyl halides of from 2-12 C atoms, alkene halides of from 
2-12 C atoms, alkyl acrylamides of from 2-12 C atoms, 
alkene acrylamides of from 2-12 C atoms, alkyl acrylates of 
from 2-12 C atoms, and alkene acrylates of from 2-12 C 
atoms. Some preferred polymers include those derived from 
at least one monomer selected from styrene, dimethylsty 
rene, vinyltoluene, chloroprene, butadiene, ethylene, acry 
lamide, acrylonitrile, acrolein, methylacrylate, ethylacrylate, 
acrylic acid, methacrylic acid, methyl methacrylate, n-butyl 
acrylate, vinylidene chloride, vinyl ester, vinyl chloride, 
vinyl acetate, acrylated urethane, hydroxyethyl acrylate, 
dimethylaminoethyleneacrylate, and vinyl acetate. For 
example, the ?lm-forming polymer can be a latex selected 
from at least one polymer derived from at least one mono 
mer comprising repeating units derived from an alkyl halide 
having at least one double bond, such as a vinyl halide, e.g., 
vinyl chloride, and an alkene, such as ethylene, Wherein the 
alkyl halide has from 2 to 12 C atoms, and Wherein the 
alkene has from 2 to 12 C atoms. The alkyl halide can be a 
vinyl halide, for example. In some embodiments, the com 
position further includes at least one acid, preferably 
?uoacid (e.g., ?uotitanic acid, ?uoZirconic acid, ?uosilicic 
acid, and ?uoboric acid). 

[0032] In some preferred embodiments, the composition 
can have a dry Weight ratio of (A) to (B) of about 5:1 to 1:1, 
more preferably about 2:1 to 1:1 or about 1.69:1. 

[0033] The invention also relates to methods of preparing 
a coated substrate comprising, for example coating a sub 
strate With a coating composition including components (A) 
and (B); and curing the coating composition on the substrate. 
Further, the methods can include coating a substrate With a 
coating composition including components (A) and (B), and 
drying the composition in place on the surface of a substrate 
or rinsing a substrate With a coating composition. 

[0034] In addition, the present invention is also directed to 
coated substrate materials coating substrates such as cellu 
losic products and coating, non-Woven products such as 
sheets, ceiling tiles, and metal. Preferably, the present inven 
tion is also directed to methods of preparing coated sub 
strates such as cellulosic products, non-Woven sheets, ceil 
ing tiles, and metal using components (A) and (B), e.g., a 
cured composition of components (A) and 
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[0035] The present invention is also speci?cally directed 
to methods for metal conversion coating using the compo 
sition containing components (A) and (B) and at least one 
acid, preferably ?uoacid (e.g., ?uotitanic acid, ?uoZirconic 
acid, ?uosilicic acid, and ?uoboric acid), preferably at a pH 
from about 1.5 to about 5.0. Preferably the present invention 
is directed to a method of forming a substantially chromium 
free conversion coating on a metal surface using the com 
position containing components (A) and (B) and at least one 
acid, preferably ?uoacid (e.g., ?uotitanic acid, ?uoZirconic 
acid, ?uosilicic acid, and ?uoboric acid), preferably at a pH 
from about 1.5 to about 5.0. More preferably, the present 
invention is directed to a method of forming a substantially 
chromium-free, dried in place conversion coating on a metal 
surface using the composition containing components (A) 
and (B) and at least one acid, preferably ?uoacid (e.g., 
?uotitanic acid, ?uoZirconic acid, ?uosilicic acid, and ?u 
oboric acid), preferably at a pH from about 1.5 to about 5 .0. 
The amount of the composition in (1) can preferably be from 
about 0.1 to about 90% by Weight, and the amount of acid 
can preferably be from about 0.2 to about 20% by Weight. 

[0036] The present invention is also directed to substrates, 
preferably metal substrates comprising a cured composition 
Which comprises component (A) Which comprises at least 
one Water-soluble component comprising at least one func 
tional group that undergoes a crosslinking reaction, prefer 
ably upon drying and/or heating; and component (B) Which 
comprises at least one ?lm-forming material, preferably a 
latex material 

[0037] Further, the present invention also relates to meth 
ods of preparing cellulosic products, preferably ceiling tiles 
and non-Woven products such as sheets. 

[0038] For example, the invention provides a method of 
substantially simultaneously or sequentially adding to a 
system comprising cellulosic ?bers, Wherein the system is 
selected from at least one of aqueous system, felt, Web, and 
combinations thereof (A) at least one Water-soluble compo 
nent comprising at least one functional group that undergoes 
a crosslinking reaction; and (B) at least one ?lm-forming 
polymer. 
[0039] The present invention also relates to cellulosic 
products, preferably ceiling tiles and non-Woven products 
such as sheets comprising a composition Which comprises 
component (A) Which comprises at least one Water-soluble 
component comprising at least one functional group that 
undergoes a crosslinking reaction, preferably upon drying 
and/or heating; and component (B) Which comprises at least 
one ?lm-forming material, preferably a latex material. 

[0040] In some aspects, the present invention provides a 
coating composition for substrates, and, in particular, porous 
substrates, especially porous substrates Which can be 
handled or manipulated after coating. 

[0041] In some aspects, the invention relates to building 
materials, including ceiling tiles and the like, Which exhibit 
improved cuttability as shoWn by loW levels of ?aking 
and/or chipping. 

[0042] The present invention provides a coating compo 
sition for building materials, including ceiling tiles and the 
like, Which achieve a desired ?nish color and face durability 
(such as scratch resistance, abrasion resistance and scrub 
bability properties). 
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[0043] Preferably, the invention provides such materials 
Which exhibit a combination of improved cuttability as 
shoWn by loW levels of ?aking and/or chipping and abrasion 
resistance. 

[0044] Also preferably, the invention provides coating 
compositions for building materials including ceiling tiles, 
Which, When the building materials are coated With the 
composition and the composition is cured, exhibit a com 
bination of the foregoing attributes, While also providing 
good acoustics, loW sag, good durability, good aging char 
acteristics, good color or cover characteristics, good ?re 
resistance, and favorable properties for installation. 

[0045] The coatings of the invention can be applied to a 
porous type ?ber substrate (such as a ceiling tile) and impart 
durability properties to that substrate Without sealing it off, 
losing porous properties (such as acoustics) or diminishing 
aesthetic appearance, While still maintaining a Class A ?re 
performance. 

[0046] The invention provides the foregoing advantages. 
The invention also provides a composition that can be easily 
used. 

[0047] The components of the composition can be easily 
mixed, especially in embodiments Where they are in liquid 
form, such as in the form of an emulsions. 

[0048] Compositions of the invention When curing do not 
require a high degree of ventilation. 

[0049] Compositions of the invention are also stable over 
time. 

[0050] Compositions of the invention possess properties 
Which render them especially suitable for application to 
substrates by spraying. For example, the compositions of the 
invention have loW viscosities and contain a loW level of 
solids. Thus, the compositions of the invention may be 
sprayed Without substantial plugging of the spraying equip 
ment during operation. Additionally, the compositions of the 
invention may be sprayed Without the need for large 
amounts of air for spraying; as a result of the loW viscosity 
of the compositions, the compositions may readily be atom 
iZed at loWer pump pressures. 

[0051] In some aspects, the invention provides a coating 
composition comprising: 

[0052] (A) at least one polyamidoamine-epihalohy 
drin resin; and 

[0053] (B) at least one material in an amount suf? 
cient to impart a cuttability value of less than about 
15 to a substrate coated With the cured coating 
composition. 

[0054] In some aspects, the invention provides a coating 
composition comprising: 

[0055] (A) at least one polyamidoamine-epihalohy 
drin resin; and 

[0056] (B) at least one material selected from ?exi 
biliZing materials, crosslink inhibitors and combina 
tions thereof in an amount suf?cient to impart a 
cuttability value of less than about to a substrate 
coated With the coating composition. 
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[0057] In some aspects, the invention provides a coating 
composition comprising: 

[0058] (A) at least one polyamidoamine-epihalohy 
drin resin; and 

[0059] (B) at least one polymer comprising repeating 
units derived from an alkyl halide having at least one 
double bond an alkene. 

[0060] In some aspects, the invention provides building 
units coated With a composition comprising: 

[0061] (A) at least one polyamidoamine-epihalohy 
drin resin; and 

[0062] (B) at least one polymer comprising repeating 
units derived from an alkyl halide having at least one 
double bond and an alkene. 

[0063] In some aspects, the invention provides coating 
compositions comprising: 

[0064] (A) at least one polyamidoamine-epihalohy 
drin resin; and 

[0065] (B) at least one material in an amount suf? 
cient to impart suf?cient ?exibility, such that When 
the coating is applied to a substrate and cured, the 
cured coating exhibits substantially no delamination 
from the substrate or cracking, When the substrate is 
bent substantially 180° subsequent to curing. The 
thickness of the coating after curing is preferably in 
the range of about 5-10 mils When cured. 

[0066] Preferably, such compositions exhibit suf?cient 
?exibility, such that When the coating is applied to a sub 
strate and cured, the cured coating exhibits substantially no 
delamination or cracking, When the substrate is bent sub 
stantially 360°. 

[0067] Component (A) can comprise an aqueous solution 
of component (A) present in an amount in a range of from 
about 5% to about 95% by Weight based on the total Weight 
of all components of the composition, and component (B) 
can comprise an aqueous emulsion of component (B) 
present in an amount in a range of from about 5% to about 
95% by Weight based on the total Weight of all components 
of the composition. Component (A) can comprise an aque 
ous solution of component (A) present in an amount in a 
range of from about 50% to about 85% by Weight based on 
the total Weight of all components of the composition, and 
component (B) can comprise an aqueous emulsion of com 
ponent (B) present in an amount in a range of from about 8% 
to about 50% by Weight based on the total Weight of all 
components of the composition. Component (A) can com 
prise an aqueous solution of component (A) present in an 
amount of about 75% by Weight based on the total Weight of 
all components of the composition, and component (B) can 
comprise an aqueous emulsion of component (B) present in 
an amount of about 11% by Weight based on the total Weight 
of all components of the composition. 

[0068] The coating compositions can further comprise a 
surfactant. The surfactant can comprise an octylphenoxy 
polyethoxyethanol nonionic surfactant. The surfactant can 
be present in an amount of up to 5%, by Weight. The 
surfactant may be present in an amount of up to about 1% 
by Weight. The surfactant may be present in an amount of 
about 0.05-0.25% by Weight. 
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[0069] In such compositions, the Weight ratio of (A):(B) is 
from about 0.05 to about 19, preferably about 4 to about 12, 
more preferably from about 6 to about 8, more preferably 
about 6.5 to about 7.0, and more preferably about 6.75. 

[0070] The invention also provides coated building units 
comprising a substrate such coating compositions as set 
forth above. The substrate can comprise a ceiling tile or a 
Wall board. 

[0071] Such coated building units exhibit a Hess Rake 
Test Value of at least about 8, and a cuttability value of less 
than about 15. 

[0072] Preferably such coated building units exhibit a 
Hess Rake Test Value at least about 10, and a cuttability 
value of less than about 10; preferably a Hess Rake Test 
Value of at least about 12, and a cuttability value of less than 
about 2; preferably a Hess Rake Test Value of at least about 
14, and a cuttability value of less than about 1. 

[0073] The substrate can comprise a ceiling tile and/or a 
Wall board. 

[0074] Preferably such coated building units exhibit a 
Hess Rake Test Value range of at least about 8, and a 
cuttability value of less than about 15; preferably a Hess 
Rake Test Value of at least about 10, and a cuttability value 
of less than about 10; more preferably a Hess Rake Test 
Value of at least about 12, and a cuttability value of less than 
about 2; and more preferably a Hess Rake Test Value of at 
least about 14, and a cuttability value of less than about 1. 

[0075] Component (B) is preferably selected from copoly 
mers Which may be derived from monomers including at 
least one of alkyl halides, alkenes, methyl methacrylate, 
butyl acrylate, styrene vinylidene chloride, acrylic acid, 
methacrylic acid, and vinyl acrylic-based materials. 

[0076] Component (B) preferably comprises an alkyl 
halide, preferably a vinyl halide, and preferably vinyl chlo 
ride. Preferably the alkene comprises an ole?n, preferably 
ethylene. 
[0077] The invention also provides methods of producing 
a coated substrate comprising 

[0078] (1) coating a substrate With a coating compo 
sition comprising: 

[0079] (A) at least one polyamidoamine-epihalo 
hydrin resin; and 

[0080] (B) at least one material in an amount 
suf?cient to impart a cuttability value of less than 
about 15 to the coated substrate upon curing the 
coating composition; and 

[0081] (2) curing the coating composition on the 
substrate. Preferably, the cuttability value is less than 
about 10, more preferably less than about 2, more 
preferably less than about 1. The substrates and 
compositions employed can be as de?ned above. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0082] The present invention relates to aqueous composi 
tions comprising component (A) as de?ned herein and 
component (B) as de?ned herein. 
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[0083] The aqueous compositions of this invention have 
various utilities including uses as coating/barrier layers, 
replacements/extenders for latex, and cross linkers, as Well 
as uses in adhesives/binders. When used as coating/barrier 
layers, the aqueous composition of the present invention 
provides moisture barrier, edge seal, extenders for latices, 
stain resistance, Water resistance/repellency, and porosity 
control for porous substrates. Examples of porous substrates 
include, but are not limited to, paper products, non-Woven 
products such as sheets, and textiles. “Extender of latices” 
refers to the ability of the composition of the present 
invention (i.e., components (A), and to be a substitute 
for latex, and can be used in place of or partial substitution 
for a latex in any applications Where latex could be used. 

[0084] Examples of coating/barrier layers include, but are 
not limited to, additives for texture in paint, binders for 
coatings (e.g., in paint), paint primers for all surfaces, 
additives for paper (e.g., paper coatings, paper printability, 
paper siZing, and paper Wet/dry strength agent), precoats for 
coated paper, primers for printing, and replacements/extend 
ers for latex as internal binders in all applications using 
latex. 

[0085] The aqueous composition of the present invention 
can be used in adhesives/binders, such as adhesives, binders 
(e.g., for coatings and personal care products such as cos 
metics and hair styling products), additives for engineered 
Wood products, dye ?xatives, paper Wet/dry strength addi 
tives for cellulosic products (e.g., non-Woven products such 
as sheets and ceiling tiles), additives in paint, resins such as 
permanent press resins (e.g., Wrinkle resistance), precoats 
for coated papers, primers for printing, protective coatings, 
surface modi?ers for Wood/metal/glass, and replacement/ 
extender for latex as internal binders in all applications using 
latex. When used in an adhesive/binder, the aqueous com 
position of the present invention can provide dimensional 
stability control and/or strength for paper, Wood, and tex 
tiles, as Well as texture in paint (such that When a paint is dry, 
it forms a surface having irregular contours). 

[0086] The aqueous composition of the present invention 
can also be used as cross linkers in additives for engineered 
Wood products, paper siZing agents, paper Wet/dry strength 
additives, permanent press resins, replacement for latex as 
internal binders in all applications using latex, surface 
modi?ers in Wood/metal/glass, ink vehicles (Which provide 
impact to ink set and gloss), and textile Wet processing aids. 
The use of the aqueous composition of the present invention 
as cross linkers provides sealing properties, stain resistance, 
textile strength, and Water resistance repellency. 

[0087] In addition, the present invention is also directed to 
methods of preparing coated substrates such as cellulosic 
products, non-Woven products such as sheets, ceiling tiles, 
and metal. Preferably, the present invention is also directed 
to methods of preparing coated substrates such as cellulosic 
products, non-Woven sheets, ceiling tiles, and metal using 
components (A) and 

[0088] The invention also relates to methods of preparing 
a coated substrate comprising, for example coating a sub 
strate With a coating composition including components (A) 
and (B); and curing the coating composition on the substrate. 
Further, the present invention includes methods for metal 
conversion coating Which includes coating a substrate With 
a coating composition including components (A) and (B), 
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and drying the composition in place on the surface of a 
substrate or rinsing a substrate With a coating composition. 
The methods of metal conversion coating comprise using the 
composition containing components (A) and (B) and at least 
one acid, preferably ?uoacid (e.g., ?uotitanic acid, ?uoZir 
conic acid, ?uosilicic acid, and ?uoboric acid), preferably at 
a pH from about 1.5 to about 5.0. Preferably the present 
invention is directed to a method of forming a substantially 
chromium-free conversion coating on a metal surface using 
the composition containing components (A) and (B) and at 
least one acid, preferably ?uoacid (e.g., ?uotitanic acid, 
?uoZirconic acid, ?uosilicic acid, and ?uoboric acid), pref 
erably at a pH from about 1.5 to about 5.0. More preferably, 
the present invention is directed to a method of forming a 
substantially chromium-free, dried in place conversion coat 
ing on a metal surface using the composition containing 
components (A) and (B) and at least one acid, preferably 
?uoacid (e.g., ?uotitanic acid, ?uoZirconic acid, ?uosilicic 
acid, and ?uoboric acid), preferably at a pH from about 1.5 
to about 5.0. 

[0089] “Substantially chromium-free conversion coating” 
refers to a conversion coating that does not intentionally 
include added chromium, but can contain a trace amount of 
chromium. 

[0090] Further, the present invention also relates to meth 
ods of preparing cellulosic products, preferably ceiling tiles 
and non-Woven products such as sheets using the composi 
tion containing components (A), and Speci?cally the 
present invention relates to methods of preparing cellulosic 
products Which comprise (1) substantially simultaneously or 
sequentially adding a composition to a system comprising 
cellulosic ?bers, Wherein the system is selected from at least 
one of aqueous system, felt, Web, and combinations thereof, 
and Wherein the composition comprises (A) at least one 
Water-soluble component comprising at least one functional 
group that undergoes a crosslinking reaction; and (B) at least 
one ?lm-forming polymer. 

[0091] “Substantially simultaneously adding” or “simul 
taneously adding” refers to adding tWo substances to a slurry 
or suspension (e.g., such as a cellulosic slurry) With sub 
stantially no time difference and essentially at the same 
position in the system or process. The tWo substances being 
added can be in the form of a mixture as Well as separately 
added, e.g., by adding one substance during the addition of 
the other. 

[0092] “Sequential addition” refers to at least tWo different 
substances being added to different locations at the same 
time or at a different time and/or the same location at 
different time on a machine used to prepare cellulose prod 
ucts. These locations are far aWay enough so that the one 
substance added is mixed With the cellulose slurry before 
another substance is added. A combination of sequential and 
simultaneous addition may also be employed. 

[0093] In some aspects, the present invention relates to the 
discovery that compositions comprising mixtures compris 
ing: component (A) comprising a polyamidoamine-epihalo 
hydrin, and component (B) comprising a component Which 
cooperates With or moderates the properties of component 
(A) and preferably selected from ?exibliZing components, 
components Which inhibit cross-linking, and mixtures 
thereof, provide an unexpectedly superior spectrum of prop 
erties When applied as a coating to various substrates. 
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Compositions of the invention are especially suitable for 
coating porous substrates. Exemplary substrates include 
building materials, such as ceiling tiles, Wall boards and the 
like. In accordance With one de?nition as used herein, 
Without Wishing to be bound by theory, it is believed that the 
?exibiliZing component functions, at least in part, to hinder 
cross-linking of component 

[0094] Component (A) 

[0095] Component (A) may be any component having 
molecules Which undergo molecular interaction such as 
molecular entanglement, crosslinking, molecular bonding, 
etc. upon drying and/or heating. Without Wishing to be 
bound by theory, suitable materials for component (A) 
include, but are not limited to, materials that interact on a 
molecular level to form a netWork distributed Within com 

ponent (B) When components (A) and (B) are cured. 

[0096] As discussed above, component (A) of the aqueous 
composition of the present invention can comprise at least 
one Water-soluble component comprising at least one func 
tional group that undergoes a crosslinking reaction, prefer 
ably upon drying and/or heating. “Water-soluble compo 
nent” refers to a component that dissolves in Water to form 
a homogeneous liquid. Examples of suitable functional 
groups of component (A) preferably include, but are not 
limited to, epoxy, aZetidinium, aldehyde, carboxyl group, 
acrylate and derivatives thereof, acrylamide base and deriva 
tives thereof, and quaternary amine, more preferably aZeti 
dinium, epoxy, and aldehyde, and most preferably aZeti 
dinium and epoxy. 

[0097] Examples of component (A) preferably include, 
but are not limited to, acrylamide-based crosslinkable poly 
mers, polyamidoamine-epihalohydrin resins, and 
polyamines, and polyimines, more preferably cationic func 
tionaliZed polyacrylamides (HERCOBOND 1000® manu 
factured by Hercules Incorporated) such as those disclosed 
in US. Pat. No. 5,543,446 Which is incorporated herein by 
its entirety, creping aids such as CREPETROL® A 3025 
disclosed in US. Pat. No. 5,338,807 Which is incorporated 
herein by its entirety, and polyamidoamine-epihalohydrin 
resins such as those disclosed in US. Pat. Nos. 2,926,116 
and 2,926,154, to KEIM, incorporated by reference in their 
entirety herein. 

[0098] In some aspects of the present invention, the pre 
ferred materials for component (A) include polyamidoam 
ine-epihalohydrin resins such as those disclosed in US. Pat. 
Nos. 2,926,116 and 2,926,154, to KEIM, incorporated by 
reference in their entirety herein. Preferred polyamidoam 
ine-epihalohydrin resins can also be prepared in accordance 
With the teachings of US. Pat. No. 5,614,597 to BOWER 
and commonly assigned to Hercules Incorporated, incorpo 
rated by reference in their entirety herein. As discussed in 
US. Pat. No. 5,614,597 to BOWER, these processes typi 
cally involve reacting aqueous polyamidoamine With an 
excess of epihalohydrin to completely convert amine groups 
in the polyamidoamine to epihalohydrin adducts. During the 
reaction halohydrin groups are added at the secondary amine 
groups of the polyamidoamine as shoWn in the folloWing 
example, using epichlorohydrin as the epihalohydrin: 
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RZNH + CHZEHCHZCHZCI —> RZNCHZCHCHZCI 

OH 

[0099] Where R2N— represents a secondary amine group 
of the polyamidoamine. 

[0100] After the epihalohydrin has been added and When 
heat evolution has subsided, the reaction mixture is heated 
to effect crosslinking and viscosity increase. During this 
reaction, aZetidinium groups are formed. These functional 
groups are typically employed to impart Wet strength to 
paper by forming a strong crosslinked netWork With the 
paper ?bers. 

[0101] Preferred polyamidoamine-epihalohydrin resins 
include polyamidoamine-epichlorohydrins such as those 
sold by Hercules Incorporated of Wilmington, Del., under 
various trade names. Preferred polyamidoamine-epihalohy 
drin resins available from Hercules include the KYMENE® 
resins and the HERCOBOND® resins. KYMENE 557H® 
resin; KYMENE 557LX® resin; KYMENE 557SLX® 
resin; KYMENE 557ULX® resin; KYMENE 557ULX® 
resin; KYMENE 709® resin; KYMENE 736® resin; and 
HERCOBOND 5100® resin. Of these, KYMENE 557H® 
resin and HERCOBOND 5100® are especially preferred 
polyamidoamines, available in the form of aqueous solu 
tions. KYMENE 763® resin (a polyamine) can also be 
employed as component It is expressly contemplated 
that equivalents to each of the foregoing resins are Within the 
scope of the present invention. 

[0102] Component (B) 
[0103] Without Wishing to be bound by theory, suitable 
materials for component (B) include any materials that are 
capable of forming a continuous phase that can be modi?ed 
by the netWork structure of component (A) described above. 
As discussed above, component (B) comprises at least one 
?lm-forming material such as a polymer, preferably a latex 
material. 

[0104] Examples of other ?lm-forming material of the 
present invention preferably include, but are not limited to, 
polymers derived from monomers including at least one of 
alkyl halides of from 2-12 C atoms, alkene halides of from 
2-12 C atoms, alkyl acrylamides of from 2-12 C atoms, 
alkene acrylamides of from 2-12 C atoms, alkyl acrylates of 
from 2-12 C atoms, and alkene acrylates of from 2-12 C 
atoms. 

[0105] In some aspects of the present invention, the ?lm 
forming layer is a latex selected from at least one polymer 
comprising repeating units derived from an alkyl halide 
having at least one double bond and an alkene, Wherein the 
alkyl halide has from 2 to 12 C atoms, and Wherein the 
alkene has from 2 to 12 C atoms. 

[0106] “Latex” refers to an aqueous dispersion of a Water 
insoluble polymer. Latex materials are prepared in an emul 
sion polymeriZation process Wherein the insoluble monomer 
is emulsi?ed, With a surfactant, into small particles of less 
than about 10,000 nm or 10 microns in diameter in Water and 
polymeriZed using a Water-soluble initiator. The resultant 
product is a colloidal suspension of ?ne particles, preferably 
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about 50 to 1000 nm in diameter. See, for example, Kirk 
Othmer Encyclopedia of Chemical Technology, fourth edi 
tion, volume 15, page 51 (J. Wiley & Sons, NeW York, 
1995), Which is hereby incorporated herein in its entirety. 
“Colloidal suspension” refers to a dispersion of ?ne droplets 
or particles in a liquid medium. 

[0107] Suitable latices can be readily identi?ed by those of 
ordinary skill in the art, based on physical properties using 
fully conventional considerations, including stability, rheol 
ogy, ?lm formation and ?lm properties, interfacial reactivity 
and substrate adhesive can be determined by colloidal and 
polymeric properties of the latex. Colloidal properties 
include particle siZe and morphology distribution solids, pH, 
viscosity, and stability. Molecular Weight distribution, 
monomer sequence and distribution, glass-transition tem 
perature and crystallinity are Well knoWn in the art. 

[0108] Latex applications include, but are not limited to, 
uses as adhesives, binders, coatings, elastic materials, foam 
products, modi?ers, and supports for immobiliZation of 
other materials. 

[0109] Commercially available latices are derived from a 
large variety of monomers including, but not limited to, 
styrene, dimethylstyrene, vinyltoluene, chloroprene, butadi 
ene, ethylene, acrylamide, acrylonitrile, acrolein, methy 
lacrylate, ethylacrylate, acrylic acid, methacrylic acid, 
methyl methacrylate, n-butyl acrylate, vinylidene chloride, 
vinyl ester, vinyl chloride, vinyl acetate, acrylated urethane, 
hydroxyethyl acrylate, dimethylaminoethyleneacrylate, and 
vinyl acetate. 

[0110] Other examples of the latex material preferably 
include, but are not limited to, copolymers of alkyl halides 
and alkene halides, such as copolymers of vinyl or allyl 
halides and alkenes. Any akyl halides and any alkene 
halides, Which copolymeriZe to form copolymers With each 
other, may be employed. Standard textbooks list exemplary 
materials. See, for example, Organic Chemistry, Morrison & 
Boyd, Allyn and Bacon, Inc. 1973, Which is hereby incor 
porated by reference as though set forth in full herein for its 
disclosure of such materials. Preferred alkyl halides include 
allyl and/or vinyl halides of from 2-12 C atoms, preferably 
from 2-6 C atoms, more preferably from 2-4 C atoms and 
most preferably about 2 C atoms. Copolymers of vinyl 
halides (especially vinyl chloride) and alkenes, preferably of 
from 2-12 C atoms, preferably from 2-6 C atoms, more 
preferably from 2-4 C atoms and most preferably of about 
2-3 C atoms, especially propylene and/or ethylene, are 
especially preferred. 

[0111] In some aspects of the present invention, compo 
nent (B) can comprise any component that functions to 

cooperate With or moderate the properties of component In accordance With one de?nition herein, materials for 

component (B) comprise materials that function to ?exibi 
liZe component (A) after the compositions of the invention 
are applied as a coating, materials that tend to inhibit 
crosslinking of component (A), and mixtures of such mate 
rials are considered exemplary. Materials for component (B) 
are not limited to these exemplary de?nitions, hoWever. 

[0112] The degree to Which component (A) is ?exibiliZed 
by component (B) may be expressed in terms of a cuttability 
value. An exemplary procedure for determining the cutta 
bility value of a substrate (such as a ceiling tile or a Wall 
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board) coated With the composition of the invention is set 
forth in the Examples, below. The degree to Which compo 
nent (A) is ?exibiliZed by component (B) may be expressed 
in terms of the degree to Which a substrate (such as a sheet 
of aluminum, such as a pie pan), coated With a composition 
of the invention Which is subsequently cured, can be bent 
substantially Without cracking or delaminating the coating 
from the substrate. An exemplary procedure for determining 
this degree of ?exibility is also set forth in the Examples, 
beloW. 

[0113] Preferred materials for component (B) include 
copolymers of alkyl halides and alkenes, such as copolymers 
of vinyl or allyl halides and alkenes. Any akyl halide and any 
alkene, Which copolymeriZe to form copolymers With each 
other, may be employed. Standard textbooks list exemplary 
materials. See, for example, Organic Chemistry, Morrison & 
Boyd, Allyn and Bacon, Inc. 1973, Which is hereby incor 
porated by reference as though set forth in full herein for its 
disclosure of such materials. Preferred alkyl halides include 
allyl and/or vinyl halides of from 2-12 C atoms, preferably 
from 2-6 C atoms, more preferably from 2-4 C atoms and 
most preferably about 2 C atoms. Copolymers of vinyl 
halides (especially vinyl chloride) and alkenes, preferably of 
from 2-12 C atoms, preferably from 2-6 C atoms, more 
preferably from 2-4 C atoms and most preferably of about 
2-3 C atoms, especially propylene and/or ethylene, are 
especially preferred. 
[0114] Any copolymers of vinyl chloride and ethylene 
may be employed as component Exemplary copolymers 
of vinyl chloride and ethylene are disclosed in US. Pat. No. 
4,673,702 to IACOVIELLO, and US. Pat. No. 4,962,141 to 
IACOVIELLO, et al., incorporated by reference in their 
entireties herein. These copolymers (also referred to herein 
as “EVCl” copolymers) may be prepared in any Way. By 
Way of example, they may be prepared (preferably in the 
form of an emulsion) as described in US. Pat. No. 4,962,141 
to IACOVIELLO et al. by the folloWing procedures. 

[0115] Suitable EVCl copolymer emulsions may be pre 
pared by copolymeriZing the monomers in the presence of 
suitable emulsifying agents, i.e., protective colloids and 
surfactants, in an aqueous medium under pressures generally 
not exceeding about 100 atm and in the presence of a redox 
system Which is added incrementally. The copolymeriZation 
reaction is performed under an ethylene pressure Which is 
sufficient to provide the copolymer With about 5 to 35 Wt % 
ethylene content, preferably about 15 to 25 Wt %. Pressures 
of about 50 to 100 atm are generally used to afford such an 
ethylene content. 

[0116] The EVCl copolymer emulsions may additionally 
contain from 0.1 to 30 Wt % of an external crosslinking agent 
based upon the total Weight of the copolymer. Suitable 
external crosslinking agents include melamine/formalde 
hyde resins, polyisocyanates such as Water dispersible poly 
meric methyl diphenyl diisocyanates and Water based phe 
nolic resins. 

[0117] In carrying out the polymeriZation, substantially all 
of the polyvinyl alcohol and a portion of the vinyl chloride 
is initially charged into the polymeriZation vessel Which is 
then pressuriZed With ethylene. Most advantageously, at 
least about 5 Wt % and preferably, at least about 15 Wt % of 
the total vinyl chloride to be polymeriZed is initially charged 
into the reactor. The remainder of the vinyl chloride is 

Oct. 23, 2003 

added, desirably at a substantially uniform rate, after the 
initially charged vinyl chloride monomer content has been 
substantially reduced as evidenced by a decrease in the rate 
of polymeriZation. This controlled addition avoids over 
pressuriZation of the reactor. No more than about 60% of the 
vinyl chloride should be charged initially since a prepolymer 
can be generated in-situ in order to obtain the desired stable 
emulsions. 

[0118] The quantity of ethylene entering the copolymer is 
in?uenced by the pressure, the mixing, the addition rate and 
amount of free radical generating source. The ethylene 
content of the copolymer can be increased by utiliZing a 
higher ethylene pressure, increasing agitation during mixing 
or employing a higher free radical source rate. 

[0119] The process of forming the EVCl copolymer emul 
sions may comprise preparing an aqueous solution contain 
ing substantially all of a polyvinyl alcohol dispersing agent. 
This aqueous solution and the initial charge of vinyl chloride 
may be added to the polymeriZation vessel and ethylene 
pressure may then be applied to the desired value. The 
mixture is mixed thoroughly to dissolve ethylene in the vinyl 
chloride and into the Water phase. The charge can be 
conveniently elevated to polymeriZation temperature during 
this mixing period. A polymeriZation temperature of about 
55° C. and an ethylene pressure in the range of 750 psig to 
1000 psig may be employed to provide a copolymer With 
about 20-30 Wt % ethylene. Mixing can be effected by 
means of an agitator or other knoWn mechanism. 

[0120] The polymeriZation is initiated by introducing ini 
tial amounts of a free radical generating source into the 
reactor vessel containing the monomer premix. When 
employing a redox system, either the oxidant or reductant 
component can be added initially to the aqueous medium 
containing the polyvinyl alcohol and vinyl chloride With the 
other redox component added to initiate the reaction. Upon 
initiating the polymeriZation, any desired monomer such as 
the hydroxyalkyl- or carboxylic acid-containing functional 
co-monomers disclosed herein may be added incrementally 
to the reaction vessel. sustaining and desirably until the 
residual vinyl chloride content is beloW 0.5%. The com 
pleted reaction product is removed from the presence of 
ethylene and maintained at a temperature above the Tg of the 
copolymer While sealed from the atmosphere. The reaction 
mixture can also be transferred to a degasser for removal of 
unreacted ethylene. 

[0121] It Will be readily appreciated by those of ordinary 
skill in the art that the foregoing is exemplary only, and that 
the generically and/or speci?cally de?ned reactants and 
conditions can be substituted by equivalent reactants and 
conditions. Especially preferred copolymers for component 
(B) include those marketed by Air Products and Chemicals, 
Inc., of AllentoWn, Pa., under the trade name AIRFLEX®; 
especially, AIRFLEX 4530®, AIRFLEX 4514®, AIRFLEX 
4500®. It is expressly contemplated that equivalents to such 
vinyl chloride/ethylene copolymers are Within the scope of 
the present invention. Thus, for example, any polymer or 
copolymer Which moderates component (A) such as by 
functioning to ?exibiliZe component (A), and/or any poly 
mer or copolymer that inhibits crosslinking such that When 
the Water from the composition is driven off, and the coating 
is cured, can be bent 180°, preferably 360°, Without cracking 
or delaminating, is Within the scope of the invention. Pref 
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erably any copolymer Which functions to ?exibiliZe com 
ponent (A), and/or any polymer or copolymer that inhibits 
crosslinking such that When the coating is applied to a 
substrate, such as an aluminum sheet and the Water from the 
composition is driven off, the coating can be bent 180°, 
preferably 360°, Without cracking or delaminating from the 
substrate, is Within the scope of the invention. Preferably, the 
combination of components (A) and (B) result in composi 
tions exhibiting good memory, in addition to the good 
?exibility discussed above. For example, such compositions 
preferably exhibit good memory such that a cured coating 
When deformed Will return to the position or con?guration in 
Which it Was before it Was deformed. 

[0122] Other materials for component (B) include, but are 
not limited to, NEOCAR® manufactured by Union Carbide 
(vinyl ester/acrylic acid), RES 3077® manufactured by 
Rohm & Haas (vinyl acetate/acrylic acid), FLEXTHANE 
620® by Air Products (vinyl chloride amide terpolymer), 
VINAC 884® by Air Products (vinyl acetate), DOW 620® 
by DoW Chemical Company (styrene butadiene rubber), 
FLEXBOND 325® (vinyl acetate-acrylic copolymer latex) 
by Air Products, LUCIDENE 243® (styrene-acrylic poly 
mer emulsion), HYCAR 26256® (acrylic ester copolymer 
latex) and MORKOTE 1725® (acrylic copolymer emul 
sion). 
[0123] As discussed above, such materials for component 
(B) include Water compatible systems such as copolymers 
that can contain the folloWing monomers: methyl methacry 
late, butyl acrylate, styrene vinylidene chloride, acrylic acid, 
and methacrylic acid. Suitable copolymers include acrylated 
urethanes prepared by reacting a hydroxy acrylate or meth 
acrylate; a diol, polyester or diamine; and a diisocyanate can 
be used. Preferred monomers are disclosed in Us. Pat. No. 
5,716,603, Which is hereby incorporated by reference as 
though set forth in full herein for its teachings in this regard. 
Other copolymers that appear to be useful include acrylic 
and vinyl acrylic-based materials. 

[0124] Other examples of (B) include, but are not limited 
to, vinyl ester/acrylic, vinyl acetate/acrylic, vinyl acetate/ 
ethylene, vinyl chloride amide terpolymer, vinyl acetate, and 
styrene/butadiene. 

[0125] Other materials for component (B) can also include 
FLEXBOND 325® (vinyl acetate-acrylic copolymer latex), 
LUCIDENE 243® (styrene-acrylic polymer emulsion), 
HYCAR 26256® (acrylic ester copolymer latex) and 
MORKOTE 1725® (acrylic copolymer emulsion). 

[0126] Compositions 

[0127] The aqueous compositions of the invention are 
preferably employed in the form of an aqueous admixture, 
preferably an aqueous emulsion, and conveniently in pre 
ferred embodiments, in the form of an aqueous emulsion 
system resulting from the admixture of component (A) and 
component In addition, the aqueous composition of the 
present invention can include, Water and at least one sur 
factant and/or additive. 

[0128] The pH of the aqueous composition containing 
components (A) and (B) can be adjusted to suit particular 
utilities. Preferably, the pH is from about 3 to about 9, more 
preferably from about 3 to about 7, and most preferably 
about 4.5. 
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[0129] The present invention is preferably prepared by 
adding 75 g of component (A), preferably Hercobond 
5100® or Kymene 557H® to 11.11 g an emulsion of 
component (B), preferably Air?ex 4530® With mechanical 
stirring and adding Water to make a 100 g solution. 

[0130] The coating compositions of the invention are 
preferably employed in the form of an aqueous admixture, 
preferably an aqueous emulsion, and conveniently in pre 
ferred embodiments, in the form of an aqueous emulsion 
system resulting from the admixture of an solution of 
component (A) and an emulsion of component (B), and 
optionally Water and a surfactant. 

[0131] Thus, compositions of the invention may be pre 
pared by mixing commercially available solutions of com 
ponent (A) and component Because such products are 
commercially available, it is expedient and convenient to 
employ components (A) and (B) “as received” from the 
suppliers, although this is not required. As illustrative 
examples, such solutions are available in concentrations of 
about 12.5% ((conveniently expressed as percent solids) 
based on Weight of resin to total Weight of “as received” 
solution) for component (A), and concentrations of about 
50% (based on Weight of resin to total Weight of “as 
received” emulsion) for component 
[0132] At concentrations of about 12.5% for an solution of 
component (A) and about 50% for an emulsion of compo 
nent (B), solutions of component (A) are employed in the 
compositions in amounts of from about 5 to about 95%, 
preferably from about 50% to about 85%, more preferably 
about 75% (based on the total Weight of all components of 
the composition), and emulsions of component (B) are 
employed in the compositions in amounts of from about 5% 
to about 95%, preferably from about 8% to about 50%, more 
preferably about 11% (based on the total Weight of all 
components of the composition). Compositions of about 
75% for component (A) and 11.11% for component (B) have 
been found to be particularly preferred, With the remaining 
components of the composition being surfactant (preferably 
in an amount of about 0.06%), and Water. 

[0133] This may also be expressed such that, the compo 
sitions of the invention may have content of solids of 
component (A) (in terms of active ingredient, i.e., resin) in 
a range of from about 1% to about 85%, preferably about 
1.5% to about 82.5%, most preferably about 63% (based on 
the total Weight of the tWo resins, i.e., based on the total 
Weight of the resins of component (A) and (B)), and content 
of resin of component (B) (in terms of active ingredient, ie., 
resin) in a range of from about 15% to about 99%, more 
preferably about 17.4% to about 98.7%, most preferably 
about 37% (based on the total Weight of the tWo resins, i.e., 
based on the total Weight of the resins of component (A) and 
(B)) 
[0134] The amounts of component (A) and component (B) 
employed in the aqueous compositions of the invention may 
also be expressed in terms of a ratio (A):(B), based on dry 
Weight of polymer of component (A) to the dry Weight of the 
polymer of component The aqueous compositions of the 
invention preferably include those Wherein the ratio of 
(A):(B) is from about 5:1 to about 1:5, more preferably from 
about 2:1 about to about 1:1, and more preferably from 
about 1.69:1. 

[0135] The amounts of component (A) and component (B) 
employed in the compositions of the invention may also be 
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expressed in terms of a ratio (A):(B), based on the Weight of 
polymer of component (A) to the Weight of the polymer of 
component (B) (that is (A)/(B), compositions of the inven 
tion include those Wherein the ratio of (A):(B) is from about 
0.05 to about 19, preferably from about 4 to about 12, more 
preferably from about 6 to about 8, more preferably from 
about 6.5 to about 7.0, most preferably about 6.75. 

[0136] Optional Surfactants and Additives 

[0137] In preparing the aqueous compositions of the 
invention, solutions of components (A) and (B), Water, and 
optionally, at least one surfactant and/or at least one additive 
and/or a least one acid, may be mixed in any suitable mixing 
vessel, preferably With agitation, such as stirring. A mixing 
vessel equipped With a stirrer may be employed particularly 
for this purpose. These components may be added to the 
mixing vessel in any order of addition, or concurrently. 

[0138] The compositions also preferably comprise a sur 
factant. Suitable surfactants include non-ionic, anionic and 
cationic surfactants. TERGITOL®, TRITON GR7M®, TRI 
TON X 100®, Triethylamine (TEA), AQUAQUEST 2120® 
(available from GEO Specialty Chemicals, CedertoWn, Ga.) 
and Water are exemplary. Apreferred surfactant is TRITON 
X-100® (an octylphenoxypolyethoxyethanol nonionic sur 
factant) available from Union Carbide Chemicals and Plas 
tics Company, Incorporated, Danbury, Conn. Surfactants are 
preferably employed in amounts of up to about 10%, by 
Weight. Preferred ranges for amounts of surfactant are in the 
range of about 0-5%, by Weight; more preferably about 
0-1%, most preferably, surfactants are employed in amounts 
of about 0.05-0.25% by Weight, based on the total Weight of 
the composition. 

[0139] The aqueous composition of the present invention 
can also include additives, such as pigments to provide 
colors. Suitable pigments include those of the organic type 
and those of the inorganic type. Preferred organic pigments 
include D and C Red, Nos. 10, 11, 12 and 13, D and C Red 
No. 7, D and C Red Nos. 5 and 6, D and C Red Nos.30 and 
40, D and C YelloW No. 5 and D and C Red No. 2. Inorganic 
pigments include titanium dioxide, bismuth oxychloride, 
broWn iron oxide and the red iron oxides. 

[0140] The pigments may preferably be employed in 
amounts of up to about 5% by Weight, preferably from about 
0.01% to about 5% by Weight, more preferably in amounts 
of from about 0.5% to about 2%, by Weight. 

[0141] Other ingredients may be added to accelerate dry 
ing. These include glycol esters, such as butyl glycol acetate, 
and volatile alcohols such as ethanol and 2-propanol. Drying 
accelerators may be added in amounts of from of up to about 
5%, by Weight, more preferably from about 0.01% by Weight 
to about 5% by Weight; more preferably from about 0.5% to 
about 2.5% by Weight. 

[0142] Other ingredients such as plasticiZers and coalesc 
ing agents may also be employed. These include, for 
example, those disclosed in US. Pat. No. 5,716,603, Which 
patent is hereby incorporated by reference as though set 
forth in full herein. 

[0143] Thickeners may also be employed, in amounts in a 
range of from about 0.01% to about 5% by Weight, for 
example. Suitable thickeners include cellulose and deriva 
tives, including carboxymethylcellulose and hydroxyethyl 
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cellulose, natural gums such as carrageenan, pectin and 
xanthan gum, silicates, clays, such as laponite and synthetic 
polymers such as ethylene oxide, vinyl alcohol, acrylic or 
polyurethane-type polymers, and the like. 

[0144] Common practice has been to add ?llers to the 
coatings to give properties of face durability, color and ?re 
performance. HoWever, a high amount of ?llers (for 
example, 40% or greater by Weight) Will typically form a 
plate-like sealed surface on the board, Which is desirable for 
face durability but Will hurt the acoustical properties. They 
also prevent the coating from soaking into the board, and 
cause the paint to chip When a cut is made. Fillers also serve 
to “hide” the color of the substrate (in many compositions, 
the binder itself Will not hide the substrate). 

[0145] Additives can also be employed. The term “addi 
tives” includes a broad range of solid and liquid materials 
normally added to coating compositions. Suitable additives 
can be readily identi?ed and employed by those of ordinary 
skill in the art. Additives include ?llers, such as silicas, clays 
(including Kaolin, Ball, Delaminated, Calcined, etc.); cal 
cium carbonate, titanium dioxide, pigments, optical bright 
eners, etc. When employed, additives may be employed in 
amounts in the range of from about 0-40%, based on total 
Weight of the composition. 

[0146] Suitable acids that can be used in combination With 
the composition of the present invention include, but are not 
limited to, ?uoacid. Examples of ?uoacid include, but are 
not limited to, ?uotitanic acid, ?uoZirconic acid, ?uosilicic 
acid and ?uoboric acid, preferably ?uotitanic acid and 
?uoZirconic acid. 

[0147] Uses of Composition 

[0148] As discussed above, the aqueous compositions of 
the present invention can be used as additives for texture in 
paint, additives for engineered Wood products, adhesives, 
binders for coating, control porosity of paper and textiles, 
dimensional stability control for paper, Wood and textiles, 
dye ?xative, edge seal, edge seal extenders for latices, hair 
styling, ink vehicles, latex replacement/extender, moisture 
barriers, paint binders, paint primers for all surfaces, paper 
coating additives, paper printability additives, paper siZe, 
paper strength additives (such as Wet and dry additives, 
permanent press resins, porosity control, precoated for 
coated paper, primer for printing, protective coating, 
replacement for latex as an internal binder in all applica 
tions, sealants, stain resistance, surface modi?ers for Wood, 
metals and glass, textile strength, textile Wet processing aids, 
and Water resistance/repellency. 

[0149] The aqueous compositions of the present invention 
are highly suitable for coating physiological substrates (e. g., 
nails and hair), porous substrates (e.g., Wood and paper), 
cellulose substrates, textiles, and building materials (e.g., 
ceiling tiles, Wall boards, sheet rocks, metals and the like). 

[0150] The coating compositions of the present invention 
provide scratch, Water and stain resistance, as Well as other 
properties, such as maintaining ?exibility, providing cutta 
bility, durability, desired ?nished color, and resistance to 
aqueous liquids. 

[0151] The aqueous composition of the present invention 
can also be used in dye ?xatives, adhesives, sealants, cel 
lulosic products to provide strength and/or texture. 
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Examples of cellulosic products include, but are not limited 
to, ceiling tiles, paper products, non-Woven products such as 
sheets, and paint. Non-Woven products such as sheets can be 
natural are synthetic. Examples of non-Woven products such 
as sheets include, but are not limited to, disposable diapers, 
disposable medical products, and absorbent pads. 

[0152] The cellulosic product of the present invention 
preferably comprises a cured composition comprising com 
ponents (A) and (B) in the amount of up to about 10% dry 
Weight, more preferably about 0.005% to about 2% dry 
Weight. 

[0153] The ceiling tile of the present invention preferably 
comprises a cured composition comprising components (A) 
and (B) in the amount of up to about 20% dry Weight, more 
preferably about 0.005% to about 2% dry Weight. 

[0154] The non-Woven product of the present invention 
preferably comprises a cured composition comprising com 
ponents (A) and (B) in the amount of up to about 20% dry 
Weight, more preferably about 0.005% to about 15% dry 
Weight. 

[0155] The paint product of the present invention prefer 
ably comprises a cured composition comprising components 
(A) and (B) in the amount of up to about 25% dry Weight, 
more preferably up to about 20% dry Weight. 

[0156] Uses of Composition in Metal Conversion Coat 
ings 

[0157] Although metal conversion coatings are generally 
knoWn in the art, traditional chromate coatings have become 
uneconomical due to increased costs associated With indus 
trial pollution concerns. 

[0158] The compositions of the present invention are very 
suitable for use as chromium-free conversion coatings for 
metal surfaces, for example to improve corrosion resistance 
and adhesion of later-applied coatings on metals such as 
steel, galvaniZed steel, aluminum, Zinc-aluminum coated 
steel and aluminum alloys. Such later-applied coatings can 
include paints, inks, lacquers, plastics and other siccative 
coatings. The inventive composition can be applied as an 
aqueous solution and can be used alone or With additives 
such as one or more of acetic acid, glycolic acid, and 
?uoacids such as dihydrohexa?uotitanic acid, dihydro 
hexa?uosilicic acid, dihydrohexa?uoZirconic acid, and ?u 
oboric acid. 

[0159] The manner of treating a metal surface can include 
applying an aqueous solution of the composition (e.g., up to 
about 90% by Weight), and drying the composition in place 
on the surface or rinsing as by a Water bath or shoWer, 
preferably drying the composition in place on the surface. 
An acid can bene?cially be supplied in the solution to 
produce a pH of up to about 5. Suitable methods of appli 
cation include spraying, immersion, ?oW coating, roll coat 
ing, and the like. 

[0160] Corrosion resistance of the coated metals can be 
measured using the “Neutral Salt Spray” test; peel resistance 
can be measured by the “T-Bend” test, “Reverse Impact” 
test, or “Cross-Hatch” test. The MEK (methyl ethyl ketone) 
rub test is used to determine Whether a paint has properly 
cured on a metal surface. These tests are detailed hereafter 
in the Example section. 
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[0161] Uses of Composition in Oriented Strand Board 

[0162] The aqueous composition of the present invention 
can also be used in oriented strand board (OSB). “Oriented 
strand board” refers to a composite Wood product based 
upon the use of special forms of Wood ?akes. Flake is a long, 
?at piece of Wood that is about 1 to 4 inches (about 25-100 
mm) in length. The length is in the longitudinal (grain) 
direction; the thickness is 0010-0040 inches (0.25-1.00 
mm); and the Width is variable. A ?ake has a length to 
thickness ratio of at least about 100. 

[0163] OSB is produced by mixing dried ?akes, or strands 
With resin adhesive, Wax and other additives, and then 
forming the strands into mats on a Wide screen caul. The 
strands are oriented in speci?c directions. The mat is then 
pressed, at temperatures up to about 218° C. (See Kirk 
Othemer, Encyclopedia at Chemical Technology, Fourth 
Edition, Supplement Volume, J. Wiley ad Sons, (NeW York, 
1998, pp 803-807).) 

[0164] OSB is a reconstituted Wood product. It provides a 
loWer cost alternative to plyWood and solid saWn Wood and 
can be produced in a Wide range of densities. 

[0165] The pH of the emulsion used in oriented strand 
boards is at least about 4, preferably at least about 7.5, more 
preferably from about 8.8 to 11.5, and most preferably about 
10.2. 

[0166] Uses of Composition in Cellulosic Products 

[0167] As used herein, “cellulosic products” is intended to 
refer to products containing cellulosic ?bers, such as paper, 
paper board, cardboard and any related product. The fol 
loWing discussion concerning paper is illustrative and 
applies to all related materials and processes. 

[0168] Paper is made by a process that includes preparing 
a paper making pulp or slurry, folloWed by forming the pulp 
or slurry into a membrane from Which the paper sheet is 
eventually formed. The Wet part (as this term is used herein) 
of the process includes all the stages in furnish preparation, 
including pulp blending and re?ning, through thick stock 
and thin stock blending, chemical additions and dilutions 
With both White Water and fresh incoming Water, to the point 
of deposition of ?ber and membrane formation on the Wire, 
at the Wet end of the paper making process. Thus, the Wet 
part of the process includes all stages of the paper making 
process through the formation of the sheet. 

[0169] In the papermaking industry, it is common to 
attempt to optimiZe paper making compositions in order to 
provide speci?c functional properties as efficiently and 
economically as possible. Such optimiZation can include the 
addition of compounds to any part of the Wet portion of the 
process, as Well as to any other portion of the process, 
including the formed or forming pulp as Well as formed or 
forming paper. Typical compositions include (internal and 
external) siZing agents (materials) and Wet and/or dry 
strength resins. As used herein, internal siZing refers to 
siZing associated With the addition of siZe at the Wet part of 
the paper making process, and thus internal siZing or siZing 
at the Wet part of the paper making process refers to the 
addition of siZe at any of the stages of the Wet part of the 
process. Surface siZing refers to the addition of materials to 
the formed or forming pulp as Well as formed or forming 
paper. 
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[0170] Wet and/or dry strength resins are a common 
additive to paper making compositions. These materials act 
to provide strength to Wet paper and are used in, among other 
paper products, paper toWel and packaging. Among other 
uses, they are also useful as creping adhesives. Wet strength 
resins may be added during paper production to bind the 
cellulose ?bers together, and to enhance the strength of the 
paper produced so that the paper does not fall apart When 
used under Wet conditions. Wet and dry strength resins may 
be added during any part of the paper making process 
including the Wet part or may be added to formed pulp and 
formed paper. 

[0171] Use of Composition as Coating for Ceiling Tiles 

[0172] The coating of the present invention is highly 
suitable for ceiling boards (ceiling tiles), since the coating 
gives the coated board an improved face durability and 
cuttability. Although the coating can be used on a ceiling 
board of any suitable composition, the boards for Which the 
present coating compositions have been found to be suitable 
comprise ?ber in an amount in the range of from about 5 to 
about 85% by Weight, ?ller in an amount in the range of 
from about 5 to about 90% by Weight, and a binder in an 
amount in the range of from about 1 to about 25% by Weight. 
Preferably, the board is an acoustical board comprising ?ber 
in an amount in the range of from about 20% to about 80% 
by Weight, ?ller in an amount in the range of from about 20 
to about 75% by Weight, and a binder in an amount in the 
range of from about 1 to about 20% by Weight. In some 
aspects, the acoustical board comprises from about 10 to 
about 80% by Weight of a ?ber selected from at least one of 
mineral Wool and cellulosic ?bers, a ?ller at an amount in the 
range of from about 5 to about 90% by Weight, said ?ller 
being selected from the group consisting of perlite and clay, 
and an organic binder at an amount in the range of from 
about 1 to about 20% by Weight. 

[0173] Some suitable acoustical boards Which can be 
coated With the compositions described herein are described 
in and can be prepared in accordance With procedures 
described in US. Pat. No. 4,963,603 to FELEGI et al., 
assigned to Armstrong World Industries, Inc., Which patent 
is hereby incorporated by reference as though set forth in full 
herein. 

[0174] Coatings that produce an “I beam” effect With such 
board are provided in accordance With preferred embodi 
ments of the present invention. The invention provides a 
surface treatment to the board to make the surface strong, 
but also pliable When the board is cut. In some aspects, the 
“I beam” effect results from con?gurations Wherein each 
major surface of the board, such as tWo faces, are coated 
With a composition of the invention, leaving uncoated 
porous board material, such as that described above, ther 
ebetWeen. 

[0175] While ceiling tile and Wallboard material are typi 
cal of the building materials contemplated herein, these 
materials are considered to be representative of one type of 
substrate Which is suitable to be coated by the compositions 
of the invention. Therefore, for ease of discussion, reference 
is made herein to ceiling tile, and in particular, acoustical 
ceiling tile; hoWever, it Will be readily understood that other 
substrates are similar, and all such materials are intended to 
be Within the scope of the present invention. 
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[0176] Use of Composition as Coating for Porous Sub 
strates 

[0177] The coating compositions of the present invention 
are particularly suitable for porous substrates. This is espe 
cially the case in applications Where it is desired to coat a 
porous substrate Without substantially reducing the porosity 
of the substrate. 

[0178] The coatings of the invention have particular utility 
in coating substrates having a porosity of at least about 
50-95%, preferably about 85%-90%, based on the amount of 
air voids. Thus, for a substrate having a porosity of 90%, 
90% of the substrate volume is made up of air holes While 
10% is solid components. Preferably such substrates are 
open-celled. 

[0179] Preferably, the compositions of the invention 
reduce the porosity of the substrate upon coating and curing 
by less than about 10%, more preferably less than about 5%, 
more preferably, less than about 2%, and most preferably 
less than about 0.5%. 

[0180] Reduction in porosity can be measured by running 
an NRC test (described in the test section (Reverberation 
Room Sound Absorption Test) beloW) and determining the 
change after a coating of the invention has been applied to 
a substrate and cured. Using this test, the compositions of the 
invention should not change the rounded NRC number of 
substrates coated With compositions of the invention and 
cured, by more than about 15, in comparison With the 
uncoated substrate. 

[0181] As discussed herein, certain properties are desir 
able With respect to building materials in general, as can be 
speci?cally illustrated With ceiling tiles in particular. For 
?nished ceiling tile, these properties include the folloWing: 

[0182] Acoustical: the ability of the ceiling tile to control 
sound in and betWeen rooms. The acoustical properties are 
measured in three Ways CAC (TWo room transmission loss), 
NRC (Reverberation room sound absorption), & AC (open 
room sound attenuation) 

[0183] Color: typically White as the color and measured 
using the L and b color scales. L being the scale from black 
to White and b being the scale from blue to yelloW. The 
instrument used to color measurement is the Hunter color 
meter, ie a Hunter Miniscan® 45/O-L Hunter Associates 
Laboratories, Reston, Va. 

[0184] Face Durability: the ability of the surface of the 
board to resist scratches, and damage during normal instal 
lation and servicing the plenum. Measured by scrubbability, 
?nger scratch resistance (i.e., Hess Rake test), and taber 
abrasion, all of Which tests are described in detail in the 
section entitled “Standard Test Procedures Used in 
Examples”. 

[0185] Substrates coated With compositions of the inven 
tion and cured exhibit a Hess Rake value of at least about 8, 
preferably at least about 10, more preferably at least about 
12, and most preferably at least about 14. 

[0186] Substrates coated With compositions of the inven 
tion and cured exhibit a Taber Abrasion loss value of less 
than about 1 gram, preferably less than about 0.6 grams, 
more preferably less than about 0.4 grams, and most pref 
erably less than about 0.2 grams. 
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[0187] Cuttability: The ease of the knife to cut through the 
board Without chipping or ?aking the coating. This is 
measured by the cuttability test. In this test, a straight cut is 
made in the center of the ceiling tile using a sharp raZor 
blade. The cut is then covered With a 6 inch long piece of 
tape, having a Width of 2“, such that the length of the tape 
is aligned With the length of the cut and such that the Width 
of the tape completely covers the cut, making sure to cover 
the end of the cut Where the knife Was WithdraWn from the 
cut. The tape is then peeled off manually, While maintaining 
the rate of peel at a constant speed, and the number of paint 
chips Which develop are counted. A cuttability number is 
then calculated: (# ?akes/sq. inch)><10. This test simulates a 
tegular cut made during a ?eld installation of a ceiling tile 
system—the loWer the number, the better. Substrates, coated 
With a composition of the invention Which is then cured, 
exhibit a cuttability value of less than about 15, preferably 
less than about 10, more preferably less than about 2 and 
most preferably less than about 1. 

[0188] Sag: The ability of the board to maintain a ?at and 
even surface When exposed to high humidity conditions. 
Measured using a controlled humidity chamber and de?ec 
tion gage. 

[0189] Fire performance: The resistance to ?ame spread. 
Measured by 30-30 tunnel test. 

[0190] The addition of coatings to the substrate are often 
employed to obtain the desired properties of color, face 
durability, and ?re performance. HoWever, typically, the 
properties of acoustics, and cuttability are someWhat dimin 
ished once a coating is added. 

[0191] Common practice has been to add ?llers to the 
coatings to give properties of face durability, color and ?re 
performance. HoWever, a high amount of ?llers (for 
example, 40% or greater by Weight) Will typically form a 
plate-like sealed surface on the board, Which is desirable for 
face durability but Will hurt the acoustical properties. They 
also prevent the coating from soaking into the board, and 
cause the paint to chip When a cut is made. Fillers also serve 
to “hide” the color of the substrate (in many compositions, 
the binder itself Will not hide the substrate). 

[0192] It has been unexpectedly discovered that compo 
sitions of the present invention achieve improved face 
durability While adding little or no ?llers, such as the 
additives discussed above to the coating. As used herein, the 
term “little or no ?llers” is intended to include compositions 
having less than about 15% ?llers, more preferably, less than 
about 1%, based on the total Weight of the composition. 
Ideally, the compositions of the invention have substantially 
no ?llers. Since little or no ?llers are added, the viscosity of 
the coating remains loW and thus the coating is alloWed to 
penetrate and soak into the board. This effect has been 
observed in accordance With the present invention to be 
more of a thin and diluted coating, instead of a formed, 
“plated” coating. In other Words, coatings of the invention 
penetrate porous structures rather than “plating” across the 
surface, such as by plating across openings. This keeps the 
“openness” of the surface of the board intact and does not 
diminish the acoustical properties of the substrate (or ceiling 
tile). The coating also gives enough “hiding poWer” to cover 
the color of the substrate upon subsequent application of a 
?nish coating, such as a paint, even With little or no ?llers. 
Thus, preferably, the coating may be clear in color, not 
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signi?cantly affect acoustics upon curing, but still provide 
enough of a coating effect so that subsequently applied 
coatings of, for example, paints so that the paint can cover 
and hide the color of the substrate. 

[0193] Coating compositions of the invention preferably 
have a relatively loW viscosity. In some aspects, coating 
compositions of the invention have a viscosity of 100 cps or 
less, preferably 50 cps, or less and most preferably 35 cps or 
less, as measured on a Brook?eld viscosimeter using a No. 
1 spindle, unless otherWise speci?ed in speci?c example, at 
a temperature of 25° C. and spindle speed of 100 rpm to 
standard depth on the spindle. 

[0194] It has been found that component (A) forms a clear 
coating Which enables subsequent ?nish coats to hide the 
color of the substrate. This has been shoWn to be the case 
With HERCOBOND 5100® as component HERCO 
BOND 2000®, HERCOBOND 1000® and HERCOBOND 
5100®, alone or in combination With each other have also 
been found to form a clear coating Which enables subsequent 
?nish coats to hide the color of the substrate. 

[0195] In some aspects, compositions of the invention 
provide coatings Wherein the L and b values (L and b being 
discussed in the “color section” above) are substantially 
unchanged after application of the coating to the substrate 
folloWed by curing of the coating. By “substantially 
unchanged” in reference to L and b values herein is meant 
that the L value changes by less than about 5, preferably less 
than about 1; and the b value changes less than about 1, 
preferably less than about 0.1. 

[0196] Advantages 

[0197] The unexpectedly superior spectrum of properties 
provided by the compositions of the invention is more 
favorable than that Which Would be expected to be supplied 
by each component, separately, particularly in vieW of the 
fact that the resultant composition exhibits positive aspects 
of each the components, While certain negative aspects that 
Would be expected by the use of each component, separately, 
are not exhibited. 

[0198] In developing the invention, different compositions 
Were attempted, including compositions of component (A) 
such as polyamidoamine-based compositions (Without being 
combined With a copolymer of an alkyl chloride and a 
polyalkene); and including compositions of component (B), 
such as those based on emulsions of copolymers of alkyl 
chloride and polyalkene (Without being combined With a 
polyamidoamide). 

[0199] In particular, in experiments involving treating 
building material substrates With compositions comprising 
components (A) or (B) it Was found that compositions based 
on emulsions of copolymers of alkyl chloride and alkenes, 
such as copolymers of vinyl chloride and ethylene, provided 
very good cuttability and no ?aking or chipping; hoWever, 
these compositions did not achieve the desired ?nished color 
in ceiling tile application (for example, there Was no holdout 
from the primecoat, i.e., they did not hide the color of the 
substrate). Similarly, polyamidoamine-based compositions 
provided very good scratch durability and ?nish color, but 
provided poor results With regard to cutting or ?aking. It Was 
expected that these negative or poor aspects of the individual 
components Would be retained by the combined composi 
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tion. However, contrary to expectations, these poor aspects 
Were not exhibited, but the desirable aspects Were retained. 

[0200] Primer Coatings 

[0201] The compositions of the invention have particular 
utility as a primer coating, such as coatings Which are 
applied to a neWly-manufactured substrate. The primer 
coated substrates can then later be painted or further coated, 
either prior to or subsequent to installation. 

[0202] Application of Composition 

[0203] The compositions of the invention may be applied 
to substrates in any suitable Way, such as by coating equip 
ment, including spraying, brushing, roller application, and 
the like. Those of ordinary skill in the art can readily select 
a suitable application system. For building materials in 
general and ceiling tile in particular, the substrates may 
preferably be coated by spraying. Compositions of the 
invention may be applied in any amount suitable for the 
particular application. For ceiling tile, amounts in a range of 
from about 5 to about 50 grams of composition/square foot 
are suitable, preferably amounts of from about 10 to about 
40 g/square foot, more preferably about 15 to about 25 
g/square foot. 20 grams of coating composition per square 
foot of substrate has been found to be particularly suitable 
amount of application in accordance With the invention. 

[0204] After application to the substrate, compositions of 
the invention may be preferably subjected to accelerated 
drying and curing. Any suitable drying arrangement may be 
employed to cure the coating. The only requirement is that 
the Water be driven off so that curing takes place. The coated 
substrate may be dried in a drying oven at a temperature in 
the range of about 350° F. to about 460° F., preferably 350° 
to about 450° F. A temperature of about 450° F. has been 
found to be particularly suitable. Alternatives such as heat 
lamps Without the use of specialiZed drying ovens may be 
employed alternatively, or in addition thereto. 

[0205] The compositions of the invention exhibit stability 
over time. Thus, the compositions of the invention do not gel 
When stored at room temperature (20° C.) in a closed, sealed 
container for a period of at least about 2 Weeks; preferably 
at least about 1 month. 

[0206] Uses of Composition Other than Coating Compo 
sition 

[0207] The composition of the present invention can also 
be used as binders, e.g., to adhere pigments in coating 
formation to the surface of papers. In addition, the use of the 
binders also provides cohesive strength to the pigment. 

[0208] Preferably, When used as a binder, the composition 
of the present invention is an emulsion and has a ratio of 
component (A) to component (B) preferably from about 5:1 
to about 1:5, more preferably from about 2:1 to about 1:1, 
and most preferably from about 169:1. 

[0209] The pH of the emulsion is preferably greater than 
about 3, more preferably greater than about 6, and most 
preferably greater than about 7.5. 

[0210] Without further elaboration, it is believed that one 
skilled in the art can, using the preceding description, utiliZe 
the present invention to its fullest extent. 
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[0211] The folloWing preferred speci?c embodiments are, 
therefore, to be construed as merely illustrative, and not 
limitative of the remainder of the disclosure in any Way 
Whatsoever. In the folloWing examples, all temperatures are 
set forth uncorrected in degrees Fahrenheit; unless otherWise 
indicated, all parts and percentages are by Weight. 

EXAMPLES 

[0212] The folloWing experiments are conducted in an 
effort to (1) improve the characteristics of building materi 
als, in particular, resistance to Water penetration; (2) improve 
properties of oriented strand board; (3) improve binding and 
adhesive strength properties of paper coatings; (4) test 
ef?cacy of different latices that could be used in the com 
position of the present invention; and (5) improve metal 
coatings. Test procedures for all tests referenced in this 
speci?cation are also set forth folloWing the report of the 
resultant data, at the end of the folloWing Examples. 

[0213] The tests Were conducted on boards formed in 
accordance With procedures for fabricating ceiling boards 
(tiles). In such tests, coatings of the invention in the form of 
a prime coat Were added to the substrate, folloWed by tWo 
coats of ?nish coating and subsequent testing. The prime 
coat is added after it has been textured or designed. This 
texture can rub off easily so a prime coat is added and 
evaluated, Which provides a reliable indication of the per 
formance of the coated tile in typical market/installation. 

[0214] The folloWing experiments are conducted in an 
effort to improve the characteristics of building materials, in 
particular, face durability and cuttability. Test procedures for 
all tests referenced in this speci?cation are also set forth 
folloWing the report of the resultant data, at the end of the 
folloWing Examples. 

Example 1 

Evaluation of Formulations Containing Different 
Polymers and Latices 

[0215] This example is directed to Samples 1-11 shoWn in 
Table 1 beloW. Speci?cally, this example illustrates proper 
ties of Samples 1-9 containing different latices, and Samples 
10 and 11 containing different polymers. 

[0216] Samples 1-9 are Prepared as FolloWs: 

[0217] For Samples 1-9, a one liter of emulsion is prepared 
by adding 42.2 dry g of KYMENE® 557H Wet strength resin 
(obtained from Hercules Incorporated, Wilmington, Del.) to 
25 dry g of latex With mechanical stirring. 62.5 g of 
demineraliZed Water is added to the emulsion to yield a 
slightly blue opaque White dispersion. The dispersion is then 
alloWed to stir for 15 minutes at room temperature. 

[0218] Samples 10 and 11 are Prepared as FolloWs: 

[0219] Sample 10 is prepared using the procedures for 
preparing Samples 1-9 With the exception that Reten® 201 
(dimethylamine-epichlorohydrin polymer) obtained from 
Hercules Incorporated, DelaWare is used. 

[0220] Sample 11 is prepared using the procedures for 
preparing Sample 10 With the exception that Reten® 203 
(polyDADMAC (diallyldimethylammonium chloride)) 
obtained from Hercules Incorporated, DelaWare is used. 
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[0221] The Brook?eld viscosity of each Sample is initially [0226] As shown in Table 1, different latices could be used 
measured and then measured again after one Week (on the to produce the composition of the present invention. In 
eighth day) using the Brook?eld programmable LV DV_II particular, With exception of Sample 6, all the Samples 
and Viscometer Spindle #2, at 60 rpm and 25° C. The PTOVide Stable diSPfIISiOH and fOfIIl ?lms 
viscosity of each sample is recorded in Table 1. 

_ _ _ _ _ _ Example 2 

[0222] Dispersion and color of each sample is also initially 
observed and then observed again after one Week (on the 
eighth day) by naked eye and recorded in Table 1. 

[0223] Application and General Observations for Alumi 
mum and Wood [0227] This example illustrates that the composition of the 

present invention has excellent binding properties as com 
pared to conventional binding compositions in the art. 

Application and General Observations for Use of 
Composition as Binders 

[0224] A 20-g aliquot of the emulsion of each of Samples 
1-11 (prepared as discussed above) is absorbed onto a 4-inch 
by 1/z-inch paint roller and applied to 11 pieces of aluminum [0228] COIIIPOSiIiOII 0f the Present IIlVeIlIiOIlI 
and 11 pieces of Wood at the rate of 0.046 pounds per square 
meter [0229] A one liter of emulsion is prepared by adding 42.2 

dry g of HERCOBOND® 5100 Wet strength resin (obtained 
[0225] The aluminum and Wood pieces are then cured for from Hercules Incorporated, Wilmington, Del.) to 25 dry g 
5 minutes at 150° C. The results are shoWn in Table 1 beloW. of DOW® 620 SBR (obtained from DoW Chemical Com 

TABLE 1 

EVALUATION IN FORMULATION OF COMPONENTS (A) AND (B) 

Total Brook?eld Adhesion 

Latex Solids Viscosity (cps) Comments to 

Sample Description Type (%) Initial 1 Wk Dispersion Film Al/Wood 

1 Neocar (Union Vinyl Ester/ 14.6 52 47 No Blue Hue- Opaque Very 

Carbide) Acrylic Stable strong/Good 
2 Res 3077 Vinyl 14.6 39 34 Slight Blue Hue- Opaque Good/Good 

(Rohm & Acetate/Acrylic Stable 

Haas) 
3 Air?ex 500 Vinyl 14.6 62 54 Blue Hue-Stable Opaque Good/Good 

(Air Products) Acetate/Ethylene 
4 Air?ex 4514 Vinyl Chloride 14.6 70 53 Very Blue Hue- Clear Good/Good 

(Air Products) Amide Stable 
Terpolymer 

5 Air?ex 4500 Vinyl Chloride 14.6 70 52 Very Blue Hue- Clear Good/Good 

(Air Products) Amide Stable 
Terpolymer 

6 Flexhane 620 Urethane Hybrid 14.6 Agglom. — Agglomerated on — —/— 

(Air Products) addition 
7 Vinac 884 Vinyl Acetate 14.6 44 40 Slight Blue Hue Opaque Good/Good 

(Air Products) 
8 DoW 620 SBR 14.6 62 53 Some PPT Blue Clear Good/Good 

(DoW) Hue 
9 Air?ex 4530 Polyamidoamine- 14.6 40 37 Slight Blue Hue- Opaque Good/Good 

(Air Products) epihalohydrin and Stable 
ethylene vinyl 
chloride 

10 Air?ex 4530 Polyamidoamine- 14.8 74 — Slight Blue Hue- Opaque Fair/— 

(Air Products) epihalohydrin and Stable 
ethylene vinyl 
chloride 

11 Air?ex 4530 Polyamidoamine- 14.8 278 — Slight Blue Hue- Opaque Fair/— 

(Air Products) epihalohydrin and Stable 
ethylene vinyl 
chloride 
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pany, Midland, Mich.) With mechanical stirring. 62.5 g of 
demineraliZed Water is added to the emulsion to yield a 
slightly blue opaque White dispersion. The dispersion is then 
alloWed to stir for 15 minutes at room temperature. 

[0230] The ?nal product has a total solids of 14.6%. 

[0231] Control Composition (Composition of Conven 
tional Binding Composition): 

[0232] A control coating formulation is prepared by add 
ing 0.1 part of (0.5 g) sodium polyacrylate dispersant 
(Dispel N40 obtained from Allied Colloids, Suffolk, Va.) to 
102 g of Water under agitation. 100 parts of calcium car 
bonate (obtained from Omya Inc., Florence, Vt.), folloWed 
by the addition of 10 parts of a control composition (con 
taining one liter of the emulsion prepared as described above 
(using HERCOBOND® 5100 and DOW® 620) at a reduced 
agitation rate. 0.3 parts of carboxymethylcellulose (CMC 
9M31 obtained from Hercules Incorporated, Wilmington, 
Del.) is added and the mixture is stirred for several hours. 

[0233] Brook?eld viscosity of both the coating mixtures 
containing the composition of the present invention and the 
control composition are measured using a Brook?eld vis 
cometer (Which is a product of Brook?eld Engineering, 
Stoughton, Mass.) using a No. 5 spindle at 100 rpm of the 
coatings). 

[0234] The Brook?eld viscosity of the coating mixture 
containing the composition of the present invention is 234 
cps. The Brook?eld viscosity of the coating mixture con 
taining the composition of the control sample is 214 cps. 

[0235] Three drops of the coating mixture containing the 
composition of the present invention is placed on a ?rst 
piece of bleached board. A second piece of bleach board is 
used to cover the ?rst piece of bleached board to create a 
sandWich structure. A 5-lb Weight is placed on the structure 
for about 18 hours at ambient temperature. 

[0236] Three drops of the coating mixture containing the 
control sample is placed on a ?rst piece of bleached board. 
A second piece of bleach board is used to cover the ?rst 
piece of bleached board to create a sandWich structure. A 
5-lb Weight is placed on the structure for about 18 hours at 
ambient temperature. 

[0237] Both of the sandWich structure prepared above are 
then separated by hand. The structure made With the com 
position of the present invention requires more force to 
separate. The structure With the control composition is easily 
separated and has a fragile dried ?lm. In contrast, the 
structure With the composition of the present invention has 
excellent adhesive properties. In addition, the ?lm formed 
by the composition of the present invention is not totally 
dried, and thus has Water-holding properties. 

Example 3 

Application and General Observations for Use as a 
Conversion Coating for Metal 

[0238] This example is directed to Samples 1-8 in Table 2 
beloW and illustrates Neutral Salt Spray (NSS) performance 
and physical durability of painted metal panels. 
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[0239] Each of Samples 1-5 is Prepared as FolloWs: 

[0240] A one liter of emulsion is prepared by adding 42.2 
dry g of KYMENE® 557H Wet strength resin (obtained 
from Hercules Incorporated, Wilmington, Del.) to 25 dry g 
of Air?ex® 4530 With mechanical stirring. 62.5 g of dem 
ineraliZed Water is added to the emulsion to yield a slightly 
blue opaque White dispersion. The dispersion is then alloWed 
to stir for 15 minutes at room temperature. 

[0241] The dispersion has a total solids of 14.6%, pH of 
4.5 to 5.0, and a Brook?eld viscosity of 28 centipoise at 25° 
C. (The Brook?eld viscosity is measured using the Brook 
?eld programmable LV DV-II and Viscometer Spindle #2, at 
60 rpm and 25° C.) 

[0242] For each of Samples 1-5, the dispersion (prepared 
as described above) is added to 0.30 Weight percent of 
?uoZirconic acid (obtained from Allied Signal). The amount 
of the dispersion used to prepare each of Samples 1-5 is: 0.7 
Weight %, 3.4 Weight %, 6.75 Weight %, 33.8 Weight %, and 
84.5 Weight % (respectively). 

[0243] Samples 6-8: 

[0244] Sample 6 contains 0.30 Weight %. by volume of 
?uoZirconic acid. 

[0245] Sample 7 contains 10% by volume of Permatreat 
1500 Which is a chrome no-rinse treatment obtained from 
BetZDearbom. 

[0246] Sample 8 has 15% by volume of Permatreat 1021B 
Which is a non-chrome treatment obtained from BetZDear 
born. 

[0247] Hot-dipped galvaniZed metal panels are obtained 
from ACT Corp and cleaned With BetZDearborn KL4010, a 
commercial alkaline cleaner available from BetZDearbom. 
The metal panels are rinsed With deioniZed Water for 5 
seconds, and subsequently coated With Samples 1-8 by spin 
coat application, folloWed by forced air drying. Duplicate 
panels are coated for each sample. 

[0248] The treated panels are painted With a tWo-coat paint 
typically used in coil applications, available from AkZo 
Nobel. The primer and top coat are applied and cures 
according to the manufacturers speci?cations. 

[0249] The coated metal panels then undergo NSS testing, 
T-Bend, Cross-Hatch, Reverse Impact, and methyl ethyl 
ketone (MEK) double rub testing. The metal panels are 
observed and the results are shoWn in Tables 2 (NSS) and 3 
(other test data). 

[0250] Neutral salt spray results are reported in Table 2 as 
scribe, ?eld. In addition, Table 2 recites “/” for results of 
duplicated metal panels coated With each sample (as shoWn 
in column 5 of Table 2). Results are for duplicate panels and 
are rated as per ASTM D-1654 (With 10 being perfect); 
T-Bend data describes the tendency for paint to disadhere 
from a 180° bend in the metal measured according to ASTM 
D4145-83 (Wherein 0T is perfect); Cross-Hatch data 
describes the tendency to disadhere from areas betWeen 
closely spaced lines through the paint. The test Was done dry 
according to ASTM D3359 (from a 0B to 5B scale, Wherein 
5B is perfect); Reverse Impact data describes the tendency 
of paint to disadhere from metal deformed by an impact of 
knoWn momentum on the reverse side of the test surface 
according to ASTM D2794; MEK rub data describe Whether 
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the paint is cured properly and is described in National Coil 
Coaters’ Association (NCCA) Method II-18. 

TABLE 2 

NSS data for painted panels 

Sample 336 Hrs. 500 Hrs. 672 Hrs. 840 Hrs. 1000 Hrs. 

1 9,9 9,9 7,9 9,7 (4) 7/7,5/7 
2 9,9 9,9 8,9 8,8 (6) 8/8,8/7 
3 10,10 9,10 8,9 7,9 9/9,9/8 
4 9,10 9,10 8,8 9,9 7/9,8/7 
5 8,10 7,9 8,9 6,9 5/5,8/9 
6 10,10 9,10 9,9 9,9 7/4,5/8 
7 10,10 9,10 9,10 9,9 9/9,9/8 
8 10,10 9,10 9,9 10,10 9/9,9/8 

[0251] 

TABLE 3 

Physical Durability 

Rev. Imp. 
Sample T-Bend Cross-Hatch (In/lb) MEK rubs 

1 0T 5B 160160 100+ 
2 0T 5B 160 100+ 
3 0T 5B 160 100+ 
4 0T 5B 160 100+ 
6 1T 5B 160 100+ 
7 0T 5B 160 100+ 
8 1T 5B 160 100+ 

Example 4 

Application and General Observations for Use as a 
Conversion Coating for Metal 

[0252] This example is directed to Samples 1-4 and 6-8 
shoWn in Table 4 beloW. The procedure for preparing 
Samples 1-4 is the same as Samples 1-4 in Example 3 With 
the exception that 0.45 Weight % of ?uoZirconic acid is used. 
Samples 6-8 are prepared using the same procedures for 
preparing Samples 6-8 in Example 3. The data in Table 4 is 
for a one-coat black polyester paint obtained from PPG. 
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Example 5 

[0253] Evaluation of Potential Materials for Precoat 

[0254] The folloWing materials Were evaluated: 

[0255] KYMENE 557H® (available from Hercules 
Incorporated, Wilmington, Del.) 

[0256] KYMENE 450® (available from Hercules 
Incorporated, Wilmington, Del.) 

[0257] HERCOBOND 1000® (available from Hercules 
Incorporated, Wilmington, Del.) 

[0258] HERCOBOND 2000® (available from Hercules 
Incorporated, Wilmington, Del.) 

[0259] HERCOBOND 5100® (available from Hercules 
Incorporated, Wilmington, Del.) 

[0260] PICCONAL AA101® (thermoplastic resin 
available from Hercules Incorporated, Wilmington, 
Del.) 

[0261] PICCOTAC 95-55Wk® (thermoplastic resin 
available from Hercules Incorporated, Wilmington, 
Del.) 

[0262] TACCOLYN 5001® (thermoplastic resin avail 
able from Hercules Incorporated, Wilmington, Del.) 

[0263] AIRFLEX 4530® (available from Air Products 
and Chemicals, AllentoWn, Pa.) 

[0264] AIRFLEX 320® (available from Air Products 
and Chemicals, AllentoWn, Pa.) 

[0265] FLEXBOND 325® (available from Air Products 
and Chemicals, AllentoWn, Pa.) 

[0266] CHARTWELL ® B523.6WH (as an additive, 
available from ChartWell, International, Attleboro 
Falls, Mass.) 

[0267] HYCAR 26256 (available from BF Goodrich, 
Ohio) 

[0268] AZC (Ammonium Zirconium Carbonate, from 
Hopton Technologies, Albany, Oreg.). 

TABLE 4 

T-Bend Reverse Impact 

Test Cross-Hatch Test MEK rubs 1000 Hours Neutral Salt 

(ASTM Test (in/lb, ASTM (NCCA II- Spray* 

Sample D4145-83) (ASTM D3359) D2754) 18) (ASTM B171654) 

1 0T 5B 160 95 1/1, —/— 

2 0T 5B 160 100+ 0,0 

3 0T 5B 160 100+ —/— 

4 0T 5B 160 100+ 5/5, 7/4 

6 2T 5B 160 44 2/2, 6/6 

7 0T 5B 160 100+ 7/7, 9/9 

8 1T 5B 160 100+ 3/4, 9/8 

*Neutral salt spray results are reported as scribe, ?eld; “—” denotes a sample Which ranked 
beloW 2; and “/” denotes results of duplicate panels. 
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[0269] LUCIDENE ® 243 (available from Morton 
International, Chicago, Ill.) 

[0270] LUCIDENE ® 245 (available from Morton 
International, Chicago, Ill.) 

[0271] MORKOTE ® 1725 (available from Morton 
International, Chicago, Ill.) 

[0272] TRITON X-100 (available from Union Carbide 
Chemicals and Plastics Company, Incorporated, Dan 
bury, Conn.) 

[0273] Testing of the different materials Was performed on 
boards that Were taken from the production line before the 
surface Was painted With anything but after being textured or 
designed. The grade used for testing Was standard grade, 
0.710 inches thick SAG from the Armstrong World Indus 
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tries Beaver Falls plant. The boards Were then hand sprayed 
using the chemicals from the above listing, as described in 
Table 5, beloW. After spraying, the boards Were put through 
a fabrication dryer to dry the coating (oven temp range 
400-460° The boards Were then ?nished With 2 coats of 

?nishing paint (standard Water-based paint of about 48 Wt % 
solids for ?nishing ceiling tile) and oven dried at a tempera 
ture in the range of 400-460° E, and set aside for testing. 

[0274] The testing Was directed to three parameters for 
grading the products. They are: scratch test using the HESS 
rake (also referred to as a ?nger rake), cut test With a raZor 
knife, and color. The cut and scratch tests are someWhat 
subjective but provide a very good feel for hoW the different 
products compare. The results are set forth in Table 5, beloW. 

TABLE 5 

Test Scratch 
Series Experiment No. Product used % Grams applied per sq. ft L b (HESS) cut Comments 

A 1 Air?eX 4530 10 20 16 3 
Water 52.3 
Clay Fillers 36.9 
(Control Paint) 

2 Air?eX 4530 44.44 20 20 5 
Water 55.31 
Triton X-100 0.25 

(Air?eX Precoat) 
3 Flexbond 325 44.44 20 18 4 

Water 55.31 
Triton X-100 0.25 

4 Air?eX 4530 6 20 16 3 
Water 48 
Clay Fillers 46 

5 Piccotac 95-55 Wk 100 20 16 3 
6 Air?eX 4530 10.5 20 18 3 

Water 50.8 
Clay Fillers 35.8 
ChartWell 3523.6 WH 2.9 

7 Hycar 26256 44.44 20 20 4 
Water 55.31 
Triton X-100 0.25 

8 Air?eX 4530 10.00 20 16 3 
Water 48.40 
Clay Fillers 34.20 
AZC (Ammonium 4.60 
Zirconium Carbonate) 
ChartWell B523.6WH 2.80 

9 Air?eX 4530 10.3 20 16 3 
Water 49.8 
Clay Fillers 35.1 
AZC 4.8 

10 Air?eX 4530 10.77 20 16 4 
Water 52.17 
Clay Fillers 36.81 
Triton X-100 0.25 

B 1 Picconal 100 20 20 1 
2 Lucidene 243 44.44 20 22 4 

Water 55.31 
Triton X-100 0.25 

3 Air?eX 4530 10.8 20 18 3 
Water 52.3 
Clay Fillers 36.9 
(Control) 

4 Air?eX 4530 42.32 20 20-22 5 
Water 52.68 
Triton X-100 0.24 
AZC 4.76 

5 Air?eX 4530 44.44 20 20 5 
Water 55.31 
Triton X-100 0.25 

(Air?eX Precoat) 
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TABLE 5-continued 

Test Scratch 
Series Experiment No. Product used % Grams applied per sq. ft L b (HESS) cut Comments 

6 Air?ex 4530 10.3 20 16 3 
Water 49.8 
Clay Fillers 35.1 
AZC 4.8 

7 Morkote 1725 44.44 20 20 4 
Water 55.31 
Triton X-100 0.25 

C 1 Piccotac 100 10 —16 2 
2 Piccotac 100 20 86.7 2.1 —16 2 
3 Taccolyn 100 10 86.7 2.5 —16 2 
4 Taccolyn 100 20 88.9 1.1 —16 3 
5 Picconal 100 10 86.4 2.2 —16 3 
6 Picconal 100 20 86.7 2.1 —18 3 
7 Air?ex 4530 44.44 20 88.4 2 20 4 

Water 55 .31 
Triton X-100 0.25 

8 Kymene 450 100 20 88.8 3.6 —16 3 
9 Hercobond 5100 100 20 92 1.8 18 3.5 
10 Hercobond 1000 100 20 91.7 1.6 —20 3.5 
11 Hercobond 1000 100 40 93.6 1.3 22 3.5 
12 Hercobond 2000 50 40 93.2 1.4 22 3.5 

Water 50 
13 Hercobond 1000 50 20 88.9 2.7 —16 4 

Kymene 450 50 
14 Hercobond 2000 16.7 20 90.3 3.9 —18 3 

Kymene 450 66.6 
Water 16.7 

15 Hercobond 5100 66.6 20 92.3 1.3 16 3.5 
Hercobond 2000 16.7 
Water 16.7 

D 1 Hercobond 5100 99.8 20 91.9 1.8 18 4 
Triton X-100 0.2 

2 Hercobond 5100 75 20 91.8 2.1 20 5 
Air?ex 4530 11.11 
Triton X-100 0.06 
Water 13.83 

3 Hercobond 5100 50 20 91.4 1.9 18 * board was wet 
Air?ex 4530 22.22 
Triton X-100 0.12 
Water 27.66 

4 Hercobond 5100 25 20 89.4 1.7 18 4 
Air?ex 4530 33.33 
Triton X-100 0.18 
Water 41.48 

5 Water 97 20 91.8 2.7 —18 
Triton 3 

Notes: 
1“—” preceding number indicates approximate value. 
2“*” indicates inconclusive results 

[0275] In the above Table 5, four series of tests (A-D) were 
conducted; each series being conducted during a separate 
test session. The ?rst series, A, was conducted to evaluate 
how the material cut (distinct from “cuttability test” dis 
cussed elsewhere herein) and to evaluate the specimen in 
terms of the HESS rake test. 

[0276] The color test was started later, only after initial 
testing showed good strength results. In initial tests, 
although not re?ected in the table, color deviation was not 
acceptable (e.g., for L, a value of +/—5 away from the desired 
standard and for b, a value of +/—1 away from the desired 
standard), showing poor light re?ectance and yellow color. 
The results for the tests should be interpreted as follows: 
Scratch test (Hess Rake test)—the higher the number the 
better. Cut test—the higher the number the better 5 being the 
best for that series and 5 being essentially no chips per 
square inch, 4 being 1 or 2 chips per square inch. With 

respect to color, the goal is to achieve a white value of: L 
from about 92 to about 93; b of about 1.6 to about 2.4, after 
application of the ?nish coats (that is, after application of 
?nish coats over or on top of the coatings of the invention). 

[0277] The above data demonstrate that the AIRFLEX 
precoat (formula A2) provided the best scratch and cut 
numbers but did not optimize the ability of the ?nish coat to 
hide the color of the substrate when the ?nish coat was 
applied over the coating of the invention. The HERCO 
BOND 5100® (formula C9) provided good scratch numbers 
and good color numbers. The most promising results include 
those at a weight ratio of 75% HERCOBOND 5100® and 
11% AIRFLEX 4530®, remainder water and surfactant 
(formula D2, for example). 
[0278] Certain of the resins tried failed due to the high 
heats used in the ovens which darkened the boards and the 
prime coat to the point where the two coats of ?nishing paint 




















