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(57) ABSTRACT 

An aircraft refueling boom load alleviation system uses 
received light to detect boom displacement and generates a 
control signal to correct the displacement. Both a set of ?ight 
surfaces and a plurality of light imageable targeting sights 
are disposed on a refueling tube. At least one digital camera 
converts the light imageable shape of each of the targeting 
sights to individual pixel images. The pixel images con 
verted by the digital camera are input to a computer system. 
The computer system recognizes either a displacement of 
pixel images or a quantity change of pixels betWeen pixel 
images as a displacement of the refueling tube. The com 
puter system calculates the displacement of any of the pixel 
images. A signal is generated to control the refueling tube 
?ight surfaces to correct the displacement. 
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Fig. 1 
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BOOM LOAD ALLEVIATION USING VISUAL 
MEANS 

FIELD OF THE INVENTION 

[0001] The present invention relates generally to aircraft 
refueling booms and more speci?cally to a system and 
method to provide boom load alleviation. 

BACKGROUND OF THE INVENTION 

[0002] Aircraft in ?ight are commonly refueled from a 
refueling aircraft. The refueling aircraft is typically provided 
With a boom mechanism or a ?exible hose Which trails 
behind the aircraft and physically makes a connection to the 
aircraft to be refueled. Many refueling aircraft use a system 
of ?xed and extendable metal tubing to provide the ?uid 
connection for refueling an aircraft. For the tube type 
system, a ?xed tube is normally attached to the aircraft and 
a distal end of the ?xed tube provides for an extendable 
length of tubing. An operator in the refueling aircraft either 
visually or With the assistance of camera equipment can 
visually observe the extension of the tubing to align the 
tubing to the receiving aircraft. 

[0003] The tube type refueling boom normally has steer 
able ?ns or ailerons attached at speci?c locations to alloW 
the refueling operator to “?y” the refueling boom. Hydraulic 
controls alloW the boom operator to therefore steer the boom 
toWards the aircraft to be refueled. 

[0004] Once the refueling boom is connected to the air 
craft to be fueled, most tube type refueling booms in use do 
not provide for automatic boom load alleviation. Stresses are 
placed on a boom due to the motion of the refueling aircraft, 
as Well as from the aircraft to be refueled. These stresses can 
result in boom failure. In these systems, the boom operator 
is responsible to continue to steer the boom during the 
refueling operation Whenever the boom appears to be 
de?ecting. A typical boom extends out betWeen approxi 
mately 12.2 meters to 15.2 m (40-50 feet) in its fully 
extended position. It is, therefore dif?cult for the boom 
operator to visually detect a de?ection at the end of the boom 
adjacent to the aircraft to be fueled. A draWback of manually 
steering the boom is that boom stresses can build up before 
the operator is aWare of the boom de?ection. 

[0005] A boom load alleviation system employing strain 
gauges to identify the load on a boom in use is knoWn. This 
load alleviation system relies on electrical feedback from the 
strain gauges to a computer onboard the aircraft Which 
identi?es a boom bending load. The strain gage signals are 
analyZed by the computer Which provides automatic control 
to re-steer the boom back to a loWer load position. The 
disadvantage of this strain gauge type load alleviation sys 
tem is the expense of the equipment, the maintenance of the 
strain gauge equipment, and the potential for damage to the 
strain gages since the refueling boom adjacent to the strain 
gauge installation commonly contacts the aircraft to be 
refueled. 

[0006] A need therefore exists for a simpli?ed boom load 
alleviation system Which provides a simpler, less expensive, 
and more durable system. 

SUMMARY OF THE INVENTION 

[0007] According to a preferred embodiment of the 
present invention, a boom load alleviation system and 

Nov. 6, 2003 

method for refueling an aircraft uses a passive visual system 
to identify refueling boom de?ection. The system of the 
present invention provides at least one digital camera 
mounted from the section of the aircraft adjacent to a 
refueling boom ?xed attachment point. At least one set of 
targeting sights is attached to a ?xed boom at its distal end 
in visual alignment With at least one of the digital cameras. 
At least one set of targeting sights, Which are in visual 
alignment With the same digital camera are attached adjacent 
to a boom noZZle at the distal end of an extendable boom. 
The digital cameras each receive pixel images of the target 
ing sights and the pixel images are relayed to an onboard 
computer. The computer is previously provided With data 
tables identifying the length of both the ?xed boom and the 
extendable boom. 

[0008] When the boom noZZle connects With the aircraft to 
be refueled, a boom null position is programmed. The null 
position is the extended but non-de?ected position of the 
refueling boom. The boom load alleviation system thereafter 
signals for a boom position change When either or both of 
tWo boom de?ection conditions are present. In one condi 
tion, When the pixel images of the targeting sights at the 
extendable end of the boom change position from the null 
position, an X or Y coordinate change of the extendable 
boom targeting sights indicates a boom de?ection. In a 
second condition, When the quantity of pixels identifying an 
extendable boom targeting sight changes, indicating a tar 
geting sight motion toWard or aWay from the digital camera, 
a boom de?ection is also indicated. 

[0009] When a displacement betWeen the sets of targeting 
sights is indicated, the direction and degree of displacement 
of the extended boom is determined and the computer 
provides the necessary instructions to the boom operator 
and/or to an existing (or retro?tted) automatic control sys 
tem to steer the refueling boom back to its null position. The 
boom load alleviation system of the present invention is 
sWitched betWeen either an On or an Off position. In the On 
position, the refueling boom is automatically steered to 
return it to its null position. In the Off position, the boom 
load alleviation system of the present invention provides an 
indication to the boom operator of the relative displacement 
of the boom sections, but the boom operator must manually 
relocate or “?y” the refueling boom to its null position. 

[0010] The boom load alleviation system of the present 
invention also communicates With other sensing systems of 
the aircraft, including the existing boom elevation, aZimuth, 
and noZZle extension length information sensors. The boom 
load alleviation system of the present invention is normally 
in continuous operation to continuously analyZe targeting 
sight data indicating a de?ection betWeen the boom ?xed 
tube and the boom extended tube. Continuous feedback to 
the boom operator and to the boom automatic control system 
is therefore provided. 

[0011] Further areas of applicability of the present inven 
tion Will become apparent from the detailed description 
provided hereinafter. It should be understood that the 
detailed description and speci?c examples, While indicating 
the preferred embodiment of the invention, are intended for 
purposes of illustration only and are not intended to limit the 
scope of the invention. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

[0012] The present invention Will become more fully 
understood from the detailed description and the accompa 
nying drawings, Wherein: 

[0013] FIG. 1 is a perspective vieW of a typical refueling 
aircraft having an extendable tube system for its refueling 
boom; 
[0014] FIG. 2A is a perspective vieW of an exemplary 
extendable tube type refueling boom having the boom 
alleviation system targeting sights of the present invention; 

[0015] FIG. 2B is a side elevation vieW of another 
embodiment of the present invention having targeting sights 
adjacent to the boom noZZle in an alternate location from 
those shoWn in FIG. 2A; 

[0016] FIG. 3 is a perspective vieW similar to FIG. 2 
shoWing the digital camera location relative to a select tWo 
of the targeting sights; 

[0017] FIG. 4 provides an elevational vieW from the 
digital camera perspective identifying both an X/Y coordi 
nate system and a change in pixel quantity used to locate 
exemplary targeting sights of the present invention; 

[0018] FIG. 5 is a block diagram of an exemplary hard 
Ware group in the How path betWeen the targeting sights and 
the boom ?ight surface control for the present invention; and 

[0019] FIG. 6 is a block diagram identifying the sequence 
of steps required for the boom load alleviation system of the 
present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0020] The folloWing description of the preferred embodi 
ment(s) is merely exemplary in nature and is in no Way 
intended to limit the invention, its application, or uses. 

[0021] Referring to FIG. 1, an aircraft 10 is shoWn Which 
is typical of a refueling aircraft. From a tail section 12 of the 
aircraft 10 a refueling boom 14 is deployed. The refueling 
boom 14 comprises a 2-section boom, the boom ?xed tube 
16 and the boom extendable tube 18. A connection is made 
to the aircraft to be refueled (not shoWn) using a boom 
noZZle 20. Normally the boom ?xed tube 16 is steered by a 
boom operator (not shoWn) Within the aircraft 10. In one 
exemplary system commonly used, the refueling boom 14 is 
steered using control surfaces on at least one boom aileron 
22 and at least one boom rudder 24. The boom aileron 22 
and the boom rudder 24 control surfaces are controllable 
using a hydraulic actuation system (shoWn in phantom in 
FIG. 5). Other geometries of boom steering surfaces are also 
employed as knoWn in the art. 

[0022] Referring to FIGS. 2A and 2B, the refueling boom 
14 having targeting sights of the present invention is iden 
ti?ed in further detail. As shoWn in the embodiment of FIG. 
2A, the boom extendable tube 18 longitudinally extends 
from Within the larger diameter boom ?xed tube 16. The 
boom noZZle 20 is ?xed to a distal end of the boom 
extendable tube 18. The boom ?xed tube 16 is connectably 
disposed on the aircraft 10 at a boom ?xed end 26. The boom 
?xed end 26 permits the refueling boom 14 to rotate from an 
upper stoWed position (not shoWn) to the service position 
shoWn in FIG. 1 and in a side-to-side motion. An auxiliary 
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support arm (not shoWn) is commonly provided to assist in 
raising and loWering the refueling boom 14. 

[0023] The refueling boom 14 has a fully extended boom 
length B Which varies betWeen a length of about 12.2 meters 
to about 15.2 meters (40-50 feet). The boom ?xed tube 16 
normally comprises about 60-75% of the boom length B. 
This percentage varies With different boom designs. The 
boom noZZle 20 has a length C of about 30 cm (1 foot) and 
a diameter D of about 15 cm (6 in). The boom ?xed tube 16 
is rigidly supported from the aircraft 10 and therefore does 
not bend for purposes of this discussion. When extended to 
its maximum extended boom length B, the boom extendable 
tube 18 can bend Within a boom bending envelope 28 as 
shoWn, about a bending focal point A as shoWn. In a typical 
installation, the boom bending envelope alloWs about 30.5 
cm (12 in) of boom de?ection about a centered or “null” 
position Without damage to the refueling boom 14. 

[0024] In one preferred embodiment of the present inven 
tion, the boom ?xed tube 16 has tWo sets of ?xed targeting 
sights, a ?xed targeting sight set 30 and a ?xed targeting 
sight set 31, respectively. The ?xed targeting sight set 30 is 
disposed adjacent to the boom ?xed tube 16 distal end. The 
?xed targeting sight set 31 is spaced from the ?xed targeting 
sight set 30 to alloW an aZimuth and elevation of each 
targeting sight to be determined, and a subsequent boom 
?xed tube 16 angle determined. In a preferred embodiment 
of the present invention, each ?xed targeting sight set 30 and 
31, respectively comprises four targeting sights, having each 
targeting sight disposed in about 90 degree increments about 
the diameter of the boom ?xed tube 16. 

[0025] Similarly, the boom extendable tube 18 in this 
preferred embodiment has tWo sets of noZZle targeting 
sights, a noZZle targeting sight set 32 and a noZZle targeting 
sight set 33, respectively. The noZZle targeting sight set 32 
is disposed adjacent to the boom noZZle 20. The noZZle 
targeting sight set 33 is disposed on the boom extendable 
tube 18 spaced from the distal end of the boom ?xed tube 16 
to alloW an aZimuth and elevation of each targeting sight to 
be determined. Similar to the boom ?xed tube 16 targeting 
sight sets, a preferred quantity of four targeting sights are 
used in each set of the noZZle targeting sight sets 32 and 33. 
Each targeting sight in the noZZle targeting sight set 32 is 
disposed in about 90 degree increments about the diameter 
of the boom noZZle 20. Each targeting sight in the noZZle 
targeting sight set 33 is disposed in about 90 degree incre 
ments about the diameter of the boom extendable tube 18. 

[0026] Each targeting sight in both the noZZle targeting 
sight set 32 and the noZZle targeting sight set 33 are 
preferably in co-linear alignment With one of the ?xed 
targeting sights of each of the ?xed targeting sight set 30 and 
the ?xed targeting sight set 31. The quantity of targeting 
sights used per set can be as feW as one, hoWever, to ensure 
some redundancy and to ensure visibility of at least one 
targeting sight of each set of targeting sights in the event of 
a camera failure, it is preferred that four equidistantly spaced 
targeting sights be used per set. There is no maximum limit 
of targeting sights in a set. 

[0027] Referring to FIG. 2B, in another preferred embodi 
ment of the present invention, the targeting sights of each of 
the ?xed targeting sight sets 30 and 31, respectively, and the 
noZZle targeting sight sets 32 and 33, respectively, are each 
comprised of light emitting diodes (LEDs). The LEDs each 
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oscillate at a predetermined frequency of about 10 to 20 HZ. 
The oscillation frequency is selected to minimize false 
alarms of the system by providing a knoWn modulation 
frequency Which differentiates a targeting sight from any 
other re?ected or local light source. In this embodiment, 
each of the targeting sights generates its oWn light source. 

[0028] The noZZle targeting sight set 32 is most suscep 
tible to damage due to its location adjacent to the boom 
noZZle 20, Which can often impact With the aircraft to be 
refueled (not shoWn). The noZZle targeting sight set 32 is 
therefore preferably located as shoWn in FIG. 2B to protect 
the target sights against damage. The targeting sights of each 
set can also be re?ectors, a re?ective material, or a set of 
painted emblems or spots, provided targeting sight visibility 
as re?ected light is maintained Within the visible Wave 
lengths and into the shortWave infrared (IR) Wavelengths as 
discussed beloW in reference to aircraft lights. 

[0029] Referring noW to FIG. 3, a digital camera 34 is 
shoWn relative to its line-of-sight With selected targeting 
sights of the refueling boom 14. The digital camera 34 is a 
silicon type camera, displaying pixel images of each of the 
targeting sights. These pixel images are communicated to a 
computer (shoWn in FIG. 5) commonly provided onboard 
the aircraft 10, Wherein the pixel images are analyZed by the 
computer. As shoWn in FIG. 3, a boom targeting sight 36 is 
in visual alignment along a line-of-sight 38 With the digital 
camera 34. A noZZle side targeting sight 40 is also in visual 
alignment With the digital camera 34 along a line-of-sight 
42. A noZZle upper targeting sight 44 is in visual alignment 
With the digital camera 34 along a line-of-sight 46. Location 
of the noZZle targeting sight sets 32 and 33 adjacent to the 
boom noZZle 20 as shoWn maintains an preferred line-of 
sight visibility of three of the four targeting sights of each of 
the noZZle targeting sight sets 32 and 33 respectively by the 
digital camera 34. 

[0030] FIG. 3 also shoWs that a digital camera 50 is 
mounted on the aircraft 10 about equidistantly from the 
boom centerline F as the digital camera 34. In this exem 
plary embodiment of the present invention, the digital cam 
era 34 and the digital camera 50 are separated from each 
other Within a range of about 43 cm to about 56 cm (17 to 
22 inches). This separation is suf?cient to provide the 
preferable line-of-sight vieW With the targeting sights. 
[0031] Refueling aircraft operate during day and night 
lighting conditions. Many refueling aircraft use an infrared 
(IR) ?oodlight (not shoWn) for night operation. These ?ood 
lights generally operate in the shortWave IR Wavelength 
range. The digital cameras 34 and 50 are therefore prefer 
ably capable of operation from the visible light Wavelengths 
and at least into the shortWave IR range of Wavelengths (i.e., 
about 0.7 to about 1.0 micron Wavelengths). 

[0032] According to a preferred embodiment of the 
present invention, the light from or the re?ected image of 
each targeting sight is contained in a set of pixels Which form 
the images produced by the digital camera 34 or the digital 
camera 50. As the boom extendable tube 18 bends about its 
bending focal point A, the boom noZZle 20 rotates about the 
exemplary de?ection curve E as shoWn. In this exemplary 
bending motion, the noZZle side targeting sight 40 is dis 
placed to the position shoWn as the noZZle side targeting 
sight 40‘. At this position, the displaced noZZle side targeting 
sight 40‘ is in alignment With the digital camera 34 along a 
modi?ed line-of-sight 48 as shoWn. 
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[0033] Based on the positioning geometry of the digital 
camera 34 relative to the boom noZZle 20, the distance from 
the noZZle side targeting sight 40 to the digital camera 34 
along line-of-sight 42 is greater than the distance from the 
repositioned noZZle side targeting sight 40‘ along the modi 
?ed line-of-sight 48 to the digital camera 34. Since the 
noZZle side targeting sight 40‘ in this example is approaching 
the digital camera 34, the number of pixels subtended for the 
noZZle side targeting sight 40‘ increases as the distance 
betWeen the noZZle side targeting sight 40‘ and the digital 
camera 34 decreases. In addition, the X and Y coordinates 
betWeen the original position of the noZZle side targeting 
sight 40 and the noZZle side targeting sight 40‘ in FIG. 3 
change. As vieWed from the digital camera 34, an X and Y 
coordinate system for each of the targeting sights is deter 
mined and any position change for the boom noZZle target 
ing sights are interpreted by the computer as a bending 
de?ection of the refueling boom 14. 

[0034] Referring back to FIG. 1, When a bending de?ec 
tion is identi?ed for the refueling boom 14, the computer 
calculates the amount of bending de?ection. The boom 
aileron 22 and the boom rudder 24 are then repositioned by 
servo-hydraulic control valves (shoWn in phantom in FIG. 
5) in light of the calculated bending de?ection to “?y” the 
refueling boom 14 to a position Which reduces its de?ection, 
preferably returning the refueling boom to its null position. 

[0035] In one preferred embodiment of the invention, 
three of the preferred number of 4 targeting sights of each set 
of targeting sights on the boom ?xed tube 16 and the boom 
extendable tube 18 are visible from any one of the digital 
cameras 34 and 50 respectively. According to the principals 
of the present invention, any one of the targeting sights 
located on the boom ?xed tube 16 and any one of the 
targeting sights located on the boom extendable tube 18 that 
are both Within the line-of-sight of one of the tWo digital 
cameras 34 and 50 respectively, is suf?cient for the boom 
load alleviation system of the present invention to operate. 
The digital camera 50 therefore provides a redundant com 
ponent in the system in the event that the digital camera 34 
becomes inoperable. 

[0036] Referring to FIG. 4, a representation of a digital 
camera image 60 vieWed by the digital camera 34 of the 
present invention is shoWn. The ?eld of vieW of the digital 
camera image 60 is shoWn as an exemplary circle. Within 
the digital camera image 60 is disposed an X axis 62 and a 
Y axis 64. A ?xed targeting sight pixel image 66 represents 
the boom targeting sight 36 of FIG. 3. Due to its proximity 
to the digital camera 34, a representative quantity of six 
pixels 68 are shoWn, indicating the siZe of the boom target 
ing sight 36 visible to the digital camera 34. The ?xed 
targeting sight pixel image 66 is located by an exemplary 
coordinate set X1, Y1. In a preferred embodiment, the boom 
?xed tube 16 is treated as a rigid body, therefore the ?xed 
targeting sight pixel image 66 remains at the X1, Y1 
coordinates. It is also possible to con?gure the boom de?ec 
tion system to treat the boom ?xed tube 16 as a de?ecting 
body, such that a de?ection for the entire length of the 
refueling boom 14 (shoWn in FIG. 1) is calculated. 

[0037] FIG. 4 shoWs a noZZle targeting sight pixel image 
70 Which represents the location of the noZZle side targeting 
sight 40 of FIG. 3. The noZZle targeting sight pixel image 70 
is representatively shoWn having three pixels 72 to indicate 
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its relative distance from the digital camera 34 as shown in 
FIG. 3. A modi?ed nozzle targeting sight pixel image 74 is 
also shown in FIG. 4. The modi?ed noZZle targeting sight 
pixel image 74 represents the displaced noZZle side targeting 
sight 40‘ of FIG. 3. Because of the displacement along the 
de?ection curve E of FIG. 3, the modi?ed noZZle targeting 
sight pixel image 74 is represented as four pixels 76, because 
the noZZle side targeting sight 40‘ is closer to the digital 
camera 34 as shown in FIG. 3 and discussed above. The 
noZZle targeting sight pixel image 70 is located by an 
exemplary coordinate set X2, Y2. Similarly, the modi?ed 
noZZle targeting sight pixel image 74 has an exemplary 
coordinate set X3, Y3. 

[0038] Based on both the coordinate changes from X2 to 
X3, and from Y2 to Y3 between the noZZle targeting sight 
pixel image 70 and the modi?ed noZZle targeting sight pixel 
image 74, respectively, a bending de?ection of the refueling 
boom 14 is indicated. In addition, since the number of pixels 
indicated in the image shown in FIG. 4 increases between 
the noZZle targeting sight pixel image 70 and the modi?ed 
noZZle targeting sight pixel image 74, the system also 
interprets this as a de?ection of the refueling boom 14. 

[0039] The computer database is initially loaded with the 
null or Zero position of the refueling boom 14 using data 
similar to the data shown by FIG. 4. In this exemplary case, 
the ?xed targeting sight pixel image 66 and the noZZle 
targeting sight pixel image 70 are used as the null position 
of the refueling boom 14. Any motion from the null position 
for one or more of the targeting sights at the boom noZZle 20 
is interpreted as a de?ection by the boom load alleviation 
system of the present invention. The computer identi?es 
either or both a coordinate change and a pixel quantity 
change, calculates the amount of de?ection from the null 
position, and provides the necessary data/signal to automati 
cally steer the refueling boom 14 back to its null position. 

[0040] Referring now to FIG. 5, exemplary components 
of a boom load alleviation system of the present invention 
are shown. The boom load alleviation system 100 comprises 
a plurality of extendable tube targeting sights 102 longitu 
dinally positioned on an extendable tube 104. The extend 
able tube 104 slidably extends from within a ?xed tube 106. 
Aplurality of ?xed tube targeting sights 108 are positioned 
on the ?xed tube 106. A digital camera 110 receives either 
re?ected or transmitted light images of each of the extend 
able tube targeting sights 102 and the ?xed tube targeting 
sights 108. The pixel images created by the digital camera 
110 for each targeting sight image are relayed to a computer 
112 located on the aircraft (not shown). The computer 
analyZes the pixel images and calculates a bending de?ec 
tion between the extendable tube 104 and the ?xed tube 106. 
The computer relays a correction signal to an existing (or 
retro?tted) refueling control station 114 shown in phantom. 

[0041] The refueling control station 114 is in communi 
cation via a plurality of signal lines 116 with each of a 
plurality of servo-hydraulic valves 118 (also shown in 
phantom). The servo-hydraulic valves 118 control ?ow of 
hydraulic ?uid in a set of hydraulic lines 120 to each of a set 
of ?ight control surfaces 122 mounted on the ?xed tube 106. 
The ?ight control surfaces 122 reposition the ?xed tube 106 
to correct any de?ection between the ?xed tube 106 and the 
extendable tube 104. 

[0042] Referring now to FIG. 6, an exemplary sequence 
of operational steps performed by the computer 112 of the 
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present invention is described. In step 124, the targeting 
sights on the refueling boom are detected using the digital 
camera data, providing aZimuth and elevation of each tar 
geting sight. In step 126, a data table is queried for measured 
(known) values of the spacing between the ?xed tube 
targeting sights and data from the boom elevation, aZimuth, 
and noZZle extension length information sensors. In step 
128, the measured values of the ?xed tube targeting sights’ 
spacing and data from the boom elevation, aZimuth, and 
noZZle extension length information sensors is compared to 
the digital camera data to calculate an angle of the ?xed tube. 

In step 130, a data table is queried for measured (known) 
values of the spacing between the extendable tube targeting 
sights allowing an aspect of the extendable tube to be 
determined. In step 132, the measured values of the extend 
able tube targeting sights’ spacing are used with the previ 
ously calculated angle of the ?xed tube to predict a spacing 
for the extendable tube targeting sights along the ?xed tube 
angle. The digital camera data for the extendable tube 
targeting sights’ spacing/location is compared to the pre 
dicted spacing, and an extendable tube de?ection is calcu 
lated. In step 134, the calculated de?ection is converted to a 
control signal which is forwarded to the boom control 
station, which signals repositioning of hydraulic control 
valves which hydraulically reposition the ?ight control 
surfaces of the refueling tube (see FIG. 5). 

[0043] It is preferable that a digital camera design be used 
for the digital camera 34 and the digital camera 50 so that 
digitiZed images be available of the targeting sights. On 
some existing aircraft, one or more analog cameras are 
installed for assistance during refueling operations. These 
analog cameras can also be used in accordance with a further 
embodiment of the present invention, provided that software 
be installed in the computer 112 (shown in FIG. 5) which 
can digitiZe the images received from each of the analog 
cameras used. The digitiZed analog camera images are then 
provided with coordinate data as discussed herein to locate 
the targeting sights disposed on the refueling boom. 

[0044] The boom load alleviation system of the present 
invention provides several advantages. By using passive 
light received from targeting sights disposed along a refu 
eling boom, the need for an expensive distance measuring 
system is precluded. The use of light emitting diodes or 
re?ective targets provides inexpensive and durable equip 
ment to survive the potentially damaging environment of a 
refueling boom/noZZle. Many refueling aircraft already use 
at least one analog camera to assist in refueling operations. 
If necessary, the existing analog camera is replaced by at 
least one digital camera. A computer is also generally used 
to analyZe data associated with refueling, therefore only the 
addition of software/programs necessary to receive and 
analyZe the digital camera data are required. The present 
invention can interface with a variety of ?ight control 
surface equipment. 

[0045] The description of the invention is merely exem 
plary in nature and, thus, variations that do not depart from 
the gist of the invention are intended to be within the scope 
of the invention. Such variations are not to be regarded as a 
departure from the spirit and scope of the invention. 
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What is claimed is: 
1. A system for refueling an aircraft in ?ight, said system 

comprising: 
a refueling tube adapted to be used With a refueling 

aircraft, and at least one digital camera positioned in 
visual alignment With said refueling tube; 

said refueling tube having an aircraft attachment portion 
and an eXtendable portion; 

said attachment portion and said eXtendable portion each 
having a plurality of targeting sights disposed thereon; 

each of said targeting sights being convertible by said 
digital camera to one of a plurality of piXel images; and 

Wherein displacement of at least a selected one of said 
piXel images of said plurality of targeting sights dis 
posed on said eXtendable portion identi?es a relative 
bending displacement betWeen said eXtendable portion 
and said attachment portion. 

2. The system of claim 1, Wherein said attachment portion 
further comprises an outer tube having a proXimate end 
rotatably connected to said refueling aircraft and a distal 
end. 

3. The system of claim 2, Wherein said eXtendable portion 
further comprises an inner tube having a proXimate end 
slidably disposed Within said distal end of said outer tube, 
and a noZZle end. 

4. The system of claim 3, Wherein said plurality of 
targeting sights disposed on said attachment portion being 
each disposed about an outer diameter of said distal end. 

5. The system of claim 4, Wherein said plurality of 
targeting sights disposed on said eXtendable portion being 
each disposed about an outer diameter of said noZZle end. 

6. The system of claim 5, Wherein at least one of said 
targeting sights disposed about said distal end and at least 
one of said plurality of targeting sights disposed about said 
noZZle end having a light image convertible to a subset of 
piXel images. 

7. The system of claim 6, further comprising: 

a computer system connected to said at least one digital 
camera; and 

said computer system having a database including refu 
eling tube data; 

Wherein said computer analyZes both said subset of piXel 
images and said refueling tube data to generate a set of 
refueling tube ?ight instructions. 

8. The system of claim 7, Wherein said plurality of 
targeting sights are each selected from the group consisting 
of light emitting diodes, painted emblems, and re?ective 
material. 

9. The system of claim 7, Wherein said database further 
comprises at least one of a set of coordinates and a quantity 
of piXels to distinguish said subset of piXel images. 

10. Aboom load alleviation system for in-?ight refueling 
of an aircraft, said system comprising: 

a refueling tube having a set of ?ight surfaces and a 
plurality of targeting sights disposed thereon; 

each of said plurality of targeting sights having a light 
image convertible to one of a plurality of piXel images 
by at least one digital camera; 
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said piXel images converted by said digital camera being 
transferable to a computer system; and 

Wherein said computer system analyZes each of said 
plurality of piXel images to calculate a displacement 
occurring betWeen any of said plurality of piXel images 
and generates a data signal for controlling said ?ight 
surfaces to correct said displacement. 

11. The system of claim 10, Wherein said refueling tube 
further comprises a tWo member eXtendable tube having an 
inner member slidably disposed Within an outer member. 

12. The system of claim 11, Wherein said outer member 
further includes an aircraft attachment end and a distal end. 

13. The system of claim 12, Wherein said inner member 
further comprises a telescoping tube having a proximate end 
slidably communicating With said outer member distal end 
and a noZZle end. 

14. The system of claim 13, Wherein select ones of said 
plurality of targeting sights being disposed about both said 
outer member distal end and said telescoping tube noZZle 
end form co-linearly aligned pairs of targeting sights. 

15. The system of claim 14, Wherein said refueling tube 
being positionable in one of a fueling position having said 
telescoping tube fully eXtended from said outer member, and 
a stoWed position having said telescoping tube fully 
retracted Within said outer member. 

16. The system of claim 15, Wherein said telescoping tube 
noZZle end in said fueling position being de?ectable Within 
a predetermined bending envelope. 

17. The system of claim 13, further comprising: 

said plurality of targeting sights being divisible into a 
plurality of sets of targeting sights; and 

said plurality of sets of targeting sights having a ?rst 
group of tWo sets of targeting sights disposed on said 
outer member and a second group of tWo sets of 
targeting sights disposed on said inner member. 

18. The system of claim 17, Wherein each of said plurality 
of sets of targeting sights further comprises four targeting 
sights each disposed in 90 degree increments about one of 
said outer member and said inner member. 

19. A method to reduce bending stress in a refueling 
boom, said method comprising the steps of: 

disposing both a set of ?ight surfaces and a plurality of 
targeting sights having a light imageable shape on a 
refueling tube; 

converting said light imageable shape of each of said 
plurality of targeting sights to one of a plurality of piXel 
images by at least one digital camera; and 

transferring said piXel images converted by said digital 
camera to a computer system; 

calculating a displacement occurring betWeen any of said 
plurality of piXel images With said computer system; 
and 

generating a data signal for controlling said ?ight surfaces 
to correct said displacement. 

20. The method of claim 19, further comprising the step 
of assigning to each of said plurality of piXel images a set of 
coordinates in a coordinate system. 
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21. The method of claim 20, further comprising the step 
of distinguishing each of said plurality of piXel images by a 
quantity of piXels in each of said piXel images. 

22. The method of claim 21, further comprising the step 
of calculating said displacement occurring betWeen any of 
said plurality of piXel images With said computer system 
using at least one of said set of coordinates and said quantity 
of pixels. 

23. The method of claim 22, further comprising the step 
of disposing each of said targeting sights in about 90 degree 
increments about said refueling tube. 

Nov. 6, 2003 

24. The method of claim 23, further comprising the step 
of transferring said data signal generated by said computer 
system to a servo-hydraulic system to control said ?ight 
surfaces. 

25. The method of claim 23, further comprising the steps 
of: 

disposing a spacer adjacent to a noZZle of said refueling 
tube; and 

installing a subset of said targeting sights on said spacer. 

* * * * * 


