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(57) ABSTRACT 

An attachment for fastening a brush to a shoe. The attach 
rnent having a ?rst (horizontal) ?ange extending to a second 
(vertical) ?ange. The ?rst ?ange attaching to the sole of the 
shoe, With the second ?ange attaching to a Wiping element 
such as a brush. The attachment could alternatively be 
provided With a disk-like single ?ange having threading 
alloWing the attachment to be screWed into a standard golf 
shoe threaded spike hole. 
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GOLF SHOE BRUSH 

PRIORITY 

[0001] This application is a Continuation-In-Part of the 
utility application ?led on May 15, 2002 entitled Golf Shoe 
Brush bearing Ser. No. 10/146,261. 

DESCRIPTION 

Background of the Invention 

[0002] Field of the Invention. The present invention gen 
erally relates to sporting goods, and more particularly relates 
to athletic shoes and attachments for athletic shoes. 

[0003] Background Information. In the sport of gol?ng, a 
club is used to strike a ball lying upon or slightly elevated 
above a ground surface. Through this process, frequently the 
head of the golf club Will become soiled With pieces of 
vegetation, soil, and other pieces of detritus When the club 
engages the ball at or near the surface of the ground. This 
club head soiling is accentuated When the golf club is 
utiliZed on a driving range and doZens to hundreds of ball 
strikes occur Within a short period of time. This club head 
soiling effects the use and accuracy of the club and must 
regularly be removed. 

[0004] Golfers have utiliZed many different means for 
cleaning soil, grass clippings, sand and deW from golf heads. 
For instance, it is knoWn to carry a “golf toWel.” The golf 
toWel is merely a cloth toWel, often able to be directly 
attached to the golfer’s golf bag, Which is used to Wipe doWn 
the golf club’s face and any other soiled surface. HoWever, 
golf toWels are not very abrasive and thus have a difficult 
time removing ground in dirt. Such toWels are also fre 
quently soiled to the point Where they need to be Washed, 
and they are typically, as mentioned, connected to the golf 
bag Which often at times is not in close proximity to the 
golfer. 

[0005] Another device utiliZed by golfers for removing of 
soil and other materials from the golf club face is a handheld 
golf brush. Such a handheld brush has a handle having 
extending from it a number of bristles, typically of a stiff 
synthetic material or metal. Such a brush is typically con 
nected to the golf bag, Which is not alWays near to the golfer. 
UtiliZation of a golf brush is aWkWard in that the user often 
needs to hold the club in one hand and the brush in the other 
hand While scrubbing the clubface. A golf brush typically is 
useless for removing deW or grass from the golf club head. 

[0006] Athird type of device is a small housing containing 
tWo brushes of varying materials that are enclosed in a 
housing and can typically be carried in the pocket of a golfer. 
One brush at a time can be used by pushing up through an 
opening in either end of the housing. The disadvantage to 
this product is that it can be dif?cult to use for those With 
poor hand strength, and requires a certain level of dexterity 
to operate. Furthermore, any material removed from the face 
of the golf club is likely to end up back in the golfer’s 
pocket. 

[0007] What is needed is a device for use in cleaning 
soiled golf club faces, Which is an improvement over the 
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prior art in that it is abrasive enough to remove soil Which 
has become encrusted upon the club head face, Which is 
never located in a position distant from the golfer thereby 
making the golfer have easy and convenient access to the 
device, Which is easy and non-aWkWard to use, and Which 
does not clutter or dirty the clothing of the user. The present 
invention solves these needs. 

SUMMARY OF THE INVENTION 

[0008] The present invention is an attachment for fasten 
ing a brush to a shoe. In the preferred embodiments, this 
shoe is a golf shoe and the brush is used to clean golf club 
heads. 

[0009] In one embodiment the golf shoe Wiping attach 
ment is adapted to be attached to a golfer’s shoe for cleaning 
golf club heads. Such a golfer’s shoe Will have a side Wall. 
The attachment itself comprises a generally L-shaped 
bracket having a ?rst ?ange generally perpendicular to a 
second ?ange. The ?rst ?ange being formed With at least one 
ori?ce de?ned therein able to receive and to be frictionally 
held by a single spike projecting from the underside of the 
golfer’s shoe. The second ?ange having an inner side 
opposite an outer side. The inner side facing and generally 
perpendicular to the golfer’s shoe side Wall When the ?rst 
?ange is frictionally held by the spike. The attachment 
further comprises a Wiping element for Wiping, contacting or 
scrubbing a surface. Furthermore, the attachment comprises 
a connection for securing the Wiping element to the second 
?ange, this Wiping element extending from the golfer’s shoe 
generally perpendicular to and aWay from the outer side of 
the second ?ange. This Wiping element being operative to 
clean a golf club head by a sWeeping movement of said golf 
club head against the same. In this embodiment, it is 
preferred that the Wiping element is a brush. In this embodi 
ment, it is preferred that this attachment embodiment also 
comprise a plurality of overlapping ori?ces thereby alloWing 
said attachment second ?ange to be spaced a desired dis 
tance from said golf shoe side Wall. In this embodiment, it 
is also preferred that the connection for securing be releas 
able, thereby alloWing the Wiping element to be detached 
from the second ?ange. 

[0010] In a second embodiment, the golf shoe brush 
attachment is adapted to be attached to a golfer’s shoe for 
cleaning golf club heads. The attachment comprises a disk 
like ?ange having an upper surface, this disk-like ?ange for 
placement underneath and in contact With the sole of the 
golfer’s shoe. This disk-like ?ange also having an opposing 
bottom surface. The attachment further comprises a plurality 
of bristles, these bristles extending doWn from the bottom 
surface for the ?ange. These bristles for cleaning golf club 
heads. The attachment further comprises a fastener extend 
ing from the upper surface. This fastener for removably 
attaching the attachment to the golfer’s shoe. In this embodi 
ment, it is preferred that the fastener comprise a threaded 
stud extending axially up from the upper surface, this stud 
for screWing into the bottom of the golfer’s shoe, preferably 
into a threaded hole provided therein. 

[0011] In yet another embodiment, the present invention 
comprises a removable athletic shoe attachment for use With 
an athletic shoe having a sole. This attachment comprising 
a disk-like ?ange for ?tting in a snug and gripping manner 
against the shoe sole; a plurality of bristles extending doWn 
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from the bottom surface of the ?ange for supplying brushing 
surface for brushing an object; and a threaded stud integrally 
formed With and extending up from the center of the upper 
surface of the ?ange for removably attaching the attachment 
to the athletic shoe. 

[0012] Still other objects and advantages of the present 
invention Will become readily apparent to those skilled in 
this art from the folloWing detailed description Wherein I 
have shoWn and described only the preferred embodiment of 
the invention, simply by Way of illustration of the best mode 
contemplated by carrying out my invention. As Will be 
realiZed, the invention is capable of modi?cation in various 
obvious respects all Without departing from the invention. 
Accordingly, the draWings and description of the preferred 
embodiment are to be regarded as illustrative in nature, and 
not as restrictive. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0013] FIG. 1 is an environmental vieW of a ?rst embodi 
ment of the present invention. 

[0014] FIG. 2 is an environmental vieW of a second 
embodiment of the present invention. 

[0015] FIG. 3 is a perspective vieW of a third embodiment 
of the present invention. 

[0016] FIG. 4 is a reverse perspective vieW of the embodi 
ment of FIG. 3. 

[0017] FIG. 5 is a top vieW of the embodiment of FIG. 3. 

[0018] FIG. 6 is a side vieW of the embodiment of FIG. 
3. 

[0019] FIG. 7 is an environmental vieW of a fourth 
embodiment of the present invention. 

[0020] FIG. 8 is a perspective vieW of the embodiment 
shoWn in FIG. 7. 

[0021] 
FIG. 7. 

[0022] FIG. 10 is a side vieW of the embodiment shoWn 
in FIG. 7. 

[0023] FIG. 11 is an end vieW of the embodiment vieW 
shoWn in FIG. 7. 

[0024] FIG. 12 is a perspective vieW of a ?fth embodi 
ment of the present invention. 

FIG. 9 is a top vieW of the embodiment shoWn in 

[0025] FIG. 13 is a perspective vieW of a sixth embodi 
ment of the present invention. 

[0026] FIG. 14 is a side, environmental vieW of a seventh 
embodiment of the present invention. 

[0027] FIG. 15 is a second side sequential vieW of the 
embodiment shoWn in FIG. 14. 

[0028] FIG. 16 is a third side sequential vieW of the 
embodiment shoWn in FIG. 14. 

[0029] FIG. 17 is a perspective vieW of an eighth embodi 
ment of the present invention. 

[0030] FIG. 18 is a top vieW of a ninth embodiment of the 
present invention. 
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[0031] FIG. 19 is a cross-sectional side vieW of the 
embodiment of FIG. 18. 

[0032] FIG. 20 is a side vieW of the embodiment of FIG. 
18. 

[0033] FIG. 21 is a side vieW of a tenth embodiment of the 
present invention. 

[0034] 
FIG. 21. 

[0035] FIG. 23 is a partial perspective vieW of the 
embodiment of FIG. 21. 

[0036] FIG. 24 is an environmental side vieW of an 
eleventh embodiment of the present invention. 

FIG. 22 is a partial side vieW of the embodiment of 

[0037] FIG. 25 is an exploded perspective vieW of the 
embodiment of FIG. 24. 

[0038] FIG. 26 is a perspective vieW of a tWelfth embodi 
ment of the present invention shoWn installed on a shoe. 

[0039] FIG. 27 is an exploded, perspective vieW of the 
embodiment of FIG. 26. 

[0040] FIG. 28 is an exploded, perspective vieW of a 
thirteenth embodiment of the present invention. 

[0041] FIG. 29 is a front vieW of a fourteenth embodiment 
of the present invention shoWn installed on a shoe. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0042] While the invention is susceptible of various modi 
?cations and alternative constructions, certain illustrated 
embodiments thereof have been shoWn in the draWings and 
Will be described beloW in detail. It should be understood, 
hoWever, that there is no intention to limit the invention to 
the speci?c form disclosed, but, on the contrary, the inven 
tion is to cover all modi?cations, alternative constructions, 
and equivalents falling Within the spirit and scope of the 
invention as de?ned in the claims. 

[0043] The present invention is an attachment for fasten 
ing a Wiping element to a shoe. Any type shoe can be used, 
as can any Wiping element. In the preferred embodiments, 
the present invention is an improved golf shoe brush attach 
ment adapted to be attached to a golfer’s shoe for use in the 
cleaning of golf club heads and other items, such as golf 
cleats. The term “brush” is used Within this application both 
for a Wiping element of the present invention in general 
(Which may or may not have bristles), but also for bristled 
embodiments of the Wiping element, such usage not 
intended to be a limitation. 

[0044] Referring noW to FIGS. 1 and 2, shoWn are the tWo 
main embodiments of the present invention. FIG. 1 shoWs 
the golf shoe toe brush embodiment of the present invention. 
This embodiment is shoWn used upon a golf shoe 3 having 
a number of cleats 2 and a sole 6. The golf shoe brush 
attachment 10 comprises a disc-like ?ange 50 attaching to 
the sole 6 of the shoe 3 through use of a fastener, such as the 
threading used by a standard golf shoe spike. The disc like 
?ange 50 having a number of bristles 56 extending there 
from. In this embodiment, the preferred placement of the 
golf shoe brush attachment 10 Would be as a replacement of 
the toe cleat, as shoWn. 
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[0045] Referring noW to FIG. 2, the other main embodi 
ment of the golf shoe brush attachment 100 utilizes a ?rst 
?ange 20 extending to a second ?ange (not shoWn) to Which 
a Wiping element 40 attaches. The ?rst ?ange 20 having at 
least one ori?ce de?ned therethrough for receiving the stud 
of a golf spike 102. The golf shoe brush attachment 100 is 
able to be attached to the golf shoe 3 through ?rst unscreW 
ing an existing golf shoe spike 102, aligning the ori?ce of the 
?rst ?ange 20 With the spike’s 102 threaded ori?ce located 
in the shoe’s sole 6 and then inserting the spike stud of the 
spike 102 through the ori?ce and into the threaded hole 
located Within the sole 6 of the golf shoe 3. Removal of such 
an embodiment is just as easy—it is removed by unscreWing 
and removing the spike 102 retaining the golf shoe brush 
attachment 100, removing the golf shoe brush attachment 
100, and replacing the golf spike 102. 

[0046] Preferably, the golf shoe brush attachment 100 is 
located at the foremost outside golf shoe heel spike location, 
as shoWn. HoWever, placement of the golf shoe brush 
attachment 100 could be made at any golf shoe spike 
location, With the outside spikes obviously being more 
preferred than the inside spikes. 

[0047] Referring noW to FIGS. 3 through 6, shoWn is one 
embodiment of the golf shoe brush cleat attachment 10 
embodiment of the present invention. This embodiment 
comprises a disc-like ?ange 50, preferable similar in siZe 
and structure as a typical golf shoe spike disc-like ?ange. 
This disc like ?ange 50 having an upper surface 52 opposite 
a bottom surface 54. Extending from the upper surface 52 is 
a fastener 58, such as the threaded stud 60 shoWn. This 
threaded stud 60 being of the same threading as a usual golf 
shoe spike thereby enabling said stud to be easily screWed 
into an existing threaded spike ori?ce located in a golf 
shoe’s sole. The length, diameter and threading of the 
threaded stud 60 may be varied to accommodate many 
different makes, models and styles of golf shoes. The 
disc-like ?ange and the fastener can be composed of any 
suitable material, but Will be composed most preferably of 
a plastic. 

[0048] Extending from the bottom surface 54 are a plu 
rality of bristles 56. In this embodiment, it is preferred that 
these bristles be generally perpendicular to the bottom 
surface, hoWever angular mounts are also possible. The 
preferred bristle matter of composition is nylon, hoWever 
other bristle compositions are also possible, including, but 
not limited to animal hair, plastics, composites and metals. 
Any number of bristles or clusters of bristles may be utiliZed 
With the present invention, for instance the entire bottom 
surface 54 may be covered With bristles. The type, length, 
orientation, manufacture and style of the bristles used on one 
attachment can be varied as Well. 

[0049] Preferably at least one fastening notch 62 (ideally 
an opposing pair as shoWn) are provided for alloWing a user 
to utiliZe a key or other device to assist in the screWing or 
unscreWing of the threaded stud 60 into a threaded golf shoe 
spike hole located Within a golf shoe sole. 

[0050] Referring noW to FIGS. 7 though 11, shoWn is one 
embodiment of the golf shoe brush side attachment 100 
embodiment of the present invention. In this embodiment, 
the golf shoe brush attachment 100 attaches to a golf shoe 3 
through the attachment’s ?rst ?ange 20 being held against 
the heel/sole 6 of the shoe 3 by a spike 102. This embodi 
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ment of the golf shoe brush attachment 100 comprises a ?rst 
?ange 20 extending to a second ?ange 30. It is preferred that 
the ?rst ?ange 20 be generally perpendicular to the second 
?ange 30. 

[0051] The ?rst ?ange 20 having at least one ori?ce 22 
able to receive therethrough the spike stud of a golf shoe 
spike. In such a manner, the present invention can be 
attached to the sole of a golf shoe. In this embodiment, the 
second ?ange 30 has an inner side 32 and an outer side 34. 
This inner side 32 generally facing the shoe side Wall 8, 
Whereas in use the outer side 34 generally faces aWay from 
said shoe side Wall 8. Attaching to the second ?ange 30 is the 
Wiping element 40. 

[0052] It is preferred that such an attachment be releasable 
so that the Wiping element 40 can be attached and detached 
to the second ?ange 30. For instance, the embodiment 
shoWn in FIGS. 7 through 11 so the use of a squeeZe clip 
buckle style attachment, Whereby attaching to the second 
?ange 30 is the male portion of the buckle, and formed 
Within the Wiping element 40 is the female portion of the 
buckle. Other releasable attachments include but are not 
limited to: hook-and-loop style attachments, magnets, snaps, 
adhesives, groves, dove tails, etc. In being detachable, the 
present invention can be selectively removed from the 
golfer’s shoe, a bene?t to the golfer should the golfer prefer 
not to have the attachment 100 attached and/or visible When 
the golfer is not on the course or at the driving range. While 
releasable attachment is preferred it is also understood that 
the Wiping element could be ?xedly attached to the second 
?ange. 
[0053] In this embodiment, extending from the Wiping 
attachment 40, preferably generally perpendicular to the 
second ?ange 30, are a plurality of bristles 42. These bristles 
may be shaped hoWever desired by the user or manufacturer 
and are not intended to be limited to the gently sloping 
embodiment shoWn in the ?gures. For instance, the brush 
shape could be rectangular, circular, triangular, etc. Any 
number roWs of bristles may be used, or a single stand of 
bristles may be present. These bristles may comprise animal 
hair, synthetic materials, or even stiff a metal. 

[0054] Alternatively, the Wiping attachment 40 may com 
prise a putter brush 43 comprising a cloth, chamois, foam, 
sponge or other absorbent material for Wiping deW and grass 
off a putter face, as shoWn in FIG. 17. Another embodiment 
of putter Wiping element may comprise a rubber or other 
fabrication Wiping blade for Wiping deW, sand, etc. off the 
putter face, such a Wiping blade similar to a Windshield 
Wiper blade or a squeegee blade. 

[0055] Alternatively, the Wiping attachment may comprise 
a combination of putter Wiping element (having an absor 
bent material thereon) and a brush element (having bristles 
for scrubbing). For example, a horiZontal brush With a 
vertical putter Wiping cylinder extending vertically above 
the brush. 

[0056] These Wiping attachment options shoWing that a 
variety of interchangeable Wiping attachment/elements can 
be provided for different uses and conditions. 

[0057] Another style of releasable attachment is shoWn in 
FIGS. 26-28. Referring initially to FIGS. 26-27, shoWn is 
another embodiment of an attachment 400. This attachment 
400 having a ?rst ?ange 320 de?ning an ori?ce 322 for 
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receiving there through the threaded stud 60 of a golf shoe 
3 spike 2 thereby permitting the attachment to be attached to 
the sole 6 of said shoe. The ?rst ?ange 320 extending to a 
second ?ange 330, this second ?ange con?gured for attach 
ment to a Wiping element 340 bearing bristles 344 or other 
cleaning device. As shoWn particularly in FIG. 27, the 
Wiping element 340 con?gured for attachment to the second 
?ange 330 through use of a friction ?t, namely a dovetail 
joint. In this embodiment, the Wiping element having a 
generally semi-cylindrical brush bristle shape. 

[0058] Likewise, FIG. 28 shoWn an related embodiment 
particularly shoWing the envisioned interchangeability of 
attachments, in that the attachment 500 (having a ?rst ?ange 
420, ori?ce 422, Wiping element 440 and cleaner 444) of 
FIG. 28 could easily be exchanged With the attachment 400 
of FIG. 27, both of said attachments having dovetail style 
joints. The embodiment of FIG. 28 likeWise shoWing an 
alternative con?guration of the Wiping element. The Wiping 
element may comprise an absorbent sleeve that ?ts around 
a cylinder shape extension of the Wiping element, this 
extension having or attaching to the dovetail style joint 
necessary for cooperation With the dovetail of the second 
?ange. The cylinder preferably con?gured for generally 
vertical orientation. Various renditions of this style attach 
ment are also envisioned. 

[0059] Referring noW to FIG. 12, shoWn is an alternate 
embodiment of a golf shoe brush attachment 100‘, this 
embodiment shoWing the ability to use a spacer insert 24 
Within the ?rst ?ange 20. This insert able to be inserted into 
a trough inlaid Within the ?rst ?ange 20. UtiliZation of such 
an insert Would be useful Where the golf shoe spike stud 
utiliZed has a much narroWer diameter Whereby necessitat 
ing the need for smaller diameter ori?ces 22‘. UtiliZation of 
such an insert Would alloW for greater interchangeability 
betWeen the present invention and various makes, models 
and styles of golf shoes. This can be further seen in the 
embodiment shoWn in FIG. 13, Which Would utiliZe a spacer 
ring 26 rather than the spacer 24 shoWn in FIG. 12. This 
spacer ring 26 having an outside diameter slightly smaller 
than the ori?ce 22 into Which it is set. 

[0060] Use of such inserts and the like alloW the present 
invention to be adjustable tWo Ways. First, alloWing the 
present invention to be usable With various different styles of 
shoes and therefore spike varieties and spike post siZes. 
Second, the present invention Would be adjustable With 
regard to the distance betWeen the spike and the vertical turn 
(the junction betWeen the ?rst ?ange and the second ?ange). 
This is particularly useful because the spikes on the heel of 
a golf shoe are typically closer to the outside edge of the sole 
than the spikes on the toe/ball portion of the golf shoe. Thus, 
the golfer Would be able to purchase one device able to be 
utiliZed on both the heel spikes and the toe/ball portion 
spikes. 

[0061] Additionally, the ?rst ?ange could be con?gured 
similar to the shape of a nutcracker in that it Would have a 
hinge that Would alloW the ?rst ?ange to ?ex laterally to 
separate and ?t around the spike post While it Was partially 
unscreWed from the spike hole. In such a manner, the ?rst 
?ange could be bent, ?exed or stretched over the spike and 
then released, thereby engaging the spike appropriately 
Without necessitating the removal of the spike from the sole. 

[0062] Referring noW to FIGS. 14 through 16, shoWn is 
an alternate embodiment of the present invention. In this 
embodiment, the golf shoe brush attachment 200 comprises 
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a Wiping element 40 having extending therefrom a pair of 
?anges or tabs 27, 28 Wherein the ?anges or tabs could 
cooperate With the ?rst ?ange 20 and/or the second ?ange 30 
for locking the Wiping element 40 upon the second ?ange 
30. In the embodiment shoWn, the tab 27 is able to be 
inserted through an ori?ce 23 de?ned Within the ?rst ?ange 
20 and the second tab 28 is able to resiliently be ?exed in 
order to snap over the top portion of the second ?ange 
thereby locking the Wiping element having bristles 42 upon 
the second ?ange 30. 

[0063] Referring noW to FIG. 18, shoWn is an alternative 
embodiment of the present invention. In this embodiment, 
the attachment 300 could also be used in conjunction With 
spikes 202 or the spikes 202 could be used in conjunction 
With the attachment 300. In such an arrangement, the bristles 
142 Would be placed in the middle of the existing spike teeth 
202. The bristles 142 Which are softer than the spike teeth 
202 Would then fold or collapse alloWing the spikes 202 to 
enter the turf. The spike 202 could also be developed so that 
the brush Would actually collapse into a recessed pocket 90 
When a certain amount of force is applied. This recessed 
pocket could also be ?lled With a compressible material, 
such as a foam, a spring, etc. The brush 202 could not 
collapse into the pocket 90 at the presence of any force or it 
Would not Work When a clubface Was rubbed against it for 
the purpose of cleaning. 

[0064] Referring noW to FIGS. 21-23, shoWn in an alter 
native embodiment for the ?rst and second ?anges 120, 130. 
In this embodiment, the ?anges Would be made of a mal 
leable or adjustable material that could be curved to ?t 
different shoes. Creases 125 or other means for aiding in 
regular curving may also be provided. Additionally, the 
?anges themselves could have a spike post attached to it and 
be screWed into the spike hole With and then bent up and 
around the sole to a vertical position to accept the brush 
attachment. Such a ?ange Would preferably also have a 
number of spikes extending doWnWards therefrom to com 
pensate of the spike removed. The adjustment insert could 
also potentially be replaced by spike holes that Were self 
adjusting. This may be accomplished by having a forming 
material that Would ?t around any spike. 

[0065] Additionally, the present invention may comprise a 
replacement golf spike having the invented brush/Wiping 
attachment extending there from. Many replacement golf 
shoe spikes only require a 1A to 1/2 turn in order to lock into 
place. Thus, an attachment of the present invention formed 
into or attaching to the spike may not hamper the attachment 
of the spike to the shoW, and thus may be able to be installed 
on a shoe in such a manner. In such a manner, the bracket 
Would not necessarily have to be malleable. 

[0066] Referring noW to FIG. 24, shoWn is another 
embodiment of the present invention. In this embodiment, 
the attachment 400 could also be adapted to have the brush 
portion able to be affixed to the heel 5 of the golf shoe 3 
using screWs or an adhesive. 

[0067] LikeWise, the present invention may comprise a 
permanent bracket attached to the shoe, either permanently 
or releaseably. For instance, the attachment could be molded 
into the shoe’s sole and/or heel, attached through use of an 
adhesive, or could be attached in any typical manner, 
including, but not limited to, molded in, bolts, screWs, rivets, 
straps, Velcro® (hook-and-loop style attachment), adhe 
sives, magnets, etc. In use, it is less likely that the attachment 
Would Wear, in comparison to the Wiping element, and 
therefore the attachment could be more integral With the 
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Wiping element considered consumable. In one example, as 
shoWn in FIG. 29, the attachment 600 could be formed as a 
portion of the sole 6 of the shoe, or having a ?rst ?ange 620 
Which is molded into, or otherWise integrally attached to the 
sole 6. The embodiment shoWn having a second ?ange 630 
and a plurality of bristles 642. 

[0068] Thus, in the present invention, it is envisioned that 
the attachment could be integral, or attached to the shoe in 
a number of Ways, With a removable Wiping attachment able 
to be attached thereto, thereby providing for interchangeable 
brushes. This attachment of the attachment to the sole/shoe 
can take place anyplace upon/Within the shoe, including but 
not limited to, the bottom of the sole, the intersection of the 
sole and shoe upper, the tip of the shoe/sole, the heel, the 
bottom of the heel, betWeen the heel and the sole, the 
shoelaces, etc. 

[0069] Additionally, the provision of a stabiliZation device 
for inhibiting the rotation of the attachment around the axis 
of the attachment of With the spike is also envisioned. This 
can be done in various Ways. For example, the sole could be 
con?gured With a protrusion Which ?ts Within an ori?ce 
de?ned Within the ?rst ?ange, thereby preventing rotation of 
the attachment. Likewise, the protrusion could be located in 
the ?rst ?ange and the ori?ce de?ned Within the sole. Other 
manners of preventing the rotation of the attachment are also 
envisioned, including but not limited to, hook-and-loop 
fasteners, adhesives, grooves; slots, channels, curves, 
notches, holes, ridges, snaps, etc. 

[0070] Although not shoWn in the ?gures, it is expressly 
understood that the utiliZation of the present invention With 
the side embodiments may require the provision of a 
replacement spike having a longer than average spike post. 
This longer spike post may be necessary to compensate for 
the thickness of the ?rst ?ange. Additionally, such a spike 
could be designed With a loWer pro?le, thereby compensat 
ing for the addition of the ?rst ?ange Which Would reside 
betWeen the spike and the sole. 

[0071] While there is shoWn and described the present 
preferred embodiment of the invention, it is to be distinctly 
understood that this invention is not limited thereto but may 
be variously embodied to practice Within the scope of the 
folloWing claims. 

[0072] From the foregoing description, it Will be apparent 
that various changes may be made Without departing from 
the spirit and scope of the invention as de?ned by the 
folloWing claims. 

I claim: 
1. A golf shoe brush attachment adapted to be attached to 

a golf shoe for cleaning golf club heads, said golf shoe 
having a side Wall, said brush attachment comprising: 

a generally L-shaped bracket having a ?rst ?ange gener 
ally perpendicular to a second ?ange, said ?rst ?ange 
formed With at least one ori?ce de?ned therein able to 
receive and to engage a single spike projecting from an 
underside of said golf shoe, said second ?ange having 
an inner side opposite an outer side, said inner side 
facing and generally perpendicular to said golf shoe 
side Wall When said ?rst ?ange is frictionally held by 
said spike, said outer side de?ning a dovetail joint 
tendon for connection With a Wiping element tendon; 

a Wiping element for Wiping a golf club head, said Wiping 
element being operative to clean a golf club head by a 
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sWeeping movement of said golf club head against the 
same, said Wiping element comprising a dovetail joint 
tendon extending from said Wiping element, said ten 
don con?gured to cooperate With said second ?ange 
mortise to alloW for connection of said Wiping element 
to said bracket. 

2. The brush attachment of claim 1, Wherein said Wiping 
element comprises a brush. 

3. The brush attachment of claim 1, Wherein said Wiping 
element comprises an absorbent material. 

4. The brush attachment of claim 1, Wherein said con 
nection betWeen said tendon and aid mortise is releasable, 
thereby alloWing said Wiping element to be detached from 
said second ?ange. 

5. A golf shoe brush attachment adapted to be attached to 
a golf shoe for cleaning golf club heads, said golf shoe 
having a side Wall, said brush attachment comprising: 

a generally L-shaped bracket having a ?rst ?ange gener 
ally perpendicular to a second ?ange, said ?rst ?ange 
formed With at least one ori?ce de?ned therein able to 
receive and to be frictionally held by a single spike 
projecting from an underside of said golfer’s shoe, said 
second ?ange having an inner side opposite an outer 
side, said inner side facing and generally perpendicular 
to said golfer’s shoe side Wall When said ?rst ?ange is 
frictionally held by said spike; 

a Wiping element for Wiping a golf club head, said Wiping 
element comprising a number of bristles; and 

a connection for connecting said Wiping element to said 
second ?ange, said Wiping element extending from said 
golf shoe generally perpendicular to and aWay from 
said outer side of said second ?ange, said Wiping 
element being operative to clean a golf club head by a 
sWeeping movement of said golf club head against the 
same. 

6. The brush attachment of claim 5, Wherein said con 
nection for connecting is releasable, thereby alloWing said 
Wiping element to be detached from said second ?ange. 

7. A golf shoe brush attachment adapted to be attached to 
a golf shoe for cleaning golf club heads, said golf shoe 
having a side Wall, said attachment comprising: 

a generally L-shaped bracket having a ?rst ?ange gener 
ally perpendicular to a second ?ange, said ?rst ?ange 
formed With at least one ori?ce de?ned therein able to 
receive and to be frictionally held by a single spike 
projecting from an underside of said golf shoe, said 
second ?ange having an inner side opposite an outer 
side, said inner side facing and generally perpendicular 
to said golf shoe side Wall When said ?rst ?ange is 
frictionally held by said spike; 

a Wiping element for Wiping a golf club head, said Wiping 
element comprising a number of bristles; and a con 
nection for connecting said Wiping element to said 
second ?ange, said Wiping element extending from said 
golf shoe generally perpendicular to and aWay from 
said outer side of said second ?ange, said Wiping 
element being operative to clean a golf club head by a 
sWeeping movement of said golf club head against the 
same, Wherein said connection for connecting is releas 
able, thereby alloWing said Wiping element to be 
detached from said second ?ange. 

* * * * * 


