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(57) ABSTRACT 

A device structure for single cell gap re?ective and trans 
?ective liquid crystal displays (TF-LCDs). For an entirely 
re?ective LCD, the irnbedded Wire-grid polariZer (WGP) 
serves as a polarization-dependent for the ambient light. For 

a trans?ective TF-LCD, the WGP only covers the re?ective 
pixels. The disclosure also includes a method of using single 
cell gap liquid crystal displays (LCDs) Without phase retar 
dation ?lms by providing a single cell gap LCD having 
re?ective pixels and transrnissive pixels, covering solely the 
re?ective pixels, With at least one of: a Wire grid polariZer 
and a broadband cholesteric re?ector (BCR), re?ecting 
ambient light off the re?ective pixels; and passing back light 
through the transrnissive pixels Whereby the cell gap LCD 
obtains high contrast ratios Without using phase retardation 
?lrns. 
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FIG. 3a FIG. 3b 
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Bright State Dark State 

Ambient light Ambient light 

._- Polarizer _—> 

ITO/Glass 

TN Cell 

WGP 
Glass 

+— Analyzer _-> 

Backlight 

V=OFF ' 

Fig. 6 

R-V and T-V plots of Trans?ective TN using WGP 
(dn=0.09, cell gap=4.5um, wavelength=550nm ) 
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REFLECTIVE AND TRANSFLECTIVE LIQUID 
CRYSTAL DISPLAY USING A WIRE GRID 

POLARIZER 

[0001] This invention relates to transmission-type liquid 
crystal displays, and in particular to methods and apparatus 
for using an imbedded Wire-grid polariZer (WGP) Which 
serves as a polariZation-dependent re?ector for ambient light 
and claims the bene?t of priority based on US. Provisional 
Application No. 60/378,862 ?led May 6, 2002. 

BACKGROUND AND PRIOR ART 

[0002] The transmission-type liquid crystal display (LCD) 
eXhibits a high contrast ratio and good color saturation. 
HoWever, its poWer consumption is high due to the need of 
a backlight. Under a bright ambient environment, the display 
is Washed out by sunlight. On the other hand, a re?ective 
LCD relies ambient light for displaying information con 
tents. Since it does not require a backlight, its poWer 
consumption is reduced signi?cantly. HoWever, its contrast 
ratio is generally loWer and color saturation is much inferior 
to those of the transmission type. At dark environments, a 
re?ective LCD simply lost its visibility. 

[0003] Atrans?ective LCD has been taught by Sharp (US. 
Pat. Nos. 6,281,952 B1; 6,295,109 B1; 6,330,047 B1), 
Where each piXel is split into R (re?ective) and T (transmis 
sive) sub-pixels. Usually, the R and T area ratio is 4:1, in 
favor of the re?ective display. The transmissive display is 
intended to only be used for dark ambient conditions in order 
to conserve poWer. 

[0004] TWo basic types of trans?ective LCDs are knoWn: 
single cell gap (see FIG. 1a hereafter) and double cell gap 
(see FIG. 1b hereafter). 
[0005] A recent search in the United States Patent Of?ce 
directed to the subject matter of the invention hereafter 
disclosed developed the folloWing eight (8) US. patents: 

[0006] US. Pat. No. 6,341,002 to ShimiZu et al. 
describes a double cell-gap approach to obtain equal 
light ef?ciency and contrast ratio in Trans?ective 
LCDs. The cell gap of the T piXel is tWice as large as 
that of R piXel and requires tWo phase compensation 
?lms; 

[0007] US. Pat. No. 6,108,131 to Hansen et al. 
describes a technique for converting unpolariZed 
light into a linearly polariZed light, Which deals With 
the light source for projection displays, rather than 
dealing With the display device itself; 

[0008] US. Pat. No. 5,986,730 to Hansen et al 
describes a display structure that can be used for both 
re?ective and transmissive devices in Which a Wire 
grid polariZer is used Where the re?ective and trans 
missive displays share the same piXels and covers the 
Whole pixel; 

[0009] US. Pat. No. 4,688,897 to Grinberg et al. 
similarly describes display devices using a Wire grid 
polariZer as a re?ector for re?ective display devices; 

[0010] US. Pat. No. 5,764,324 to Lu et al. describes 
a re?ective display device using a conductive trans 
parent electrode (the ?rst substrate) that has the same 
Work function as the re?ective electrode (the second 
substrate) for reducing image sticking; 
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[0011] US. Pat. No. 6,281,952 B1 to Okimoto et al., 
Which describes a trans?ective LCD using tWo cell 
gaps for the transmissive and re?ective piXels; 

[0012] US. Pat. No. 6,295,109 B1 to Kubo et al 
describes a LCD With tWo phase retardation ?lms; 

and, 

[0013] US. Pat. No. 6,330,047 B1 to Kubo et al 
describes a LCD device With a LC layer disposed 
betWeen tWo substrates With a transmissive electrode 
in one and a re?ective electrode region in the other 
With a transmissive electrode in correspondence With 
each of the piXel areas. 

[0014] For a better understanding of the prior art, refer 
ence should be made to FIG. 1a Which shoWs a prior art 
vieW of a trans?ective LCD using a single cell gap, and to 
FIG. 1b Which shoWs a prior art vieW of a trans?ective LCD 
using a double cell gap. In the single cell gap approach, the 
same cell gap (d) applies to both R and T modes. The cell 
gap is optimiZed for R-mode operation. As a result, the light 
transmittance for the T-mode is loWer than 50% because the 
light only passes the LC layer once. In the double cell gap 
approach, the cell gap is d and 2d for the R and T sub-pixels, 
respectively. In this approach, both R and T can achieve high 
light ef?ciency. HoWever, the T mode has four times longer 
response time than that of the R mode. A common problem 
for the above-mentioned approaches is that R and T piXels 
have different color saturation. For R piXels, the ambient 
light passes the color ?lter tWice, but for T piXels the 
backlight only passes the color ?lter once. As a result, their 
color saturation is different. 

[0015] It becomes very important to improve the color 
saturation of devices utiliZing trans?ective LCDs, Which is 
not available from the disclosures of the foregoing citations. 

SUMMARY OF THE INVENTION 

[0016] A primary objective of the invention is to provide 
re?ective (R) and trans?ective liquid crystal displays using 
a Wire grid re?ector in a single cell gap structure for both R 
and transmissive (T) modes. 

[0017] Asecondary objective of the invention is to provide 
re?ective LCDs and trans?ective LCDs using a single cell 
gap Where its re?ectance and transmittance are high. 

[0018] A third objective of the invention is to provide 
re?ective LCDs and trans?ective LCDs using a single cell 
gap that does not require any phase retardation ?lm, such as 
quarter Wave or half Wave ?lms. 

[0019] A fourth objective of the invention is to provide 
re?ective LCDs and trans?ective LCDs using a single cell 
gap that alloWs transmission type thin-?lm transistor liquid 
crystal substrates to be used for re?ective displays. 

[0020] In accordance With this invention there is provided 
a device for single cell gap re?ective and trans?ective liquid 
crystal displays comprising: a single cell gap liquid crystal 
display (LCD) having re?ective piXels and transmissive 
piXels; a Wire grid polariZer solely covering the re?ective 
piXels; ambient light re?ecting off the re?ective piXels; and 
back light passing through the transmissive piXels Whereby 
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the cell gap LCD achieves high contrast ratios Without using 
phase retardation ?lms and a method of using single cell gap 
liquid crystal displays (LCDs) Without phase retardation 
?lms, comprising the steps of: providing a single cell gap 
LCD having re?ective pixels and transmissive pixels; cov 
ering solely the re?ective pixels, With at least one of: a Wire 
grid polariZer and a broadband cholesteric re?ector (BCR); 
re?ecting ambient light off the re?ective pixels; and passing 
back light through the transmissive pixels Whereby the cell 
gap LCD obtains high contrast ratios Without using phase 
retardation ?lms. 

[0021] Further objects and advantages of this invention 
Will be apparent from the folloWing detailed description of 
presently preferred embodiments, Which are illustrated sche 
matically in the accompanying draWings. 

BRIEF DESCRIPTION OF THE FIGURES 

[0022] FIG. 1a shoWs a prior art vieW of a trans?ective 
LCD using a single cell gap structure. 

[0023] FIG. 1b shoWs a prior art vieW of a trans?ective 
LCD using a double cell gap structure. 

[0024] FIG. 2 shoWs a schematic of the trans?ective LCD 
of the invention With an imbedded Wire grid polariZer on the 
re?ective pixels. 

[0025] FIGS. 3a and 3b shoWs the normally black mode 
using a vertically aligned (VA) LC cell. 

[0026] FIG. 4 shoWs the computer simulated voltage 
dependent transmittance (VT) and voltage-dependent re?ec 
tance (VR) curves for the normally black mode shoWn in 
FIG. 3. 

[0027] FIGS. 5a and 5b depict another embodiment of the 
invention using a 90°-TN cell, With FIG. 5a shoWing the 
voltage-off state and 5b shoWing the voltage-on state. 

[0028] FIG. 6 shoWs the computer simulated VT and VR 
plots for the NW mode using a 90° TN cell. 

[0029] FIG. 7 shoWs a device embodiment of the inven 
tion. 

[0030] FIG. 8a shoWs a normally White mode using a 
broadband cholesteric re?ector (BCR), tWo circular polar 
iZers and a homogenous LC cell With the voltage in an 
off-state. 

[0031] 
on-state. 

[0032] FIG. 9a shoWs a normally black trans?ective LCD 
using a BCR, tWo circular polariZers and a VA LC cell With 
the voltage in an off-state. 

[0033] FIG. 9b shoWs FIG. 9a With the voltage in an 
on-state. 

FIG. 8b shoWs FIG. 8a With the voltage in an 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0034] Before explaining the disclosed embodiments of 
the present invention in detail, it is to be understood that the 
invention is not limited in its application to the details of the 
particular arrangements shoWn herein since the invention is 
capable of other embodiments. Also, the terminology used 
herein is for the purpose of description and not of limitation. 
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[0035] The invention provides a neW device structure 
according to the teachings of this invention for both the 
single cell gap re?ective and trans?ective liquid crystal 
displays TF-LCDs. For an entirely re?ective LCD, the 
imbedded Wire-grid polariZer (WGP) serves as a polariZa 
tion-dependent re?ector for the ambient light. For a trans 
?ective LCD, the WGP 22 only covers the re?ective pixels 
24, as shoWn in FIG. 2. The transmissive pixels are covered 
With an indium-tin-oxide and polyimide LC alignment layer 
26. Various LC alignments, such as 90° tWisted nematic or 
homeotropic alignment can be used to achieve the normally 
White and normally black modes. The valuable uniqueness 
of this inventive approach is that this cell con?guration does 
not require any phase retardation ?lms While obtaining a 
high contrast ratio. 

[0036] As shoWn in FIG. 1(a), the prior art single cell gap 
approach has been disclosed by Sharp. The cell gap must be 
optimiZed for re?ective pixels. As a result, the transmission 
ef?ciency is greatly sacri?ced. The prior art double cell gap 
structure shoWn in FIG. 1(b) improves the transmission 
ef?ciency; hoWever, When both re?ective and transmissive 
images are present, the transmission pixels have 4>< sloWer 
response time than that of the re?ective ones. Another 
draWback of the approaches depicted in FIGS. 1a and 1b is 
that they need tWo quarter-Wave ?lms, With one on each 
side. The invention disclosed herein uses a single cell gap 
and it does not require any phase retardation ?lm. Moreover, 
both high re?ectance and high transmittance can be obtained 
With this invention as taught herein. 

[0037] Flexibility in Choosing LC Modes 

[0038] Both normally White and normally black 
(NB) modes can be realiZed depending on the LC alignment 
used. For a NB mode, vertical alignment (VA) using nega 
tive dielectric anisotropic LC is needed. On the other hand, 
for a NW mode, a 90° tWisted nematic (TN) cell is used. 

[0039] Normally Black Mode 
[0040] FIGS. 3a and 3b shoWs the NB mode using a VA 
LC cell. In the voltage-off state, the LC directors are aligned 
nearly perpendicular to the substrates, except for a small 
pretilt angle (~2°). The top and bottom linear polariZers are 
crossed. Assume the top linear polariZer transmits the P-po 
lariZation of the incoming ambient light. When the P Wave 
passes through the LC layer, it experiences no phase retar 
dation. The Wired grid polariZer is oriented in such Way that 
it transmits the P Wave and re?ects the S Wave. The 
transmitted P Wave is then absorbed by the bottom linear 
polariZer and no light is re?ected back. In the transmissive 
channel, the S Wave of the backlight transmits the bottom 
linear polariZer and is absorbed by the top polariZer. Thus, 
both re?ective and transmission pixels appear black. 

[0041] When the applied voltage exceeds the threshold 
voltage, the LC directors are reoriented by the electric ?eld 
(FIG. 3b). Since the LC employed has negative dielectric 
anisotropy (Ae<0), the directors are reoriented parallel to the 
substrate surfaces, as shoWn in the right diagram of FIG. 1. 
The LC cell is functionally equivalent to a N2 plate. The P 
Wave of the incoming ambient light is converted to S Wave 
and re?ected by the WGP. The S Wave traverses the LC 
half-Wave plate once again, becomes P-Wave, and ?nally 
transmits the top polariZer. Similarly, the S Wave of the 
backlight is transmitted by the top polariZer and results in a 
bright state. 
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[0042] Good light efficiency and gray scales are tWo 
important parameters for a trans?ective LCD. FIG. 4 shoWs 
the computer simulated voltage-dependent transmittance 
(VT) and voltage-dependent re?ectance (VR) curves for the 
normally black mode shoWn in FIGS. 3a and 3b. Both R and 
T pixels reach 100% light modulation ef?ciency at 5 volts. 
The voltage sWing is less than 3Vrms. 

[0043] Normally White Mode 

[0044] FIG. 5 depicts another embodiment of the inven 
tion using a 90°-TN cell. As shoWn in the left diagram, the 
P Wave of the ambient light Which passes the top polariZer 
folloWs the tWist of the 90° TN cell and becomes S Wave. 
The S Wave is re?ected by the imbedded Wire grid polariZer. 
After passing the TN cell the second time, the S Wave is 
turned into P Wave and is transmitted by the top polariZer 
resulting in a bright state at null voltage. Similarly, in the 
transmission pixel, the incoming S Wave from backlight is 
rotated by the TN cell by 90° and becomes P Wave. This P 
Wave transmits the top polariZer and results in a bright 
image. 
[0045] In the high voltage regime, the LC directors are 
reoriented along the electric ?eld direction, as shoWn in the 
right diagram of FIGS. 5a and 5b. Neither ambient nor 
backlight sees any phase retardation. Therefore, a black state 
is observed. 

[0046] Referring to FIGS. 5a and 5b, a normally White 
trans?ective display employs a 90° tWisted nematic (TN) 
cell, With FIG. 5a shoWing the voltage-off state and FIG. 5b 
shoWing the voltage-on state. 

[0047] The computer simulation results of the NW mode 
are plotted in FIG. 6. The VT and VR curves have rather 
similar gray scales. The dark state voltage is around 3Vrms. 
The loW operating voltage results in loW poWer consumption 
Which is particularly essential for mobile displays. 

[0048] Simple Device Fabrication 

[0049] In a single polariZer re?ective LCD (see Wu and 
Yang, Re?ective Liquid Crystal Displays, Wiley-SID, 
2001), the thin-?lm-transistor (TFT) can be imbedded 
beneath the aluminum re?ector. A major advantage is that 
TFT aperture ratio is increased to about 90%. HoWever, the 
fabrication process is much more sophisticated. In this 
invention, a transmission-type TFT substrate can be used, as 
shoWn in FIG. 7. In FIG. 7, the TFTs and WGP re?ectors 
are in different substrates and can be fabricated separately 
With high yield. 

[0050] No Phase Retardation Film Required 

[0051] Usually, the single polariZer re?ective LCD With 
out a quarter-Wave ?lm exhibits a poor contrast ratio (<10z1) 
because the polariZer acts as tWo parallel polariZers. In this 
invention, the Wire grid polariZer and the top sheet polariZer 
together serve as crossed polariZers for the re?ective pixels. 
On the transmissive pixels, tWo polariZers are crossed. 
Therefore, this invention provides a high contrast ratio While 
not requiring any phase retardation ?lm. 

[0052] Extension of this Invention 

[0053] The Wire grid polariZer is often fabricated by either 
electron beam etching or a holographic method. To replace 
WGP, one could deposit a broadband cholesteric re?ector 
(BCR) as shoWn in FIGS. 8a and 8b. The BCR can be 
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achieved by using a gradient pitch cholesteric liquid crystal 
[as published by D. Broer et al, Asia Display’95, p.735-8]. 
Under this circumstance, tWo circular instead of linear 
polariZers are used. Both normally White (FIGS. 8a & 8b) 
and normally black (FIGS. 9a & 9b) modes can be obtained. 

[0054] Normally White Mode 

[0055] FIGS. 8a and 8b represent the voltage OFF and 
ON states, respectively. In the voltage-off state, the top 
right-hand circular polariZer (RCP) transmits the left-hand 
polariZation of the ambient light. The homogeneous cell has 
phase retardation equivalent to a half Wave plate, i.e., 
dAI1=>\./2, Where d is the cell gap, An is the LC birefringence 
and )t is the Wavelength. After passing the half-Wave LC 
layer, the left-hand circular Wave becomes a right-hand 
circular Wave. Upon re?ection from the BCR, the right-hand 
Wave stays unchanged. This is a key feature of the choles 
teric re?ector. The right-hand Wave traverses the LC layer 
one more time and its polariZation is rotated to left hand and 
gets transmitted by the top right-handed circular polariZer. 
Similarly, the backlight is also transmitted resulting in a 
bright state at null voltage. 

[0056] In a high voltage state, the LC directors are reori 
ented by the electric ?eld so that its phase retardation 
vanishes. The incident ambient light transmits through the 
BCR and is absorbed by the bottom circular polariZer. The 
backlight that transmits through the bottom polariZer is 
blocked by the top polariZer. As a result, the dark state 
appears. 

[0057] Normally Black Mode 

[0058] Another embodiment is to use vertical LC align 
ment and negative dielectric anisotropy (Ae<0) LC material. 
The operating mechanisms are illustrated in FIGS. 9a & 9b. 
FIGS. 9a & 9b represent the voltage-off and -on states, 
respectively. In the voltage-off state, the LC directors are 
perpendicular to the substrate surfaces. Thus, its phase 
retardation is Zero, i.e., 6=0. The ambient light is blocked by 
the bottom polariZer and the backlight is blocked by the top 
polariZer, resulting in a good dark state. When the voltage is 
ON such that the LC layer becomes a half-Wave plate, the 
ambient light is re?ected and backlight is transmitted. A 
bright state is observed. 

[0059] The invention has applications for use With com 
mercial products such as Gameboy, Personal Digital Assis 
tant (PDA) devices and other types of handheld devices 
having displays. 

[0060] While the invention has been described, disclosed, 
illustrated and shoWn in various terms of certain embodi 
ments or modi?cations Which it has presumed in practice, 
the scope of the invention is not intended to be, nor should 
it be deemed to be, limited thereby and such other modi? 
cations or embodiments as may be suggested by the teach 
ings herein are particularly reserved especially as they fall 
Within the breadth and scope of the claims here appended. 

We claim: 

1. A device for single cell gap re?ective and trans?ective 
liquid crystal displays comprising: 

(a) a single cell gap liquid crystal display (LCD) having 
re?ective pixels and transmissive pixels; 



US 2003/0210369 A1 

(b) a Wire grid polariZer (WGP) solely covering the 
re?ective pixels; 

(c) ambient light means re?ecting off the re?ective pixels; 
and, 

(d) means allowing back light passing through the trans 
missive pixels, 

Whereby the cell gap LCD achieves high contrast ratios 
Without using phase retardation ?lms. 

2. The device of claim 1, further comprising: 

an alignment layer covering the transmissive pixels. 
3. The device of claim 2, Wherein the alignment layer 

includes: 

indium-tin-oxide (ITO) and polymide (PI). 
4. The device of claim 1, further comprising: 

an ITO/PI layer above and another ITO/PI layer beloW the 
cell gap. 

5. The device of claim 1, further comprising: 

(a) an upper polariZer layer above the cell gap; and, 

(b) a loWer polariZer layer beloW the cell gap. 
6. The device of claim 4, further comprising: 

(a) an upper polariZer layer above the cell gap LCD; and, 

(b) a loWer polariZer layer beloW the cell gap LCD. 
7. The device of claim 1, Wherein the Wire grid polariZer 

is formed by an ion beam etching process. 
8. The device of claim 1, Wherein the Wire grid polariZer 

is formed by a holographic method. 
9. The device of claim 1, further comprising: 

a thin-?lm-transistor (TFT) above the cell gap LCD, 
Wherein. 
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10. The device of claim 1, further comprising: 

a broadband cholesteric re?ector (BCR) as a replacement 
for the Wire grid polariZer. 

11. Adevice for single cell gap re?ective and trans?ective 
liquid crystal displays, comprising: 

(a) a single cell gap liquid crystal display (LCD) having 
re?ective pixels and transmissive pixels; 

(b) a broadband cholesteric re?ector (BCR) solely cov 
ering the re?ective pixels; 

(c) means for re?ecting the ambient light off the re?ective 
pixels; and, 

(d) means for passing back light through the transmissive 
pixels Whereby the single cell gap LCD achieves high 
contrast ratios Without using phase retardation ?lms. 

12. A method of using single cell gap liquid crystal 
displays (LCDs) Without phase retardation ?lms, comprising 
the steps of: 

(a) providing a single cell gap LCD having re?ective 
pixels and transmissive pixels; 

(b) covering solely the re?ective pixels With at least one 
of: a Wire grid polariZer (WGP) and a broadband 
cholesteric re?ector (BCR); 

(c) re?ecting ambient light off the re?ective pixels; and, 
(d) passing back light through the transmissive pixels 

Whereby the cell gap LCD obtains high contrast ratios 
Without using phase retardation ?lms. 

13. The method of claim 12 Wherein said covering is With 
a WGP. 

14. The method of claim 12 Wherein said covering is With 
a broadband cholesteric re?ector (BCR). 

15. The method of claim 14 Wherein said covering is also 
With a WGP. 


