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(57) ABSTRACT 

A method for forming thin ?lms of a semiconductor device 
is provided. The thin ?lm formation method presented here 
is based upon a time-divisional process gas supply in a 
chemical vapor deposition (CVD) method, Where the pro 
cess gases are supplied and purged sequentially, and addi 
tionally plasma is generated in synchronization With the 
cycle of pulsing reactant gases. A method of forming thin 
?lms that possess a property of gradient composition pro?le 
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THIN FILM FORMING METHOD 

CROSS-REFERENCE TO RELATED 
APPLICATION DATA 

[0001] This application claims priority from Korean 
Application No. 2000-31367 ?led Jun. 8, 2000; and Korean 
Application No. 2002-3830 ?led Jan. 26, 2001. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 

[0003] The present invention relates to a thin ?lm forma 
tion method, and more particularly, to a method for forming 
a metal ?lm, a metal oxide ?lm or a metal nitride ?lm that 
can be used as an insulating layer, a dielectric layer, or an 
interconnect layer in a semiconductor or ?at-panel display 
substrate. 

[0004] 2. Description of the Related Art 

[0005] In the prior art, a metal ?lm, a metal oxide ?lm, or 
a metal nitride ?lm have been formed by means of a physical 
vapor deposition (PVD) method such as sputtering. HoW 
ever, PVD is knoWn to have poor step coverage and produce 
a non-even surface due to an overhang phenomenon Where 
the opening of a hole or a trench is closed before the hole or 
trench are fully ?lled. For these reasons, chemical vapor 
deposition (CVD) methods that form a layer having a 
relatively uniform thickness With good step coverage has 
been Widely used in recent years. 

[0006] HoWever, for the conventional CVD technique, the 
source materials required to form a layer are supplied at the 
same time, and therefore it is dif?cult to form a target layer 
having a desired composition and property. In addition, 
reaction of a variety of materials used to form a layer occurs 
in the gas phase, thereby causing the generation of contami 
nation particles. When a multicomponent metal oxide such 
as barium titanate (BaTiO3) or barium strontium titanate 
((Ba,Sr)TiO3) is deposited by CVD, the metals react With 
each other. As a result, it becomes dif?cult to form a layer 
having a uniform composition over a large area on the 
surface of a 300-mm Wafer. In case of a CVD process Where 
an organometallic compound is used as a source material, a 
large number of carbonic impurities are generated in the 
resulting ?lm by raising the temperature of the substrate in 
order to increase the rate of ?lm formation. 

[0007] As a method of forming a thin ?lm using a chemi 
cal compound material, an atomic layer deposition (ALD) 
method in Which reactant gases containing the respective 
atoms of the compound are sequentially supplied is dis 
closed in US. Pat. Nos. 4,058,430 and 4,389,973 issued to 
Suntola et al. in 1977. According to the ALD method, the 
thickness of a layer formed on a substrate by the absorption 
of reactant gases is almost constant regardless of the dura 
tion of reactant gas supply. Thus, the thickness and compo 
sition of a target layer can be accurately adjusted by varying 
the number of pulsing cycles of the source gases. HoWever, 
ALD methods require separate pulses of reactant gases 
containing respective constituent elements. Therefore, When 
a multicomponent metal oxide ?lm is formed by ALD, the 
thin ?lm formation process become complicated, and a 
complex manufacturing apparatus is required. 

[0008] In order to solve the problems arising from using 
conventional CVD and ALD methods, a neW method is 
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disclosed in Us. Pat. No. 5,972,430 issued to Dimeo in 
1999. According to this method, the precursors containing 
the respective constituent metal elements of a target layer are 
simultaneously supplied into a reactor to form a precursor 
layer, and the reactor is purged With an inert gas. Next, all 
the metal atoms of the precursor layer are oxidiZed by an 
oxidiZing agent, thereby resulting in a multicomponent 
metal oxide layer. Then, the reactor is purged again With an 
inert gas. This process cycle is repeated in order to complete 
the ?lm formation. HoWever, simultaneous supply of the 
precursors containing the respective constituent metal atoms 
in this method causes reaction betWeen the constituent metal 
atoms, thereby loWering the vapor pressure. Precursors 
having loW vapor pressure, such as Ba(thd)2 or TaCl5, are 
easily changed from a gas phase to a solid phase as the 
temperature-drops. This phase transition occurs easily When 
vaporiZed precursors are in transit states of being supplied 
into an ALD reactor. In addition, during the phase transition 
from vapor to solid, particles are easily generated during 
each transition going from a vapor state to a solid state. Once 
particles are generated, removing as Well as handling of such 
particles is very dif?cult. Ba(thd)2 and Sr(thd)2, Which are 
Ba and Sr precursors, respectively, react With an alkyl group 
precursor to form a compound having a loW vapor pressure, 
Which is difficult to handle. Here, the abbreviation “thd” 
stands for tetramethylheptanedionate 
((CH)3CC(O)CHC(O)C(CH3)3') 
[0009] ALD methods, in Which source gases containing 
the respective atoms constituting a target layer are separately 
supplied, can prevent reaction betWeen the constituent 
atoms. HoWever, When an organometallic compound is used 
as a precursor, the temperature of a substrate should be kept 
loWer than the temperature of the organometallic compound 
because an organometallic compound is easily decomposed 
by itself at a high temperature, and easily form a solid state. 
Furthermore, if the temperature of the substrate is too loW, 
the target layer cannot be formed because a desired reaction 
does not occur betWeen supplied source gases. Thus, there is 
a need to maintain the substrate at a temperature greater than 
a minimal temperature at Which formation of the target layer 
is caused. The range of minimum and maximum reaction 
temperatures of a substrate for ALD methods is varied 
depending on source materials. To form a multi-atomic layer 
by ALD, source materials containing the respective constitu 
ent atoms of the multi-atomic layer should have an over 
lapping range of minimum and maximum reaction tempera 
tures. If a target layer is composed of many kinds of atoms 
so that there is no overlapping range of reaction tempera 
tures betWeen the constituent atoms, ALD methods cannot 
be applied to form the target layer. In addition, it is impos 
sible to deposit a pure metal layer such as a Ti, W, orAl layer 
at a temperature loWer than the thermal decomposition 
temperature of the metal layer by conventional ALD meth 
ods. 

[0010] To form a layer With source materials having loW 
reactivity, US. Pat. No. 5,916,365 to Sherman et al. dis 
closes a thin ?lm formation s method involving supplying a 
?rst reactant gas into a reactor, exhausting the remaining ?rst 
reactant gas from the reactor With a vacuum pump, supply 
ing a second reactant gas Which is activated passing through 
a radical generator such as a radio frequency (RF) poWer 
supply unit, and exhausting the remaining second reactant 
gas from the reactor With the vacuum pump. HoWever, the 
pumping rate of the vacuum pump decreases as the pressure 
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in the reactor decreases. Thus, it takes a considerable amount 
of time to fully exhaust the remaining reactant gas from the 
reactor. 

[0011] To solve such problem, Korean Patent Application 
No. 99-11877 discloses a method of forming a thin ?lm by 
generating plasma in synchronization With cyclic operation 
processes, Which is incorporated herein by reference. The 
cyclic operation processes involve supplying a reactant gas, 
exhausting the remaining reactant gas from the reactor With 
a purge gas, supplying another reactant gas, and purging the 
reactor With a purge gas. Exhausting the remaining reactant 
gas using a purge gas is faster than using a vacuum pump. 
Thus, the method of Korean Patent Application No. 
99-11877 can shorten the gas supply time With an improved 
?lm groWth rate, compared to the method disclosed in US. 
Pat. No. 5,916,365. When plasma is directly generated in a 
reactor for a faster reaction rate, the method by Sherman et 
al. causes a serious change in gas pressure of the reactor, 
thereby destabiliZing plasma. HoWever, use of a purge gas 
can maintain the pressure of the reactor constant, thereby 
enabling stable plasma generation. In addition, to supply a 
solid material such as a barium (Ba) source used in the 
formation of a barium titanate layer at a constant rate, a 
liquid source supply unit for supplying a solution in Which 
a solid material is dissolved in a solvent, and a vaporiZer for 
converting a liquid source material to a gaseous form, are 
used. In this case, the method by Sherman et al. leads to 
clogging of the liquid source supply unit. In particular, When 
the reaction chamber is evacuated With a vacuum pump to 
purge a gaseous material that remains after reaction induced 
by supplying a reaction source, a highly volatile solvent 
rapidly evaporates near the supply line of the liquid source 
connected to the vaporiZer. As a result, a viscous solid 
material remains in the liquid source supply unit and clogs 
the supply line of the liquid source. In contrast, the method 
disclosed in Korean Patent Application No. 99-11877 does 
not cause such a problem because the pressure of the reactor 
and the vaporiZer is maintained at a constant level. 

SUMMARY OF THE INVENTION 

[0012] It is an object of the present invention to provide a 
method of for forming a metal layer, a metal oxide layer, or 
a metal nitride layer on a semiconductor or ?at-panel display 
substrate With superior characteristics by chemical vapor 
deposition (CVD) in Which a time-divisional sequentially 
pulsed source supply technique is used along With plasma in 
synchroniZation With the sequentially pulsed source supply 
cycle. 

[0013] In the present invention, a radio-frequency (RF) 
poWer of 0.01-2.0 W/cm2 is applied as pulses for plasma 
generation in synchroniZation With the cycle of pulsing 
reactant gases. Here, RF poWer means a maximum poWer 
level upon the application of poWer pulse. The plasma 
generation may be continuous rather than pulsed. When an 
atomic layer deposition (ALD) method using plasma is 
applied, the minimum reaction temperature at Which source 
materials can be deposited into a layer is loWered. As a 
result, the range of reaction temperature at Which a layer can 
be formed by ALD, from the maximum temperature to the 
minimum temperature, becomes broader. Therefore, 
although the ALD method is applied With many kinds of 
atoms to form a multi-atomic layer, an overlapping reaction 
temperature range betWeen the atoms exists, thereby 
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enabling formation of the multi-atomic layer by ALD. In 
other Words, ALD using plasma (hereinafter, “plasma 
ALD”) is less limited in the range of minimum and maxi 
mum reaction temperatures, and thus selection of metallic 
source materials is also less limited, compared to a general 
ALD method not using plasma. In addition, When a pure 
metal layer is deposited using Al, Ti, or W, plasma serves as 
an activation energy source so that an atomic layer can be 
deposited at a temperature loWer than the thermal decom 
position temperature of the source material. The physical 
and chemical properties of the resultant layer can be varied 
and improved by changing the level of RF poWer pulses 
applied to generate plasma. 

[0014] According to the present invention, the step of 
generating plasma can be carried out after each cycle of 
pulsing reactant gases, or after several cycles of pulsing 
reactant gases. For example, a TiN layer With improved 
characteristics can be formed by pulsing reactant gases and 
generating plasma in the folloWing sequence: 

[0016] Here, to prevent unnecessary pre-reaction betWeen 
source materials, the reactor is purged With a purge gas 
before and after each supply of source materials. 

[0017] According to the present invention, by using the 
source materials that do not react With each other When the 
plasma is absent, the pulsing step of the reactor With a purge 
gas betWeen each supply of source materials can be omitted. 
For example, oxygen gas (O2) sloWly reacts With a metallic 
compound at loW temperatures, Whereas oxygen plasma 
easily reacts With a metallic compound to form a metal 
oxide. In this case, a metal oxide layer can be formed 
Without using a purge gas by pulsing materials in the 
folloWing sequence: 

[(metallic source)—>oxygen gas—>(oxygen plasma)—>]. 

[0018] As a result, the deposition rate of the metal oxide 
layer is improved, compared to the method using a purge 
gas. As another example, a metal nitride layer can be formed 
using nitrogen gas (N2) and hydrogen gas (H2)Wh1Ch do not 
react With a metallic source, by pulsing materials in the 
folloWing sequence: 

[(metallic source)—>(nitrogen gas+hydrogen gas)—>(ni 
trogen and hydrogen plasma)—>]. 

[0019] In this case, the metal oxide layer is deposited at a 
higher rate, compared to the method using a purge gas. A 
metal nitride layer can be formed by generating ammonia 
(NH3) plasma in a reactor, instead of using nitrogen gas (N2) 
and hydrogen gas HoWever, the use of nitrogen gas 
(N2) and hydrogen gas (H2) is advantageous in that a purge 
gas is not used during the processing cycle for the metal 
nitride layer. According to the present invention, a pure 
metal layer of Ti, Al, or W can be formed at loW tempera 
tures by repeating the folloWing cycle: 

[(metallic 
plasma)—>]. 

source)—>hydrogen gas—>(hydrogen 

[0020] According to the present invention, oxygen gas, 
hydrogen gas, and a mixture of nitrogen and hydrogen can 

be mixed With an inert gas such as helium (He) or argon to be used as a purge gas for improved purging effects. The 
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addition of an inert gas also allows reactivity to be controlled 
by varying the concentration of reactant gas. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0021] The above objects and advantages of the present 
invention Will become more apparent by describing in detail 
preferred embodiments thereof With reference to the 
attached draWings in Which: 

[0022] FIG. 1 is a ?oWchart illustrating an atomic layer 
deposition (ALD) method for forming a metal oxide layer 
according to a ?rst preferred embodiment of the present 
invention; 
[0023] FIG. 2 is a ?oWchart illustrating a conventional 
method for forming a metal oxide layer, as a comparative 
example to the ?rst embodiment of the ALD method accord 
ing to the present invention; 

[0024] FIG. 3 is a ?oWchart illustrating an ALD method 
for forming a tantalum oxide (Ta2O5) layer according to a 
second embodiment of the present invention; and 

[0025] FIG. 4 is a ?oWchart illustrating a conventional 
method for forming a is tantalum oxide (Ta2O5) layer, as a 
comparative example to the second embodiment of the ALD 
method according to the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0026] The present invention noW Will be described more 
fully and in detail With reference to the accompanying 
draWings by providing preferred embodiments as described 
beloW. 

[0027] Embodiment 1 

[0028] Oxygen gas (O2) reacts sloWly With an organome 
tallic source material so that it is difficult to form a metal 
oxide layer at a temperature of 400 EC. or less With oxygen 
gas and an organomatallic source material. Although a metal 
oxide layer can be formed With oxygen gas and an organo 
metallic source material, the ?lm formation rate is very sloW. 
Thus, in the present embodiment, a method of forming an 
aluminum oxide layer using oxygen plasma is described. 
FIG. 1 is a ?oWchart illustrating an ALD method according 
to a ?rst embodiment of the present invention. 

[0029] As shoWn in FIG. 1, an aluminum oxide (A1203) 
layer Was formed using trimethylaluminum (TMA) as an 
aluminum source at a substrate temperature of 200 EC. at a 
reactor pressure of 3 torr. To form the aluminum oxide layer, 
TMA is supplied for 0.2 seconds, argon for 0.4 seconds, 
and oxygen gas (O2) for 0.4 seconds in sequence, and 
directly folloWed by oxygen plasma generation for 1 second 
(Step 103 through 106 of FIG. 1). This sequential pulses of 
gases and plasma generation for 2 seconds in total is referred 
to as a cycle. Here, a radio frequency (RF) poWer of 150W 
is applied for 1 second to generate oxygen plasma. The 
completion of one cycle results in an aluminum oxide layer 
having a thickness of 1.6A. 

[0030] A conventional ALD method, Which is reported in 
an article entitled “Perfectly Conformal T iN andAl2O3 ?lms 
Deposited by Atomic Layer Deposition”, Chemical Vapor 
Deposition, Vol. 5, No. 2, p. 7, 1999 by Ritala et al., is shoWn 
in FIG. 2. The conventional method of FIG. 2 for forming 
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an aluminum oxide layer involves, Without generation of 
plasma, supplying TMA (1.5 sec)—>N2 (0.5 sec)QH2O (3.0 
sec)—>N2 (0.5 sec), Which forms a cycle of 5.5 seconds 
(Steps 202 through 205 of FIG. 1). Here, the completion of 
one cycle results in an aluminum oxide layer having a 
thickness of 1.1A. 

[0031] Compared With the conventional method of FIG. 
2, the ALD method according to the present invention can 
form a 46% thicker aluminum oxide layer (1.6A/1.1A=1.46) 
per operation cycle. The ?lm formation rate of the ALD 
method according to the present invention calculated based 
upon the thickness difference is four times greater compared 
to the conventional method. Therefore, the ALD method 
according to the present invention using oxygen gas having 
loW reactivity and oxygen plasma can form an aluminum 
oxide layer four times faster, compared to the conventional 
ALD method using highly reactive gases. 

[0032] Embodiment 2 
[0033] FIG. 3 is a ?oWchart illustrating a second embodi 
ment of an ALD method for forming a tantalum oxide 
(Ta2O5) layer according to the present invention. As shoWn 
in FIG. 3, a tantalum oxide (Ta2O5) layer Was formed using 
dimethoxyamidoethyltetraethyltantalum 
(Ta(OC2H5)4(OCH2(CH2N(CH3)2), TAE(dmae)) as a tanta 
lum source at a substrate temperature of 250 EC. at a reactor 
pressure of 4 torr. To form the tantalum oxide layer, the 
sequential processing step of TAE(dmae) (0.3 sec)QAr(1.7 
sec)—>O2 (1 sec)Q(O2+plasma) (2 sec)QAr(1 sec) is fol 
loWed, during Which cycle a plasma is generated for 2 
seconds With oxygen (O2) gas. This sequential pulses of 
gases and plasma generation totalling 6 seconds is referred 
to as a cycle (Step 303 through 307 of FIG. 3). Here, a radio 
frequency (RF) poWer of 180W is applied for 2 seconds in 
order to generate oxygen plasma. The completion of one 
cycle resulted in a tantalum oxide layer having a thickness 
of 067A. 
[0034] A conventional ALD method, Which is reported in 
an article entitled “Atomic Layer Epitaxy Growth of Tanta 
lum Oxide Thin Films from (Ta(OC2H5)5 and H20”, Journal 
of Electrochemical Society, Vol. 142, No. 5, p. 1670, 1995 
by K. Kukli et al. is shoWn in FIG. 4. The conventional 
method of FIG. 4 for forming an tantalum oxide layer 
involves, Without plasma treatment by using the sequential 
processing step of Ta(OC2H5)5 (0.2 sec)—>N2 (time duration 
not speci?ed)—>H2O (2.0 sec)—>N2 (time duration not speci 
?ed), Which forms a cycle (Steps 402 through 405 of FIG. 
4) time of 2.4 seconds or longer. Here, the completion of one 
cycle resulted in a tantalum oxide layer having a thickness 
of 04A. 
[0035] Since the purging duration of nitrogen into the 
reactor is not described in the article, the ?lm formation rate 
per operation cycle cannot be compared accurately With the 
ALD method according to the present invention. HoWever, 
from a simple comparison in ?lm thickness betWeen the 
present invention and the conventional method, it is appar 
ent that the ALD method according to the present invention 
can form a tantalum oxide layer 68% (0.67/0.4=68%) faster, 
compared to the conventional ALD method. Therefore, the 
ALD method according to the present invention using 
oxygen gas having loW reactivity and oxygen plasma can 
form an tantalum oxide layer 68% faster based upon the 
thickness of the resulting tantalum oxide layers, compared to 
the conventional ALD method using highly reactive gases. 
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[0036] Embodiment 3 

[0037] The present embodiment is directed to a plasma 
ALD method for forming a strontium titanate (SrTiO3; STO) 
layer. STO or barium strontium titanate ((Ba,Sr)TiO3; BST) 
has greater dielectric constant so that they are used as a 
dielectric material for capacitors of highly integrated 
memory devices such as DRAMs. 

[0038] A source material Sr(thd)2, Where abbreviation 
“thd” stands for tetramethylheptanedionate, is supplied into 

a reactor and then the reactor is purged With argon Next, oxygen gas is supplied into the reactor to generate 

plasma and then the reactor is purged again With Ar. Ti(O 
i-Pr)4 [or Ti(O-i-Pr)2(thd)2] is supplied into the reactor, and 
the reactor is purged again With Ar gas. Next, oxygen gas is 
supplied into the reactor to generate plasma and then the 
reactor is purged With Ar. This cycle is repeated one or more 
times until a STO layer having a desired thickness is 
obtained. 

[0039] Embodiment 4 

[0040] The present embodiment is directed to a plasma 
ALD method for forming a BST layer. A source material 
Ba(thd)2 is supplied into a reactor and then the reactor is 
purged With argon Next, oxygen gas is supplied into 
the reactor to generate plasma and then the reactor is purged 
again With Ar. This cycle is repeated With Ti(O-i-Pr)4 [or 
Ti(O-i-Pr)2(thd)2] and then Sr(thd)2. Next, Ti(O-i-Pr)4 (or 
Ti(O-i-Pr)2(thd)2) is supplied again into the reactor and 
folloWed by purging With Ar, supply of oxygen to generate 
oxygen plasma, and then purging With Ar. The cycle of 
supplying source materials in the sequence of BaQO—>Tia 
OQSrQOQTiQO is repeated one or more times until a 
BST layer is formed to a desired thickness. Alternately, the 
sequence of supplying source materials can be changed to a 
sequence of BaQOQSrQOQTiQOQTiQO, or a 
sequence of SrQOQBaQOQTiQOQTiQO and then 
repeated until a BST layer having a desired thickness is 
formed. 

[0041] The composition ratio of BazSrzTi can be varied by 
repeating an additional cycle of supplying a desired mate 
rial. For example, for a higher ratio of Ba to Sr, the cycle of 
supplying source materials in the sequence of BaQO—>Tia 
OQSrQOQTiQO is extended to further include a sub 
cycle of supplying Ba606Ti60, thereby forming a BST 
layer having a desired thickness. 

[0042] In Embodiments 3 and 4, Ba(thd)2 [or Sr(thd)2] 
may be dissolved in a solvent such as tetrahydrofuran (THF) 
or n-butylacetate and then supplied into the reactor through 
a liquid source supply unit and a vaporiZer. In this case, the 
amounts of source materials supplied during each cycle can 
be controlled With improved consistency. 

[0043] Embodiment 5A 

[0044] A ferroelectric layer such as strontium bismuth 
tantalate (SrBi2Ta2O9; SBT) or lead Zirconate titanate 
(Pb(Zr,Ti)O3; PZT) is used in the manufacture of nonvolatile 
memory devices capable of retaining data When poWer is 
turned off. Formation of a SBT layer Will be described in 
Embodiments 5A and 5B, and formation of a PZT layer Will 
be described in Embodiment 6. 

[0045] Asource material Sr(thd)2 is supplied into a reactor 
and the reactor is purged With Ar. Next, oxygen gas is 
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supplied into the reactor to generate plasma and the reactor 
is purged again With Ar. This cycle is repeated With triph 
enylbismuth (BiPh3) and Ta(OEt)5, respectively. Here, 
Ta(OEt)5 and Bi(Ph3) can be replaced With Ta(OEt)4(dmae) 
and Bi(thd)3, respectively. The abbreviation “dmae” stands 
for dimethylaminoetoxide. 

[0046] FolloWing this, Bi(thd)3 or triphenylbismuth 
(BiPh3) is supplied into the reactor, and the reactor is purged 
With Ar. Next, oxygen gas is supplied into the reactor to 
generate plasma, and the reactor is purged With Ar. Next, this 
cycle is repeated With Ta(OEt)5 or Ta(OEt)4(dmae). Here, 
Ta(OEt)5 can be replaced With Ta(OEt)4(dmae). 

[0047] The cycle of supplying source materials in the 
sequence of SrQOQBiQOQTaQOQBiQOQTaQO is 
repeated one or more times until a SBT layer is formed to a 
desired thickness. The composition ratio of SrzBizTa can be 
varied by further repeating a sub-cycle of supplying a target 
material during one or more cycles of the source material 
supply. 

[0048] Embodiment 5B 

[0049] In the present embodiment, an ALD method for 
forming a SBT layer using Sr[Ta(OEt)6]2 (Where Sr:Ta=1:2) 
or Sr[Ta(OEt)5(dmae)]2 is disclosed. 

[0050] Sr[Ta(OEt)6]2 or Sr[Ta(OEt)5(dmae)]2 is supplied 
into a reactor, and the reactor is purged With Ar gas. Next, 
oxygen gas is supplied into the reactor to generate plasma 
and folloWed by purging With Ar gas. Next, Bi(thd)3 or 
BiPh3 is supplied into the reactor, the reactor is purged With 
Ar gas, and oxygen gas is supplied into the reactor to 
generate plasma and folloWed by purging With Ar gas. The 
cycle of supplying a bismuth source and oxygen is repeated 
tWice. This cycle of supplying source materials in the 
sequence of SrTaZQOQBiQOQBiQO is repeated one or 
more times until a SBT layer is formed to a desired thick 
ness. The composition ratio of SrzBizTa can be varied by 
further repeating or omitting a sub-step of supplying a 
bismuth source material during one or more cycles of the 
source material supply, thereby resulting in a SBT layer 
having a desired thickness. 

[0051] In Embodiments 5A and 5B, Bi(thd)3, BiPh3, 
Sr[Ta(OEt)6]2, and Sr[Ta(OEt)5(dmae)]2 may be dissolved 
in a solvent such as THE or n-butylacetate and then supplied 
into the reactor through a liquid source supply unit and a 
vaporiZer. In this case, the amounts of source materials 
supplied during each source material supply cycle can be 
controlled With improved consistency. 

[0052] Embodiment 6 

[0053] A plasma ALD method for forming a PZT layer is 
disclosed in the present embodiment. Pb(thd)2 is supplied 
into a reactor, and the reactor is purged With Ar. Next, 
oxygen gas is supplied into the reactor to generate plasma 
and folloWed by purging With Ar. Next, this cycle is repeated 
With Zr(O-t-Bu)4 [or Zr(O-t-Bu)2(thd)2] and Pb(thd)2. 
Finally, Ti(O-i-Pr)4 [Ti(O-i-Pr)2(thd)2] is supplied into the 
reactor and folloWed by purging With Ar, supply of oxygen 
to generate plasma, and purging With Ar. This cycle of 
supplying source materials in the sequence of PbQO—>ZrQ 
OQPbQOQTiQO is repeated one or more times until a 
PZT layer is formed to a desired thickness. The composition 
ratio of PbzZrzTi can be varied by further repeating or 



US 2004/0009307 A1 

omitting a sub-cycle of supplying a particular material 
source during the source material supply cycle. For example, 
in the sequential process cycle PbQOQZrQOQPbQOQ 
Ti—>O, the sub-cycle TiQO may be added or subtracted 
and/or the sub-cycle ZrQO may be added in order to change 
the ratio of ZrzTi. 

[0054] Solid materials such as Pb(thd)2, Zr(O-t 
Bu)2(thd)2, and Ti(O-i-Pr)2(thd)2 may be dissolved in a 
solvent such as THE or n-butylacetate and then supplied into 
the reactor through a liquid source supply unit and a vapor 
iZer. In this case, the amounts of source materials supplied 
during each source material supply cycle can be controlled 
With improved consistency. 

[0055] Embodiment 7A 

[0056] A Zirconium silicate (Zr—Si—O) and hafnium 
silicate (Hf—Si—O), Which have much higher dielectric 
constant than silicon dioxide (SiOZ), are knoWn to be 
suitable materials for a gate insulating layer for transistors. 

[0057] In the present embodiment, a plasma ALD method 
for forming a Zr—Si—O layer is described. t-butoxyZirco 
nium [Zr(O-t-Bu)4] is supplied into a reactor, and the reactor 
is purged With Ar. Next, oxygen gas is supplied into the 
reactor to generate plasma and folloWed by purging With Ar. 
Next, tetraethoxysilicon (TEOS) is supplied into the reactor 
and folloWed by purging With Ar, supply of oxygen gas to 
generate plasma, and purging With Ar. This cycle of sup 
plying source materials is repeated one or more times until 
a Zr—Si—O layer is formed to a desired thickness. 

[0058] Embodiment 7B 

[0059] A plasma ALD method for forming a Hf—Si—O 
layer according to the present invention is disclosed. t-bu 
toxyhafnium [Hf(O-t-Bu)4] is supplied into a reactor, and 
the reactor is purged With Ar. Next, oxygen gas is supplied 
into the reactor to generate plasma and folloWed by purging 
With Ar. Next, TEOS is supplied into the reactor and 
folloWed by purging With Ar, supply of oxygen gas to 
generate plasma, and purging With Ar. This cycle of sup 
plying source materials is repeated one or more times until 
a Hf—Si—O layer is formed to a desired thickness. 

[0060] Embodiment 8 

[0061] In the present embodiment, an ALD method for 
forming an aluminum layer, Which is used for metal inter 
connections in the manufacture of semiconductor devices, 
using a trialkylaluminum (Al(CnH2n+1)3, n=1-6) source 
material and hydrogen (H2) plasma is disclosed. Suitable 
trialkylaluminum group materials include trimethylalumi 
num [Al(CH3)3], triethylaluminum [Al(C2H5)3], and tri 
isobutylaluminum [Al(CH2CH(CH3)2)3]. The higher the 
temperature at Which the aluminum layer is formed, the 
greater the conductivity of the aluminum layer. Therefore, 
trimethylammonium having a highest thermal decomposi 
tion temperature is preferred for a higher reaction tempera 
ture for ALD. 

[0062] First, trialkylaluminum (Al(CnH2n+1)3, n=1-6) is 
supplied into a reactor, and the reactor is purged With Ar. 
Next, hydrogen (H2) gas is supplied to generate plasma. 
Here, plasma can be generated after or While hydrogen gas 
is supplied. Then, the reactor is purged again With Ar. That 
is, the sequence of the cycle of supplying source materials 
is illustrated as: 
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[0063] Here, hydrogen gas does not react With trialkyalu 
minum (Al(CnH2n+1)3, n=1-6) and thus subsequent purging 
With Ar can be omitted, thereby reducing time required for 
each source material supply cycle With improved ?lm for 
mation rate. In this case, after supplying trialkylaluminum 
(Al(CnH2n+1)3, n=1-6) into a reactor, hydrogen gas is sup 
plied into the reactor, and plasma is generated a predeter 
mined time later. Next, the generation is of plasma is 
stopped, and the supply of the hydrogen gas is cut off 
immediately or about 1 second later. This cycle of supplying 
materials and generating plasma is repeated to form an 
aluminum layer. This operation cycle is illustrated as: 

[0065] Embodiment 9A 

[0066] Aluminum is commonly used for connection of a 
transistor, capacitor, or resistor in a semiconductor substrate 
or for poWer supply to the same. Recently, copper is also 
used for the same purpose. In this case, When a plasma ALD 
method is applied to form a copper diffusion barrier layer, 
such as a TaN layer or a Ta—N—C layer, the electrical 
conductivity of the copper diffusion barrier layer is 
increased, compared to other ALD methods not using 
plasma. For example, compared to an ALD method involv 
ing repeatedly supplying an amido compound or amido 
imido compound of Ta and ammonia gas (NH3), the ALD 
method according to the present invention further involving 
a plasma generation step can produce a diffusion barrier 
layer for copper With greater electrical conductivity. Alter 
natively, the electrical conductivity of the diffusion barrier 
layer for copper can be improved by an ALD method that 
involves a step of supplying activated nitrogen plasma, 
instead of the step of supplying ammonia gas. 

[0067] A Ta—N layer [or a Ta—N—C layer] can be 
formed by plasma ALD method using t-butylimido-tris(di 
ethylamido)tantalum (TBTDET) as a Ta source. An ALD 
method carried out by repeatedly supplying source materials 
in the sequence of TBTDETQArQNH3QAr results in a 
Ta—N layer [or Ta—N—C layer] having a greater resistiv 
ity on the order of 108 pQcm. In contrast, the plasma ALD 
method With the operation cycle of TBTDETQAr—>NH3a 
ArQ(H2+plasma) results in a Ta—N layer [or Ta—N—C 
layer] is having a much loWer resistivity of 4400 pQcm. In 
addition, a Ta—N—C layer (containing 15-40% carbon) 
formed by a plasma ALD method With the operation cycle 
of TBTDETQH2Q(H2+plasma) has a much loWer resistiv 
ity of 400 pQ-cm. 

[0068] Embodiment 9B 

[0069] A plasma ALD method for forming a titanium 
nitride layer using tetrakis(dimethylamido)titanium 
(TDMAT) as a titanium source is disclosed. A TiN layer 
formed by an ALD method With the operation cycle of 
TDMATQAr—>NH3—>Ar has a resistivity of 1000 pQ-cm. 
In contrast, a TiN layer formed by a plasma ALD method 
With tens to hundreds of repetitions of the cycle of 
TDMATQArQNH3—>ArQ(H2+plasma) has a much loWer 
resistivity of 1800 pQcm. 
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[0070] Embodiment 10 

[0071] A plasma ALD method for forming a titanium 
nitride (TiN) layer or a tantalum nitride (TaN) layer using 
nitrogen (N2) gas, Which is almost not reactive, is disclosed. 
A TiN layer or a TaN layer is deposited using TiCl4 as a 
titanium source or TaCl5 as a tantalum source at a substrate 

temperature of 300 EC. at a reactor pressure of 5 torr. Here, 
the cycle of supplying TiCl4 [or TaClS] (0.2 sec)Q(N2+H2) 
(1.2 sec)%(plasma generation (2.0 sec) is repeated to form 
the TiN layer or the TaN layer. To supply the gas mixture of 
N2 and H2 as a reactant gas and purge gas, each of N2 and 
H2 is supplied at a How rate of 60 sccm. The plasma is 
generated With the application of a radio-frequency (RF) 
poWer of 150W (for an 8-inch Wafer). The TiN layer [or TaN 
layer] formed during one operation cycle has a thickness of 
05A. Here, the composition of the TiN layer [or the TaN 
layer] can be varied by controlling the How rate of N2 [or H2] 
For example, only N2 can be supplied. Alternatively, the 
content of Ti [or Ta] in the TiN layer [or the TaN layer] can 
be adjusted by the ratio of H2 in the gas mixture. If the 
temperature of the substrate is too loW during reaction, TiCl4 
[or TaClS] particles are formed by condensation. If the 
temperature of the substrate is too high, it is undesirable for 
interconnect materials. Therefore, it is preferable to maintain 
the substrate temperature during reaction Within the range of 
150-500° C. It is preferable that the reactor pressure is in the 
range of 05-10 torr With a RF poWer of 001-20 W/cm2 for 
plasma generation. 

[0072] Embodiment 11 

[0073] Metals such as aluminum are used for con 
nection of a semiconductor devices, capacitors, and resistors 
on a silicon substrate or for poWer supply to the same. 
Recently, copper is also used for the same purpose. In this 
case, a diffusion barrier layer, such as a TiN or TaN layer, for 
blocking diffusion of copper atom into an insulating layer is 
required. The TiN or TaN layer has poor adhesion to copper. 
Therefore, a method for depositing a diffusion barrier layer 
Without this problem is disclosed in the present embodiment. 

[0074] A halogen gas such as Ti [or Ta], or an organome 
tallic compound is supplied into a reactor, and the rector is 
purged With Ar. Ammonia or nitrogen gas is supplied into the 
reactor and folloWed by generation of plasma and purging 
With Ar. This cycle is repeated until a TiN [or TaN] layer is 
formed to be thick enough to prevent diffusion of copper 
atom into the insulating layer. FolloWing this, (hfac)Cu+1 
(vtms) [or Cu(hfac)2] is supplied into the reactor and fol 
loWed by purging With Ar. Hydrogen gas is supplied into the 
reactor to discharge plasma and folloWed by purging With 
Ar, thereby forming a copper layer on the surface of the 
substrate. As a result, an Al layer With good adhesion to a 
copper layer can be formed by this method. 

[0075] Embodiment 12 

[0076] A plasma ALD method for forming a copper dif 
fusion barrier layer With improved adhesion to a copper 
layer is disclosed. First, a TiN layer [or a TaN layer] is 
formed to be thick enough for blocking diffusion of copper 
atoms by repeating the operation cycle for the TiN layer [or 
TaN layer]. Here, the processing sub-cycle for forming a 
metallic layer With good adhesion is repeated during the 
processing cycle of forming the TiN layer or [TaN layer]. 
For example, a sub-cycle including tWo runs of the supply 
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cycle of Ti [or Ta]QArQNQAr and a single run of the 
supply cycle of Cu [or Al]QArQHQAr is repeated tWice. 
Next, another sub-cycle including a single run of the supply 
cycle of Ti [or Ta]QArQNQAr and a single run of the 
supply cycle of Cu [or Al]QArQHQAr is repeated tWice. 
Then, another sub-cycle including a single run of the supply 
cycle of Ti [or Ta]QAr—>N—>Ar and tWo runs of the supply 
cycle of Cu [or Al]QArQHQAr is repeated tWice. Finally, 
the supply cycle of Cu [or Al]QArQHQAr is repeated 
three times. By forming the TiN [or TaN] layer as a diffusion 
barrier layer With a gradually varying composition pro?le, 
improved adhesion betWeen the diffusion barrier layer and a 
copper interconnect layer has been obtained as a result. 

[0077] Embodiment 13 

[0078] Aplasma ALD method for forming a titanium (Ti) 
layer or a tantalum (Ta) layer, in Which plasma is generated 
in synchroniZation With the cycle of pulsing source materi 
als, is disclosed. Here, a Ti layer [or a Ta layer] is formed 
using TiCl4 as a titanium source [or TaClS] as a tantalum 
source at a substrate temperature of 300 EC. and at a reactor 
pressure of 5 torr. Here, the processing cycle of supplying 
TiCl4 [TaClS] (0.2 sec)—>H2 (1.9 sec)%(plasma generation) 
(2.0 sec) is repeated to form the TiN layer [or the TaN layer]. 
The plasma is generated With the application of a radio 
frequency (RF) poWer of 150W (for an 8-inch Wafer). 
Although H2 is used as a reactant gas and purge gas in the 
present embodiment, a mixture With an inert gas such as 
helium (He) or Ar can be used for purging ef?ciency. If the 
temperature of the substrate is too loW during reaction, TiCl4 
or TaCl5 particles are formed by condensation. If the tem 
perature of the substrate is too high, it is undesirable for 
interconnect materials. Therefore, it is preferable to maintain 
the substrate temperature during reaction Within the range of 
150-500° C. It is preferable that the reactor pressure is in the 
range of 0.5-10 Torr With a RF poWer of 001-20 W/cm2 for 
plasma generation. 

[0079] Embodiment 14 

[0080] Aplasma ALD method for forming a tungsten layer, in Which plasma is generated in synchroniZation With 

the cycle of pulsing source materials, is disclosed. Here, a W 
layer is formed using WF6 as a tungsten source at a substrate 
temperature of 300 EC. and at a reactor pressure of 5 torr. 

Here, the processing cycle of WF6 (1.0 sec)Q(H2+Ar) (6.0 
sec)%(plasma generation) (2.0 sec) is repeated to form the 
W layer. Here, WF6 is supplied at a How rate of 2 sccm, and 
N2 and Ar gases used as a reactant gas and a purge gas, 
respectively, are supplied at a How rate of 100 sccm, 
respectively. The plasma is generated at a radio-frequency 
(RF) poWer of 100W (for an 8-inch Wafer). It is preferable 
to maintain the substrate temperature during reaction Within 
the range of 100-450° C. It is preferable that the reactor 
pressure is in the range of 0.5-10 torr With a RF poWer of 
001-20 W/cm2 for plasma generation. 

[0081] Embodiment 15 

[0082] A plasma ALD method for forming a tungsten 
nitride (WN) layer, in Which plasma is generated in syn 
chroniZation With the cycle of pulsing source materials, is 
disclosed. Here, a WN layer is formed using WF6 as a 
tungsten source at a substrate temperature of 300 EC. and at 
a reactor pressure of 5 torr. Here, the processing cycle of 
WF6 (1.0 sec)Q(H2+N2) (6.0 sec)%(plasma generation) (2.0 
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sec) 6 (H2+N2) (1 sec) is repeated to form the WN layer. 
Here, WF6 is supplied at a How rate of 2 sccm, and N2 and 
H2 gases used as a reactant gas and a purge gas are supplied 
at a How is rate of 100 sccm and 50 sccm, respectively. The 
plasma is generated at the radio-frequency (RF) poWer of 
100W (for an 8-inch Wafer). Here, the composition of the 
WN layer can be varied by adjusting the How rate of N2 [or 
H2]. Only N2 can be supplied Without H2. The content of W 
in the WN layer can be varied by adjusting the ratio of H2 
in the gas mixture. It is preferable to maintain the substrate 
temperature during reaction Within the range of 100-450° C. 
It is preferable that the reactor pressure is in the range of 
05-10 torr With a RF poWer of 001-20 W/cm2 for plasma 
generation. 
[0083] While this invention has been particularly shoWn 
and described With reference to preferred embodiments 
thereof, it Will be understood by those skilled in the art that 
various changes in form and details may be made therein 
Without departing from the spirit and scope of the invention 
as de?ned by the appended claims. 

What is claimed is: 
1. Amethod for forming a metal oXide layer on a substrate 

using plasma in a reactor of an atomic layer deposition 
apparatus, the method comprising: 

supplying a metallic source compound into the reactor; 

supplying oXygen gas into the reactor; and 

generating oXygen plasma in the reactor for a predeter 
mined period. 

2. The method of claim 2, further comprising purging the 
reactor With an inert gas before or/and after supplying the 
metallic source compound into the reactor. 

3. The method of claim 1, Wherein the metallic source 
compound is trimethylaluminum (Al(CH3)3), and the metal 
oXide layer is an aluminum oXide (A1203) layer. 

4. The method of claim 1, Wherein the metallic source 
compound is dimethoXyamidoethoXytetraethoXytantalum 
(Ta(OC2H5)4(OC2H4N(CH3)2) or ethoXytantalum 
(Ta(OC2H5)5), and the metal oXide layer is a tantalum oXide 
(Ta2O5) layer. 

5. A method for forming a strontium titanate (STO) layer 
on a substrate using plasma in a reactor of an atomic layer 
deposition apparatus, the method comprising: 

repeating one or more times an operation cycle including 
the steps of: 

(5 -1) supplying a strontium based organometallic com 
pound into the reactor; 

(5-2) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a ?rst period of time; 

(5-3) supplying a titanium based organometallic com 
pound into the reactor; and 

(5-4) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a second period of time, 
and 

purging the reactor With an inert gas betWeen each of the 
steps (5-1) through (5-4) of the operation cycle. 
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6. A method for forming a barium strontium titanate 
(BST) layer on a substrate using plasma in a reactor an 
atomic layer deposition apparatus, the method comprising: 

repeating an operation cycle including the steps of: 

(6-1) supplying a barium based organometallic com 
pound into the reactor; 

(6-2) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a ?rst period of time; 

(6-3) supplying a titanium based organometallic com 
pound into the reactor; 

(6-4) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a second period of time; 

(6-5) supplying a strontium based organometallic com 
pound into the reactor; 

(6-6) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a third period of time; 

(6-7) supplying a titanium based organometallic com 
pound into the reactor; 

(6-8) supplying oXygen gas into the reactor and gen 
erating oxygen plasma for a fourth period of time, 
and 

purging the reactor With an inert gas betWeen each of the 
steps (6-1) through (6-8) of the operation cycle. 

7. A method for forming a strontium bismuth tantalate 
(SBT) layer on a substrate using plasma in a reactor of an 
atomic layer deposition apparatus, the method comprising: 

repeating an operation cycle including the steps of: 

(7-1) supplying a strontium based organometallic com 
pound into the reactor; 

(7-2) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a ?rst period of time; 

(7-3) supplying a bismuth based organometallic com 
pound into the reactor; 

(7-4) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a second period of time; 

(7-5) supplying a tantalum based organometallic com 
pound into the reactor; 

(7-6) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a third period of time; 

(7-7) supplying a bismuth based organomtallic com 
pound into the reactor; 

(7-8) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a fourth period of time; 

(7-9) supplying a tantalum based organometallic com 
pound into the reactor; and 

(7-10) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a ?fth period of time, and 

purging the reactor With an inert gas betWeen each of the 
steps (7-1) through (7-10) of the operation cycle. 
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8. A method for forming a strontium bismuth tantalate 
(SBT) layer on a substrate using plasma in a reactor of an 
atomic layer deposition apparatus, the method comprising: 

repeating an operation cycle including the steps of: 

(8-1) supplying a bismuth based organometallic com 
pound into the reactor; 

(8-2) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a ?rst period of time; 

(8-3) supplying an organometallic compound contain 
ing strontium and tantalum in a ratio of 1:2 into the 
reactor; and 

(8-4) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a second period of time, 
and 

purging the reactor With an inert gas betWeen each of the 
steps (8-1) through (8-4) of the operation cycle. 

9. A method for forming-a lead Zirconate titanate (PZT) 
layer on a substrate using plasma in a reactor of an atomic 
layer deposition apparatus, the method comprising: 

repeating am operation cycle including the steps of: 

(9-1) supplying a lead based organometallic compound 
into the reactor; 

(9-2) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a ?rst period of time; 

(9-3) supplying a Zirconium based organometallic com 
pound into the reactor; 

(9-4) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a second period of time; 

(9-5) supplying a lead based organometallic compound 
into the reactor; 

(9-6) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a third period of time; 

(9-7) supplying a titanium based organometallic com 
pound into the reactor; and 

(9-8) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a fourth period of time, 
and 

purging the reactor With an inert gas betWeen each of the 
steps (9-1) through (9-8) of the operation cycle. 

10. A method for forming a Zirconium silicate (Zr—Si— 
O) layer on a substrate using plasma in a reactor of an atomic 
layer deposition apparatus, the method comprising: 

repeating an operation cycle including the steps of: 

(10-1) supplying a Zirconium based organometallic 
compound into the reactor; 

(10-2) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a ?rst period of time; 

(10-3) supplying a silicon based compound into the 
reactor; 

(10-4) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a second period of time, 
and 
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purging the reactor With an inert gas betWeen each of the 
steps (10-1) through (10-4) of the operation cycle. 

11. Amethod for forming a hafnium silicate (Hf—Si—O) 
layer on a substrate using plasma in a reactor of an atomic 
deposition apparatus, the method comprising: 

repeating an operation cycle including the steps of: 

(11-1) supplying a hafmium based organometallic com 
pound into the reactor; 

(11-2) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a ?rst period of time; 

(11-3) supplying a silicon based compound into the 
reactor; 

(11-4) supplying oXygen gas into the reactor and gen 
erating oXygen plasma for a second period of time, 
and 

purging the reactor With an inert gas betWeen each of the 
steps (11-1) through (11-4) of the operation cycle. 

12. Amethod for forming an aluminum layer, the method 
comprising repeating one or more times an operation cycle 
including the step of: 

supplying trialkylaluminum (Al(CnH2n+1)3, n=1-6) into a 
reactor; and 

supplying hydrogen gas into the reactor and generating 
hydrogen plasma for a predetermined period of time. 

13. A method for forming a metal nitride layer on a 
substrate using plasma in a reactor of an atomic layer 
deposition apparatus, the method comprising: 

supplying a metallic source compound into the reactor; 

supplying a gas miXture of nitrogen and hydrogen into the 
reactor; and 

generating plasma of the gas miXture in the reactor for a 
predetermined period of time. 

14. The method of claim 13, Wherein the metallic source 
material is titanium tetrachloride (TiCl4), and the metal 
nitride layer is a titanium nitride (TiN) layer. 

15. The method of claim 14, Wherein, during deposition of 
the nitride titanium layer, the temperature of the substrate in 
the reactor is maintained at 150-500° C., the inside of the 
reactor is maintained at a pressure of 0.5-10 Torr, and an RF 
poWer of 0.01-2.0 W/cm2is applied to generate the plasma. 

16. The method of claim 13, Wherein the metallic source 
compound is tantalum pentachloride (TaClS), and the metal 
nitride layer is a tantalum nitride (TaN) layer. 

17. A method for generating a highly conductive metal 
nitride layer, the method comprising repeating an operation 
cycle including the steps of: 

supplying a metallic source material into a reactor; 

supplying ammonia gas into the reactor; and 

supplying hydrogen gas into the reactor and generating 
hydrogen plasma for a predetermined period of time. 

18. A method for forming a tantalum nitride carbide 
(Ta—N—C) layer, the method comprising repeating one or 
more times an operation cycle comprising the steps of: 

supplying a tantalum based organometallic compound 
into a reactor; and 
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supplying hydrogen gas into the reactor and generating 
hydrogen plasma for a predetermined period of time. 

19. A method for forming an adhesion layer With 
improved adhesion betWeen a copper interconnect layer and 
a diffusion barrier layer on a substrate using plasma in a 
reactor of an atomic layer deposition apparatus, the diffusion 
barrier layer blocking diffusion of copper atom into an 
insulating layer, the method comprising repeating a ?rst 
operation cycle for a titanium nitride layer and a second 
operation cycle for an aluminum layer to form multiple 
layers With a gradient composition pro?le changing from 
titanium nitride toWard aluminum, 

the ?rst operation cycle including the steps of: 

supplying a titanium compound into the reactor; 

purging the reactor With an inert gas; 

supplying ammonia or nitrogen gas into the reactor and 
generating ammonia or nitrogen plasma for a ?rst 
period of time; and 

purging the reactor With an inert gas, 

the second operation cycle including the steps of: 

supplying a copper or aluminum compound into the 
reactor; 

purging the reactor With an inert gas; 

supplying hydrogen gas into the reactor and generating 
hydrogen plasma for a second period of time; and 

purging the reactor With an inert gas. 
20. A method for forming an adhesion layer With 

improved adhesion betWeen a copper interconnect layer and 
a diffusion barrier layer on a substrate using plasma in a 
reactor of an atomic layer deposition apparatus, the diffusion 
barrier layer blocking diffusion of copper atom into an 
insulating layer, the method comprising repeating a ?rst 
processing cycle for a tantalum nitride layer and a second 
processing cycle for an aluminum layer to form multiple 
layers With a gradient composition pro?le changing from 
tantalum nitride toWard aluminum, 

the ?rst operation cycle including the steps of: 

supplying a tantalum compound into the reactor; 

purging the reactor With an inert gas; 

supplying ammonia or nitrogen gas into the reactor and 
generating ammonia or nitrogen plasma for a ?rst 
period of time; and 

purging the reactor With an inert gas, 

the second processing cycle including the steps of: 

supplying a copper or aluminum compound into the 
reactor; 

purging the reactor With an inert gas; 

supplying hydrogen gas into the reactor and generating 
hydrogen plasma for a second period of time; and 

purging the reactor With an inert gas. 
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21. The method of claim 13, Wherein the metallic source 
compound is tungsten hexafuoride (WFG), and the metal 
nitride layer is a tungsten nitride (WN) layer. 

22. The method of claim 21, Wherein, during deposition of 
the tungsten nitride layer, the temperature of the substrate in 
the reactor is maintained at 100-450° C., the inside of the 
reactor is maintained at a pressure of 0.5-10 torr, and an RF 
poWer of 001-20 W/cm2 is applied to generate the plasma. 

23. The method of claim 16, Wherein, during deposition of 
the nitride tantalum layer, the temperature of the substrate in 
the reactor is maintained at 150-500° C., the inside of the 
reactor is maintained at a pressure of 0.5-10 torr, and an RF 
poWer of 001-20 W/cm2 is applied to generate the plasma. 

24. A method for forming a titanium layer, the method 
comprising repeating one or more times an operation cycle 
including: 

supplying titanium tetrachloride (TiCl4) into a reactor; 
and 

supplying hydrogen gas or a mixture of hydrogen gas and 
an inert gas into the reactor and generating hydrogen 
plasma or plasma of the mixture for a predetermined 
period of time. 

25. The method of claim 24, Wherein, during formation of 
the titanium layer, the temperature of a substrate in the 
reactor is maintained at 150-500° C., the inside of the reactor 
is maintained at a pressure of 0.5-10 torr, and an RF poWer 
of 001-20 W/cm2 is applied to generate the plasma. 

26. A method for forming a tungsten layer, the method 
comprising repeating one or more times an operation cycle 
including the steps of: 

supplying tungsten hexa?uoride (WF6) into a reactor; and 

supplying a mixture of hydrogen gas and an inert gas into 
the reactor and generating plasma of the gas mixture for 
a predetermined period of time. 

27. The method of claim 26, Wherein, during deposition of 
the tungsten layer, the temperature of a substrate in the 
reactor is maintained at 100-450° C., the inside of the reactor 
is maintained at a pressure of 0.5-10 torr, and an RF poWer 
of 001-20 W/cm2 is applied to generate the plasma. 

28. A method for forming a tantalum layer, the method 
comprising repeating one or more times an operation cycle 
including the steps of: 

supplying tantalum pentachloride (TaClS) into a reactor; 
and 

supplying hydrogen gas or a mixture of hydrogen gas and 
an inert gas into the reactor and generating hydrogen 
plasma or plasma of the gas mixture for a predeter 
mined period of time. 

29. The method of claim 28, Wherein, during deposition of 
the tantalum layer, the temperature of a substrate in the 
reactor is maintained at 150-500 BC, the inside of the 
reactor is maintained at a pressure of 0.5-10 torr, and an RF 
poWer of 001-20 W/cm2 is applied to generate the plasma. 


