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INHALATION DEVICE 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates generally to facilitat 
ing release of powder contained in a receptacle. More 
speci?cally, the present invention relates to the administra 
tion of medication by a method and apparatus for facilitating 
inhalation of powder medicaments. 

[0003] 2. Related Art 

[0004] In the medical ?eld, it is often desirable to admin 
ister various forms of medication to patients. Well known 
methods of introducing medication into the human body 
include the oral ingestion of capsules and tablets, intrave 
nous injection through hypodermic needles, and numerous 
others. In one method, certain medications may be inhaled 
into a patient’s respiratory tract and lungs through the nose 
or mouth. Certain of these medications, such as bronchodi 
lators, corticosteroids, etc., for the treatment of asthma and 
other respiratory anomalies, may be aimed at the respiratory 
tract directly. Others are inhaled for purposes of systemic 
treatment, i.e. for treatment of any area of the body through 
absorption from the respiratory tract through the lung tissue, 
into the deep lungs, and into the bloodstream. Each of these 
medications comes in a variety of forms, including ?uids, 
which are commonly administered as an aerosol vapor or 
mist, as well as solids. Inhalable solids typically take the 
form of ?ne, dry powders. Specialized devices, such as 
inhalers, are provided to assist the patient in directing these 
?ne powder medications into the respiratory tract. 

[0005] Various types of inhalers are known for the admin 
istration of dry powder medicaments. However, each of 
these inhalers suffers certain drawbacks. For example, US. 
Pat. No. 5,787,881 discloses an inhaler that is used with 
encapsulated dry powder medicaments. However, use of this 
device requires numerous steps and imposes a number of 
inconveniences on a user. For example, the medication 
capsules used with the device have an aperture formed 
therein prior to insertion into an opening in the inhaler. 
Therefore, there exists a danger that an amount of medica 
tion may be lost prior to or during insertion into the device. 
After insertion of the capsule, use of the device requires the 
additional step that a cover must be closed before the 
medication may be inhaled. 

[0006] Inhalation devices con?gured for use with a cap 
sule containing some type of medicament are shown in US. 
Pat. No. 4,069,819 to Valentini et al. (“the ’819 patent”) and 
US. Pat. No. 4,995,385 to Valentini et al. (“the ’385 
patent”). The inhalation device described in the ’385 patent 
was developed to overcome the drawbacks of the device 
described in the ’819 patent. Particularly, in a large number 
of cases, the device described in the ’819 patent experienced 
irregular and incomplete emptying of the capsule, thereby 
resulting in dif?culties in properly administering the medi 
cament in the capsule. The inhalation device described in the 
’385 patent attempts to overcome this de?ciency by tapering 
the nebuliZation chamber toward the end surface that com 
prises the discharge holes. Thus, the nebuliZation chamber of 
the ’385 patent is not cylindrical, but rather frusto-conical in 
form in an attempt to achieve regular complete emptying of 
the nebuliZation chamber. However, further improvements 
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in the design of inhalation devices are needed to achieve a 
higher emitted dose. As used herein, “emitted dose” refers to 
the percentage of the dose of powder medicament, contained 
in a receptacle in the inhalation device, that is emitted from 
the inhalation device. Moreover, improvements are needed 
to achieve higher emitted doses that are consistently repro 
ducible, i.e., with low standard deviation. There is a par 
ticular need in the art for high, reproducible emitted doses at 
low ?ow rates, as well as for high dosage ranges. 

[0007] Another drawback of the inhalation devices 
described in the ’819 and the ’385 patents is the piercing 
device that is used to puncture the capsule. Such conven 
tional piercing devices are formed from circular stock, with 
the points created by pinching the stock at an angle, thereby 
creating a single sharp cutting edge. Drawbacks of such a 
design are that the point (which must puncture the capsule 
material) is often rounded, lessening its effectiveness as a 
piercing device. Moreover, burrs often form on the lower 
edge, which can stop the piercing device from retracting 
from the capsule, thereby causing a device failure. The holes 
formed by such a conventional piercing device are generally 
round, and do not have the appearance of being cut by a 
sharp edge. With such a conventional design, the capsule is 
often crushed, rather than punctured or pierced. If such a 
conventional piercing device is used with brittle capsule 
materials such as gelatin, pieces of capsule material of a siZe 
that can be inhaled are usually broken off from the capsule. 
Thus, conventional piercing devices are less than optimal, 
particularly for brittle capsule material. 

[0008] Thus, there is a need in the art for an improved 
method and apparatus for inhalation of dry powder medi 
caments. What is needed is an inhaler that provides for a 
higher emitted dose that is consistently reproducible with 
low standard deviation. Such a need is particularly acute for 
low ?ow rates, and for high dosage ranges. There is a further 
need in the art for an improved means for puncturing the 
capsule containing the medicament. The present invention, 
the description of which is fully set forth below, solves the 
need in the art for such improved methods and apparatus. 

SUMMARY OF THE INVENTION 

[0009] The present invention relates to a method and 
apparatus for facilitating release of powder from a device. In 
one aspect of the invention, a device for emitting powder is 
provided. The device includes a ?rst casing portion, and a 
second casing portion removably coupled to the ?rst casing 
portion. A cylindrical chamber, de?ned by a straight wall of 
circular cross section, is coupled to the ?rst casing portion. 
The chamber has a proximal end and a distal end. A ring is 
circumferentially coupled to an inner surface of the chamber. 
The ring is preferably disposed at approximately a midpoint 
of the chamber, or, alternatively, disposed adjacent the 
proximal end of the chamber. The second casing portion 
includes an emitter portion disposed at the proximal end of 
the chamber when the ?rst and second casing portions are 
coupled together. The emitter portion de?nes at least one 
aperture con?gured to emit powder therethrough. 

[0010] In another aspect of the present invention, the 
device is con?gured as an inhalation device for administer 
ing powder. In this aspect of the present invention, the 
emitter portion is con?gured as an inhalation portion so that 
powder is dispersed in the chamber and administered to a 
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user through the inhalation portion. The inhalation portion 
may be con?gured as a mouth piece for inhalation through 
the mouth, or as a nose piece for inhalation through the nose. 

[0011] In one aspect of the invention, the poWder is 
contained in a receptacle that is disposed in the chamber. 
Upon puncturing the receptacle, poWder is dispersed in the 
chamber and emitted or inhaled from the device. 

[0012] In yet another aspect of the present invention, the 
device of the present invention includes means for punctur 
ing the receptacle. The means for puncturing can be con 
?gured as a staple. Such a staple is preferably con?gured in 
a substantially U-shape, having tWo prongs. In one aspect of 
the present invention, each of the prongs has a square 
cross-section. In another aspect of the present invention, the 
substantially U-shaped staple includes a rounded portion and 
tWo prongs that de?ne a non-planar inner edge and a 
non-planar outer edge of the staple, the staple being formed 
from a rectangular length having tWo end surfaces and four 
planar side surfaces that intersect to form four non-planar 
edges. The inner edge of the staple is con?gured to be one 
of the non-planar edges, and the outer edge of the staple is 
the non-planar edge that is opposite that non-planar edge. 
Each end surface is an angled diamond-shaped surface. In a 
preferred aspect, each end surface has a top point at an apeX 
of the inner edge, and a bottom point at an apeX of the outer 
edge, each top point forming a cutting point for one of the 
prongs. 

[0013] In still a further aspect of the present invention, a 
method for dispensing poWder by inhalation is provided. 
Such a method comprises 

[0014] providing a poWder inhalation device, the 
device comprising 

[0015] 
[0016] a cylindrical chamber, de?ned by a straight 

Wall of circular cross-section, coupled to said ?rst 
casing portion, said chamber having a proXimal 
end and a distal end and con?gured to receive a 
receptacle therein, said chamber comprising a ring 
circumferentially coupled to an inner surface of 
said chamber, and 

[0017] a second casing portion removably coupled 
to said ?rst casing portion, said second casing 
portion comprising an inhalation portion disposed 
at the proXimal end of said chamber When said 
?rst and said second casing portions are coupled, 
said inhalation portion comprising a hemispheric 
region de?ning a plurality of apertures con?gured 
to emit poWder therethrough; 

a ?rst casing portion, 

[0018] puncturing the receptacle to disperse poWder 
in said chamber; and 

[0019] inhaling the poWder through said inhalation 
portion. 

[0020] In one aspect of the present invention, the inhaling 
step is carried out by inhaling the poWder through a mouth 
piece into a user’s mouth. Alternatively, the inhaling step 
may be carried out by inhaling the poWder through a nose 
piece into a user’s nose. 
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[0021] Features and Advantages 

[0022] One feature of the present invention is that it 
provides high emitted doses that are consistently reproduc 
ible over a range of How rates and dosage quantity. Advan 
tageously, the present invention improves the emitted dose 
at both loW ?oW rates and high dose ranges. A particularly 
advantageous feature of the present invention is its ability to 
operate at loW ?oW rates, such as Would be associated With 
a child or a person With a respiratory disease. 

[0023] One advantage of the present invention is that the 
preferred means for puncturing used in the device is less 
expensive to manufacture than conventional piercing 
devices. Moreover, the means for puncturing of the present 
invention advantageously provides improved puncturing 
performance since less force is needed to puncture the 
receptacles, and feWer failures result than With conventional 
piercing devices. 

[0024] Another advantage of the preferred means for 
puncturing is an improvement to the How rate independence 
of the inhaler. Consequently, the poWdered medicament 
delivered to a patient Will be independent of hoW fast the 
patient breathes, thereby ensuring that a consistent dose of 
medicament is delivered each time. 

[0025] Another advantageous feature of the present inven 
tion is the accuracy of medicament dosage delivered thereby. 
Since only one dosage of medication is present in the inhaler 
during each use, the possibility of overdose is eliminated, 
and the medicament need not be metered prior to delivery. 
A patient may simply inhale all medicament present in the 
device. 

[0026] Because the present invention operates only under 
the inhalative poWer of the patient, the inhaler carries the 
additional advantage that no accessory device, such as a 
compressed air cylinder or other propellant, needs to be used 
in conjunction With the present invention. 

[0027] Another advantage of the present invention is that 
during inhalation, the medicament is subjected to miXing in 
the dispersion chamber. This helps to ensure that the medi 
cament exiting the inhaler and entering the patient’s respi 
ratory system is in the form of a ?ne dry poWder, facilitating 
medicament deposition in the lungs. In addition, inhalation 
of ?ner poWders is typically more comfortable for the 
patient. 

[0028] Still another advantage of the present invention is 
that it can be used With individuals Who cannot breathe hard, 
such as a child or an asthmatic, or individuals Who are 

sleeping or in a coma. 

[0029] Yet another advantage of the apparatus of the 
present invention is that it is reusable. To reuse, a patient 
removes the emptied receptacle, and replaces it With a fresh 
receptacle ?lled With the proper dose of medicament. 

Brief Description of the Figures 

[0030] The present invention is described With reference 
to the accompanying draWings. In the draWings, like refer 
ence numbers indicate identical or functionally similar ele 
ments. 

[0031] FIG. 1 is a front vieW of one embodiment of a 
device of the present invention; 
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[0032] FIG. 2 is a cross-section of the device shown in 
FIG. 1 along line 2-2; 

[0033] FIG. 3 is an enlarged partial cross-section of one 
embodiment of a dispersion chamber of the present inven 

tion; 

[0034] FIG. 4 is an enlarged partial cross-section of 
another embodiment of a dispersion chamber of the present 
invention shoWing one location for a ring in the dispersion 
chamber; 

[0035] FIG. 5 is an enlarged partial cross-section of 
another embodiment of a dispersion chamber of the present 
invention shoWing another location for a ring in the disper 
sion chamber; 

[0036] FIG. 6 is an enlarged partial cross-section of 
another embodiment of a dispersion chamber of the present 
invention shoWing another location for a ring in the disper 
sion chamber; 

[0037] FIG. 7A is a top vieW of a preferred embodiment 
of a staple suitable for use With the device of the present 

invention; 

[0038] FIG. 7B is a front vieW of the embodiment shoWn 
in FIG. 7A; 

[0039] FIG. 7C is a side vieW of the embodiment shoWn 
in FIG. 7A; 

[0040] FIG. 7D is an isometric vieW of the embodiment 
shoWn in FIG. 7A; 

[0041] FIG. 8 shoWs the puncture obtained With the staple 
shoWn in FIGS. 7A through 7D; 

[0042] FIG. 9A shoWs a partial vieW of another embodi 
ment of a staple suitable for use With the device of the 

present invention; 

[0043] FIG. 9B illustrates the puncture obtained With the 
staple shoWn in FIG. 9A; 

[0044] FIG. 10 is a bar graph illustrating emitted dose at 
How rates of 20 L/min (left bar), 40 L/min (center bar), and 
60 L/min (right bar) for four dispersion chamber con?gu 
rations; 

[0045] FIG. 11 is a bar graph illustrating emitted dose at 
loW ?oW rates for devices With varying numbers of slits; 

[0046] FIG. 12 is a bar graph shoWing a comparison of 
mass fraction distributions obtained for 6 mg (left bar) and 
50 mg (right bar) ?ll Weights; 

[0047] FIG. 13 is a graph shoWing glucose levels (mg/dL) 
in beagle dogs after administration of insulin using an 
aerosol generator and a device of the present invention With 
the loW ring con?guration substantially as shoWn in FIG. 4; 

[0048] FIG. 14 is a bar graph illustrating the percentage 
emitted dose as a function of air volume; and 

[0049] FIG. 15 is an eXploded cross-sectional vieW of an 
alternate embodiment of a device of the present invention. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0050] OvervieW 

[0051] The present invention provides an improved 
method and apparatus for facilitating release of poWder. In 
a preferred embodiment, the poWder is contained in a 
receptacle. As used herein, the term “receptacle” includes 
but is not limited to, for example, a capsule, blister, ?lm 
covered container Well, chamber, and other suitable means 
of storing a poWder knoWn to those skilled in the art. The 
present invention Will be described beloW in the conteXt of 
a method and apparatus for dispensing dry poWder medica 
ments for inhalation by a patient. HoWever, it should be 
apparent to one skilled in the art that the invention is not 
limited to such an eXemplary embodiment, and could be 
used for other purposes. 

[0052] As Will be described in more detail beloW, an 
apparatus of the present invention is an inhaler that includes 
a chamber. In one embodiment, the chamber is con?gured to 
receive the receptacle containing the medicament. To 
improve the emptying of the receptacle and provide a higher 
reproducible emitted dose, the chamber includes a ring 
circumferentially coupled to an inner surface of the chamber. 
The ring is preferably disposed at approximately a midpoint 
of the chamber, or alternatively, adjacent the proXimal end of 
the chamber. In proper use, air Will eXit the inhaler carrying 
a full dose of medicament in the form of a ?ne, dry poWder. 

[0053] The inhaler of the present invention is preferably 
con?gured With a means for puncturing the receptacle that 
improves puncturing performance, particularly With brittle 
receptacle material. The means for puncturing the receptacle 
of the present invention is preferably con?gured as a sub 
stantially U-shaped staple With tWo prongs, each prong 
having a sharp point and tWo cutting edges. In one embodi 
ment of the present invention, each prong has a square 
cross-section, With the staple material being bent around a 
face so that the innermost part of the U-shaped staple is ?at. 
In another embodiment of the present invention, the staple 
material is rotated 45 degrees so that it is bent around an 
edge so that the innermost part of the U-shaped staple is an 
edge. In such an embodiment, the end surface of each prong 
is an angled diamond-shaped surface. 

[0054] The methods of the present invention use an inhaler 
to dispense poWder by inhalation. As Will be discussed in 
greater detail beloW, a user operates the device to puncture 
the receptacle to disperse poWder in the chamber, and 
inhales the poWder through the inhalation portion. 

[0055] Inhaler and Associated Method of the Present 
Invention 

[0056] A front vieW of one embodiment of an inhalation 
device 100 of the present invention is shoWn in FIG. 1. The 
rear vieW of device 100 is substantially identical to the front 
vieW. Device 100 includes a ?rst or loWer casing portion 120 
and a second or upper casing portion 130 removably coupled 
to ?rst casing portion 120. Upper casing portion 130 and 
loWer casing portion 120 include a ?attened region 132 and 
122, respectively, for ease of gripping the casing for use by 
a patient. Lower casing portion 120 preferably includes an 
outer casing 126 and an inner casing 124 movably received 
Within outer casing 126. Aremovable cap 110 is provided at 
the user or inhalation end of the device. 
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[0057] Preferred materials for device 100 include Food 
and Drug Administration (FDA) approved, USP tested plas 
tics. Preferably, device 100 is manufactured using an injec 
tion molding process, the details of Which Would be readily 
apparent to one skilled in the art. 

[0058] FIG. 2 is a cross-section of device 100 shoWn in 
FIG. 1 along line 2-2. As shoWn in FIG. 2, device 100 
includes an inhalation or emitter portion 220. Inhalation 
portion 220 comprises a hemispheric region 222 that de?nes 
a plurality of apertures 224. It should be understood that the 
present invention is not limited to a particular number of 
apertures 224, and can be con?gured such that at least one 
aperture 224 is provided. An inhalation piece 226 is pro 
vided to alloW for inhalation of the medicament by a user. 
Inhalation piece 226 can be con?gured as a mouth piece for 
inhalation through a user’s mouth. Alternatively, inhalation 
piece 226 can be con?gured as a nose piece for inhalation 
through a user’s nose. 

[0059] Device 100 includes a cylindrical chamber 210 that 
is de?ned by a straight Wall 212 of circular cross-section. 
Chamber 210 has a proximal end 214 and a distal end 216. 
A plurality of slits 218 are de?ned by Wall 212, and are 
con?gured for introducing air into chamber 210 to disperse 
poWder released from a capsule 219. It should be understood 
that the present invention is not limited to a particular 
number of slits 218, and can be con?gured such that at least 
one slit 218 is provided. PoWder released from capsule 219 
is dispersed in chamber 210 and inhaled through apertures 
224 and inhalation piece 226 by the user. 

[0060] In other embodiments of the invention, receptacles 
other than capsules are used, such as blisters and ?lm 
covered container Wells as is knoWn in the art. In one 
embodiment, the volume of the receptacle is at least about 
0.37 cm3. In another embodiment, the volume of the recep 
tacle is at least about 0.48 cm3. In yet another embodiment, 
the receptacles have a volume of at least about 0.67 cm3 or 
0.95 cm3. In one embodiment of the invention, the recep 
tacle is a capsule designated With a capsule siZe 2, 1, 0, 00, 
or 000. Suitable capsules can be obtained, for eXample, from 
Shionogi (Rockville, Md.). Blisters can be obtained, for 
eXample, from Hueck Foils, (Wall, N] 

[0061] The receptacle encloses or stores particles, also 
referred to herein as poWders. The receptacle is ?lled With 
particles in a manner knoWn to one skilled in the art. For 
eXample, vacuum ?lling or tamping technologies may be 
used. Generally, ?lling the receptacle With poWder can be 
carried out by methods knoWn in the art. In one embodiment 
of the invention, the particle or poWder enclosed or stored in 

the receptacle have a mass of about 5 milligrams Preferably the mass of the particles stored or enclosed in the 

receptacle is at least about 10 mg. 

[0062] In one embodiment of the present invention, par 
ticles used With the device have a tap density of less than 
about 0.4 g/cm3. Particles having a tap density of less than 
about 0.4 g/cm3 are referred to herein as “aerodynamically 
light”. In a preferred embodiment, the particles have a tap 
density of near to or less than about 0.1 g/cm3. Tap density 
is a measure of the envelope mass density characteriZing a 
particle. The envelope mass density of particles of a statis 
tically isotropic shape is de?ned as the mass of the particle 
divided by the minimum sphere envelope volume Within 
Which it can be enclosed. Features that can contribute to loW 
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tap density include irregular surface texture and holloW or 
porous structure. Particularly preferred particles and poW 
ders are described in US. Pat. Nos. 6,136,295, 5,985,309, 
5,874,064, and 5,855,913, and US. patent application Ser. 
No. 09/591,307, ?led Jun. 9, 2000 entitled “High Ef?cient 
Delivery of a Large Therapeutic Mass Aerosol”, the entirety 
of each of the foregoing patents and patent applications is 
hereby incorporated herein by reference. 

[0063] Device 100 includes a means for puncturing 230 
that is used to puncture capsule 219 to release poWder 
contained therein into chamber 210. In the embodiment 
shoWn in FIG. 1, means for puncturing 230 is con?gured as 
a substantially U-shaped staple having tWo prongs 232. In 
this embodiment, each of prongs 232 is con?gured With a 
square cross-section 234, thereby providing a sharp point 
and tWo cutting edges. This Will be discussed in more detail 
beloW With respect to FIGS. 9A and 9B. As discussed in 
more detail beloW, device 100 could alternatively be con 
?gured With the puncturing implement shoWn in FIGS. 7A 
through 7D. As can be readily appreciated by one skilled in 
the art, the present invention is not limited to use of a 
substantially U-shaped staple as the means for puncturing 
the capsule. Alternatively, one, or a plurality of, straight 
needle-like implements could be used. Preferably, the punc 
turing implement is con?gured to puncture at least tWo holes 
in the capsule. 

[0064] Means for puncturing 230 is preferably con?gured 
to be movable betWeen a non-puncturing position (as 
depicted in FIG. 1) and a puncturing position. In the 
puncturing position, prongs 232 pierce or puncture capsule 
219 to make holes therein. In a preferred embodiment, a 
means for biasing is provided that biases the means for 
puncturing 230 in the non-puncturing position. In the 
embodiment shoWn in FIG. 2, the means for biasing is 
con?gured as a spring 242 that biases the substantially 
U-shaped staple in the non-puncturing position. 

[0065] As noted With respect to FIG. 1, device 100 
includes inner casing 124 and outer casing 126. As shoWn in 
FIG. 2, a spring 244 is disposed in loWer casing portion 120 
that biases inner casing 124 in an outWard position. Upon 
compression of spring 244, inner casing 124 moves from the 
outWard position to an inWard position, thereby draWing 
loWer casing portion 120 toWard upper casing portion 130. 
Compression of spring 244 also causes compression of 
spring 242, thereby causing means for puncturing 230 to 
move to the puncturing position. Upon release of compres 
sion, springs 242 and 244 return to their biased state, thereby 
returning means for puncturing 230 to its non-puncturing 
position, and inner casing 124 to its outWard position. 

[0066] A pair of ?anges 252 is disposed on ?rst casing 
portion 120. A pair of grooves 254 is disposed on second 
casing portion 130 so that ?anges 252 can be received Within 
grooves 254 to thereby couple the ?rst and second casing 
portions. Preferably, the ?rst and second casing portions are 
coupled With a friction-?t engagement. Afriction-?t engage 
ment can be achieved using the groove and ?ange arrange 
ment depicted in FIG. 2. Other alternative con?gurations for 
a friction-?t engagement Would be readily apparent to one 
skilled in the art. 

[0067] FIG. 3 is an enlarged partial cross-section of one 
embodiment of chamber 210. In the embodiment shoWn in 
FIG. 3, chamber 210 does not contain a ring disposed on an 



US 2004/0011360 A1 

inner surface, and an inner diameter of chamber 210 is 
depicted as “X”. Such a con?guration may be referred to 
herein as a “straight” chamber con?guration. 

[0068] FIG. 4 is an enlarged partial cross-section of 
another embodiment of chamber 210. In the embodiment 
shoWn in FIG. 4, a ring 400 is circumferentially coupled to 
an inner surface of chamber 210. An inner diameter of ring 
400 is depicted as “Y”, and is less than inner diameter X of 
chamber 210. In the embodiment shoWn in FIG. 4, ring 400 
is disposed at approximately a midpoint of chamber 210. 
Such a con?guration may be referred to herein as a “loW” 
ring position or “loW” chamber con?guration. As shoWn in 
FIG. 4, in the loW ring position, ring 400 is disposed 
adjacent slits 218. The ring position is measured by the 
distance from the top of hemispheric region 222 to the 
bottom edge of ring 400. This distance is depicted as “Z”. 
The folloWing dimensions are provided as exemplary 
dimensions of a device of the present invention. It should be 
understood by one skilled in the art that the present invention 
is not limited to the dimensions provided herein, or to any 
particular dimensions. In one embodiment of the chamber 
210 shoWn in FIG. 4, diameter X is 0.47 in., diameter Y is 
0.38 in., and distance Z is 0.49 in. 

[0069] FIG. 6 is an enlarged partial cross-section of 
another embodiment of chamber 210. In the embodiment 
shoWn in FIG. 6, ring 400 is circumferentially coupled to an 
inner surface of chamber 210. An inner diameter of ring 400 
is depicted as “Y”, and is less than inner diameter X of 
chamber 210. In the embodiment shoWn in FIG. 6, ring 400 
is disposed adjacent the proximal end of chamber 210. Such 
a con?guration may be referred to herein as a “high” ring 
position or a “high” chamber con?guration. The ring posi 
tion is measured by the distance from the top of hemispheric 
region 222 to the bottom edge of ring 400. This distance is 
depicted as “Z”. The folloWing dimensions are provided as 
exemplary dimensions of a device of the present invention. 
It should be understood by one skilled in the art that the 
present invention is not limited to the dimensions provided 
herein, or to any particular dimensions. In one embodiment 
of the chamber 210 shoWn in FIG. 6, diameter X is 0.47 in., 
diameter Y is 0.38 in., and distance Z is 0.29 in. 

[0070] FIG. 5 is an enlarged partial cross-section of 
another embodiment of chamber 210. In the embodiment 
shoWn in FIG. 5, ring 400 is circumferentially coupled to an 
inner surface of chamber 210. An inner diameter of ring 400 
is depicted as “Y”, and is less than inner diameter X of 
chamber 210. In the embodiment shoWn in FIG. 5, ring 400 
is disposed betWeen the loW ring position of FIG. 4 and the 
high ring position of FIG. 6. Such a con?guration may be 
referred to herein as a “mid” ring position or “mid” chamber 
con?guration. The ring position is measured by the distance 
from the top of hemispheric region 222 to the bottom edge 
of ring 400. This distance is depicted as “Z”. The folloWing 
dimensions are provided as exemplary dimensions of a 
device of the present invention. It should be understood by 
one skilled in the art that the present invention is not limited 
to the dimensions provided herein, or to any particular 
dimensions. In one embodiment of the chamber 210 shoWn 
in FIG. 5, diameter X is 0.47 in., diameter Y is 0.38 in., and 
distance Z is 0.39 in. 

[0071] In one embodiment of the present invention, ring 
400 is integral With chamber 210. In such an embodiment, 
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ring 400 and chamber 210 are formed as a unit, such as 
through an injection molding, extrusion or a casting process. 
In another embodiment of the present invention, ring 400 is 
attached to the inner surface of chamber 210 in a manner 
knoWn to those skilled in the art, such as through the use of 
glue or other type of adhesive, or by using an attaching 
device such as a pin or screW, etc. Preferably, the casing of 
device 100 is made from a material that can be injection 
molded, such as a plastic material (preferably FDA 
approved, USP tested). As Would be readily apparent to one 
skilled in the art, the material is preferably durable, easy to 
clean, and non-reactive With poWder medicaments. 

[0072] An exploded cross-sectional vieW of an alternate 
embodiment of a device 1500 of the present invention is 
shoWn in FIG. 15. Device 1500 includes a ?rst or loWer 
casing portion 1540 and a second or upper casing portion 
1550 removably coupled to ?rst casing portion 1540. First 
and second casing portions 1540 and 1550 are coupled 
through the use of a ?ange 1552 and a groove 1554. 
Preferred materials for device 1500 include Food and Drug 
Administration (FDA) approved, USP tested plastics. Pref 
erably, device 1500 is manufactured using an injection 
molding process, the details of Which Would be readily 
apparent to one skilled in the art. 

[0073] Device 1500 includes an inhalation or emitter 
portion 1520. Inhalation portion 1520 comprises a hemi 
spheric region 1522 that de?nes a plurality of apertures 
1524. It should be understood that the present invention is 
not limited to a particular number of apertures 1524, and can 
be con?gured such that at least one aperture 1524 is pro 
vided. An inhalation piece 1526 is provided to alloW for 
inhalation of the medicament by a user. Inhalation piece 
1526 can be con?gured as a mouth piece for inhalation 
through a user’s mouth. Alternatively, inhalation piece 1526 
can be con?gured as a nose piece for inhalation through a 
user’s nose. 

[0074] Device 1500 includes a cylindrical chamber 1510 
that is de?ned by a straight Wall 1512 of circular cross 
section. A plurality of slits 1518 are de?ned by Wall 1512, 
and are con?gured for introducing air into chamber 1510 to 
disperse poWder released from, for example, capsule 219 as 
illustrated in FIG. 2. It should be understood that the present 
invention is not limited to a particular number of slits 1518, 
and can be con?gured such that at least one slit 1518 is 
provided. PoWder released from capsule 219 is dispersed in 
chamber 1510 and inhaled through apertures 1524 and 
inhalation piece 1526 by the user. 

[0075] As Would be readily apparent to one skilled in the 
art, device 1500 can be con?gured With means for punctur 
ing and means for biasing in a manner similar to that 
described above With respect to the embodiment shoWn in 
FIGS. 1 and 2. Means for puncturing are described in more 
detail beloW With respect to FIGS. 7A through 7D, 8, 9A, 
and 9B. Moreover, device 1500 can be con?gured With the 
chamber designs described above With respect to FIGS. 3-6. 

[0076] FIG. 10 is a bar graph illustrating emitted dose at 
How rates of 20 L/min (left bar), 40 L/min (center bar), and 
60 L/min (right bar) for a total volume of 2L for four 
dispersion chamber con?gurations (standard deviations 
shoWn; sample siZe n=3). The How rates Were measured With 
a How meter. The emitted dose measurement involved 
placing a capsule into four embodiments of the inhaler of the 














