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METHOD AND APPARATUS FOR 
ASYNCHRONOUS READ CONTROL 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates to memories. 

[0003] 2. Description of the Related Art 

[0004] Conventional communication systems include 
transmitters and receivers. In synchronous communication 
systems the transmitter and receiver are based on the same 
clock or timing information. Therefore, transmitted data is 
received With the proper timing constraints. In asynchronous 
communications the transmitter and receiver are based on 
different clocks. Therefore, the transmitter and receiver may 
have different time domains. As a result, there is a need to 
queue or resynchroniZe communicated data. The queuing or 
resynchroniZation of data is often accomplished With a 
memory. For eXample First-in, First-out (FIFO) memories 
are often used for this purpose. 

[0005] AFIFO memory is a memory that processes data in 
the order that the data is received by the memory. In other 
Words, data that is received ?rst, is processed ?rst. In a 
conventional FIFO memory data is Written into a memory 
space based on a ?rst clock and read out of the memory 
space based on a second clock. The Writing and reading may 
be synchroniZed (e.g. synchronous communications) or 
unsynchroniZed (e.g. asynchronous communications). 
[0006] An asynchronous FIFO memory includes a Write 
counter and a read counter. The Write counter is incremented 
each time information is Written into the memory space. The 
read counter is incremented each time that information is 
read out of the memory space. The Write counter and the 
read counter control a Write pointer and a read pointer, 
respectively. The Write pointer and the read pointer identify 
the location in the memory space that the data Will be Written 
to or read from. In an asynchronous FIFO, the Write counter 
and Write pointer are dependent on the transmitter time 
domain and the read counter and read pointer are dependent 
on the receiver time domain. 

[0007] In conventional communication systems, tech 
niques are implemented to ensure that the Write pointer and 
read pointer maintain a cooperative relationship. For 
eXample, it is important that the Write pointer does not point 
to a memory location that has not been read. It is equally 
important that the read pointer does not point to a memory 
location that has already been read from. In addition, there 
are a number of other scenarios that may develop if the Write 
pointer and the read pointer are not operating in a coordi 
nated manner. 

[0008] To maintain the cooperative relationship a number 
of techniques have been developed. For eXample, forced 
spacing betWeen the Write pointer and the read pointer may 
be implemented. This Would ensure that the tWo pointers are 
not Writing or reading in an uncoordinated manner. Different 
testing algorithms may be implemented to make sure that the 
spaces being Written into and the spaces being read from, are 
Written into and read from, at the right time. 

[0009] In addition, to complicate matters, conventional 
memories are made from memory storage elements such as 
?ip-?ops. Most memory storage elements take time to store 
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data. Typically, there is time before data storage, knoWn as 
the setup time and a time after the data storage, knoWn as the 
hold time. If there are changes in the data input to a storage 
device betWeen the setup and hold time, the data stored in 
the memory element is de?ned as unstable and as a result is 
unreliable. Therefore, in a FIFO memory, accommodations 
have to be made for the setup and hold times of the memory 
elements. The accommodations are typically made by estab 
lishing spacing betWeen the Write pointer and read pointer or 
by developing an algorithm, Which ensures the coordinated 
operation of the Write pointer and the read pointer. 

[0010] Approaches for ensuring the coordinated operation 
of the Write pointer and read pointer include methods that are 
implemented in the FIFO architecture and methods that are 
implemented in the communication systems. For eXample, 
in the FIFO architecture, one method for ensuring the 
coordinated operation of the Write pointer and the read 
pointer, involves comparing the tWo counters associated 
With the tWo pointers, to ensure that the tWo pointers are 
appropriately spaced relative to each other. HoWever, com 
paring tWo counters that are clocked asynchronously can 
lead to unreliable decoding if either or both counters change 
multiple bits simultaneously. Incrementing both counters 
according to a Gray counting sequence avoids this problem. 
In a Gray counting sequence only one bit in the Write or read 
counter Will change With each count. As a result, the problem 
of counters changing multiple bits simultaneously is 
avoided. 

[0011] A number of methods may be implemented in a 
communication system to maintain coordinated operation of 
the Write pointer and the read pointer. For eXample, spacing 
or symbols may be placed betWeen data packets When a 
transmitter sends packets. The spacing betWeen packets 
provides space betWeen the data packets arriving at a 
memory and as a result, the read pointer has an opportunity 
to advance so that there is no overlap betWeen the data that 
is Written into the memory and the data that is read out of the 
memory. In addition, special symbols may be placed Within 
the data stream. The symbols have the effect of increasing or 
decreasing the spacing betWeen pointers so that the pointers 
continue to Work in a coordinated manner. 

[0012] Although some of these methods and techniques 
are applicable to individual communications links, a number 
of the neWer communication systems include several com 
munications links, each communicating information in par 
allel. In many of the neWer communication systems, data is 
communicated by striping the data across each link and 
consolidating the data in a receiver. 

[0013] Thus there is a need to coordinate the reading and 
Writing of data from a memory, When reading is done on one 
time domain and Writing is done on a second, different time 
domain. There is a need for coordination techniques that 
enable multiple links to synchroniZe data in a receiver. 

SUMMARY OF THE INVENTION 

[0014] The present invention is directed to a method of 
operating a FIFO memory. As information is received in a 
receiver, data is Written into the memory based on a trans 
mitter clock. Information is then stored in the memory and 
read from the memory based on a receiver clock. Pointers 
are used to designate the location in the memory that the 
information should be Written to and read from. In the 
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method of the present invention, a bit array is stored in a 
register array. Each bit in the bit array corresponds to a 
memory location in the memory. Bits are set in the register 
array and denote Whether the memory location correspond 
ing to the bit, has valid information that can be read or is 
available to store information. 

[0015] In one embodiment of the present invention, mul 
tiple paths are established betWeen a transmitter and 
receiver. Data is simultaneously transmitted on each path. 
Furthermore, each path has a FIFO associated With the path 
and each FIFO has a register array associated With the FIFO. 
Each FIFO operates independently to receive and store data 
communicated on the path, Which corresponds to the FIFO. 
Data is then read from the FIFO’s in a coordinated manner. 

[0016] A system comprises a memory including a ?rst 
memory location, the memory storing data in the ?rst 
memory location; a register array coupled to the memory, 
the register array including a second memory location 
associated With the ?rst memory location, the register array 
storing bit information in the second memory location, the 
bit information designating Whether the ?rst memory loca 
tion is storing data that is available for reading; and a read 
control unit coupled to the memory and coupled to the 
register array, the read control unit controlling reading of the 
data from the ?rst memory location in response to testing the 
bit information stored in the second memory location. 

[0017] A method of operating a memory comprises the 
steps of Writing data in the memory in response to receiving 
the data, the memory storing the data; setting a bit in a 
register array in response to storing the data in the memory; 
and determining Whether to read the data stored in the 
memory based on the bit stored in the register array. 

[0018] A method of synchroniZing data comprises the 
steps of Writing data in a memory With a ?rst clock, the 
memory storing the data; setting a bit array in response to the 
memory storing the data; generating test information by 
testing the bit array; and reading the data out of the memory 
With a second clock, in response to the test information, 
Wherein the second clock is different from the ?rst clock. 

[0019] A method of asynchronous readout comprises the 
steps of storing data in a memory; setting a bit array in 
response to storing the data in the memory; testing the bit 
array; and determining Whether to read the data in response 
to testing the bit array. 

[0020] A method of synchroniZing data comprises the 
steps of de?ning a memory space, the memory space includ 
ing a memory location; de?ning an array, the array including 
a bit location corresponding to the memory location; point 
ing to the memory location With a Write pointer; storing data 
in the memory location in response to pointing to the 
memory location; setting the bit location corresponding to 
the memory location in response to storing the data in the 
memory location; pointing to the memory location, With a 
read pointer; testing the bit location corresponding to the 
memory location in response to pointing to the memory 
location With a read pointer; and determining Whether to 
read the data out of the memory location in response to 
testing the bit location corresponding to the memory loca 
tion. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0021] FIG. 1 is a sWitch implementation of the present 
invention. 
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[0022] 
FIG. 1. 

[0023] 
FIG. 2. 

[0024] FIG. 4 is a How chart implementing the method of 
the present invention. 

FIG. 2 is an internal vieW of a link layer shoWn in 

FIG. 3 is an internal vieW of the memory shoWn in 

DESCRIPTION OF THE INVENTION 

[0025] While the present invention is described herein 
With reference to illustrative embodiments for particular 
applications, it should be understood that the invention is not 
limited thereto. Those having ordinary skill in the art and 
access to the teachings provided herein Will recogniZe 
additional modi?cations, applications, and embodiments 
Within the scope thereof and additional ?elds in Which the 
present invention Would be of signi?cant utility. 

[0026] A method and apparatus is presented, Which may 
be implemented in a communication system including one 
link or multiple links. Anumber of communication protocols 
have developed to facilitate transmission of information 
across disparate devices. Although the method and apparatus 
may be discussed With respect to several sample protocols, 
it should be appreciated that the methodology may be 
applied to any communication system With a transmitter and 
receiver. Further it should be appreciated that the method 
and apparatus may be applied to any system that includes a 
memory such as a communication or computing system that 
includes a FIFO memory. 

[0027] A communications architecture including a trans 
mitter and receiver may include an architecture Where the 
transmitter and receiver are directly connected or an archi 
tecture Where the transmitter and receiver communicate 
across a netWork. Further, a communication architecture 
may include a system Where the transmitter and receiver are 
collocated in the same unit With the transmitter residing on 
one interface of the unit and the receiver residing on another 
interface in the unit. As such, communication betWeen the 
tWo interfaces may be accomplished through a sWitching 
netWork or across the backplane in the unit. Lastly, a 
communication architecture may include a system Where 
both the transmitter and receiver are located on the same 
interface and communicate information across a bus imple 
mented in the interface. 

[0028] In one embodiment of the present invention, the 
method and apparatus may be implemented With a protocol 
that is compliant With the Open System Interconnection 
model (OSI); such as communication systems that are 
compliant With the In?niband architecture (IBA). The OSI 
model de?nes a number of communications layers such as 
an end-user layer, a session layer, a transport layer, a 
netWork layer and a physical layer. Each layer de?nes 
system functionality. Communication and computer equip 
ment manufacturers may develop technology that is com 
pliant With the OSI architecture so that their products Will 
netWork With products developed by other manufacturers. It 
should be appreciated that the teachings of the present 
invention is applicable to any communication or computer 
equipment that is compliant With the OSI architecture. 

[0029] The IBA facilitates the connection of multiple 
independent processor platforms. The IBA de?nes a com 
munication and management infrastructure, Which supports 
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both input and output as Well as inter-process communica 
tion between computer and communication systems. The 
devices in the IBA are classi?ed as sWitches, routers, chan 
nel adapters, repeaters, links that interconnect sWitches, 
routers, repeaters, and channel adapters. 

[0030] The IBA is one of many communications related 
protocols that is compliant With the open systems intercon 
nection architecture. These architectures including the IBA 
include upper-level services, Which include end-user or 
consumer functionality and loWer level services With include 
transport layer functionality, netWork layer functionality, 
link layer functionality and physical layer functionality. 
Upper-level services are performed in end-user devices and 
loWer-level services such as the transport layer, netWork 
layer and physically layer services, may be implemented in 
netWork communications devices. 

[0031] In the IBA architecture links interconnect channel 
adapters, sWitches, and repeaters to form a fabric. Channel 
adapters are the IBA devices that are located in processor 
nodes and consume packets. SWitches receive packets and 
pass them along to a destination address identi?ed in the 
packets. Routers route packets through the netWork by 
receiving packets, replacing the packets headers and then 
forWarding the packets to the neXt destination in the com 
munications path. 

[0032] Many communication systems and protocols alloW 
for the communication of data on several simultaneous paths 
at the same time. As a result, data may be byte striped across 
these communications paths. The present invention may be 
implemented With communications systems that include a 
single channel (e.g. link) or With communications systems 
that include multiple channels (e.g. links). 

[0033] The IBA architecture provides for three alterna 
tives depending of Whether the communications link is 
implemented electrically or optically. For example, the IBA 
architecture de?nes a 1X path, a 4X path and a 12X path. In 
the 1X path implemented With electrical technology, tWo 
differential pairs of Wires are used, 2 per direction for a total 
of 4 Wires. In the optical implementation 1 transmit path and 
one receive path is implemented for a total of 2 ?bers. In the 
4X path implemented With electrical technology, eight dif 
ferential pairs of Wires are used, four per direction, for a total 
of 16 Wires. In the optical implementation, four transmit 
?bers and four receive ?bers are used for a total of eight 
?bers. In the 12X path implemented With electrical technol 
ogy, 24 differential pairs of Wires are used, 12 per direction, 
for a total of 48 Wires. In the optical implementation 12 
transmit ?bers and 12 receive ?bers are used for a total of 24 
?bers. While the foregoing con?gurations detail speci?c 
embodiments of the present invention, in an IBA architec 
ture it should be appreciated that the method and apparatus 
may be implemented in an IBA architecture con?gured With 
single or multiple paths, other than the foregoing con?gu 
rations. Further, it should be appreciated that the method and 
apparatus of the present invention may be implemented in 
any communications architecture including multiple paths. 

[0034] In a communication system implemented in accor 
dance With the teachings of the present invention a serial 
bit-stream may be used to communicate betWeen a trans 
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mitter and receiver. The serial bit-stream may be commu 
nicated across one communication path or striped across 
multiple communications paths. For eXample, in the IBA a 
serial bit-stream may be communicated across a transmitter 
receiver pair con?gured in a 1X con?guration, a 4X con 
?guration or a 12X con?guration. 

[0035] Several paths may be established betWeen a trans 
mitter and receiver and data may be striped across the 
individual paths. When data is striped across a path Whether 
it is IBA compliant or non-IBA compliant, each byte is 
communicated on each individual path and then the collec 
tive byte’s are recombined in a receiver. For eXample byte 
1 Would be placed on path 1, byte 2 Would be communicated 
on path 2, byte three Would be communicated on path 3 and 
byte four Would be communicated on path 4. 

[0036] The data that is received on a single communica 
tion link or striped across the various communications paths 
is subsequently stored in a memory in the receiver. The 
receiver memory is typically a FIFO receiver memory. The 
receiver memory receives and Writes the data into the FIFO 
memory With the clock of the transmitting device and reads 
the data out of the FIFO memory With the clock of the 
receiving device. As a result, there are tWo time domains, a 
transmitting device time domain and a receiving device time 
domain. The FIFO implemented in accordance With the 
teachings of the present invention compensates for any 
differences in the tWo time domains. 

[0037] In an elastic FIFO, data is Written into the memory 
using a transmitter clock and data is read from the memory 
using a receiver clock. The data may be Written into the 
memory at one rate and the data may be read from the 
memory at a second, different rate. The Writing and reading 
of data in an elastic FIFO is dynamic and continuous. In 
addition, as a result, pointers associated With the Writing and 
the reading of the elastic FIFO may adjust dynamically. 

[0038] One method of compensating for the difference in 
time domains is by creating inter-gap spacing in the serial 
bit-stream. The inter-gap spacing facilitates the spacing 
betWeen pointers (e.g. Write pointer and read pointer), Which 
point to memory locations Where information Will be stored 
and pointers Which point to memory locations from Which 
information Will be read. In the IBA architecture the inter 
connected gaps are implemented using skip ordered sets. 
Skip ordered sets include a control symbol knoWn as the skip 
symbol or skip character. The skip symbol is transmitted in 
the data stream and read by the receiver. As a result, spacing 
may be increased betWeen the read and Write pointers, 
decreased betWeen the read and Write pointers, maintained 
betWeen the read and Write pointers or adjusted and dynami 
cally changed. For eXample, When the FIFO receives the 
skip character the FIFO may alloW the Write counter to 
continue to increase. Since the Write pointer advances With 
each increment of the Write counter, the Write pointer Will 
sequentially advance to different locations in the memory, 
While the read pointer is static. The advancement of the Write 
pointer, While the read pointer remains static, results in 
spacing betWeen the Write pointer and the read pointer. It 
should be appreciated that While pointer spacing is discussed 
With respect to skip ordered sets, any symbols or pointer 



US 2004/0015666 A1 

management technique may be used and still remain Within 
the scope of the present invention. 

[0039] In one embodiment of the present invention, a 
Write pointer points to a location in a memory space Where 
information may be Written. The memory then stores the 
information. The read pointer, points to a memory location 
from Which information may be read. Both the Write pointer 
and the read pointer move sequentially through the memory 
space, pointing to locations that should be Written to and 
read from. The Write pointer moves based on a transmitter 
clock and the read pointer moves based on a receiver clock. 
The Write pointer is controlled by a Write control unit and the 
read pointer is controlled by a read control unit. The Write 
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If a logical 1 identi?es valid data, the read control unit Would 
test bit three to determine if bit three is a logical 1. If bit three 
is a logical 1 then, the data stored in the memory corre 
sponding to bit three, is valid and reading for reading. If bit 
three is a logical 0, then the data stored in the memory 
corresponding to bit three, is invalid data and may not be 
read. As a result, the read control unit Would Wait and test 
again later. 

[0043] The tables given beloW illustrate the method of the 
present invention in tabular form. Table 1 given beloW 
provides a conceptual vieW of a FIFO. The ?rst roW of 
information in Table 1 is used to represent memory locations 
numbered (1) through (16) in a FIFO memory. 

TABLEI 

MemoryLocation 1 2 3 4 5 6 7 8 9 1O 11 12 13 14 15 16 

Data UUUUUUUUUUUUUUUU 
Validbit OOOOOOOOOOOOOOOO 
Read Pointer R 
Write Pointer W 

control unit operates based on the transmitter clock and the 
read control unit operates based on the receiver clock. 

[0040] The Write control unit and the read control unit 
communicate With a register array (e.g. valid bit array). The 
register array includes a memory location that corresponds 
to each memory location in the memory space. A bit array 
is stored in the register array. Each bit (e.g. ?ag) in the bit 
array corresponds to a memory location in the memory 
space. As a result, setting a bit (e.g. ?ag) in the bit array 
communicates information about the status of the data stored 
in the memory space. 

[0041] During operation, the Write control unit communi 
cates Write pointer location information (eg the location in 
the memory that the Write pointer is pointing to) to the 
register array storing the bit array (e.g. referred to as the 
valid bit array). As a result, the bit locations in the bit array 
may be set to re?ect Whether a memory location has data, 
Which is available for reading. Typically the bit correspond 
ing to the memory location Will be set after the data is stored 
in the memory location and is valid. For eXample, the 
corresponding bit, in the bit array, may be set after the data 
has exceeded the set up and hold time for the memory, Where 
set up and hold time is a time period required to ensure that 
the memory is storing stable data. 

[0042] In addition, the register array storing the bit array 
communicates information (eg the bit array) to the read 
control unit. As a result, the read control unit is able to 
control the reading of data from the memory and the 
advancement of the read pointer. The read control unit tests 
the value of a bit in the bit array, and determines Whether the 
data in the memory location corresponding to the bit is valid 
and ready for reading. For example, if the bit array is 16 bits 
long, the read control unit may test bit three to determine if 
the data stored in the memory location corresponding to bit 
three, is valid and ready for reading. To test bit three the read 
control unit Would determine Which logical state identi?es 
valid data. For eXample, a logical 1 may identify valid data. 

[0044] The memory locations correspond to a FIFO that is 
16 memory locations deep. The second roW represents a data 
roW and is shoWn beloW the roW for the memory locations. 
The data roW corresponds to the data that is stored in the 
associated memory location. For eXample, the “U” symbol 
corresponds to unde?ned data. A valid bit roW is shoWn 
beloW the data roW. The valid bit roW corresponds to a 16-bit 
register array that stores a valid bit ?ag. The valid bit ?ag 
represents Whether the data stored in the memory location is 
valid or not. RoWs are also provided for the read pointer and 
the Write pointer. In the Table, the memory location, the data, 
the valid bit, the read pointer and the Write pointer in a 
column are associated With each other. In addition, the 
combination of roWs and columns provide a tabular repre 
sentation of the operation of a FIFO, such as an elastic FIFO. 

[0045] As shoWn in Table 1, the placement of the “R” and 
the “W” in the same column as memory location (1), 
represents that the read and the Write pointers are currently 
pointing at memory location In addition, the “U” placed 
in the columns associated With memory locations (1) 
through (16) denotes that the data in memory locations (1) 
through (16) is unde?ned. Data may be unde?ned because 
the memory is Within the set up and hold time, because the 
FIFO is resetting just after a system reset or for another 
reason. In Table I the valid bit ?ag for each memory location 
is set to a logical 0. The valid bit ?ag is set to a logical 0 right 
after reset because no information has been Written into the 
memory. It should be appreciated, that While the convention 
presented in the current discussion, starts With the valid bit 
?ag set at logical 0; as Will become apparent from the 
discussion beloW, the valid bit ?ag may be set at logical 1 
and still remain Within the teachings of the present inven 
tion. 

[0046] In Table 2 given beloW, the Write pointer has 
advanced tWo memory locations and is positioned at 
memory location As the Write pointer advances to 
memory location (3) data is Written and stored in memory 
location (1), memory location (2) and memory location 
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TABLE II 
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Memory Location 1 2 3 4 5 6 7 8 9 1O 11 12 13 14 15 16 

Data A B C U U U U U U 
Validbit 1 1 1 O O O O O O O O 0 
Read Pointer R 
Write Pointer W 

O 
UUUUUUU 

O O O 

[0047] As the data is Written and stored in the various 
memory locations, the valid bit is changed from a logical 0 
to a logical 1 as shoWn in the valid bit roW. Therefore When 
the Write pointer points to memory location (1) and data 
shoWn as “A” is stored in memory location (1), the corre 
sponding valid bit ?ag Which is stored in a valid bit register 
array is changed to a logical 1. When the Write pointer points 
at memory location (2) and data denoted as “B” is stored in 
memory location (2) the valid bit associated With memory 
location (2) is changed from a logical 0 to a logical 1. Lastly 
When the Write pointer points at memory location (3) and the 
data denoted as “C” is stored in memory location (3) the 
valid bit ?ag associated With memory location (3) is changed 
from a logical 0 to a logical 1. 

[0048] It should be noted that since the Write pointer has 
only reached memory location (3), the data in memory 
locations (4) through (16) still remain unde?ned, because 
the Write pointer has not reached those locations at this stage 
in the process. In addition the valid bit ?ags for memory 
locations (4) through (16) still have a value of logical 0, 
since the Write pointer has not Written information into those 
memory locations and the memory has not stored neW 
information that is available for reading. 

[0049] The method of the present invention continues With 
Table III given beloW. 

changed from logical 0 to logical 1 as the Write pointer has 
advanced to that memory location and information is stored 

in the memory location. In addition the read pointer has 
advanced to memory location (13). Information is read from 
the FIFO memory as the read pointer advances. Therefore 

data in memory locations (1) through (13) have been read 
from the FIFO memory. It should be noted that in the method 
and apparatus of the present invention a distance of at least 
tWo memory locations should be maintained between the 
read pointer and the Write pointer. As shoWn in Table III, the 
read pointer is at memory location 13, memory locations 
(14) and (15) provide spacing; and the Write pointer is 
located at memory location (16). 

[0051] In the method associated With the present inven 
tion, the Write pointer Wraps around and points at memory 
location (1) after it has reached the maximum depth of the 
memory. Therefore in the FIFO memory presented in Table 
III, as the data comes in from the communications link, the 
Write pointer Writes information into 16 memory locations 
and then Wraps around to memory location 

[0052] In Table IV, the Write pointer has already Wrapped 
around and is positioned at memory location 

13 14 15 16 

TABLE III 

Memory Location 1 2 3 4 5 6 7 8 9 1O 11 12 

Data A B C D E A D B E E F A 
Valid bit 1 1 1 1 1 1 1 1 1 1 1 1 
Read Pointer 
Write Pointer 

BCDE 
1111 
R 

W 

TABLE IV 

Memory Location 1 2 3 4 5 6 7 8 9 1O 11 12 13 14 15 16 

Data X X X D E A D B E E F A B C D E 
Valid bit 0 O O 1 1 1 1 1 1 1 1 1 1 1 1 1 
Read Pointer R 
Write Pointer W 

[0050] In Table III the Write pointer has sequentially 
advanced to memory location (16) and information has been 
Written into and stored in each of the memory locations in 
the FIFO as the Write pointer has advanced. Each of the valid 
bits associated With memory locations (1) through (16) have 

[0053] The Write pointer has Written neW data into 
memory locations (1), (2), (3) and is positioned to Write 
information into memory location In addition it should 
be noted that since the Write pointer has Wrapped around, 
each memory location that has stored neW data, has been 
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changed as shown by data denoted as “X” in memory 
location (1), data denoted as “X” in memory location (2) and 
data denoted as “X” in memory location Achange in the 
valid bit is also shoWn in memory location (1), memory 
location (2), and memory location The valid bit asso 
ciated With memory location (1), memory location (2), and 
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memory location (16), the read pointer Will Wrap around to 
memory location (1) on the neXt clock cycle and begin to 
read data in memory location 

[0057] In Table V given beloW, both the Write pointer and 
the read pointer have noW Wrapped around and are sequen 
tially moving through the FIFO. 

TABLE V 

Memory Location 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 

Data 

Valid bit 

Read Pointer 

Write Pointer 

XXXYYZ 

000000 

ZQQFABCDE 

000111111 WON 

memory location (3), functions as a ?ag and designates that 
these memory locations have been Written into and have neW 
data Which has been stored and is available for reading. 

[0054] Memory locations (4) through (16) shoW valid bits 
as logical 1. In the method of the present invention, When 
information is Written, stored in the memory and available 
for reading, the valid bit ?ag is changed. Therefore, on a 
second pass through the FIFO memory the valid bit ?ag 
Would be changed from the previous value to a neW value. 
For eXample, since the valid bit ?ag Was previously changed 
from logical 0 to logical 1 on the ?rst pass through the FIFO, 
during the second pass through the FIFO, the valid bit ?ag 
Will be changed from a logical 1 to a logical 0. As a result, 
since Table IV shoWs the Write pointer sequentially making 
a second pass through the FIFO, memory locations (1) 
through (3) have valid bits denoted as 0 and memory 
locations (4) through (16) have valid bits denoted as 1. 

[0055] At this point in the process the Write pointer has 
sequentially made an initial pass through the FIFO memory 
and is on the second pass through the FIFO memory. The 
Write pointer has pointed to locations (1) through (3) and the 
FIFO has stored data denoted as “X” in memory locations 
(1), (2) and Since the data has been Written and stored 
in memory locations (1), (2) and (3) the valid bit ?ags 
associated With these memory locations have been changed 
from logical 1 to a logical 0. 

[0056] In Table IV, the read pointer has moved sequen 
tially through memory locations (1) to (16) and is noW 
positioned and located at memory location (16). Therefore, 
memory locations (1) to (15) in the FIFO have already been 
read from, on the ?rst pass through the FIFO and the read 
pointer Will point to memory location (16) on the neXt clock 
cycle. It should be noted that in one embodiment of the 
present invention, the valid bit ?ag changes When the Write 
pointer points to the memory location, information is stored 
in the memory location, and the set up and hold time for the 
memory has elapsed. HoWever, changing the valid bit ?ag 
on the reading of the data is also Within the scope of the 
presenting invention. Since the FIFO has a depth of 16 
memory locations and the read pointer is positioned at 

[0058] As shoWn in Table V, the Write pointer has noW 
moved to memory location (10). As the Write pointer moves 
through the FIFO, each of the valid bits are changed from a 
logical 1 to a logical 0. As shoWn in Table V, the Write 
pointer has only reached memory location (10), as a result, 
memory locations (11) through (16) still have a valid bit of 
logical 1, Which Was stored in the valid bit register array 
from the last pass of the Write pointer through the FIFO. The 
Write pointer Will continue to increase sequentially through 
the memory locations and as the Write pointer points to 
memory locations and information is stored in the neW 

memory locations, the valid bit ?ag Will be changed from a 
logical 1 to a logical 0. 

[0059] During the current pass of the Write and read 
pointers through the FIFO, the valid data is designated by a 
valid bit ?ag that is set to a logical 0. As the read pointer 
arrives at a neW memory location, for eXample memory 
location (7), the FIFO logic computes that the data stored in 
memory location (7) is valid data before the valid bit ?ag is 
set to logical 0. In Table V, the Write pointer points to 
memory location (10) and information has already been 
Written and correctly stored in memory location (10). This is 
denoted by the fact that the valid bit ?ag associated With 
memory location (10) has already been reset to logical 0 
from its previous state of logical 1. It should be noted once 
again that the Write pointer and the read pointer are spaced 
tWo memory locations apart. For eXample the read pointer is 
at memory location (7) and the Write pointer is at memory 
location (10). Memory locations (8) and (9), provide a tWo 
memory location spacing. It should also be appreciated that 
a spacing of more than tWo memory locations or less than 

tWo memory locations or in the alternative and algorithm 
that varies the distance betWeen pointers Would still remain 
Within the scope of the present invention. 

[0060] In Table VI the Write pointer has reached the edge 
of the FIFO and the read pointer is noW positioned tWo 
memory locations before the Write pointer and three memory 
locations before the end of the FIFO. 
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TABLE VI 

Memory Location 1 2 3 4 5 6 7 8 9 1O 11 12 13 14 15 16 

Data X X X Y Y Y Z Z Z Q Q Q X X X Y 
Valid bit 0 O O O O O O O O O O O O O O 0 
Read Pointer R 
Write Pointer W 

[0061] For example, the Write pointer is positioned at 
memory location (16), data denoted as “Y” is stored in 
memory location (16) and the valid bit ?ag associated With 
memory location (1) has changed from a logical 1 to a 
logical 0. The read pointer is positioned at memory location 
13. Data denoted as “X” is stored in memory location (13). 

[0062] As stated earlier, spacing of tWo memory locations 
is provided between the Write pointer and the read pointer. 
It should be noted that since the Write pointer has reached the 
end of the FIFO memory the Write pointer is going to Wrap 
around and point at memory location (16). In addition at 
some time after the Write pointer has Wrapped around, the 
read pointer Will also Wrap around and point at memory 
location Since the Write pointer has reached the end of 
the FIFO memory each valid bit ?ag has been set to a logical 
0. Therefore on the next pass through the FIFO memory, a 
change from a logical 0 to a logical 1 Will denote that data 
is ready for reading. When the read pointer Wraps around, 
the logic associated With the method of the present invention 
Will look for a valid bit that has a logical value of 1 before 
the data associated With the valid bit ?ag is read from 
memory. 

[0063] In Table VII given beloW, both the Write pointer 
and the read pointer have Wrapped around. Therefore both 
pointers are going to make another pass through the FIFO 
memory. 

already been stored as shoWn by the valid bit ?ag associated 
With each of these memory locations. Since the Write pointer 
has not reached memory locations (5) through (16) it should 
be noted that each of these memory locations still has a valid 
bit ?ag set to logical 0. Consistent With the method and 
apparatus of the present invention the Write pointer and the 
read pointer have a spacing of tWo memory locations. 

[0065] The method and apparatus of the present invention 
may be implemented in a number of communications 
devices and interfaces that are compliant With a number of 
OSI compliant protocols. For example, in FIG. 1 the method 
and apparatus of the present invention is implemented in an 
IBA compliant sWitch. The sWitch includes both transmit 
ting functions and receiving functions. In FIG. 1 a physical 
layer block 102 is shoWn. The physical layer block 102 
provides physical layer processing and management such as 
media control and signaling. For example, in the present 
embodiment, each physical layer block 102, may be con 
?gured for 1X, 4X or 12X communications as shoWn by 
104. In the 1X con?guration, one communications path is 
established from transmitter to receiver. In a 4X or 12X 
con?guration, multiple communications paths are estab 
lished from transmitter to receiver. In addition, data is 
striped across the communications paths and consolidated in 
the receiver. 

TABLE VII 

MemoryLocation 1 2 3 4 5 6 7 8 9 1O 11 12 13 14 15 16 

Data BEEFYYZZZQQQXXXY 
Validbit 1111000000000000 
Read Pointer R 
Write Pointer W 

[0064] The neW pass through the FIFO memory Will 
include the Write pointer pointing to each memory location 
in sequence, data being stored in those memory locations 
and then the valid bit ?ag associated With each of the 
memory locations being set. The read pointer Will then 
sequentially advance to each of the memory locations testing 
the valid bit ?ag associated With each of the memory 
locations. Based on the state of the valid bit ?ag, a deter 
mination Will be made of Whether the data in the memory 
location can be read or not. For example on the current pass 
through the FIFO memory, data denoted as “B” is stored in 
memory location (1), data denoted as “E” is stored in 
memory location (2), data denoted as “E” is stored in 
memory location (3) and data denoted as “F” is stored in 
memory location Since the valid bit ?ag associated With 
memory locations (1), (2), (3) and (4) have already been set 
to logical 1, the data in each of these memory locations has 

[0066] The physical layer block 102 interfaces With a link 
layer 106. The link layer 106 in conjunction With the 
physical layer 104 includes most of the logic and function 
ality of the present invention (eg a FIFO memory and 
associated logic). The link layer 106 connects to a crossbar 
sWitch 108, Which sWitches incoming and outgoing traf?c. 
The crossbar sWitch 108 is managed by a management block 
112, Which performs management functions and system test. 
An arbiter 110 is connected to the crossbar sWitch 108. The 
Arbiter 110 grants and denies access across the crossbar 108. 

[0067] An internal vieW of portions of the link layer 106 
of FIG. 1 and the physical layer 102 of FIG. 1, is shoWn in 
FIG. 2. In FIG. 2, an incoming serial bit-stream is shoWn as 
200. A de-serialiZer 202 takes the incoming serial bit-stream 
200 and turns it into a parallel bit-stream 204. The parallel 
bit-stream 204 is communicated from the de-serialiZer 202 
to a block memory 210. The parallel bit-stream 204 and a 
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clock signal 206 are input into individual FIFO memories 
212. The individual FIFO memories 212 are each associated 
With an individual communication path such as the 1X 
con?guration in an IBA architecture. The block memory 
210, Which houses individual FIFOs 212, supports four 
communications paths 204. In one embodiment of the 
present invention, logical control of the individual FIFO’s 
212, may be implemented With a state machine shoWn as 
214. Logical control of the system operating in 4X mode 
may be implemented With a state machine shoWn as 215. 

[0068] An incoming clock signal 206 is also recovered 
from the incoming serial bit-stream 200. The individual 
FIFO memories 212 receive the incoming data and incoming 
clock and resynchroniZe the data according to a receiver 
system clock. The receiver system clock signal is input into 
the individual FIFOs as shoWn by 218. ResynchroniZed data 
is then produced as shoWn by 216 and processed Within the 
sWitch. 

[0069] An internal vieW of a portion of an individual FIFO 
buffer 212 of FIG. 2 is shoWn in FIG. 3. In FIG. 3 a data 
storage unit is shoWn as 318. Write control units and read 
control units are shoWn as 304 and 334 respectively. Avalid 
bit register array is shoWn as 308. Lastly, synchroniZation 
units are shoWn as 324 and 326. 

[0070] During the operation of the FIFO buffer shoWn in 
FIG. 3, data 300 from a de-serialiZer enters the memory. The 
data 300 is input into a data storage unit shoWn as 318 and 
into a Write control unit 304. Data is stored in the data 
storage unit 318. The data storage unit 318 is controlled by 
a transmitter clock shoWn as 322. The data 300 is also 
analyZed by the Write control unit 304. The Write control unit 
304 controls the Write control pointer. The Write control unit 
304 analyZes the data 302 to determine hoW to control the 
Write pointers. For example, in one embodiment of the 
present invention, the Write control unit 304 starts to 
advance the Write control pointer When special symbols are 
received on data input 302. In addition, the Write control unit 
is controlled by the transmitter clock 310. Information on the 
memory location that the Write pointer is pointing to is 
communicated to the valid bit array 308, as shoWn by 306. 
As such the valid bit array 308 is able to track the movement 
of the Write pointer as it advances sequentially through the 
data storage unit 318. The valid bit array 308 is under control 
of the transmitter clock as shoWn by 316. 

[0071] The Write control unit 304 distributes Write pointer 
information to the data storage unit (eg 318) as shoWn by 
315, to the valid bit array (eg 308) as shoWn by 314 and to 
the synchroniZation unit (eg 324) as shoWn by 312. Once 
all 16 bits are synchroniZed the valid bit array 308 outputs 
all 16 bits to synchroniZation unit 326, as shoWn by 320. 

[0072] The read control unit 334 operates based on the 
receiver clock as shoWn by 340. The read control unit 334 
provides read pointer information 330 to the data storage 
unit 318 and to the synchroniZation unit 326. The read 
control unit 334 receives data output information 332 from 
the data storage unit 318. In addition, the read control unit 
334 receives synchroniZed Write pointer information 328 
from the synchroniZation unit 324. The read control unit 334 
outputs synchroniZed data 338. 

[0073] FIG. 4 displays a How chart implementing the 
method of the present invention. As information is stored 
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and retrieved from the FIFO buffer the steps of FIG. 4 are 
performed. At item 400, right after a reset of a receiver 
system, such as the sWitch of FIG. 1, the read and Write 
pointers are located at the ?rst memory location of the FIFO 
and the current valid read ?ag is set to logic 1 and the current 
Write ?ag is set to logic 1. The valid read/Write ?ag is a ?ag 
that denotes a memory location Where valid information 
may be Written to or read from. 

[0074] At step 402, the Write and read pointers are moving 
through the FIFO memory. The current valid read ?ag is set 
to a logical 1 and the current valid Write ?ag is set to a 
logical 1. Both pointers are advancing sequentially through 
the FIFO memory. The Write pointer points to a memory 
location and data is then stored in the memory location. 
When the read pointer points at a memory location, a test is 
made of the ?ag associated With the memory. If the ?ag is 
a logical 1, the data in the memory location is valid and may 
be read. 

[0075] At step 404, both the Write and read pointers are 
moving sequentially through the FIFO memory. At step 404, 
the Write pointer has reached the end of the FIFO and is 
about to Wrap around to the beginning of the FIFO. The 
current valid read ?ag is set to a logical 1, the current valid 
Write ?ag is set to a logical 1 and the neXt valid Write ?ag 
is set to a logical 0. 

[0076] At step 406, the Write pointer has Wrapped around 
and the read pointer is still on its ?rst pass through the FIFO. 
The read pointer at this step, has reached the end of the 
FIFO. With the read pointer at the end of the FIFO, the 
current valid read ?ag is set to a logical 1 and the neXt valid 
read ?ag is set at a logical 0. The Write pointer is advancing 
through the FIFO for the second time so the current valid 
Write ?ag is a logical 0. 

[0077] At step 408, both the read and Write pointers have 
Wrapped around in the FIFO memory. The current valid read 
?ag is logical 0. The current valid Write ?ag is logical 0. 
Both pointers are noW advancing sequentially on their 
second pass through the FIFO. 

[0078] At step 410, the Write pointer is about to Wrap 
around for the second time and the read pointer is advancing 
through the FIFO memory. The current read ?ag is set at a 
logical 0. The current Write ?ag is set at logical 0 and the 
neXt Write ?ag is set at logical 1. 

[0079] At step 412, the Write and the read pointers have 
both Wrapped around for the second time and continue to 
advance through the FIFO memory. The current valid read 
?ag is set to logical 1 and the current logic Write ?ag is set 
to logical 1. 

[0080] Thus, the present invention has been described 
herein With reference to a particular embodiment for a 
particular application. Those having ordinary skill in the art 
and access to the present teachings Will recogniZe additional 
modi?cations, applications and embodiments Within the 
scope thereof. 

[0081] It is therefore intended by the appended claims to 
cover any and all such applications, modi?cations and 
embodiments Within the scope of the present invention. 
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What is claimed is: 
1. A system comprising: 

a memory including a ?rst memory location, the memory 
storing data in the ?rst memory location; 

a register array coupled to the memory, the register array 
including a second memory location associated With 
the ?rst memory location, the register array storing bit 
information in the second memory location, the bit 
information designating Whether the ?rst memory loca 
tion is storing data that is available for reading; and 

a read control unit coupled to the memory and coupled to 
the register array, the read control unit controlling 
reading of the data from the ?rst memory location in 
response to testing the bit information stored in the 
second memory location. 

2. A system as set forth in claim 1, Wherein 

the memory further includes a third memory location, the 
memory storing data in the third memory location; 

the register array further includes a fourth memory loca 
tion associated With the third memory location, the 
register array storing bit information in the fourth 
memory location in response to storing data in the third 
memory location, the bit information designating 
Whether the third memory location is storing data 
Which is available for reading; and 

the read control unit controlling reading of the third 
memory location in response to testing the bit infor 
mation stored in the fourth memory location. 

3. A method of operating a memory comprising the steps 
of: 

Writing data in the memory in response to receiving the 
data, the memory storing the data; 

setting a bit in a register array in response to storing the 
data in the memory; and 

determining Whether to read the data stored in the 
memory based on the bit stored in the register array. 

4. A system comprising: 

means for Writing data in a memory means in response to 
receiving the data, the memory means storing the data; 

means for setting a bit in a register array means in 
response to storing the data in the memory means; and 

means for determining Whether to read the data stored in 
the memory means based on the bit stored in the 
register array means. 

5. A method of synchroniZing data comprising the steps 
of: 

Writing data in a memory With a ?rst clock, the memory 
storing the data; 

setting a bit array in response to the memory storing the 
data; 

generating test information by testing the bit array; and 

reading the data out of the memory With a second clock, 
in response to the test information, Wherein the second 
clock is different from the ?rst clock. 
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6. An apparatus for synchroniZing data comprising: 

means for Writing data in a memory means, the memory 
means storing the data; 

means for setting a bit array in response to the memory 
means storing the data; 

means for generating test information by testing the bit 
array; and 

means for reading the data out of the memory means, in 
response to the test information. 

7. A method of asynchronous readout comprising the 
steps of: 

storing data in a memory; 

setting a bit array in response to storing the data in the 
memory; 

testing the bit array; and 

determining Whether to read the data in response to testing 
the bit array. 

8. An apparatus for asynchronous readout comprising: 

means for storing data in a memory means; 

means for setting a bit array means in response to storing 
the data in the memory means; 

means for testing the bit array means; and 

means for determining Whether to read the data in 
response to testing the bit array means. 

9. A method of synchroniZing data comprising the steps 
of: 

de?ning a memory space, the memory space including a 
memory location; 

de?ning an array, the array including a bit location 
corresponding to the memory location; 

pointing to the memory location With a Write pointer; 

storing data in the memory location in response to point 
ing to the memory location; 

setting the bit location corresponding to the memory 
location in response to storing the data in the memory 
location; 

pointing to the memory location, With a read pointer; 

testing the bit location corresponding to the memory 
location in response to pointing to the memory location 
With a read pointer; and 

determining Whether to read the data out of the memory 
location in response to testing the bit location corre 
sponding to the memory location. 

10. An apparatus for synchroniZing data comprising: 

means for de?ning a memory space, the memory space 
including a memory location; 

means for de?ning an array, the array including a bit 
location corresponding to the memory location; 

means for pointing to the memory location With a Write 
pointer; 
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means for storing data in the memory location in response 
to pointing to the memory location; 

means for setting the bit location corresponding to the 
memory location in response to storing the data in the 
memory location; 

means for pointing to the memory location, With a read 
pointer; 

10 
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means for testing the bit location corresponding to the 
memory location in response to pointing to the memory 
location With a read pointer; and 

means for determining Whether to read the data out of the 
memory location in response to testing the bit location 
corresponding to the memory location. 

* * * * * 


