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(57) ABSTRACT 

A vehicle bumper system includes a beam, and an energy 
absorber With top and bottom horizontal sections and a 
mid-horizontal section. The horizontal sections form top and 
bottom nose portions that are semi-rigid but initially col 
lapsible With a parallelogram motion that shifts the top and 
bottom portions vertically up (or doWn) upon impact. Hori 
zontal impact forces are converted in part to vertical forces 
during an initial stroke of a frontal impact, “catching” an 
impacted human being. Then during a further continuing 
impact stroke, the top and bottom horizontal sections pro 
vide a “throwing” action. End sections of the energy 
absorber extend around ends of a bumper beam, forming a 
collapsible corner that, during impact, initially absorbs 
energy at a low rate to “catch” a person, and then develops 
increasing lateral forces that “throW” the person during a 
continuing impact stroke. 
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BUMPER FOR REDUCING PEDESTRIAN INJURY 

BACKGROUND 

[0001] The present invention relates to bumpers for pas 
senger vehicles designed to reduce pedestrian injury upon 
impact, and more particularly relates to a bumper having an 
energy absorber optimiZed to provide a relatively soft initial 
impact and a “throwing” force after initial impact to a 
pedestrian struck by the bumper. 

[0002] Automotive bumper systems in the United States 
have been designed for resistance to damage at loW and high 
vehicle speeds and for high-energy absorption at high 
impact speeds. Recently, pedestrian safety has begun to 
receive increasing attention. HoWever, design of bumpers 
for pedestrian safety is complicated by several con?icting 
functional requirements. Obviously, the human body cannot 
Withstand high-energy impacts nor sharp impacts Without 
substantial damage to muscle and bone tissue. HoWever, it 
is difficult to reduce the magnitude and rate of energy 
transfer from a bumper to a pedestrian upon impact, espe 
cially immediate transfer of energy from a “sharp” impact, 
because vehicle bumpers are usually limited to a relatively 
short stroke by components behind the bumper, such as a 
radiator and other engine components, and also limited by 
other front-end components and supporting structure. This is 
especially true of smaller and more compact vehicles. Fur 
ther, the bumpers must be made of strong materials in order 
to maintain their shape and appearance over time, and to 
provide their primary function of being a “bumper” for the 
vehicle to push aWay items and to prevent damage to the 
vehicle. The problems are further complicated by aerody 
namic designs, Where corners of the bumper system are 
sWept and curved back into the vehicle fenders, Which 
further limits bumpers strokes and the bumper’s ability to 
collapse or ?eX. Also, the problem is compounded by the 
fact that bumpers are at knee-height, such that pedestrian 
related vehicular accidents often involve trauma to the 
pedestrian’s knees. Joints and eXposed bones are particularly 
prone to injury upon impact. 

[0003] Accordingly, a bumper system is desired solving 
the aforementioned problems and having the aforemen 
tioned advantages. 

SUMMARY OF THE PRESENT INVENTION 

[0004] In one aspect of the present invention, a bumper 
system for a vehicle includes a beam adapted for attachment 
to a vehicle, and an energy absorber engaging a face of the 
beam. The energy absorber has a top horiZontal section 
de?ned by a top Wall and an upper-mid Wall connected by 
an upper-front Wall, and also has a bottom horiZontal section 
de?ned by a bottom Wall and a loWer-mid Wall connected by 
a loWer-front Wall, and still further has a middle horiZontal 
section de?ned by a mid-front Wall connecting the upper 
mid Wall and the loWer-mid Wall. The top and bottom 
horiZontal sections include top and bottom front nose por 
tions that eXtend forWard of the mid-front Wall and that 
de?ne a horiZontal channel therebetWeen in front of the 
mid-front Wall. The front nose portions are con?gured to 
provide a ?rst level of energy absorption during an initial 
impact stroke that collapses one or both of the front nose 
portions, With the top, middle, and bottom horiZontal sec 
tions providing a higher second level of energy absorption 
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during a continuing impact stroke that collapses the energy 
absorber against the face of the beam. A fascia covers the 
energy absorber and the beam. By this arrangement, during 
an initial front impact stroke, the top and bottom front nose 
portions provide a relatively loW-energy absorption that 
“catches” an impacted object such as a knee of a human 
being, and then during a further continuing impact stroke, 
the top, middle, and bottom horiZontal sections crush to 
provide an increased energy absorption. 

[0005] In another aspect of the present invention, a 
bumper system for a vehicle includes a beam adapted for 
attachment to a vehicle and having a longitudinal curvature 
that, When vieWed from above in a vehicle-mounted posi 
tion, is shaped to match an aerodynamic curvilinear shape of 
a front of the vehicle. The bumper system further includes an 
energy absorber engaging a face of the beam. The energy 
absorber has a top horiZontal section de?ned by a top Wall 
and an upper-mid Wall connected by an upper-front Wall, and 
has a bottom horiZontal section de?ned by a bottom Wall and 
a loWer-mid Wall connected by a loWer-front Wall, such that 
the top and bottom horiZontal sections including top and 
bottom front nose portions that eXtend forWardly. The top 
and bottom nose portions each are semi-rigid but are col 
lapsible With a parallelogram motion that shifts one or both 
of the top and bottom front Walls vertically, such that 
horiZontal impact forces are converted at least in part to a 
vertical force upon receiving a horiZontal frontal impact 
during an initial stroke of the frontal impact. By this 
arrangement, during a ?rst part of the frontal impact, the top 
and bottom front nose portions provide a relatively loW 
energy absorption that “catches” an impacted object such as 
a knee of a human being, and then during a further continu 
ing impact stroke, the top and bottom horiZontal sections 
crush to provide an increased energy absorption. 

[0006] In yet another aspect of the present invention, a 
bumper system for a vehicle includes a beam adapted for 
attachment to a vehicle and having a curvilinear longitudinal 
shape When vieWed from above in a vehicle-mounted posi 
tion, the beam including mounts positioned at ends of the 
beam. An energy absorber engages a face of the beam. The 
energy absorber has a middle section engaging the face and 
further has end sections that eXtend outWardly from the 
middle section and at least partially around the associated 
ends of the beam. The end sections each have an enlarged 
free end portion and a transition portion connecting the free 
end portion to an end of the middle section. Each of the 
transition portions of the end sections of the energy absorber, 
during a ?rst part of a bumper stroke caused by a corner 
impact, are constructed to provide a relatively loW-energy 
absorption and further are con?gured to torsionally crush so 
that the enlarged free end portion sWings rearWard and 
“catches” an impacted object such as a knee of a human 
being, and then during a further continuing part of the 
bumper stroke, the transition portion provides increased 
energy absorption and counteractive forces such that the free 
end portion pushes the impacted object aWay both due to 
lateral resistive forces developed in the energy absorber non 
parallel a line of impact and also due to sliding of the 
impacted object along an inclined surface of the free end 
portion. 

[0007] In still another aspect of the present invention, a 
method comprises steps of constructing a bumper system 
including a stiff beam, and an energy absorber on a face of 



US 2004/0021329 Al 

the beam. The energy absorber has top, middle, and bottom 
sections, With the top and bottom sections de?ning nose 
portions that extend forward of the middle section. The nose 
sections de?ne a space therebetWeen in front of the middle 
section, the top and bottom nose sections being constructed 
to de?ect With a parallelogram motion upon impact and that 
shift at least one of the nose portions vertically With a 
parallelogram motion in response to an impact directed 
horiZontally against a front of the bumper system, Whereby 
energy directed against a knee of an impacted person is 
converted into a throWing force that directs the person in a 
direction generally perpendicular to the line of impact and 
aWay from the vehicle bumper system. 

[0008] The objects of the present invention include pro 
viding a bumper system adapted to initially “catch” a person 
during an initial phase of impact, With less energy and forces 
being transmitted to the person and/or the forces being 
transmitted at a sloWer rate during the initial phase, and 
hence less injury being likely. The objects further include 
re-orienting the impact forces transmitted to the person from 
a line parallel the direction of impact to a direction upWard 
or doWnWard (in the case of a front impact) or laterally (in 
the case of a corner impact). By these actions, the impacted 
person is initially “caught” and then “throWn” in a direction 
aWay from the line of impact, thus reducing injury and also 
reducing damage to the vehicle bumper system. 

[0009] These and other aspects, objects, and features of 
the present invention Will be understood and appreciated by 
those skilled in the art upon studying the folloWing speci 
?cation, claims, and appended draWings. 

BRIEF DESCRIPTION OF DRAWINGS 

[0010] FIG. 1 is a side elevational vieW of a bumper 
system on a vehicle embodying the present invention; 

[0011] FIG. 2 is a perspective vieW of the bumper system 
shoWn in FIG. 1; 

[0012] FIGS. 3-5 are enlarged vieWs of the bumper system 
shoWn in FIG. 1, FIG. 3 shoWing the bumper system before 
a frontal impact against a person’s knee and leg, FIG. 4 
shoWing the bumper system during an initial part of the 
frontal impact against the knee and leg, and FIG. 5 shoWing 
the bumper system during a continuing part of the frontal 
impact; 
[0013] FIG. 6 is a plan vieW of the bumper system shoWn 
in FIG. 1, including a phantom line shoWing an initial 
collapse/de?ection of the nose portions of the energy 
absorber, a dashed line shoWing secondary crushing of the 
energy absorber, and a dash-dot-dash line shoWing defor 
mation of the bumper beam to a straightened condition, 
FIG. 6 also shoWing a dotted line depicting the result of 
using the present energy absorber With a highly rigidi?ed 
beam that does not collapse nor substantially deform; 

[0014] FIG. 7 is a force-de?ection curve shoWing energy 
absorption during an impact against the bumper system of 
FIG. 1; and 

[0015] FIGS. 8-10 are schematic plan vieWs of a corner 
impact sequence, FIG. 8 shoWing the corner of the bumper 
system immediately prior to corner impact, FIG. 9 shoWing 
the corner during an initial part of the corner impact, and 
FIG. 10 shoWing the corner during the continuing part of the 
corner impact. 
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DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

[0016] A vehicle bumper system 20 (FIGS. 1-2) includes 
a beam 21, and an energy absorber 22 With top and bottom 
horiZontal sections 23, 24, and a middle horiZontal section 
25. The top and bottom horiZontal sections 23-24 form top 
and bottom nose portions 26 and 27 that are semi-rigid but 
collapsible With a parallelogram motion that shifts the top 
and bottom portions 26 and 27 vertically up (or doWn) upon 
impact. As a result, horiZontal impact forces 30 are con 
verted in part to vertical forces 31 during an initial stroke of 
a frontal impact (FIG. 4), in effect “catching” the knee 29‘ 
(FIG. 4) of a human 29 during a collision. Upon a continu 
ing impact stroke (FIG. 5), the top and bottom horiZontal 
sections 23-24 provide a “throWing” action, as shoWn by 
increasing forces 31 and 31‘. During the continuing impact 
stroke, the horiZontal sections 23-25 also crush and provide 
increased energy absorption, as shoWn by FIG. 5. The 
combination of these forces 31 and 31‘“throW” the impacted 
human 29 upWard in a direction off the bumper beam 21. A 
majority of the force 31 is upWard due to a majority of the 
person’s Weight being above the person’s knees. HoWever, 
it is noted that there is a component of doWnWard vertical 
forces 31‘, as shoWn in FIG. 5. 

[0017] A length of the energy-absorbing stroke of the 
bumper system 20 (FIG. 6) is eXtended by use of the beam 
21, Which has a shalloW cross section that takes up less space 
due to its small depth. Speci?cally, the beam 21 has a 
height-to-depth ratio of at least about 3:1, and more prefer 
ably of at least about 4:1 or greater, such that the beam 21 
?eXes and deforms more readily than many eXisting bumper 
beams. A shalloWness of the beam reduces the amount of 
space taken up by the beam 21 in front of the radiator of the 
vehicle, and also the combination of the energy absorber 22 
and the dynamics of the energy absorption upon impact and 
crush cause the beam 21 to ?eX to “catch” a person With a 
hammock-like action, thus providing reduced injury to 
pedestrians upon impact. Further, due to the increased 
stroke, the energy absorption is not decreased an unaccept 
able amount for many vehicles. It is noted that, although the 
beam 21 can be bent With a “hammock-like action”, the 
beam 21 has considerable strength, such that it ?eXes and 
deforms only upon substantial impact and forces being 
generated. Further, these functional characteristics can be 
varied by design of the bumper system 20, as discussed 
beloW. 

[0018] The energy absorber 22 also has end sections 34 
(FIG. 8) that eXtend around ends of the bumper beam 21, 
forming a collapsible corner that, during impact, initially 
absorbs energy at a relatively loW rate from forces of impact 
30 such that it basically “catches” an impacted person. 
During the initial impact stroke (FIG. 9), the end section 34 
also torsionally collapses in direction 36 as it absorbs energy 
along the lines 37, With a rear portion 38 of the energy 
absorber 22 slidingly engaging a side of the mount 39. 
During the continuing impact stroke (FIG. 10), the energy 
absorber 22 develops increasing lateral forces that “throW” 
the person in a direction 39‘ sideWays aWay from the vehicle 
during the continuing impact stroke. 

[0019] The illustrated beam 21 (FIG. 3) is a roll-formed 
channel, and includes a transverse cross section de?ning a 
back-and-forth snake-like shape. It is contemplated that 
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other channels can be used, such as extruded or stamped 
channels, or molded channels, and further that different 
cross-sectional shapes can be used Without departing from a 
scope of the present invention. The present cross section 
includes a center Wall 40; opposing transverse ?anges 41, 42 
that eXtend forWardly from each edge and de?ne a channel 
43; top and bottom Walls 44, 45 that eXtend upWardly and 
doWnWardly from ?anges 41, 42, respectively; and top and 
bottom edge ?anges 46, 47 that eXtend rearWardly from top 
and bottom Walls 44, 45, respectively. The front face of 
beam 21 de?nes a shape adapted to mateably engage a rear 
surface of the energy absorber 22, With the channel 43 
engaging a ridge 63 on the energy absorber 22 to provide an 
“anchor” for preventing the energy absorber 22 from sliding 
up over the beam 21 (or doWn under the energy absorber 22) 
during a front impact. Apertures or detents 48 are formed in 
the top and bottom edge ?anges 46, 47, for receiving 
protruding hooks 49 on the energy absorber 22 to tempo 
rarily hold the energy absorber 22 on the beam 21 during 
subassembly. In assembly, a fascia 50 is positioned on the 
bumper system 20, either before or during assembly of the 
bumper system 20 to a vehicle. 

[0020] The top horiZontal section 23 of the energy 
absorber 22 (FIG. 3) includes a top Wall 52 and an upper 
mid Wall 53 connected by an upper-front Wall 54. The 
bottom horiZontal section 24 includes a bottom Wall 55 and 
a loWer-mid Wall 56 connected by a loWer-front Wall 57. The 
mid-horiZontal section 25 includes a mid-front Wall 58 that 
connects the upper-mid Wall 53 and the loWer-mid Wall 56. 
The mid-front Wall 58 is recessed rearWardly from the front 
Walls 54 and 57 about an inch-and-a-half or tWo inches, such 
that the top and bottom nose sections 26 and 27 protrude 
forWardly of the mid-front Wall 58. Further, the half of front 
Walls 54 and 57 that are closest to Wall 58 are angled 
inWardly to form an enlarged “mouth” or entrance to the 
channel 58‘, as described beloW. Further, the mid-front Wall 
58 has rectangular apertures formed therein. Vertical/fore/aft 
reinforcing Walls 59 eXtend transversely betWeen the Walls 
52, 53, 55, 56 at edges of the apertures and form boX-like 
sections With Walls 52, 53, 55, 56 that act to stabiliZe the 
Walls relative to each other. The Walls 52-59 can be con 
tinuous to form a solid grid of honeycomb shapes, or can be 
discontinuous and/or include apertures. By making these 
variations, different impact strengths and energy absorbing 
characteristics can be achieved in the energy absorber 22. 
Also, material composition and Wall thicknesses can be 
varied to provide different energy absorbing characteristics. 

[0021] When the energy absorber 22 is in a vehicle 
mounted position, the Walls 52, 53, 55, 56 eXtend generally 
in a horiZontal plane and from side to side of the vehicle. The 
Walls 52, 53, 55, 56 as illustrated eXtend in a fore/aft 
direction and are Wave shaped or corrugated for increased 
impact strength, but it is contemplated that other shapes for 
the Walls are possible. The front Walls 54 and 57 eXtend 
generally vertically and are coplanar and parallel, With the 
exception that they include angled portions that lead into 
channel 58‘, and further, they are curved When vieWed from 
above to match an aerodynamic front shape of the vehicle. 
The mid-front Wall 58 Wall extends generally parallel to the 
front Walls 54 and 57, but is spaced rearWardly about an 
inch-and-a-half or tWo inches. By this arrangement, it con 
nects the top and bottom nose portions 26 and 27 to stabiliZe 
the nose portions 26 and 27, but so that the nose portions 26 
and 27 are able to ?eX independently With a parallelogram 
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motion (compare FIGS. 3-5). The illustrated mid-front Wall 
58 has rectangular apertures 60 formed therein that are 
periodically located along the mid-front Wall 58. The aper 
tures 60 are bounded by Walls 53 and 55 on their top and 
bottom, and are bounded by vertical Walls 59 on their side 
edges, such that Walls 53, 55, and 59 form boX-shaped 
sections around each aperture 60. A rear Wall 61 is formed 
along a rear of the energy absorber 22. The rear Wall 61 
along With a rear half inch of the Walls 53, 54, 55, 56 forms 
the ridge 63 that mateably engages the channel 43 on the 
beam 21. The rear Wall 61 is aligned With each of the 
apertures 60, so that the molding die for making the energy 
absorber 22 can be made Without pulls and cams and Without 
moving die parts for making blind surfaces. 

[0022] The top and bottom front nose portions 26 and 27 
eXtend forWard of the mid-front Wall 57 and de?ne a 
horiZontal channel 58‘ therebetWeen in front of the mid-front 
Wall 57. The front nose portions 26 and 27 are con?gured to 
provide a ?rst level of energy absorption during an initial 
impact stroke that collapses one or both of the front nose 
portions 26 and 27 With a parallelogram-like motion. (Com 
pare FIGS. 3-4). Notably, the parallelogram-like motion 
provides some energy absorption due to the crumpling effect 
of the parallelogram motion on the reinforcing Walls 59 and 
also due to the bending forces absorbed by Walls 53, 54, 56, 
and 57. HoWever, a focus of the forces is in the parallelo 
gram action of the nose portions 26 and 27 in combination 
With a columnar strength of the Walls 53, 54, 56, 57, Which 
results in a signi?cant percentage of the horiZontal forces of 
initial impact being converted into vertical forces 31. Ini 
tially, a pedestrian’s knee 29‘ enters the channel 58‘ and 
strikes nose portions 26 and 27, causing them to de?ect 
vertically (FIG. 4). As the impact stroke continues (FIG. 5), 
the top, mid and bottom horiZontal sections 23-25 provide a 
higher second level of energy absorption as the energy 
absorber 22 crushes and collapses against the face of the 
beam 21. 

[0023] FIGS. 6-7 illustrate a second Way in Which the 
present bumper system provides reduced injury to pedestri 
ans. In the present bumper system 20 (FIG. 6), the impact 
results in sequential de?ection distances 70, 71, 72, and 73. 
Upon impact, the nose portions 26 and 27 of the energy 
absorber 22 initially bend With a parallelogram-type motion, 
Which results in de?ection of a front face of the bumper 
system a rearWard distance 70. As the impact continues, the 
energy absorber 22 is crushed against a face of the beam 21 
an additional distance 71. As the impact continues, the beam 
21 is deformed an additional distance 72 toWard a straight 
ened condition betWeen the vehicle mounts 39. The last 
distance 73 represents a distance of de?ection as the mounts 
39 telescopingly crush/collapse, and as the bumper beam 21 
and energy absorber 22 are driven rearWardly toWard the 
vehicle radiator 75. The distances 70-73 are represented on 
the graph of FIG. 7 by line segments 76-79, With energy 
absorption being represented by the area under the curve 
formed by the line segments 76-79. It is noted that the 
energy absorber 22 can be used on a tubular rigid beam 21‘ 
that does not tend to bend, but in such event, the bumper 
system Would take up a dimension 74 and also Would only 
collapse a total of distances 70, 71, and 73‘ (since the beam 
21‘ Would not bend straight). 

[0024] As noted above, the energy absorber 22 is adapted 
for corner impact by incorporating of the end sections 34 
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(FIG. 8) that extend around ends of the bumper beam 21. 
The end sections 34 form a collapsible corner that, during 
impact, initially absorbs energy at a relatively loW rate from 
forces of corner impact 35 such that it basically “catches” a 
knee of an impacted person. During the initial impact stroke 
(FIG. 9), the end section(s) 34 also torsionally collapse in 
direction 36 as it absorbs energy along the lines 37, With a 
rear portion 38 of the energy absorber 22 slidingly engaging 
a side of the mount 39. During the continuing impact stroke 
(FIG. 10), the energy absorber 22 develops increasing 
lateral forces in direction 39‘ that “throW” the person side 
Ways aWay from the vehicle during the continuing impact 
stroke. 

[0025] More speci?cally, the end section 34 of the energy 
absorber 22 includes an enlarged free end portion 75 and a 
transition portion 76 connecting the free end portion 75 to an 
end of the middle or center section 77 of the energy absorber 
22. The transition portion 76 includes a trapeZoidally shaped 
rearWardly-extending portion 78 that extends rearWardly to 
a location adjacent an outer side of the mount 39. A 
honeycomb-shaped box section 79 is located outWard of the 
trapeZoidally shaped portion 78, and includes a ?rst side 
connected to the trapeZoidally shaped portion 78, and a 
second side connected to the free end portion 75. 

[0026] During an initial phase of an impact, impact forces 
from the impacting body 80 are directed along a line of 
force, such as line of force 35, into the end section 34. The 
forces are transmitted along lines 37 and 82 through the 
honeycomb-shaped box section 79, and along line 83 in the 
trapeZoidally shaped portion 78. The trapeZoidally shaped 
portion 78 engages a side of the mount 39, and slides 
rearWardly along the mount 39 in direction 83 as the crash 
progresses. During a further part of the initial phase of 
impact (FIG. 8), the trapeZoidally shaped portion 78 and the 
honeycomb-shaped box section 79 compress in a manner 
causing the free end portion 75 to rotate rearWardly along the 
line 36. As this occurs, the honeycomb-shaped box section 
79 compresses in a direction 82. Also, the forces associated 
With the impacting body 80 begin to lessen in the direction 
of impact (see the shortened arroW 35‘) and the forces are 
redirected along the line 39‘ as the end section 34 resists the 
corner impact. As the impact continues (FIG. 10), the free 
end section 75 bends further in direction 36. HoWever, the 
honeycomb-shaped box section 79 rebounds in a direction 
39‘, adding to the redirected forces 39“ and still further 
reducing the forces 35“ of the impacting body 80 against the 
end section 34. A result is that the impacting body 80 is 
“throWn” aWay from the vehicle by increasing redirected 
forces 39‘ and 39“. 

[0027] To summariZe, each of the transition portions 76 
initially provide a relatively loW-energy absorption and 
further are torsionally crushed so that the enlarged free end 
portion 75 sWings rearWard and “catches” an impacted 
object such as a human being. The transition portions 76 
then react during a further continuing part of the bumper 
stroke, such that the transition portions 76 provide increased 
energy absorption and counteractive forces such that the free 
end portion pushes the impacted object aWay both due to 
lateral resistive forces developed in the energy absorber non 
parallel a line of impact and also due to sliding of the 
impacted object along an inclined surface of the free end 
portion. 
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[0028] It is to be understood that variations and modi? 
cations can be made on the aforementioned structure Without 
departing from the concepts of the present invention, and 
further it is to be understood that such concepts are intended 
to be covered by the folloWing claims unless these claims by 
their language expressly state otherWise. 

I claim: 
1. A bumper system for a vehicle comprising: 

a beam adapted for attachment to a vehicle; 

an energy absorber engaging a face of the beam; the 
energy absorber having a top horiZontal section de?ned 
by a top Wall and an upper-mid Wall connected by an 
upper-front Wall, and having a bottom horiZontal sec 
tion de?ned by a bottom Wall and a loWer-mid Wall 
connected by a loWer-front Wall, and further having a 
middle horiZontal section de?ned by a mid-front Wall 
connecting the upper-mid Wall and the loWer-mid Wall 
connecting the top and bottom horiZontal sections 
including top and bottom front nose portions that 
extend forWard of the mid-front Wall and that de?ne a 
horiZontal channel therebetWeen in front of the mid 
front Wall; 

the front nose portions being con?gured to provide a ?rst 
level of energy absorption during an initial impact 
stroke that collapses one or both of the front nose 
portions, and the top, middle, and bottom horiZontal 
sections providing a higher second level of energy 
absorption during a continuing impact stroke that col 
lapses the energy absorber against the face of the beam; 
and 

a fascia covering the energy absorber and the beam; 

Whereby, during an initial front impact stroke, the top and 
bottom front nose portions provide a relatively loW 
energy absorption that “catches” an impacted object 
such as a knee of a human being, and then during a 
further continuing impact stroke, the top, middle, and 
bottom horiZontal sections crush to provide an 
increased energy absorption. 

2. The bumper system de?ned in claim 1, Wherein the top 
and bottom Walls de?ne Wavy and undulating surfaces. 

3. The bumper system de?ned in claim 1, Wherein the 
beam comprises an open channel having a height-to-depth 
ratio of at least 3:1. 

4. The bumper system de?ned in claim 1, Wherein the 
beam is rollformed. 

5. The bumper system de?ned in claim 1, Wherein the 
beam face de?nes a longitudinal forWardly-facing recess, 
and Wherein the energy absorber includes a rearWardly 
extending protruding ridge that extends into the forWardly 
facing recess. 

6. The bumper system de?ned in claim 5, Wherein the 
middle horiZontal section of the energy absorber includes 
the rearWardly-extending protruding ridge. 

7. The bumper system de?ned in claim 1, Wherein the top 
and bottom nose portions are semi-rigid but collapsible With 
a parallelogram motion that shifts one or both of the top and 
bottom front Walls vertically, such that horiZontal impact 
forces are converted at least in part to a vertical force upon 
receiving a horiZontal frontal impact. 
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8. The bumper system de?ned in claim 7, Wherein the top 
nose portion collapses With a parallelogram motion that 
shifts the upper-front Wall upWard during an impact. 

9. A bumper system for a vehicle comprising: 

a beam adapted for attachment to a vehicle and having a 
longitudinal curvature that, When vieWed from above in 
a vehicle-mounted position, is shaped to match an 
aerodynamic curvilinear shape of a front of the vehicle; 

an energy absorber engaging a face of the beam; the 
energy absorber having a top horiZontal section de?ned 
by a top Wall and an upper-mid Wall connected by an 
upper-front Wall, and having a bottom horiZontal sec 
tion de?ned by a bottom Wall and a loWer-mid Wall 
connected by a loWer-front Wall, the top and bottom 
horiZontal sections including top and bottom front nose 
portions that eXtend forWardly; 

the top and bottom nose portions each being semi-rigid 
but collapsible With a parallelogram motion that shifts 
one or both of the top and bottom front Walls vertically, 
such that horiZontal impact forces are converted at least 
in part to a vertical force upon receiving a horiZontal 
frontal impact during an initial stroke of the frontal 
impact; and 

Whereby, during a ?rst part of the frontal impact, the top 
and bottom front nose portions provide a relatively 
loW-energy absorption that “catches” an impacted 
object such as a knee of a human being, and then during 
a further continuing impact stroke, the top and bottom 
horiZontal sections crush to provide an increased 
energy absorption. 

10. The bumper system de?ned in claim 9, Wherein the 
top and bottom Walls are Wavy. 

11. The bumper system de?ned in claim 9, Wherein the 
beam comprises an open channel having a height-to-depth 
ratio of at least 3:1. 

12. The bumper system de?ned in claim 9, Wherein the 
beam is rollformed. 

13. The bumper system de?ned in claim 9, Wherein the 
beam face includes a longitudinal forWardly-facing recess, 
and the energy absorber includes a rearWardly-eXtending 
protruding ridge that extends into the forWardly-facing 
recess. 

14. The bumper system de?ned in claim 13, Wherein the 
mid-horiZontal section of the energy absorber includes the 
rearWardly-eXtending protruding ridge. 

15. A bumper system for a vehicle comprising: 

a beam adapted for attachment to a vehicle and having a 
curvilinear longitudinal shape When vieWed from 
above in a vehicle-mounted position, the beam includ 
ing mounts positioned at ends of the beam; 

an energy absorber engaging a face of the beam; the 
energy absorber having a middle section engaging the 
face and further having end sections that eXtend out 
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Wardly from the middle section and at least partially 
around the associated ends of the beam, the end sec 
tions each having an enlarged free end portion and a 
transition portion connecting the free end portion to an 
end of the middle section; and 

each of the transition portions of the end sections of the 
energy absorber, during a ?rst part of a bumper stroke 
caused by a corner impact, being constructed to provide 
a relatively loW-energy absorption and further being 
torsionally crushed so that the enlarged free end portion 
sWings rearWard and “catches” an impacted object such 
as a knee of a human being, and then during a further 
continuing part of the bumper stroke, the transition 
portion providing increased energy absorption and 
counteractive forces such that the free end portion 
pushes the impacted object aWay both due to lateral 
resistive forces developed in the energy absorber non 
parallel a line of impact and also due to sliding of the 
impacted object along an inclined surface of the free 
end portion. 

16. The bumper system de?ned in claim 15, Wherein the 
beam includes vehicle mounts, and the transition section 
includes a rear Wall that engages and slides on a side of one 
of the mounts during an impact. 

17. The bumper system de?ned in claim 15, Wherein the 
free end portion includes a boX-shaped middle section that 
compresses during the ?rst part of the bumper stroke, and 
that decompresses during the continuing part of the bumper 
stroke. 

18. The bumper system de?ned in claim 15, Wherein the 
beam comprises an open channel. 

19. The bumper system de?ned in claim 15, Wherein the 
energy absorber includes a honeycomb-shaped middle sec 
tion that engages the face of the beam. 

20. A method comprising steps of: 

constructing a bumper system including a stiff beam, and 
an energy absorber on a face of the beam, the energy 
absorber having top, middle, and bottom sections, With 
the top and bottom sections de?ning nose portions that 
eXtend forWard of the middle section, the nose sections 
de?ning a space therebetWeen in front of the middle 
section, the top and bottom nose sections being con 
structed to de?ect With a parallelogram motion upon 
impact; and 

shifting at least one of the nose portions vertically With a 
parallelogram motion in response to an impact directed 
horiZontally against a front of the bumper system, 
Whereby energy directed against a knee of an impacted 
person is converted into a throWing force that directs 
the person in a direction generally perpendicular to the 
line of impact and aWay from the vehicle bumper 
system. 


