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(57) ABSTRACT 

In response to a read command received by a system 
interface unit for accessing a plurality of blocks of data 
stored in said non-volatile semiconductor memory, a con 
troller carries out selective read operations of blocks of data 
to tWo memories from the non-volatile semiconductor 
memory. The controller also carries out parallel operations 
of data transferring a ?rst block of data, Which has already 
been subjected to error detection and error correction opera 
tions by an error correction unit, from one of the tWo 
memories to a host system via said system interface unit and 
of data transferring of a second block of data to be subjected 
to the error detection and error correction operation, from 
said non-volatile semiconductor memory to the other of the 
tWo memories. 
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SEMICONDUCTOR MEMORY DEVICE HAVING 
FAULTY CELLS 

TECHNICAL FIELD 

[0001] The present invention relates in general to a semi 
conductor memory device in Which an electrically reload 
able nonvolatile semiconductor memory is used as a storage 
medium, and more particularly to a semiconductor memory 
device employing a semiconductor memory Which includes 
partially faulty cells and Which becomes faulty if the reload 
able operation is carried out at frequent intervals. 

BACKGROUND ART 

[0002] An electrically reloadable nonvolatile memory has 
more advantageous features as a memory device of an 
information apparatus in terms of the loW poWer consump 
tion, the resistance against the vibrational shock, the high 
speed operation and the like as compared With other devices 
such as a magnetic memory device and an optical disc 
device. On the other hand, hoWever, since the manufacturing 
process thereof is complicated and in addition thereto, the 
operations Which are in principle irreversible against semi 
conductor are repeatedly carried out, there arises a problem 
that occurrence of faulty portions and degradation in use 
thereof are remarkable. As a result, the manufacturing yield 
thereof is poor, the cost required therefor is eXpensive and 
reliability in operation thereof becomes a problem. 

[0003] In order to solve the above-mentioned problems, 
the technique has been developed such that the faulty 
portions of the memory are previously registrated so as not 
to be used, and the number of times of use of the data blocks 
is recorded and then if this number of times is increased, 
then the region of interest is replaced With another region to 
suppress the increase in the number of times of use thereof, 
thereby increasing the life of the semiconductor memory 
device. This technique is disclosed in JP-A- 6-124596 for 
eXample. 
[0004] According to this disclosed technique, there is 
provided a memory for storing therein an address conversion 
table shoWing the comparison betWeen the logical addresses 
and the physical addresses, i.e., the correspondence betWeen 
the logical address speci?ed by a host and the corresponding 
physical address on the memory. As a result, the physical 
address of the faulty region is registered in the address 
conversion table so as to shoW that it is faulty so that the 
logical address speci?ed by the host is not assigned thereto, 
thereby preventing the faulty portion from being used. 

[0005] In addition, the number of times of erasing is 
administrated. That is, if the number of times of erasing has 
reached a ?xed value, then the data of the region of interest 
is replaced With the data of another region and at the same 
time, the address values on the address conversion table are 
reloaded to register again the data relating to the correspon 
dence betWeen the logical addresses and the physical 
addresses so that the proper correspondence therebetWeen 
can be obtained. All of the logical address values in use are 
registered in the above-mentioned address conversion table. 
Then, the high speed volatile memory such as a DRAM or 
an SRAM is used as the storage-medium for the address 
conversion table. 

[0006] The reason of employing the high speed volatile 
memory is that the address conversion can be carried out at 
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a high speed; When the replacement of the address of interest 
With another address occurs, the registration can be partially 
reloaded at a high speed; the mass storage of the data can be 
realiZed by utiliZing the relatively inexpensive memory; and 
so forth. 

[0007] In the above-mentioned prior art, since the regis 
tration of the address conversion is carried out With respect 
to all of the logical addresses, When the memory device 
becomes of mass storage, the scale of the address conversion 
table becomes large and hence the mass storage memory for 
registration is required. In addition, since the memory device 
is of a volatile type, if the poWer source is disconnected, then 
all of the data stored therein Will be erased. As a result, When 
turning on the poWer source again, all of the registered 
values need to be Written thereto from another nonvolatile 
memory and hence the time period required for the activa 
tion of the memory device is increased. This is a problem. 

[0008] In addition, since the eXternal memory for regis 
tration becomes of mass storage, there arises a problem that 
the number of components is increased, Which disturbs the 
miniaturiZation and the promotion of loWering the cost of 
the memory device. 

[0009] In addition, if the nonvolatile memory is employed 
as the above-mentioned memory for registration, then there 
arises a problem that since the access time of the nonvolatile 
memory is generally long, the access time of the memory 
device itself becomes necessarily long. 

[0010] In addition, if the back-up poWer source is pro 
vided for the volatile memory for registration, then the 
number of components is further increased, Which disturbs 
the miniaturiZation and the promotion of loWering the cost 
of the memory device. This is a problem. 

[0011] In the light of the foregoing, it is therefore an object 
of the present invention to provide a mass storage semicon 
ductor memory device, in Which the miniaturiZation thereof 
and the promotion of loWering the cost thereof can be made, 
and also the activation time and the access time are reduced, 
by solving the above-mentioned problems associated With 
the prior art. 

[0012] It is a concrete object of the present invention to 
provide, by either reducing the capacity of the eXternal 
memory for registration or removing the eXternal memory 
for registration, a mass storage semiconductor memory 
device in Which the activation time and the access time are 
both short. 

[0013] It is a concrete object of the present invention to 
provide, for use in a mass storage semiconductor memory 
device in Which either the capacity of the eXternal memory 
for registration is reduced or the eXternal memory for 
registration is removed, an access method by Which both of 
the activation time and the access time can be made short. 

[0014] It is another object of the present invention to 
provide, for use in a mass storage semiconductor memory 
device in Which either the capacity of the eXternal memory 
for registration is reduced or the eXternal memory for 
registration is removed, a controller Which is capable of 
realiZing the short activation time and access time. 

DISCLOSURE OF INVENTION 

[0015] According to the present invention, there is pro 
vided a semiconductor memory device in Which a semicon 
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ductor memory having partially faulty memory cells each of 
Which is defective in the function for storing data is used as 
a storage medium, and the holding of the data or the reading 
of the data thus held is carried out in blocks containing a 
plurality of data, the semiconductor memory device includ 
ing: faulty location registering means for registering address 
values of faulty regions containing therein the memory cells 
each of Which is defective in the storage function in either 
ascending order or descending order depending on the 
magnitudes of the address values in blocks; alternative 
storage regions as storage regions With the address values of 
Which the address values of the faulty regions are replaced 
in blocks; alternative location registering means for regis 
tering the replaced address values Which are obtained by 
replacing the address values of the faulty regions stored in 
the faulty location registering means With the address values 
of the alternative regions; fault registration retrieval means 
for retrieving the faulty location registering means in order 
to judge Whether or not the address value in the region in or 
from Which the data is held or read out corresponds to the 
address value on the faulty region; access control means for 
carrying out the control so as, When the address value in the 
region in or from Which the data is held or read out is 
registered in the faulty location registering means, to access 
the alternative region by referring to the alternative location 
registering means; and registration update means for carry 
ing out, When a fault neWly occurs, the reloading in accor 
dance With the rule of either the ascending order or descend 
ing order in the faulty location registering means, the 
decision of the alternative location therefor and the update of 
the alternative location registering means. 

[0016] In addition, the fault registration retrieval means of 
the faulty location registering means of the semiconductor 
device ?rstly devices the regions of the faulty location 
registering means into halves to estimate in Which side the 
faulty location is present, and then divides the side of the 
halves in Which the faulty location is estimated to be present 
into halves to estimate in Which side the faulty location is 
present. By continuing this process, it is ?nally judged by the 
fault registration retrieval means Whether or not the data 
relating to the faulty location is registered in the faulty 
location registering means to carry out the retrieval thereof, 
thereby realiZing the high speed retrieval. 
[0017] In addition, according to the present invention, 
there is provided a semiconductor memory device in Which 
a semiconductor memory having partially faulty memory 
cells each of Which is defective in the function of storing 
data is used as a storage medium, and When holding the data 
or reading out the data thus held, a ?xed amount of data 
Which is continuously transferred is administrated as the 
data administrative unit, and administrative information 
storage regions in Which administrative information is stored 
every data administrative unit are provided in the inside of 
the semiconductor memory, and Which includes use fre 
quency administrating means for monitoring the use fre 
quency of the data administrative unit, the semiconductor 
memory device including administrative information stor 
age regions used to administrate a plurality of memory cells 
as an administrative storage unit and use frequency admin 
istrating means for monitoring the use frequency of blocks, 
Wherein administrative addresses as the logical addresses 
Which are determined for the sake of convenience for 
administration are registered in the administrative informa 
tion storage regions of all of the blocks, and the adminis 
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trative address of interest is made an address matching the 
physical address Which is basically the physical address 
value of the semiconductor memory so that in the access to 
the data Which is stored in the block speci?ed by the 
administrative address of interest, the physical address equal 
to the administrative address of interest is accessed to carry 
out the desired access, While When it is judged by the use 
frequency administrating means that the data stored in the 
block should be exchanged for the data stored in another 
block Which is different in the use frequency therefrom, the 
data stored in the block of interest is exchanged for the data 
stored in another block, and during this exchange, the 
administrative address of the stored data is registered in the 
administrative information storage region, and in the access 
to the data stored in subsequent block speci?ed by the 
administrative address of interest, by referring to the admin 
istrative address Which is registered in the administrative 
information storage region of the physical address equal to 
the administrative address of interest, the physical address 
equal to the administrative address value thus registered is 
accessed to obtain the desired data stored in the associated 
block. 

[0018] Then, When it is judged by the use frequency 
administrating means that the data of the block in Which the 
above-mentioned administrative address does not match the 
above-mentioned physical address due to the fact that the 
replacement of the data is already carried out needs to be 
further replaced With the data of another block, after the 
compatibility of the stored data With the administrative 
storage unit Which became an object When the replacement 
Was carried out at the last time has been released by carrying 
out the replacement again, the data stored in the region of 
interest is replaced With the data stored in another region. 

[0019] In addition, as another means, alternative address 
registration regions for the overall storage regions of the 
data, and alternation regions are provided in the inside of the 
semiconductor memory. The alternative address registration 
regions are arranged in the registration order in accordance 
With the physical order for the storage of the data on the 
memory so that in the retrieval of the alternative addresses, 
the registered location becomes uniquely clear on the basis 
of the physical position of the region to Which the alternative 
Was made. 

[0020] Then, an administrative information region is pro 
vided every data administrative unit. At least the address 
information of the stored data, the speci?c code exhibiting 
that the region of interest is not faulty, and the error 
correction code for such administrative information are 
stored in the administrative information region. When the 
access request is issued from the outside, the error detection 
and correction of the corresponding region based on the 
error correction code, and the comparison With respect to the 
speci?c code exhibiting that the region of interest is not 
faulty are carried out. Then, When both are normal, the 
region of interest is judged to be the usable region to execute 
the access processing, While When one of them is not normal, 
the region of interest is processed as the disusable region. 

[0021] In addition, the storage regions in Which the data of 
the data administrative units is temporarily stored are pro 
vided for tWo units. Then, the transfer of the data to/from the 
outside and the transfer of the data to/from the above 
mentioned semiconductor memory are carried out alter 
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nately, thereby making both the transfer possible at the same 
time. In addition thereto, the control for carrying out the 
access With the faulty memory cell avoided is processed in 
parallel to the transfer of the data to/from the outside. 

[0022] Since any of the address values of the regions 
Which are not faulty is not registered and only the address 
value of the region Which is faulty is registered, the amount 
of registered data can be reduced and hence the capacity of 
the memory for registration can be reduced. In addition, 
since the faulty addresses are registered in either ascending 
order or descending order, When retrieving a certain address 
value, if an arbitrary location Within the registration memory 
is referred, it can be decided rashly Whether the certain 
address value is registered on the side of the address values 
each smaller than the referred address value or on the side 
of the address values each larger than the referred address 
value. From a large amount of registered values as Well, it 
can be judged at a relatively high speed Whether or not the 
certain address value is registered or in Which location the 
certain address value is registered. 

[0023] In addition, in the case Where the region in Which 
the administrative information is stored is provided in each 
of the blocks of the memory of the storage medium, the 
logical address value can be registered in that region, and 
also When the physical location of interest needs to be 
replaced With another physical location due to the frequent 
reloading and the like thereof, the logical address value 
Within the administrative information is replaced, thereby 
being able to cope simply With such a situation. In addition 
thereto, since those logical address values do not need to be 
registered in the form of a table in the external memory, 
there is no need of providing any other volatile memory, and 
also there is no need of reconstructing the table When turning 
on the poWer source. 

[0024] Then, When in the registration of those logical 
address values, for the block for Which the replacement Was 
carried out one time, the additional replacement is required, 
the last replacement is returned to the original state and then 
the required replacement is carried out, Whereby the number 
of times of reference, to the administrative information 
region, for grasping the logical address values has only to be 
one at the most and hence the situation in Which the 
reference is forced to be made rotationally can be avoided. 

[0025] In addition, according to the measure that if the 
fault registration region for all of the addresses is provided 
as another means, even if the access should be made to the 
faulty location, since from that physical location, the loca 
tion Where the alternative address is registered can be 
uniquely determined, it is possible to shorten greatly the 
retrieval time. In addition, since the judgement for the fault 
is carried out on the basis of the tWo codes, i.e., the error 
correction code and the speci?c code exhibiting the region 
Which is not faulty, it is possible to reduce remarkably the 
probability that the judgement With respect to the fault/ 
nonfault is made by mistake. 

[0026] In addition, the storage regions in Which the trans 
fer data is temporarily stored are provided for tWo units, and 
in this connection, one is used in the transfer of the data 
to/from the outside, While the other is used in the transfer of 
the data to/from the memory, and those transfers are 
sWitched alternately over to each other, Which results in both 
of the transfers being able to be carried out at the same time. 
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In addition thereto, in the case Where the speed of the 
transfer of the data to/from the memory is higher than the 
speed of the transfer of the data to/from the outside, since the 
overhead time required for the judgement Whether or not the 
accessed region is faulty and the retrieval of the alternative 
address can lapse in the background of the transfer of the 
data to/from the outside, the apparent transfer performance 
can be improved. 

[0027] In addition, according to the present invention, 
there is provided a semiconductor memory device in Which 
a semiconductor memory having partially faulty cells is used 
for a part of or all of a storage medium, and When Writing, 
holding or reading out the data to, in or from the storage 
medium, a ?xed amount of data is treated as a data admin 
istrative unit, the semiconductor memory including, in the 
inside thereof, storage regions in Which the data of the data 
administrative unit is stored, alternative regions of the 
storage regions and address registration regions of the 
alternative regions, Wherein address values shoWing the 
respective alternative regions are stored in addresses, Within 
the regions in Which the alternative addresses are registered, 
in accordance With the address values in the storage regions. 

[0028] In addition, the present invention may provide the 
semiconductor memory device Wherein the storage regions 
include administrative information, respectively, and store 
therein, as the administration information, fault judgement 
information based on Which it is judged Whether or not each 
of the storage regions is faulty, and When the access request 
is made to the storage region of interest, it is judged Whether 
or not the storage region of interest thus accessed thereto is 
the usable region using the fault judgement information of 
the storage region of interest, and if it is judged that the 
storage region of interest is the usable region, then the access 
processing is executed, While if it is judged that the storage 
region of interest is not the usable region, then the alterna 
tive address registration region is accessed to obtain the 
desired address, and then the alternative region is accessed. 

[0029] In addition, according to the present invention, 
there is provided a semiconductor memory device in Which 
a semiconductor memory having partially faulty cells is used 
for a part of or all of a storage medium, and When Writing, 
holding or reading out the data to, in or from the storage 
medium, a ?xed amount of data is treated as a data admin 
istrative unit, the semiconductor memory including, in the 
inside thereof, storage regions in Which the data of the data 
administrative unit is stored, alternative regions of the 
storage regions and address registration regions of the 
alternative regions, Wherein the storage regions include 
administrative information, respectively, and store therein, 
as the administrative information, fault judgement informa 
tion consisting of correction information based on Which the 
detection and correction of an error of the data stored in the 
storage regions are carried out and detection information 
based on Which it is detected Whether or not each of the 
storage regions is faulty, and When the access request is 
made to the storage region of interest, it is judged using the 
fault judgement information corresponding to the storage 
region of interest Whether or not the storage region of 
interest thus accessed thereto is the usable region, and if it 
is judged that the storage region of interest is the usable 
region, then the access processing is executed. 

[0030] In addition, the present invention may provide the 
semiconductor memory device Wherein the data Which is 
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different from the alternative address value is registered in 
the registration location of the region Which is not faulty in 
the alternative address registration regions, so that it can be 
judged Whether or not the faulty region is registered. 

[0031] In addition, the present invention may provide that 
With respect to the different data, the bits thereof are either 
all Is or all Us. 

[0032] In addition, the present invention may provide the 
semiconductor memory device Wherein When the access 
request is made to the storage region of interest, the detec 
tion and correction of an error are carried out using the 
correction information, and When the discorrectable error is 
detected, the storage region of interest is judged to be the 
disusable region, While there is no error or When the cor 
rectable error is corrected, it is detected using the detection 
information Whether or not the region of interest is faulty, 
and if it is judged that the region of interest is not faulty, then 
the region of interest is judged to be the usable region to 
execute the access processing, While if it is judged that the 
region of interest is faulty, then the region of interest is 
processed as the disusable region. 

[0033] In addition, according to the present invention, 
there is provided a semiconductor memory device in Which 
a semiconductor memory having partially faulty cells is used 
for a part of or all of a storage medium, and When Writing, 
holding or reading out the data to, in or from the storage 
medium, a ?xed amount of data is treated as a data admin 
istrative unit, the semiconductor memory device including 
means for producing and adding fault judgement informa 
tion based on Which for the transfer data resulting from the 
request of storing data, it is judged Whether or not a storage 
region in Which the transfer data has been stored becomes 
faulty after completion of the storage, Wherein When issuing 
the request of reading out the data thus stored, the fault 
judgement processing is executed using the fault judgement 
information, and the storage region Which has been judged 
to be faulty is treated as the faulty region, and also the data 
Which is stored in the faulty region is transferred to the 
alternative region after having been corrected. 

[0034] In addition, the present invention may provide that 
the storage regions in Which the stored data of the data 
administrative unit is temporarily stored are provided for 
tWo units and outside the storage medium, and the access 
processing using the fault judgement information is 
executed in parallel With the transfer of the data to/from the 
outside. 

[0035] In addition, according to the present invention, 
there is provided a method of accessing to a semiconductor 
memory device in Which a semiconductor memory having 
partially faulty cells is used for a part of or all of a storage 
medium, Wherein the storage region Which is provided in the 
inside of the semiconductor memory and in Which the data 
is stored is accessed to judge Whether or not it is faulty, and 
if it is judged that the storage region of interest is not faulty, 
then this access is continued, While if it is judged that the 
storage region of interest is faulty, then an address registra 
tion region of an alternative region is accessed to obtain the 
address of the alternative region, and the alternative region 
is accessed on the basis of the address thus obtained. 

[0036] In addition, according to the present invention, 
there is provided a semiconductor memory device in Which 
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a semiconductor memory having partially faulty cells is used 
for a part of or all of a storage medium, the semiconductor 
memory device including, in the inside thereof, storage 
regions in Which the data of the data administrative unit is 
stored, alternative regions of the storage regions, and 
address registration regions of the alternative regions, 
Wherein When accessing to the data stored in the semicon 
ductor memory, a time period required for accessing to the 
semiconductor memory in the case Where the alternative 
region is not yet substituted for the data storage region is 
shorter than a time period required for accessing to the 
semiconductor memory in the case Where the alternative 
region is already substituted for the data storage region. 

[0037] In addition, according to the present invention, 
there is provided a semiconductor memory device in Which 
a semiconductor memory having partially faulty cells is used 
for a part of or all of a storage medium, the semiconductor 
memory device including, in the inside thereof, storage 
regions in Which the data of the data administrative unit is 
stored, alternative regions of the storage regions, and 
address registration regions of the alternative regions, 
Wherein When accessing to the data stored in the semicon 
ductor memory, the number of times of access to the 
semiconductor memory in the case Where the alternative 
region is not yet substituted for the data storage region is 
smaller than the number of times of access to the semicon 
ductor memory in the case Where the alternative region is 
already substituted for the data storage region. 

[0038] In addition, according to the present invention, 
there is provided a semiconductor memory controller for 
controlling Writing and reading of data to and from a 
semiconductor memory storage medium having partially 
faulty cells and including storage regions in Which the data 
of data administrative unit is registered, alternative regions 
of the storage regions, and address registration regions of the 
alternative regions, Wherein When there is issued a request of 
accessing to the storage region of interest, using fault 
judgement information of the storage region of interest 
exhibiting Whether or not the data stored in the storage 
region of interest is faulty, it is judged Whether or not the 
storage region of interest is a usable region, and if it is 
judged that the storage region of interest is a usable region, 
then the access processing is executed. 

[0039] In addition, the present invention may provide that 
When there is issued the request of accessing to the storage 
region of interest, using correction information of the stor 
age region of interest for the data stored in the storage region 
of interest, the error detection and correction are carried out, 
and When the discorrectable error has been detected, the 
storage region of interest is judged to be the disusable 
region, While When no error has been detected or When the 
correctable error has been corrected, using detection infor 
mation of the storage region of interest based on Which it is 
detected Whether or not the storage region of interest is 
faulty, it is detected Whether or not the storage region of 
interest is faulty, and if it is judged that the storage region of 
interest is not faulty, then the storage region of interest is 
judged to be the usable region to execute the access pro 
cessing, While if it is judged that the storage region of 
interest is faulty, then the storage region of interest is 
processed as the disusable region. 
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BRIEF DESCRIPTION OF DRAWINGS 

[0040] FIG. 1 is a diagram showing the overall con?gu 
ration of a semiconductor memory device according to a ?rst 
embodiment of the present invention; 

[0041] FIG. 2 is a diagram shoWing a memory map of a 
storage medium; 

[0042] FIG. 3 is a diagram useful in explaining block 
replacement; 

[0043] FIG. 4 is a ?oW chart shoWing the processing of 
retrieving an address in response to an access request; 

[0044] FIG. 5 is a ?oW chart shoWing the processing of 
replacing an address With another address; 

[0045] FIG. 6 is a diagram shoWing the overall con?gu 
ration of a semiconductor memory device according to a 
second embodiment of the present invention; 

[0046] FIG. 7 is a diagram shoWing an eXample of data 
stored in an administrative information region; 

[0047] FIG. 8 is a ?oW chart shoWing the processing of 
determining an access location; 

[0048] FIG. 9 is a diagram shoWing a memory address 
map containing therein a faulty registration region; and 

[0049] FIG. 10 is a ?oW chart shoWing the processing of 
judging Whether or not an accessed block is faulty. 

BEST MODE FOR CARRYING OUT THE 
INVENTION 

[0050] Preferred embodiments of the present invention 
Will hereinafter be described With reference to the accom 
panying draWings. 

[0051] FIG. 1 is a diagram shoWing the overall con?gu 
ration of the present invention. In the ?gure, reference 
numeral 1 designates an electrically reloadable nonvolatile 
memory chip as a storage medium of a semiconductor 
memory device. In this connection, a ?ash memory is 
considered to be a memory Which is most suitable for the 
electrically reloadable nonvolatile memory chip 1. With 
respect to this memory chip 1, it is assumed that the faulty 
regions are included therein in the ratio having a determined 
upper limit. In addition, it is assumed that the data Which is 
stored in the memory chip 1 is divided into blocks each 
having a plurality of data as a unit in order to be adminis 
trated, and an administrative information region is provided 
every block. 

[0052] As for the storage capacities of the block and the 
administrative information region, in the case of 32 Mbits (4 
Mbytes) ?ash memory chip manufactured by HITACHI, 
LTD., for eXample, one block is 512 bytes and 16 bytes 
administrative information region is provided every block. 
Therefore, in one chip, 8,192 blocks are present and also the 
storage capacity of 128 Kbytes is provided for the admin 
istrative information region. Such a ?ash memory can be 
taken as one eXample of the most suitable memory for the 
memory chip 1. But, it should be noted that the total storage 
capacity, the number of bytes of one block, and the amount 
of data of the administrative information region are not 
limited to the above-mentioned values. 
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[0053] Reference numeral 2 designates a control circuit of 
the semiconductor memory device for coping With the 
access request issued from the outside, or carrying out an 
access to the memory chip 1 and carrying out the process 
ings and the control Within the device such as the adminis 
tration of the faulty regions and the number of times of 
reloading. Reference numeral 3 designates a memory device 
for registering the faulty regions. In this connection, since 
the memory device 3 is reloadable and makes possible a high 
speed access, a DRAM or an SRAM is most suitable for the 
memory device 3. But, a ROM Which is electrically reload 
able in bytes can also be employed as the memory device 3 
though it takes a lot of time for reloading and is relatively 
eXpensive. In the case of the ROM, its facility becomes as 
better as the data does not need to be loaded thereinto When 
turning on the poWer source. 

[0054] Reference numeral 4 designates the semiconductor 
memory device of the present invention. Reference numeral 
5 designates a system-bus through Which the access request 
is made to the present semiconductor memory device 4. In 
general, this system bus 5 is the peripheral bus of an 
information apparatus such as a personal computer. Refer 
ence numerals 6 and 7 shoW an eXample of the stored data 
in the fault registration memory 3, i.e., reference numeral 6 
designates address values as the faulty regions, and refer 
ence numeral 7 designates replacement address values With 
Which the address values of the faulty regions are to be 
replaced. As apparent from the ?gure, the adjacent address 
values correspond to each other. For example, it is shoWn 
that the region of the faulty region address 8H is replaced 
With the region of the replacement address 0H. Incidentally, 
it is assumed in the present eXample that the registrations of 
the faulty region addresses are arranged in ascending order. 

[0055] The operation in the diagram of the present con 
?guration Will hereinbeloW be described. The access request 
issued from the information apparatus connected to the 
system bus 5 is transmitted to the control circuit 2 through 
the system bus 5. Then, the control circuit 2 decodes the 
contents of the access request transmitted thereto to calcu 
late the address of the data Which has been transmitted 
thereto together With the access request. Then, the control 
circuit 2 recogniZes the address value thus obtained as the 
administrative address. 

[0056] NeXt, the control circuit 2 divides the regions, of 
the fault registration memory 3, to Which the fault registra 
tion Was made into halves to judge in Which side of the 
halves the administrative address of interest is stored. For 
eXample, if the number of fault registrations is 1,024, then 
the control circuit 2 accesses ?rst to the 512-th registered 
address. At this time, if that registered address is smaller 
than the administrative address of interest Which is previ 
ously obtained, then there is the possibility that the admin 
istrative address of interest is stored in the region therebe 
loW. On the other hand, if that registered address is larger 
than the administrative address of interest, then there is the 
possibility that the administrative address of interest is 
stored in the region thereabove. NeXt, the control circuit 2 
further divides the regions on the side in Which there is the 
possibility that the administrative address of interest is 
stored into halves to judge in Which side the administrative 
address of interest may be registered. 

[0057] Likewise, the control circuit 2 reads out either 
256-th or 768-th registered address to compare the registered 
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address thus read out With the administrative address of 
interest. In such a Way, the amount of data to be compared 
is reduced half by half. Finally, it is judged Whether or not 
the administrative address of interest is registered therein. If 
registered therein, then the corresponding replacement 
address value is obtained. Of course, in the case Where When 
reducing the amount of registered data half by half, the 
control circuit 2 encounters the data equal to the adminis 
trative address of interest, the control circuit 2 stops the 
retrieval at that time point. 

[0058] In general, in the case Where 1,024 registered data 
for example is retrieved in order to obtain the administrative 
data of interest, When simply retrieving 1,024 registered 
data, the retrieval is required 1,024 times at maximum and 
also the retrieval is required 512 times in average. HoWever, 
according to the present method, by carrying out the 
retrieval 9 times at maximum, it is possible to ?nd out surely 
existence and non-existence of the administrative data of 
interest and the location thereof. If the administrative 
address value is not registered, since the data of this admin 
istrative address value does not correspond to any of the 
faulty regions, it can be accessed as the data of the normal 
block. If the fault registration is made for the administrative 
address value of interest, the region of the replacement 
address value is accessed so that the desired access can be 
carried out. Incidentally, if for the replacement region, the 
last region in the data storage regions is used, then the access 
thereto can be readily carried out. 

[0059] FIG. 2 shoWs the map of the storage regions Which 
is used in this case. In the ?gure, reference numeral 11 
designates total storage regions Which include all of normal 
storage regions, faulty blocks and the replacement regions. 
Reference numeral 12 designates normal data regions con 
sisting of normal blocks and faulty blocks. Reference 
numeral 13 designates replacement regions Which occupy 
the loWest regions of the total storage regions. Reference 
numeral 14 designates the faulty block located Within the 
normal data regions. Reference numeral 15 designates a 
faulty block located Within the replacement regions. As 
apparent from the ?gure, it is shoWn that the faulty block 
located Within the normal data regions is replaced With the 
block Which is not the faulty block Which is located Within 
the replacement regions so as to correspond thereto. 

[0060] Further giving the description With respect to the 
practical example, in the case Where by employing 32 Mbits 
?ash memory manufactured by HITACHI, LTD. Which is 
previously taken as an example, 20-chips semiconductor 
memory device is constructed, the number of blocks is 
163,840. Since the address value thereof is 18 bits, the fault 
address registration requires 18 bits every registration. On 
the other hand, assuming that the upper limit of the number 
of faulty regions is 5% of the overall regions, 8,192 faulty 
blocks Will be present at maximum. This can be represented 
With 14 bits. 

[0061] As a result, one fault registration requires the data 
of 32 bits in total of the faulty address values and the 
replacement address values, and hence the memory With 256 
Kbits capacity is required for 8,192 blocks. 

[0062] Currently, hoWever, the memory With capacity of 
this degree is very cheep. In this example, the total storage 
capacity of the normal data regions is 163,840—8,192=155, 
648 blocks. But, in the case Where the fault registration 
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memory is the nonvolatile memory, in order to store the 
faulty registered data in the nonvolatile memory, the addi 
tional 64 blocks are further used. 

[0063] FIG. 3 is a diagram useful in explaining a method 
of using the administrative information regions Within the 
nonvolatile memory 1. In the ?gure, reference numeral 21 
designates the data storage contents of the nonvolatile 
memory as the storage medium of the semiconductor 
memory device of the present invention Which contents are 
shoWn in the form of a diagram, reference numeral 22 
designates a storage block of a physical address 1 (the 
number of the physical address is assumed to start With 1) of 
the nonvolatile memory, and reference numeral 23 desig 
nates a block of a physical address 2. In this connection, this 
block 23 is assumed to be the faulty block. Reference 
numeral 24 designates a block of a physical address 4 and 
reference numeral 25 designates a block of a physical 
address 7. 

[0064] Reference numeral 30 designates data of an admin 
istrative address 1 Which is stored in the block of the 
physical address 1, reference numeral 31 designates data of 
an administrative address 7 Which is stored in the block of 
the physical address 4, and reference numeral 32 designates 
data of an administrative address 4 Which is stored in the 
block of the physical address 7. That is, in the ?gure, the data 
of the administrative address 4 and the data of the admin 
istrative address 7 are replaced With each other. This reason 
is that since the data of the administrative address 7 is the 
data having the property such that the reloading is carried 
out frequently, the progress of degradation of the block of 
the physical address 7 needs to be suppressed. For this 
reason, the data of the physical address 7 is replaced With the 
data of the physical address 4. 

[0065] Reference numerals 26, 27, 28 and 29 designate 
respectively the administrative information regions corre 
sponding to the respective blocks of the physical addresses. 
In the administrative information regions 26, 27, 28 and 29, 
the administrative addresses of the data Which are stored in 
the respective blocks are registered. The control circuit 2 of 
the present semiconductor memory device accesses, When 
requiring an access to the administrative address 1, to the 
administrative information region 26 of the physical address 
1 and When the administrative address value registered 
therein is 1, accesses to the data of the corresponding block, 
thereby enabling the desired access to be carried out. It is 
understood that if the administrative address 4 is accessed in 
the state shoWn in this example, then the administrative 
information region 28 of the physical address 4 is accessed 
and on the basis of the administrative address value 7 
registered therein, the physical address 7 is accessed so that 
the access to the desired administrative address 4 can be 
carried out. 

[0066] NoW, in the case Where next to this state, it is 
judged that With respect to the block as Well of the physical 
address 4, the progress of the degradation thereof should be 
suppressed due to the further frequent reloading Which is 
made to the administrative address 7, ?rst of all, the data of 
the administrative address 4 is transferred to the physical 
address 4 to be returned back to the original address, and 
next it is replaced With the data of the block Which becomes 
an object of replacement. In the present example, the admin 
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istrative address 1 is selected as that object of replacement. 
The state after completion of the replacement is shoWn in 
FIG. 3(b). 

[0067] If this replacement Work is not carried out, then the 
three-sided replacement Will occur among the administrative 
addresses 1, 4 and 7. As a result, for example, if the 
administrative address 1 is intended to be accessed, ?rst of 
all, the administrative information region 26 of the physical 
address 1 is accessed to obtain the administrative address 7, 
and next, the administrative information region 29 of the 
physical address 7 is accessed to obtain the administrative 
address value 4 so that the desired access can be carried out. 
If the replacement is further continued to occur, then the 
rotation of the access to the administrative information 
regions occurs in order to carry out the desired access and as 
a result, the access processing performance Will be remark 
ably reduced. 

[0068] FIGS. 4 and 5 shoW ?oW charts each useful in 
explaining the operation of the semiconductor memory 
device of the present invention. FIG. 4 is a How chart useful 
in explaining the grasping of the physical address Which is 
used to knoW Where the data of the address corresponding to 
the access request is physically stored When issuing the 
access request. First of all, the capacity of the faulty address 
registration memory is divided into halves. For example, in 
the case of the memory With 64 Kbytes capacity, the 
capacity of this memory is divided into halves each having 
32 bytes capacity. 

[0069] Next, the leading address on the loWer side is 
accessed. In the case of the memory With 64 Kbytes capac 
ity, the address value at this time is 8000H. Then, the data 
Which is obtained When accessing to the leading address on 
the memory (i.e., bits of the stored data, and the number 
thereof depends on the total number of fault registration 
addresses) is compared With the address corresponding to 
the access request. Then, if that data is larger than the request 
address, then there is the possibility that the request address 
may present on one side of the halves in Which the smaller 
addresses are stored. On the other hand, if that data is 
smaller than the request address, then there is the possibility 
that the request address may present on the other side of the 
halves in Which the larger addresses are stored. 

[0070] This reason is because the address values located 
Within the fault registration memory are arranged in either 
ascending order or descending order. In this connection, at 
this time, the tWo address values may match each other. In 
this case, since it becomes clear that the address value of 
interest is faultily registered, the alternative address thereof 
is read out and then it can be accessed as the physical address 
to be obtained. Next, the regions on the side in Which the 
data of interest is estimated to be present are equally divided 
into halves. Then, likeWise, the data of interest is compared 
With the address corresponding to the access request to 
estimate on Which side the request address is present. 

[0071] While after on Which side of the halves the request 
address is present has been able to be estimated, the regions 
corresponding to the side of interest are further divided into 
halves, ?nally, the region can not be divided into halves any 
more. In the case Where even When the division becomes 
impossible, the data of interest does not match the request 
address, the request address is judged to be the address 
Which is not faultily registered. Then, the administrative 
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region of the physical address of interest is accessed to 
obtain the administrative address. If the physical address 
matches the administrative address, then the region of inter 
est corresponds to the region to Which the access request Was 
made on the other hand, if matching is not obtained, then the 
region of the physical address Which is equal to the obtained 
administrative address value corresponds to the region to 
Which the access request Was made. 

[0072] The processing shoWn in this How chart is executed 
in the Write operation as Well as in the read operation. In the 
read operation, the physical address Which has been 
obtained through this processing, and the access processing 
is completed after sending the data. On the other hand, in the 
Write operation, the processing shoWn in FIG. 5 is further 
required. First of all, the data Which is stored in the obtained 
physical address (1) becomes unnecessary to be erased since 
the neW data is already present. 

[0073] At this time, it is checked Whether or not there is 
necessity of the address replacement due to the frequent 
reloading of the physical address (1) of interest. As for an 
example of this method, the data relating to the number of 
times of reloading is recorded, and if the data has reached the 
?xed number of times, then it is judged that there is necessity 
of replacement. On the other hand, When it is judged that 
there is no need of the replacement, if the given data is 
directly Written to the physical address (1), then the access 
Will be completed. 

[0074] On the other hand, if it is judged that there is need 
of carrying out the replacement, then the physical address 
(2) as an object of the replacement is selected. As for an 
example of a selection method, it is considered that the 
record of the number of times of reloading a little While ago 
is retrieved and then the region of the less number of times 
of reloading is selected. After completion of the selection, 
next, the administrative address value (1) of the physical 
address (1) Which Was an object of the Writing is compared 
With the physical address If the physical address value 
(1) matches the administrative address value (1), then it is 
judged that the sector of interest is not the sector in the state 
in Which the replacement has been carried out. Therefore, if 
the data Which is stored in the physical address (2) as an 
object of the replacement is directly Written to the physical 
address (1) the data of Which is already erased, and the data 
of the physical address (2) is erased and then the data of the 
administrative address (1) is Written thereto, then the access 
operation is completed. 

[0075] On the other hand, if the physical address value (1) 
does not match the administrative address value (1), then it 
is judged that the region of interest is the region in Which the 
replacement is being carried out. Therefore, ?rst of all, that 
replacement must be cancelled. Since the administrative 
address value (1) exhibits the physical address value (3) 
Which is an object of the replacement, the data stored therein 
is transferred to the physical address (1) the data of Which is 
already erased, thereby cancelling the replacement. 

[0076] Next, the data of the physical address (3) is erased, 
and then the data of the physical address (2) Which is a neW 
object of the replacement is Written thereto. Finally, the data 
of the physical address (2) is erased and then the data of the 
neW administrative address (1) thus obtained is Written to the 
physical address (2), thereby completing the Write operation. 
The foregoing is the processing during the Write operation. 
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[0077] The explanation of the operation of the embodi 
ment of the semiconductor memory device according to the 
present invention has been completed. According to the 
present embodiment, there is provided the effect that it is 
possible to realiZe readily the semiconductor memory device 
Which is interchangeable With any of the existing magnetic 
disc storage devices. 

[0078] Next, another embodiment of the present invention 
Will hereinafter be described With reference to FIGS. 6 to 10. 
In these ?gures, parts similar to those previously described 
are denoted by the same reference numerals. 

[0079] FIG. 6 is a diagram shoWing a con?guration of a 
?ash memory card to Which the present invention is applied. 
In FIG. 6, reference numeral 50 designates the above 
mentioned ?ash memory card, reference numeral 51 desig 
nates a controller to Which the present invention is applied, 
and reference numeral 52 designates an electrically reload 
able nonvolatile memory as a storage medium (hereinafter, 
referred to as “a memory” for short, When applicable). The 
inside of the memory 52 is divided every region having a 
predetermined siZe (hereinafter, referred to as “a block” for 
short in the present embodiment), and each block consists of 
a storage data region 53 in Which the storage data sent from 
the host is stored, and an administrative information region 
54 in Which the administrative information used to admin 
istrate the storage data region 53 is stored. 

[0080] The storage data region 53 and the administrative 
information region 54 are in all referred to as a block. While 
in the present embodiment, the description is given With 
respect to the speci?c case Where the memory Which has the 
storage data regions 53 each having 512 bytes capacity and 
the administrative information regions 54 each having 16 
bytes capacity is employed as the memory 52, it should be 
noted that the present invention is not limited thereto. 
Reference numeral 55 designates an ECC (Error Correcting 
Code) circuit for the storage data regions 53 (hereinafter, 
referred to as “a data ECC” for short, When applicable) for 
producing an error correcting code for a part of or all of the 
data Within each of the storage data regions 53, and detecting 
and correcting errors, Which are generated in transfer or 
storage, using the error correcting code thus produced, and 
reference numeral 56 designates, likewise, an ECC circuit 
for the administration information regions 54 (hereinafter, 
referred to as “an administrative ECC circuit” for short, 
When applicable). Incidentally, While the ECC may mean the 
code in Which the correcting object data itself is contained 
therein in some cases, in the present embodiment, it is 
treated separately from the correcting object data. 

[0081] Reference numeral 57 designates an I/F control 
circuit for transmitting/receiving, in response to the access 
from the host (not shoWn) such as a personal computer, the 
data to/from the host through the system bus 5. By the 
system bus 5 is meant the standard interface such as a PC 
Card Standard, or an AT Attachment Interface. Reference 
numeral 58 designates a data transfer control circuit for 
controlling the data transfer among the host, the memory 52, 
the data ECC circuit 55/administrative ECC circuit 56, and 
buffers as Will be described later. 

[0082] Reference numeral 59 designates a buffer for data 
for holding temporarily therein the data When transferring 
the stored data 53, and reference numeral 60 designates, 
likeWise, a buffer for the administrative information region 
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54. In this connection, sa set of buffers 59 and 60, A, and a 
set of buffers 59 and 60, B, are provided. Reference numeral 
61 designates a host side buffer sWitching circuit for sWitch 
ing the tWo sets of buffers 59 and 60, reference numeral 62 
designates, likewise, a memory side buffer sWitching circuit, 
and reference numeral 63 designates a CPU for controlling 
all of those elements. 

[0083] FIG. 7 is a diagram shoWing an example of the 
contents of the administrative information region 54. In the 
?gure, reference numeral 66 designates an error correcting 
code for the stored data (hereinafter, referred to as “an ECC 
for data” for short, When applicable), stored in the storage 
data region 53, Which ECC for data is produced by the data 
ECC circuit 55, reference numeral 67 designates a storage 
block code Which is used to record the kind of data stored in 
the storage data region 53 corresponding to the present 
administrative information region 54, e.g., identi?cation 
codes each exhibiting the identi?cation With respect to the 
constitutive information data, the data of the drive informa 
tion, the data of the normal ?le, and the like, and to record 
the replacement addresses Which are used to average the 
degradation, and reference numeral 68 designates a degra 
dation record in Which the degree of degradation of the block 
of interest is recorded in the form of a determined numeric 
value. For example, the number of times of erasing of the 
block of interest is suitable for the degradation record 68. 

[0084] Reference numeral 69 designates an nonfaulty 
block code Which is used to check predetermined codes, 
Which are stored in the blocks, respectively, When reading 
out these codes, thereby identifying Whether or not these 
codes are faulty, and reference numeral 70 designates an 
error correcting code for the administrative information 
regions 54 (hereinafter, referred to as “an ECC for admin 
istration” for short, When applicable). But, the ECC for 
administration 70 does not need to correspond to all of the 
data Within the administrative information regions 54. For 
example, since the ECC for data 66 itself is an object of the 
error correction, it does not need to be made an object of the 
ECC for administration 70. In addition, the nonfaulty block 
code 69 is preferably excellent in the error detection capa 
bility and may not have the correction capability. 

[0085] Next, the description Will hereinbeloW be given 
With respect to the outline of the operation of the ?ash 
memory card having a con?guration shoWn in FIG. 6. 

[0086] First of all, the host (not shoWn) transfers both of 
a Write command and Write data to the speci?ed address 
through the system bus 5. In the present embodiment, it is 
assumed that the ?ash memory card 50 is interchangeable 
With the hard disc and hence it is also assumed that the Write 
operation can be instructed on the basis of the cylinder, the 
head, the sector number and the like similarly to the hard 
disc. The data transfer control circuit 58 stores temporarily 
the Write data in the data buffer 59. On reception of the Write 
data, the CPU 63 analyZes both of the Write command and 
the setting value Which is previously set by the host to carry 
out the address calculation and ?nds out the corresponding 
block located Within the memory 52 by the method as Will 
be described later. 

[0087] In this connection, in the case Where the memory 
for Which the erasing processing is required is employed as 
the memory 52 in the present embodiment, the erasing 
processing is executed. 
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[0088] Next, under the control by the CPU 63, the data 
transfer control circuit 58 Writes the stored data Within the 
data buffer 59 to the storage data region 53 of the above 
mentioned corresponding block. In addition, the ECC for 
data 66 is produced by the data ECC circuit 55, and also the 
degradation record 68 and the like Within the administrative 
information Which has been read out from the administrative 
information region 54 When ?nding out the Write block are 
changed in accordance With the neW storage, so that the 
corresponding ECC for administration 70 is produced by the 
administrative ECC circuit 56. Then, the data transfer con 
trol circuit 58 stores the administrative information in the 
administrative information region 54 of the same block on 
the heels of the operation of Writing the stored data. Both of 
the stored data and the administrative information are Writ 
ten collectively in the form of one block to the memory 52. 

[0089] Incidentally, if the control is carried out in such a 
Way that the stored data Which has been sent from the host 
and the administrative information Which has been read out 
from the memory 52 are stored in the different sets of 
buffers, respectively, using both of the host side buffer 
sWitching circuit 61 and the memory side buffer sWitching 
circuit 62, then the time period required for that processing 
can be shortened due to the parallel processing. 

[0090] When the host requests the operation of reading out 
the stored data, similarly to the storage operation, the CPU 
63 and the data transfer control circuit 58 ?nd out the 
corresponding block from the memory 52 in accordance 
With the read command issued thereto, and read out the 
stored data from the memory 52 to store the stored data thus 
read out in the buffer 59. Next, the error detection of the data 
of the storage data region 53 is carried out using the ECC for 
data 66. If it is judged that there is no error, then the data is 
directly transferred to the host. On the other hand, if the error 
is detected, then the data containing the error thus detected 
is corrected to be transferred to the host. At the same time, 
the CPU 63 treats the block of interest as the faulty block to 
execute the alternative processing therefor. If the discorrect 
able error is detected, then the fact that such an error has 
been detected is reported to the host. 

[0091] When a plurality of blocks are accessed, the tWo 
sets of data buffers A and B are alternately used to read out 
the data from the memory 52 and at the same time, to 
transfer the data to the host in parallel thereWith. 

[0092] If the erasing is required When the host requests the 
Writing of the data, similarly to the foregoing, the corre 
sponding block is found out and then the erasing of the data 
in the corresponding block is carried out. During this pro 
cessing, if the replacement is necessary as a result of 
searching the degradation record 68, then the block as an 
object of replacement is selected using the Well knoWn 
method to read out the contents thereof, the storage block 
code 67 is reWritten, and the contents of the storage data 
region 53 and the contents of the administrative information 
region 54 are replaced With each other except for the 
degradation record 68. In the case Where the erasing is 
carried out, on the basis of a predetermined method, the 
degradation record 68 is updated if necessary. 

[0093] In addition, in the case Where the speed of the 
transfer of the data from the memory 52 is higher than that 
of the transfer of the data to the host, for a time period left 
over, With respect to the block to Which the next access Will 
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be made, the nonfault check and the retrieval of the alter 
native address as Will be described later can be made using 
the tWo data buffers, Which contributes to the promotion of 
high speed performance. 
[0094] Next, a method of retrieving the block in response 
to the access request issued from the host, as the feature of 
the present invention, Will hereinbeloW be described in more 
detail With reference to FIGS. 8 and 9. 

[0095] FIG. 8 is a flow chart useful in explaining the 
processing to the extent of computing, by the CPU, the 
physical address value on the memory 52 in response to the 
access command issued thereto When the access request has 
been issued from the host. 

[0096] Normally, When intending to carry out the access, 
the host carries out the access Without being conscious of the 
data storage location on the memory. In the present embodi 
ment, it is assumed that the memory card may be replaced 
With the hard disc, and hence as described above, the host 
issues the access command similar to that in the hard disc. 

[0097] The CPU 63 receives the above-mentioned com 
mand issued from the UP control circuit 57 and calculates 
the logical address value corresponding to the arrangement 
of the data storage on the memory (Step 801). Next, the CPU 
63 accesses the corresponding address of the memory 52 on 
the basis of the logical address value thus calculated (Step 
802), and then reads out the administrative information 
stored in the administrative information region 54. Inciden 
tally, it is assumed that in the inside of the memory 52, all 
of the contents of one block are read out to the buffer in the 
memory 52 in accordance With the address, and only either 
the administrative information or the stored data is sent from 
that buffer to the controller 51. Then, it is judged on the basis 
of the administrative information thus sent Whether or not 
the block of interest is a usable nonfaulty block (Step 803). 
This judgement method Will be described later With refer 
ence to FIG. 9. 

[0098] Next, the processing of interest branches off in the 
folloWing processings depending on the judgement result. 
First of all, if it is judged that the block of interest is the 
nonfaulty block (the block of interest may be corrected on 
the basis of the ECC), then the CPU 63 obtains the storage 
block code 67 Within the administrative information region 
54 Which has been read out to be Written to the buffer 60 
(step 804). Then, the replacement address value stored in the 
storage block code 67 is compared With the logical address 
value based on Which the present block has been come to be 
accessed (Step 805). If matching is obtained, then the block 
of interest is the block in Which the replacement does not 
occur, and hence the block of interest is directly judged to be 
the access block to be accessed (Step 806). During the read 
access, the stored data is read out from the buffer Within the 
above-mentioned memory 52. During the Write access, the 
administrative information corresponding to the stored data 
Which is already set in the buffer 59 to be Written thereto. 

[0099] On the other hand, if the mismatching is obtained, 
then the replacement has occurred and hence it can be 
judged that the block corresponding to the replacement 
address value Within the storage block code 67 is the access 
block. Therefore, the block of the physical address value 
Which the storage block code 67 exhibits is neWly accessed 
(Step 807). When accessing to the block to Which the 
replacement has been made, the nonfaulty block check may 
further be carried out. 
















