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(57) ABSTRACT 

A thigh rig includes a carrier and a quick-attach arrange 
ment. The carrier includes a pad body, having a front side 
and a rear side, for detachably attaching on a user’s body and 
a pouch panel overlappedly provided on the front side of the 
pad body to de?ne a storage compartment, for receiving a 
pistol-like Weapon therein, betWeen the pad body and the 
pouch panel. The storage compartment has a top opening 
having a holding portion formed by a top edge of the pouch 
panel. The quick-attach arrangement includes a pair of 
reinforcing elements spacedly provided at the top opening of 
the storage compartment for selectively adjusting a Width of 
the holding portion of the top opening, so as to securely hold 
a Wrist of the Weapon in the storage compartment in posi 
tion. 
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QUICK-ATTACH ARRANGEMENT FOR THIGH 
RIG 

CROSS REFERENCE OF RELATED 
APPLICATION 

[0001] This is a Divisional Application of a non-provi 
sional application Ser. No. 10/057,120, ?led Jan. 28, 2002. 

BACKGROUND OF THE PRESENT 
INVENTION 

[0002] 1. Field of Invention 

[0003] The present invention relates to a thigh rig, and 
more particular to a quick-attach arrangement for a thigh rig, 
Which provides a quick-attachable holster on the user’s body 
With ambidextrous ability. 

[0004] 2. Description of Related Arts 

[0005] The duty of a police of?cer is to keep the public 
order. During the protest movement, such as protest march, 
demonstration, or even riot, the police of?cers must be on 
the alert and usually armed to prevent an unexpected inci 
dent since any one of the demonstrators can be a potential 
offender. Sometimes, the of?cer may put doWn the riot by 
force. In order to minimiZe an unWanted injury and against 
attack, the police of?cer Will not only carry the pistol but 
also carry other kinds of Weapons such as taser or stagger 
gun at the same time. 

[0006] In other Words, the of?cer must carry many rigs in 
one single action, Which may reduce the mobility of the 
of?cer. Thus, in order to load the Weapons quickly, a holster 
is usually used to carry the Weapon such that the of?cer can 
quickly load up the holster With the Weapon Within seconds 
during such crucial situation. As the of?cer’s belt is already 
cluttered, the holster needs to be versatile in its mounting 
systems and comfortable. HoWever, the conventional holster 
is speci?cally designed for either a right-hand user or a 
left-hand user that alloWs the user to effectively WithdraW 
the Weapon in a quick responding manner. Therefore, the 
of?cer must carefully to pick the corrected holster that ?ts 
his or her preference. 

[0007] The major draWback of the conventional holster is 
that the holster is tailor-made to ?t the corresponding 
Weapon. Since there are different kinds and siZes of Weapon, 
the conventional holster having a predetermined shape and 
siZe may not ?t for other siZe of the Weapon. It is a hassle 
for the user to ?nd the corresponding holster Which can not 
only be quickly loaded on the user’s body but also securely 
hold the Weapon. If an unmatched holster is used, the holster 
cannot protect the Weapon from close quarters grappling. 

SUMMARY OF THE PRESENT INVENTION 

[0008] A main object of the present invention is to provide 
a quick-attach arrangement for thigh rig, Which provides a 
quick-attachable holster on the user’s body Without reducing 
the mobility of the user. 

[0009] Another object of the present invention is to pro 
vide a quick-attach arrangement for thigh rig, Which pro 
vides an ambidextrous ability to ?t both the right-hand user 
and the left-hand user. 
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[0010] Another object of the present invention is to pro 
vide a quick-attach arrangement for thigh rig, Which com 
prises a pair of reinforcing elements for selectively adjusting 
a Width of the top opening of the storage compartment such 
that any siZe of the pistol-like Weapon can be ?ttedly held in 
the storage compartment in a secure manner. 

[0011] Another object of the present invention is to pro 
vide a quick-attach arrangement for thigh rig, Which can 
protect the Weapon from public sight, damaging abrasions, 
and close quarters grappling. 

[0012] Another object of the present invention is to pro 
vide a quick-attach arrangement for thigh rig, Which pro 
vides full ?apped protection and retention for laW enforce 
ment use. 

[0013] Accordingly, in order to accomplish the above 
objects, the present invention provides a thigh rig, Which 
comprises: 

[0014] a carrier comprising a pad body, having a front 
side and a rear side, for detachably attaching on a 
user’s body and a pouch panel overlappedly pro 
vided on the front side of the pad body to de?ne a 
storage compartment, for receiving a pistol-like 
Weapon therein, betWeen the pad body and the pouch 
panel, Wherein the storage compartment has a top 
opening de?ned at a top edge of the pouch panel and 
the front side of the pad body; and 

[0015] a quick-attach arrangement comprising a pair 
of reinforcing elements spacedly provided at the top 
opening of the storage compartment for selectively 
adjusting a Width of the top opening, so as to 
securely hold the Weapon in the storage compartment 
in position. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0016] FIG. 1 is a front perspective vieW of a thigh rig 
With a quick-attach arrangement according to a preferred 
embodiment of the present invention. 

[0017] FIG. 2 is a rear perspective vieW of the thigh rig 
With the quick-attach arrangement according to the above 
preferred embodiment of the present invention. 

[0018] FIGS. 3A through 3D illustrate a utility of the 
quick-attach arrangement according to the above preferred 
embodiment of the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

[0019] Referring to FIGS. 1 and 2 of the draWings, a thigh 
rig 1 employed With a quick-attach arrangement 20 accord 
ing to a preferred embodiment of the present invention is 
illustrated, Which is adapted for securely holding a pistol 
like Weapon such as pistol, taser, stagger gun or the like. 

[0020] The thigh rig 1 comprises a carrier 10 Which 
comprises a pad body 11, having a front side 111 and a rear 
side 112, for detachably attaching on a user’s body and a 
pouch panel 12 overlappedly provided on the front side 111 
of the pad body 11 to de?ne a storage compartment 13, for 
receiving a pistol-like Weapon therein, betWeen the pad body 
11 and the pouch panel 12, Wherein the storage compartment 
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13 has a top opening 131, having a holding portion, formed 
by a top edge of the pouch panel 12 and the front side 111 
of the pad body 11. 

[0021] The quick-attach arrangement 20 comprises a pair 
of reinforcing elements 21 spacedly provided at the top 
opening 131 of the storage compartment 13 for selectively 
adjusting a Width of the holding portion of the top opening 
131, so as to securely hold a Wrist of the Weapon in the 
storage compartment 13 in position. 

[0022] The Weapon generally comprises an elongated 
tubular portion, a trigger guard portion, and a gripping 
portion Wherein the Wrist of the Weapon is de?ned betWeen 
the trigger guard portion and the gripping portion. It is Worth 
to mention that any conventional holster must hold the Wrist 
of the Weapon tightly in order to hold the Weapon in position, 
so as to prevent an unWanted movement of the Weapon With 
respect to the conventional holster. 

[0023] Each of the reinforcing elements 21, Which is an 
elongated strap, has an af?Xing end 211 af?Xed on the front 
surface 111 of the pad body 11 and a control portion 212 
eXtended across the top opening 131 of the storage com 
partment 13 to fasten on the pouch panel 12 for selectively 
adjust the holding portion of the top opening 131, so as to 
tighten the Weapon at the Wrist thereof. 

[0024] In order to securely hold the reinforcing elements 
21 in position, the quick-attach arrangement 20 further 
comprises a ?rst fastener 22 provided on an inner side of the 
control portion 212 of each of the reinforcing elements 21 
and a second fastener 23 provided on an outer side of the 
pouch panel 12 such that the control portion 212 of each of 
the reinforcing elements 21 is adapted to securely attach on 
the pouch panel 12 by detachably fastening the ?rst fastener 
22 With the second fastener 23. 

[0025] Accordingly, the ?rst and second fasteners are 
hoop and loop fasteners af?Xed on the inner side of the 
control portion 212 of each of the reinforcing elements 21 
and the outer side of the pouch panel 12 respectively. 
Therefore, by adjusting various fastening positions of the 
control portion 212 of the reinforcing element 21 on the 
pouch panel 12, the Width of the top opening 131 of the 
storage compartment 13 can be altered to hold various siZes 
and shapes of the Weapon. 

[0026] As shoWn in FIG. 3A, When the ?rst reinforcing 
element 21 is attached on the pouch panel 12 While the 
second reinforcing element 21 is remain unattached, the 
thigh rig 1 of the present invention can hold the Weapon for 
a right-hand user. Similarly, When the second reinforcing 
element 21 is attached on the pouch panel 12 While the ?rst 
reinforcing element 21 is remain unattached, the thigh rig 1 
of the present invention can hold the Weapon for a left-hand 
user, as shoWn in FIG. 3B. 

[0027] The thigh rig 1 of the present invention can also 
hold different siZes of the Weapon by manipulating With the 
tWo reinforcing elements 21. As shoWn in FIG. 3C, When 
both the tWo reinforcing elements 21 are attached on the 
pouch panel 12, the top opening 131 of the storage com 
partment 13 Will be substantially reduced to hold the Weapon 
having a smaller siZe. When none of the tWo reinforcing 
elements 21 are attached on the pouch panel 12, the top 
opening 131 of the storage compartment 13 Will retain its 
maXimum Width for holding the Weapon having a bigger 
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siZe, as shoWn in FIG. 3D. In other Words, the present 
invention provides not only an ambidextrous ability to ?t 
both the right-hand user and the left-hand user but also a 
self-adjusting con?guration to securely hold the Weapon 
With various siZes. 

[0028] According to the preferred embodiment, the carrier 
10 further comprises a shielding ?ap 100, having a prede 
termined siZe and shape, is overlappedly eXtended from the 
pad body 11 for enclosing the top opening 131 of the storage 
compartment 13 so as to cover a butt of the Weapon. The 
shielding ?ap 111 has a longitudinal edge af?Xed to the pad 
body 11 by stitching Wherein the shielding ?ap 100 is 
adapted to overlappedly fold doWn to enclose the top 
opening 131 of the storage compartment 13 so as to cover on 
the pouch panel 12. Therefore, the shielding ?ap 100 can 
minimiZe the exposure of the Weapon in public. 

[0029] The pad body 11 is made of durable material such 
as nylon Wherein a cushioned layer is provided betWeen the 
front side 111 and the rear side 112 of the pad body 11 so as 
to provide a comfort touching When the pad body 11 is 
fastened on the user’s body. 

[0030] The pouch panel 12, having a triangular shaped, 
has tWo side edges ?rmly af?Xed on the front side 111 of the 
pad body 11 by stitching to form the storage compartment 13 
betWeen the pouch panel 12 and the pad body 11 Wherein the 
storage compartment 13 has a cross section area gradually 
reducing from a top portion to a bottom portion, such that the 
storage compartment 12 is shaped and siZed to ?t the 
Weapon receiving therein. 

[0031] It is Worth to mention that tWo sloping sideWall of 
the storage compartment 13 Will support the Weapon in a 
canting position With respect to the pad body 11. When the 
Weapon is received in the storage compartment 13 and 
locked up by the reinforcing element 21, a top side of the 
Weapon is forced to bias against the respective sideWall of 
the storage compartment 13, so as to support the Weapon in 
an inclined position. Therefore, the Weapon in such canting 
position is adapted to enhance the WithdraWing action for the 
user. 

[0032] The top opening 131 of the storage compartment 
13 is de?ned by a top edge of the pouch panel 12 and the 
front side 111 of the pad body 11 Wherein the top edge of the 
pouch panel 12 has a curved shape gradually descending 
from a mid-portion of the top edge to tWo side edges thereof, 
so as to enhance a retention of Weapon in the storage 
compartment 13. 

[0033] The carrier 10 further comprises a securing unit 16 
comprising a ?rst and second securing straps 161 eXtended 
from the pouch panel 20 and the shielding ?ap 100 respec 
tively, a buckle plug 162 provided at a free end of the ?rst 
securing strap 161, and a corresponding buckle socket 163 
provided at a free end of the second securing strap 161, so 
that the shielding ?ap 100 is substantially protect the 
Weapon by detachably buckling up the buckle plug 162 and 
the buckle socket 163. Therefore, the securing unit 16 
enhances the shielding ?ap 100 to protect the Weapon from 
close quarters grappling. It is Worth to mention that the 
buckle plug 162 and the buckle socket 163 can be replaced 
by other fasteners such as hoop and loop fasteners, snap 
fasteners, straps With cinch or such similar attachment for 
fastening tWo members together. 
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[0034] The carrier 10 further comprises a belt hanger 14 
upwardly extended from a top edge of the pad body 11 and 
a pair of leg straps 15 extended from tWo opposed side edges 
of the pad body 11. 

[0035] Accordingly, the belt hanger 14 comprises an elon 
gated durable belt 141 having an affixing end affixed to the 
pad body 11 and a free end, Wherein the belt hanger 14 is 
formed by folding the durable belt 141 overlappedly to form 
a hanging loop 142. Apair of fasteners 143, 144 are provided 
at the af?Xing end portion and the free end portion of the 
durable belt 141 such that the free end portion of the durable 
belt 141 is adapted to detachably attach to the af?Xing end 
portion thereof to form the hanging loop 142 by attaching 
the pair of fasteners 143, 144 With each other. Therefore, the 
user is able to hang the carrier 10 at the Waist portion by 
passing the user’s Waist belt through the hanging loop 142 
of the belt hanger 14. 

[0036] In order to substantially hold the shielding ?ap 100 
in position, a ?rst pair of holding elements 31 is provided on 
the pouch panel 12 and the shielding ?ap 100 respectively 
and a second pair of holding elements 32 is provided on the 
shielding ?ap 100 and the belt hanger 14 respectively. 

[0037] Accordingly, the ?rst pair of holding elements 31 is 
a pair of hoop and loop fasteners 311, 312 provided on an 
outer side of the pouch panel 12 and an inner side of the 
shielding ?ap 100 respectively in such a manner that the 
shielding ?ap 100 is adapted to securely enclose the storage 
compartment 13 in a closed position by detachably fastening 
the ?rst pair of holding elements 31 together, as shoWn in 
FIG. 2. 

[0038] The second pair of holding elements 32 is a pair of 
hoop and loop fasteners 321, 322 provided on an outer side 
of the shielding ?ap 100 and an outer side of the belt hanger 
14 in such a manner that the shielding ?ap 100 is adapted to 
fold upWard and hold by the belt hanger 14 in an opened 
position by detachably fastening the second pair of holding 
element 32 together so as to communicate the storage 
compartment 13 With outside, as shoWn in FIG. 3. In other 
Words, in the opened position, the shielding ?ap 100 is held 
by the carrier 10 such that the user is able to WithdraW the 
Weapon from the thigh rig 1 of the present invention 
ef?ciently Without interfering by the shielding ?ap 100, 
especially When the user is in an alert situation. 

[0039] It is Worth to mention that the ?rst holding element 
311 is embodied as the same as the second fastener 23 of the 
quick-attach arrangement 20 since the ?rst holding element 
311 and the second fastener 23 are provided on the outer side 
of the pouch panel 12 of the carrier 10 for fastening purpose, 
as shoWn in FIG. 1. 

[0040] The belt hanger 14 further comprises hanging ring 
145 and a belt adapter 146. The hanging ring 145 is provided 
at the top edge of the pad body 11 such that the carrier 110 
can be detachably mounted on the user’s uniform by detach 
ably connecting the hanging ring 145 With a uniform buckle 
or Waist belt provided on the user’s uniform. 

[0041] The belt adapter 146 comprises a hanging belt 1461 
overlappedly folded by detachably attaching tWo end por 
tions thereof With each other to form a holding loop 1462, 
a ?rst adapter 1463 having a through slot for the hanging belt 
1461 slidably passing through, and a second adapter 1464 
having a through slot for the durable belt 141 slidably 
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passing through and arranged to detachably attach to the ?rst 
adapter 1463. Therefore, the user is able to pre-mount the 
belt adapter 146 on his or her Waist portion by passing the 
user’s Waist belt through the holding loop 1462 and then 
simply attach the second adapter 1464 to the ?rst adapter 
1463 so as to quickly and securely mount the carrier 10 at 
the Waist portion of the user. 

[0042] As shoWn in FIG. 1, the tWo leg straps 15 are 
af?Xed to tWo opposed side edges of the pad body 11 
Wherein a leg buckle plug 151 and a leg buckle socket 152 
are provided at free ends of the tWo leg straps 15 respec 
tively and detachably connected With each other, so that the 
carrier 10 can be further ?rmly mounted on the thigh of the 
user by Wrapping the leg straps 15 around the thigh of the 
user and buckling up the leg buckle plug 151 and the leg 
buckle socket 152. Each of the leg straps 15 further com 
prises an auXiliary pouch 153 af?Xed to the leg strap 15 for 
carrying Weapon accessories such as cartridge or bullet. 

[0043] The thigh rig 1 further comprises an attaching unit 
40 for detachably attaching the pad body 11 to the user’s 
body, Wherein the attaching unit 40 comprises at least a 
fastening element 41 provided on the rear side 112 of the pad 
body 11 for detachably attaching to the user’s uniform. 
Accordingly, the fastening element 41 can be a hoop fas 
tener, loop fastener, or both hoop and loop fasteners, as 
shoWn in FIG. 2, af?Xed to the rear side 112 of the pad body 
11. The attaching unit 40 further comprises at least a 
fastening strap 42 having tWo ends affixed to the rear side 
112 of the pad body 11 such that the user’s uniform having 
a corresponding thigh strap is adapted to fasten to the 
fastening strap 42 by passing the thigh belt betWeen the 
fastening strap 42 and the pad body 11. In other Words, the 
thigh rig 1 of the present invention having various attaching 
modes can be detachably mount on the user’s thigh position 
by fastening the attaching unit 40 to the corresponding 
fastening element or thigh strap provided on the thigh 
portion of the user’s uniform. 

What is claimed is: 
1. A thigh rig, comprising: 

a carrier comprising a pad body, having a front side and 
a rear side, for detachably attaching on a user’s body 
and a pouch panel overlappedly provided on said front 
side of said pad body to de?ne a storage compartment, 
for receiving a pistol-like Weapon therein, betWeen said 
pad body and said pouch panel, Wherein said storage 
compartment has a top opening, having a holding 
portion, formed by a top edge of said pouch panel and 
said front side of the pad body; and 

a quick-attach arrangement comprising a pair of reinforc 
ing elements spacedly provided at said top opening of 
said storage compartment for selectively adjusting a 
Width of the holding portion of said top opening, so as 
to securely hold a Wrist of said Weapon in said storage 
compartment in position. 

2. The thigh rig, as recited in claim 1, Wherein each of said 
reinforcing elements, Which is an elongated strap, has an 
af?Xing end affixed on said front surface of said pad body 
and a control portion eXtended across said top opening of 
said storage compartment to fasten on said pouch panel for 
selectively adjust said holding portion of said top opening, 
so as to tighten said Weapon at said Wrist thereof. 
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3. The thigh rig, as recited in claim 2, wherein said 
quick-attach arrangement further comprises a ?rst fastener 
provided on an inner side of said control portion of each of 
said reinforcing elements and a second fastener provided on 
an outer side of said pouch panel such that said control 
portion of each of said reinforcing elements is adapted to 
securely attach on said pouch panel by detachably fastening 
said ?rst fastener With said second fastener. 

4. The thigh rig, as recited in claim 1, Wherein said carrier 
further comprises a shielding ?ap, having a predetermined 
siZe and shape, is overlappedly eXtended from said pad body 
for enclosing said top opening of said storage compartment 
so as to cover a butt of said Weapon. 

5. The thigh rig, as recited in claim 3, Wherein said carrier 
further comprises a shielding ?ap, having a predetermined 
siZe and shape, is overlappedly eXtended from said pad body 
for enclosing said top opening of said storage compartment 
so as to cover a butt of said Weapon. 

6. The thigh rig, as recited in claim 5, Wherein said carrier 
further a securing unit Which comprises a ?rst and second 
securing straps eXtended from said pouch panel and said 
shielding ?ap respectively, a buckle plug provided at a free 
end of said ?rst securing strap, and a corresponding buckle 
socket provided at a free end of said second securing strap, 
so that said shielding ?ap is adapted for substantially pro 
tecting said Weapon by detachably buckling up said buckle 
plug and said buckle socket. 

7. The thigh rig, as recited in claim 5, Wherein said pouch 
panel, having a triangular shaped, has tWo side edges ?rmly 
af?Xed on said front side of said pad body to from said 
storage compartment Which has a cross section area gradu 
ally reducing from a top portion to a bottom portion thereof. 

8. The thigh rig, as recited in claim 3, Wherein said carrier 
further comprises a shielding ?ap, having a predetermined 
siZe and shape, is overlappedly eXtended from said pad body 
for enclosing said top opening of said storage compartment 
so as to cover a butt of said Weapon. 

9. The thigh rig, as recited in claim 8, Wherein said carrier 
further a securing unit Which comprises a ?rst and second 
securing straps eXtended from said pouch panel and said 
shielding ?ap respectively, a buckle plug provided at a free 
end of said ?rst securing strap, and a corresponding buckle 
socket provided at a free end of said second securing strap, 
so that said shielding ?ap is adapted for substantially pro 
tecting said Weapon by detachably buckling up said buckle 
plug and said buckle socket. 

10. The thigh rig, as recited in claim 8, Wherein said pouch 
panel, having a triangular shaped, has tWo side edges ?rmly 
af?Xed on said front side of said pad body to from said 
storage compartment Which has a cross section area gradu 
ally reducing from a top portion to a bottom portion thereof. 

11. The thigh rig, as recited in claim 2, Wherein said top 
edge of said pouch panel has a curved shape gradually 
descending from a mid-portion of said top edge to tWo side 
edges thereof, so as to enhance a retention of Weapon in said 
storage compartment. 

12. The thigh rig, as recited in claim 3, Wherein said top 
edge of said pouch panel has a curved shape gradually 
descending from a mid-portion of said top edge to tWo side 
edges thereof, so as to enhance a retention of Weapon in said 
storage compartment. 
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13. The thigh rig, as recited in claim 8, Wherein said top 
edge of said pouch panel has a curved shape gradually 
descending from a mid-portion of said top edge to tWo side 
edges thereof, so as to enhance a retention of Weapon in said 
storage compartment. 

14. The thigh rig, as recited in claim 2, Wherein said 
carrier further comprises a belt hanger, Which is upWardly 
eXtended from a top edge of said pad body, comprising an 
elongated durable belt having an af?Xing end affixed to said 
pad body and a free end, Wherein said belt hanger is formed 
by folding said durable belt overlappedly to form a hanging 
loop, a pair of fasteners being provided at said af?Xing end 
portion and said free end portion of said durable belt such 
that said free end portion of said durable belt is adapted to 
detachably attach to said af?Xing end portion thereof to form 
said hanging loop by attaching said pair of fasteners With 
each other. 

15. The thigh rig, as recited in claim 8, Wherein said 
carrier further comprises a belt hanger, Which is upWardly 
eXtended from a top edge of said pad body, comprising an 
elongated durable belt having an af?Xing end affixed to said 
pad body and a free end, Wherein said belt hanger is formed 
by folding said durable belt overlappedly to form a hanging 
loop, a pair of fasteners being provided at said af?Xing end 
portion and said free end portion of said durable belt such 
that said free end portion of said durable belt is adapted to 
detachably attach to said af?Xing end portion thereof to form 
said hanging loop by attaching said pair of fasteners With 
each other. 

16. The thigh rig, as recited in claim 2, Wherein said 
carrier further comprises tWo leg straps affixed to tWo 
opposed side edges of said pad body, Wherein a leg buckle 
plug and a leg buckle socket are provided at free ends of said 
tWo leg straps respectively and detachably connected With 
each other, so that said carrier is adapted for ?rmly mounting 
on a thigh of said user by Wrapping said leg straps around 
said thigh of said user and buckling up said leg buckle plug 
and said leg buckle socket. 

17. The thigh rig, as recited in claim 8, Wherein said 
carrier further comprises tWo leg straps affixed to tWo 
opposed side edges of said pad body, Wherein a leg buckle 
plug and a leg buckle socket are provided at free ends of said 
tWo leg straps respectively and detachably connected With 
each other, so that said carrier is adapted for ?rmly mounting 
on a thigh of said user by Wrapping said leg straps around 
said thigh of said user and buckling up said leg buckle plug 
and said leg buckle socket. 

18. The thigh rig, as recited in claim 15, Wherein said 
carrier further comprises tWo leg straps affixed to tWo 
opposed side edges of said pad body, Wherein a leg buckle 
plug and a leg buckle socket are provided at free ends of said 
tWo leg straps respectively and detachably connected With 
each other, so that said carrier is adapted for ?rmly mounting 
on a thigh of said user by Wrapping said leg straps around 
said thigh of said user and buckling up said leg buckle plug 
and said leg buckle socket. 


