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(57) ABSTRACT 

An outer decoder and an inner decoder encode a block of 
information to be transmitted, to improve protection by 
adding redundancy. The redundancy permits decoding of the 
information from less than a complete encoded block of 
information. Time re-alignment of tWo transmissions of the 
same content from tWo base stations can mitigate the prob 
lem of duplicated frames. The user of the subscriber station 
can experience seamless service Without repetition of con 
tent, even When handing over to a neW cell While receiving 
a buffer of broadcast content. 
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METHOD AND SYSTEM FOR COMMUNICATING 
CONTENT ON A BROADCAST SERVICES 

COMMUNICATION SYSTEM 

BACKGROUND 

[0001] 1. Field 

[0002] The present invention relates to broadcast commu 
nications, otherwise known as point-to-multipoint commu 
nications, in a Wireline or a Wireless communication system. 
More particularly, the present invention relates to a system 
and method for utiliZation of an outer decoder in such a 
broadcast communication system. 

[0003] 2. Background 

[0004] Communication systems have been developed to 
alloW transmission of information signals from an origina 
tion station to a physically distinct destination station. In 
transmitting information signal from the origination station 
over a communication channel, the information signal is ?rst 
converted into a form suitable for efficient transmission over 
the communication channel. Conversion, or modulation, of 
the information signal involves varying a parameter of a 
carrier Wave in accordance With the information signal in 
such a Way that the spectrum of the resulting modulated 
carrier is con?ned Within the communication channel band 
Width. At the destination station the original information 
signal is replicated from the modulated carrier Wave 
received over the communication channel. Such a replica 
tion is generally achieved by using an inverse of the modu 
lation process employed by the origination station. 

[0005] Modulation also facilitates multiple-access, i.e., 
simultaneous transmission and/or reception, of several sig 
nals over a common communication channel. Multiple 
access communication systems often include a plurality of 
subscriber units requiring intermittent service of relatively 
short duration rather than continuous access to the common 
communication channel. Several multiple-access techniques 
are knoWn in the art, such as time division multiple-access 
(TDMA), frequency division multiple-access (FDMA), and 
amplitude modulation multiple-access Another type 
of a multiple-access technique is a code division multiple 
access (CDMA) spread spectrum system that conforms to 
the “TIA/EIA/IS-95 Mobile Station-Base Station Compat 
ibility Standard for Dual-Mode Wide-Band Spread Spec 
trum Cellular System,” hereinafter referred to as the IS-95 
standard. The use of CDMA techniques in a multiple-access 
communication system is disclosed in US. Pat. No. 4,901, 
307, entitled “SPREAD SPECTRUM MULTIPLE-AC 
CESS COMMUNICATION SYSTEM USING SATELLITE 
OR TERRESTRIAL REPEATERS,” and US. Pat. No. 
5,103,459, entitled “SYSTEM AND METHOD FOR GEN 
ERATING WAVEFORMS IN A CDMA CELLULAR 
TELEPHONE SYSTEM,” both assigned to the assignee of 
the present invention. 

[0006] A multiple-access communication system may be a 
Wireless or Wireline and may carry voice and/or data. An 
example of a communication system carrying both voice and 
data is a system in accordance With the IS-95 standard, 
Which speci?es transmitting voice and data over the com 
munication channel. A method for transmitting data in code 
channel frames of ?xed siZe is described in detail in US. Pat. 
No. 5,504,773, entitled “METHOD AND APPARATUS 
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FOR THE FORMATTING OF DATA FOR TRANSMIS 
SION”, assigned to the assignee of the present invention. In 
accordance With the IS-95 standard, the data or voice is 
partitioned into code channel frames that are 20 milliseconds 
Wide With data rates as high as 14.4 Kbps. Additional 
examples of a communication systems carrying both voice 
and data comprise communication systems conforming to 
the “3rd Generation Partnership Project” (3GPP), embodied 
in a set of documents including Document Nos. 3G TS 
25.211, 3G TS 25.212, 3G TS 25.213, and 3G TS 25.214 
(the W-CDMA standard), or “TR-45.5 Physical Layer Stan 
dard for cdma2000 Spread Spectrum Systems” (the IS-2000 
standard). 
[0007] An example of a data only communication system 
is a high data rate (HDR) communication system that 
conforms to the TIA/EIA/IS-856 industry standard, herein 
after referred to as the IS-856 standard. This HDR system is 
based on a communication system disclosed in co-pending 
application Ser. No. 08/963,386, entitled “METHOD AND 
APPARATUS FOR HIGH RATE PACKET DATA TRAN S 
MISSION,” ?led Nov. 3, 1997, and assigned to the assignee 
of the present invention. The HDR communication system 
de?nes a set of data rates, ranging from 38.4 kbps to 2.4 
Mbps, at Which an access point may send data to a 
subscriber station (access terminal, AT). Because the AP is 
analogous to a base station, the terminology With respect to 
cells and sectors is the same as With respect to voice systems. 

[0008] In a multiple-access communication system, com 
munications among users are conducted through one or 

more base stations. A ?rst user on one subscriber station 
communicates to a second user on a second subscriber 

station by transmitting data on a reverse link to a base 
station. The base station receives the data and can route the 
data to another base station. The data is transmitted on a 
forWard link of the same base station, or the other base 
station, to the second subscriber station. The forWard link 
refers to transmission from a base station to a subscriber 
station and the reverse link refers to transmission from a 
subscriber station to a base station. LikeWise, the commu 
nication can be conducted betWeen a ?rst user on one 

subscriber station and a second user on a landline station. A 
base station receives the data from the user on a reverse link, 
and routes the data through a public sWitched telephone 
netWork (PSTN) to the second user. In many communication 
systems, e.g., IS-95, W-CDMA, IS-2000, the forWard link 
and the reverse link are allocated separate frequencies. 

[0009] The above described Wireless communication ser 
vice is an example of a point-to-point communication ser 
vice. In contrast, broadcast services provide point-to-multi 
point communication service. The basic model of a 
broadcast system consists of a broadcast net of users served 
by one or more central stations, Which transmit information 
With a certain contents, e.g., neWs, movies, sports events and 
the like to the users. Each broadcast net user’s subscriber 
station monitors a common broadcast forWard link signal. 
Because the central station ?xedly determines the content, 
the users are generally not communicating back. Examples 
of common usage of broadcast services communication 
systems are TV broadcast, radio broadcast, and the like. 
Such communication systems are generally highly special 
iZed purpose-build communication systems. With the recent, 
advancements in Wireless cellular telephone systems there 
has been an interest of utiliZing the existing infrastructure of 
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the—mainly point-to-point cellular telephone systems for 
broadcast services. (As used herein, the term “cellular” 
systems encompasses communication systems utilizing both 
cellular and PCS frequencies.) 

[0010] The information signal to be exchanged among the 
terminals in a communication system is often organiZed into 
a plurality of packets. For the purposes of this description, 
a packet is a group of bytes, including data (payload) and 
control elements, arranged into a speci?c format. The con 
trol elements comprise, e.g., a preamble and a quality metric. 
The quality metric comprises, e.g., cyclical redundancy 
check (CRC), parity bit(s), and other types of metric knoWn 
to one skilled in the art. The packets are usually formatted 
into a message in accordance With a communication channel 
structure. The message, appropriately modulated, traveling 
betWeen the origination terminal and the destination termi 
nal, is affected by characteristics of the communication 
channel, e.g., signal-to-noise ratio, fading, time variance, 
and other such characteristics. Such characteristics affect the 
modulated signal differently in different communication 
channels. Consequently, transmission of a modulated signal 
over a Wireless communication channel requires different 
considerations than transmission of a modulated signal over 
a Wire-like communication channel, e.g., a coaxial cable or 
an optical cable. In addition to selecting modulation appro 
priate for a particular communication channel, other meth 
ods for protecting the information signal have been devised. 
Such methods comprise, e.g., encoding, symbol repetition, 
interleaving, and other methods knoW to one of ordinary 
skill in the art. HoWever, these methods increase overhead. 
Therefore, an engineering compromise betWeen reliability 
of message delivery and the amount of overhead must be 
made. Even With the above-discussed protection of infor 
mation, the conditions of the communication channel can 
degrade to the point at Which the destination station possibly 
cannot decode (erases) some of the packets comprising the 
message. In data-only communications systems, the cure is 
to re-transmit the non-decoded packets using an Automatic 
Retransmission reQuest (ARQ) made by the destination 
station to the origination station. HoWever, as discussed, the 
subscribers do not communicate back to the base station. 
Furthermore, even if the subscribers Were alloWed to com 
municate ARQ, this communication might overload the 
communication system. Consequently, other means of infor 
mation protection are desirable. 

[0011] Based on the foregoing, there is a need in the art for 
a method and a system and method for utiliZation of an outer 
decoder in such a broadcast communication system. 

SUMMARY 

[0012] Embodiments disclosed herein address the above 
stated needs by providing a method and a system executing 
the method to utiliZe an outer decoder. The use of the outer 
decoder further facilitates reducing poWer consumption of a 
subscriber station by determining a number of frames that 
must be received correctly; and terminating reception of the 
frames When said determined number of frames Was 
received correctly. 

[0013] In another aspect of the invention, the use of the 
outer decoder further facilitates improved method for hard 
handoff on a common broadcast channel by receiving at a 
subscriber station frames transmitted on the common broad 
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cast channel from a ?rst sector; determining at the subscriber 
station a need for handoff; identifying at the subscriber 
station at least one sector belonging to a soft handoff group 
different from a soft handoff group including the ?rst sector; 
determining a number of frames from a current buffer that 
must be received correctly; terminating reception of the 
frames When said determined number of frames Were 
received correctly; and beginning reception of frames from 
the identi?ed at least one sector. 

[0014] In another aspect of the invention, the use of the 
outer decoder further facilitates improved method for inter 
frequency hard handoff by receiving at a subscriber station 
service on a channel from a sector in the origination system; 
determining at the subscriber station a need for handoff; 
identifying at the subscriber station a destination system; 
determining a number of frames from a current buffer that 
must be received correctly; terminating reception of the 
frames When said determined number of frames Were 
received correctly; tuning to a frequency of the destination 
system; and receiving service on a channel from at least one 
sector if the at least one sector of the destination system is 
acquired at the subscriber station. 

[0015] In another aspect of the invention, the use of the 
outer decoder further facilitates utiliZing a common broad 
cast channel for signaling by replacing part of a content of 
a parity portion of a transmitting buffer With a signaling 
information; and transmitting a content of the transmitting 
buffer at a determined time on the common broadcast 
channel. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0016] FIG. 1 illustrates conceptual block diagram of a 
High-Speed Broadcast Service communication system; 

[0017] FIG. 2 illustrates a concept of physical and logical 
channels for the HSBS; 

[0018] 
[0019] FIG. 4 illustrates physical layer processing in 
accordance With one embodiment of the invention; 

[0020] 
[0021] FIG. 6 illustrates concept of soft-handoff groups in 
a broadcast communication system; 

[0022] FIG. 7 illustrates timing diagram for hard handoff; 

[0023] FIG. 8 illustrates a timing diagram for a handoff 
While a subscriber station receives broadcast content from 
tWo cells; and 

FIG. 3 illustrates a prior art encoding; 

FIG. 5 illustrates a transmit buffer; 

[0024] FIG. 9 illustrates a receive buffer of a subscriber 
station. 

DETAILED DESCRIPTION 

[0025] De?nitions 

[0026] The Word “exemplary” is used herein to mean 
“serving as an example, instance, or illustration.” Any 
embodiment described herein as “exemplary” is not neces 
sarily to be construed as preferred or advantageous over 
other embodiments. 

[0027] The terms point-to-point communication is used 
herein to mean a communication betWeen tWo subscriber 
stations over a dedicated communication channel. 
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[0028] The terms broadcast communication or point-to 
multipoint communication are used herein to mean a com 
munication Wherein a plurality of subscriber stations are 
receiving communication from one source. 

[0029] The term packet is used herein to mean a group of 
bits, including data (payload) and control elements, arranged 
into a speci?c format. The control elements comprise, e.g., 
a preamble, a quality metric, and others knoWn to one skilled 
in the art. Quality metric comprises, e.g., a cyclical redun 
dancy check (CRC), a parity bit, and others knoWn to one 
skilled in the art. 

[0030] The term access netWork is used herein to mean a 
collection of base stations (BS) and one or more base 
stations’ controllers. The access netWork transports data 
packets betWeen multiple subscriber stations. The access 
netWork may be further connected to additional netWorks 
outside the access netWork, such as a corporate intranet or 
the Internet, and may transport data packets betWeen each 
access terminal and such outside netWorks. 

[0031] The term base station is used herein to mean the 
hardWare With Which subscriber stations communicate. Cell 
refers to the hardWare or a geographic coverage area, 
depending on the conteXt in Which the term is used. A sector 
is a partition of a cell. Because a sector has the attributes of 
a cell, the teachings described in terms of cells are readily 
eXtended to sectors. 

[0032] The term subscriber station is used herein to mean 
the hardWare With Which an access netWork communicates. 
A subscriber station may be mobile or stationary. A sub 
scriber station may be any data device that communicates 
through a Wireless channel or through a Wired channel, for 
eXample using ?ber optic or coaxial cables. A subscriber 
station may further be any of a number of types of devices 
including but not limited to PC card, compact ?ash, eXternal 
or internal modem, or Wireless or Wireline phone. A sub 
scriber station that is in the process of establishing an active 
traf?c channel connection With a base station is said to be in 
a connection setup state. A subscriber station that has 
established an active traffic channel connection With a base 
station is called an active subscriber station, and is said to be 
in a traf?c state. 

[0033] The term physical channel is used herein to mean 
a communication route over Which a signal propagates 
described in terms of modulation characteristics and coding. 

[0034] The term logical channel is used herein to mean a 
communication route Within the protocol layers of either the 
base station or the subscriber station. 

[0035] The term communication channel/link is used 
herein to mean a physical channel or a logical channel in 
accordance With the conteXt. 

[0036] The term reverse channel/link is used herein to 
mean a communication channel/link through Which the 
subscriber station sends signals to the base station. 

[0037] A forWard channel/link is used herein to mean a 
communication channel/link through Which a base station 
sends signals to a subscriber station. 

[0038] The term soft handoff is used herein to mean a 
communication betWeen a subscriber station and tWo or 
more sectors, Wherein each sector belongs to a different cell. 
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The reverse link communication is received by both sectors, 
and the forWard link communication is simultaneously car 
ried on the tWo or more sectors’ forWard links. 

[0039] The term softer handoff is used herein to mean a 
communication betWeen a subscriber station and tWo or 
more sectors, Wherein each sector belongs to the same cell. 
The reverse link communication is received by both sectors, 
and the forWard link communication is simultaneously car 
ried on one of the tWo or more sectors’ forWard links. 

[0040] The term erasure is used herein to mean failure to 
recognize a message. 

[0041] The term dedicated channel is used herein to mean 
a channel modulated by information speci?c to an individual 
subscriber station. 

[0042] The term common channel is used herein to mean 
a channel modulated by information shared among all 
subscriber stations. 

[0043] Description 
[0044] As discussed, a basic model of a broadcast system 
comprises a broadcast net of users, served by one or more 
central stations, Which transmit information With a certain 
contents, e.g., neWs, movies, sports events and the like to the 
users. Each broadcast net user’s subscriber station monitors 
a common broadcast forWard link signal. FIG. 1 illustrates 
a conceptual block diagram of a communication system 100, 
capable of performing High-Speed Broadcast Service 
(HSBS) in accordance With embodiments of the present 
invention. 

[0045] The broadcast content originates at a content server 
(CS) 102. The content server may be located Within the 
carrier netWork (not shoWn) or outside Internet (IP) 104. The 
content is delivered in a form of packets to a broadcast 
packet data-serving node (BPDSN) 106. The term BPSDN 
is used because although the BPDSN may be physically 
co-located, or be identical to the regular PDSN (not shoWn), 
the BPSDN may be logically different from a regular PDSN. 
The BPDSN 106 delivers the packets according to the 
packet’s destination to a packet control function (PCF) 108. 
The PCF is a control entity controlling function of base 
stations 110 for the HSBS as a base station controller is for 
regular voice and data services. To illustrate the connection 
of the high level concept of the HSBS With the physical 
access netWork, FIG. 1 shoWs a PCP physically co-located 
or even identical, but logically different from a base station 
controller (BSC). One of ordinary skill in the art understands 
that this is for pedagogical purposes only. The BSC/PCF 108 
provides the packets to base stations 114. 

[0046] The communication system 100 enables High 
Speed Broadcast Service (HSBS) by introducing a forWard 
broadcast shared channel (F-BSCH) 112 capable of high 
data rates that can be received by a large number of 
subscriber stations 114. The term forWard broadcast shared 
channel is used herein to mean a single forWard link physical 
channel that carries broadcast traf?c. A single F-BSCH can 
carry one or more HSBS channels multiplexed in a TDM 
fashion Within the single F-BSCH. The term HSBS channel 
is used herein to mean a single logical HSBS broadcast 
session de?ned by the session’s broadcast content. Each 
session is de?ned by a broadcast content that may change 
With time; for eXample, 7 am-NeWs, 8 am-Weather, 9 
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am-Movies, etc. FIG. 2 illustrates the discussed concept of 
physical and logical channels for the HSBS. 

[0047] As illustrated in FIG. 2, an HSBS is provided on 
tWo F-BSCHs 202, each of Which is transmitted on a 
separate frequency fx, fy. Thus, for example, in the above 
mentioned cdma2000 communication system such a physi 
cal channel can comprise, e.g., a forWard supplemental 
channel (F-SCH), forWard broadcast control channel 
(F-BCCH), forWard common control channel (F-CCCH), 
other common and dedicated channels and the channel’s 
combination. The use of common and dedicated channels for 
information broadcast is disclosed in a provisional US. 
Patent Application Serial No. 60/279,970, entitled 
“METHOD AND APPARATUS FOR GROUP CALLS 
USING DEDICATED AND COMMON CHANNELS IN 
WIRELESS NETWORK ”, ?led Mar. 28, 2001, and 
assigned to the assignee of the present invention. One of 
ordinary skill in the art understands that other communica 
tion systems utiliZe channels performing similar function, 
therefore, the teaching is applicable to other communication 
systems. The F-BSCHs 202 carry the broadcast traf?c, 
Which may comprise one or more broadcast sessions. The 
F-BSCHs 202b carries one HSBS channel 204c; tWo HSBS 
channels 204a, 204b are multiplexed onto the F-BCCH 
202a. The content of an HSBS channel is formatted into 
packets comprising a payload 206 and a header 208. 

[0048] One of ordinary skill in the art recogniZes that the 
HSBS broadcast service deployment as illustrated in FIG. 2 
is for pedagogical purposes only. Therefore, in a given 
sector, the HSBS broadcast service can be deployed in 
several manners in accordance With features supported by an 
implementation of a particular communication system. The 
implementation features include, e.g., the number of HSBS 
sessions supported, number of frequency assignments, num 
ber of broadcast physical channels supported, and other 
implementation features knoWn to one skilled in the art. 
Thus, for example, more than tWo frequencies, and 
F-BSCHs may be deployed in a sector. Furthermore, more 
than tWo HSBS channels may be multiplexed onto one 
F-BSCH. Furthermore, a single HSBS channel can be mul 
tiplexed onto more than one broadcast channel Within a 
sector, on different frequencies to serve the subscribers 
residing in those frequencies. 

[0049] As discussed, communications systems often trans 
mit information in frames or blocks, Which are protected by 
encoding against adverse condition affecting a communica 
tion channel. Examples of such systems comprise 
cdma2000, WCDMA, UMTS. As illustrated in FIG. 3, the 
bit stream of information to be transmitted 302, originating 
at higher layers, is provided to an (inner) encoder 304 on a 
physical layer. The encoder accepts a block of bits of a 
length S. This block of S bits typically includes some 
overhead, e.g., tail bits for the inner encoder, a cyclic 
redundancy check (CRC) to assist the inner decoder at the 
receiving side ascertain success or failure of decoding help 
the inner decoder, and other overhead information knoWn to 
one of ordinary skills in the art. The encoder then encodes 
the S bits With a selected code resulting in an encoded block 
of length P=S+R, Where R denotes the number of redundant 
bits. One of ordinary skills in the art understands that 
although the embodiments are explained in terms of layering 
model, this is for pedagogical purposes, and the various 
illustrative logical blocks, modules, circuits, and algorithm 
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steps described in connection With the physical layer are 
implemented as electronic hardWare, computer softWare, or 
combinations of both. Thus, for example, the inner encoder 
304 may be implemented or performed With a general 
purpose processor, a digital signal processor (DSP), an 
application speci?c integrated circuit (ASIC), a ?eld pro 
grammable gate array (FPGA) or other programmable logic 
device, discrete gate or transistor logic, discrete hardWare 
components, or any combination thereof designed to per 
form the functions described herein. A general purpose 
processor may be a microprocessor, but in the alternative, 
the processor may be any conventional processor, controller, 
microcontroller, or state machine. A processor may also be 
implemented as a combination of computing devices, e.g., a 
combination of a DSP and a microprocessor, a plurality of 
microprocessors, one or more microprocessors in conjunc 
tion With a DSP core, or any other such con?guration. 

[0050] In accordance With one embodiment of the present 
invention, as illustrated in FIG. 4, the bit stream of infor 
mation to be transmitted 402 is ?rst encoded by an outer 
endecoder 406 and the encoded stream is then provided into 
the inner encoder (not shoWn), residing on the physical layer 
408. The bit stream of information to be transmitted 402, 
originating at higher layers, is provided to a transmit buffer 
404. The transmit buffer is illustrated in more detail in FIG. 
5. Referring to FIG. 5, the bits ?ll the systematic portion 504 
of the transmit buffer 404 (of FIG. 4) roW by roW from left 
to right. The systematic portion 504 comprises k roWs 508 
of length L. In one embodiment, as shoWn in FIG. 5, the 
length L of the buffer coincides With the length of a radio 
frame Without the overhead (e.g., CRC to help the inner 
decoder and the tail bits for the inner encoder). Referring 
back to FIG. 4, once the systematic portion 504 (of FIG. 5) 
is full, the outer block encoder 406 is activated to perform 
column-Wise encoding of the bits in the systematic portion 
504 (of FIG. 5) to generate (n-k) additional roWs 510 (of 
FIG. 5) of parity bits. This column-Wise operation is per 
formed column by column for binary outer code, i.e., m=1. 
For non-binary code, i.e., m>1, every m adjacent columns in 
a roW are treated as an m-bit symbol. The m-bit symbols 
along the top k roWs are read by the outer encoder to produce 
n-k m-bit symbols that ?ll the corresponding loWer n-k roWs 
of these columns. 

[0051] In another embodiment, the length L of the buffer 
is equal to the number of bits the inner coded frames carries 
divided by m, the dimension of the outer encoder code. In 
this embodiment, the ?rst m roWs from the TX buffer are 
sent in the ?rst inner coded frame, the second m roWs of bits 
are sent in the second inner-coded frame, until the entire 
buffer is transmitted. Referring back to FIG. 4, once the 
systematic portion 504 (of FIG. 5) is full, the outer block 
encoder 406 is activated to perform column-Wise encoding 
of the bits in the systematic portion 504 (of FIG. 5) to 
generate m(n-k) additional roWs 510 (of FIG. 5) of parity 
bits. This column-Wise operation is performed column by 
column for binary outer code, i.e., m=1. For non-binary 
code, i.e., m>1, every m-roWs of a column form an m-bit 
symbol. The k symbols from the top k m roWs in the column 
are read by the outer encoder to produce (n-k) m-bit symbols 
that ?ll the corresponding loWer m(n-k) roWs of this column. 

[0052] In one embodiment the outer encoder comprises a 
systematic Reed-Solomon (R-S). The content of the transmit 
buffer 404 is then provided to a physical layer 408. On the 
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physical layer 408, the individual frames are encoded by an 
inner encoder (not shown), Which results in encoded frames. 
The structure of the inner decoder may be, e.g., the structure 
of FIG. 3. The systematic roWs and the parity roWs of the 
buffer may be interlaced during transmission to reduce the 
chance of large number of systematic roWs erased When the 
total number of inner code erasure exceeds the outer code’s 
correcting capability. The frames are further processed in 
accordance With a selected modulation scheme. In one 
embodiment, the processing is performed in accordance 
With the IS-2000 standard. The processed frames are then 
transmitted over a communication channel 410. 

[0053] The transmitted frames are received at the desti 
nation station and provided to a physical layer 412. On the 
physical layer 412, the individual frames are demodulated 
and provided to an inner decoder (not shoWn). In one 
embodiment, the inner decoder decodes each frame, and if 
the decoding is successful, outputs a correctly decoded 
frame; or if the decoding is unsuccessful, declares an era 
sure. The success or failure of decoding must be determined 
With a high accuracy. In one embodiment, this is achieved by 
including a long (for example, 16-bit) cyclic redundancy 
check (CRC) in the frame after outer encoding and before 
inner encoding. HoWever, one of ordinary skills in the art 
recogniZes that other mechanisms for frame quality indica 
tion may be used. The included CRC obtained from the 
decoded frame is compared With a CRC calculated from the 
bits of the decoded frame, and if the tWo CRCs are identical, 
the decoding is declared successful. Further processing at 
the physical layer proceeds in accordance With the result of 
the inner decoder decision. 

[0054] The correctly decoded frames are provided to the 
appropriate roWs of a of a receive buffer 414. If all the 
systematic k frames are correctly decoded by the inner 
decoder, the systematic frames from the systematic portion 
414(1) of the receive buffer 414 are passed to upper layer 
(not shoWn) for further processing Without outer decoding. 

[0055] If the inner decoder cannot decode the frame, the 
decoder declares an erasure, and provides an outer block 
decoder 416 With an indication that the frame is missing. The 
process continues until there are as many parity frames 
received correctly and passed to a parity portion 414(2) of a 
receive buffer 414, as there are erased systematic frames. 
The receiver stops the reception of any remaining frames 
and the outer decoder (not shoWn) is activated to recover the 
erased systematic frames. The recovered systematic frames 
are passed to the upper layer. 

[0056] If the total number of correctly received frames in 
the receive buffer 414 is less than k, in accordance With one 
embodiment the outer decoder is not activated since there is 
no guarantee that the decoding Would be successful. The 
correctly received systematic frames together With identi? 
cation of the missing bits are passed to the higher layers. In 
another embodiment, the receiver uses decoded bits from the 
inner decoder (Which are unreliable as indicated by the 
failed CRC checks) to recover bits for the systematic bits. In 
accordance With one embodiment, the receiver decodes the 
unreliable bits from the inner decoder and ?nds the most 
likely codeWord. In the another embodiment, the receiver 
uses measurement of the signal quality of the erased frames 
in the buffer to choose enough erroneously received frames 
With the highest signal to noise ratio to form a sub buffer 
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With k roWs. The receiver then performs bit ?ipping (chang 
ing a bit value of 0 to a bit value 1 and vice versa at one 
column at a time) and checks Whether the bit ?ipping 
resulted in a codeWord. In one embodiment, the bit ?ipping 
is ?rst performed on the least reliable bits and continues With 
bits in the order of the bits’ increasing reliability. The 
reliability of a bit may be determined in accordance With 
inner decoding metrics, e.g., a signal to noise and interfer 
ence ratio during the frame, like the Yamamoto metric, the 
re-encoded symbol error rate, re-encoded energy metric, and 
other metrics knoWn to one of ordinary skills in the art, or 
the metrics’ combinations. If a codeWord Was not found, the 
bit ?ipping continues through all the remaining columns for 
all the unreliable roWs. If a codeWord Was not found, the bit 
?ipping continues With increased number of bits ?ipped 
(that is, changing 2 bits at a time, then 3 bits, until the 
maximum number of bits), until either a codeWord is found 
or all combinations are exhausted. In another embodiment, 
the CRC from the unreliable roWs are used to check the 
overall success of the decoding in this situation. The frames 
are passed to the higher layers only if the CRC from all roWs 
match; otherWise, only bits from reliable roWs are passed to 
the higher layers. 

[0057] To improve reliability of decoding, in another 
embodiment, the demodulation and inner decoding are per 
formed for more than k correctly received frames in a buffer. 
In accordance in yet another embodiment the demodulation 
and inner decoding are performed for all frames in the buffer. 
In both embodiments, the outer decoding is performed on 
the k (or km) roWs With the highest quality. The quality may 
be determined in accordance With inner decoding metrics, 
e.g., a signal to noise and interference ratio during the frame, 
like the Yamamoto metric, the re-encoded symbol error rate, 
re-encoded energy metric, and other metrics knoWn to one of 
ordinary skills in the art, or the metrics’ combinations. Use 
of quality metrics for quality estimation is disclosed in detail 
in US. Pat. No. 5,751,725 entitled “METHOD AND APPA 
RATUS FOR DETERMINING THE RATE OF RECEIVED 
DATA IN A VARIABLE RATE COMMUNICATIONS 
SYSTEM” and US. Pat. No. 5,774,496 entitled “METHOD 
AND APPARATUS FOR DETERMINING DATA RATE 
OF TRAN SMITTED VARIABLE RATE DATA INACOM 
MUNICATIONS RECEIVER” and both are assigned to the 
assignee of the present invention. 

[0058] Battery PoWer Savings 

[0059] An important requirement for a subscriber station 
is loW battery poWer consumption. The above-described 
encoding method ensures that less than n correctly received 
frames are suf?cient for decoding the systematic information 
per one transmitting buffer. Consequently, it is not necessary 
for the subscriber station to receive all n frames to decode 
the transmitted information. If the subscriber station deter 
mines the amount of redundancy, for example from an 
encoding rate of the frames, the subscriber station may 
determine a number of frames that must be received cor 
rectly, i.e., be declared correctly decoded by the inner 
decoder for the outer decoder to decode correctly. The 
subscriber station may determine the encoding rate by 
several methods knoWn to one of ordinary skills in the art. 
Thus, for example, there can be only one ?xed encoding 
rate. If more than one rate is used, the subscriber station can 
use a blind rate determination, or the possible data rates are 
provided to the subscriber station by the origination station. 
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Furthermore, the information about the amount of redun 
dancy may be provided to the subscriber station. 

[0060] Once the subscriber station accumulates the deter 
mined number of frames correctly decoded by the inner 
decoder into the receive buffer 414 (both the systematic 
portion 414(1) and the parity portion 414(2)), the subscriber 
station may terminate reception and inner decoding of 
additional frames. Therefore, a battery poWer savings is 
accomplished. Because the subscriber station knoWs a num 
ber of frames in the transmit buffer 404 and the number of 
frames it received, the subscriber station may determine a 
time When the subscriber station needs to start reception and 
inner decoding of the frames comprising neW systematic 
information. 

[0061] Because the HSBS is provided in addition to tra 
ditional communication system services, e.g., voice, short 
message system, data, and other services knoWn to one of 
ordinary skills in the art, the subscriber station is required to 
be able to receive such traditional services While engaged in 
an HSBS. Thus, the subscriber station needs to be able to 
receive signaling messages. The signaling in broadcast ser 
vices is disclosed in detail in a co-pending pending appli 
cation Ser. No. 09/933,978, entitled “METHOD AND SYS 
TEM FOR SIGNALING IN BROADCAST 
COMMUNICATION SYSTEM,” ?led Aug. 20, 2001, and 
assigned to the assignee of the present invention. The 
signaling activities include, e.g., paging message reception, 
ansWer to paging message, overhead messages containing 
the system con?guration reception, search for the neighbor 
ing systems on the same or different frequencies, and other 
signaling knoWn to one of ordinary skills in the art. As 
discussed above, the subscriber station may discontinue 
reception activities after accumulating enough frames in the 
buffer, thus may miss signaling information. 

[0062] Consequently, in one embodiment, the signaling 
activities the subscriber station receiving the broadcast chan 
nel has to perform are carried out during the most likely time 
the subscriber station is receiving the broadcast channel. The 
most likely time the subscriber station receiving the broad 
cast channel is usually When the portion of the buffer Where 
systematic roWs are transmitted over the air. Alternatively, a 
subscriber station is obligated to receive the broadcast 
channel at a pre-de?ned time. Therefore, the subscriber 
station must ascertain that the subscriber station does not 
terminate reception of the frames before the time, during 
Which the subscriber station is obligated to receive the 
broadcast channel. 

[0063] Hard Handoff on a Common Broadcast ForWard 
Link 

[0064] To enhance the Common Broadcast ForWard Link 
performance, soft and softer handoffs are desirable in over 
lapped coverage areas of different sectors. The method and 
system for providing a communication With a subscriber 
station through more than one base station during the soft 
handoff process are disclosed in a co-pending application 
Ser. No. 09/933,607, entitled “METHOD AND SYSTEM 
FOR A HANDOFF IN A BROADCAST COMMUNICA 
TION SYSTEM,” ?led on Aug. 20, 2001, and assigned to 
the assignee of the present invention. 

[0065] Although the described soft and softer handoff 
method is desirable because the subscriber station does not 
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experience a discontinuity in transmitted information, such 
methods cannot be alWays utiliZed in a broadcast commu 
nication system. A subscriber station may soft combine only 
synchronous transmissions; consequently, the subscriber 
station may perform a soft and softer handoff only betWeen 
base stations that belong to the same soft handoff (SHO) 
group. As used herein a SHO group means a group of all 
Base Stations transmitting the Common Broadcast ForWard 
Link simultaneously and synchronously. FIG. 6 illustrates 
tWo SHOs, one comprising BS1, BS2, and BS3, the other 
comprises BS4, BS5, BS6, and BS7. Consequently, if the 
subscriber station crosses boundaries from a coverage area 
of SHO Group 1 602 to a coverage area of SHO Group 2 
604, a hard handoff is required. 

[0066] The use of the above-described encoding method 
increases the probability that the subscriber station either 
does not experience a discontinuity in transmitted informa 
tion or minimiZe such discontinuity if the discontinuity 
occurs. 

[0067] FIG. 7 illustrates unsynchroniZed transmission 
betWeen SHO Group 1602 and SHO Group 2 604 (from 
FIG. 6), Where the transmission from the Base Stations of 
SHO Group 2 604 is delayed relative to the transmission 
from the Base Stations of SHO Group 1 602. The subscriber 
station (not shoWn) is monitoring transmission from a base 
station of SHO Group 1 602. At time to the subscriber station 
determines that a hard handoff to a different SHO Group is 
indicated. The handoff is indicated, e.g., When a quality 
metric of received transmission falls beloW a threshold. The 
subscriber station then determines Whether a soft handoff is 
possible. In accordance With one embodiment, the sub 
scriber station determines a con?guration of neighbor sec 
tors in accordance With a value of an HSBS neighbor 

con?guration indicator (NGHBR_CONFIG_HSBS) trans 
mitted by the current base station. Such a method is 
described in detail in the above-cited co-pending application 
Ser. No. 09/933,607 entitled “METHOD AND SYSTEM 
FOR A HANDOFF IN A BROADCAST COMMUNICA 
TION SYSTEM,” ?led Aug. 20, 2001, and assigned to the 
assignee of the present invention. The subscriber station 
continues to accumulate frames of Buffer 1 702(1) until time 
t1, When the subscriber station has accumulated enough 
good frames in Buffer 1 702(1) for decoding. This includes 
packets PO 704(2), P1 (Which Was transmitted in part PL1 
704(4) in Buffer 0 702(0) and part P1_2 706(2) in Buffer 1 
702(1)), and P2 706(4). The symbol P denotes a systematic 
part of a buffer; the symbol R denotes the redundant part. 
The subscriber station initiates hard handoff and acquires 
transmission a base station of SHO Group 2 604 in time t2. 
The interval At=t2-t1 depends on the type of handoff the 
subscriber station performs, e.g., inter-frequency hard hand 
off, same frequency handoff, design of the subscriber station 
and base station, and other criteria knoWn to one of ordinary 
skills in the art. Different methods of performing handoff are 
discussed in the above-cited co-pending application Ser. No. 
09/933,607, entitled “METHOD AND SYSTEM FOR A 
HANDOFF IN A BROADCAST COMMUNICATION 
SYSTEM,” ?led Aug. 20, 2001 and assigned to the assignee 
of the present invention. Thus at time t2 the subscriber 
station begins receiving frames 712 transmitted by a base 
station of SHO Group 2 604. Because of the correcting 
capability of the encoding in accordance With an embodi 
ment of this invention, the received frames may be enough 
to correctly decode packets P2 716(2), P3 716(4) of Buffer 1 
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716(4). The subscriber station discards any duplicate pack 
ets. One of ordinary skills in the art recognizes that the 
above-disclosed principles apply in the scenario, in Which 
the transmission from the base stations of SHO Group 1 602 
is advanced relative to the transmission from the base 
stations of SHO Group 2 604. 

[0068] 
[0069] If a subscriber station travels outside the boundary 
of the communication system, With Which it is currently 
communicating, it is desirable to maintain the communica 
tion link by transferring the call to a neighboring system, if 
one eXists. The neighboring system may use any Wireless 
technology, eXamples of Which are CDMA, NAMPS, 
AMPS, TDMA or FDMA. If the neighboring system uses 
CDMA on the same frequency band as the current system, 
an inter-system soft handoff can be performed. In situations 
Where inter-system soft handoff is not available, the com 
munication link is transferred through a hard handoff Where 
the current connection is broken before a neW one is made. 
Examples of typical hard handoff situations include: (1) the 
situation in Which a subscriber station is traveling from 
region serviced by a CDMA system to a region serviced by 
a system employing an alternate technology and (2) the 
situation in Which a call is transferred betWeen tWo CDMA 
systems Which use different frequency bands (inter-fre 
quency hard handoff). 

[0070] Inter-frequency hard handoffs can also occur 
betWeen base stations of the same CDMA system. For 
eXample, a region of high demand such as a doWntoWn area 
may require a greater number of frequencies to service 
demand than the suburban region surrounding it. It may not 
be cost effective to deploy all available frequencies through 
out the system. A call originating on a frequency deployed 
only in the high congestion area must be handed off as the 
user travels to a less congested area. Another eXample is that 
of a microWave or other service operating on a frequency 
Within the system’s boundaries. As users travel into an area 
suffering from interference from the other service, their call 
may need to be handed off to a different frequency. 

Inter-frequency Hard Handoff 

[0071] Amethod for performing hard handoff attempt With 
greater probability of success is disclosed in the US. Pat. 
No. 5,999,816, entitled “METHOD AND APPARATUS 
FOR PERFORMING MOBILE ASSISTED HARD HAND 
OFF BETWEEN COMMUNICATION SYSTEMS”, 
assigned to the assignee of the present invention. In the US. 
Pat. No. 5,999,816 patent, subscriber stations tune tempo 
rarily to the frequency of the hard handoff destination system 
and search for available pilot signals on that frequency, for 
inclusion of the associated base stations in the active set. If 
the search is successful, and at least one of the associated 
base stations satis?es the criteria to be included in the active 
set, the subscriber station acquires the base station. In the 
event that the hard handoff attempt is unsuccessful, the 
subscriber station return to the original system With infor 
mation, Which the original system uses to assist in the 
performance of future handoff attempts. Alternatively, With 
no handoff attempt made, the subscriber station searches the 
destination system. After the searching task is completed, 
the subscriber station Will retune to the original frequency to 
resume current communications. While tuned to an alternate 
frequency, any frames of data generated by the subscriber 
station or transmitted by the base station Will be corrupted. 
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Typically, the base station Will provide only a subset of the 
possible offsets for the subscriber station to search. Even so, 
the duration of the handoff attempt or search can be so long 
as to potentially corrupt a number of frames of data. 

[0072] Consequently, an improved method for performing 
hard handoff attempt With greater probability of success is 
disclosed in the US. Pat. No. 6,134,440 entitled “METHOD 
AND APPARATUS FOR PERFORMING MOBILE STA 
TION ASSISTED HARD HANDOFF USING OFF LINE 
SEARCHING”, and assigned to the assignee of the present 
invention. In the US. Pat. No. 6,134,440, after having been 
directed to search for pilot signals in an alternate frequency 
band, the subscriber station tunes to that alternate frequency 
and samples the incoming data, storing those samples in 
memory. During the time that the subscriber station is tuned 
to the alternate frequency, all data being transmitted to the 
subscriber station on the forWard link is lost. Similarly, any 
reverse link data transmitted by the subscriber station Would 
be transmitted on the alternate frequency. Therefore, such 
reverse link data Would not be received at the origination 
base station. When a sufficient number of samples have been 
stored, the subscriber station retunes to the origination 
frequency. At this time, the forWard link data is again 
received by the subscriber station, and reverse link data can 
be successfully transmitted to the origination base station. 
After retuning to the origination frequency, a searcher in the 
subscriber station Will subsequently be employed to search 
for pilot signal offsets utiliZing the stored data collected from 
the alternate frequency. In accordance With the present 
invention, due to the relatively short period of time required 
to sample and store information on the alternative frequency, 
the active communication link is not broken. Neither is the 
active communication link affected by the subsequent off 
line search. Because less time is required to sample the data 
on the alternate frequency than is required to actively search 
for pilot signals in real time, and because the communication 
link is corrupted by the hard handoff process only While the 
subscriber station is tuned to the alternate frequency, the 
interruption the forWard and reverse links on the originating 
system are minimiZed. In fact, the error correction coding 
employed in modern communication systems may eliminate 
all errors introduced by sampling the alternate frequency, if 
the sampling time is small enough. 

[0073] Using the above-described encoding method 
improves the searching method disclosed in both above 
described co-applications. Because the subscriber station 
does not need to accumulate all n frames from the trans 
mitter buffer 404, for recovering all the systematic informa 
tion, once the subscriber station accumulates the determined 
number of frames correctly decoded by the inner decoder 
into the receive buffer 414 of FIG. 4 (both the systematic 
portion 414(1) and the parity portion 414(2)), the subscriber 
station may terminate reception of additional frames. 
Because the subscriber station knoWs a number of frames in 
the transmit buffer 404 and the number of frames it received, 
the subscriber station may determine time When it needs to 
start reception and inner decoding of frames comprising neW 
systematic information. The subscriber station then may use 
the time betWeen terminating the reception of additional 
frames and the time of restarting reception and inner decod 
ing of frames to perform handoff/search in accordance to the 
concepts disclosed in the US. Pat. Nos. 5,999,816 and 
6,134,440. 
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[0074] Consequently, once the subscriber station accumu 
lates the determined number of frames correctly decoded by 
the inner decoder and the time When the subscriber station 
needs to start reception and inner decoding, the subscriber 
station terminates reception of additional frames. The sub 
scriber station then tunes to a frequency of the destination 
system. The information pertaining to the destination system 
may be obtained, e.g., from the origination system. If the 
subscriber station tuned to the destination system to perform 
a handoff, the subscriber station attempts to acquire at least 
one sector of the destination system. If at least one sector of 
the destination system is acquired as measured e.g., by a 
minimum pilot signal strength of the at least one sector of 
the destination system, the handoff is deemed to be success 
ful and the subscriber station remains on the destination 
system and begins to receive a service on a channel from the 
acquired sector. OtherWise, the subscriber station begins 
receiving signals at the frequency of the destination system 
and storing the signals. The subscriber station performs the 
storing for a time required or until the time the subscriber 
station needs to re-tune back to the sector in the origination 
system. The subscriber station then concurrently receives 
frames and analyZes the stored signals to identify sector(s) 
in a destination system to handoff. The subscriber station 
then may repeat the described method or to handoff to 
sector(s) identi?ed by the analysis. 

[0075] One of ordinary skills in the art recogniZes, that the 
embodiments of the present invention are equally applicable 
to a hard handoff on a common broadcast channel and 

handoff on a traf?c channel, as long as the encoding 
decoding of the present invention is utiliZed by the particular 
channel. 

[0076] Paging 

[0077] As illustrated in FIG. 6, all subscriber stations in 
an SHO Group are either monitoring the common broadcast 
forWard link, engaged in a communication With other sub 
scriber stations, or monitoring a paging channel. The paging 
channel, Which the subscriber station is monitoring, is 
knoWn to the communication system. The paging channel is 
assigned to the subscribers monitoring the paging channel 
and engaged in a communication With other subscriber 
stations in accordance With methods utiliZed by current 
communications systems, e.g., IS-2000, WCDMA, UMTS. 
Additionally/alternatively, the paging channel to the sub 
scribers is assigned in accordance With methods disclosed in 
co-pending application Ser. No. 09/933,607, entitled 
“METHOD AND SYSTEM FOR SIGNALING IN 
BROADCAST COMMUNICATION SYSTEM,” ?led Aug. 
20, 2001, and assigned to the assignee of the present 
invention. Consequently, it is possible to page any sub 
scriber. 

[0078] In accordance With one, the common broadcast 
channel is utiliZed for paging the subscriber station moni 
toring the common broadcast forWard link. As explained in 
reference to FIG. 4, HSBS channels, organiZed into packets, 
are multiplexed on the F-BSCH. Therefore, a subscriber 
station receiving an HSBS channel must be able to discern 
packets carrying signaling messages, e.g., a paging message 
from packets carrying the HSBS channel content. In accor 
dance With one embodiment, a BSR_ID of certain value, 
e.g., ‘000’ may be reserved to indicate that the content of a 
packet or packets carry signaling (paging) information. A 
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disadvantage of this approach is that because the content of 
the packet or packets is synchroniZed in an SHO group, all 
subscriber stations in the SHO group receive the same 
paging information, Whether it is meant for them or not. 
Because the payload per packet is ?nite, it may take several 
packets carrying paging information to page all subscribers 
in the SHO group. This results in delay of the HSBS channel 
content, Which may be undesirable in certain applications. 

[0079] Consequently, in accordance With another embodi 
ment, a content of a packet or packets of an HSBS channel 
transmitted by the sectors in an SHO group is unsynchro 
niZed in pre-de?ned periodic intervals. Consequently, the 
content of the packet or packets can be different in each 
sector, therefore, alloWing paging subscriber stations on a 
per sector basis. Because the periodic intervals are pre 
de?ned, the subscriber stations knoW that the packet or 
packets transmitted in that interval carry signaling informa 
tion. 

[0080] Referring back to FIG. 5, in accordance With one 
embodiment, several pre-determined roWs in the parity 
portion 506 of the transmitting buffer 502 are replaced With 
the paging information. When a subscriber station encoun 
ters a packet that the subscriber station knoWs carries paging 
information, the subscriber station interprets the pre-deter 
mined roWs as signaling information. Because several pre 
determined roWs in the parity portion 506 Were replaced, the 
information bits are unprotected, and may be erased. HoW 
ever, because the paging information is carried in a feW 
packets, the base station may increase poWer for the time 
during Which the packets carrying both signaling informa 
tion and HSBS content are transmitted to compensate for the 
loss of protection due to encoding. 

[0081] Alternatively, the outer encoder can encode the 
information roWs With lesser redundancy for packet carrying 
both HSBS content and paging information than the redun 
dancy for packets carrying HSBS content information. 
Therefore, less than (n-k) roWs of the parity portion 506 of 
the transmitting buffer 502 are ?lled With the parity infor 
mation. The roWs unused by the parity bits may be used for 
the paging information. Although the protection of the 
packet carrying both HSBS content and paging information 
is less than of the packet carrying HSBS content informa 
tion, the encoding rate may be designed to be satisfactory 
under normal channel conditions. Furthermore, the base 
station may increase poWer for the time during Which the 
packets carrying both signaling information and HSBS 
content are transmitted to compensate for the loss of pro 
tection due to lesser encoding. 

[0082] In accordance With another embodiment, there is 
no need to prede?ne periodic intervals for the transmission 
of paging information. A packet carrying HSBS content 
information is encoded With one encoding rate and a packet 
carrying paging information is encoded With another rate. 
The subscriber station attempts to decode a received packet 
in accordance With a ?rst rate hypothesis. If the decoding is 
successful, the packet is processed in accordance With the 
relationship betWeen the rate hypothesis and the packet 
content. If the decoding is unsuccessful, the subscriber 
station attempts to decode the received packet in accordance 
With a second rate hypothesis. If the decoding is successful, 
the packet is processed in accordance With the relationship 
betWeen the rate hypothesis and packet content. OtherWise, 
an erasure is declared. 



US 2004/0037246 A1 

[0083] Handoff While Transmitting Content of a Broad 
cast System 

[0084] A handoff can occur While transmitting a buffer of 
content. FIG. 8 is a timing diagram illustrating a handoff of 
a subscriber unit from a base station A 801 to a base station 
B 803 While receiving a buffer of content broadcasted from 
base station A and base station B. In this example, the 
content is an introduction and the Weather forecast for San 
Diego and Chicago. The same message content is contained 
in frames F1 through F4, 802(1) through 802(4) and 804(1) 
through 804(4), of transmit buffers 806 and 808. For ease of 
illustration, parity bits, or the redundant part of the transmit 
buffer, are not shoWn. 

[0085] When the content transmitted by base station A and 
base station B is offset in time, the user of the subscriber unit 
can experience duplicated content and clipping of content. 

[0086] For example, in the system for communicating 
content on a broadcast channel shoWn in FIG. 8, a ?rst base 
station 801 comprises a ?rst transmit buffer 806 con?gured 
to store a ?rst plurality of inner-coded and outer-coded 
frames 802(1) through 802(4) containing the content. A?rst 
set of inner-coded and outer-coded frames F1 802(1) of the 
?rst plurality of inner-coded and outer-coded frames con 
tains a ?rst portion of the content, for example, “Welcome 
to the shoW.” The ?rst base station 801 is con?gured to 
transmit the ?rst plurality of inner-coded and outer-coded 
frames on the broadcast channel. 

[0087] A second base station 803 comprises a second 
transmit buffer 808 con?gured to store a second plurality of 
inner-coded and outer-coded frames 804(1) through 804(4) 
containing the same content. A second set of inner-coded 
and outer-coded frames 804(1) and 804(2) of the second 
plurality of inner-coded and outer-coded frames contains a 
second portion of the content, for example, “Welcome to the 
shoW” and “The Weather forecast for San Diego is.” The 
second base station 803 is con?gured to transmit the second 
plurality of inner-coded and outer-coded frames on the 
broadcast channel. 

[0088] The frames in transmit buffers 806, 808 are inner 
encoded and outer encoded in the same manner. The content 
in transmit buffer 808, hoWever, is transmitted With a delay 
With respect to the content in transmit buffer 806. 

[0089] A subscriber station can perform a handoff from 
?rst base station 801 to second base station 803 While the 
content is being transmitted over the broadcast channel by 
both base stations 801 and 803. In this example, the sub 
scriber station can receive the ?rst set of the inner-coded and 
outer-coded frames F1 802(1) transmitted from the ?rst base 
station A; and, after handoff, can receive the second set of 
the inner-coded and outer-coded frames F1804(1) and F2 
804(2) from the second base station B. 

[0090] The subscriber station can also handoff back to 
base station A. In this example, after handoff back to base 
station A, the subscriber station can receive frame F4 802(4) 
from base station A. 

[0091] FIG. 9 illustrates a receive buffer of a subscriber 
station. The subscriber station can store the received frames 
in the receive buffer 910. The left side of FIG. 9 represents 
the content of the receive buffer in the order that frames are 
received by the subscriber station. The right side of FIG. 9 
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represents the content of the receive buffer after duplicated 
frames are removed from the receive buffer and clipped 
frames are identi?ed as erasure frames. The non-reception of 
a sequential frame of content as a result of a handoff, and 
time-misalignment of transmissions of the same broadcast 
content betWeen cells, is referred to as a “clipped” frame. 

[0092] According to the contents of the left-side receive 
buffer, the subscriber station has received duplicate frames 
F1 907(1) and 907(2) as a result of the ?rst handoff to base 
station B 803, and has not received clipped frame F3 as a 
result of the second handoff to base station A 801. 

[0093] Time re-alignment of the tWo transmissions of the 
same content and outer coding can mitigate the problems of 
duplicate frames and clipped frames. The user of the sub 
scriber station can experience seamless service Without loss 
of content, even When handing over to a neW cell While 
receiving a buffer of broadcast content. 

[0094] The subscriber station can receive an indication of 
the time-alignment of transmission of the ?rst plurality of 
inner-coded and outer-coded frames F1 802(1) through 
802(4) and the second plurality of inner-coded and outer 
coded frames F1 804(1) through F4 804(2). From this 
indication of time-alignment, the subscriber station can 
determine the clipped frame of the content and the duplicate 
frame of content. 

[0095] The indication of the time-alignment can be an 
indication of the beginning of the transmission of a ?rst 
frame F1 804(1) of the frames transmitted on the broadcast 
channel from the base station B 803. In a WCDMA system, 
the indication can be, for example, a system frame number 
transmitted on a broadcast control channel from the base 
station B. In a CDMA2000 system, the indication can be, for 
example, system time of the second base station B trans 
mitted on a broadcast control channel from the second base 
station B. 

[0096] With knoWledge of the time-alignment of the trans 
missions, the subscriber station can determine duplicated 
frames such as F1 907(1) and F1 907(2) shoWn in the left 
side receive buffer 910 of FIG. 9. 

[0097] The subscriber station can determine if any one of 
the duplicated frames F1 907(1), 907(2) have been correctly 
inner decoded. When any one of the duplicated frames has 
been correctly inner-decoded, the subscriber station can 
choose a one of the correctly inner decoded duplicated 
frames F1 907(1) or F1 907(2) for outer decoding. When 
none of the duplicated frames has been correctly inner 
decoded, the subscriber station can identify the duplicate 
frames as an erasure frame. The erasure frame can be 

corrected using outer decoding. 

[0098] The right-side receive buffer shoWn in FIG. 9 
illustrates the situation Where at least one of the frames F1 
907(1), 907(2) has been correctly decoded and one of the 
frames F 1 907(1) has been chosen for outer decoding. With 
the absence of the second frame F1, frame F2 907(3) shoWn 
in the right-hand representation of the receive buffer is noW 
correctly positioned in receive buffer 910 as frame F2 

907(2). 
[0099] With knoWledge of the time-alignment of the trans 
missions, the subscriber station can also determine clipped 
frames. The subscriber station can identify the clipped 
frames as erasure frames. 
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[0100] The right-hand representation of the receive buffer 
shown in FIG. 9 illustrates the clipped frame F3 907(3) 
identi?ed as an erasure frame in the correct position in the 
receive buffer 910. To correct for the clipped frame F3 
907(3), the subscriber station can outer decode the received 
?rst set of inner-coded and outer-coded frames F1 907(1) 
and the received second set of inner-coded and outer-coded 
frames F2 907(2) and F4 907(4). For ease of illustration, 
parity bits, or the redundant part of the receive buffer, are not 
shoWn. 

[0101] One skilled in the art Will appreciate that although 
the ?oWchart diagrams are draWn in sequential order for 
comprehension, certain steps can be carried out in parallel in 
an actual implementation. Furthermore, unless indicate oth 
erWise, method steps can me interchanged Without departing 
form the scope of the invention. 

[0102] Those of skill in the art Would understand that 
information and signals may be represented using any of a 
variety of different technologies and techniques. For 
eXample, data, instructions, commands, information, sig 
nals, bits, symbols, and chips that may be referenced 
throughout the above description may be represented by 
voltages, currents, electromagnetic Waves, magnetic ?elds 
or particles, optical ?elds or particles, or any combination 
thereof. 

[0103] Those of skill Would further appreciate that the 
various illustrative logical blocks, modules, circuits, and 
algorithm steps described in connection With the embodi 
ments disclosed herein may be implemented as electronic 
hardWare, computer softWare, or combinations of both. To 
clearly illustrate this interchangeability of hardWare and 
softWare, various illustrative components, blocks, modules, 
circuits, and steps have been described above generally in 
terms of their functionality. Whether such functionality is 
implemented as hardWare or softWare depends upon the 
particular application and design constraints imposed on the 
overall system. Skilled artisans may implement the 
described functionality in varying Ways for each particular 
application, but such implementation decisions should not 
be interpreted as causing a departure from the scope of the 
present invention. 

[0104] The various illustrative logical blocks, modules, 
and circuits described in connection With the embodiments 
disclosed herein may be implemented or performed With a 
general purpose processor, a digital signal processor (DSP), 
an application speci?c integrated circuit (ASIC), a ?eld 
programmable gate array (FPGA) or other programmable 
logic device, discrete gate or transistor logic, discrete hard 
Ware components, or any combination thereof designed to 
perform the functions described herein. A general purpose 
processor may be a microprocessor, but in the alternative, 
the processor may be any conventional processor, controller, 
microcontroller, or state machine. A processor may also be 
implemented as a combination of computing devices, e.g., a 
combination of a DSP and a microprocessor, a plurality of 
microprocessors, one or more microprocessors in conjunc 
tion With a DSP core, or any other such con?guration. 

[0105] The steps of a method or algorithm described in 
connection With the embodiments disclosed herein may be 
embodied directly in hardWare, in a softWare module 
executed by a processor, or in a combination of the tWo. A 
softWare module may reside in RAM memory, ?ash 
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memory, ROM memory, EPROM memory, EEPROM 
memory, registers, hard disk, a removable disk, a CD-ROM, 
or any other form of storage medium knoWn in the art. An 
exemplary storage medium is coupled to the processor such 
the processor can read information from, and Write infor 
mation to, the storage medium. In the alternative, the storage 
medium may be integral to the processor. The processor and 
the storage medium may reside in an ASIC. The ASIC may 
reside in a user terminal. In the alternative, the processor and 
the storage medium may reside as discrete components in a 
user terminal. 

[0106] The previous description of the disclosed embodi 
ments is provided to enable any person skilled in the art to 
make or use the present invention. Various modi?cations to 
these embodiments Will be readily apparent to those skilled 
in the art, and the generic principles de?ned herein may be 
applied to other embodiments Without departing from the 
spirit or scope of the invention. Thus, the present invention 
is not intended to be limited to the embodiments shoWn 
herein but is to be accorded the Widest scope consistent With 
the principles and novel features disclosed herein. 

[0107] Aportion of the disclosure of this patent document 
contains material Which is subject to copyright protection. 
The copyright oWner has no objection to the facsimile 
reproduction by anyone of the patent document or the patent 
disclosure, as it appears in the Patent and Trademark Office 
patent ?le or records, but otherWise reserves all copyright 
rights Whatsoever. 

What is claimed is: 
1. A method of receiving content on a broadcast channel 

by a subscriber station, the method comprising: 

receiving a ?rst set of frames of a ?rst transmit buffer 
transmitted on the broadcast channel from a ?rst cell, 
Wherein the ?rst set of frames contains a ?rst portion of 
the content, and each frame of the ?rst set of frames has 
been inner coded and outer coded; 

performing a handoff from the ?rst cell to a second cell; 

receiving a second set of frames of a second transmit 
buffer transmitted on the broadcast channel from the 
second cell, Wherein the second set of frames contain a 
second portion of the content, and each frame of the 
second set of frames has been inner coded and outer 
coded in the same manner as the ?rst set of frames; 

receiving an indication of the time-alignment of the ?rst 
set of frames and the second set of frames; and 

determining duplicated frames of the received ?rst set of 
frames and the received second set of frames according 
to the indication of the time-alignment of the ?rst set of 
frames and the second set of frames. 

2. The method of claim 1, Wherein receiving the indica 
tion of the time-alignment of the ?rst set of frames and the 
second set of frames comprises receiving an indication of 
the beginning of the transmission of a ?rst frame of the 
second transmit buffer transmitted on the broadcast channel 
from the second cell. 

3. The method of claim 2, Wherein the indication of the 
beginning of the transmission of the ?rst frame of the second 
transmit buffer transmitted on the broadcast channel of the 
second cell comprises a system frame number transmitted on 
a broadcast control channel from the second cell. 
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4. The method of claim 2 wherein the indication of the 
transmission of the beginning of the ?rst frame of the second 
transmit buffer transmitted on the broadcast channel of the 
second cell comprises system time of the second cell trans 
mitted on a broadcast control channel of the second cell. 

5. The method of claim 1 further comprising: 

inner decoding the received ?rst set of frames and the 
received second set of frames; 

determining if any one of the determined duplicated 
frames has been correctly inner decoded; 

When any one of the determined duplicated frames has 
been correctly inner decoded, choosing a one of the 
correctly inner decoded duplicated frames for outer 
decoding; 

When none of the determined duplicated frames have been 
correctly inner decoded, identifying the duplicate 
frames as an erasure frame; and 

outer decoding the received ?rst set of frames and the 
received second set of frames to correct the erasure 
frames. 

6. A subscriber station for receiving content on a broad 
cast channel transmitted by a ?rst cell and a second cell, the 
apparatus comprising: 

a radio unit con?gured to receive a ?rst set of frames of 
a ?rst transmit buffer transmitted on the broadcast 
channel from a ?rst cell, Wherein the ?rst set of frames 
contains a ?rst portion of the content, and each frame 
of the ?rst set of frames has been inner coded and outer 
coded; 

a handoff unit con?gured to perform a handoff from the 
?rst cell to a second cell; 

the radio unit further con?gured to receive a second set of 
frames of a second transmit buffer transmitted on the 
broadcast channel an indication of the time-alignment 
of the ?rst set of frames and the second set of frames 
from the second cell, Wherein the second set of frames 
contain a second portion of the content, and each frame 
of the second set of frames has been inner coded and 
outer coded in the same manner as the ?rst set of 

frames; and 

a processing unit for determining duplicated frames of the 
received ?rst set of frames and the received second set 
of frames according to the indication of the time 
alignment of the ?rst set of frames and the second set 
of frames. 

7. The subscriber station of claim 6, Wherein the indica 
tion of the time-alignment of the ?rst set of frames and the 
second set of frames comprises an indication of the begin 
ning of the transmission of a ?rst frame of the second 
transmit buffer transmitted on a broadcast channel from the 
second cell. 

8. The subscriber station of claim 7, Wherein the indica 
tion of the beginning of the transmission of the ?rst frame of 
the second transmit buffer transmitted on the broadcast 
channel of the second cell comprises a system frame number 
transmitted on a broadcast control channel from the second 
cell. 

9. The subscriber station of claim 7, Wherein the indica 
tion of the transmission of the beginning of the ?rst frame of 
the second transmit buffer transmitted on the broadcast 
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channel of the second cell comprises system time of the 
second cell transmitted on a broadcast control channel from 
the second cell. 

10. The subscriber station of claim 6, Wherein the pro 
cessing unit is further con?gured to inner decode the 
received ?rst set of frames and the received second set of 
frames, determine if any one of the determined duplicated 
frames has been correctly inner decoded, choose a one of the 
correctly inner decoded duplicated frames for outer decod 
ing When any one of the determined duplicated frames has 
been correctly inner decoded, and identify the duplicate 
frames as an erasure frame When none of the determined 

duplicated frames have been correctly inner decoded, and 
outer decode the received ?rst set of frames and the received 
second set of frames to correct the erasure frames. 

11. An apparatus for receiving content on a broadcast 
channel transmitted by a ?rst cell and a second cell, the 
apparatus comprising: 

means for receiving a ?rst set of frames of a ?rst transmit 
buffer transmitted on the broadcast channel from a ?rst 
cell, Wherein the ?rst set of frames contains a ?rst 
portion of the content, and each frame of the ?rst set of 
frames has been inner coded and outer coded; 

means for performing a handoff from the ?rst cell to a 
second cell; 

means for receiving a second set of frames of a second 
transmit buffer transmitted on the broadcast channel 
from the second cell, Wherein the second set of frames 
contain a second portion of the content, and each frame 
of the second set of frames has been inner coded and 
outer coded in the same manner as the ?rst set of 

frames; 

means for receiving an indication of the time-alignment of 
the ?rst set of frames and the second set of frames; and 

means for determining duplicated frames of the received 
?rst set of frames and the received second set of frames 
according to the indication of the time-alignment of the 
?rst set of frames and the second set of frames. 

12. The apparatus of claim 11, Wherein means for receiv 
ing the indication of the time-alignment of the ?rst set of 
frames and the second set of frames comprises means for 
receiving an indication of the beginning of the transmission 
of a ?rst frame of the second transmit buffer transmitted on 
a broadcast channel from the second cell. 

13. The apparatus of claim 12, Wherein the indication of 
the beginning of the transmission of the ?rst frame of the 
second transmit buffer transmitted on the broadcast channel 
of the second cell comprises a system frame number trans 
mitted on a broadcast control channel from the second cell. 

14. The apparatus of claim 12 Wherein the indication of 
the transmission of the beginning of the ?rst frame of the 
second transmit buffer transmitted on the broadcast channel 
of the second cell comprises system time of the second cell 
transmitted on a broadcast control channel from the second 
cell. 

15. The apparatus of claim 11 further comprising: 

means for inner decoding the received ?rst set of frames 
and the received second set of frames; 

means for determining if any one of the determined 
duplicated frames has been correctly inner decoded; 




