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(57) ABSTRACT 

A CDMA data transmission system and method for periodi 
cally allocating channels to subscriber units, Wherein prior 
to the beginning of any period all active subscriber units are 
identi?ed that are in communication With the transmitter and 

for Which there are data, exceeding a given minimal quan 
tity, stored in a buffer. For each active subscriber unit one or 
more priority factors are calculated as a function of associ 

ated poWer levels; and on the basis of the priority factors, at 
least one channel is allocated to a corresponding active 

subscriber unit. The channel allocation is repeated in respect 
of any active subscriber units to Which no channels have yet 
been allocated, subject to an availability of unallocated 
channels and subject to a limitation of maximum transmitter 
poWer. 
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FIG. 1 

PFj,k— Priority Factor of the user j if allocated channel rate level k. 
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, 1, 2, 3, 4 (channel rate level) 

FIG. 2 
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ALLOCATION OF RADIO RESOURCES IN A 
CDMA2000 CELLULAR SYSTEM 

FIELD OF THE INVENTION 

[0001] This invention relates to data transmission in a 
CDMA cellular telephone system and in particular—to 
allocation of transmission resources of a transmitter among 
connected subscribers. 

BACKGROUND OF THE INVENTION 

[0002] Cellular telephone systems are increasingly used 
for transmission of data from various sources to subscribers. 
The data are usually requested by a subscriber and are 
usually transmitted to the cellular system from appropriate 
sources over the Internet, then transmitted through the core 
netWork and a radio access netWork (RAN) of the cellular 
system to the base station, With Which the subscriber unit is 
connected, and ?nally radio-transmitted from the base sta 
tion to the subscriber unit. In conformance With the Internet 
Protocol (IP), all data are transmitted asynchronously as 
packets. Data arriving at the base station are accumulated in 
buffer storage, Where a storage bin is designated to each 
actively connected subscriber unit. The present invention is 
concerned With the ?nal lag of transmission, namely from a 
buffer storage bin, over the base station’s radio transmitter, 
to the subscriber’s receiver. 

[0003] Cellular data transmission differs from cellular 
voice transmission in several aspects: (a) The required rate 
of transmission, in the case of data, varies greatly With time, 
as Well as among subscriber units, While for voice it remains 
constant. (b) Moreover, the maximum required rate, for data, 
may exceed that for voice by orders of magnitude. (c) Unlike 
voice, data need not, generally, be transmitted continuously, 
but may be transmitted in bursts (i.e. many packets in close 
succession), With considerable intervals betWeen them; hoW 
ever certain types of data applications (notably streaming 
types) have different tolerances to lengths of intervals. (d) 
Various subscribers may be given different degrees of qual 
ity of service (QoS)—for example, in terms of guaranteed 
minimum transmission rate. In order to accommodate these 
characteristics, neW operating standards are being intro 
duced to cellular systems. In particular, systems using the 
Code Division Multiple Access (CDMA) mode of transmis 
sion, have a neW standard, knoWn as CDMA 2000. 

[0004] As is knoWn, a channel in a CDMA system is 
de?ned by a particular code out of a set of N mutually 
orthogonal codes, knoWn as a Walsh set. According to the 
CDMA 2000 standard there are de?ned, for any one radio 
transmission facility (eg a radio carrier), a set of N=2n 
fundamental channels, in terms of N Walsh codes, Where N 
is typically 64 (n=6). Typically, a fundamental channel 
(FCH, also knoWn as 1x channel, Which is similar to a 
regular voice channel) carries data at a rate of about 10 Kbits 
per second. By de?ning suitable common subsets of the 
codes, fundamental channels are combinable, in a hierarchi 
cal manner into higher-rate (i.e. Wider-bandWidth) channels 
as folloWs: A set of N/2 (eg 32) 2x channels, each carrying 
about 20 Kbits per second; a set of N/4 (eg 16) 4x channels, 
each carrying about 40 Kbits per second; and so on. The 
levels are also designated by a parameter k, Whose value is 
0 for the loWest level (i.e. for FCH), 1 for the second level, 
2 for the third level and so on. The transmission rate (TR) at 
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any level is then simply that of the loWest level (e. g. 10 Kb/s) 
multiplied by 21‘. The corresponding Walsh codes are 
designed as a hierarchical binary structure, illustrated in 
FIG. 1, Wherein, at each level, a code is a subset of certain 
tWo codes at the next loWer level. Thus, for example, a 4x 
code is a subset of four related fundamental channel codes 
(tWo levels loWer). The relationship betWeen channels at the 
various levels, as determined by the code structure, is 
sometimes expressed in genealogical terms, such as 
“father”, “brother”, “son”, “grandson”, etc. When any par 
ticular Wide channel is used, all related channels at the loWer 
levels (i.e. all the “offsprings”), as Well as all the directly 
related channels at the higher levels (i.e. all the “ancestors” 
in direct lineage) are not available; it is noted, though, that 
other related channels (such as “brothers” and “uncles” and 
their offsprings) are available, if not otherWise allocated. At 
any time, any available channel at any level may be allo 
cable to any active subscriber unit, subject to the hierarchy 
discussed above and to certain constraints discussed beloW. 

[0005] In common With other cellular systems, in a system 
operating under the CDMA 2000 standard, the signal poWer 
transmitted to any subscriber unit (SU) is a function of the 
transmission conditions (Which depend, inter alia, on the 
distance betWeen the subscriber unit and the base station), 
Whereby the poWer is adjusted to maintain a given received 
signal-to-noise ratio. The signal-to-noise ratio is, hoWever, 
also a function of the channel bandWidth and thus of the rate 
level of the channel; the higher the rate, and thus the Wider 
the band, the higher the noise level and thus the higher the 
required transmission poWer. It is also noted that the total 
poWer of all signals transmitted at any instant is subject to 
a maximum value, characteristic of the transmitter. 

[0006] Periodically channels must be allocated to sub 
scriber units in order to carry to them data, addressed to them 
that have accumulated in the buffer storage. The duration of 
the period is in the order of a feW hundred milliseconds. 
According to current practice, allocation is carried out, by a 
so-called scheduling engine, near the beginning of each 
period typically as folloWs: A storage bin is selected at 
random and the amount of data accumulated therein is 
compared With a series of threshold values; according to the 
outcome, a commensurate transmission rate, if any, is deter 
mined. If a channel of that rate is available, it is allocated to 
the subscriber unit corresponding to the bin, provided that 
the poWer required to transmit it to the subscriber unit does 
not cause the total poWer to exceed the maximum. Failing 
this, a channel of half the determined rate, if available, is 
allocated to that subscriber unit, again subject to the poWer 
test; and so on. Next, another bin is randomly chosen and the 
same process is folloWed. This cycle is repeated until there 
are no channels left or until any allocation Would cause the 
maximum available poWer to be exceeded or until there is no 
data Waiting in storage. Variations of this procedure are also 
in common practice. 

[0007] Allocation procedures in present practice, as out 
lined above, do not optimally utiliZe the limited transmission 
resources, Which are the overall data rate capacity and the 
maximum overall poWer. In particular, they alloW spending 
an inappropriately large portion of the poWer on high rate 
transmission to subscriber units having poor radio reception; 
they also cause transmission rates to be dependent solely on 
buffered data siZes, Which by themselves are random, and 
possibly on random selection. Moreover, procedures in 
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present practice do not generally include QoS considerations 
and also cannot be geared to any business policy, such as 
Would control transmission so as to maximize some variable 

(Which may, for example, be overall transmission rate or 
overall revenue). 

SUMMARY OF THE INVENTION 

[0008] The present invention is of a method, and an 
apparatus to carry out the method, to allocate transmission 
resources of a cellular transmitter among active subscriber 
units (SUs) in communication thereWith, for Which there is 
data stored in an associated buffer storage, the allocation 
being so as to attempt to maximiZe one or more given 
variables according to any de?ned business policy. As 
discussed above in the Background section, the given vari 
able may be overall transmission rate (throughput) or overall 
revenue (according to some billing model) or adherence to 
one or more promised QoS attributes, such as average rate 
QoS. The basic idea of the method is to calculate, prior to the 
beginning of each period, one or more priority factors for 
each active subscriber unit and to allocate channels accord 
ing to the priority factors, commencing With the one having 
highest value. The calculation formula operates on the given 
variable and on the level of poWer required in each case; in 
general, the priority factor is inversely related to the required 
poWer. The allocation procedure also considers all the rel 
evant operational constraints, such as minimum and maxi 
mum amounts of stored data per subscriber unit, the hier 
archical structure of the channels and the maximum overall 
poWer, as Well as constraints dictated by the standard, by 
fairness considerations and by service agreements. The latter 
may include components such as a minimum average rate to 
each subscriber unit or a maximum delay betWeen data 
packages. 
[0009] In the Detailed Description beloW are explained 
exemplary algorithms to implement the method of the 
invention, for three speci?c business policies; the choice of 
the particular business policies is also itself exemplary, 
intended to illustrate the principles of the invention. These 
algorithms are summariZed beloW, but neither they nor the 
choice of the particular business policies addressed by them 
should be construed as limiting the scope of the invention. 

[0010] A business policy implemented in the ?rst exem 
plary algorithm is one that aims simply at maximiZing 
throughput, i.e. making the total amount of data transmitted 
over any period of time as large as possible. To implement 
this policy, priority factors are calculated for each active 
subscriber unit and for every possible level of transmission 
rate (i.e. channel bandWidth). The rate level is constrained 
by the availability of channels and, for each subscriber unit, 
by the current queue siZe (i.e. the amount of data Waiting in 
the respective buffer bin). Each priority factor (PF) is 
calculated as the ratio of some function of the respective bit 
rate to the poWer required for transmission to the subscriber 
unit over a fundamental channel. Allocation for any period 
is carried out in a recursive procedure, Whereby ?rst all 
possible priority factors are calculated and the one With the 
highest value selected; the corresponding subscriber unit is 
assigned a channel at the corresponding rate level, if con 
sistent With constraints imposed by available system 
resources; the system resources are then reevaluated and the 
cycle is repeated With the next highest priority factor. 

[0011] A business policy implemented in the second 
exemplary algorithm is one that aims at maximiZing 
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throughput While assuring a minimal average data rate 
during any one call. This policy is implemented as folloWs: 
For each active subscriber unit, a discrepancy factor is 
calculated, as the ratio of the promised rate to the average 
rate of actual transmission since the beginning of the call, 
and then a priority factor is calculated, as the ratio of a 
function of the discrepancy factor to the poWer required for 
transmission to the subscriber unit over a fundamental 
channel. Allocation for any period is, again, carried out in a 
recursive procedure, Whereby ?rst all possible priority fac 
tors are calculated and the one With the highest value 
selected; the corresponding subscriber unit is assigned a 
channel at the highest possible rate level, if consistent With 
constraints imposed by available system resources; the sys 
tem resources are then reevaluated and the cycle is repeated. 

[0012] A business policy implemented in the third exem 
plary algorithm is one that aims at maximiZing revenue. 
Such a policy must be based on a selectable billing model. 
Typically a billing model is a formula that relates the charge 
for a call to the amount of data transmitted and to the QoS 
(e.g. average rate of transmission). As in the implementation 
of the ?rst policy, discussed above, the periodic allocation 
procedure is recursive, Whereby at each cycle, a priority 
factor is calculated for each as yet unallocated subscriber 
unit and for every possible rate level (under the same 
constraints) and the highest priority factor indicates the next 
subscriber unit and the rate level of the channel to be 
allocable to it. HoWever, in this case each priority factor is 
calculated as folloWs: First an incremental revenue of the 
respective subscriber unit is calculated as the revenue to be 
generated by transmission to the subscriber unit at the 
respective rate over the coming time period; the calculation 
is based on the billing model. Next, a net revenue gain 
(NRG) is calculated, as the difference betWeen the respective 
incremental revenue and the loss in revenue that Would be 
incurred by all other subscriber units that are not allocated 
a channel. Finally, the priority factor is calculated as the ratio 
of the respective net revenue gain to the respective required 
poWer. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0013] In order to understand the invention and to see hoW 
it may be carried out in practice, a preferred embodiment 
Will noW be described, by Way of non-limiting example only, 
With reference to the accompanying draWings, in Which: 

[0014] FIG. 1 is a schematic diagram depicting the hier 
archical structure of channels at various rate levels in a 
cellular data transmission system With CDMA 2000 stan 
dard. 

[0015] FIG. 2 depicts a table of priority factors, used in 
some of the embodiments of the invention. 

[0016] FIG. 3 is a How diagram shoWing the principal 
operations required for channel allocation according to a 
?rst embodiment of the invention. 

[0017] FIG. 4 is a How diagram shoWing the principal 
operations required for channel allocation according to a 
second embodiment of the invention. 

[0018] FIG. 5 is a How diagram shoWing the principal 
operations required for channel allocation according to a 
third embodiment of the invention. 
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[0019] FIG. 6 is a schematic block diagram illustrating 
apparatus to carry out the methods of the invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0020] FIG. 2 shoWs a tWo-dimensional table, in Which 
roWs correspond to active subscriber units and columns—to 
the various channel rate designations (e.g. 1X, 2X, 4X, etc.). 
The entries in the table are priority factor values, denoted in 
the ?gure by “PF” With the roW- and column indices; thus 
PFk is the value of the priority factor for subscriber unit j 
Wlien receiving data over a channel of rate level k. The 
priority factors are calculated and used in Ways speci?c to 
the various embodiments, eXplained beloW. It is noted that, 
in general, a priority factor is calculated as the ratio of some 
speci?c variable to a poWer-related variable. The latter is 
generally some monotonically increasing function of the 
poWer required to transmit data to the respective subscriber 
unit at some given signal-to-noise ratio and some given rate 
level; usually the rate level for this calculation is the loWest, 
ie that of a fundamental channel, and the function is 
preferably linear (or simply an identity). The reason for the 
poWer-related variable being in the denominator of the 
priority factor formula is that allocating a channel to a 
subscriber unit With relatively high poWer requirement is 
Wasteful of the limited poWer resource of the transmitter. 

[0021] A ?rst embodiment of the method of the invention 
is directed to allocating channels according to a business 
policy that seeks to maXimiZe throughput, ie the average 
overall rate of data ?oW to subscriber units. Equation (1) 
shoWs the formula for calculating the priority factor under 
this policy. 

. k l 

PFM : (TRFCH) 2 ( ) 
P?" 

[0022] Where: 

[0023] PFj)k=Priority factor of subscribers at rate 
level k 

[0024] TRFcH=Transmission rate of a fundamental 
channel (FCH) (say 10 kb/s) 

[0025] Pj=PoWer required for transmitting fundamen 
tal channel to subscriber j 

[0026] 
[0027] The speci?c variable in the numerator of the for 
mula is simply equal to the transmission rate (TR) over the 
respective channel, ie that of the corresponding rate level 
(appearing as column heads in the table of FIG. 2). For 
eXample, for a fundamental (1X or FCH) level (k=0) the rate 
is 10 Kbits/sec., for a 2X level (k=1)—20 Kbits/sec., for a 4X 
level (k=2)—40 Kbits/sec., etc.; the numerator may also be 
any variable proportional to the transmission rate. As 
eXplained above for the general case, the denominator 
consists of P raised to some poWer m, Where P is equal or 
proportional to the poWer required to transmit data to the 
respective subscriber unit over, say, a 1X channel 

[0028] FIG. 3 is a How diagram shoWing the principal 
operations carried out by the allocation procedure according 

m=constant. 
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to a ?rst embodiment of the invention. The procedure, Which 
is iterative, is executed prior to the beginning of each period 
(of, say, 200 milliseconds) and its outcome is the allocation 
of channels to subscriber units for transmission over that 
period. During the procedure, a list of available channels, 
initially obtained, for eXample, from a Walsh codes manager 
(see FIG. 6), is maintained and updated upon each alloca 
tion iteration. The list is subject to the hierarchical structure 
of the rate levels, as in FIG. 1; this means that allocation of 
a particular channel at a certain rate level eliminates from the 
list not only that channel, but also all corresponding chan 
nels at the loWer levels (i.e. those directly or indirectly 
branching from it), as Well as corresponding channels at all 
the higher levels (i.e. those from Which it directly or indi 
rectly branches). For eXample, With reference to FIG. 1, if 
the channel represented by the rightmost circle at level 4X 
(k=2) Were allocated, then also the channels represented by 
the rightmost tWo circles at level 2X (k=1), as Well by the 
rightmost four circles at level 1X (k=0), Would become 
unavailable; additionally, the channels represented by the 
rightmost circle at each of levels 8X (k=3), 16X (k=4) and 
32X (k=5), as Well as the channel at the top level (k=6), 
Would become unavailable. 

[0029] First (21), priority factors are compiled, in a table 
such as in FIG. 2, for active subscriber units (in roWs) and 
for relevant rate levels (in columns). Of the subscriber units, 
there are listed only those for Which there are data Waiting 
in the buffer storage. For each listed subscriber unit, priority 
factors are calculated, according to Equation (1), for every 
rate level up to a maXimum level. The maXimum level is 
determined as that Which does not exceed the loWer of (a) 
the amount of respective data in the buffer, divided by the 
duration of a period; and (b) the maXimum rate currently 
available. It should be noted that the currently available 
maXimum rate is identical for all subscriber units and is 
determined by scanning the available channels register; 
initially, it is that of the highest level in the system (eg 16X). 
All entries Whose required poWer eXceeds the available 
poWer are eliminated from further consideration (22). 

[0030] All priority factors in the table are then compared 
With each other (23) and the one With the highest value is 
selected. The respective subscriber unit is then allocated a 
channel at the respective rate level and is eliminated from 
the table (24). If there still remain listed other subscriber 
units, the table is updated (22) as folloWs: (a) The available 
channels register is updated, a neW maXimum available rate 
level is determined accordingly and entries in all columns of 
the table above that rate level are eliminated; (b) the remain 
ing available poWer is calculated, as that Which Was previ 
ously available (Which is maXimum poWer during the ?rst 
iteration) minus that required for the transmission just 
allocated, and all entries for Which the required poWer Would 
eXceed the available poWer are eliminated. 

[0031] The remaining entries are again compared (23) and 
the process is cyclically iterated until there are no entries left 
in the table. This Will normally occur When there are no 
available channels left or When the maXimum available 
poWer level has been reached or When there are no data left 
in the buffer storage. At this point the allocation information 
is fed to the transmitter and transmission of data to the 
selected subscriber units over the allocated channels may 
proceed over the ensuing period. ToWard the end of that 
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period a similar allocation procedure is initiated and the 
Whole process repeats as required. 

[0032] Asecond con?guration of the method of the inven 
tion is directed to allocating channels according to a busi 
ness policy that seeks to maximize throughput While main 
taining promised minimum average rates. A minimum 
average rate is a value that may be promised to a subscriber, 
usually as part of a service level agreement (SLA). In this 
con?guration the table of priority factors has a single 
column and a priority factor is calculated for each active 
subscriber unit, using Equation (2): 

PF 2 (TRpm-m / mm... )1. (Z) 

[0033] Where: 

[0034] PFj=Priority factor of subscriber j 

[0035] TRpmmised=Transmission rate promised to 
subscriber j 

[0036] TRaVmge=Average transmission rate to sub 
scriber j since beginning of message 

[0037] m=constant 

[0038] It Will be seen that Equation (2) is similar to 
Equation (1) except for the numerator, calculated as folloWs: 
The amount of data transmitted to each subscriber unit, as 
Well as the time elapsed, from the beginning of the respec 
tive current data transfer process, are continuously accumu 
lated and their ratio is calculated, to become the average data 
rate. The speci?c variable in the numerator of the priority 
factor formula is calculated as the ratio of the promised 
minimum rate to the last calculated average data rate. The 
speci?c variable is thus a measure of the discrepancy 
betWeen the actual average rate received by a subscriber unit 
and the rate promised thereto. As before, this variable is 
divided by P, the required transmission poWer at the loWest 
rate level (1x or FCH), With exponent (i.e. raised to some 
power) In 

[0039] FIG. 4 is a How diagram shoWing the principal 
operations carried out by the allocation procedure according 
to a second embodiment of the invention. After calculating 
a table of priority factors (41), as explained above, the 
procedure is, again, iterative and, in general, similar to the 
procedure of the ?rst con?guration, except as folloWs: The 
subscriber unit With the highest priority factor value is 
selected (42) and an attempt is made to allocate a channel to 
it; the chosen channel is of the highest rate level available, 
provided that the corresponding required poWer does not 
exceed the available transmitter poWer (after accounting for 
previously allocated channels and subscriber units—Which 
are null at the ?rst iteration). If (43) the poWer test fails, and 
if (44) the attempted rate is still Wider than 1x, an attempt is 
made (45) to allocate a channel at a just loWer rate level. The 
poWer test is then repeated (43) and the loop iterated until 
either the poWer test is satis?ed, in Which case the subscriber 
unit is allocated a channel at the last attempted rate level and 
(4-6) the list of available channels and the available poWer 
are updated, as in the ?rst con?guration, or (44) the 
attempted allocation is of a fundamental channel (1x) and 
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fails the poWer test. In either case, the respective subscriber 
unit is eliminated from further consideration. As before, the 
procedure is iterated as long as (4-8) there are unallocated 
subscriber units in the table or the transmitter resources 

(poWer or channels) are exhausted. 

[0040] A third con?guration of the method of the inven 
tion is directed to allocating channels according to a busi 
ness policy that seeks to maximiZe total revenue. It is similar 

to the ?rst con?guration, differing from it mainly in the 
calculation of the priority factors. TWo formulas, shoWn as 
Equations (3) and (4) serve for this calculation. The ?rst 
formula, shoWn in Equation (3), for calculating revenue, 
expresses a revenue function that re?ects a billing model, 
that is—the manner of charging a subscriber for data trans 
mission. 

[0041] Where: 

[0042] Rj>t=Revenue accumulated from subscriber j 
at a time t (since call initiation) 

[0043] Bj>t=Total number of bits received by sub 
scriber j at a time t (since call initiation) 

[0044] (TRaVmge))]->t=Average transmission rate to 
subscriber j until time t (since call initiation) 

[0045] CO) a) b=constants 

[0046] The method of this invention, in general, and the 
third embodiment, in particular, contemplates any billing 
model. The formula in Equation (3) is exemplary and 
expresses the revenue function of a possible billing model; 
any other model and corresponding function and formula 
could be equally used. The revenue function of Equation (3) 
includes a component that is related to the amount of data 
transmitted and a component that is related to the average 
rate of transmission. The second component represents a 
premium for fast rates, Which is one of the attributes of 
quality of service (QoS). Other attributes of QoS that may be 
considered in a billing model are average delay, average 
jitter and reliability (the latter being a function of signal-to 
noise ratio and hence of transmitted signal poWer). Inclusion 
of particular QoS attributes in the billing model may be 
determined as part of the service level agreement (SLA), 
differentially for each subscriber unit. Moreover, the 
attributes may be applied for any subscriber unit differen 
tially as a function of the indicated application for (or type 
of) the data. It Will be appreciated that While the invention 
is described With reference to a speci?c revenue function 
and corresponding billing calculation, as Well as speci?c 
data collection for billing, these are exemplary and the 
invention contemplates use of any billing model and a 
corresponding revenue function in the channel allocation 
procedure. The exemplary revenue formula shoWn in Equa 
tion (3) stipulates that the revenue be proportional to the 
amount of data transmitted and to a logarithmic function of 
the average rate of transmission. The latter variable is 
determined in a manner similar to that in the second embodi 

ment, as explained above. 
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[0047] Equation (4) shows a formula for calculating pri 
ority factors as function of anticipated revenue. 

(NRG)... <4) 

[0048] Where: 

[0049] (NRG)j)k=Net Revenue Gain When transmit 
ting to user j a channel of rate k 

[0050] PLk=POWGI required for transmitting a chan 
nel of rate k to a userj 

[0051] m=constant 

[0052] The speci?c variable in the numerator of Equation 
(4) is the net revenue gain (NRG) for the corresponding 
subscriber unit and the corresponding rate level. This vari 
able, NRG, is calculated, on the basis of any billing model, 
such as that expressed by equation (3) for example, as 
folloWs: First, a “revenue gain” is calculated, as the revenue 
that Would be generated by sending data to the subscriber 
unit at the indicated channel rate level over the coming 
period; this is done by using the revenue formula tWice— 
?rst for the revenue generated by the subscriber unit from 
the beginning of the current data transfer up to the present, 
then—for that generated up to the end of the coming period 
(Whereby the value of the average transmitted rate is 
updated) and by taking the difference betWeen the tWo 
results. Next, a “loss of alternative revenue” is calculated by 
applying a differential calculation, similar to the above, to 
each of the other subscriber units, but assuming that no data 
Will be transmitted during the coming period. It is to be 
noted that the result Will usually be negative, due to the 
reduction in the average rate value. Finally the “loss of 
alternative revenue” values of all other subscriber units 
(Which, as noted, are usually negative) are added to the 
“revenue gain” of the candidate entry, to obtain the net 
revenue gain, NRG. The latter is then divided by a function 
(e. g. poWer m) of the respective required transmitting poWer 
(similarly to the previously described embodiments), to 
obtain the corresponding priority factor. 

[0053] The allocation procedure in this embodiment may 
be according to any one of tWo preferred algorithms. The 
?rst algorithm is generally similar to that of the ?rst con 
?guration, as illustrated by the ?oW chart of FIG. 3 and as 
described above. The second algorithm is illustrated by the 
How chart of FIG. 5; it is, again, basically similar to the ?rst 
algorithm, except as folloWs: After selecting (51) from the 
priority factor table the entry With the highest value (Which 
entry, to be termed “candidate entry”, is associated With a 
certain “candidate subscriber unit” and a certain “candidate 
rate level”), the table is checked (52) Whether there exists for 
the candidate subscriber unit an entry at a level just one 
higher than the candidate rate level, and Whether a father 
channel is available; if both these conditions are met, the 
table is further checked (53) as to Whether a brother channel 
to the candidate channel is available and Whether there exists 
at least one other entry at the candidate level. If not all of 
these conditions are met, the candidate subscriber unit is 
allocated a channel at the candidate level (54) and the cycle 
is repeated as in the other algorithms; otherWise, allocation 
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is made as folloWs: The priority factors of all the other 
entries at the candidate level (if more than one) are com 
pared (55) and the highest one (associated With a “candidate 
brother subscriber unit”) is added (56) to the priority factor 
of the candidate entry, to obtain a combined priority factor. 
The combined priority factor is then compared (57) With the 
priority factor of the higher-level entry; if the latter is larger, 
the candidate subscriber unit is allocated (58) the higher 
level channel; otherWise, both the candidate subscriber unit 
and the candidate brother subscriber unit are allocated (59) 
respective brother channels at the candidate level. The cycle 
is then repeated as in the other algorithms, until there are no 
relevant entries left in the table (60). 

[0054] FIG. 6 depicts schematically a preferred apparatus 
for carrying out the method according to the invention. The 
apparatus comprises a scheduler 10, that preferably resides 
on the premises of a corresponding Radio Access Network 
30 (see beloW). Scheduler 10 includes an Allocator 16, a 
buffer storage 12 and a How controller 14. Allocator 16 
consists of a suitably programmed digital processor, Which 
is designed to operate in real time, that is—to carry out the 
computations required for allocating all available channels 
Within a time duration that is considerably shorter than a 
period (in the cycle of allocation and transmission). Traf?c 
data intended for active subscriber units is received from a 
core netWork 20 in the cellular system and stored in buffer 
storage 12—in FIFO bins corresponding to the subscriber 
units. Information about stored quantities in the storage bins 
is fed to Allocator 16. The allocator also receives, from a 
Walsh Codes Manager 32, information about the availability 
of the Walsh codes (ie the available channels at the various 
rate levels) and, from a Radio Channel Quality Indicator 34, 
information about the radio reception quality (hence—the 
required poWer) for the various active subscriber units. Both 
Walsh Codes Manager 32 and Radio Channel Quality Indi 
cator 34 are part of the cellular system. Allocator 16 has 
stored Within it a computer program to carry out the calcu 
lations and procedures, according to any embodiment of the 
method of the invention, as described above, as Well as all 
relevant constants and parameters, including those related to 
business policies. The latter may also be fed to the Allocator 
from some management module Within the cellular system. 

[0055] Allocator 16 periodically carries out channel allo 
cation, according to any of the above-described methods of 
the invention, and feeds the results to FloW Control Module 
14. The FloW Control Module 14, Which may be a suitably 
programmed digital processor, accordingly retrieves appro 
priate amounts of data from relevant bins in the buffer 
storage 12 and sends them, together With the corresponding 
channel identities, to Radio Access NetWork 30 (Which is 
part of the cellular system), to be radio transmitted. 

[0056] The apparatus of FIG. 6 may be realiZed as an 
add-on module, to be connected to a cellular system, or as 
an inherent module that is integrated With the cellular 
system. Embodiments other than that of FIG. 6 are also 
possible Within the scope of the invention. In particular, the 
scheduler, as a Whole, or any of its components, such as the 
allocator, the buffer storage and the How controller, can be 
realiZed Within, or as part of, equipment Within the cellular 
system that carries out channel allocation and How control 
also by other methods or serves for other functions Within 
the cellular system. It is only essential that one or more 
digital processors be programmed to carry out the functions 
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of channel allocation and data How control according to any 
of the methods of the invention. 

[0057] Although the apparatus and the method of the 
invention have been described in terms of channels alloca 
tion for one transmitter (With respect to subscriber units in 
communication With it), it Will be understood that the 
method is obviously also applicable, and any one apparatus 
may be operative, to simultaneously allocate channels for a 
plurality of transmitters. In particular, the apparatus, pref 
erably being logically and physically associated With a 
Radio Access Network (RAN), is preferably operative to 
allocate channels for each of the transmitters served by the 
RAN. 

[0058] Furthermore, although the method and apparatus of 
the invention have been described above in terms of a 
cellular telephone transmission system, it Will be understood 
that they are also applicable to other transmission systems 
having data transmission characteristics such as addressed 
above. It Will also be understood that any processor in 
apparatus according to the invention may be a suitably 
programmed computer. Likewise, the invention contem 
plates a computer program being readable by a computer for 
executing the method of the invention. The invention further 
contemplates a machine-readable memory tangibly embody 
ing a program of instructions executable by the machine for 
executing the method of the invention. It Will further be 
understood that other con?gurations and embodiments of the 
method and apparatus of the invention are possible, all 
coming Within the scope of the invention. 

[0059] In the method claims that folloW, alphabetic char 
acters and Roman numerals used to designate different 
operations are provided for convenience only and do not 
imply any particular order of performing the operations. 

1. In a data transmission system for transmitting data from 
a transmitter to a plurality of subscriber units, Wherein: 

the FCHs are combinable, in a hierarchical manner, into 
transmission channels of higher levels, each capable of 
carrying data at a corresponding rate level, Which is a 
correspondingly higher rate than the fundamental rate; 

any channel, if available, at any level, is periodically 
allocable to a corresponding one of the subscriber units, 
in order to carry data to the subscriber unit from a 
buffer storage during a subsequent period; and 

there is a poWer level associated With each subscriber unit 
and With each rate level; 

a method for periodically allocating channels to sub 
scriber units, comprising, prior to the beginning of any 
period: 

(a) identifying all active subscriber units being in 
communication With the transmitter and for Which 
there are data, exceeding a given minimal quantity, 
stored in the buffer storage; 

(b) calculating for each active subscriber unit one or 
more priority factors as a function of associated 

poWer levels; 

(c) on the basis of said priority factors, allocating at 
least one channel, to a corresponding active sub 
scriber unit; 
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(d) repeating the channel allocation in respect of any 
active subscriber units to Which no channels have yet 
been allocated, subject to an availability of unallo 
cated channels and subject to a limitation of maxi 
mum transmitter poWer. 

2. The method of claim 1, Wherein said priority factors are 
calculated also as a function of the rate levels of channels 
allocable to the respective subscriber units. 

3. The method of claim 2, Wherein there is de?ned for the 
system a revenue function, the method further comprising: 

(e) based on the revenue function, calculating, for each 
active subscriber unit and for each rate level of chan 
nels allocable to it, a revenue value; 

said priority factors being calculated also as a function of 
corresponding revenue values. 

4. The method of claim 3, Wherein said revenue function 
operates on at least one of the folloWing variables: amount 
of data in current message that has been transmitted, average 
rate of transmission of current message. 

5. The method of claim 3, further comprising selecting a 
highest one of said priority factors. 

6. The method of claim 5, Wherein the subscriber unit 
associated With said highest priority factor is a candidate 
subscriber unit and allocating channels includes checking 
Whether a channel at a higher rate level than that corre 
sponding to said highest priority factor is available and, if 
the priority factor that corresponds to the candidate sub 
scriber unit and to said higher rate level satis?es a given 
criterion, allocating a channel at said higher rate level to the 
candidate subscriber unit. 

7. The method of claim 5, Wherein the subscriber unit 
associated With said highest priority factor is a candidate 
subscriber unit and allocating channels includes: 

(i) checking Whether tWo combinable channels at a rate 
level identical to that corresponding to said highest 
priority factor are available and Whether any one or 
more other subscriber units, distinct from the candidate 
subscriber unit, have priority factors associated With 
said identical rate level, and 

(ii) if a priority factor corresponding to one of said other 
subscriber units satis?es a given criterion, allocating 
said tWo channels to the candidate subscriber unit and 
to said one other subscriber unit, respectively. 

8. The method of claim 1, Wherein the data for any 
subscriber unit are grouped as messages and there is a 
promised transmission rate (PTR) associated With each 
subscriber unit, the method further comprising: 

(f) accumulating for each active subscriber unit the 
amount of data of a current message transmitted to it 
and calculating therefrom an average transmission rate; 

and Wherein said priority factors are calculated also as a 
function of the PTR associated With the subscriber unit 
and of the average transmission rate for the subscriber 
unit. 

9. The method of claim 1, Wherein the ratio betWeen the 
rates at any tWo rate levels is an integral poWer of 2. 

10. The method of claim 1, Wherein the data transmission 
system operates in CDMA mode and a channel is associated 
With a Walsh code. 
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11. The method of claim 1, wherein during each iteration, 
a single channel is allocated to the subscriber unit having a 
highest one of said priority factors. 

12. The method of claim 1, Wherein during each iteration, 
a channel is allocated to the subscriber unit having a highest 
one of said priority factors and at least one more channel is 
allocated to a corresponding associated subscriber unit. 

13. Dynamic channel allocation apparatus for use With a 
data transmission system that transmits data from a trans 
mitter to a plurality of subscriber units, the transmitter 
having a given maximum poWer level and a given number 
of fundamental transmission channels (FCHs), each FCH 
capable of carrying data at a given fundamental rate; 

the FCHs are combinable, in a hierarchical manner, into 
transmission channels of higher levels, each capable of 
carrying data at a corresponding rate level, Which is a 
correspondingly higher rate than the fundamental rate; 

any channel, if available, at any level, is periodically 
allocable to a corresponding one of the subscriber units, 
in order to carry data to the subscriber unit from a 
buffer storage during a subsequent period; 

there is a poWer level associated With each subscriber unit 
and With each rate level; 

the apparatus comprising a digital processor that is pro 
grammed— 

to calculate for each active subscriber unit one or more 
priority factors as a function of associated poWer 
levels; and 

for each of a succession of periods, to allocate a 
channel to each of one or more active subscriber 
units, the allocation being based on one or more of 
said priority factors. 

14. The apparatus of claim 13, Wherein said priority 
factors are calculated also as a function of the rate levels of 
channels allocable to the respective subscriber unit. 

15. The apparatus of claim 14, Wherein there is de?ned for 
the system a revenue function and Wherein said processor is 
further programmed to calculate, for each active subscriber 
unit and for each rate level of channels possibly allocable to 
it, a revenue value, based on the revenue function, and 
Wherein said calculation of priority factors is also as a 
function of corresponding revenue values. 

16. The apparatus of claim 13, Wherein: 

the data for any subscriber unit are grouped as messages 
and there is a promised transmission rate (PTR) asso 
ciated With each subscriber unit; 

said processor is further programmed to accumulate, for 
each active subscriber unit, the amount of data of a 
current message transmitted to it, to calculate therefrom 
an average transmission rate; and to calculate said 
priority factors also as a function of the PTR associated 
With the subscriber unit and of the average transmission 
rate for the subscriber unit. 

17. The apparatus of claim 13, Wherein the ratio betWeen 
the rates at any tWo rate levels is an integral poWer of 2. 

18. The apparatus of claim 13, Wherein the data trans 
mission system operates in CDMA mode and a channel is 
associated With a Walsh code. 
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19. The apparatus of claim 13, Wherein any channel is 
allocated to the subscriber unit that corresponds to a highest 
one of said priority factors. 

20. The apparatus of claim 13, Wherein the transmission 
system is a cellular telephone system. 

21. Dynamic channel allocation apparatus for use With a 
data transmission system that transmits data from a trans 
mitter to a plurality of subscriber units, 

the transmitter having a given maXimum poWer level and 
a given number of fundamental transmission channels 
(FCHs), each FCH capable of carrying data at a given 
fundamental rate; 

the FCHs being combinable, in a hierarchical manner, into 
transmission channels of higher levels, each capable of 
carrying data at a corresponding rate level, Which is a 
correspondingly higher rate than the fundamental rate; 

any channel, if available, at any level, being periodically 
allocable to a corresponding one of the subscriber units, 
in order to carry to the subscriber unit, during a 
subsequent period, data provided therefor through the 
system; 

a poWer level being associated With each subscriber unit 
and With each rate level; 

the apparatus comprising: 

a buffer storage, operative to store the data provided 
from the system in bins that correspond to subscriber 
units; 

an allocator, Which includes a digital processor that is 
programmed to: 

calculate for each active subscriber unit one or more 
priority factors as a function of associated poWer 
levels; and, for each of a succession of periods, 

allocate a channel to each of one or more active 

subscriber units, the allocation being based on one or 
more of said priority factors; and 

a How controller, responsive to an output of said 
allocator and operative, With respect to each chan 
nel allocation, to retrieve from said buffer storage 
a corresponding amount of data and to send it to 
the transmitter, together With a corresponding 
channel designation. 

22. The apparatus of claim 21, Wherein said priority 
factors are calculated also as a function of the rate levels of 
channels allocable to the respective subscriber unit. 

23. The apparatus of claim 21, Wherein there is de?ned for 
the system a revenue function and Wherein said digital 
processor is further programmed to calculate, for each active 
subscriber unit and for each rate level of channels possibly 
allocable to it, a revenue value, based on the revenue 
function, and Wherein said calculation of priority factors is 
also as a function of corresponding revenue values. 

24. The apparatus of claim 21, Wherein: 

the data for any subscriber unit are grouped as messages 
and there is a promised transmission rate (PTR) asso 
ciated With each subscriber unit; 

said processor is further programmed to accumulate, for 
each active subscriber unit, the amount of data of a 
current message transmitted to it, to calculate therefrom 
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an average transmission rate; and to calculate said 
priority factors also as a function of the PTR associated 
With the subscriber unit and of the average transmission 
rate for the subscriber unit. 

25. The apparatus of claim 21, Wherein the ratio betWeen 
the rates at any tWo rate levels is an integral poWer of 2. 

26. The apparatus of claim 21, Wherein the data trans 
mission system operates in CDMA mode and a channel is 
associated With a Walsh code. 

27. The apparatus of claim 21, Wherein the allocator is 
con?gured to allocate a channel to the subscriber unit that 
corresponds to the highest priority factor. 

28. The apparatus of claim 21, Wherein the transmission 
system is a cellular telephone system. 

29. For use With a data transmission system for transmit 
ting data from a transmitter to a plurality of subscriber units, 
Wherein: 

the FCHs are combinable, in a hierarchical manner, into 
transmission channels of higher levels, each capable of 
carrying data at a corresponding rate level, Which is a 
correspondingly higher rate than the fundamental rate; 

any channel, if available, at any level, is periodically 
allocable to a corresponding one of the subscriber units, 
in order to carry data to the subscriber unit from a 
buffer storage during a subsequent period; and 

there is a poWer level associated With each subscriber unit 
and With each rate level; 

a program storage device readable by machine, tangibly 
embodying a program of instructions executable by the 
machine to perform operations for periodically allocat 
ing channels to subscriber units, comprising, prior to 
the beginning of any period: 

i. identifying all active subscriber units being in com 
munication With the transmitter and for Which there 
are data, exceeding a given minimal quantity, stored 
in the buffer storage; 

ii. calculating for each active subscriber unit one or 
more priority factors as a function of associated 

poWer levels; 

iii. on the basis of said priority factors, allocating at 
least one channel, to a corresponding active sub 
scriber unit; 
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iv. repeating the channel allocation in respect of any 
active subscriber units to Which no channels have yet 
been allocated, subject to an availability of unallo 
cated channels and subject to a limitation of maXi 
mum transmitter poWer. 

30. In a data transmission system for transmitting data 
from a transmitter to a plurality of subscriber units, Wherein: 

the FCHs are combinable, in a hierarchical manner, into 
transmission channels of higher levels, each capable of 
carrying data at a corresponding rate level, Which is a 
correspondingly higher rate than the fundamental rate; 

any channel, if available, at any level, is periodically 
allocable to a corresponding one of the subscriber units, 
in order to carry data to the subscriber unit from a 
buffer storage during a subsequent period; and 

there is a poWer level associated With each subscriber unit 
and With each rate level; 

a computer program product comprising a computer use 
able medium having computer readable program code 
embodied therein for periodically allocating channels 
to subscriber units, the computer program product 
comprising: 
computer readable program code for causing the com 

puter to identify prior to each period all active 
subscriber units being in communication With the 
transmitter and for Which there are data, eXceeding a 
given minimal quantity, stored in the buffer storage; 

computer readable program code for causing the com 
puter to calculate prior to each period for each active 
subscriber unit one or more priority factors as a 

function of associated poWer levels; 

computer readable program code responsive to said 
priority factors for causing the computer to allocate 
prior to each period at least one channel, to a 
corresponding active subscriber unit; and 

computer readable program code for causing the com 
puter to repeat the channel allocation in respect of 
any active subscriber units to Which no channels 
have yet been allocated, subject to an availability of 
unallocated channels and subject to a limitation of 
maXimum transmitter poWer. 

* * * * * 


