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A device for thermally affecting tissue of a patient includes 
a housing de?ning an interior volume that is at least partially 
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NEUROSURGICAL DEVICE FOR THERMAL 
THERAPY 

CROSS-REFERENCE TO RELATED 
APPLICATION 

[0001] This application is related to and claims priority to 
US. Provisional Patent Application Serial No. 60/238,314, 
?led Oct. 5, 2000, entitled SYSTEMS AND METHODS 
FOR CONTROLLING TEMPERATURE OF BRAIN TIS 
SUE, the entirety of Which is incorporated herein by refer 
ence. 

STATEMENT REGARDING FEDERALLY 
SPONSORED RESEARCH OR DEVELOPMENT 

[0002] n/a 

FIELD OF THE INVENTION 

[0003] The present invention relates to systems and meth 
ods for controlling brain tissue temperature, and in particular 
to systems and methods for subcranial temperature control 
of brain tissue through the use of contact cooling devices. 

BACKGROUND OF THE INVENTION 

[0004] Many of the advantages of reducing or raising the 
temperature of a body tissue are Well knoWn. It has been 
found particularly desirable to loWer the temperature of the 
body in order to reduce the metabolism of the body. In stroke 
and several other pathological conditions, loWering the 
temperature of a body also reduces the permeability of the 
blood/brain barrier. Reduced body temperature also inhibits 
release of damaging neurotransmitters and inhibits calcium 
mediated effects. Further, reduced body temperature has 
been found to inhibit brain edema and loWer intracranial 
pressure. These and other advantageous effects of reduced 
body temperature are knoWn in the art. 

[0005] Prior art devices and methods affect a thermal 
change in a body by a systemic approach, meaning that the 
overall temperature of the entire body is loWered or raised to 
achieve the advantages noted above. Cooling the body has 
been particularly effective in surgical applications Where 
reducing metabolism has made it possible to more easily 
accommodate lengthy operative procedures. An example of 
this systemic approach includes catheters for transferring 
heat to or from blood ?oWing Within a patient’s vessel. 
Closed loop heat exchange catheters are also knoWn. Some 
of the disadvantages of systemic temperature reduction 
include the stimulation of cardiac arrhythmia, pulmonary 
edema and coagulopathies. Systemic temperature reduction 
also results in hypotension and immune suppression. 

[0006] Further, a systemic approach is not alWays advan 
tageous When the bene?cial effects are desired locally at the 
focus of the operative procedure and only the disadvantages 
of temperature reduction are felt throughout the remainder 
of the body. As such, recent focus has been directed to 
producing reduced temperature in localiZed areas of the 
body, leaving the remainder of the body to function at a 
normal body temperature. LocaliZed temperature reduction 
in knoWn devices relies on the control of temperature 
through a Wholly external device, for example using cooling 
helmets or cooling neck collars to produce localiZed tem 
perature reduction for the brain. HoWever, there are disad 
vantages associated With external cooling to affect internal 
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tissue. For example, external methods do not alloW a high 
enough resolution to alloW selective tissue cooling. Some of 
the same disadvantages that are associated With thermally 
affecting the Whole body can occur When using external 
cooling. When it is advantageous to apply thermal energy to 
a speci?ed tissue location and not to other regions, the 
knoWn external devices and their accompanying methods 
can not adequately accommodate these needs. 

[0007] Therefore it is desirable to have a device and 
method for localiZed temperature control of a body part. 
Further, it is desirable to provide a Way to apply thermal 
energy to a speci?c area of tissue, such as the brain, Which 
is not ordinarily directly external to the body in a manner 
Which minimiZes trauma and the siZe of the body opening 
Which must be created to access the tissue area. 

SUMMARY OF THE INVENTION 

[0008] The present invention overcomes the disadvan 
tages of knoWn systemic and external devices and tech 
niques by providing localiZed brain cooling With a device 
placed through the skull. 

[0009] The present invention provides a device and 
method for localiZed temperature control of a body part, 
such as the brain. In an exemplary embodiment, a device for 
thermally affecting tissue of a patient includes a housing 
de?ning an interior volume that is at least partially insertable 
into an exterior opening in a patient, such as a burr hole 
though the skull. A thermal member positioned Within the 
interior volume of the housing includes a thermal input side 
and a thermal output side to impart a thermal change to the 
tissue. An exemplary method of treatment using the device 
includes the steps of exposing tissue to be thermally 
affected; attaching a thermal device to an anchor point of the 
body; positioning the thermal member near or on the tissue; 
and operating the thermal member to thermally change the 
temperature of the tissue. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0010] A more complete understanding of the present 
invention, and the attendant advantages and features thereof, 
Will be more readily understood by reference to the folloW 
ing detailed description When considered in conjunction 
With the accompanying draWings Wherein: 

[0011] FIG. 1 is a perspective vieW of an exemplary 
embodiment of a device constructed in accordance With the 
principles of the present invention; 

[0012] FIG. 2 is a section vieW taken along section 2-2 of 
FIG. 1; 

[0013] 
[0014] 
device; 

FIG. 3 is a side vieW of a ?rst end of the device; 

FIG. 4 is an end vieW of a bottom end of the 

[0015] FIG. 5 is a perspective vieW of another device 
constructed in accordance With the principles of the inven 
tion; 
[0016] FIG. 6 is another perspective vieW of a device 
constructed in accordance With the principles of the inven 
tion; 
[0017] FIG. 7 is a section vieW taken along section A-A of 
FIG. 6; 
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[0018] FIG. 8 is a partial sectional vieW taken along 
section 8-8 of FIG. 7; 

[0019] FIG. 9 is an end vieW of an alternate structure of 
an expansion element of the device; 

[0020] FIG. 10 is a section vieW of an alternative arrange 
ment of a device constructed in accordance With the prin 
ciples of the present invention; 

[0021] FIG. 11 is another section vieW of still another 
alternative arrangement of a device constructed in accor 
dance With the principles of the present invention; 

[0022] FIG. 12 is a side vieW of the exemplary device of 
FIG. 1 shoWn engaged With a skull; and 

[0023] FIG. 13 is a side vieW of the exemplary device of 
FIG. 8 shoWn engaged With a skull. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0024] The present invention provides a device for trans 
ferring thermal energy to or from a localiZed region of a 
body tissue. Referring noW to the draWing ?gures in Which 
like reference designators refer to like elements, there is 
shoWn FIG. 1 a perspective vieW of an exemplary embodi 
ment of a device constructed in accordance With the prin 
ciples of the present invention and designated generally as 
device 10. The device 10 has a housing 12 With a ?rst end 
14, a second end 16 and an optional circulation vent 18 for 
the intake and outlet of a thermally conductive ?uid or 
ambient air. The housing 12 can be constructed of any 
suitable material, for example metals, plastics or a combi 
nation thereof. It is contemplated that the housing 12 has a 
diameter “D”, measured at the Widest portion of the device, 
from less than one centimeter to approximately ten centi 
meters. In exemplary embodiments, the diameter ranges 
from approximately one centimeter to approximately tWo 
centimeters. Optional radial threads 20 are provided on the 
exterior of the housing 12 to facilitate attachment to bone 
structure such as a skull. HoWever, it is contemplated that 
non-threaded arrangements can also be provided or coupled 
to or on the housing 12, for example, ?utes, barbs, ridges or 
other such elements. Expandable elements can also be used 
to seal the device to bone structures, such as the skull. 

[0025] FIG. 2 is a section vieW taken along section 2-2 of 
FIG. 1. The housing 12 is arranged as a circumferential Wall 
Which de?nes an interior space 24. Provided Within the 
interior space 24, starting at the ?rst end 14 and moving 
toWard the second end 16, is a contact member 26 Which can 
be con?gured to directly contact a tissue or to contact an 
intermediate material. The contact member 26 can be con 
structed of any thermally conductive material, for example, 
stainless steel, aluminum, copper, titanium, combined met 
als, alloys, various polymers or other such materials. Addi 
tionally, adjacent the contact member 26 is a thermal mem 
ber 28. The thermal member 28 has a thermal input side 32 
in thermal communication With the contact member 26 and 
a thermal output side 34. The thermal member 28 can be a 
thermo-electric cooler, for example, a peltier-effect cooler. 
Optionally, a thermal dissipation member 33 is provided in 
thermal communication With the thermal output side 34 of 
the thermal member 28. Such devices are knoWn in the art, 
for example a common thermal dissipation member is a heat 
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sink. HoWever, many alternate components for dissipating 
thermal energy can be provided. 

[0026] Further provided Within the housing 12 in the 
interior space 24 is a ?uid circulation member 30. The term 
“?uid” as used herein generally refers to any ?oWable 
substance, including but not limited to gases and liquids. An 
exemplary ?uid circulation member 30 is a cooling fan. The 
?uid circulation member 30 is positioned such that it circu 
lates a ?uid, such as air, across the thermal output side 34 of 
the thermal member 28 or the optional thermal dissipation 
member 33 if provided, thereby removing thermal energy 
dissipated by the thermal member 28. Alternatively, it is 
contemplated that a pump used in association With a ther 
mally conductive liquid can be provided to dissipate thermal 
energy generated by the output side 34 of the thermal 
member 28. 

[0027] In addition, an optional membrane 36 is provided 
in thermal communication With the contact member 26. 
Membrane 36 can be constructed of any bio-compatible 
material and can be constructed to directly contact tissue. 

[0028] Referring to FIG. 2, the operation of an exemplary 
device is noW discussed in detail. PoWer is supplied to the 
thermal member 28 through electrical Wires (not shoWn) 
Which in turn creates a thermal input side 32 and a thermal 
output side 34 to the thermal member 28 (the thermal 
member discussed here is a peltier effect cooler and its 
function is Well knoWn in the art). By operation of the 
thermal member 28, the thermal input side 32 has a reduced 
temperature relative to the thermal output side 34 Which 
causes a cooling effect at the thermal input side 32. The 
thermal input side 32 being in thermally conductive contact 
With the contact member 26, thereby causes a reduction of 
the relative temperature of the contact member 26. The 
output side 34 being in thermally conductive contact With 
the optional thermal dissipation member 33 thereby raises 
the relative temperature of the thermal dissipation member 
33 (creating heat). Additionally, poWer or activation energy 
is supplied to the ?uid distribution member 30 to thereby 
circulate air through the thermal dissipation member 33 and 
out of housing 12 through the circulation vent 18. Heat 
dissipated by the thermal dissipation member 33 is removed 
and discharged from the housing 12 to maintain a reduced 
temperature at the contact member 26. As such, the concepts 
of the present invention provide a device 10 for localiZed 
cooling of a tissue in a compact package. Alternatively, such 
a device can subsequently be used for heating tissue locally 
by reversing the current to the thermoelectric device. 

[0029] FIG. 3 is a side vieW of an exemplary embodiment 
of the contact member 26. FIG. 3 shoWs a contact side 27 
having a concave surface as illustrated in phantom line. The 
amount of curvature can be variable depending on the tissue 
site to be treated. The concave shape is measured as the 
center concave distance measured from the contact side 27 
perpendicular to a center 29 of the concave region. In 
exemplary embodiments the concave distance ranges from 
approximately 0.001 inches to approximately 0.05 inches. In 
the embodiment shoWn in FIG. 3, Which is placed on the 
dura mater covering the brain, the concave distance is 
approximately 0.02 inches. 

[0030] FIG. 4 illustrates an end vieW of the ?rst end 14 of 
the device 10, Wherein a square-shaped contact member is 
disposed Within the housing 12. Optionally, one or more 
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access ports 38 are provided for the location of a variety of 
devices, for example specialty neuro-catheters, thermo 
couple probes, temperature sensors, pressure sensors or 
other such devices. Alternatively, an optional insert 40 can 
be provided to completely or partially obstruct the access 
port 38. The insert 40 can be constructed from any suitable 
material, for example, rubber, silicone, aluminum or other 
such materials. While FIG. 4 shoWs a square-shaped contact 
member 26, it is contemplated that various other shapes can 
be provided. Additionally, an access port (not shoWn) can 
also be provided through the contact member 26 itself to 
accommodate accessory devices as discussed above. 

[0031] FIG. 5 is an exploded vieW of another con?gura 
tion for the device, Wherein a housing 48 has a Wall 50 that 
de?nes an inner volume 52 to receive a thermal cartridge 58. 
The housing includes longitudinal grooves 54 on the inner 
surface 53 of the Wall 50. Radial threads 56 can be provided 
for securing the housing 48 to the skull. The thermal 
cartridge 58 has axial slots 60 con?gured to be slidably 
engagable With axial grooves 54 of the housing 48. 

[0032] The thermal cartridge 58 includes the exemplary 
elements as discussed above for applying thermal energy to 
a tissue site, for example, a contact member, a thermal 
member, and a cooling fan (not shoWn). In practice, the 
housing 48 is secured Within a skull opening by screWing the 
radial threads into the bone. The thermal cartridge 58 is then 
inserted into the inner volume 50 of the housing 48 While 
aligning the axial slots 60 With the axial grooves 52. The 
thermal cartridge 58 can be slidably adjusted Within the 
insert housing 48 in order to speci?cally locate the contact 
member against the dura matter. 

[0033] Additionally, the thermal cartridge 58 can be 
moved in response to dura sWelling or shrinkage that may 
occur during treatment. Once a desired distance of insertion 
is reached, the thermal cartridge 58 is held in position by a 
set screW 63 through a screW opening 65 in the insert 
housing 48. While FIG. 5 illustrates an axial groove and slot 
arrangement, it is contemplated that alternate con?gurations 
can be provided. For example, a spiral groove and slot 
arrangement can be provided Which Would provide insertion 
depth adjustment via rotation of the thermal cartridge rela 
tive to the housing. 

[0034] FIG. 6 is a perspective vieW of another feature of 
the invention, Wherein a surface area expansion element 62 
is disposed at the ?rst end 14 of the housing 12. The surface 
area expansion element 62 provides a tissue contact area that 
is larger than the contact member 26 (not shoWn). The 
surface area expansion element 62 has a height “H” mea 
sured from a top 64 to a tissue contact area 66 of the surface 
area expansion element 62 and a deployed diameter “dd” 
measured from the Widest points at a periphery of the surface 
area expansion element 62. In an exemplary embodiment, 
the surface area expansion element 62 has a height to Width 
ratio of approximately one to tWo. Further, a surface area 
expansion element 62 constructed in accordance the prin 
ciples of the present invention can have a deployed diameter 
dd ranging in siZe from 5 to 200 mm. An exemplary 
embodiment has a deployed diameter of 34 to 48 mm. 
Another exemplary embodiment has a deployed diameter of 
34 to 64 mm. Further, an exemplary embodiment can have 
a height H ranging in siZe from 1 to 10 mm. In one 
exemplary embodiment the height H is approximately 4 
mm. 
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[0035] The surface area expansion element 62 can be 
provided by several different structures, including, for 
example, an in?atable plenum such as a bladder or balloon. 
Alternatively, the expansion element 48 can include fold 
able, rollable, or compressible, ribbons or resilient ther 
mally-conductive structures. Exemplary resilient materials 
include rubber, silicon, ?exible polymers and other materials 
knoWn in the art. Thus, the surface area expansion element 
62 is provided With a structure that alloWs it to be inserted 
through a small opening in a body and then deployed to 
increase the tissue contact area 66. The tissue contact area 66 
can have a shape ranging from substantially ?at to concave. 

[0036] FIG. 7 is a sectional vieW taken along section 7-7 
in FIG. 6. FIG. 7 shoWs the surface area expansion element 
62 having a holloW structure. The surface area expansion 
element 62 has a Wall 68 Which de?nes an interior volume 
70 Which is ?lled With a thermally transmissive ?uid 72. The 
contact member 26 is in thermal contact With the interior 
volume 70 via the thermally transmissive ?uid 72 at an 
interface 74. The contact member 26 is in turn in thermal 
contact With the thermal member 28. Optionally, a thermal 
dissipation member 33 can be provided in thermal commu 
nication With the output side 34 of the thermal member 28. 
Further the ?uid circulation member 30 is provided in ?uid 
communication With the thermal dissipation member 33. In 
practice, the cooling of the contact member 26 in turn cools 
the thermally transmissive ?uid 72. The thermally transmis 
sive ?uid cools the tissue contact area 66 Which in turn cools 
the contacted tissue. In accordance With the principles of the 
present invention, it is contemplated that the surface area 
expansion element 62 can have a plethora of shapes, for 
example a round shape, an oval shape, an oblong shape, a 
spider-like shape, a spiral shape or an amorphous shape. 

[0037] FIG. 8 is a partial sectional vieW of a device of the 
invention taken along line 8-8 in FIG. 7. FIG. 8 shoWs the 
surface area expansion element 62 attached to the ?rst end 
14 of the housing 12. Further provided Within the Wall 68, 
in the interior volume 70 is a holloW injection member 76 
having a proximal end and a distal end. A circulation 
member 78 having an outlet 80 and an inlet 82 is in ?uid 
communication With the proximal end of the injection 
member 76 via the outlet 80. An example of a circulation 
member 78 is a ?uid pump. An exemplary thermally trans 
missive ?uid 72 is a saline solution or other such ?uid. The 
arrangement of the circulation member 78, the outlet 80, the 
injection member 76, the inlet 82 and the interior volume 70 
de?ne a circulation circuit. 

[0038] In operation, thermally transmissive ?uid 72 is 
provided Within the interior volume 70 and is draWn into the 
circulation member 78 via the inlet 82. It then is directed 
through the outlet 80 and in turn the to the proximal end of 
the injection member 76 to the distal end, Which directs the 
thermally transmissive ?uid to a location Within the interior 
volume 70. Alternately, the circulation member 78 can be in 
thermal contact With the thermal element 28, thereby affect 
ing the temperature of the thermally transmissive ?uid 
directly, or the thermally transmissive ?uid can be affected 
by direct contact With the contact member 26. 

[0039] FIG. 9 shoWs an alternate arrangement in Which a 
plurality of injection members 76 are provided Within the 
interior volume 70 to direct thermally transmissive ?uid to 
alternate locations Within the interior volume 70. By spe 
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ci?cally directing the thermally transmissive ?uid a uniform 
thermal distribution can be provided throughout the interior 
volume 70. 

[0040] FIG. 10 is a sectional vieW of an alternate arrange 
ment of the thermal cartridge 58 shoWn in FIG. 5. FIG. 10 
shoWs a cartridge Wall 84 having a proximal end 86 and a 
distal end 88 and de?ning an interior 90. A contact member 
26 is attached to the proximal end 86. ToWard the distal end, 
a thermal member 28 is provided Within the interior 90 
adjacent and in thermal communication With the contact 
member 26. Still further toWard the distal end 88, a thermal 
bridge 92 is in thermal communication With the thermal 
member 28 and is constructed from a thermally transmissive 
material. Attached to the distal end 88 and in thermal 
communication With the thermal bridge 92 is a thermal 
dissipation element 33 Which is coupled With a ?uid circu 
lation member 30. It is contemplated that the location of the 
thermal member 28 can alternatively be toWard the distal 
end 88. 

[0041] The thermal bridge 92 is provided to alloW the 
thermal dissipation member 33 to be spaced a distance from 
the thermal member 28 or alternatively the contact member 
26. In some embodiments it is desirable to have a thermal 
dissipation member and a ?uid circulation member Which 
are larger than the diameter of the housing of the device. By 
providing a thermal bridge 92, placement of the thermal 
member 28 or contact member 26 a distance aWay from the 
thermal dissipation member 33 is achieved. While the ther 
mal bridge 92 is described in association With the device 
shoWn in FIG. 7, it is contemplated that the thermal bridge 
92 and expanded thermal dissipation member 33 can be 
provided in any of the embodiments of the invention. 

[0042] FIG. 11 illustrates another cartridge con?guration 
for thermal transfer, Wherein a ?uid conduit 94 is provided 
in thermal communication With the thermal output side 34 of 
a thermal dissipation member 33. In practice, a thermally 
transmissive ?uid is circulated through the ?uid conduit 94. 
When the ?uid transits the portion of the ?uid conduit that 
is in thermal communication With the thermal output side 34, 
thermal energy is dissipated to the ?uid Which is then 
circulated to a remote ?uid chiller and then re-circulated 
through the ?uid conduit 94. 

[0043] FIG. 12 depicts a device 10, such as shoWn in FIG. 
1, screWed into a burr hole 98 in a skull 96, Wherein a contact 
element 26 is in thermally conductive contact With dura 
tissue 100 at a location Where treatment is desired. 

[0044] FIG. 13 depicts a device 10, such as shoWn in FIG. 
8, shoWn screWed into a burr hole 98 in a skull 96. Attached 
to the ?rst end 14 of the device 10 is a surface area expansion 
element 62. The surface area expansion element 62 is 
con?gured to ?t Within a space 102 betWeen the dura tissue 
100 and the skull 96 Without substantially damaging dura 
tissue 100. For example, in order to ?t Within the space 102, 
the surface area expansion element 62 can have a ?attened 
con?guration as described in more detail herein. In an 
alternate embodiment, such a surface area expansion ele 
ment 62 can be con?gured to be placed into subdural space 
Within a body to be treated. 

[0045] The present invention provides a thermocooler 
based device Which is used to impart a thermal change on a 
tissue medium. The present invention advantageously pro 
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vides a user With an ability to control the temperature of a 
localiZed region of brain tissue. A procedure using the 
thermocooling device is accomplished by inserting the 
device into a burr hole in the skull. An exemplary applica 
tion is to directly contact the brain tissue With the thermo 
cooling device cooling plate in order to loWer the localiZed 
brain temperature as a neuroprotective measure in a post 
stroke condition. Alternatively, the thermocooling device 10 
is used to cool localiZed regions of the brain in a brain 
trauma patient as a Way of loWering cerebral metabolic 
requirements and minimiZing brain edema. Furthermore, the 
thermocooling device 10 can be used in any post-operative 
trauma situation When the possibility of cerebral edema 
exists such that the cerebral edema is desired to be abated or 
minimiZed. The above described device can be used in other 
parts of the body in instances Where local tissue temperature 
needs to be controlled or modulated. In such instances, 
thermal therapy may involve using either chilled or heated 
portions of the device to achieve the desired result. 

[0046] It Will be appreciated by persons skilled in the art 
that the present invention is not limited to What has been 
particularly shoWn and described herein above. In addition, 
unless mention Was made above to the contrary, it should be 
noted that all of the accompanying draWings are not to scale. 
A variety of modi?cations and variations are possible in 
light of the above teachings Without departing from the 
scope and spirit of the invention, Which is limited only by the 
folloWing claims. 

What is claimed is: 
1. A device for thermally affecting tissue of a patient, 

comprising: 
a housing, the housing de?ning an interior volume and 

being at least partially insertable into an exterior open 
ing in the patient; and 

a thermal member having a thermal input side and a 
thermal output side, at least a portion of the thermal 
member being positioned Within the interior volume, 
one of the thermal input side and the thermal output 
side being arrangable to provide a temperature different 
than the other of the thermal input side and the thermal 
output side, the thermal input side imparting a thermal 
change to the tissue. 

2. The device of claim 1, further comprising, a contact 
member being in thermal communication With the thermal 
input side of the thermal member and being in thermal 
communication With the tissue. 

3. The device of claim 1, further comprising a thermal 
?uid circulation member, the thermal ?uid circulation mem 
ber provided to circulate thermal ?uid across the thermal 
output side of the thermal member. 

4. The device according to claim 1, further comprising a 
surface area expansion element, the surface area expansion 
element having an interior volume Which can be ?lled With 
a thermally-transmissive ?uid, the thermally-transmissive 
?uid being in thermal communication With the thermal 
member. 

5. The device according to claim 4, Wherein the surface 
area expansion element has a Width measured at a Widest 
part and a height measured from a top to a tissue contact 
area, the Width being at least tWice the height. 

6. The device according to claim 5, further comprising a 
?uid circulation element, the ?uid circulation element 
including a circulation member and a distribution member. 
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7. The device according to claim 6, wherein the circula 
tion member is a pump and the distribution member is at 
least one injection member. 

8. The device according to claim 1, Wherein the thermal 
member is con?gured to directly contact tissue to be treated. 

9. The device according to claim 2, Wherein the contact 
member is con?gured to directly contact tissue to be treated. 

10. The device according to claim 1, further comprising a 
protective barrier, the protective barrier being disposed on 
and being in thermal communication With the thermal mem 
ber. 

11. The device according to claim 2, further comprising a 
protective barrier, the protective barrier being disposed on 
and being in thermal communication With the contact mem 
ber. 

12. The device according to claim 2, Wherein the contact 
member includes an access port, the access port being in 
communication With the tissue. 

13. The device according to claim 4, Wherein the contact 
member includes an access port, the access port being in 
communication With the thermally-transmissive ?uid. 

14. The device according to claim 1, further comprising a 
pressure sensor, the pressure sensor measuring a pressure of 
the tissue to be treated. 

15. The device according to claim 1, further comprising a 
temperature sensor, the temperature sensor measuring a 
temperature of the tissue to be treated. 

16. The device of claim 1, further comprising a locator, 
the locator being operable to move the thermal member 
relative to the tissue. 

17. The device according to claim 1, Wherein the thermal 
member removes heat energy from the contact member via 
the thermal input side and radiates heat energy via the 
thermal output side. 

18. The device according to claim 17, Wherein the thermal 
member is a thermocooler. 

19. The device according to claim 17, further comprising 
a thermal sink, the thermal sink being in thermal commu 
nication With the thermal output side of the thermal member 
and being operable to radiate heat energy. 

20. The device according to claim 3, Wherein the thermal 
?uid circulation member is a fan and the thermal ?uid is air. 

21. The device according to claim 3, Wherein the thermal 
?uid circulation member is a pump and the thermal ?uid is 
a liquid. 

22. The device according to claim 20, Wherein the thermal 
?uid circulation member is a fan and the thermal ?uid is air, 
Wherein the fan circulates air across the thermal sink to 
dissipate heat energy. 

23. The device of claim 1, Wherein the housing is sub 
stantially cylindrical in shape. 

24. The device according to claim 23, Wherein the housing 
includes a distal end portion at least partially insertable into 
the opening, at least a part of the distal end portion being 
threaded. 

25. The device according to claim 1, Wherein the housing 
includes a stop fastener opening and Wherein the thermal 
member is slidable Within the housing, and Wherein the 
device further includes a stop fastener insertable into the 
stop fastener opening, the stop fastener being adjustable to 
lock the thermal member at a desired position relative to the 
housing. 
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26. A device for thermally affecting tissue, comprising: 

a thermal member having a thermal input side and a 
thermal output side; 

a thermal cartridge, the thermal cartridge having a car 
tridge Wall de?ning an interior surface for receiving the 
thermal member; and 

an insert housing, the insert housing having an insert Wall 
de?ning an inner volume con?gured to slidably receive 
the thermal cartridge and the insert housing being 
con?gured to ?t Within an opening in a patient. 

27. The device according to claim 26, further comprising 
a longitudinal slot attached to the cartridge Wall of the 
thermal cartridge and a longitudinal groove provided in the 
insert Wall of the insert housing, the longitudinal slot con 
?gured to slidably engage the longitudinal groove When the 
thermal cartridge is inserted in the insert housing. 

28. The device according to claim 22, further comprising 
a stop fastener provided in communication With the inset 
housing and the thermal cartridge, the stop fastener is 
operable to selectively permit the thermal cartridge from 
sliding Within the insert housing. 

29. The device according to claim 26, further comprising 
a radial slot attached to the cartridge Wall of the thermal 
cartridge and a radial groove provided in the insert Wall of 
the insert housing, the radial slot con?gured to slidably 
engage the radial groove When the thermal cartridge is 
inserted in the insert housing. 

30. The device according to claim 26, further comprising 
a contact member in thermal communication With the ther 
mal input side of the thermal member. 

31. The device according to claim 30, Wherein the contact 
member has a concave contact surface. 

32. The device according to claim 26, further comprising 
a thermal dissipation member in thermal communication 
With the thermal member. 

33. The device according to claim 32, further comprising 
a thermal bridge provided betWeen and in thermal commu 
nication With the thermal member and the thermal dissipa 
tion member. 

34. The device according to claim 30, further comprising 
a thermal bridge provided betWeen and in thermal commu 
nication With the thermal member and the contact member. 

35. Amethod of affecting a thermal change in a tissue, the 
method comprising: 

eXposing a tissue of a body to be thermally affected; 

attaching a thermal device to an anchor point of the body, 
the thermal device including a thermal member for 
imparting a thermal change to the tissue; 

positioning the thermal member proXimate to the tissue 
portion to be thermally affected; and 

operating the thermal member to thermally change the 
temperature of the tissue. 

36. The method of claim 35, Wherein the tissue is dura 
mater and the anchor point is a skull, and Wherein eXposing 
the tissue includes creating a burr hole in the skull. 

37. The method of claim 35, Wherein operating the 
thermal member includes energiZing the thermal member to 
create a temperature differential betWeen a ?rst side of the 
thermal member and a second side of the thermal member. 


