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(57) ABSTRACT 

The present invention is directed to a carrying case With an 
integrated poWer supply system for providing poWer to 
multiple electronic devices from a single poWer source. In 
addition to alloWing quick access and storage of various 
electronic devices, the carrying case also alloWs the indi 
vidual electronic devices to be easily connected to the poWer 
source and eliminates the need to carry multiple charging 
cords. In certain embodiments, the poWer supply system 
further includes an additional battery or other poWer source, 
Which increases the runtime of connected electronic devices 
and reduces the need to carry additional individual batteries 
for the individual devices. With different connectors on the 
input to the poWer system, different AC or DC poWer 
sources may be utilized. Different connectors can also be 
used to provide poWer to different electronic devices. 
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UNIVERSAL MULTIPLE DEVICE POWER 
ADAPTER AND CARRY CASE 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention is directed generally to 
power adapters. More speci?cally, it relates to a universal 
poWer adapter incorporated Wih a carrying case for supply 
ing poWer to a computer and multiple other portable elec 
tronic devices. 

[0003] 2. Discussion of Related Art 

[0004] The proliferation of portable and laptop computers 
has greatly expanded the need for consistent, reliable poWer 
sources. Alaptop computer is limited by the poWer available 
from the internal batteries. When the batteries become 
discharged, a source of poWer is needed to recharge them. 
Typically, a laptop computer includes a poWer adapter for 
connecting the laptop computer to a poWer utility outlet for 
recharging the batteries and poWering the computer. HoW 
ever, there are no standards for poWer adapters or laptop 
computers. Different brands of laptop computers require 
different poWer levels. Thus, poWer adapters are not inter 
changeable and can only be used With a speci?c brand or 
model computer. If a poWer adapter is lost or malfunctions, 
it cannot be easily replaced. Therefore, a need exists for a 
poWer adapter Which can provide different voltage levels for 
use With different computers. 

[0005] Furthermore, often travelers, Who regularly use 
laptop computers, do not have access to a poWer utility 
outlet, such as When they are on an airplane or in a car. 
HoWever, such locations have different types of poWer 
sources. Airlines have begun installing poWer connectors for 
providing DC poWer for passenger equipment. Automobiles 
have “cigarette lighters” or similarly designed poWer jacks 
Which provide 12 volt DC poWer from the automobile 
battery. Regular laptop poWer adapters cannot utiliZe these 
poWer sources. Additionally, international travelers encoun 
ter utility poWer connectors Which differ from those in the 
United States. For example, utility poWer in Europe is 220 
volts compared to 110 volts in the United States. The poWer 
connections are also different. While computer manufactur 
ers produce poWer adapters for a variety poWer sources 
including automobiles, airplanes and international sources, 
these poWer adapters have to be purchased separately. A 
traveler often has to carry a variety of poWer adapters to be 
utiliZed in different situations. Therefore, a need exists for a 
poWer adapter Which can be used With different poWer 
sources. 

[0006] While several different universal poWer adapters 
have been developed Which operate With different poWer 
sources or Which provide different poWer outputs, such 
devices provide a single poWer output. In addition to laptop 
computers, the number of other portable electronic devices 
has been expanding. People regularly carry cellular tele 
phones and personal digital assistants (PDA’s). Wireless 
email devices, MP3 players, digital cameras, and gaming 
devices have also become common. While many of these 
types of devices operate on batteries, they need to be 
regularly recharged. As With laptop computers, these devices 
generally have a poWer adapter for connecting the device to 
a utility poWer outlet for recharging. Of course, each device 
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has its oWn poWer requirements Which necessitates a speci?c 
poWer adapter. A person With multiple electronic devices 
requires multiple poWer adapters. Even if a poWer outlet is 
available, it only provides tWo connectors and cannot pro 
vide poWer to more than tWo electronic devices. Therefore, 
in order to recharge multiple devices, a multiple plug splitter 
is required in addition to the individual poWer adapters for 
each of the devices. Therefore, a need exists for a poWer 
adapter Which can provide multiple poWer outputs for poWer 
to multiple devices. 

[0007] With all of the electronic devices and poWer adapt 
ers Which people regularly carry, a need exists for a carrying 
case to accommodate these devices. There are several types 
of prior art carrying cases for protecting and transporting 
portable computers. In addition to being designed for hous 
ing portable computers, many of these cases also provide 
compartments for storing additional electronic devices. 
HoWever, the separate poWer adapters for each of the 
electronic devices need to be included in the case, Which 
takes up substantial space and adds to the Weight. As the 
need and desire to carry more portable electronic devices 
increases, the dimensions of a carrying case that is capable 
of accommodating them, as Well as their poWer cords, must 
also increase. 

[0008] In some prior art cases, integrated poWer systems 
for distributing poWer to multiple electronic devices are 
provided in the carrying case. These and other prior art cases 
alloW a user to provided poWer several electronic devices 
from a single AC poWer source. Typically, hoWever, these 
cases still require the user to carry and use the individual 
poWer cords that come With the electronic devices. There 
fore, these systems often require the user to retrieve, remove 
and uncoil multiple poWer cords and then individually attach 
each electronic device to an internal or external poWer 
source. Therefore, a need exists for a simple carrying case 
and poWer adapter Which accommodates multiple electronic 
devices and can provide poWer from multiple input sources. 

SUMMARY OF THE INVENTION 

[0009] The present invention substantially overcomes the 
de?ciencies of the prior art by providing a carrying case 
having a poWer system for supplying poWer to multiple 
electronic devices operatively connected to the poWer sys 
tem through easily accessible poWer lines accommodated 
Within the case. According to an aspect of the invention, the 
system alloWs several electronic devices to be simulta 
neously poWered or charged from a single poWer source. 
According to another aspect of the invention, the poWer 
system can accommodate different input poWer sources, 
including domestic AC, internal and external DC, and inter 
national AC poWer sources. Additionally, a carrying case is 
provided that alloWs for easy charging, easy access to and 
easy operation of multiple portable electronic devices While 
eliminating the need for separate poWer cords. 

[0010] According to another embodiment of the invention, 
the carrying case includes an auxiliary battery as a poWer 
source for the electronic devices. The auxiliary battery may 
be charged by the poWer adapter in the carrying case When 
connected to an external poWer source. The auxiliary battery 
can be used as a poWer source for the poWer system to 
provide poWer to or charge a portable computer or other 
electronic devices. The use of the auxiliary battery as the 
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power source increases the runtime of the portable computer 
and other electronic devices, thereby reducing the need to 
carry additional or backup batteries in the carrying case. 
Furthermore, the poWer system and auxiliary battery can 
provide poWer to devices Without the need to turn off the 
devices to change batteries. 

[0011] According to another aspect of the invention, the 
poWer adapter of the carrying case has a selectable output. 
The selectable output alloWs the user to choose a poWer level 
for the output appropriate for the portable computer or other 
electronic device to be poWered or recharged. According to 
another aspect of the invention, the system includes various 
poWer connectors for connecting the poWer adapter to 
different types of inputs or different types of outputs. 
According to another aspect of the invention, the system 
includes one or more output cables and splitters for provid 
ing output poWer to multiple devices having identical poWer 
requirements from a single connector. 

[0012] According to one aspect, the present invention 
carrying case includes a poWer supply system, the poWer 
supply system including a poWer input system for receiving 
poWer from a poWer source and for providing a ?rst DC bus 
voltage and a second DC bus voltage. According to other 
aspects of the invention, additional DC bus voltages can be 
supplied by the poWer system, and multiple outputs can be 
provided from each DC bus voltage. The carrying case may 
be constructed and arranged such that the poWer input 
system further includes an AC/DC converter and a poWer 
cord for operatively connecting the AC/DC converter to an 
AC poWer source. The carrying case may be constructed and 
arranged such that the poWer input system further includes 
a DC/DC converter and a poWer cord for operatively con 
necting the DC/DC converter to a DC poWer source. Alter 
natively, the system includes a single poWer cord selectively 
connected both an AC/DC converter and a DC/DC con 
verter. The carrying case may be constructed and arranged 
such that the poWer input system further includes an AC/DC 
converter, a ?rst poWer cord for operatively connecting the 
AC/DC converter to an AC poWer source, a DC/DC con 
verter and a second poWer cord for operatively connecting 
the DC/DC converter to a DC poWer source. 

[0013] The carrying case may be constructed and arranged 
such that the poWer input system further includes an AC/DC 
converter, a DC/DC converter and a poWer cord for opera 
tively connecting either the AC/DC converter to an AC 
poWer source or the DC/DC converter to a DC poWer source. 
The poWer cord may be constructed and arranged to include 
an adapter for operatively connecting a ?rst end of the poWer 
cord to either an AC or DC poWer source. According to 
another aspect of the invention, a poWer cord may include 
multiple Wires connected to the AC/DC converter and the 
DC/DC converter. An input adapter selectively connects to 
a subset of the multiple Wires in order to select the appro 
priate converter. The poWer cord may include three Wires. 

[0014] The carrying case may be constructed and arranged 
to include a plurality of enclosures for accommodating 
various electronic devices. The carrying case may be con 
structed and arranged to include Wiring passageWays to 
route the outputs from the poWer supply system to the 
various enclosures for accommodating the electronic 
devices. Individual enclosures or passageWays may be con 
structed and arranged in the form of mesh pockets. Loop and 
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hook fasteners, elastic, snaps, loops and other mechanisms 
can be used to close pockets or to maintain the Wires in 
desired locations Within the carry case. 

[0015] The poWer supply system of the present invention 
may be constructed and arranged to be removable from the 
carrying case such that it can be used separately from the 
case. The carrying case may be constructed and arranged 
such that an electronic device can be connected to the poWer 
supply While either in or out of the carrying case. 

[0016] The carrying case may be constructed and arranged 
such that the poWer supply system includes a battery module 
operatively connected to the poWer input system. The poWer 
supply system may be constructed and arranged such that an 
electronic device connected to the poWer supply system 
draWs poWer from the battery module prior to draWing 
poWer from an internal battery. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0017] For a better understanding of the present invention, 
reference is made to the draWings, Which are incorporated 
herein by reference, and in Which: 

[0018] FIG. 1 is a perspective vieW of a carrying case in 
accordance With an embodiment of the present invention; 

[0019] FIG. 2 is a cross-sectional side vieW of the carrying 
case of FIG. 1; 

[0020] FIG. 3 is a cross-sectional vieW shoWing an inte 
rior portion of a carrying case in accordance With an 
embodiment of the present invention; 

[0021] FIG. 4 is a front vieW of a poWer supply system in 
accordance With an embodiment of the present invention; 

[0022] FIG. 5 is a front vieW of a universal poWer adapter 
of the poWer supply system of FIG. 4; and 

[0023] FIG. 6 is a front vieW of a second embodiment of 
a poWer supply system in accordance With the present 
invention. 

[0024] FIG. 7 is a front vieW of a Wire holding structure. 

DETAILED DESCRIPTION 

[0025] For purpose of illustration, and not to limit gener 
ally, the present invention Will noW be described With 
speci?c reference to a computer carrying case With a poWer 
system and Wiring for simultaneously providing, from a 
single poWer source, poWer for running and charging a 
portable computer and or other electronic devices. One 
skilled in the art Will appreciate, hoWever, that embodiments 
of the present invention are not limited to computer carrying 
cases and that various embodiments of the disclosed equip 
ment and Wiring can be used independently of the disclosed 
computer carrying case and may be incorporated into a 
variety of containers. 

[0026] FIGS. 1-3 shoW various perspective, side and 
cross-sectional vieWs of a carrying case 10. The carrying 
case 10 is structured to securely and efficiently transport a 
portable computer 12 and various other portable electronic 
devices, such as a cellular phone 20, a headset 22 and a PDA 
24, While alloWing quick access thereto and convenient 
charging thereof. The carrying case 10 may include any 
number of pockets or compartments, such as compartment 
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40, for carrying electronic devices or accessories. Those of 
ordinary skill in the art of carrying case design Will readily 
understand that different con?gurations or types of pockets 
or compartments may be used in the carrying case 10. The 
carrying case 10 may further include a strap (not shoWn) for 
securing the computer 12 Within an expandable pocket 62. 
Apiece of foam material 64, Which is shoWn placed beneath 
expandable pocket 62, is used to protect the portable com 
puter 12. 

[0027] FIGS. 4 and 5 shoW a poWer supply system 100 
for integration With carrying case 10. FIG. 2 illustrates the 
poWer supply system 100 disposed beloW the electronic 
devices in the carrying case 10. FIG. 3 illustrates the poWer 
supply system 100 in a pocket 41 adjacent to the electronic 
devices and Wiring in various other pockes. The present 
invention is not limited to a speci?c location or arrangement 
for the poWer supply system Within the carrying case. The 
poWer supply system 100 and its corresponding Wiring may 
be accommodated Within any part of the carrying case 10 
such that the Wiring is accessible for attachment to an 
external poWer source and for attachment to the electronic 
devices. 

[0028] In the present embodiment, the poWer supply sys 
tem 100 (illustrated in FIGS. 4-5) includes a poWer supply 
cord 102 having a ?rst end 104 for connecting to an external 
poWer source (not shoWn) and a second end 106 for con 
necting to an poWer adapter 110. The second end 106 of the 
poWer supply cord 102 may be permanently connected to the 
poWer adapter 110 or, alternatively, may be detachably 
connected to an input to the poWer adapter 110. The poWer 
adapter 110 includes a ?rst voltage output 120 Which pro 
vides a DC output. Aselector sWitch 121 is used to select the 
output voltage for the ?rst voltage output 120. The selector 
sWitch alloWs the poWer adapter 110 to be used With portable 
computers or other equipment Which require different volt 
age levels. As illustrated in FIG. 5, the possible voltage 
levels may be from 15 to 20 volts DC. These voltages 
correspond to typical voltages required by portable comput 
ers. Of course, other voltages could be provided depending 
upon the circuitry included in the poWer adapter 110. A 
replaceable poWer connector 125 is connected to the ?rst 
voltage output 120. Different replaceable poWer connectors 
125 are used for different equipment. Portable computers 
require different types of poWer connectors. Accordingly, the 
present invention accommodates different portable comput 
ers through the use of the replaceable poWer connector 125. 
Alternatively different output Wires can be used as the ?rst 
voltage output 120 for different portable computers, rather 
than a single Wire With a replaceable poWer connector 125. 

[0029] According to the present embodiment of the inven 
tion, the poWer adapter 110 includes a second voltage output 
130. The second voltage output 130 is a 5 volt USB port 
connector. Of course, other voltage levels or types of con 
nectors could also be used. Furthermore, the present inven 
tion is not limited to a single second voltage output. Any 
number of outputs could be included on the poWer adapter. 
Different voltage levels can be used for any of the outputs. 
A USB port is used in the preferred embodiment because 
certain cellular telephones and other electronic devices can 
be charged With a USB port. The second voltage output 130 
alloWs connection of additional electronic devices, such as 
cellular phones and PDAs, to the poWer adapter 110. As 
shoWn in FIG. 4, various Wires 135, 140, 150 are used for 
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connecting the electronic devices to the poWer adapter 110. 
A splitter 135 connects to the second voltage output 130 of 
the poWer adapter 110. The splitter creates tWo outputs from 
the single port. Of course, the splitter could create any 
number of outputs. A device Wire 140 includes a connector 
145 for attachment to the splitter. In the illustrated embodi 
ment, the connector 145 is a USB port. Thus, the device Wire 
140 could alternatively be connected directly to the second 
voltage output 130 of the poWer adapter 110 if only one 
additional electronic device Were to be poWered. A second 
connector 142 of the device Wire is arranged to mate With the 
input to the electronic device. Different second connectors 
142 may be needed for different electronic devices. Asecond 
device Wire 150 also connects to the splitter 135 for pro 
viding poWer to a second electronic device. The second 
device Wire 150 also has a ?rst connector 155, Which is a 
USB port connector and a second connector 152 for con 
necting to the second electronic device. Furthermore, the 
device Wires 140, 150 may include an inline DC/DC con 
verter to accommodate devices Which require a voltage other 
than 5 volts for poWer or charging. 

[0030] As illustrated in FIG. 3, the splitter 135 and device 
Wires 140, 150 can be disposed and retained in a pocket 42 
of the carrying case. In a preferred embodiment, the pocket 
42 is formed of a mesh material and includes a loop and 
hook closure 43 along a top edge. The loop and hook closure 
43 retains the Wires 135, 140, 150 in their respective 
positions for easy accessibility in the carry case. Releasable 
loops 147, 157 may be used to retain the device Wires 
adjacent to the pockets for the devices. A second embodi 
ment for retaining the Wires in the carry case is illustrated in 
FIG. 7. An elastic loop 148 is disposed betWeen tWo pockets 
44, 45 of the carry case. The Wire 140 passes through the 
elastic loop 148 and is retained in position. The ?rst voltage 
output 120 may be arranged to pass through an opening 127 
in a Wall of the carrying case to the compartment for the 
portable computer 12. Alternatively, the ?rst voltage output 
120 may be directly connected to the portable computer if 
the computer is retained in the same compartment of the 
carry bag. Similarly, the device Wires 135, 140, 150 may 
pass through openings to other compartments of the carry 
case depending upon the location of the poWer adapter 110 
and the devices. Additionally, the poWer supply cord 102 
may be disposed in a pocket or compartment 46 of the 
carrying case. The compartment for the poWer supply cord 
102 may be opened to the exterior of the carrying case so 
that the poWer supply cord may be attached to a poWer 
source While the carrying case remains closed. 

[0031] In an embodiment of the present invention, the 
poWer supply cord 102 includes a plurality of poWer con 
nectors 161-164. The poWer connectors 161-164 alloW the 
poWer supply system 100 of the invention to be used With 
different poWer sources. For example, different connectors 
could be used for utility poWer in the United States (162), 
international utility poWer (161), airplane equipment poWer 
(163) or automobile poWer (164). 

[0032] In certain embodiments, the poWer supply system 
100 also includes an optional battery 170. The battery 170 
may be connected directly to the input 104 of the poWer 
supply cord 102. Alternatively, another poWer connector 
could be used for connection to the battery 170. In order to 
charge the battery 170, the ?rst voltage output 120 can be 
connected to an input 172 of the battery 170. In these 
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embodiments, the power supply system 100 is con?gured to 
provide poWer to the electronic devices from the battery 170 
When the poWer supply system 100 is disconnected from the 
other poWer sources. This con?guration alloWs the portable 
computer and or the other electronic devices connected to 
poWer supply system 100 to run off the battery 170, thereby 
keeping the batteries in these devices ready for eXtended use, 
Which diminishes the need to carry additional or backup 
batteries. Furthermore, the battery 170 can provide poWer 
Without having to shut doWn or turn off the computer or 
other device, as is required for changing to eXtra batteries. 
Other con?gurations are contemplated, Whereby additional 
battery poWer is added to the poWer supply system 100. The 
present invention is not limited to the battery 170 as a 
portable poWer source. A fuel cell, Zinc air, or other DC 
poWer source could be attached to the poWer adapter to 
provide additional poWer for the electronic devices. 

[0033] The circuitry in the poWer adapter 110 necessary to 
ful?ll its functions Will be readily identi?able to one of 
ordinary skill in the art. An input to the poWer adapter 110 
must accommodate different poWer inputs. Thus, the cir 
cuitry determines the type and level of the voltage and 
activates one or more AC/DC converters or DC/DC con 

verters. The selector sWitch 121 selects a DC/DC converter 
for providing the proper voltage level at the ?rst voltage 
output 120. Another DC/DC converter is used to provide the 
5 volt output for the second voltage output. Of course a 
single DC/DC converter Which provides multiple voltage 
outputs can be used instead of the tWo DC/DC converters. 
Other circuitry may be included in the poWer adapter 110 to 
monitor operation and to provide signals relating to such 
operation. 

[0034] FIG. 6 illustrates a second embodiment of the 
poWer supply system 200 of the present invention. In the 
second embodiment, the ?rst voltage output 220 of the 
poWer adapter 210 is connected to a poWer distributor 260. 
The poWer distributor 260 provides multiple output ports. 
The poWer distributor may include multiple DC/DC con 
verters for providing voltages at different levels. Various 
device Wires are used to connect electronic devices to the 

poWer distributor 260. In the ?rst embodiment, the poWer 
adapter 110 has tWo voltage outputs 120, 130. In order to 
accommodate multiple electronic equipment With different 
voltage requirements, a poWer distributor 260 is used to 
create multiple voltage levels. Also, in the ?rst embodiment, 
the 5 volt USB port 130 can be used to poWer tWo devices 
using the splitter 135. The poWer distributor 260 can have 
multiple ports to accommodate poWering of more than tWo 
additional devices. Furthermore, cords connected to the 
poWer distributor 260 can have integrated DC/DC convert 
ers for creating any desired voltage level. 

[0035] Having thus described at least one illustrative 
embodiment of the invention, various alterations, modi?ca 
tions and improvements Will readily occur to those skilled in 
the art. Such alterations, modi?cations and improvements 
are intended to be Within the scope and spirit of the inven 
tion. Accordingly, the foregoing description is by Way of 
eXample only and is not intended as limiting. The inven 
tion’s limit is de?ned only in the folloWing claims and the 
equivalents thereto. 
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What is claimed is: 
1. A carrying case for poWering and or charging multiple 

electronic devices from a single poWer source, the carrying 
case comprising: 

a plurality of compartments for holding the multiple 
electronic devices; 

a poWer supply system, the poWer supply system includ 
ing: 

a poWer input system that receives poWer from a poWer 
source; 

a ?rst DC voltage output for providing poWer to at least 
one electronic device; and 

a second DC voltage output for providing poWer to at 
least a second electronic device. 

2. The carrying case of claim 1, Wherein the poWer input 
system further includes an AC/DC converter and a poWer 
cord for operatively connecting the AC/DC converter to an 
AC poWer source. 

3. The carrying case of claim 1, Wherein the poWer input 
system further includes a DC/DC converter and a poWer 
cord for operatively connecting the DC/DC converter to a 
DC poWer source. 

4. The carrying case of claim 1, Wherein the poWer input 
system further includes an AC/DC converter; a DC/DC 
converter; and a poWer cord for selectively connecting either 
the AC/DC converter to an AC poWer source and the DC/DC 
converter to a DC poWer source. 

5. The carrying case of claim 4, Wherein the poWer cord 
further includes an adapter for operatively connecting a ?rst 
end of the poWer cord to one of an AC and a DC poWer 
source. 

6. The carrying case of claim 1, further comprising: 

a variable DC/DC converter connected to the ?rst DC 
voltage output to provide a voltage; and 

a voltage selector connected to the variable DC/DC 
converter for selecting a voltage level for the ?rst DC 
voltage output. 

7. The carrying case of claim 1, Wherein the ?rst DC 
voltage output includes an replaceable adapter for connect 
ing the ?rst DC voltage output to a speci?c electronic 
device. 

8. The carrying case of claim 1, Wherein the second DC 
voltage output is a USB port. 

9. The carrying case of claim 1, further comprising: 

Wires connecting the second DC voltage output to the 
second at least one electronic device; and 

a Wire retainer for holding the Wires. 
10. The carrying case of claim 9, Wherein the Wires 

include: 

a splitter having in input connected to the second DC 
voltage output and at least tWo outputs; and 

a plurality of device Wires, each device Wire connecting 
an output of the splitter to a respective electronic 
device. 

11. The carrying case of claim 9, Wherein the Wire retainer 
includes a mesh pocket With a loop and hook closure. 
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12. The carrying case of claim 1, further comprising: 

a battery module, the battery module being selectively 
connected to the poWer input system to provide poWer 
to the poWer system and to the ?rst DC voltage output 
to charge the battery. 

13. The carry case of claim 1, further comprising: 

a voltage distributor having an input connected to the 
second DC voltage output and a plurality of DC voltage 
outputs connected to a plurality of electronic devices. 

14. A poWer adapter comprising: 

a poWer input system that receives poWer from a poWer 
source; 

a ?rst DC voltage output for providing poWer to at least 
one electronic device; and 

a second DC voltage output for providing poWer to at least 
a second electronic device. 

15. The poWer adapter of claim 14, Wherein the poWer 
input system further includes an AC/DC converter; a DC/DC 
converter; and a poWer cord for selectively connecting either 
the AC/DC converter to an AC poWer source and the DC/DC 
converter to a DC poWer source. 

16. The poWer adapter of claim 15, Wherein the poWer 
cord further includes an adapter for operatively connecting 
a ?rst end of the poWer cord to one of an AC and DC poWer 
source. 
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17. The poWer adapter of claim 14 further comprising: 

a variable DC/DC converter connected to the ?rst DC 
voltage output to provide a voltage; and 

a voltage selector connected to the variable DC/DC 
converter for selecting a voltage level for the ?rst DC 
voltage output. 

18. The poWer adapter of claim 14, Wherein the ?rst DC 
voltage output includes an replaceable adapter for connect 
ing the ?rst DC voltage output to a speci?c electronic 
device. 

19. A method for operating a poWer supply system to 
supply poWer to a plurality of electronic devices, the method 
comprising steps of: 

selectively connecting an input of the poWer supply 
system to one of a plurality of poWer sources through 
a selectable poWer cord; 

converting the poWer from the one of the plurality of 
poWer sources to a plurality of DC output voltages at a 
plurality of outputs; and 

connecting a plurality of electronic devices to the plurality 
of outputs. 

20. The method of claim 19, further comprising the step 
of selecting a voltage level for at least one of the DC output 
voltages. 


