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METHODS AND APPARATUS FOR BROADCAST 
DOMAIN INTERWORKING 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] The present application claims the bene?t of the 
co-pending application having Attorney Docket No. TEN 
006, ?led herewith, the entire disclosure of Which is incor 
porated by reference as if set forth in its entirety herein. 

FIELD OF THE INVENTION 

[0002] The invention relates generally to the interWorking 
of customer edge devices in a heterogeneous netWork and, 
in particular, to the use of a centraliZed provider device for 
interWorking customer edge devices. 

BACKGROUND OF THE INVENTION 

[0003] One application for multi-protocol label sWitching 
(MPLS) is the implementation of Layer 2 virtual private 
netWorks (VPN) using MPLS tunneling. Referring to FIG. 
1, a typical Wide area netWork includes customer 
edge (CE) devices 100, 104, 108, and 112, and provider edge 
(PE) devices 116, 120 and 124. In general, an edge device 
is a device, e.g., a router, that sits on the edge of a netWork 
cloud such as the Internet or a private netWork. The customer 
edge devices connect a customer to a provider netWork using 
a data link technology, such as frame relay, While the 
provider edge devices reside on the edge of the provider 
netWork and aggregate connections from the customer sites. 
In many traditional con?gurations, the CE “devices”100, 
104, 108, and 112 are actually groups of homogeneous CE 
devices—i.e., multiple CE devices that are connected to 
their PE device using the same data link or data link 
type—that share the same edge of their connected PE 
device. 

[0004] Each CE device 100, 104, 108, and 112 commu 
nicates With its connected PE device 116, 120, and 124 using 
a data link 128, 132, 136, or 144. In the illustrated netWork, 
data link 128 is a gigabit Ethernet data link connecting CE 
device 100 to PE device 116, data link 144 is a gigabit 
Ethernet data link connecting CE device 112 to PE device 
116, data link 132 is an ATM data link connecting CE device 
104 to PE device 120, and data link 136 is a frame relay data 
link connecting CE device 108 to PE device 124. The WAN 
of FIG. 1 is a heterogeneous netWork in that the CE devices 
in the WAN communicate With their associated PE devices 
using different data link layer protocols. 

[0005] Each CE device may be said to be “local” to the PE 
device it is attached to, and “remote” to the other PE devices 
in the WAN. For eXample, CE devices 100 and 112 are local 
to PE device 116 and remote to PE devices 120 and 124. 
Similarly, CE device 104 is local to PE device 120 and 
remote to PE devices 116 and 124. 

[0006] The PE devices 116, 120, and 124 may communi 
cate With each other through a netWork cloud 140 using 
various methods based on Border GateWay Protocol (BGP), 
Label Distribution Protocol (LDP), Layer 2 Tunneling Pro 
tocol (L2TP), etc. For eXample, using BGP through the 
cloud 140, the PE devices 116, 120, and 124 may eXchange 
information that describes the blocks of Layer 2 virtual 
circuits connected to each PE device. After this eXchange of 
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information and/or through con?guration, each PE device is 
aWare of the CE devices that belong to its oWn virtual private 
netWork (VPN) and the identi?ers for the data links that 
connect those CE devices. 

[0007] In operation, for eXample, When CE device 100 
transmits information to CE device 104 across their VPN, 
CE device 100 ?rst transmits its frame of information to its 
connected PE device 116. The PE device 116 reads the Layer 
2 header in the frame to identify the destination CE device 
104. The PE device 116 removes the Layer 2 header from the 
frame and concatenates the raW IP packet With a VPN label 
that identi?es the destination CE device 104 and its associ 
ated PE device, i.e., PE device 120. Then, the PE device 116 
transmits the data using an MPLS tunnel through the net 
Work cloud 140 to the destination CE device’s attached PE 
device 120. The PE device 120 receives this information and 
removes the VPN identi?er from the packet. The PE device 
120 prepends a Layer 2 header that identi?es the destination 
CE device 104 to the packet before transmitting it to the 
destination CE device 104 over the data link 132. 

[0008] This MPLS-based Layer 2 VPN is scalable, in that 
a neW CE device may be added to the WAN by physically 
connecting the CE device to an eXisting PE device, and then 
manually recon?guring the PE device. HoWever, it fails to 
provide a mechanism Whereby the PE device Would auto 
matically con?gure itself and its peer PE devices to add the 
neW CE device to the netWork. Such a mechanism is 
desirable in that it reduces the amount of human intervention 
required to add a neW CE device to the netWork. Moreover, 
this VPN does not provide a mechanism for satisfying 
control messages, such as address resolution messages (e. g., 
an ARP request), sent from one CE device using one type of 
data link (e.g., a frame relay link) that is attempting to 
discover the address of a second CE device across the VPN 
that uses a different type of data link (e.g., an ATM link). 

SUMMARY OF THE INVENTION 

[0009] The present invention relates to methods and appa 
ratus that facilitate the interWorking of heterogeneous 
branches in a VPN utiliZing a single, centraliZed provider (P) 
device along the emulated circuit path. The P device learns 
the addresses of the local CE devices by monitoring the 
control messages, such as address resolution messages, 
originating from the CE devices. In accord With this embodi 
ment, the P device may share the address of a local CE 
device With another local CE device by initiating a control 
message or responding to a control message issued by one 
of the local CE devices. This latter mechanism in effect hides 
the distributed, heterogeneous nature of the netWork. 

[0010] In one aspect, therefore, the present invention 
provides a method of resolving netWork addresses betWeen 
netWork devices on a heterogeneous netWork in a device 
bridging data link layer protocols and netWork layer proto 
cols. Information concerning a ?rst device in communica 
tion With a ?rst data link is gathered from a control message, 
such as an address resolution message. Packets are received 
from a second device in communication With a second data 
link, the ?rst and second data links utiliZing different data 
link layer protocols, Wherein one of the ?rst and second data 
links is a bridging data link and the other data link is a 
point-to-point data link. The packets are transmitted to the 
?rst device using the gathered information concerning the 
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?rst device. The step of transmitting the packets may include 
prepending a header identifying the second device to a 
received packet. 

[0011] The gathered information may be the ?rst device’s 
IP address, circuit information, a VC or VPN MPLS label, 
or the IP address for the second device associated With that 
label. Suitable bridging data links include gigabit Ethernet 
(IEEE 802.3 or 802.1q); suitable point-to-point data links 
may utiliZe frame relay, point-to-point protocol (PPP), asyn 
chronous transfer mode (ATM), or high-level data link 
control protocol (HDLC). Accordingly, depending on the 
type of data link, the control message may be, respectively, 
an RDP message, an IARP message, an IPCP message, or an 

INATMARP message. In one embodiment, a response to the 
control message is generated using a placeholder value. 

[0012] In another aspect, the present invention provides a 
system that resolves netWork addresses betWeen netWork 
devices on a heterogeneous netWork. The system includes a 
?rst device bridging data link layer protocols and netWork 
layer protocols and a second device in communication With 
the ?rst device using a ?rst data link. A third device is in 
communication With the ?rst device using a second data link 
that uses a different data link layer protocol from the ?rst 
data link, Wherein one of the ?rst and second data links is a 
bridging data link and the other data link is a point-to-point 
data link. The ?rst device gathers information concerning 
the second and third devices from control messages, such as 
address resolution messages, sent by the second and third 
devices. Suitable bridging data links include gigabit Ether 
net data links (IEEE 802.3 or 802.1q); suitable point-to 
point data links include frame relay data links, PPP data 
links, ATM data links, and HDLC data links. 

[0013] The foregoing and other features and advantages of 
the present invention Will be made more apparent from the 
description, draWings, and claims that folloW. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0014] The advantages of the invention may be better 
understood by referring to the folloWing description taken in 
conjunction With the accompanying draWings in Which: 

[0015] FIG. 1 depicts a WAN having CE devices con 
nected locally to their respective PE devices and remotely to 
other PE devices through a netWork cloud; 

[0016] FIG. 2 depicts a WAN having a centraliZed P 
device connecting CE devices on heterogeneous netWork 
branches in accord With the present invention; 

[0017] FIG. 3 is a ?oWchart illustrating one embodiment 
of a method for the automatic con?guration of a centraliZed 
P device; 

[0018] FIG. 4 depicts a WAN utiliZing a centraliZed P 
device performing broadcast domain interWorking through a 
netWork; and 

[0019] FIG. 5 depicts the WAN of FIG. 1 having a 
centraliZed P device 200 con?gured to support broadcast 
interWorking. 

[0020] In the draWings, like reference characters generally 
refer to corresponding parts throughout the different vieWs. 
The draWings are not necessarily to scale, emphasis instead 
being placed on the principles and concepts of the invention. 
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DETAILED DESCRIPTION OF THE 
INVENTION 

[0021] In brief overvieW, the present invention permits a P 
device in a heterogeneous netWork to learn the address 
information for its locally-connected CE devices by moni 
toring the control messages sent by the CE devices. In one 
embodiment, the P device shares this learned address infor 
mation With its other locally-connected CE devices. Using 
this information, the P device transparently routes commu 
nications betWeen CE devices that are connected to the P 
device using bridging and point-to-point links. 

[0022] FIG. 2 presents an embodiment of the present 
invention that utiliZes a single P device 200 to bridge 
heterogeneously-connected local CE devices 204 and 208. 
The CE “devices”204 and 208 may themselves be groups of 
homogeneous CE devices—i.e., multiple CE devices that 
are connected to the P device 200 using the same data link 
or data link type—that share the same edge of the P device 
200. Local-area netWork (LAN) CE device 204 is connected 
to the P device 200 through gigabit Ethernet data link 212, 
Which may or may not support VLAN tagging. WAN CE 
device 208 is connected to the P device 200 through frame 
relay data link 216 or, alternately, through another point-to 
point data link like an ATM connection. 

[0023] In brief overvieW, the P device 200, Which is 
con?gured for IP interWorking, monitors the control mes 
sages, such as address resolution messages, from the CE 
devices 204 and 208 to gather address information concern 
ing its local CE devices (FIG. 3, Step 300). The centralized 
P device 200 also responds to control messages generated by 
CE devices 204 and 208 (FIG. 3, Step 304) and shares its 
learned address information. In embodiments Where the 
central P device 200 is in communication With the CE device 
through a netWork, e.g., as illustrated in FIG. 4, the central 
P device 200 may also respond to control messages, such as 
address resolution messages, from the remote device at the 
other side of the netWork. The central P device 200 Will also 
operate With a CE device in communication With the central 
P device through an intervening P device 230 (also illus 
trated in FIG. 4). Once the address information is learned, 
the centraliZed P device 200 replaces the Layer 2 headers of 
the IP PDUs as packets are sWitched betWeen CE device 204 
and CE device 208 (FIG. 3, Step 308). 

[0024] Before the centraliZed P device 200 can provide 
end-to-end interconnectivity for different CE devices on 
different virtual circuits, it needs to knoW the address 
information for the various CE devices. On the LAN side, 
the P device typically learns an IP address and a hardWare 
address, such as a MAC address, from a control message, 
such as an address resolution message. On the WAN side, 
the P device typically learns an IP address from a control 
message. The centraliZed P device 200 learns this informa 
tion (FIG. 3, Step 300) When the LAN CE device 204 
initiates an ARP request soliciting the MAC address of the 
WAN CE device 208, or When the WAN CE device 208 
initiates an INARP request soliciting the protocol address of 
the LAN CE device 204. The centraliZed P device 200 may 
also be statically con?gured With WAN IP addresses, LAN 
IP addresses, or LAN MAC addresses. 

[0025] If the centraliZed P device 200 receives an ARP 
request from the LAN CE device 204 before it learns the IP 
address of the WAN CE device 208, then the ARP request 
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Will not be serviced, but the IP and MAC addresses of the 
LAN CE device 204 Would be learned. Similarly, if the 
centralized P device 200 receives an INARP request from 
the WAN CE device 208 before it learns the MAC and IP 
addresses of the LAN CE device 204, then the INARP 
request Will not be serviced, but the protocol address of the 
WAN CE device 208 Would be learned. 

[0026] As long as the centraliZed P device 200 has learned 
one set of WAN or LAN addresses prior to receiving an ARP 
request, then the centraliZed P device 200 may optionally 
reply to the ARP request (FIG. 3, Step 308). For eXample, 
if the target IP address of the ARP request matched the 
learned IP address of the WAN CE device 208, then the 
MAC address of the interface Which received the ARP 
request may be provided in reply to the ARP request. 
Similarly, if the IP address of the LAN CE device 204 is 
knoWn to the centraliZed P device 200 When it receives an 
IARP request, the centraliZed P device 200 may supply the 
IP address of the LAN CE device 204 in an IARP reply. 
Once both sets of CE addresses are learned the centraliZed 
P device 200 may transparently sWitch the IP PDUs betWeen 
the LAN CE device 204 and the WAN CE device 208 (FIG. 
3, Step 308). 
[0027] Additional con?guration may be required to inter 
connect the local CE devices 204 and 208 With remote CE 
devices. For example, if the remote CE devices are at the end 
of an MPLS tunnel, then the SONET interfaces of the 
centraliZed P device 200 should be con?gured With a global 
MAC address. This con?gured global MAC address can 
then be provided in replies to ARP requests received through 
the MPLS tunnel and subsequently may be used in the 
Ethernet encapsulation of the data that is to be sent to the 
WAN CE device 208. When the remote CE devices use 
VLAN tag sWitching and the VLAN tags are cross-con 
nected to the MPLS tunnel, then the global address Will be 
ignored and the CE traf?c Will be sWitched into the MPLS 
tunnel based on the VLAN tag in the Ethernet header. 

[0028] FIG. 3 presents a method for the automated con 
?guration of a centraliZed P device in accord With the 
present invention. First, the P device gathers information 
concerning its locally-connected CE devices by monitoring 
the control messages sent by the CE devices (Step 300). The 
P device may noW share the information concerning one 
local CE device With another locally-connected CE device, 
either directly or indirectly (Step 304). Once address infor 
mation has been learned, the P device may participate in 
interWorking as described above (Step 308). 

Gathering Local CE Device Information 

[0029] In one embodiment, the control messages from the 
local CE devices (Step 300) are address resolution mes 
sages. The information gathered from the control messages 
may include, but is not limited to, one or more of a local CE 
device’s IP address, circuit information, a virtual channel 
(VC) or VPN MPLS label, or the IP address for the CE 
device associated With that label. Once gathered, this infor 
mation may be stored as a tuple or other data structure in a 
volatile memory, such as a random-access memory (RAM), 
and/or a nonvolatile memory, such as a hard disk. Although 
the process for gathering information (Step 300) varies 
depending on the type of data link connecting the CE device 
to the centraliZed P device, it typically includes the receipt 
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of a control message from the CE device, the extraction of 
information concerning the local CE device from the mes 
sage and, optionally, the storage of this information in a 
volatile or a non-volatile memory. 

[0030] When the data link is a gigabit Ethernet data link, 
e.g., data link 212, the P device may learn the address of a 
local CE device (Step 300) on a given Ethernet circuit using 
router discovery protocol (RDP), as set forth in IETF RFC 
1256 and incorporated by reference as if set forth fully 
herein. If the P device is connected to the local CE device 
using gigabit Ethernet With virtual local-area netWork 
(VLAN) tagging (as described in IEEE standard 802.1Q and 
incorporated by reference as if set forth fully herein), then 
the VLAN tag may represent an IP subnet and the circuit 
information Will then consist of Ethernet interface informa 
tion and the VLAN tag. If the P device does not use IEEE 
802.1Q VLAN tagging, then the entire Ethernet port is 
treated as a single endpoint that is connected to one remote 
endpoint through a pair of PE devices, the Ethernet interface 
is the IP subnet, and the circuit information only includes 
Ethernet interface information. Regardless of Whether the P 
device supports IEEE 802.1Q tagging, only one CE 
device—in this case the Ethernet router end station—is 
presumed to participate Within the IP interWorking-based 
Layer 2 VPN. 

[0031] When the data link is a frame relay data link, e.g., 
data link 216, a neWly-attached CE device may generate an 
inverse address resolution protocol (IARP) request—de?ned 
in IETF RFC 2390 and incorporated by reference as if set 
forth in its entirety herein—to obtain the IP addresses of its 
neighboring devices When the data link connection identi?er 
(DLCI) associated With the IP interface becomes active. 
Typically, the DLCI Will become active When the local P 
device has learned cross-connect information. Once the 
local CE device issues the IARP request, the attached P 
device may determine the local CE device’s IP address and 
DLCI information from the IARP request (Step 300). 

[0032] When the data link uses point-to-point protocol 
(PPP), then the attached CE device participates in internet 
protocol control protocol (IPCP, de?ned in IETF RFC 1332 
and incorporated by reference as if set forth in its entirety 
herein) to obtain the IP addresses for its neighbor devices. 
By examining the local CE device’s IPCP request, the P 
device may determine the CE device’s IP address (Step 300). 

[0033] When the data link is an asynchronous transfer 
mode (ATM) link, an attached CE device treats each virtual 
circuit (VC) as an IP subnet. The attached CE device may 
participate in inverse ATM ARP (INATMARP, de?ned in 
IETF RFC 1577 and incorporated by reference as if set forth 
in its entirety herein) to obtain the IP addresses for its 
neighbor devices. The P device may learn the local CE 
device’s IP address from the local CE device’s INATMARP 
request (Step 300). 

[0034] The high-level data link control protocol (HDLC, 
described in ISO Standard 3309 and incorporated by refer 
ence as if set forth in its entirety herein) does not specify a 
protocol mechanism for obtaining the IP address of a neigh 
boring device. Instead, a device using HDLC receives IP 
data frames from a single remote endpoint and, therefore, 
implicitly assumes the presence of a single IP address. 
Therefore, When the data link connecting the P device to its 
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local CE device is an HDLC data link, the P device is 
manually con?gured With the IP address of the local CE 
device (Step 300). 
[0035] The P device may also inspect IP multicast mes 
sages to obtain pertinent address information (Step 300). 

Sharing Remote CE Device Information With Local 
CE Device 

[0036] Having gathered information from the control mes 
sages sent by the local CE devices (Step 300), a centraliZed 
P device may noW share information concerning one local 
CE device With another of its local CE devices (Step 304). 
This shared information may include, for example, one or 
more of the local CE device’s IP address, circuit informa 
tion, a virtual channel (VC) or VPN MPLS label, or the IP 
address for the CE device associated With that label. 

[0037] Although the process for sharing the information 
(Step 304) varies depending on the type of data link betWeen 
the local CE device and the P device, the process is typically 
either active, e.g., the P device transmits a control message, 
such as an address resolution message, to its local CE 
device, or passive, e.g., the P device responds to its local CE 
device’s control message With the another local CE device’s 
address information. 

[0038] When the data link is a gigabit Ethernet data link, 
the P device may generate an address resolution protocol 
request (ARP, de?ned in IETF RFC 826 and incorporated by 
reference as if set forth in its entirety herein) to present the 
IP address of the remote CE device as a neighbor to the local 
CE device (Step 304). If the P and CE devices support IEEE 
802.1Q tagging, then the request must be generated Within 
the VLAN scope. The P device may also respond to the local 
CE device’s ARP request With its oWn MAC address as the 
target hardWare address When the WAN IP address of the 
other local CE device is knoWn (Step 304). To make 
communications With other local CE devices transparent, the 
centraliZed P device may optionally provide its MAC 
address in the source hardWare address ?eld of the ARP 
request and the target hardWare address ?eld of the ARP 
reply. If tWo CE devices are locally attached to the P device 
on gigabit Ethernet data links, then the central P device may 
propagate an ARP request or an ARP response With VLAN 
tag translation directly to the second CE device. 

[0039] When the data link is a frame relay data link and 
the P device has received cross-connect information from a 
remote P device then the central P device may initiate an 
IARP request providing the address information for the 
locally-connected LAN CE device to another locally-con 
nected CE device, or it may Wait for an attached CE device 
to generate an IARP request and then respond With the 
address information for the other CE device (Step 304). 

[0040] When the data link uses PPP, the P device may 
respond to IPCP requests from a local CE device With the IP 
address information for the other local CE device When that 
information becomes available (Step 304). If the IP address 
information and the cross-connect information are available, 
the P device may also initiate an IPCP request to provide the 
local CE device With address information for the another 
locally-connected CE device (Step 304). 

[0041] When the data link is an ATM data link, the P 
device may generate an INATMARP message for a locally 
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connected LAN CE device When the address information for 
the another locally-connected CE device becomes available 
(Step 304). If the central P device has received the cross 
connect information and the associated IP address informa 
tion from a local CE device, then the central P device may 
optionally respond to an INATMARP request received from 
another local CE device (Step 304). 

[0042] As discussed above, the address information for a 
local CE device may not be available to the central P device 
When that P device receives a control message, such as an 
address resolution message, from another locally-connected 
CE device. In that event, if the CE device’s information is 
not available, then the P device may advertise the address 
information for the other local CE devices Without the CE 
device’s actual address by using a dummy value (such as 
Zero). When the address information for the locally-con 
nected CE device becomes available, the P device may 
generate a neW advertisement to its other local CE devices 
With an updated IP address ?eld value. 

[0043] Although FIG. 2 depicts a single P device 200, in 
a typical con?guration there are still several PE nodes in the 
netWork that are in communication With the P device 200. 
Referring to FIG. 5, these other PE nodes are also typically 
in communication With their oWn CE devices using data 
links such as WAN data links. In this embodiment, the 
centraliZed P device 200 is typically connected to its CE 
devices by a data link type that differs from that of the data 
links utiliZed by the PE devices. Thus, the addition of the 
neW type of data link can be supported by con?guring the 
centraliZed P device 200 to support broadcast domain inter 
Working. This reduces the disruption to installed equipment 
by implementing broadcast domain interWorking at the P 
device 200. 

[0044] Many alterations and modi?cations may be made 
Without departing from the spirit and scope of the invention. 
Therefore, it is to be understood that these embodiments 
have been shoWn by Way of eXample and should not be taken 
as limiting the invention, Which is de?ned by the folloWing 
claims. These claims are thus to be read as not only 
including literally What is set forth by the claims but also to 
include those equivalents Which are insubstantially different, 
even though not identical in other respects to What is shoWn 
and described in the above illustrations. 

What is claimed is: 
1. In a device bridging data link layer protocols and 

netWork layer protocols, a method of resolving netWork 
addresses betWeen netWork devices on a heterogeneous 
netWork, the method comprising: 

gathering information from a control message concerning 
a ?rst device in communication With a ?rst data link; 

receiving packets from a second device in communication 
With a second data link, the ?rst and second data links 
using different data link layer protocols; and 

transmitting the packets to the ?rst device using the 
gathered information concerning the ?rst device, 

Wherein one of the ?rst and second data links is a bridging 
data link and the other data link is a point-to-point data 
link. 

2. The method of claim 1 Wherein the control message is 
an address resolution message. 
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3. The method of claim 1 wherein the gathered informa 
tion is at least one of the ?rst device’s IP address, circuit 
information, a VC or VPN MPLS label, or the IP address for 
the second device associated With that label. 

4. The method of claim 1 Wherein the ?rst data link is a 
gigabit Ethernet data link. 

5. The method of claim 4 Wherein the control message is 
an RDP message. 

6. The method of claim 1 Wherein the ?rst data link is a 
frame relay data link. 

7. The method of claim 6 Wherein the control message is 
an IARP message. 

8. The method of claim 1 Wherein the ?rst data link is a 
PPP data link. 

9. The method of claim 8 Wherein the control message is 
an IPCP message. 

10. The method of claim 1 Wherein the ?rst data link is an 
ATM data link. 

11. The method of claim 10 Wherein the control message 
is an INATMARP message. 

12. The method of claim 1 Wherein the ?rst data link is an 
HDLC data link. 

13. The method of claim 1 Wherein transmitting the 
packets comprises prepending a header identifying the sec 
ond device to a received packet. 

14. The method of claim 1 further comprising responding 
to the control message using a placeholder value. 

15. A system that resolves netWork addresses betWeen 
netWork devices on a heterogeneous netWork, the system 
comprising: 
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a ?rst device bridging data link layer protocols and 
netWork layer protocols; 

a second device in communication With the ?rst device 
using a ?rst data link; and 

a third device in communication With the ?rst device 
using a second data link, the ?rst and second data links 
using different data link layer protocols, 

Wherein the ?rst device gathers information concerning 
the second and third devices from control messages 
sent by the second and third devices, one of the ?rst and 
second data links is a bridging data link, and the other 
data link is a point-to-point data link. 

16. The system of claim 15 Wherein the control messages 
are address resolution messages. 

17. The system of claim 15 Wherein the ?rst data link is 
a gigabit Ethernet data link. 

18. The system of claim 15 Wherein the ?rst data link is 
a frame relay data link. 

19. The system of claim 15 Wherein the ?rst data link is 
a PPP data link. 

20. The system of claim 15 Wherein the ?rst data link is 
an ATM data link. 

21. The system of claim 15 Wherein the ?rst data link is 
a HDLC data link. 


