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(57) ABSTRACT 

The family of transmissions has a plurality of members that 
can be utilized in poWertrains to provide at least siX forWard 
speed ratios and one reverse speed ratio. The transmission 
family members include four planetary gear sets, tWo input 
clutches, seven, eight or nine torque transmitting mecha 
nisms and three ?xed interconnections. The invention pro 
vides a low content multi-speed dual clutch transmission 
mechanism Wherein the tWo input clutches alternately con 
nect the engine to realiZe odd and even speed ratio changes. 
The torque transmitting mechanisms provide connections 
betWeen various gear members, the ?xed interconnections, 
the input clutches, the output shaft, and the transmission 
housing, and are operated in combinations of three to 
establish at least ?ve forWard speed ratios and at least one 
reverse speed ratio. 
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MULTI-SPEED DUAL-CLUTCH PLANETARY 
TRANSMISSIONS HAVING OUTPUT SHAFT 
INTERCONNECTED WITH THREE GEAR 

MEMBERS 

TECHNICAL FIELD 

[0001] The present invention relates to a family of power 
transmissions having tWo input clutches Which selectively 
connect an input shaft to the planetary gear sets to provide 
at least ?ve forWard speed ratios and one reverse speed ratio. 

BACKGROUND OF THE INVENTION 

[0002] Passenger vehicles include a poWertrain that is 
comprised of an engine, multi-speed transmission, and a 
differential or ?nal drive. The multi-speed transmission 
increases the overall operating range of the vehicle by 
permitting the engine to operate through its torque range a 
number of times. 

[0003] Aprimary focus of transmission and engine design 
Work is in the area of increasing vehicle fuel ef?ciency. 
Manual transmissions typically provide improved vehicle 
fuel economy over automatic transmissions because auto 
matic transmissions use a torque converter for vehicle 
launch and multiple plate hydraulically-applied clutches for 
gear engagement. Clutches of this type, left unengaged or 
idling, impose a parasitic drag torque on a drive line due to 
the viscous shearing action Which exists betWeen the plates 
and discs rotating at different speeds relative to one another. 
This drag torque adversely affects vehicle fuel economy for 
automatic transmissions. Also, the hydraulic pump that 
generates the pressure needed for operating the above 
described clutches further reduces fuel efficiency associated 
With automatic transmissions. Manual transmissions elimi 
nate these problems. 

[0004] While manual transmissions are not subject to the 
above described fuel ef?ciency related problems, manual 
transmissions typically provide poor shift quality because a 
signi?cant torque interruption is required during each gear 
shift as the engine is disengaged from the transmission by 
the clutch to alloW shafts rotating at different speeds to be 
synchroniZed. 
[0005] So called “automated manual” transmissions pro 
vide electronic shifting in a manual transmission con?gu 
ration Which, in certain circumstances, improves fuel effi 
ciency by eliminating the parasitic losses associated With the 
torque converter and hydraulic pump needed for clutching. 
Like manual transmissions, a draWback of automated 
manual transmissions is that the shift quality is not as high 
as an automatic transmission because of the torque inter 
ruption during shifting. 
[0006] So called “dual-clutch automatic” transmissions 
also eliminate the torque converter and replace hydraulic 
clutches With synchroniZers but they go further to provide 
gear shift quality Which is superior to the automated manual 
transmission and similar to the conventional automatic 
transmission, Which makes them quite attractive. HoWever, 
most knoWn dual-clutch automatic transmissions include a 
lay shaft or countershaft gear arrangement, and have not 
been Widely applied in vehicles because of their complexity, 
siZe and cost. For eXample, a dual clutch lay shaft transmis 
sion could require eight sets of gears, tWo input/shift 
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clutches and seven synchroniZers/dog clutches to provide siX 
forWard speed ratios and a reverse speed ratio. An eXample 
of a dual-clutch automatic transmission is described in US. 
Pat. No. 5,385,064, Which is hereby incorporated by refer 
ence. 

SUMMARY OF THE INVENTION 

[0007] The invention provides a loW content multi-speed 
dual-clutch transmission family utiliZing planetary gear sets 
rather than lay shaft gear arrangements. In particular, the 
invention includes four planetary gear sets, tWo input/shift 
clutches, and nine selectable torque transmitting mecha 
nisms to provide at least siX forWard speed ratios and a 
reverse speed ratio. 

[0008] According to one aspect of the invention, the 
family of transmissions has four planetary gear sets, each of 
Which includes a ?rst, second and third member, Which 
members may comprise a sun gear, ring gear, or a planet 
carrier assembly member. 

[0009] In referring to the ?rst, second, third and fourth 
gear sets in this description and in the claims, these sets may 
be counted “?rst” to “fourth” in any order in the draWings 
(i.e. left-to-right, right-to-left, etc.). 
[0010] In another aspect of the present invention, each of 
the planetary gear sets may be of the single pinion type or 
of the double pinion type. 

[0011] In yet another aspect of the present invention, the 
?rst member of the ?rst planetary gear set is continuously 
connected With the ?rst member of the second planetary gear 
set-through a ?rst interconnecting member. 

[0012] In yet another aspect of the present invention, the 
second member of the ?rst planetary gear set is continuously 
connected With the second member of the second planetary 
gear set through a second interconnecting member. 

[0013] In yet another aspect of the present invention, a 
member of the ?rst or second planetary gear set is continu 
ously connected With the ?rst member of the third planetary 
gear set, the ?rst member of the fourth planetary gear set and 
With the output shaft through a third interconnecting mem 
ber. 

[0014] In accordance With a further aspect of the inven 
tion, a ?rst input clutch selectively connects the input shaft 
With members of the ?rst or second planetary gear set 
through other torque-transmitting mechanisms, such as 
rotating synchroniZers. 

[0015] In accordance With another aspect of the present 
invention, a second input clutch selectively connects the 
input shaft With the second member of the third planetary 
gear set. 

[0016] In another aspect of the invention, ?rst and second 
torque transmitting mechanisms, such as rotating synchro 
niZers, selectively connect members of the ?rst and second 
planetary gear sets With the ?rst input clutch. 

[0017] In still a further aspect of the invention, third and 
fourth torque transmitting mechanisms, such as rotating 
synchroniZers, selectively connect members of the third 
planetary gear set With members of the fourth planetary gear 
set. 
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[0018] In still another aspect of the invention, ?fth and 
sixth torque transmitting mechanisms, such as braking syn 
chroniZers, selectively connect members of the ?rst or 
second planetary gear set With a stationary member (trans 
mission housing). 

[0019] In still another aspect of the invention, seventh and 
eighth torque transmitting mechanisms, such as braking 
synchroniZers, selectively connect members of the fourth 
planetary gear set With the stationary member. 

[0020] In still another aspect of the invention, a ninth 
torque transmitting mechanism, such as a rotating synchro 
niZer, selectively connects a member of the ?rst or second 
planetary gear set With another member of the ?rst or second 
planetary gear set or With the ?rst input clutch. Alternatively, 
a ninth torque transmitting mechanism, such as a braking 
synchroniZer, selectively connects a member of the ?rst or 
second planetary gear set With the stationary member. 

[0021] In accordance With a further aspect of the inven 
tion, the input clutches and torque transmitting mechanisms 
are selectively engaged in combinations of at least three to 
provide at least siX forWard speed ratios and a reverse speed 
ratio. 

[0022] In accordance With a further aspect of the inven 
tion, the ?rst input clutch is applied for odd number speed 
ranges, and the second input clutch is applied for even 
number speed ranges, or vice versa. 

[0023] In another aspect of the invention, the ?rst input 
clutch and the second input clutch are interchanged (i.e. 
alternately engaged) to shift from odd number speed range 
to even number speed range, or vice versa. 

[0024] In accordance With a further aspect of the inven 
tion, each selected torque transmitting mechanism for a neW 
speed ratio is engaged prior to shifting of the input clutches 
to achieve shifts Without torque interruptions. 

[0025] In accordance With a further aspect of the inven 
tion, at least one pair of synchroniZers is executed as a 
double synchroniZer to reduce cost and package siZe. 

[0026] In accordance With a further aspect of the inven 
tion, the ?rst input clutch can be eliminated and the ?rst and 
second rotating synchroniZers can be used as input clutches 
to further reduce content. 

[0027] In accordance With a further aspect of the inven 
tion, at least one of the torque transmitting mechanisms can 
be eliminated to realiZe ?ve forWard speed ratios and a 
reverse speed ratio. 

[0028] The above objects, features, advantages, and other 
objects, features, and advantages of the present invention are 
readily apparent from the folloWing detailed description of 
the best modes for carrying out the invention When taken in 
connection With the accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0029] FIG. 1a is a schematic representation of a poWer 
train including a planetary transmission incorporating a 
family member of the present invention; 

[0030] FIG. 1b is a truth table and chart depicting some of 
the operating characteristics of the poWertrain shoWn in 
FIG. 1a; 
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[0031] FIG. 2a is a schematic representation of a poWer 
train having a planetary transmission incorporating another 
family member of the present invention; 

[0032] FIG. 2b is a truth table and chart depicting some of 
the operating characteristics of the poWertrain shoWn in 
FIG. 2a; 

[0033] FIG. 3a is a schematic representation of a poWer 
train having a planetary transmission incorporating another 
family member of the present invention; 

[0034] FIG. 3b is a truth table and chart depicting some of 
the operating characteristics of the poWertrain shoWn in 
FIG. 3a; 

[0035] FIG. 4a is a schematic representation of a poWer 
train having a planetary transmission incorporating another 
family member of the present invention; 

[0036] FIG. 4b is a truth table and chart depicting some of 
the operating characteristics of the poWertrain shoWn in 
FIG. 4a; 

[0037] FIG. 5a is a schematic representation of a poWer 
train having a planetary transmission incorporating another 
family member of the present invention; 

[0038] FIG. 5b is a truth table and chart depicting some of 
the operating characteristics of the poWertrain shoWn in 
FIG. 5a; 

[0039] FIG. 6a is a schematic representation of a poWer 
train having a planetary transmission incorporating another 
family member of the present invention; 

[0040] FIG. 6b is a truth table and chart depicting some of 
the operating characteristics of the poWertrain shoWn in 
FIG. 6a; 

[0041] FIG. 7a is a schematic representation of a poWer 
train having a planetary transmission incorporating another 
family member of the present invention; 

[0042] FIG. 7b is a truth table and chart depicting some of 
the operating characteristics of the poWertrain shoWn in 
FIG. 7a; 

[0043] FIG. 8a is a schematic representation of a poWer 
train having a planetary transmission incorporating another 
family member of the present invention; 

[0044] FIG. 8b is a truth table and chart depicting some of 
the operating characteristics of the poWertrain shoWn in 
FIG. 8a; 

[0045] FIG. 9a is a schematic representation of a poWer 
train having a planetary transmission incorporating another 
family member of the present invention; 

[0046] FIG. 9b is a truth table and chart depicting some of 
the operating characteristics of the poWertrain shoWn in 
FIG. 9a; 

[0047] FIG. 10a is a schematic representation of a poW 
ertrain having a planetary transmission incorporating 
another family member of the present invention; 

[0048] FIG. 10b is a truth table and chart depicting some 
of the operating characteristics of the poWertrain shoWn in 
FIG. 10a; 
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[0049] FIG. 11a is a schematic representation of a poW 
ertrain having a planetary transmission incorporating 
another family member of the present invention; 

[0050] FIG. 11b is a truth table and chart depicting some 
of the operating characteristics of the poWertrain shoWn in 
FIG. 11a; 

[0051] FIG. 12a is a schematic representation of a poW 
ertrain having a planetary transmission incorporating 
another family member of the present invention; 

[0052] FIG. 12b is a truth table and chart depicting some 
of the operating characteristics of the poWertrain shoWn in 
FIG. 12a; 

[0053] FIG. 13a is a schematic representation of a poW 
ertrain having a planetary transmission incorporating 
another family member of the present invention; 

[0054] FIG. 13b is a truth table and chart depicting some 
of the operating characteristics of the poWertrain shoWn in 
FIG. 13a; 

[0055] FIG. 14a is a schematic representation of a poW 
ertrain having a planetary transmission incorporating 
another family member of the present invention; 

[0056] FIG. 14b is a truth table and chart depicting some 
of the operating characteristics of the poWertrain shoWn in 
FIG. 14a; 

[0057] FIG. 15a is a schematic representation of a poW 
ertrain having a planetary transmission incorporating 
another family member of the present invention; 

[0058] FIG. 15b is a truth table and chart depicting some 
of the operating characteristics of the poWertrain shoWn in 
FIG. 15a; 

[0059] FIG. 16a is a schematic representation of a poW 
ertrain having a planetary transmission incorporating 
another family member of the present invention; and 

[0060] FIG. 16b is a truth table and chart depicting some 
of the operating characteristics of the poWertrain shoWn in 
FIG. 16a. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0061] Referring to the draWings, Wherein like characters 
represent the same or corresponding parts throughout the 
several vieWs, there is shoWn in FIG. 1a a poWertrain 10 
having a conventional engine 12, a planetary transmission 
14, and a conventional ?nal drive mechanism 16. 

[0062] The planetary transmission 14 includes an input 
shaft 17 continuously connected With the engine 12, a 
planetary gear arrangement 18, and an output shaft 19 
continuously connected With the ?nal drive mechanism 16. 
The planetary gear arrangement 18 includes four planetary 
gear sets 20, 30, 40 and 50. 

[0063] The planetary gear set 20 includes a sun gear 
member 22, a ring gear member 24, and a planet carrier 
assembly member 26. The planet carrier assembly member 
26 includes a plurality of pinion gears 27 rotatably mounted 
on a carrier member 29 and disposed in meshing relationship 
With both the sun gear member 22 and the ring gear member 
24. 
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[0064] The planetary gear set 30 includes a sun gear 
member 32, a ring gear member 34, and a planet carrier 
assembly member 36. The planet carrier assembly member 
36 includes a plurality of pinion gears 37 rotatably mounted 
on a carrier member 39 and disposed in meshing relationship 
With both the sun gear member 32 and the ring gear member 
34. 

[0065] The planetary gear set 40 includes a sun gear 
member 42, a ring gear member 44, and a planet carrier 
assembly member 46. The planet carrier assembly member 
46 includes a plurality of pinion gears 47 rotatably mounted 
on a carrier member 49 and disposed in meshing relationship 
With both the sun gear member 42 and the ring gear member 
44. 

[0066] The planetary gear set 50 includes a sun gear 
member 52, a ring gear member 54, and a planet carrier 
assembly member 56. The planet carrier assembly member 
56 includes a plurality of pinion gears 57 rotatably mounted 
on a carrier member 59 and disposed in meshing relationship 
With both the sun gear member 52 and the ring gear member 
54. 

[0067] As a result of the dual clutch arrangement of the 
invention, the four planetary gear sets 20, 30, 40 and 50 are 
divided into ?rst and second transmission subsets 60, 61 
Which are alternatively engaged to provide odd number and 
even number speed ranges, respectively. Transmission sub 
set 60 includes planetary gear sets 20 and 30, and transmis 
sion subset 61 includes planetary gear sets 40 and 50. The 
output shaft 19 is continuously connected With members of 
both subsets 60 and 61. 

[0068] As mentioned above, the ?rst and second input 
clutches 62, 63 are alternatively engaged for transmitting 
poWer from the input shaft 17 to transmission subset 60 or 
transmission subset 61. The ?rst and second input clutches 
62, 63 are controlled electronically, and the disengaged input 
clutch is gradually engaged While the engaged input clutch 
is gradually disengaged to facilitate transfer of poWer from 
one transmission subset to another. In this manner, shift 
quality is maintained, as in an automatic transmission, While 
providing better fuel economy because no torque converter 
is required, and hydraulics associated With “Wet” clutching 
are eliminated. All speed ratios are preselected Within the 
transmission subsets 60, 61 prior to engaging the respective 
input clutches 62, 63. The preselection is achieved by means 
of electronically controlled synchroniZers. As shoWn, the 
planetary gear arrangement includes nine torque transmit 
ting mechanisms 64, 65, 66, 67, 68, 69, 70, 71 and 72. The 
torque transmitting mechanisms 64, 65, 69 and 70 comprise 
braking synchroniZers, and the torque transmitting mecha 
nisms 66, 67, 68, 71 and 72 comprise rotating synchroniZers. 

[0069] The rotating synchroniZers and braking synchro 
niZers are referenced in the claims as folloWs: ?rst and 
second torque transmitting mechanisms 66, 67; third and 
fourth torque transmitting mechanisms 71, 72; ?fth and siXth 
torque transmitting mechanisms 64, 65; seventh and eighth 
torque transmitting mechanisms 69, 70; and ninth torque 
transmitting mechanism 68. Other family members are simi 
larly referenced in the claims (i.e. rotating synchroniZers of 
left, then right, transmission subset in Figures; braking 
synchroniZers of left, then right, transmission subset; and 
additional torque transmitting mechanism of left transmis 
sion subset). 














































