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(57) ABSTRACT 

A game system which is operable to update advertisements 
that are displayed when a game program is executed. The 
system stores a game program in a memory, receives (i.e., 
downloads), at predetermined times of operation, for 
example, on each new day the game program is executed or 
each time the game program is executed, updated advertis 
ing data that relates to at least one advertisement, stores the 
received advertising data in the memory, executes the game 
program stored in the memory, and outputs during the 
execution of the game program display data which corre 
sponds to the stored advertisement data in accordance with 
the game program code. Further, instead of downloading 
new advertisements, plural advertisements may be prestored 
with the game program and only advertisement selection 
codes are downloaded to update the advertisements that are 
displayed when the game program is executed. 
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APPARATUS AND METHOD FOR EXECUTING A 
GAME PROGRAM HAVING ADVERTISEMENTS 

THEREIN 

BACKGROUND OF THE INVENTION 

[0001] The present invention relates to apparatus and 
method for executing a game program having advertise 
ments therein and, more particularly, to apparatus and 
method for executing a game program in Which advertise 
ments displayed therein can be updated by doWnloading neW 
advertisement data prior to the execution thereof. 

[0002] As is knoWn, video games or “game machines” are 
extremely popular and are generally located in video 
arcades. Many video games, for example, auto racing pro 
grams and ?ight simulators, noW are commercially available 
in the form of game systems and computer programs that 
may be executed by personal computers in the home. Such 
game programs, for example, auto racing programs, display 
background scenario such as houses, city sky-lines, bill 
boards, trees, etc., along With the racing cars to make the 
auto racing game appear “realistic”. To make the game 
further appear realistic, billboards and other such advertising 
signs in the racing program display either generic “non 
commercial” information, e.g., “NeW York City 20 Miles 
Ahead”, or an advertisement of the company that produced 
the softWare. These advertisements, hoWever, are not com 
mercial advertisements because they are not intended to 
persuade the vieWer to purchase a speci?c product. Further 
more, even if a particular game program contains an adver 
tisement therein that can be considered to be a commercial 
advertisement, since game programs generally are not modi 
?ed once they are released for purchase by the public, there 
is the possibility that such an advertisement included in the 
game program Will become “obsolete” Within a short period 
of time after the purchase thereof, for example, as When the 
advertised product is no longer sold. 

[0003] Therefore, one problem encountered With typical 
game programs is their general inability to maximiZe pro?ts 
made from advertisements that are displayed during the 
execution thereof. Pro?ts usually are made from the pur 
chase cost of game programs and not from sponsors (i.e., 
advertisers). If advertisements that are displayed When game 
programs are executed could be changed in a manner similar 
to that of television programs, that is, by providing a means 
for changing commercial advertisements in already pur 
chased game programs, pro?ts on the sale of such game 
programs Would substantially increase. Furthermore, and 
similar to commercial television, if pro?ts from commercial 
advertisements in game programs increased, softWare com 
panies could, in theory, substantially loWer the purchase 
price of such game programs Which, in turn, Would generally 
result in the increase of consumer purchases thereof. 

OBJECTS OF THE INVENTION 

[0004] Therefore, it is an object of the present invention to 
provide apparatus and method for executing a game program 
having advertisements therein Which overcome the short 
comings of existing game programs and systems. 

[0005] Another object of the present invention is to pro 
vide apparatus and method for executing a game program in 
Which the advertisements contained therein can be modi?ed. 
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[0006] A further object of this invention is to provide 
apparatus and method Which inhibits the execution of a 
game program unless advertisement data therein is up-dated. 

[0007] Various other objects, advantages and features of 
the present invention Will become readily apparent to those 
of ordinary skill in the art, and the novel features Will be 
particularly pointed out in the appended claims. 

SUMMARY OF THE INVENTION 

[0008] In accordance With one embodiment of the present 
invention, apparatus and method operate to store a game 
program in a memory, receive (i.e., doWnload via a trans 
mission line) at predetermined times (e.g., on each neW day 
or each time the game program is executed, or each time the 
game system is turned on) advertising data that relates to at 
least one advertisement, store the received advertising data 
in the memory, execute the game program stored in the 
memory, and output display data Which corresponds to the 
advertisement data stored in the memory in accordance With 
the game program. 

[0009] As one aspect of the present invention, the game 
program is inhibited from being executed When advertise 
ment data is not received at the predetermined times. 

[0010] As another aspect of the present invention, the 
game program is received With the advertising data When it 
is executed the ?rst time. 

[0011] As yet a further aspect of the present invention, a 
game identi?cation code, Which identi?es the game program 
to be executed, is transmitted to a game service provider, and 
advertising data that corresponds to the game program 
identi?ed by the game identi?cation code is received from 
the game service provider. 

[0012] As yet another aspect of the present invention, a 
plurality of advertising data corresponding to a plurality of 
game programs are received (e.g., via a satellite transmis 
sion), and display data Which correspond to advertisement 
data of the executed game program is output during the 
execution thereof. 

[0013] In accordance With another embodiment of the 
present invention, apparatus and method operate to store a 
game program and advertising data that relates to a plurality 
of advertisements in a memory, receive at predetermined 
times advertising selection data that identi?es selected 
advertisements stored in the memory, execute the game 
program stored in the memory, and output display data 
Which corresponds to the selected advertisements as identi 
?ed in the advertising selection data at respective times in 
accordance With the game program. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0014] The folloWing detailed description, given by Way 
of example and not intended to limit the present invention 
solely thereto, Will best be appreciated in conjunction With 
the accompanying draWings, Wherein like reference numer 
als denote like elements and parts, in Which: 

[0015] FIGS. 1A and 1B are pictorial representations of 
an auto racing game in Which tWo different advertisements 
are displayed; 

[0016] FIGS. 2A and 2B are pictorial representations of 
another scene of the auto racing game in Which tWo different 
advertisements are displayed; 
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[0017] FIGS. 3A and 3B are schematic diagrams of the 
data structure of a game program stored in the game system 
of the present invention; 

[0018] FIG. 4 is a How chart of the operation of the game 
system of the present invention; 

[0019] FIGS. 5A and 5B schematically illustrate the data 
structure of a game program stored in the game system in 
accordance With another embodiment of the present inven 
tion; 

[0020] FIG. 6 is a How chart of the operation of the game 
system having the data structure shoWn in FIGS. 5A and 5B 
in accordance With the present invention; 

[0021] FIG. 7 is a block diagram of both the receiving and 
transmitting sides of the game system of the present inven 
tion; 

[0022] FIG. 8 is a block diagram of the game system in 
accordance With another embodiment of the present inven 
tion; 

[0023] FIG. 9 is a block diagram of the game system in 
accordance With a further embodiment of the present inven 
tion; 

[0024] FIGS. 10A and 10B are schematic diagrams of the 
data structure of game data received by the game system 
shoWn in FIG. 9; and 

[0025] FIG. 11 is a schematic diagram shoWing multiple 
game systems Which receive game data from a single host 
computer in accordance With the present invention. 

DETAILED DESCRIPTION OF CERTAIN 
PREFERRED EMBODIMENTS 

[0026] Referring noW to the draWings, FIGS. 1A and 1B 
are pictorial representations of an auto racing game in Which 
a commercial advertisement “A” is displayed on a billboard 
in FIG. 1A and a different commercial advertisement “B” 
is displayed on the billboard as shoWn in FIG. 1B. Similarly, 
FIGS. 2A and 2B are pictorial representations of another 
“scene” of the auto racing program in Which commercial 
advertisements “C” and “D”, respectively, are displayed on 
the clothing of the racing car driver. As seen from both set 
of FIGS. 1A and 1B and FIGS. 2A and 2B, advertisements 
“A” and “B” are displayed in the same scene of the auto 
racing program (of course, at different times) and advertise 
ments “C” and “D” also are displayed in the same scene of 
the auto racing program. 

[0027] Referring next to FIGS. 3A and 3B of the draW 
ings, the data structure of a game program at tWo different 
times of execution (to be discussed) in accordance With the 
present invention are shoWn. As shoWn in FIG. 3A, the 
game program is comprised of a main program M, Which 
generally represents the entire game program except for 
advertisement data, and advertisement data A and C, Which 
are stored in memory areas A0 and C0, respectively. Adver 
tisement data A and C represent the commercial advertise 
ments “A” and “C” shoWn in FIGS. 1A and 2A, respec 
tively. Thus, When a game program having the data structure 
shoWn in FIG. 3A is executed, commercial advertisement A 
is displayed in one scene of the auto racing program and 
advertisement C is displayed in another scene. 
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[0028] FIG. 3B illustrates the data structure of the same 
game program shoWn in FIG. 3A, except advertisement data 
B and D are stored in memory areas A0 and C0, respectively, 
instead of advertisement data A and C. Thus, When the auto 
racing program having the data structure shoWn in FIG. 3B 
is executed, commercial advertisement B is displayed (see 
FIG. 1B) in the same scene advertisement AWas displayed 
and commercial advertisement D is displayed (FIG. 2B) in 
the same scene advertisement C Was displayed. If advertise 
ment data A and C in a game program therefore are replaced 
by advertisement data B and D, respectively, after the 
purchase thereof, such a game program Would be more 
valuable to the advertisers. It is appreciated that the main 
program M and the advertisement data stored in memory 
areas A0 and C0 may be stored in a single memory or in 
separate memories, as is Well knoWn in the art. 

[0029] Referring noW to FIG. 4, a How chart of the 
operation of a game system in accordance With the present 
invention is shoWn. When a home game system is turned on, 
a game program (e.g., having the data structure shoWn in 
FIG. 3A) is executed at instruction S41 and a sequence of 
operations is performed in accordance With the program 
code of main program M. At an appropriate time during the 
execution of main program M, the advertisement data stored 
in area A0, for example, advertisement data A, is read 
therefrom and displayed, such as shoWn in FIG. 1A, at an 
instruction S42. If, hoWever, advertisement data B is stored 
in memory area A0, commercial advertisement B (shoWn in 
FIG. 1B) is displayed at instruction S42. The game program 
continues at instruction 43 and, an appropriate time as 
designated by the game program, the advertisement data 
stored in memory area C0 is read therefrom and displayed at 
instruction S44, such as shoWn in FIG. 2A. Upon comple 
tion of instruction S44, the game program continues its 
operation at instruction S45 until the completion of the 
program. 

[0030] FIGS. 5A and 5B schematically illustrate the data 
structure of a game program in accordance With another 
embodiment of the present invention in Which main program 
M and all of the advertisement data A, B, C and D stored 
therein remains unchanged (i.e., are “?xed” data). HoWever, 
an advertisement selection code S is variable, Wherein FIG. 
5a illustrates the data structure of a game program having 
the advertisement selection code S Ac Which indicates that 
advertisement data A and C are selected, and FIG. 5B 
illustrates the data structure of a game program having the 
advertisement selection code SBD Which indicates that 
advertisement data B and D are selected. Thus, the main 
program M and all of the advertisement data A, B, C and D 
are ?xed data and only the advertisement selection code S is 
“variable” data. 

[0031] FIG. 6 is a How chart illustrating the operation of 
a game system Which executes a game program having a 
data structure shoWn in either FIGS. 5A or 5B. When a user 
selects a particular game to be executed, the game system, 
at instruction S59, “doWnloads” from an on-line game 
system service provider (to be discussed) the ?xed data of 
that particular game, Which consists of main program M and 
advertisement data A, B, C and D shoWn in FIG. 5A. The 
main program M and the advertisement data are stored in the 
game system’s memory, typically non-volatile memory. If 
this ?xed data already is stored in the game system’s 
memory, instruction S59 is not executed. Selection code S is 
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downloaded at instruction S60, Whether or not instruction 
S59 is executed, and such selection code S identi?es Which 
advertisements are to be displayed during the execution of 
the game program. Upon downloading of selection code S, 
main program M is executed at instruction S61 in a manner 

similar to instruction S41 of FIG. 4, previously discussed, 
and at an appropriate time during the execution of the game 
program, selection code S is read from the game system’s 
memory at instruction S62, and the ?rst advertisement to be 
displayed is identi?ed at inquiry S63. If selection code S 
identi?es commercial “A” as the ?rst advertisement to be 

displayed (i.e., S=SaX), advertisement data A is read from 
memory and displayed at instruction S64. On the other hand, 
if advertisement B is identi?ed as the ?rst advertisement to 
be displayed (i.e., S=SbX), advertisement data B is read from 
memory and displayed at instruction S65. The game pro 
gram then continues at instruction S66 and at an appropriate 
time therein, selection code S is read from memory at 
instruction S67 so that the next commercial advertisement to 
be displayed can be identi?ed at inquiry S68. If advertise 
ment C is identi?ed by selection code S (i.e., S=SXC), then 
advertisement data C is read from memory and subsequently 
displayed at instruction S69, but if advertisement D is 
identi?ed by selection code S (i.e., S=SXd), advertisement 
data D is read from memory and displayed at instruction 
S70. The game program then continues at instruction S71 
until completion. As shoWn in FIG. 6, “x” in inquiries S63 
and S68 represents a “do not care” condition since inquiry 
63 is identifying only the ?rst commercial advertisement 
that is to be displayed and inquiry 68 is identifying only the 
second commercial advertisement that is to be displayed. 
Furthermore, FIG. 6 is only an exemplary ?oW chart of the 
game system of the present invention, and it is appreciated 
that there may be more than tWo commercial advertisements 
identi?ed by selection code S. 

[0032] Referring back to FIG. 4, prior to the execution of 
the game program at instruction S41, the advertisement data 
stored in memory areas A0 and C0 are doWnloaded from an 
on-line game system provider in a manner similar to that 
performed previously described With reference to FIGS. 5A, 
5B and 6. Namely, each time a user Wishes to execute a 
particular game program, the game system doWnloads 
advertisement data from an external source and stores the 
advertisement data in memory areas A0 and C0. Similarly, 
When a user selects a game program in the game system 
Which operates in the manner shoWn in FIG. 6, a selection 
code S, Which identi?es Which advertisements stored in 
memory are to be displayed during the execution of the 
game program, is doWnloaded. HoWever, if the desired game 
program is not stored in the game system’s memory (e.g., on 
a hard disk, ?oppy disk, CD ROM, magneto-optical disk, 
etc.) both of the above-discussed embodiments of the 
present invention also doWnload the ?xed data of the game 
program. It is seen, therefore, that prior to the execution of 
a game program on a game system of the present invention, 
either the particular advertisement data representing the 
image data of the advertisements that are displayed during 
the execution of the program are doWnloaded or the adver 
tisement selection code S is doWnloaded to the game system. 
In either case, commercial advertisements are kept “cur 
rent”, and since the amount of advertisement data is rela 
tively small compared to the siZe of the game program itself, 
the amount of “doWnload” time is small in the ?rst discussed 
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embodiment. Of course, the doWnload time of advertisement 
selection code S in the second discussed embodiment is 
insubstantial. 

[0033] In accordance With the present invention, updated 
or “new” advertisement data is doWnloaded or a neW adver 

tisement selection code is doWnloaded each time a game 
program is executed. HoWever, such data need not be 
doWnloaded every time the game program is executed, and 
instead, may be doWnloaded only on a neW day or a neW 

Week (or month) on Which the game program is executed. 
Since commercial advertisements generally do not change 
multiple times Within the same day, doWnloading such 
commercial advertisements more than once per day may be 
unnecessary. In an alternative embodiment of the present 
invention, commercial advertisement data or advertisement 
selection code S is doWnloaded each time the game system 
is turned on. 

[0034] Referring noW to FIG. 7, a block diagram of both 
the game system (i.e., the receiving side) and a transmission 
system (i.e., the transmitting side) in accordance With the 
present invention is shoWn. The transmission system may be 
an on-line game system service provider, the game manu 
facturer itself, a telecommunication company Which sells 
commercial advertisements, or any other suitable system in 
Which the present invention may be applied. The transmis 
sion system generally is comprised of a system controller 2, 
memories 6 and 8 (e.g., hard-disk drives), a sWitching circuit 
10, an encoder 12, and a transmitter 14. The transmission 
system supplies the main program M of a game and adver 
tisement data to a game system of the present invention 
Which generally is located in the home via a transmission 
line 16, for example, an ISDN (integrated services digital 
netWork), an ordinary telephone line, or any other suitable 
transmission line. The game system of the present invention 
generally is comprised of a receiver 18, a decoder 20 and a 
game machine 22, Which includes therein a memory 24, for 
example, a magneto-optical disk drive or other suitable 
non-volatile read/Write memory. 

[0035] System controller 2 of the transmitting side shoWn 
in FIG. 7 controls memory 6, Which stores therein the main 
program M of a game program, memory 8, Which stores 
therein advertisement data, and sWitch 10, Which sWitches 
betWeen the outputs of memories 6 and 8. The advertisement 
data stored in memory 8 may be changed if it is desired to 
display a different advertisement When the game program is 
executed. When main program M is to be doWnloaded to the 
game system, in response to a suitable request from the 
game system, system controller 2 controls memory 6 and 
sWitch 10 so that main program M stored in memory 6 is 
supplied to encoder 12 Which encodes the supplied data in 
a manner Well knoWn in the art so that the data is suitable for 
transmission and supplies the encoded data to transmitter 14 
Which transmits the encoded data via transmission line 16 to 
the game system of the present invention. Receiver 18 of the 
receiving side receives the transmitted signal, decoder 22 
decodes the transmitted signal, and game machine 22 stores 
in memory 24 the decoded signal (i.e., main program M). 
System controller 2 then controls memory 8 and sWitch 10 
to read out and supply the advertisement data stored in 
memory 8 so that it may be transmitted to the game system. 
The advertisement data is received, decoded and stored in 
memory 24. 
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[0036] When main program M already is stored in 
memory 24, then only advertisement data stored in memory 
8 is transmitted to the game system. As previously men 
tioned, main program M is stored in memory 6 and adver 
tisement data is stored in memory 8. HoWever, in the 
previously discussed embodiment described With reference 
to FIGS. 5A, 5B and 6, main program M as Well as 
advertisement data A, B, C and D are stored in memory 6 
and only advertisement selection code S is stored in memory 
8. Therefore, only advertisement selection code S is trans 
mitted to the game system When main program M and the 
advertisement data (i.e., the ?xed data) already are stored 
therein. Of course, and as is Well knoWn in the art, memories 
6 and 8 may represent different memories of the transmis 
sion system or simply different memory locations in the 
same memory device. 

[0037] FIG. 8 is a block diagram of a game system in 
accordance With another embodiment of the present inven 
tion. In this embodiment, a game program stored on a 
permanent storage medium, for example, an optical disk, is 
purchased by a user. The optical disk is inserted in a 
magneto-optical disk drive 38 (or other suitable reproducing 
device) Which reproduces the game program stored thereon. 
As shoWn, the game system is comprised of a transceiver/ 
interface 26, a memory 28, a system controller 30, a key 
board interface 32, a decoder 34, a picture controller 36 and 
memory 38 Which is comprised of the magneto-optical disk 
drive having the optical disk loaded therein. Identi?cation 
data stored on the optical disk and Which identi?es the game 
program stored thereon is reproduced therefrom and trans 
mitted via transceiver 26 to an on-line game service pro 
vider, such as disclosed in FIG. 7. In response to the 
transmission of the identi?cation data, the service provider 
transfers to the game system shoWn in FIG. 8 updated 
“variable” data, Which either is the advertisement data (i.e., 
advertisement data A, B, C or D, or any combination 
thereof) or advertisement selection code S, as previously 
discussed. The updated variable data is received by trans 
ceiver 26 and stored in memory 28. The variable data stored 
in memory 28 then is stored on the optical disk of memory 
38. Alternatively, the variable data is not permanently stored. 
In either case, the game program stored on the optical disk 
is not executed until updated commercial advertisement data 
is supplied from the service provider. 

[0038] Upon receiving updated commercial advertisement 
data, the game program is executed and at an appropriate 
time, the stored data is decoded in decoder 34 and supplied 
to picture controller 36 Which converts the decoded data to 
a video signal and Which supplies the video signal for 
display on a video monitor (not shoWn). Furthermore, user 
commands are entered on a keyboard (not shoWn) Which is 
coupled to keyboard interface 32 Which decodes the sup 
plied commands and Which supplies the decoded commands 
to system controller 30. System controller 30 controls the 
operations of the various devices of the game system of the 
present invention in a manner Well knoWn in the art. Thus, 
the game system of FIG. 8 is similar to the game system 
shoWn in FIG. 7 except main program M (along With 
advertisement data A, B, C, D in the second discussed 
embodiment) is not doWnloaded but is stored on a magneto 
optical disk that is purchased by a consumer. 

[0039] FIG. 9 is a block diagram of a further embodiment 
of the present invention in Which the “variable” data (i.e., the 
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advertisement data or the advertisement selection code) is 
supplied to the game system via a satellite transmission. In 
the embodiment of FIG. 9, the variable data is repeatedly 
transmitted over a satellite transmission such that the system 
of FIG. 9 only “Waits” for a relatively short period of time 
before receiving the variable data that corresponds to the 
particular game program that has been selected to be 
executed. When a user inserts in CD ROM drive 52 a CD 

ROM (or magneto-optical disk) having a game program 
stored thereon and executes via keyboard interface 50 the 
game program, a game identi?cation code stored on the CD 
ROM is reproduced therefrom and supplied to random 
access memory (RAM) 42 in a manner similar to that 
previously described With reference to FIG. 8. System 
controller 48 then ascertains the transmission channel on 
Which the variable data corresponding to the selected game 
program is transmitted and controls receiver 40 to receive 
satellite transmissions on the ascertained channel. 

[0040] FIGS. 10A and 10B illustrate the data structure of 
data transmitted over tWo different channels of a satellite 
transmission. As shoWn, FIG. 10A shoWs the data transmit 
ted on a channel G and FIG. 10B shoWs the data transmitted 
on a channel H. Channel G includes thereon data corre 
sponding to tWo game programs J and K, and channel H 
includes thereon data corresponding to three game programs 
P, Q and R. If the executed game program corresponds to, for 
example, game J on channel G, receiver 40 is controlled to 
receive data transmitted on channel G, and upon receipt of 
softWare identi?cation data J on channel G, advertising data 
J -1 and J-2 transmitted thereafter are stored in memory 42 
as, for example, commercial advertisements A and C, 
respectively. The advertisement data further may be stored 
in a non-volatile memory, e.g., a hard disk or M-O disk, so 
that the advertisement data does not need to be doWnloaded 
again in the event of a poWer failure. Furthermore, the game 
system may be designed to require that updated advertise 
ment data be doWnloaded each time the game is executed, or 
each neW day (or Week, etc.) on Which the game is executed, 
or each time the system is turned on, or at any other desired 
interval of time. The game program then is executed in a 
manner similar to that previously described With reference to 
FIG. 8. 

[0041] FIG. 11 is a schematic diagram shoWing a plurality 
of game systems 56, 58, 60 . . . each interacting With a host 

computer 54 (i.e., the game service provider) via plural 
transmission lines. It is seen that since main program M of 
a game program is only doWnloaded to each game system at 
most one time and since advertisement data or advertisement 
selection codes have a relatively small amount of data, the 
transmission thereof is relatively short so that a transmission 
system generally Will be operable to service a relatively 
large number of home game systems. 

[0042] In each of the above discussed embodiments, com 
mercial advertisements are updated on a regular basis such 
that pro?ts made from such advertisements can be expected 
to substantially increase. Furthermore, since the amount of 
advertisement data that is doWnloaded to a game system is 
relatively small compared to the amount of data in a game 
program, doWnload times are relatively short. Still further, 
the game system shoWn in FIG. 9 operates to doWnload 
updated advertisement data in a manner that is transparent to 
a user of such game system. 
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[0043] While the present invention has been particularly 
shown and described in conjunction With the preferred 
embodiments thereof, it Will be readily appreciated by those 
of ordinary skill in the art that various changes may be made 
Without departing from the spirit and scope of the invention. 
For example, although the present invention has been 
described as displaying tWo commercial advertisements 
from a selection of four advertisements, the present inven 
tion is not limited to these number of advertisements and 
may be applied to game programs that display a relatively 
large number of, eg 20, advertisements during the execu 
tion of a particular game. 

[0044] As another example, although the present discus 
sion is directed to home game systems, the present invention 
is not limited solely to the home and may be Widely applied 
to game systems located in other locales, including game 
arcades and companies. 

[0045] Therefore, it is intended that the appended claims 
be interpreted as including the embodiments described 
herein, the alternatives mentioned above, and all equivalents 
thereto. 

What is claimed is: 
1. Apparatus for executing a game program having adver 

tisements therein, comprising: 

storage means for storing a game program; 

means for receiving advertising data relating to at least 
one advertisement, said means for receiving being 
operable to receive neW advertisement data at prede 
termined times, and Wherein said storage means stores 
the received advertising data; and 

program execution means for executing said game pro 
gram stored in said storage means and outputting 
display data corresponding to the advertisement data 
stored in said storage means in accordance With said 
game program. 

2. The apparatus of claim 1, Wherein said means for 
receiving is operable to receive neW advertising data each 
neW day on Which said game program is executed. 

3. The apparatus of claim 1, Wherein said means for 
receiving is operable to receive neW advertising data each 
time said game program is executed. 

4. The apparatus of claim 1, further comprising means for 
turning on said apparatus; and Wherein said means for 
receiving is operable to receive neW advertising data each 
time said apparatus is turned on. 

5. The apparatus of claim 1, Wherein said means for 
receiving is operable to receive advertising data relating to 
a plurality of advertisements; and said program execution 
means is operable to output display data corresponding to 
each of said plurality of advertisements at respective times 
in accordance With said game program. 

6. The apparatus of claim 1, further comprising means for 
inhibiting said program execution means from executing 
said game program When said means for receiving does not 
receive advertisement data at said predetermined times. 

7. The apparatus of claim 1, Wherein said means for 
receiving is operable to receive said game program With said 
advertising data When said game program is executed a ?rst 
time; and said storage means is operable to store said game 
program received by said means for receiving. 
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8. The apparatus of claim 1, Wherein said means for 
receiving receives said game program With said advertising 
data When said game program is not stored in said storage 
means; and said storage means is operable to store said game 
program received by said means for receiving. 

9. The apparatus of claim 1, further comprising means for 
transmitting to a game service provider a game identi?cation 
code identifying the game program to be executed, and 
Wherein said means for receiving is operable to receive from 
the game service provider advertising data corresponding to 
the game program identi?ed by said game identi?cation 
code. 

10. The apparatus of claim 1, Wherein said means for 
receiving is operable to receive a plurality of advertising 
data corresponding to a plurality of game programs; and said 
storage means stores the received advertising data corre 
sponding to the game program to be executed by said 
program execution means. 

11. The apparatus of claim 1, Wherein said neW adver 
tisement data received by said means for receiving may be 
the same or different from the advertisement data previously 
received by said means for receiving and stored in said 
storage means. 

12. The apparatus of claim 1, Wherein said means for 
receiving is operable to receive said advertising data from a 
game transmitting system over a transmission line. 

13. The apparatus of claim 1, Wherein said means for 
receiving is operable to receive said advertising data from a 
satellite transmission. 

14. Apparatus for executing a game program having 
advertisements therein, comprising: 

storage means for storing a game program and advertising 
data relating to a plurality of advertisements; 

means for receiving at predetermined times advertising 
selection data identifying selected ones of said plurality 
of advertisements stored in said storage means; and 

program execution means for executing said game pro 
gram stored in said storage means and outputting 
display data corresponding to the selected advertise 
ments identi?ed in said advertising selection data at 
respective times in accordance With said game pro 
gram. 

15. The apparatus of claim 14, Wherein said means for 
receiving is operable to receive neW advertising selection 
data each neW day on Which said game program is executed. 

16. The apparatus of claim 14, Wherein said means for 
receiving is operable to receive neW advertising selection 
data each time said game program is executed. 

17. The apparatus of claim 14, further comprising means 
for turning on said apparatus; and Wherein said means for 
receiving is operable to receive neW advertising selection 
data each time said apparatus is turned on. 

18. The apparatus of claim 14, Wherein said means for 
receiving is operable to receive advertising selection data 
identifying plural ones of said plurality of advertisements; 
and said program execution means is operable to output 
display data corresponding to each of the identi?ed adver 
tisements at respective times in accordance With said game 
program. 

19. The apparatus of claim 14, further comprising means 
for inhibiting said program execution means from executing 
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said game program When said means for receiving does not 
receive advertisement selection data at said predetermined 
times. 

20. The apparatus of claim 14, Wherein said means for 
receiving is operable to receive said game program and said 
advertising data With said advertising selection data When 
said game program is executed a ?rst time; and said storage 
means is operable to store the received game program and 
advertising data. 

21. The apparatus of claim 14, Wherein said means for 
receiving receives said game program and said advertising 
data With said advertising selection data When said game 
program and advertising data is not stored in said storage 
means; and said storage means is operable to store the 
received game program and advertising data. 

22. The apparatus of claim 14, further comprising means 
for transmitting to a game service provider a game identi 
?cation code identifying the game program to be executed, 
and Wherein said means for receiving is operable to receive 
from the game service provider advertising selection data 
corresponding to the game program identi?ed by said game 
identi?cation code. 

23. The apparatus of claim 14, Wherein said means for 
receiving is operable to receive a plurality of advertising 
selection data corresponding to a plurality of game pro 
grams; and said program execution means is operable to 
display data corresponding to the selected advertisements 
identi?ed in the advertising selection data corresponding to 
the executed game program. 

24. The apparatus of claim 14, Wherein said advertisement 
selection data received by said means for receiving may be 
the same or different from the advertisement selection data 
previously received by said means for receiving. 

25. The apparatus of claim 14, Wherein said means for 
receiving is operable to receive said advertising selection 
data over a transmission line from a game transmitting 
system. 

26. The apparatus of claim 14, Wherein said means for 
receiving is operable to receive said advertising data from a 
satellite transmission. 

27. Method of executing a game program having adver 
tisements therein, comprising the steps of: 

storing a game program in memory; 

receiving advertising data relating to at least one adver 
tisement at predetermined times; 

storing the received advertising data in the memory; 

executing the game program stored in the memory; and 

outputting display data corresponding to the advertise 
ment data stored in the memory in accordance With the 
game program. 

28. The method of claim 27, Wherein said step of receiv 
ing is carried out by receiving neW advertising data each neW 
day on Which the game program is executed. 

29. The method of claim 27, Wherein said step of receiv 
ing is carried out by receiving neW advertising data each 
time the game program is executed. 

30. The method of claim 27, further comprising the step 
of turning on a game system Which executes the game 
program; and Wherein said step of receiving is carried out by 
receiving neW advertising data each time the game system is 
turned on. 
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31. The method of claim 27, Wherein said step of receiv 
ing is carried out by receiving advertising data relating to a 
plurality of advertisements; and said step of outputting is 
carried out by outputting display data corresponding to each 
of the plurality of advertisements at respective times in 
accordance With the game program. 

32. The method of claim 27, further comprising the step 
of inhibiting the game program from being executed When 
advertisement data is not received at the predetermined 
times. 

33. The method of claim 27, Wherein said step of receiv 
ing is carried out by receiving the game program With the 
advertising data When the game program is executed a ?rst 
time. 

34. The method of claim 27, Wherein said step of receiv 
ing is carried out by receiving the game program With the 
advertising data When the game program is not stored in the 
memory. 

35. The method of claim 27, further comprising the step 
of transmitting to a game service provider a game identi? 
cation code identifying the game program to be executed; 
and Wherein said step of receiving is carried out by receiving 
from the game service provider advertising data correspond 
ing to the game program identi?ed by the game identi?ca 
tion code. 

36. The method of claim 27, Wherein said step of receiv 
ing is carried out by receiving a plurality of advertising data 
corresponding to a plurality of game programs; and said step 
of outputting is carried out by outputting display data 
corresponding to the advertisement data of the game pro 
gram that is executed. 

37. The method of claim 27, Wherein the received adver 
tisement data may be the same or different from advertise 
ment data previously received by said step of receiving. 

38. The method of claim 27, Wherein said step of receiv 
ing is carried out by receiving the advertising data from a 
game transmitting system over a transmission line. 

39. The method of claim 27, Wherein said step of receiv 
ing is carried out by receiving the advertising data from a 
satellite transmission. 

40. Method of executing a game program having adver 
tisements therein, comprising the steps of: 

storing a game program and advertising data relating to a 
plurality of advertisements in a memory; 

receiving at predetermined times advertising selection 
data identifying selected ones of the plurality of adver 
tisements stored in the memory; 

executing the game program stored in the memory; and 

outputting display data corresponding to the selected 
advertisements identi?ed in the advertising selection 
data at respective times in accordance With the game 
program. 

41. The method of claim 40, Wherein said step of receiv 
ing is carried out by receiving neW advertising selection data 
each neW day on Which the game program is executed. 

42. The method of claim 40, Wherein said step of receiv 
ing is carried out by receiving neW advertising selection data 
each time the game program is executed. 

43. The method of claim 40, further comprising the step 
of turning on a game system Which executes the game 
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program; and wherein said step of receiving is carried out by 
receiving neW advertising selection data each time the game 
system is turned on. 

44. The method of claim 40, Wherein said step of receiv 
ing is carried out by receiving advertising selection data 
identifying plural ones of the plurality of advertisements; 
and said step of outputting is carried out by outputting 
display data corresponding to each of the identi?ed adver 
tisements at respective times in accordance With the game 
program. 

45. The method of claim 40, further comprising the step 
of inhibiting the game program from being executed When 
advertisement selection data is not received at the predeter 
mined times. 

46. The method of claim 40, Wherein said step of receiv 
ing is carried out by receiving the game program and the 
advertising data With the advertising selection data When the 
game program is executed a ?rst time; and said step of 
storing is carried out by storing the received game program 
and advertising data. 

47. The method of claim 40, Wherein said step of receiv 
ing is carried out by receiving the game program and the 
advertising data With the advertising selection data When the 
game program and advertising data are not stored in the 
memory; and said step of storing is carried out by storing the 
received game program and advertising data. 
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48. The method of claim 40, further comprising the step 
of transmitting to a game service provider a game identi? 
cation code identifying the game program to be executed; 
and Wherein said step of receiving is carried out by receiving 
from the game service provider advertising selection data 
corresponding to the game program identi?ed by the game 
identi?cation code. 

49. The method of claim 40, Wherein said step of receiv 
ing is carried out by receiving a plurality of advertising 
selection data corresponding to a plurality of game pro 
grams; and said step of outputting is carried out by output 
ting display data corresponding to the selected advertise 
ments identi?ed in the advertising selection data 
corresponding to the executed game program. 

50. The method of claim 40, Wherein the received adver 
tisement selection data may be the same or different from 
advertisement selection data previously received by said 
step of receiving. 

51. The method of claim 40, Wherein said step of receiv 
ing is carried out by receiving the advertising selection data 
over a transmission line from a game transmitting system. 

52. The method of claim 40, Wherein said step of receiv 
ing is carried out by receiving the advertising data from a 
satellite transmission. 


