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(57) ABSTRACT 

A dispensing container for dispensing confectionary items. 
The dispensing container includes a body having a chamber 
for storing confectionary items and a door connected to the 
body and operable to dispense the confectionary items 
stored in the chamber. The body also includes a top portion, 
the top portion including the door, and a bottom portion 
having a tapered edge adapted to be inserted into a tight 
location, for example, betWeen a Wrapper of a cigarette 
package and the cigarette package. The dispensing container 
can have dimensions such that a ?ip top of the cigarette 
package can be opened and cigarettes can be extracted 
and/or the confectionary items can be extracted from the 
chamber While the dispensing container is inserted betWeen 
the Wrapper and the cigarette package. 



Patent Application Publication Sep. 30, 2004 Sheet 1 0f 12 US 2004/0188284 A1 

QQ 

~ .. . klerlsladuu. 

~_______-__,_ 



Patent Application Publication Sep. 30, 2004 Sheet 2 0f 12 US 2004/0188284 A1 



Patent Application Publication Sep. 30, 2004 Sheet 3 0f 12 US 2004/0188284 A1 

| ,x' 
F-Q‘ I 

IM .. o f 
-| § .'.Q 

Q \II I 

\‘ l 
i 1 

\ é | 
‘X6 \ l 
I . 

l ix 1 

I 60cm’, 010! 



Patent Application Publication Sep. 30, 2004 Sheet 4 0f 12 US 2004/0188284 A1 

IyZM/c 01b 



Patent Application Publication Sep. 30, 2004 Sheet 5 0f 12 US 2004/0188284 A1 



Patent Application Publication Sep. 30, 2004 Sheet 6 0f 12 US 2004/0188284 A1 



Patent Application Publication Sep. 30, 2004 Sheet 7 0f 12 US 2004/0188284 A1 



Patent Application Publication Sep. 30, 2004 Sheet 8 0f 12 US 2004/0188284 A1 



Patent Application Publication Sep. 30, 2004 Sheet 9 0f 12 US 2004/0188284 A1 



Patent Application Publication Sep. 30, 2004 Sheet 10 0f 12 US 2004/0188284 A1 



Patent Application Publication Sep. 30, 2004 Sheet 11 0f 12 US 2004/0188284 A1 

nix 



Patent Application Publication Sep. 30, 2004 Sheet 12 0f 12 US 2004/0188284 A1 



US 2004/0188284 A1 

DISPENSING CONTAINER 

FIELD 

[0001] The present application relates to a dispensing 
container and, more particularly, to a thin dispensing con 
tainer that stores items and can be easily inserted into tight 
locations, for example, betWeen a cigarette package Wrapper 
and the paperboard of the cigarette package. 

BACKGROUND 

[0002] Packaging for confectionary items such as mints 
and gum come in many different styles. One such style of 
packaging is a thin, hard, rectangular shaped package that 
holds mints. The mints can be removed from the package 
from a single opening in a corner of the package. Even 
though this package can be placed betWeen the Wrapper and 
the paperboard of a cigarette pack, it is not targeted at 
smokers and there are at least three signi?cant problems 
With using the mint package in such a Way: 1) it is di?icult 
for a user to slide the mint package betWeen the Wrapper and 
the paperboard of a cigarette pack due to the Width of the 
mint package’s bottom edge, 2) the height of the mint 
package restricts the removal of cigarettes from ?ip top 
cigarette packs requiring the mint package to be removed 
each time a cigarette is desired, and 3) the opening for 
removing mints does not easily alloW removal While the 
mint package is in the cigarette pack requiring removal of 
the mint package from the cigarette package each time a 
mint is desired. 

[0003] As a result, there is a need for a dispensing con 
tainer for storing and dispensing small edible items, such as 
confectionary items, Whereby the dispensing container can 
be slid easily betWeen a Wrapper and a cigarette package and 
Whereby the items can be removed from the dispensing 
container and cigarettes can be removed from the cigarette 
package While the dispensing container is held betWeen the 
Wrapper and the cigarette package. 

SUMMARY OF THE INVENTION 

[0004] An aspect of the present application provides for a 
dispensing container. The dispensing container includes a 
body having a chamber for storing confectionary items and 
a door connected to the body and operable to dispense the 
confectionary items stored in the chamber, the body further 
including a top portion, the top portion including the door, 
and a bottom portion having a tapered edge adapted for 
inserting the body into a tight location. 

[0005] Another aspect of the present application provides 
for a dispensing container. The dispensing container 
includes a body having a chamber for storing confectionary 
items and a door connected to the body and operable to 
dispense the confectionary items stored in the chamber, the 
body further including a top portion, the top portion having 
a top Wall and including the door having a loWer most 
portion, and a bottom portion including a tapered edge 
having a bottom Wall, the tapered edge being adapted for 
inserting the body betWeen a Wrapper of a cigarette package 
and the cigarette package, Wherein the door is positioned so 
that the confectionary items can be extracted from the 
chamber of the body While the body is inserted betWeen the 
Wrapper and the cigarette package. 
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[0006] Afurther aspect of the present application provides 
for a dispensing container. The dispensing container 
includes a body having a chamber for storing confectionary 
items and a door connected to the body and operable to 
dispense the confectionary items stored in the chamber, the 
body further including a top portion, the top portion includ 
ing the door and a top Wall, and a bottom portion including 
a tapered edge having a bottom Wall, the tapered edge being 
adapted for inserting the body betWeen a Wrapper of a 
cigarette package and the cigarette package, Wherein a 
length betWeen the top Wall and the bottom Wall is a 
predetermined amount so that a ?ip top of a cigarette 
package can be opened and a cigarette can be extracted 
While the body is inserted betWeen the Wrapper and the 
cigarette package. 
[0007] A still further aspect of the present application 
provides for a dispensing container. The dispensing con 
tainer includes a body having a chamber for storing confec 
tionary items, a hinge, and a door connected to the body by 
the hinge and operable to dispense the confectionary items 
stored in the chamber, the body further including a top 
portion, the top portion including the door having a loWer 
most portion and a top Wall, and a bottom portion including 
a tapered edge having a bottom Wall, the tapered edge being 
adapted for inserting the body betWeen a Wrapper of a 
cigarette package and the cigarette package, Wherein a 
length betWeen the top Wall and the bottom Wall is a 
predetermined amount so that a ?ip top of the cigarette 
package can be opened and a cigarette can be extracted 
While the body is inserted betWeen the Wrapper and the 
cigarette package, and the door is positioned so that the 
confectionary items can be extracted from the chamber of 
the body While the body is inserted betWeen the Wrapper and 
the cigarette package. 

[0008] An additional aspect of the present application 
provides for a dispensing container adapted to be used With 
a hard cigarette package having a ?ip top. The dispensing 
container includes a body having a chamber for storing 
confectionary items and adapted to be inserted betWeen a 
Wrapper of the cigarette package and the cigarette package, 
the body further including a top Wall, a pair of side Walls, a 
bottom Wall, a front Wall having a ?rst tapered edge and a 
back Wall having a second tapered edge, a hinge, and a door 
connected to the body by the hinge and operable to dispense 
the confectionary items stored in the chamber, the door 
having a loWer most portion, Wherein a length betWeen the 
top Wall and the bottom Wall is a predetermined amount so 
that the ?ip top of the cigarette package can be opened and 
a cigarette can be extracted While the body is inserted 
betWeen the Wrapper of the cigarette package and the 
cigarette package, and the door is positioned so that the 
confectionary items can be extracted from the chamber of 
the body While the body is inserted betWeen the Wrapper and 
the cigarette package. 

[0009] Another aspect of the present application provides 
for a dispensing container. The dispensing container 
includes a body having a chamber for storing confectionary 
items and a door connected to the body and operable to 
dispense the confectionary items stored in the chamber, the 
body further including a top portion, the top portion having 
a top Wall and including the door having a loWer most 
portion, and a bottom portion having a bottom Wall, Wherein 
the door is positioned so that the confectionary items can be 
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extracted from the chamber of the body While the body is 
inserted betWeen a Wrapper of a cigarette package and the 
cigarette package. 
[0010] A further aspect of the present application provides 
for a dispensing container. The dispensing container 
includes a body having a chamber for storing confectionary 
items and a door connected to the body and operable to 
dispense the confectionary items stored in the chamber, the 
body further including a top portion, the top portion includ 
ing the door and a top Wall, and a bottom portion having a 
bottom Wall, Wherein a length betWeen the top Wall and the 
bottom Wall is a predetermined amount so that a ?ip top of 
a cigarette package can be opened and a cigarette can be 
extracted While the body is inserted betWeen a Wrapper of a 
cigarette package and the cigarette package. 

[0011] A still further aspect of the present application 
provides for a dispensing container. The dispensing con 
tainer includes a body having a chamber for storing confec 
tionary items and a door connected to the body and operable 
to dispense the confectionary items stored in the chamber, 
the body further including a top portion, the top portion 
including the door having a loWer most portion and a top 
Wall, and a bottom portion including having a bottom Wall, 
Wherein a length betWeen the top Wall and the bottom Wall 
is a predetermined amount so that a ?ip top of a cigarette 
package can be opened and a cigarette can be extracted 
While the body is inserted betWeen a Wrapper of the cigarette 
package and the cigarette package, and the door is posi 
tioned so that the confectionary items can be extracted from 
the chamber of the body While the body is inserted betWeen 
the Wrapper and the cigarette package. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0012] FIG. 1 illustrates a front vieW of an exemplary 
dispensing container of the present application; 

[0013] FIG. 2 illustrates a side vieW of an exemplary 
dispensing container of the present application; 

[0014] FIG. 3a illustrates an exemplary door of a dispens 
ing container of the present application; 

[0015] FIG. 3b illustrates another exemplary door of a 
dispensing container of the present application; 

[0016] FIG. 3c illustrates a back side of the exemplary 
door shoWn in FIG. 3b of the present application; 

[0017] FIG. 4 illustrates an exemplary dispensing con 
tainer inserted betWeen a cigarette package Wrapper and a 
cigarette package of the present application; 

[0018] FIG. 5 illustrates an exemplary dispensing con 
tainer inserted betWeen a cigarette package Wrapper and a 
cigarette package of the present application; 

[0019] FIG. 6 illustrates an exemplary dispensing con 
tainer inserted betWeen a cigarette package Wrapper and a 
cigarette package of the present application; 

[0020] FIG. 7 illustrates an inside chamber of an exem 
plary dispensing container of the present application; 

[0021] FIG. 8a illustrates a top vieW of an exemplary 
dispensing container having tWo doors; 

[0022] FIG. 8b illustrates tWo chambers of an exemplary 
dispensing container having tWo dispensing doors; 
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[0023] FIG. 9a illustrates an exemplary lighter of the 
present application; 

[0024] FIG. 9b illustrates a side vieW of the exemplary 
lighter shoWn in FIG. 9a; 

[0025] FIG. 10a illustrates an exemplary breath mint 
sprayer of the present application; and 

[0026] FIG. 10b illustrates a side vieW of the exemplary 
breath freshening sprayer shoWn in FIG. 10a. 

DETAILED DESCRIPTION 

[0027] FIG. 1 illustrates an exemplary dispensing con 
tainer 100 of the present application. Dispensing container 
100 includes body 150 and door 110 connected to body 150, 
for example, by hinge 135. As used in the present applica 
tion, hoWever, door is to be interpreted broader than a 
customary hinged door. The door can include any mecha 
nism that is likely to keep items inside, but alloWs items to 
be extracted When desired, such as a slide, a ?exible ?ap or 
a pressure sensitive slit or hole. Body 150 and door 110 can 
be made of any hard or semi-hard material, including 
translucent materials. Hinge 135 is operable to alloW door 
110 to open and close. Dispensing container 100 also 
includes chamber 505, shoWn in FIGS. 5 and 7, for storing 
small edible items, such as confectionary items, 705. Con 
fectionary items can include, but are not limited to, mints, 
gum or candies. As Will be appreciated by a person of 
ordinary skill in the art, body 150 can function as a chamber 
and, therefore, can contain the small edible items and the 
items can be extracted by using door 100. 

[0028] Body 150 includes top Wall 130, bottom Wall 120, 
a pair of side Walls 125a, 125b, front Wall 105, back Wall 205 
and tapered edge 115. In an exemplary embodiment, door 
110 is located on front Wall 105 and in the top portion of 
body 150 and tapered edge 115 is symmetrically located on 
front Wall 105 and back Wall 205 in the bottom portion of 
body 150. In an alternative embodiment, tapered edge 115 
can be more or less tapered on front Wall 105 and/or back 
Wall 205. FIG. 2 illustrates a side vieW of exemplary 
dispensing container 100 With door 110 closed. As can be 
seen in FIG. 2, tapered edge 115 is symmetrically located on 
front Wall 105 and back Wall 205 in the bottom portion of 
body 150. Tapered edge 115 tapers doWn to bottom Wall 120. 
In addition, thickness x from front face 105 to back face 205 
is approximately 6 mm. Thickness x can obviously be 
greater or less than 6 mm. 

[0029] FIGS. 3a and 3b depict door 110 shoWn in FIGS. 
1 and 2 and door 305, respectively. As can be seen in FIG. 
3b, door 305 includes tab 310 for assisting a user in opening 
and closing door 305 that can be attached to a body such as 
body 150 shoWn in FIG. 1. The shape, siZe and style of tab 
310 is merely illustrative. Tab 310 and door 305 can be a 
unitary piece of material or separate pieces of material 
joined together. FIG. C illustrates a back side of exemplary 
door 305 shoWn in FIG. b. Door 305 includes catch 320 
Which is operable to engage With, for example, body 105 and 
keep door 305 closed When not being used to remove 
confectionary items 705. Door 110, door 305 and body 110 
can utiliZe numerous other designs for keeping the respec 
tive door closed Which are Well knoWn in the art. As opposed 
to having a tab, for example tab 310, a door can be devoid 
of a tab as shoWn in FIG. 3a. Door 110 and door 305 are 
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designed to be used on a corner of dispensing container 100. 
A door, hoWever, can be constructed and located in various 
other Ways and positions to assist a user in opening and 
closing the respective door and is not limited to the embodi 
ments described in the present application as the embodi 
ments are merely exemplary. 

[0030] An exemplary use of dispensing container 100 is 
illustrated in FIG. 4. FIG. 4 shoWs dispensing container 100 
inserted betWeen Wrapper 415 of ?ip top cigarette package 
405 and the back paperboard of cigarette package 405. 
Wrapper 415 can be made of a variety of materials, for 
example, a ?exible plastic. Cigarette package 405 is referred 
to in the art as a hard pack and includes ?ip top 410 
connected to cigarette package 405 by hinge 420. Flip top 
410 contains one or more cigarettes stored therein. As can be 
seen in FIG. 4, after dispensing container 100 is inserted 
under Wrapper 415, door 110 remains outside Wrapper 415. 
As a result, confectionary items 705 stored in chamber 505 
of dispensing container 100, as shoWn in FIG. 7, can be 
extracted by a user Without having to remove dispensing 
container 100 from betWeen cigarette package 405 and 
Wrapper 415. FIG. 5 illustrates door 100 opened While 
dispensing container 110 is inserted betWeen Wrapper 415 
and cigarette package 405, Whereby confectionary items 
705, such as mints, can be retrieved from chamber 505. 

[0031] Further, tapered edge 115 alloWs a user to more 
easily insert dispensing container 100 in a tight location, for 
example, betWeen Wrapper 415 and cigarette package 405. 
This is especially useful When cigarette package 405 is neW 
and Wrapper 415 is terse such that there is very little or no 
space at the top of Wrapper 415 to insert anything. Due to the 
tapered edge 115, dispensing container 100, hoWever, can be 
easily inserted into other tight locations, such as a tight 
pocket and Wallet. 

[0032] In an exemplary embodiment, the dimensions of 
dispensing container 100 are such that confectionary items 
705 can be extracted from chamber 505 Without having to 
remove dispensing container 100 from betWeen cigarette 
package 405 and Wrapper 415. Speci?cally, length a Which 
is the distance from the bottom of cigarette package 405 to 
the loWer most portion of door 110 is greater than or equal 
to length b Which is the distance from the bottom of Wrapper 
415 to the top of Wrapper 415 When the bottom of the 
Wrapper 415 is in contact With the bottom of cigarette 
package 405, as shoWn in FIGS. 4 and 5. Length a is greater 
than or equal to length b even When bottom Wall 120 is in 
contact With the bottom of Wrapper 415. In an alternative 
embodiment, length a can be less than length b When bottom 
Wall 120 is in contact With the bottom of Wrapper 415 so that 
at least a portion of door 110 is covered by Wrapper 415. As 
a result, a user can insert dispensing container 100 betWeen 
Wrapper 415 and cigarette package 405 only so far as to keep 
door 110 exposed for removing confectionary items 705. 
Wrapper 415 is suf?ciently tight to hold dispensing con 
tainer 100 at the appropriate location. In addition, cigarettes, 
can be removed from cigarette package 405 Without remov 
ing dispensing container 100 by opening ?ip top 410 due to 
the dimensions of dispensing container 100 in relation to 
cigarette package 405. 

[0033] Length c represents the distance from bottom Wall 
120 to top Wall 130, length d represents the distance from the 
bottom of cigarette package 405 to hinge 420 and Width f 
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represents the distance from side Wall 125a to side Wall 
125b. Width f is such that dispensing container 100 can ?t 
Within Wrapper 415. In addition, thickness x of dispensing 
container 100, shoWn in FIG. 2, is such that dispensing 
container 100 can ?t betWeen a tightly ?tted Wrapper 415 on 
cigarette package 405. 

[0034] Examples of the above lengths, Width and thick 
ness are length c can be approximately 64 mm, length a can 
be approximately 70 mm, length b can be approximately 54 
mm, length d can be approximately 75 mm, Width f can be 
approximately 48 mm and thickness x can be approximately 
6 mm. As a result of the dimensions of dispensing container 
100 in relation to cigarette package 405 and Wrapper 415, 
confectionary items 705 can be extracted from chamber 505 
Without having to remove dispensing container 100 from 
betWeen cigarette package 405 and Wrapper 415 and Without 
Wrapper 415 obstructing door 110 from opening and closing. 
Obviously, dispensing container 100 can also be used 
betWeen Wrapper 415 and the front of cigarette package 405. 

[0035] Cigarette package 405 can also be What is referred 
to in the art as a soft pack Which does not have a ?ip top , 
a tall pack Which may be soft or hard With a ?ip top, or a soft 
or hard Wide pack. 

[0036] As for a soft pack, a Wrapper of the soft pack can 
extend to the top of the soft pack or close to the top or the 
Wrapper may only extend a distance similar to Wrapper 415 
shoWn in FIG. 4. In the event that the Wrapper extends the 
same distance as Wrapper 415 shoWn in FIG. 4, dispensing 
container 110 functions the same as described above With 
reference to cigarette package 405. HoWever, if the Wrapper 
extends to the top of the soft pack, door 110 of dispensing 
container 100 may be covered by the Wrapper When dis 
pensing container 100 is fully inserted betWeen the Wrapper 
and the soft pack. Tapered edge 115 Would still alloW a user 
to more easily insert dispensing container 100 betWeen the 
Wrapper and soft pack. The user needs to slide dispensing 
container 100 out of the Wrapper at least until door 110 is 
exposed and can be opened for removing confectionary 
items 705. Further, a user can insert dispensing container 
100 betWeen the Wrapper and the soft pack only so far as to 
keep door 110 exposed for removing confectionary items 
705. The Wrapper of the soft pack is suf?ciently tight to hold 
dispensing container 100 at the appropriate location. Obvi 
ously, the dimensions, such as length c, of dispensing 
container 100 can be altered for use With such a soft pack so 
that door 110 can be opened While dispensing container 100 
is fully or nearly fully inserted betWeen the Wrapper and the 
soft pack. In such a case, dispensing container 100 may 
extend beyond the top of the soft pack. 

[0037] Tall hard packs With a ?ip top and tall soft packs 
often have a Wrapper that does not extend to the top of the 
respective pack, but often do have a Wrapper longer than 
Wrapper 415. As a result, When using dispensing container 
100 With such tall packs, the Wrapper may cover door 110 
When dispensing container 100 is inserted too far. Therefore, 
a user can insert dispensing container 100 betWeen the 
Wrapper and the tall pack only so far as to keep door 110 
exposed for removing confectionary items 705. The Wrapper 
is suf?ciently tight to hold dispensing container 100 at the 
appropriate location. In addition, tapered edge 115 Would 
still alloW a user to more easily insert dispensing container 
100 betWeen the Wrapper and tall pack. As With the soft pack 
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described above, the dimensions, such as length c, of dis 
pensing container 100 can be altered for use With a tall pack 
so that door 110 can be opened While dispensing container 
100 is inserted betWeen the Wrapper and the tall pack. Lastly, 
dispensing container 100 or a dispensing container With 
altered dimensions Would still alloW a user to remove 

cigarettes from a tall pack With a ?ip top Without removing 
dispensing container 100 by opening the ?ip top due to the 
dimensions of the respective dispensing container in relation 
to the tall pack. 

[0038] Similarly, FIG. 6 illustrates that items, such as 
cigarettes, can be removed from cigarette package 405 
Without removing dispensing container 100 by opening ?ip 
top 410 due to the dimensions of dispensing container 100 
in relation to cigarette package 405. In particular, ?ip top 
410 can be opened While dispensing container 100 is 
inserted betWeen Wrapper 415 and the back of cigarette 
package 405 at least because of distance e shoWn in FIGS. 
4, 5 and 6. Distance e Which is the distance from hinge 420 
connecting ?ip top 410 to cigarette package 405 to top Wall 
130 of dispensing container 100 alloWs ?ip top 410 to open 
a suf?cient amount so that each cigarette 605, for example, 
from a full package, can be removed Without contacting ?ip 
top 410. For example, distance e can be in the range of 3 mm 
to 10 mm. In order for distance e to be appropriate, a 
distance betWeen top Wall 130 and bottom Wall 120 is a 
predetermined amount so that ?ip top 410 of cigarette 
package 405 can be opened and one or more cigarettes can 
be extracted While body 150 is inserted betWeen the Wrapper 
415 of cigarette package 405 and cigarette package 405. 

[0039] FIG. 8a depicts a top vieW of another exemplary 
dispensing container 800 of the present application. Dis 
pensing container 800 shoWn in FIG. 8a includes top Wall 
805, front Wall 830, back Wall 835, door 810, door 815 and 
chamber 820. As can be seen in FIG. 8, dispensing container 
800 includes tWo doors 810, 815 on opposite sides 830, 835 
of dispensing container 800. Depending on Whether front 
Wall 830 or back Wall 835 is facing a user after being 
inserted betWeen a cigarette package and a cigarette package 
Wrapper, either door 810, 815 can be used to extract con 
fectionary items 705 from chamber 820 Without having to 
remove dispensing container 800. The use of tWo doors 810, 
815 on opposite sides 830, 835 of dispensing container 800 
prevents a user from inserting dispensing container 800 in a 
Way that Would impede the opening of door 810, 815 While 
inserted betWeen the cigarette package and the Wrapper. 

[0040] In alternative embodiments, doors 810, 815 can be 
arranged on dispensing container 800 in a variety of other 
Ways. For example, both doors 810, 815 can be on front side 
730 or back side 735 or one to six additional doors can be 
utiliZed so that three to all eight corners of dispensing 
container 800 have an opening to extract the same confec 
tionary items 705. In a further alternative embodiment, each 
of a plurality of doors, such as doors 810, 815, can provide 
access to separate and divided chambers 850, 855 holding 
the same or different confectionary items, as shoWn in FIG. 
8b. Additional chambers can be incorporated in a dispensing 
container With one or more separate doors providing access 
to each chamber. 

[0041] The present application is not limited to using a 
dispensing container, such as dispensing container 100, With 
a cigarette package. Rather, the dimensions, such as length 
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c, of dispensing container 100 can be altered for use With 
another type of package, for example, a cigar package, 
having a Wrapper, so that one or more doors can be opened 
While dispensing container 100 is inserted betWeen the 
Wrapper and the package. Moreover, dispensing container 
can be inserted in a Wallet, a business card holder, a pocket 
in a briefcase and any other slot that can hold something. 

[0042] In addition, dispensing container 100 can be 
adapted to also function as a lighter or breath freshening 
sprayer or function solely as a lighter or breath freshening 
sprayer. FIGS. 9a, 9b and 10a, 10b illustrate lighter 900 and 
breath freshening sprayer 1000, respectively. 

[0043] As can be seen in FIG. 9a, lighter 900 includes 
body 915 and lighting mechanism 910 When operated causes 
?ame 925. Body 915 includes tapered edge 905 and bottom 
Wall 920. Due to tapered edge 905, a user can more easily 
insert lighter 900 betWeen a Wrapper of a cigarette pack and 
the cigarette pack. In addition, the dimension of lighter 900 
are such that lighter 900 can ?t betWeen the Wrapper of the 
cigarette pack and the cigarette pack and cigarettes can be 
removed from the cigarette package Without removing 
lighter 900, for example, by opening a ?ip top of the 
cigarette package. FIG. 9b illustrates a side vieW of exem 
plary lighter 900. The dimensions of lighter 900 can be 
altered so that lighter 900 is adapted to be used With various 
different types of cigarette packages. Further, in an alterna 
tive embodiment, ?ame 925 can occur at a top portion of a 
front Wall or a back Wall of body 915 so that lighter 900 can 
be utiliZed, for example, to light cigarettes Without removing 
lighter 900 from betWeen the Wrapper and the cigarette pack. 

[0044] FIG. 10a illustrates an exemplary breath freshen 
ing sprayer 1000. Breath freshening sprayer 1000 includes 
body 1010, depressing unit 1015 and hole 1020 through 
Which a breath freshening mist can be extracted. Body 1010 
includes tapered edge 1005. FIG. 10b illustrates a side vieW 
of the exemplary breath freshening sprayer 1000 shoWn in 
FIG. 10a. Similar to lighter 900 shoWn in FIGS. 9a, 9b, 
tapered edge 1005 alloWs a user to more easily insert breath 
freshening sprayer 1000 betWeen a Wrapper of a cigarette 
pack and the cigarette pack. In addition, the dimension of 
breath freshening sprayer 1000 are such that breath fresh 
ening sprayer 1000 can ?t betWeen the Wrapper of the 
cigarette pack and the cigarette pack and cigarettes can be 
removed from the cigarette package Without removing 
breath freshening sprayer 1000, for example, by opening a 
?ip top of the cigarette package. The dimensions of breath 
freshening sprayer 1000 can be altered so that breath fresh 
ening sprayer 1000 is adapted to be used With various 
different types of cigarette packages. Further, if hole 1020 is 
located above the Wrapper When inserted betWeen the Wrap 
per and the cigarette pack breath freshening mist can be 
extracted from hole 1020 Without removing breath freshen 
ing sprayer 1000. Accordingly, hole 1020 is preferably 
located at a top portion of a front Wall or a back Wall of body 
1010. 

[0045] The embodiments described above are illustrative 
examples of the present invention and it should not be 
construed that the present invention is limited to these 
particular embodiments. Various changes and modi?cations 
may be effected by one skilled in the art Without departing 
from the spirit or scope of the invention as de?ned in the 
appended claims. 
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1. A dispensing container, comprising: 

a body for storing confectionary items, the body having a 
front Wall and a back Wall, Wherein 

the front Wall and the back Wall are parallel in a top 
portion of the body, and 

the front Wall and the back Wall taper to a single edge in 
a bottom portion of the body; and 

a door connected to the top portion of the body and 
operable to dispense the confectionary items stored in 
the body. 

2. The dispensing container as set forth in claim 1, 
Wherein 

the single edge is one of coplanar or substantially copla 
nar With one of the front Wall or the back Wall of the 
body. 

3. A dispensing container, comprising: 

a body for storing confectionary items, the body de?ned 
by a top Wall, a pair of side Walls, a bottom Wall, a front 
Wall and a back Wall; and 

a door connected to the body and operable to dispense the 
confectionary items stored in the body, 

a length from the top Wall to the bottom Wall being less 
than a length from a bottom of a cigarette package 
having a ?ip top to a hinge connecting the ?ip top to the 
cigarette package, and 

a length from the top Wall to the bottom Wall being greater 
than a length from the bottom of the cigarette package 
to the top edge of a Wrapper encasing the cigarette 
package. 

4. A dispensing container, comprising: 

a body for storing confectionary items, the body de?ned 
by a top Wall, a pair of side Walls, a bottom Wall, a front 
Wall and a back Wall; and 

a door connected to the body and operable to dispense the 
confectionary items stored in the body, 

a length from the bottom Wall to the bottom most portion 
of the door being greater than or equal to 2.1 inches, 
and a length from the bottom Wall to the top Wall or to 
the upper most portion of the door being less than or 
equal to 2.9 inches. 

5. Adispensing container operable for use With a cigarette 
package, the cigarette package being operable for storing at 
least one cigarette and having a Wrapper encasing a portion 
of the cigarette package, comprising: 

a body for storing confectionary items, the body having a 
top portion and a bottom portion, the bottom portion 
including a tapered edge, the tapered edge operable for 
inserting the body betWeen the Wrapper and the ciga 
rette package; and 

a door connected to the top portion of the body and 
operable to dispense the confectionary items stored in 
the body. 

6. The dispensing container as set forth in claim 5, 
Wherein 

a length betWeen the loWer most portion of the body and 
the loWer most portion of the door is a predetermined 
amount so that the door can be opened and the con 
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fectionary items can be extracted from the body While 
the body is inserted betWeen the Wrapper and the 
cigarette package. 

7. The dispensing container as set forth in claim 5, 
Wherein 

the cigarette package is constructed of a substantially 
rigid material and has a ?ip top. 

8. The dispensing container as set forth in claim 7, 
Wherein 

a length betWeen the upper most portion of the body or the 
door and the loWer most portion of the body is a 
predetermined amount so that the ?ip top can be 
opened and the at least one cigarette can be extracted 
from the cigarette package While the body is inserted 
betWeen the Wrapper and the cigarette package. 

9. The dispensing container as set forth in claim 5, 
Wherein 

the confectionary items are breath freshening products. 
10. The dispensing container as set forth in claim 5, 

Wherein 

the confectionary items are cheWing gum products. 
11. The dispensing container as set forth in claim 5, 

Wherein 

the confectionary items are one of hard and soft candy 
products. 

12. The dispensing container as set forth in claim 5, 
Wherein 

the Wrapper is constructed of a ?exible plastic material. 
13. The dispensing container as set forth in claim 5, 

Wherein 

the cigarette package is constructed of a substantially 
?exible material. 

14. The dispensing container as set forth in claim 5, 
Wherein 

the height of the cigarette package is at least tWice the 
Width of the cigarette package. 

15. The dispensing container as set forth in claim 5, 
Wherein 

the Width of the cigarette package is greater than the 
height of the cigarette package. 

16. The dispensing container as set forth in claim 5, 
Wherein the body includes a ?rst side and a second side, and 
further comprising: 

a second door, the door being located on the ?rst side of 
the body and the second door being located on the 
second side of the body, each door operable to dispense 
the confectionary items stored in the body. 

17. The dispensing container as set forth in claim 5, 
Wherein the body includes a ?rst side and a second_side, and 
further comprising: 

a ?rst chamber in the body for storing the confectionary 
items; 

a second door; and 

a second chamber in the body, the door being located on 
the ?rst side of the body and operable to dispense the 
confectionary items stored in the ?rst chamber and the 
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second door being located on the second side of the 
body and operable to dispense items stored in the 
second chamber. 

18. A dispensing container operable for use With a ciga 
rette package, the cigarette package being operable for 
storing at least one cigarette and having a Wrapper encasing 
a portion of the cigarette package, comprising: 

a body for storing confectionary items, the body having a 
top portion and a bottom portion, the bottom portion 
including a tapered edge, the tapered edge operable for 
inserting the body betWeen the Wrapper and the ciga 
rette package; and 

a door connected to the top portion of the body and 
operable to dispense the confectionary items stored in 
the body, 

a length betWeen the loWer most portion of the body and 
the loWer most portion of the door being a predeter 
mined amount so that the confectionary items can be 
extracted from the body While the body is inserted 
betWeen the Wrapper and the cigarette package. 

19. The dispensing container as set forth in claim 18, 
Wherein 

the confectionary items are breath freshening products. 
20. The dispensing container as set forth in claim 18, 

Wherein 

the confectionary items are cheWing gum products. 
21. The dispensing container as set forth in claim 18, 

Wherein 

the confectionary items are one of hard and soft candy 
products. 

22. The dispensing container as set forth in claim 18, 
Wherein 

the Wrapper is constructed of a ?exible plastic material. 
23. A dispensing container operable for use With a ciga 

rette package, the cigarette package being operable for 
storing at least one cigarette and having a ?ip top and a 
Wrapper encasing a portion of the cigarette package, com 
prising: 

a body for storing confectionary items, the body having a 
top portion and a bottom portion, the bottom portion 
including a tapered edge, the tapered edge operable for 
inserting the body betWeen the Wrapper and the ciga 
rette package; and 

a door connected to the top portion of the body and 
operable to dispense the confectionary items stored in 
the body, a length betWeen the upper most portion of 
the body or the door and the loWer most portion of the 
body being a predetermined amount so that the ?ip top 
of the cigarette package can be opened and the at least 
one cigarette can be extracted from the cigarette pack 
age While the body is inserted betWeen the Wrapper and 
the cigarette package. 

24. The dispensing container as set forth in claim 23, 
Wherein 

the confectionary items are breath freshening products. 
25. The dispensing container as set forth in claim 23, 

Wherein 

the confectionary items are cheWing gum products. 
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26. The dispensing container as set forth in claim 23, 
Wherein 

the confectionary items are one of hard and soft candy 
products. 

27. The dispensing container as set forth in claim 23, 
Wherein 

the Wrapper is constructed of a ?exible plastic material. 
28. A dispensing container operable for use With a ciga 

rette package, the cigarette package being operable for 
storing at least one cigarette and having a ?ip top and a 
Wrapper encasing a portion of the cigarette package, com 
prising: 

a body for storing confectionary items, the body having a 
top portion and a bottom portion, the bottom portion 
including a tapered edge, the tapered edge operable for 
inserting the body betWeen the Wrapper and the ciga 
rette package; 

a hinge; and 

a door connected to the top portion of the body by the 
hinge and operable to dispense the confectionary items 
stored in the body, 

a length betWeen the uppermost portion of the body or the 
door and the loWer most portion of the body being a 
predetermined amount so that the ?ip top of the ciga 
rette package can be opened and the at least one 
cigarette can be extracted from the cigarette package 
While the body is inserted betWeen the Wrapper and the 
cigarette package, and 

a length betWeen the loWer most portion of the body and 
the loWer most portion of the door being a predeter 
mined amount so that the confectionary items can be 
extracted from the body While the body is inserted 
betWeen the Wrapper and the cigarette package. 

29. The dispensing container as set forth in claim 28, 
Wherein 

the confectionary items are breath freshening products. 
30. The dispensing container as set forth in claim 28, 

Wherein 

the confectionary items are cheWing gum products. 
31. The dispensing container as set forth in claim 28, 

Wherein 

the confectionary items are one of hard and soft candy 
products. 

32. The dispensing container as set forth in claim 28, 
Wherein 

the Wrapper is constructed of a ?exible plastic material. 
33. A dispensing container operable for use With a ciga 

rette package, the cigarette package being operable for 
storing at least one cigarette and having a ?ip top and a 
Wrapper encasing a portion of the cigarette package, com 
prising: 

a body for storing confectionary items, the body operable 
for insertion betWeen the Wrapper and the cigarette 
package, the body de?ned by 

a top Wall, 

a pair of side Walls, 

a bottom Wall, 
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a front Wall having a ?rst lower tapered edge and 

a back Wall having a second loWer tapered edge; 

a hinge; and 

a door connected to the body by the hinge and operable to 
dispense the confectionary iterns stored in the body, 

a length betWeen the top Wall and the bottom Wall being 
a predetermined amount so that the ?ip top of the 
cigarette package can be opened and the at least one 
cigarette can be extracted from the cigarette package 
While the body is inserted betWeen the Wrapper and the 
cigarette package, and 

a length betWeen the bottom Wall and the loWer rnost 
portion of the door being a predetermined amount so 
that the confectionary items can be extracted from the 
body While the body is inserted betWeen the Wrapper 
and the cigarette package. 

34. A dispensing container operable for use With a ciga 
rette package, the cigarette package being operable for 
storing at least one cigarette and having a Wrapper encasing 
a portion of the cigarette package, comprising: 

a body for storing confectionary items, the body having a 
top portion and a bottom portion; and 

a door connected to the top portion of the body and 
operable to dispense the confectionary iterns stored in 
the body, 

a length betWeen the loWer rnost portion of the body and 
the loWer rnost portion of the door being a predeter 
rnined amount so that the confectionary items can be 
extracted from the body While the body is inserted 
betWeen the Wrapper and the cigarette package. 

35. A dispensing container operable for use With a ciga 
rette package, the cigarette package being operable for 
storing at least one cigarette and having a ?ip top and a 
Wrapper encasing a portion of the cigarette package, corn 
prising: 

a body for storing confectionary items, the body having a 
top portion and a bottom portion; and 

a door connected to the top portion of the body and 
operable to dispense the confectionary iterns stored in 
the body, 

a length betWeen the upper rnost portion of the body or the 
door and the loWer rnost portion of the body being a 
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predetermined amount so that the ?ip top of the ciga 
rette package can be opened and the at least one 
cigarette can be extracted from the cigarette package 
While the body is inserted betWeen the Wrapper and the 
cigarette package. 

36. A dispensing container operable for use With a ciga 
rette package, the cigarette package being operable for 
storing at least one cigarette and having a ?ip top and a 
Wrapper encasing a portion of the cigarette package, corn 
prising: 

a body for storing confectionary items, the body having a 
top portion and a bottom portion; and 

a door connected to the top portion of the body and 
operable to dispense the confectionary iterns stored in 
the body, 

a length betWeen the upper rnost portion of the body or the 
door and the loWer rnost portion of the body being a 
predetermined amount so that the ?ip top of a cigarette 
package can be opened and the at least one cigarette can 
be extracted from the cigarette package While the body 
is inserted betWeen the Wrapper and the cigarette pack 
age, and 

a length betWeen the loWer rnost portion of the body and 
the loWer rnost portion of the door being a predeter 
rnined amount so that the confectionary items can be 
extracted from the body While the body is inserted 
betWeen the Wrapper and the cigarette package. 

37. A method for using a cigarette package having a ?ip 
top and a Wrapper encasing a portion of the cigarette 
package in conjunction With a dispensing container, the 
method comprising: 

fully inserting the dispensing container betWeen the rear 
side of the cigarette package and the Wrapper; 

opening the ?ip top of the cigarette package While the 
dispensing container remains fully inserted betWeen the 
Wrapper and the cigarette package to remove at least 
one cigarette stored in the cigarette package; and 

opening a door of the dispensing container While the 
dispensing container remains fully inserted betWeen the 
Wrapper and the cigarette package to remove at least 
one confectionary itern stored in the dispensing con 
tainer. 


