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A system for caddying selected golf clubs such as a Wedge 
and putter to a golf green using an elongated container With 
optional compartments. The container can ?t into a conven 
tional golf bag. The container can have one or more spikes 
on the bottom of the container. A retractable, preferably 
sliding, cover can cover the spike When the system is in the 
golf bag or not anchored. The cover can be spring loaded so 
that pressing the container against the ground causes the 
cover to retract exposing the spike. The spring loading 
causes the cover to slide back to the protective position When 
the container is removed from the ground. 
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SYSTEM AND METHOD FOR CADDYING A 
WEDGE AND PUTTER TO A GOLF GREEN 

BACKGROUND 

[0001] 1. Field of the Invention 

[0002] The present invention relates to the general ?eld of 
golf club carriers and more particularly to a Wedge and 
putter carrier. 

[0003] 2. Description of the Prior Art 

[0004] One of the distractions to golfers is that When they 
approach a green, they must ?rst use a Wedge club and then 
When on the green a putter. Normally, both the Wedge and 
the putter reside in a golf bag With other clubs in a set. The 
golfer usually has to take both the Wedge and the putter With 
him or her to the green. The putter is normally laid on the 
ground While the Wedge is used to get onto the green. Then 
the Wedge is laid doWn and the putter is taken to ?nish the 
hole. Laying the clubs on the ground has the disadvantage 
that they get dirty, can be accidentally stepped on and 
require the golfer to bend to pick them up. What is needed 
is a container that can carry both the Wedge and the putter 
to the green that ?ts normally inside a conventional golf bag. 
This need is apparent When one considers that clubs may be 
conventionally laid doWn up to four times per hole. 

[0005] Prior art methods have included combination putter 
containers and Wedge holders. In US. Pat. No. 5,390,916, 
Govoni teaches such a combination. Govoni’s invention 
suffers from not keeping the Wedge and the putter together 
in the golf bag and not alloWing any place for the tWo clubs. 
Since the tWo clubs are used With equal priority, each should 
be treated equally by the carrier. Govoni provides a spike at 
the bottom of a putter carrier to place the assembly in the 
ground. Many other spikes have been used With golf bags in 
generally to hold them upright. What is needed though, is a 
system that keeps a Wedge and putter together and provides 
a spike to keep the combination upright. 

SUMMARY OF THE INVENTION 

[0006] The present invention relates to a system and 
method for caddying golf clubs to a green that can consist of 
an elongated container module for holding at least tWo golf 
clubs such as a Wedge and putter in tWo compartments Where 
this container module can ?t in, and normally be carried in 
a golf bag. The container can have one or more spikes 
located on the bottom for anchoring the module to the 
ground When in use. In some embodiments, the spike can be 
retracted When the system is carried in a golf bag. The 
retractable spike can be controlled and activated With one or 
more springs located in the container module. In addition, 
the container can be equipped With at least one lift-out strap 
to facilitate taking it out of the golf bag. The optionally 
spring-loaded spike can be controlled by a lever or activator 
located on the surface or top of the container. 

[0007] To use the system, generally a Wedge and putter are 
stored in the container. The container is then placed in the 
golf bag along side the other clubs in the set. When a green 
is approached, the golf bag can be left behind and only the 
container With the tWo clubs can be pulled out and caddied 
near the green. The spike can be eXtended and the container 
can be held upright near (but not on) the green. The Wedge 
can be used to get onto the green. It can be replaced in the 
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container and the putter removed for putting on the green. 
After the hole is made, the putter can be replaced in the 
container, and the container can be caddied back to the golf 
cart or the location of the entire golf bag. When the system 
is in use, it also serves to facilitate location of the clubs and 
to identify clubs belonging to different golfers. 

DESCRIPTION OF THE FIGURES 

[0008] FIG. 1 shoWs an embodiment of the present inven 
tion With an elongated cross section containing tWo approxi 
mately cylindrical containers. 

[0009] FIG. 2 shoWs an alternate embodiment of the 
present invention With tWo partitioned sections. 

[0010] FIGS. 3 and 4 shoW a vieW of the embodiment of 
FIG. 1 looking doWn from the top. 

[0011] FIGS. 4 and 5 shoWs a bottom vieW of the embodi 
ment of FIG. 1. 

[0012] FIG. 6 shoWs a sample spring mechanism for 
controlling a spike. 

[0013] FIG. 7 shoWs an alternative embodiment With a 
cover over a ?Xed spike. 

[0014] It should be understood that the above-mentioned 
?gures are provided solely to enhance the understanding of 
the present invention. The scope of the present invention is 
not limited to the draWings. 

DETAILED DESCRIPTION 

[0015] The present invention includes a container that has 
at least tWo internal elongated compartments or partial 
compartments that can hold golf clubs. The container mod 
ule can be equipped With one or more spikes to hold the 
container upright. The spikes can be spring-loaded or at least 
in communication With a one or more springs. The spikes 
can be controlled (such as eXtended or retracted) by a lever 
located anyWhere on the container, in particular on the side 
of the container. The spikes can also be ?Xed With a 
moveable cover that can be spring loaded. 

[0016] As can be seen in FIGS. 1-2, a container 1 can hold 
tWo or more golf clubs such as a Wedge 2 and a putter 3. One 
or more spikes 6 can protrude or be eXtended through the 
bottom of the container. These spikes 6 can be controlled by 
a button or sWitch or lever 5 located on the side or anyWhere 
on the container 1. 

[0017] FIGS. 1 and 2 shoW tWo different embodiments of 
the present invention. FIG. 1 shoWs a preferred embodiment 
that can contain tWo approximately circular compartments 
for holding the clubs. FIG. 3 shoWs an embodiment that 
more resembles the shape of a convention golf bag With a 
partition. Either embodiment, or any other means of arrang 
ing at least tWo compartments is Within the scope of the 
present invention. The system can be constructed from any 
durable material. Apreferred material is plastic or any rigid 
?brous material. It should be noted that the compartments do 
not need to be totally separated. Any arrangement that holds 
tWo golf clubs is Within the scope of the present invention. 

[0018] FIGS. 3-4 shoW top vieWs of the embodiment of 
FIG. 1. TWo approximately cylindrical compartments 8 are 
located in a container module 1 With a complete or partial 
partition 7 separating them. It is not necessary to the 
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functioning of the invention that the compartments be cylin 
drical; any shape is Within the scope of the present invention. 
It is not necessary that the compartments be completely 
separated. Golf clubs such as a Wedge and putter can be 
inserted vertically into these compartments 8. A handle or 
lift-out strap 4 can be attached to the side of the compart 
ment 1 to ease lifting the container out of a conventional golf 
bag. The strap can be attached anyWhere on the present 
invention. This strap can be rigid or ?exible and can also be 
constructed as a rigid hook that can hook over the top of a 

conventional golf bag, along With a ?exible lift-out strap for 
retrieval. A lever or sWitch 5 on the side of the container 
module 1 or elseWhere can be used to extend or retract the 

spikes. 

[0019] FIG. 5 shoWs a bottom vieW of an embodiment of 
the container module 1. A strap or bottom means 9 can be 
used to cover the compartments 8 to hold the clubs. Any 
means that keep the clubs in the device are Within the scope 
of the present invention. This means can be in any position. 
One or more spikes 6 can be located in the bottom of the 
compartment 1. Each spike 6 can be ?xed or retractable, and 
can be controlled by any type of internal mechanism. The 
spikes can be made from any rigid material such as hard 
plastic or metal. The spikes should be designed to not disturb 
the course. 

[0020] FIG. 6 shoWs a section vieW of an embodiment of 
the present invention. At least one retractable spike 6 is 
loaded With springs 11 coupled to a plate 10 that moves the 
spike 6 in and out. It should be remembered that any 
mechanism that extends or retracts a spike is Within the 
scope of the present invention. It should also be remembered 
that any arrangement With a ?xed spike is also Within the 
scope of the present invention. 

[0021] An alternate embodiment of the present invention 
uses a ?xed spike or spikes in the bottom of the device With 
a ?xed or sliding cover around the spike as can be seen in 

FIG. 7. In this embodiment, the cover 13 can be spring 
loaded and can slide back to reveal the spike When it is 
desired to use the spike. 

[0022] In FIG. 6, a lever or rod mechanism 12 can be 
attached to a sWitch or lever or thumb-push 5 that can 

control the raising or loWering of the spike or spikes 6. Any 
means of raising or loWering the spike or spikes is Within the 
scope of the present invention. In general, the spike or spikes 
6 can be extended With the control 5 When the container 
module 1 is caddied to a green so that it can be made to stand 
upright. They can be retracted When it is desired to store the 
container module in a golf bag or at any time it is not in use. 

[0023] An alternate embodiment of the present invention 
can be carried outside the golf bag attached to the golf bag 
by a strap, VELCRO or by any other means of carrying or 
attaching it to the outside of a golf bag. 

[0024] Various descriptions and ?gures of the present 
invention have been presented. It Will be apparent to one 
skilled in the art that numerous changes and variations can 
be made that are Within the spirit and scope of the present 
invention. 
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1. Asystem for caddying golf clubs to a green comprising: 

an elongated container module With an upper and loWer 
end for holding at least tWo golf clubs, said container 
module ?tting in a golf bag; 

at least one spike located on the loWer end of said 
container module for anchoring said container module 
When in use; 

a sliding cover located at the loWer end of said container 
module, said cover sliding upWard co-axially along 
said container module revealing said spike When said 
container module is pushed doWnWard against the 
ground. 

2. The system of claim 1 further comprising a vertical 
partition in said container module, said vertical partition 
dividing said container module lengthWise into a plurality of 
elongated sections, Whereby different golf clubs can be 
placed in different sections. 

3. The system of claim 1 further comprising at least one 
spring in communication With said cover and said container 
module resisting said upWard sliding. 

4. The system of claim 1 Wherein said at least tWo golf 
clubs comprise a Wedge and a putter. 

5. The system of claim 3 Wherein said spring causes said 
cover to slide doWnWard hiding said spike When said con 
tainer module is lifted from the ground. 

6. The system of claim 1 further comprising a lift-out strap 
on the upper end of said container module, Whereby said 
strap is used to lift said container module from said golf bag. 

7. The system of claim 1 further comprising at least tWo 
spikes on the loWer end of said container module. 

8. The system of claim 1 further comprising a control 
lever located on an outside surface of said container module 
for extending or retracting said cover. 

9. The system of claim 1 Wherein said compartments are 
approximately cylindrical. 

10. A device for transporting a Wedge and putter to a golf 
green comprising: 

a tubular container With tWo compartments, one compart 
ment for holding a Wedge and one compartment for 
holding a putter; 

a ?xed spike in communication With said tubular con 
tainer that holds said device upright on a course; 

a retractable cover covering said spike, said cover co-axial 
With said tubular container, said cover retracting as said 
tubular container is pressed against the ground expos 
ing said spike as said cover retracts. 

11. The device of claim 10 further comprising a spring in 
communication With said retractable cover. 

12. The device of claim 10 Wherein said retractable is 
controlled by a lever on a side of said tubular container. 

13. The device of claim 10 further comprising a second 
spike in communication With said tubular container. 

14. The device of claim 10 further comprising a lift-out 
strap attached to said tubular container. 

15. A method of caddying a Wedge and putter to a golf 
green comprising the steps of: 

placing a Wedge and putter in an elongated container 
module With an upper and loWer end for holding at least 
tWo golf clubs in at least tWo separate compartments; 



US 2004/0188288 A1 

providing at least one spike located on the loWer end of 
said container module for anchoring said container 
module When in use; 

providing a retractable cover covering said spike When 
said container module is not anchored; 

causing said cover to retract When said contain module is 
pressed against the ground alloWing said spike to 
penetrate the ground anchoring said container module. 

16. The method of claim 15 Wherein said retractable cover 
is in communication With a spring. 

17. The method of claim 15 Wherein said elongated 
container includes a lift-out strap. 

18. The method of claim 15 Wherein said retractable cover 
is controlled With a lever on an outside surface of said 
elongated container. 

19. A system for caddying golf clubs to a green compris 
mg: 
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an elongated container module With an upper and loWer 
end for holding at least tWo golf clubs in at least tWo 
separate compartments, said container module ?tting in 
a golf bag; 

at least one spike located on the loWer end of said 
container module for anchoring said container module 
When in use; 

a cover around the loWer end of said elongated cover that 

covers said spike When said spike is not in use, said 
cover sliding upWard to eXpose said spike When said 
spike is in use. 

20. The system of claim 19 further comprising at least one 
spring in communication With said cover. 


