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(57) ABSTRACT 

There is provided a seat cover for accommodating a child 
safety chair upon a seat. The seat cover comprises a loWer 
protective member Which is disposable upon a seating 
portion of the seat. This loWer member can accommodate 
the child safety chair When positioned in a rearward-facing 
direction to prevent it from permanently compressing the 
seating portion. The seat cover further comprises an upper 
protective member that is disposable against a seat-back 
portion of the seat. This upper member is selectively attach 
able With and detachable from the loWer member. By doing 
so, the upper member can further prevent the chair from 
permanently compressing the seat-back portion When it is 
repositioned in a forward-facing direction and placed in 
contact therewith. 
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TWO-STAGE PROTECTIVE CAR SEAT COVER 
FOR CHILD AND INFANT SAFETY CHAIRS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] (Not Applicable) 

STATEMENT RE: FEDERALLY SPONSORED 
RESEARCH/DEVELOPMENT 

[0002] (Not Applicable) 

BACKGROUND OF THE INVENTION 

[0003] The present invention relates generally to seat 
covers, and more particularly to an improved, tWo-stage seat 
cover Which transitions from a one-piece system for accom 
modating a rear-facing child safety chair to a tWo-piece 
system for accommodating a forWard-facing one to prevent 
a seat from being soiled and permanently compressed 
thereby. 
[0004] Child safety chairs have been marketed throughout 
the World for many years. It is noW mandatory Within the 
United States for parents to employ child safety chairs When 
traveling in vehicles so that their children are safe in case an 
unfortunate event such as a car accident should occur. 

[0005] Child safety chairs on seats are typically positioned 
in tWo directions depending upon the age and/or Weight of 
the child using it. The safety chair is typically placed to face 
toWard the vehicle’s rear When it is used upon a small infant 
generally up to siX months of age. As the infant matures in 
age and Weight (i.e., siX months up to eight years or eighty 
pounds in Weight), the child safety chair is usually turned 
around so that it faces toWard the front of the vehicle. 

[0006] Existing safety restraints such as lap and shoulder 
belts are typically utiliZed to harness the child safety chairs 
to the vehicular seats. HoWever, a signi?cant problem eXists 
in that the Weight of these chairs are continuously applied 
upon the vehicular seats, thereby often causing permanent 
compression damages thereto. The degree of permanent 
compression damage can drastically increase given the fact 
that the Weight of infant or child has to be accounted for in 
addition to the safety chair’s Weight. Most parents have 
found such damage to be simply unacceptable as they 
permanently deforms the seats of their vehicles. 

[0007] Further marring to the vehicular seats can occur 
When infants or children using the child safety chairs inad 
vertently soil the seats, for eXample, by diaper leaks on 
accidental spilling of their drinks and/or food. 

[0008] To alleviate these problems, many parents resort to 
using seat coverings such as plastic sheets, rubber mats and 
foam padded blankets betWeen the vehicular seats and the 
child safety chairs. Though these seat coverings generally 
achieve their primary objective of protecting vehicular seats, 
they possess certain de?ciencies Which detract for their 
overall utility. 

[0009] Perhaps the greatest de?ciency of such coverings is 
their inability to protect the entirety of the vehicular seats. 
Speci?cally, plastic sheets, rubber mats and padded blankets 
are essentially tailored to cover only the seating portions of 
the vehicular seats and may be useful When accommodating 
a rearWard-facing safety chair as it distributes Weight solely 
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on the seating portion of the vehicular seat. HoWever, When 
the chair is repositioned to be forWard-facing, these cover 
ings typically cannot prevent the chair from further contact 
ing the eXposed seat-back portion of the vehicular seat 
thereby inevitably dispersing its Weight thereto. Although 
multiple layers of plastic sheets, rubber mats or padded 
blankets may theoretically be spread over the seats, such 
arrangement Will be aesthetically unpleasing, not to mention 
being aWkWard and difficult to maintain as they are not 
designed for such use. 

[0010] In vieW of the above-described shortcomings of 
conventional vehicular seat coverings, there eXists a need in 
the art for a vehicular seat cover that can optimally accom 
modate both rearWard and forWard facing child safety chairs, 
the directions of Which are critical at various stages of a 
child’s groWth. More speci?cally, there eXists a need for a 
vehicular seat cover Which can prevent vehicular seats from 
becoming soiled and permanently compressed irrespective 
of the orientations that the child safety chairs take. 

BRIEF SUMMARY OF THE INVENTION 

[0011] The present invention speci?cally addresses and 
alleviates the above-referenced de?ciencies associated With 
the use of the seat coverings of the prior art. More particu 
larly, the present invention is an improved, tWo-stage seat 
cover Which may easily alternate betWeen one-piece and 
tWo-piece con?gurations so as to accommodate both rear 
and forWard facing child safety chairs. As Will be demon 
strated beloW, the present seat cover’s adaptability to tran 
sition betWeen such con?gurations alloWs an infant and/or 
child to be safely carried Within a vehicle, While preventing 
the vehicular seats from being damaged by accidental soil 
ing or permanent compressions caused by the Weight-bear 
ing-child safety chairs. 

[0012] In accordance With a preferred embodiment of the 
present invention, there is provided a tWo-stage seat cover 
for preventing a vehicular seat from being soiled or perma 
nently deformed by a child safety chair Which continuously 
applies its Weight thereupon. The seat cover of the present 
invention comprises a loWer rigid/semi-rigid protective 
member Which is disposable upon a seating portion of the 
vehicular seat. The loWer protective member is speci?cally 
designed for accommodating a rearWard-facing safety chair 
as it is solely the chair’s base section that contacts and thus 
applies Weight to the seat at the seating portion. By using the 
loWer protective member betWeen the safety chair and the 
seating portion, the Weight of the chair is distributed over the 
entire surface area of the protective member to thereby 
reduce any force generated by the Weight from deforming 
the seating portion. Hence, the seating portion is prevented 
from suffering any permanent compression deformation. 

[0013] The loWer protective member additionally includes 
a loWer peripheral edge Which forms a ridge-like con?gu 
ration substantially therearound. This ridge may be formed 
by shaping the loWer peripheral edge in that con?guration, 
or alternatively, by selectively extending an elongate strip 
around the loWer peripheral edge. If the latter step is taken, 
the strip should be fabricated from a rigid or semi-rigid 
material (e.g., rubber) so that a con?guration of a ridge is 
maintained at all times. By providing the ridge, any spills 
such as spilled drinks or diaper leaks originating from the 
child safety chair are maintained Within the ridge and on the 
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top surface of the protective member to prevent them from 
contacting and soiling any part of the seat and/or vehicular 
interiors. 

[0014] Optionally, at least one pocket may be provided on 
the loWer forWard edge part of the loWer protective member. 
Such pocket(s) may be any type Which can adequately hold 
various items (e.g., baby bottles, toys, etc.) therein such as 
a mesh pocket, for eXample. The pocket may be attached to 
the loWer forWard edge by multiple means such as hook 
and-loop strips (commonly called the Velcro) or by simply 
using permanent fasteners. 

[0015] In the preferred embodiment of the present inven 
tion, the seat cover also features an upper protective member 
Which is selectively attachable to the loWer protective mem 
ber and is disposable against a seat-back portion of the 
vehicular seat. The upper protective member is speci?cally 
designed to be used in combination With the loWer protective 
member for accommodating a forWard-facing safety chair as 
it further applies its Weight to the seat-back portion of the 
seat in addition to the seating portion. By providing the 
upper protective member When desired, the force generated 
by the Weight of the forWard-facing chair may similarly be 
more evenly distributed thereby so as to replace localiZed 
compression forces on the seat-back portion of the vehicle 
seat. Thus, the seat-back portion, as Well as the seating 
portion, can be protected from becoming permanently 
deformed by the continuous Weight imposed by the child 
safety chair. 

[0016] The upper and loWer protective members may be 
releasibly attached to each other through one of many 
knoWn conventional methods. One of such preferred meth 
ods is employing the hook-and-loop fastening (commonly 
called Velcro). More speci?cally, a hook strip can be formed 
adjacent the upper bottom edge of the upper protective 
member, Whereas a loop strip can be formed adjacent the 
loWer rear edge of the loWer protective member. HoWever, 
one of ordinary skill in the art Will recogniZe that an alternate 
arrangement may also be possible Where the hook strip is 
de?ned adjacent the loWer rear edge and the loop strip is 
de?ned adjacent the upper bottom edge. By utiliZing this 
hook-and-loop arrangement, the upper protective member 
can easily and conveniently be attachable and detachable 
With respect to the loWer protective member. 

[0017] In operation, the present tWo-stage seat cover is 
used according to a child’s groWth progression for the 
purpose of accommodating a child safety chair upon a 
vehicular seat. As mentioned above, a parent typically 
utiliZes the safety chair in a rearWard-facing direction When 
his or her child is in the infant stage (i.e., beloW siX months 
of age). To accommodate the rearWard-facing safety chair, 
the parent may solely lay the loWer protective member on 
the seat’s seating portion such that the rearWard-facing 
safety chair can be accommodated thereupon substantially 
Within its formed ridge-like con?guration. In this respect, 
the risk of permanent compression damage to the seating 
portion is signi?cantly mitigated as the force generated by 
the chair’s Weight is more uniformly distributed by the loWer 
protective member. Of course, any spillage originating from 
the safety chair Will be contained Within the vertical barrier 
formed by the loWer member’s ridge con?guration. 

[0018] When the infant matures in age and Weight (i.e., siX 
months up to eight years or eighty pounds in Weight), the 
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child safety chair must be turned around so that it noW faces 
the front of the vehicle. In order to further prevent the Weight 
of the forWard-facing chair from being directly applied to 
the seat’s seat-back portion, the upper protective member is 
disposed therebetWeen. More particularly, the upper mem 
ber’s hook strip can be abutted to the loWer member’s loop 
strip for releasible attachment betWeen the upper and loWer 
protective members. By doing so, further Weight applied to 
the seat-back portion by the forWard-facing chair is suf? 
ciently distributed by the upper protective member so as to 
protect against permanent compression damage. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0019] These as Well as other features of the present 
invention Will become more apparent upon reference to the 
draWings Wherein: 

[0020] FIG. 1 is a perspective vieW of a tWo-stage seat 
cover constructed in accordance With a preferred embodi 
ment of the present invention disposed upon a vehicular 
seat; 

[0021] FIG. 2 is a perspective vieW of a loWer protective 
member of the seat cover shoWn in FIG. 1 and illustrating 
its placement on the seat’s seating portion to accommodate 
a rearWard-facing child safety chair thereupon; 

[0022] FIG. 3 is a perspective vieW of the seat cover of 
FIG. 1 formed by attaching an upper protective member to 
the loWer protective member of FIG. 2 and illustrating a 
forWard-facing child safety chair Which is accommodated 
thereupon; and 

[0023] FIG. 4 is an exploded perspective vieW of the seat 
cover of FIG. 1 and illustrating its hook and loop strips for 
releasibly attaching the loWer and upper protective members 
together and attaching an optional storage pocket. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0024] Referring noW to the draWings Wherein the shoW 
ings are for purposes of illustrating preferred embodiments 
of the present invention only, and not for purposes of 
limiting the same, FIG. 1 perspectively illustrates a tWo 
stage seat cover 10 constructed in accordance With a pre 
ferred embodiment of the present invention. As indicated 
above, the present seat cover 10 can easily alternate betWeen 
one-piece and tWo-piece con?gurations for accommodating 
both rear and forWard facing child safety chairs 12, 14. As 
Will be come more apparent infra, this ability to transition 
betWeen such con?gurations helps prevent a vehicular seat 
16 such as a car seat from being damaged by accidental 
soiling or permanent compressions caused by the Weight 
bearing child safety chairs 12, 14. It is recogniZed herein that 
the present seat cover 10 may be utiliZed With other types of 
seats other than vehicular seats 16. 

[0025] Referring more particularly to FIGS. 1 and 4, the 
seat cover 10 of the present invention is comprised of a 
loWer protective member 18 and an upper protective mem 
ber 20. Although those ?gures speci?cally shoW the loWer 
and upper protective members 18, 20 as being generally 
rectangular, it Will be recogniZed by one of ordinary skill in 
the art that any shapes, con?gurations, siZes and/or geom 
etries that can substantially accommodate the safety chair 12 
or 14 thereupon are contemplated herein. Additionally, the 
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lower and upper protective member 18, 20 may provide a 
variety forms of textures. HoWever, it is preferred that the 
loWer and upper protective members 18, 20 are each fabri 
cated from a rigid or semi-rigid material that additionally 
possesses tactile frictionally grip properties, and/or provides 
at least some degree of cushioning to, the child safety chair 
12 or 14. An exemplary material for this purpose is a 
polymer, foamed polymer and/or foam rubber, but other 
foamed polymer and/or materials are expressly contem 
plated herein. Optionally, a Washable protective cover 22 
such as the one made of a nylon fabric may encapsulate the 
loWer and upper protective members 18, 20 so as to protect 
their materials from being soiled by a spillage for example. 

[0026] Referring noW to FIG. 2 only, the loWer protective 
member 18 is adapted to be disposed upon a seating portion 
24 of the vehicular seat 16. The loWer protective member 18 
accommodates a rearWard-facing safety chair 12 by itself as 
it is only the chair’s base section 26 Which contacts and thus 
applies Weight to the seating portion 24. By being placed 
betWeen the safety chair 12 and the seating portion 24, the 
loWer protective member 18 operates to more uniformly 
distribute the chair Weight and infant Weight across the 
surface area of the seating portion 24. Hence, the risk of 
permanent compression damage to the seating portion 24 is 
signi?cantly mitigated. 

[0027] The loWer protective member 18 preferably 
includes a loWer peripheral edge 28 Which de?nes the outer 
boundaries thereof. The loWer peripheral edge 28 is gener 
ally formed by a loWer forWard edge 30 (disposed aWay 
from the upper protective member 20), a loWer rear edge 32 
(disposed toWard the upper member 20) and tWo loWer side 
edges 34 interconnecting them. Although not mandatory, the 
loWer peripheral edge 28 forms a ridge-like con?guration 36 
substantially therearound (i.e. except its loWer forWard edge 
30). HoWever, an alternate con?guration forms the ridge 36 
around the entirety of the loWer peripheral edge 28. 

[0028] The ridge 36 may be integrally having various 
heights With the loWer protective member 18. Alternatively, 
an elongate strip 38 may be selectively extended around the 
loWer peripheral edge 28 to form the desired ridge 36. In this 
latter embodiment, such strip 38 is preferably constructed 
from a rigid or semi-rigid material (e.g., polymer on rubber) 
so that the con?guration of a ridge 36 can be sustained 
irrespective of various pressures impacting the same. By 
providing this ridge 36, any spills such as spilled drinks or 
diaper leaks originating from the child safety chair 12 or 14 
can be contained Within the boundary set thereby to prevent 
them from ?oWing out and soiling any part of the seat 16 
and/or vehicular interior. 

[0029] Optionally, the loWer protective member 18 may 
have at least one storage pocket 40 Which may be extended 
from its loWer forWard edge 30. The pocket(s) 40 may be 
any type of pocket Which can adequately hold various items 
(e.g., baby bottles, toys, etc.) therein. One example of such 
pocket may be a mesh pocket Which de?nes from one to any 
number of suf?ciently deepened pouches. The pocket(s) 40 
may be remarkably mounted to the loWer forWard edge 30 
in any conventional manner such as using hook-and-loop or 
fasteners and/or snaps or Zippers. Furthermore, the loWer 
protective member 18 may optionally include at least one 
folding line 42 Which extends betWeen the tWo loWer side 
edges 34. This folding line(s) 42 alloWs the loWer protective 
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member 18 to be folded so as to facilitate carrying thereof 
When it is not in use and further better accommodate any 
curvature the seat portion 24. 

[0030] Referring noW to FIGS. 1, 3 and 4, the upper 
protective member 20 is con?gured to be disposed against a 
seat-back portion 44 of the vehicular seat 16. The upper 
protective member 20 is used in combination With the loWer 
protective member 18 so that a forWard-facing child safety 
chair 14 can be accommodated collectively thereby. The 
upper protective member 20 is adapted to be generally 
contiguous With the surface of the seat-back portion 44. In 
this regard, When the child safety chair 14 is placed in the 
forWard-face direction, the chair’s top section 46 further 
contacts and thus applies its Weight thereto in addition to the 
chair’s base section 26 applying Weight to the seating 
portion 24. 

[0031] It is preferred that the upper protective member 20 
can be selectively attachable With and detachable from the 
loWer protective member 18. By providing the upper pro 
tective member 20 When desired, the compressive force 
generated by the Weight of the forWard-facing chair 14 may 
be more uniformly distributed upon the entire surface area of 
the seat portion 44 so as to lessen the continuous impact of 
the chair 14 at the seat-back portion 44. Therefore, the 
seat-back portion 44 of the vehicular seat 16, as Well as its 
seating portion 24, can be adequately protected from becom 
ing permanently deformed by the continuous Weight respec 
tively imposed by the top and base sections 46, 26 of the 
forWard-facing child safety chair 14. 

[0032] The upper protective member 20 has an upper 
peripheral edge 48 de?ning the outer boundaries thereof. 
The upper peripheral edge 48 is characteriZed by an upper 
top edge 50 (disposed aWay from the loWer protective 
member 18), an upper bottom edge 52 (disposed toWard the 
loWer protective member 18) and tWo upper side edges 54 
interconnecting them. The upper protective member 20 may 
optionally have at least one folding line 56 that can extend 
betWeen the tWo upper side edges 54 Which alloWs it to 
similarly be folded for ease of carrying and conform to the 
curvature of the seat portion 44. Further optional is a 
trimming 58 Which may be extended betWeen the upper side 
edges 54 through the upper top edge 50. Although this 
trimming 58 may be any type or form, it is preferably a 
nylon fabric trimming. Moreover, a person of ordinary skill 
in the art Will recogniZe that a variety of indicia such as 
company names, designs or logos may be inscribed Within 
the upper peripheral edge 48. 

[0033] As illustrated in FIG. 4, the upper and loWer 
protective members can be releasibly attached to each other 
by preferably employing the hook-and-loop strips (com 
monly called the Velcro) formed therebetWeen. HoWever, 
one of ordinary skill in the art Will realiZe that such relea 
sible attachment may be accomplished via other knoWn 
conventional methods (e.g., releasible pins, buttons, etc.). In 
particular, a hook strip 60 is formed adjacent the upper 
bottom edge 52 of the upper protective member 20. A loop 
strip 62 is formed adjacent the loWer rear edge 32 of the 
loWer protective member 18. It is easily contemplated, 
hoWever, that the positioning of the hook and loop strips 60, 
62 be reversed such that the hook strip 60 is formed adjacent 
the loWer rear edge 32 and the loop strip 62 is formed 
adjacent the upper bottom edge 52. By utiliZing this hook 
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and-loop arrangement, the upper protective member 20 can 
easily and conveniently be attached and detached With 
respect to the loWer protective member 18. 

[0034] In operation, the present tWo-stage seat cover 10 is 
used according to a child’s groWth progression and accom 
modates a child safety chair 12, 14 upon a vehicular seat 16 
Without in?icting any damage thereto. Typically, a parent 
positions the safety chair 12 in a rearWard-facing direction 
When his or her child is in the infant stage (i.e., beloW six 
months of age). In this scenario, the loWer protective mem 
ber 18 is used Without the upper protective member 20 and 
is placed upon the seating portion 24. The rearWard-facing 
child safety chair 12 may then be set upon the loWer 
protective member 18 substantially Within its formed ridge 
like con?guration 36. By doing so, the risk of permanent 
compression damage to the seating portion 24 is signi? 
cantly reduced as the force generated by the chair’s Weight 
is more uniformly distributed by (i.e. disbursed) the loWer 
protective member 18. Of course, any spillage (i.e., spilled 
drinks, diaper leakage) coming from the child safety chair 12 
or 14 Will be contained Within ridge 36 as it forms a vertical 
substantially around the loWer peripheral edge 28. 

[0035] As the infant matures in age and Weight (i.e., six 
months up to eight years or eighty pounds in Weight), the 
child safety chair 14 must be turned around so that it noW 
faces the front of the vehicle. The upper protective member 
20 is placed betWeen the chair’s top section 46 and the 
seat-back portion 44 to alleviate the Weight of the forWard 
facing chair 14 from being directly applied to the seat-back 
portion 44. To accomplish such end, the upper member’s 
hook strip 60 is releasibly attached to the loWer member’s 
loop strip 62. In this respect, Weight applied to the seat-back 
portion 44 by the forWard-facing chair 14 can be suf?ciently 
distributed by the upper protective member 20 in order to 
protect against permanent compression damages. The upper 
protective member 20 is easily detachable for adaptation 
toWard the rearWard-facing chair 12 so that the present seat 
cover 10 can be reused for other infants (e.g., younger 
siblings). 
[0036] Additional modi?cations and improvements of the 
present invention may also be apparent to those of ordinary 
skill in the art. Thus, the particular combination of parts 
described and illustrated herein is intended to represent only 
certain embodiments of the present invention, and is not 
intended to serve as limitations of alternative devices Within 
the spirit and scope of the invention. 

1-50. (Cancelled). 
51. A seat cover for accommodating a child safety chair 

upon a seat having seating and seat-back portions, the seat 
cover comprising: 

a loWer protective member disposable upon the seating 
portion of the seat and de?ning a loWer peripheral edge 
formed by a loWer forWard edge, a loWer rear edge and 
a pair of opposed loWer side edges interconnecting the 
loWer forWard edge and the loWer rear edge, the loWer 
peripheral edge forming a ridge substantially there 
around, the loWer protective member being con?gured 
to accommodate the child safety chair When positioned 
in a rearWard-facing direction for preventing the chair 
from permanently compressing the seating portion; and 
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an upper protective member disposable against the seat 
back portion of the seat and de?ning an upper periph 
eral edge formed by an upper top edge, an upper bottom 
edge and a pair of upper side edges interconnecting the 
upper top edge and the upper bottom edge, the upper 
protective member being selectively attachable to and 
detachable from the loWer protective member so as to 
be con?gured to prevent the chair from permanently 
compressing the seat-back portion When the chair is 
repositioned in a forWard-facing direction and placed in 
contact thereWith, Wherein the loWer protective mem 
ber includes at least one folding line extending betWeen 
the loWer side edges and oriented generally parallel to 
and disposed betWeen the loWer forWard edge and the 
loWer rear edge, the upper protective member including 
at least one folding line extending betWeen the upper 
side edges and oriented generally parallel to and dis 
posed betWeen the upper top edge and the upper bottom 
edge, each of the folding lines being con?gured to 
alloW respective ones of the loWer and upper protective 
members to be folded so as to accommodate curvature 
of the seating and seat-back portions, a V-shaped notch 
being formed in the ridge at each of the loWer side 
edges adjacent to the folding line in the loWer protec 
tive member. 

52. The seat cover of claim 51 Wherein the seat is a 
vehicular seat. 

53. The seat cover of claim 51 Wherein the loWer and 
upper protective members are each fabricated from a mate 
rial siZed and con?gured to provide cushioning to the child 
safety chair. 

54. The seat cover of claim 53 Wherein the loWer and 
upper protective members each comprise a protective cover 
Which encapsulates the cushioning material. 

55. A seat cover for accommodating a child safety chair 
upon a seat having seating and seat-back portions, the seat 
cover comprising: 

a loWer protective member disposable upon the seating 
portion of the seat, the loWer protective member being 
con?gured to accommodate the child safety chair When 
positioned in a rearWard-facing direction for preventing 
the chair from permanently compressing the seating 
portion; and 

an upper protective member disposable against the seat 
back portion of the seat and de?ning an upper periph 
eral edge formed by an upper top edge, an upper bottom 
edge and a pair of upper side edges interconnecting the 
upper top edge and the upper bottom edge, the upper 
protective member being releasibly attachable to the 
loWer protective member so as to be con?gured to 
prevent the chair from permanently compressing the 
seat-back portion When the chair is repositioned in a 
forWard-facing direction and placed in contact there 
With, the upper protective member including at least 
one folding line oriented generally parallel to and 
disposed betWeen the upper top edge and the upper 
bottom edge, the folding line extending betWeen the 
upper side edges and being con?gured to alloW the 
upper protective member to be folded so as to accom 
modate curvature of the seat-back portion. 

56. The seat cover of claim 55 Wherein the seat is a 
vehicular seat. 
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57. The seat cover of claim 55 wherein the loWer and 
upper protective members are each fabricated from a mate 
rial siZed and con?gured to provide cushioning to the child 
safety chair. 

58. The seat cover of claim 57 Wherein the loWer and 
upper protective members each comprise a protective cover 
Which encapsulates the cushioning material. 

59. (Currently Amended) Aseat cover for accommodating 
a child safety chair upon a seat having seating and seat-back 
portions, the seat cover comprising: 

a loWer protective member disposable upon the seating 
portion of the seat, the loWer protective member being 
con?gured to accommodate the child safety chair When 
positioned in a rearWard-facing direction for preventing 
the chair from permanently compressing the seating 
portion; and 

an upper protective member disposable against the seat 
back portion of the seat, the upper protective member 
being selectively attachable to and detachable from the 
loWer protective member so as to be con?gured to 
prevent the chair from permanently compressing the 
seat-back portion When the chair is repositioned in a 
forWard-facing direction and placed in contact there 
With, Wherein the loWer and upper protective members 
are each fabricated from a material having a tactile 
property con?gured to frictionally grip the child safety 
chair. 

60. The seat cover of claim 59 Wherein the seat is a 
vehicular seat. 

61. The seat cover of claim 59 Wherein the loWer and 
upper protective members are each fabricated from rubber. 

62. The seat cover of claim 61 Wherein the rubber is foam 
rubber. 

63. The seat cover of claim 59 Wherein the loWer and 
upper protective members are each fabricated from polymer. 

64. The seat cover of claim 63 Wherein the polymer is 
foamed polymer. 
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65. A seat cover for accommodating a child safety chair 
upon a seat having seating and seat-back portions, the seat 
cover comprising: 

a loWer protective member disposable upon the seating 
portion of the seat and being con?gured to accommo 
date the child safety chair When positioned in a rear 
Ward-facing direction for preventing the chair from 
permanently compressing the seating portion. 

66. The seat cover of claim 65 Wherein the seat is a 
vehicular seat. 

67. The seat cover of claim 65 Wherein the loWer protec 
tive member is fabricated from a material siZed and con?g 
ured to provide cushioning to the child safety chair. 

68. The seat cover of claim 67 Wherein the loWer protec 
tive member comprises a protective cover Which encapsu 
lates the cushioning material. 

69. The seat cover of claim 65 Wherein the loWer protec 
tive member de?nes a loWer peripheral edge formed by a 
loWer forWard edge, a loWer rear edge and a pair of opposed 
loWer side edges interconnecting the loWer forWard edge and 
the loWer rear edge, the loWer peripheral edge forming a 
ridge substantially therearound for containing spills there 
Within. 

70. The seat cover of claim 69 Wherein the loWer protec 
tive member includes at least one folding line extending 
betWeen the loWer side edges and oriented generally parallel 
to and disposed betWeen the loWer forWard edge and the 
loWer rear edge, the ridge having a V-shaped notch formed 
at each one of the loWer side edges adjacent to the folding 
line to alloW the loWer protective member to be folded 
therealong so as to accommodate curvature of the seating 
portion. 

71. The seat cover of claim 70 Wherein the folding line is 
positioned generally midWay betWeen the loWer forWard 
edge and the loWer rear edge. 

* * * * * 


