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(57) ABSTRACT 

Aprocess/apparatus is disclosed for continuously separating 
a liquid medium comprising diluent and unreacted mono 
mers from a polymerization ef?uent comprising diluent, 
unreacted monomers and polymer solids, comprising a 
continuous discharge of the polymerization ef?uent from a 
slurry reactor through a discharge valve and transfer conduit 
into a ?rst intermediate pressure ?ash tank With a conical 
bottom de?ned by substantially straight sides inclined at an 
angle to that of horizontal equal to or greater than the angle 
of slide of the slurry/polymer solids and an exit seal chamber 
of such diameter (d) and length (l) as to maintain a desired 
volume of concentrated polymer solids/slurry in the exit seal 
chamber such as to form a pressure seal While continuously 
discharging a plug How of concentrated polymer solids/ 
slurry bottom product of said ?rst ?ash tank from the exit 
seal chamber through a seal chamber exit reducer With 
inclined sides de?ned by substantially straight sides inclined 
at an angle to that of horizontal equal to or greater than the 
angle of slide of the polymer solids Which remain after 
removal of about 50 to 100% of the inert diluent therefrom 
to a second ?ash tank at a loWer pressure. 
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CONTINUOUS SLURRY POLYMERIZATION 
VOLATILE REMOVAL 

[0001] This application is a continuation of US. applica 
tion Ser. No. 10/260,010, ?led Mar. 11, 2003, Which is a 
continuation of US. application Ser. No. 09/955,729, ?led 
Sep. 19, 2001, Which is a divisional of US. application Ser. 
No. 09/679,959, ?led Oct. 5, 2000, now US. Pat. No. 
6,319,997, Which is a divisional of US. application Ser. No. 
09/313,818, ?led May 18, 1999, now US. Pat. No. 6,204, 
344, Which is a continuation-in-part of US. application Ser. 
No. 09/080,412, ?led May 18, 1998, and US. application 
Ser. No. 09/081,392, now US. Pat. No. 6,281,300, ?led May 
18, 1998, Which claim the bene?t of US. Provisional 
Application No. 60/078,859, ?led Mar. 20, 1998. Each of the 
patent applications listed above through Which priority is 
claimed by this patent application is fully incorporated by 
reference herein. 

FIELD OF INVENTION 

[0002] The present invention relates to an apparatus for 
continuously separating polymer solids from a liquid 
medium comprising an inert diluent and unreacted mono 
mers in a slurry polymeriZation process. In particular, the 
present invention relates to an apparatus for continuously 
separating polymer solids from a liquid medium, drying the 
polymer, and recovering the diluent and unreacted mono 
mers With a reduction in compression needed for diluent 
vapor condensation to liquid diluent for reuse in the poly 
meriZation process. In another aspect, the invention relates 
to a method for continuously separating polymer solids from 
a liquid medium. In particular, the invention relates to a 
method for continuously separating polymer solids from a 
liquid medium, drying the polymer, and recovering the inert 
diluent and unreacted monomers for reuse in the polymer 
iZation process. 

BACKGROUND OF THE INVENTION 

[0003] In many polymeriZation processes for the produc 
tion of polymer, a polymeriZation effluent is formed Which 
is a slurry of particulate polymer solids suspended in a liquid 
medium, ordinarily the reaction diluent and unreacted 
monomers. A typical eXample of such processes is disclosed 
in Hogan and Bank’s US. Pat. No. 2,285,721, the disclosure 
of Which is incorporated herein by reference. While the 
polymeriZation processes described in the Hogan document 
employs a catalyst comprising chromium oXide and a sup 
port, the present invention is applicable to any process 
producing an effluent comprising a slurry of particulate 
polymer solids suspended in a liquid medium comprising a 
diluent and unreacted monomer. Such reaction processes 
include those Which have come to be knoWn in the art as 
particle form polymeriZations. 

[0004] In most commercial scale operations, it is desirable 
to separate the polymer and the liquid medium comprising 
an inert diluent and unreacted monomers in such a manner 
that the liquid medium is not eXposed to contamination so 
that the liquid medium can be recycled to the polymeriZation 
Zone With minimal if any puri?cation. Aparticularly favored 
technique that has been used heretofore is that disclosed in 
the Scoggin et al, US. Pat. No. 3,152,872, more particularly 
the embodiment illustrated in conjunction With FIG. 2 of 
that patent. In such processes the reaction diluent, dissolved 
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monomers, and catalyst are circulated in a loop reactor 
Wherein the pressure of the polymeriZation reaction is about 
100 to 700 psia. The produced solid polymer is also circu 
lated in the reactor. A slurry of polymer and the liquid 
medium is collected in one or more settling legs of the slurry 
loop reactor from Which the slurry is periodically discharged 
to a ?ash chamber Wherein the miXture is ?ashed to a loW 
pressure such as about 20 psia. While the ?ashing results in 
substantially complete removal of the liquid medium from 
the polymer, it is necessary to recompress the vaporiZed 
polymeriZation diluent (i.e., isobutane) in order to condense 
the recovered diluent to a liquid form suitable for recycling 
as liquid diluent to the polymeriZation Zone. The cost of 
compression equipment and the utilities required for its 
operation often amounts to a signi?cant portion of the 
eXpense involved in producing polymer. 

[0005] Some polymeriZation processes distill the lique?ed 
diluent prior to recycling to the reactor. The purpose of 
distillation is removal of monomers and light-end contami 
nants. The distilled liquid diluent is then passed through a 
treater bed to remove catalyst poisons and then on to the 
reactor. The equipment and utilities costs for distillation and 
treatment can be a signi?cant portion of the cost of produc 
ing the polymer. 

[0006] In a commercial scale operation, it is desirable to 
liquefy the diluent vapors at minimum cost. One such 
technique used heretofore is disclosed in Hanson and 
Sherk’s US. Pat. No. 4,424,341 in Which an intermediate 
pressure ?ash step removes a signi?cant portion of the 
diluent at such a temperature and at such a pressure that this 
?ashed portion of diluent may be liqui?ed by heat exchange 
instead of by a more costly compression procedure. 

BRIEF SUMMARY OF THE INVENTION 

[0007] The present invention relates to an apparatus for 
continuously separating polymer solids from a liquid 
medium comprising an inert diluent and unreacted mono 
mers. In another aspect, the invention relates to an apparatus 
for continuously separating polymer solids from a liquid 
medium, drying the polymer, and recovering the diluent and 
unreacted monomers With a reduction in compression 
needed for diluent vapor condensation to liquid diluent for 
reuse in a polymeriZation process. In another aspect, the 
invention relates to a method for continuously separating 
polymer solids from a liquid medium. In another aspect, the 
invention relates to a method for continuously separating 
polymer solids from a liquid medium, drying the polymer, 
and recovering the inert diluent and unreacted monomers for 
reuse in a polymeriZation process. 

[0008] In accordance With the present invention, there is 
provided an apparatus for continuously recovering polymer 
solids from a polymeriZation effluent comprising a slurry of 
said polymer solids in a liquid medium comprising an inert 
diluent and unreacted monomers. The apparatus comprises a 
discharge valve on a slurry reactor, examples of Which 
include slurry loop reactors and stirred tank slurry reactors, 
for the continuous discharge of a portion of the slurry reactor 
contents into a ?rst transfer conduit: a ?rst ?ash tank having 
a bottom de?ned by substantially straight sides inclined at an 
angle to the horiZontal equal to or greater than the angle of 
slide of the slurry/polymer solids; Wherein the pressure of 
the ?rst ?ash tank and temperature of the polymeriZation 
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ef?uent are such that from about 50% to about 100% of the 
liquid medium Will be vaporized and the inert diluent 
component of said vapor is condensable, Without compres 
sion, by heat exchange With a ?uid having a temperature in 
the range of about 65° F. to about 135° F.: a ?rst ?ash tank 
exit seal chamber, communicating With said ?rst ?ash tank, 
of such a length (l) and diameter (d) as to permit such a level 
of concentrated polymer solids/slurry to accumulate and 
form a pressure seal in said ?rst ?ash tank exit seal chamber: 
a seal chamber exit reducer providing for a continuous 
discharge of a plug ?oW of concentrated polymer solids/ 
slurry to a second transfer conduit Which communicates the 
concentrated polymer solids/slurry into a second ?ash tank 
Wherein the pressure of said second ?ash tank and tempera 
ture of the concentrated polymer solids/slurry are such that 
essentially all of any remaining inert diluent and/or unre 
acted monomer Will be vaporiZed and removed overhead for 
condensation by compression and heat exchange and the 
polymer solids are discharged from the bottom of said 
second ?ash tank for additional processing or storage. 

[0009] The invention provides also a method for the 
continuous removal of a stream of polymeriZation ef?uent 
from a slurry reactor through a discharge valve; increasing 
the heat content of the polymeriZation ef?uent during its 
transit through said ?rst transfer conduit to a temperature 
beloW the fusion point of the polymer While continuously 
communicating the polymeriZation ef?uent to a ?rst ?ash 
tank having a bottom de?ned by substantially straight sides 
inclined at an angle to the horiZontal equal to or greater than 
the angle of slide of the concentrated polymer solids/slurry; 
continuously vaporiZing from about 50% to about 100% of 
the liquid medium in said ?rst heated ?ash tank to yield a 
concentrated polymer solids/slurry and a vapor stream at 
such a temperature and pressure that the inert diluent content 
of said vapor is condensable, Without compression, by heat 
exchange With a ?uid having a temperature in the range from 
about 65° F. to about 135° F.; continuously discharging the 
concentrated polymer solids/slurry from said ?rst ?ash tank 
to a ?rst ?ash tank exit seal chamber of such a length (l) and 
diameter (d) that a volume of concentrated polymer solids/ 
slurry is continuously maintained so as to form a pressure 
seal in said ?rst ?ash tank exit seal chamber; continuously 
discharging the concentrated polymer solids/slurry from 
said ?rst ?ash tank seal chamber through a seal chamber exit 
reducer de?ned by substantially straight sides inclined at an 
angle to that of horiZontal equal to or greater than the angle 
of slide of the polymer solids Which remain after removal of 
about 50 to 100% of the inert diluent therefrom; communi 
cating a continuous plug ?oW of concentrated polymer 
solids/slurry from said ?rst ?ash tank exit seal chamber 
through said seal chamber exit reducer to a second transfer 
conduit Which communicates said continuous plug ?oW of 
concentrated polymer solids/slurry to a second ?ash tank; 
and continuously vaporiZing essentially all of any remaining 
inert diluent and/or unreacted monomer in a second ?ash 
tank operated at a loWer pressure than said ?rst ?ash tank; 
condensing the vaporiZed inert diluent and/or unreacted 
monomer from said second ?ash tank by compression and 
heat exchange; and continuously discharging the essentially 
dried polymer slurry from said second ?ash tank for further 
processing or storage. 

[0010] The present invention also relates to an apparatus 
for capturing a higher Weight percentage of polymer solids 
from a circulating slurry in a loop reactor than the Weight 
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percentage of solids in the circulating slurry. The apparatus 
includes a conduit having a ?rst end, Wherein said ?rst end 
extends for a distance into the loop reactor. The conduit also 
has portions de?ning an opening Wherein said opening is 
positioned relative to the direction of the circulating slurry. 
Desirably, the opening may be facing the direction of ?oW 
of the circulating slurry. Additionally, a portion of the 
conduit may extend outWardly from the loop reactor for 
discharging, continuously or otherWise the polymer solids 
from the loop reactor. 

[0011] The present invention also provides a process for 
capturing a higher Weight percentage of polymer solids from 
a circulating slurry in a loop reactor than the Weight per 
centage of polymer solids in the circulating slurry. This 
process includes the step of extending for a distance into a 
the loop reactor a conduit having portions de?ning an 
opening Wherein said opening is extends into the circulating 
slurry. Additionally, this process may include the step of 
discharging, continuous or otherWise, the polymer solids 
from the loop reactor through a portion of the conduit 
extending outWardly from the loop reactor. 

[0012] The present invention also provides an apparatus 
for purging polymer solids from a conduit connected to a 
loop reactor and in ?uid communication With the loop 
reactor. This apparatus includes a sensor, a ?rst valve in ?uid 
communication With the conduit, a second valve positioned 
betWeen a ?rst inert diluent and the conduit, Wherein the ?rst 
inert diluent is in ?uid communication With the conduit 
betWeen the loop reactor and the ?rst valve. In response to 
a signal produced by the sensor, the ?rst valve is closed and 
the second valve is opened alloWing the ?rst inert diluent to 
enter the conduit in sufficient quantities and under suf?cient 
pressure to purge polymer solids from the conduit. This 
apparatus may further include a third valve positioned 
betWeen a second inert diluent and the conduit, Wherein the 
second inert diluent is in ?uid communication With the 
conduit betWeen the loop reactor and the ?rst valve. In this 
Way, When the ?rst valve is open and the second valve is 
closed the third valve is opened alloWing the second inert 
diluent to enter the conduit. 

[0013] The present invention also provides a process for 
purging polymer solids from a conduit connected to a loop 
reactor and in ?uid communication With the loop reactor 
comprising. This process includes the steps of closing a 
?rst valve in response to a ?rst signal from a ?rst sensor, 
Wherein the ?rst valve is connected to and in ?uid commu 
nication With the conduit, (2) opening a second valve in 
response to a second signal from a second sensor, Wherein 
the second valve is ?uid communication betWeen a ?rst inert 
diluent and the conduit, and Wherein the ?rst inert diluent is 
in ?uid communication With the conduit betWeen the loop 
reactor and the ?rst valve, and (3) ?oWing suf?cient quan 
tities of the ?rst inert diluent under suf?cient pressure into 
the conduit to purge polymer solids from the conduit. In this 
process the ?rst and second sensors may be a common 
sensor and the ?rst and second signal may be a common 
signal. 

[0014] The present invention also provides an apparatus 
for returning ?nes to a polymeriZation slurry in a loop 
reactor. The apparatus includes a discharge valve for dis 
charging a portion of the polymeriZation slurry from the loop 
reactor into a ?rst transfer conduit. The ?rst transfer conduit 
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communicates the polymerization slurry into a ?rst ?ash 
tank. The ?rst ?ash tank converts a portion of the polymer 
iZation slurry into a ?rst ?uid, such as a vapor. The ?rst ?uid 
includes a portion of the diluent and the ?nes from the 
polymeriZation slurry. A second transfer conduit communi 
cates the ?rst ?uid to a ?rst cyclone. The ?rst cyclone 
converts a portion of the ?rst ?uid into a second ?uid, such 
as a vapor. The second ?uid includes a portion of the diluent 
and the ?nes. A third transfer conduit communicates the 
second ?uid into a heat exchanger. The heat exchanger 
converts the second ?uid into a liquid comprising the diluent 
and the ?nes. A fourth transfer conduit returns the liquid to 
the polymeriZation slurry in the loop reactor. This apparatus 
may also include a ?rst transfer conduit heater for heat 
exchange betWeen the ?rst transfer conduit heater and the 
polymeriZation slurry. 

[0015] The present invention also provides a process for 
returning ?nes to a polymeriZation slurry in a loop reactor. 
The process includes discharging a portion of the poly 
meriZation slurry from the loop reactor, (ii) communicating 
the discharge polymeriZation slurry into a ?rst ?ash tank, 
(iii) converting in the ?ash tank a portion of the polymer 
iZation slurry into a ?rst ?uid, the ?rst ?uid comprising a 
diluent and the ?nes, (iv) communicating the ?rst ?uid from 
the ?rst ?ash tank to a ?rst cyclone, (v) converting in the 
cyclone a portion of the ?rst ?uid into a second ?uid 
comprising the diluent and the ?nes, (vi) communicating the 
second ?uid into a heat exchanger, (vii) converting in the 
heat exchanger the second ?uid into a liquid comprising the 
diluent and the ?nes, and (viii) returning the liquid to the 
polymeriZation slurry in the loop reactor. 

[0016] The present invention further provides an appara 
tus and process for producing polymer from a polymeriZa 
tion slurry in a loop reactor operating at a space time yield 
greater than 2.8 lbs/hr-gal. In this instance, the polymer is 
formed in the polymeriZation slurry Which includes a liquid 
medium and solids. The polymeriZation slurry is discharged 
into a ?rst transfer conduit. The polymeriZation slurry is 
referred to as a polymeriZation ef?uent upon leaving the 
loop reactor. The polymeriZation ef?uent is heated in the ?rst 
transfer conduit to a temperature beloW the fusion tempera 
ture of the polymer solids. The heated polymeriZation ef?u 
ent is communicated through said ?rst transfer conduit to a 
?rst ?ash tank. In the ?rst ?ash tank, from about 50% to 
about 100% of the liquid medium is vaporiZed. The vapor is 
condensed by heat exchange. Polymer solids are discharge 
from the ?rst ?ash tank to a second ?ash tank through a seal 
chamber of suf?cient dimension such as to maintain a 
volume of polymer solids in the said seal chamber suf?cient 
to maintain a pressure seal. The polymer solids are then 
communicated to a second ?ash tank. In the second ?ash 
tank, the polymer solids are exposed to a pressure reduction 
from a higher pressure in the ?rst ?ash tank to a loWer 
pressure in said second ?ash. The polymer solids are then 
discharging from said second ?ash tank. Additionally, the 
Weight percent of solids in the polymeriZation slurry may be 
greater than 47. The loop reactor may be operated at a total 
recirculating pumping head/reactor distance of greater than 
0.15 ft/ft. The loop reactor may also be operated With a 
recirculating pumping head greater than or equal to 200 ft. 
and have more than eight vertical legs, desirably betWeen 10 
and 16 vertical legs, more desirably betWeen 10 and 12 
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vertical legs, most desirably 12 vertical legs. The volume of 
polymeriZation slurry in the loop reactor may be greater than 
20,000 gallon. 
[0017] An object of the present invention is to provide 
both an apparatus and method for the continuous tWo stage 
?ash drying of the polymer solids folloWing the continuous 
removal of the polymeriZation ef?uent comprising polymer 
solids and liquid medium comprising inert diluent and 
unreacted monomers from a slurry reactor through a point 
discharge valve, a continuous solids level control in the ?rst 
?ash tank exit seal chamber that provides a pressure seal 
therein Which enables said ?rst ?ash tank to operate under a 
substantially greater pressure than said second ?ash tank 
While polymer solids are continuously discharged through 
the seal chamber exit reducer into the second transfer 
conduit and further into the second ?ash tank Which elimi 
nates plugging in the ?rst ?ash tank and the continuous 
liqui?cation of from about 50% to about 100% of the inert 
diluent vapor by heat exchange rather than compression. 

[0018] Another object of the invention is to eliminate the 
need for a settling leg on the slurry reactor and the inter 
mittent high pressure pulse in the slurry reactor caused by 
periodic discharging of the contents of the settling leg. 
Another object of the present invention is to improve safety 
by eliminating the possibility of plugging in a settling leg. 

[0019] Another object of the invention is to eliminate 
plugging in equipment doWnstream from the discharge 
valve. In a settling leg of a polymerization reactor polymer 
iZation continues and the heat of reaction further heats the 
liquid medium and a potential exists for some of the polymer 
solids to dissolve or to fuse together. As the contents of the 
settling leg exit the discharge valve, the pressure drop causes 
?ashing of some of the liquid medium Which results in 
cooling the remaining liquid medium causing the dissolved 
polymer to precipitate Which tends to plug doWnstream 
equipment. The present invention Which eliminates the need 
for a settling leg also eliminates this potential for doWn 
stream equipment plugging by avoiding the initial dissolu 
tion or fusion of the polymer solids. 

[0020] Another object of the present invention is to 
increase the reactor throughput by the use of continuous 
discharge and increased ethylene concentrations in the liquid 
medium, e.g., greater than or equal to 4 Weight percent at 
reactor outlet, desirably from 4 Weight percent to 8 Weight 
percent, still more desirably from 5 Weight percent to 7 
Weight percent. Settling legs limit ethylene concentrations 
due to an increased tendency to plug doWnstream equipment 
caused by accelerated reaction Within the settling leg. A 
continuous polymeriZation ef?uent slurry ?oW alloWs eth 
ylene concentrations to be limited only by the ethylene 
solubility in the liquid diluent in the reactor, thereby increas 
ing the speci?c reaction rate for polymeriZation and increas 
ing reactor throughput. 

[0021] Another object of the present invention is to 
increase the Weight percent (Wt %) of polymer solids in the 
polymeriZation slurry circulating in the polymeriZation Zone 
in the loop reactor. Desirably, the Wt % of polymer solids in 
the polymeriZation slurry is greater than 45, more desirably, 
from 45 to 65, still more desirably from 50 to 65, and most 
desirably from 55 to 65. 

[0022] Another object of the present invention is to 
increase the space time yield (STY), expressed in terms of 
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pounds per hour-gallon (lbs/hr-gal). Desirably, the STY is 
greater than 2.6, more desirably from 2.6 to 4.0, and most 
desirably from 3.3 to 4.0. 

[0023] Other aspects, objects, and advantages of the 
present invention Will be apparent from the following dis 
closure and FIGS. 1 and 2. 

[0024] The claimed apparatus and process provide several 
advantages over the prior art including: (1) alloWing for a 
continuous processing of the contents of a slurry reactor 
from the point of discharge of the polymeriZation slurry 
effluent through a discharge valve; a ?rst ?ash tank; a seal 
chamber; a seal chamber eXit reducer; and therefrom to a 
second ?ash tank, (2) signi?cantly increasing ethylene con 
centration in the loop reactor liquid medium thereby increas 
ing reactor through-put, (3) signi?cantly increasing the Wt % 
of polymer solids in the polymeriZation slurry, (4) signi? 
cantly increasing reactor space time yield and (5) energy 
consumption is reduced by reducing the need to compress 
and/or distill the reactor vapor-liquid effluent. Recycling 
compressors and other doWnstream equipment can be 
reduced in siZe or eliminated. 

BRIEF DESCRIPTION OF THE DRAWING 

[0025] FIGS. 1 and 2 are a schematic diagram illustrating 
an apparatus for continuously separating polymer solids 
from diluent and unreacted monomer in accordance With the 
present invention. 

[0026] FIG. 3 is an enlarged, cross sectional vieW of the 
discharge conduit With opening extending a distance into the 
loop reactor and the circulating polymeriZation slurry. 

[0027] FIG. 4 is a schematic vieW of a pressure control 
system. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0028] As used herein, the term “polymerization slurry” 
means substantially a tWo phase composition including 
polymer solids and liquid circulating Within the loop reactor. 
The solids include catalyst and a polymeriZed ole?n, such as 
polyethylene. The liquids include an inert diluent, such as 
isobutane, With dissolved monomer, comonomer, molecular 
Weight control agents, such as hydrogen, antistatic agents, 
antifouling agents, scavengers, and other process additives. 

[0029] As used herein, the term “space time yield” (STY) 
means the production rate of polymer per unit of loop reactor 
volume or polymeriZation slurry volume. 

[0030] As used herein, the term “catalyst productivity” 
means Weight of polymer produced per Weight of catalyst 
introduced into the loop reactor. 

[0031] As used herein, the term “polymer residence time” 
means the average duration that a polymer particle remains 
Within the loop reactor. 

[0032] The present invention is applicable to any mixture 
Which comprises a slurry of polymer solids and a liquid 
medium comprising an inert diluent and polymeriZation. 
The ole?n monomers generally employed in such reactions 
desirably include l-ole?ns having from 2 up to 8 carbon 
atoms per molecule. Typical eXamples include ethylene, 
propylene, butene, pentene, heXene and octene. Other 
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eXamples include vinyl aromatic monomers, like styrene and 
alkyl-substituted styrene, geminally distributed monomers 
such as isobutylene and cyclic ole?ns, such as norbornene 
and vinyl norbornene. Typical diluents employed in such 
ole?n polymeriZations include saturated aliphatic hydrocar 
bons having 3 to 8, preferably 3 to 4 carbon atoms per 
molecule, such as propane, isobutane, propylene, n-butane, 
n-pentane, isopentane, n-heXane, isooctane, and the like. Of 
these diluents those of 3 to 4 carbon atoms per molecule are 
preferred, and isobutane is most preferred. 

[0033] The rate of discharge of the polymeriZation effluent 
is such as to alloW a continuous process stream from the 
slurry loop reactor from the point of discharge of the 
liqui?ed polymeriZation effluent through a single point dis 
charge valve and also through the ?rst ?ash tank and the 
associated vapor recovery and solids recovery systems. The 
rate of discharge of the polymeriZation effluent is such as to 
maintain a constant pressure in the slurry reactor and to 
eliminate intermittent high pressure pulses associated With a 
discharge of a portion of the reactor contents that occurs 
With settling legs on slurry reactors. 

[0034] The temperature to Which the polymeriZation ef?u 
ent Which is discharged from the reactor is heated during 
transit to the ?rst ?ash tank for vaporiZation is beloW the 
fusion temperature of the polymer. This may be accom 
plished by appropriate heating of this ?rst transfer conduit. 
The quantity of heat to be supplied to the polymeriZation 
effluent during its transit through this ?rst conduit to the ?rst 
?ash tank should preferably be at least equal to that quantity 
of heat Which equals the heat of vaporiZation of that quantity 
of inert diluent Which is to be ?ash vaporiZed in the ?rst ?ash 
tank. This then Will provide for the concentrated polymer 
solids formed in the ?rst ?ash tank to be passed to the second 
?ash tank to pass thereto at a higher solids temperature and 
thus facilitates the removal of residual diluent in the pores of 
such polymer solids by the operation of the second ?ash 
tank. That quantity of heat transferred to the polymeriZation 
effluent during its transit through the ?rst transfer conduit to 
the ?rst ?ash tank may even be greater, provided only that 
the quantity of heat so transferred Will not cause the polymer 
solids therein to become heated to such a temperature at 
Which they Will tend to fuse or agglomerate one With 
another. 

[0035] The concentrated polymer solids/slurry are dis 
charged from the ?rst ?ash tank into a ?rst ?ash tank eXit 
seal chamber of such a length (l) and diameter (d) so as to 
provide a volume sufficient to maintain a volume of con 
centrated polymer solids/slurry suf?cient to maintain a pres 
sure seal in the eXit seal chamber. The concentrated polymer 
solids/slurry are discharged from the eXit seal chamber 
through an eXit seal chamber reducer to a second transfer 
conduit Which communicates the concentrated polymer sol 
ids/slurry as a plug How to a second ?ash tank. The eXit seal 
chamber reducer is de?ned by substantially straight sides 
inclined at an angle to that of horiZontal equal to or greater 
than the angle of slide of the concentrated polymer solids/ 
slurry. 

[0036] The pressure for the ?rst ?ash step Will vary 
depending on the nature of the diluent and unreacted mono 
mers and the temperature of the polymeriZation effluent. 
Typically, pressures in the range of from about 140 psia to 
about 315 psia can be employed; more preferably from 



US 2004/0198928 A1 

about 200 psia to about 270 psia; and most preferably from 
about 225 psia to about 250 psia. 

[0037] The heat exchanging ?uid used to condense the 
vapor from the ?rst ?ash step is at a temperature in the range 
of from about 65° F. to about 150° F. Apreferred embodi 
ment uses a heat exchange ?uid at a temperature of from 
about 75° F. to about 140° F. Amost preferred embodiment 
uses a heat exchange ?uid at a temperature of from about 85° 
F. to about 130° F. 

[0038] A further understanding of the present invention 
Will be provided by referring to FIG. 1 Which illustrates a 
system comprising an embodiment of the invention. 

[0039] In the embodiment illustrated in FIG. 1, the poly 
meriZation is carried out in a loop reactor 1. It Will be 
understood that While the loop reactor 1 is illustrated With 
four vertical legs, the loop reactor 1 may be equipped With 
more legs, desirably eight or more legs, desirable betWeen 8 
and 20, more desirable betWeen 8 and 16, most desirable 
With 12 legs. The polymeriZation slurry is directionally 
circulated throughout the loop reactor 1 as illustrated by 
arroWs A-D by one or more pumps, such as axial ?oW 

pumps, 2A and 2B. Desirably, the loop reactor 1 is equipped 
With multiple pumps Wherein each pump is dedicated to an 
even number of legs, such as for example, four legs, six legs, 
eight legs, etc. Diluent comonomer and monomer are intro 
duced into the loop reactor 1 from the diluent storage vessel 
40, the comonomer storage vessel 41, and the monomer 
source 42 through their respective treater beds 37, 38, and 39 
through conduits 5, 4 and 3, respectively, connected to 
conduit 6. Catalyst is added to the loop reactor 1 through one 
or more catalyst feed systems 7A and 7B. Normally, catalyst 
is introduced in a hydrocarbon diluent. 

[0040] Polymerization slurry may be removed from the 
loop reactor by continuous discharge through a discharge 
conduit 8A. It Will be understood that the loop reactor 1 may 
be equipped With one or more discharge conduits 8A. It Will 
be also understood that the discharge conduit(s) 8A may be 
operated in a continuous or discontinuous mode, but desir 
ably a continuous mode. The discharge conduit 8A extends 
for a distance through a portion of the Wall of the loop 
reactor 1 and into the circulating polymeriZation slurry. By 
extending for a distance into the polymeriZation slurry, the 
discharge conduit 8A may remove polymeriZation ef?uent 
from the circulating polymeriZation slurry over an area 
de?ned from near or adjacent the inside Wall of the loop 
reactor 1 to a distance extending into the circulating poly 
meriZation slurry. In this Way, a higher Weight percentage of 
polymer solids may be formed Within the conduit 8A and 
ultimately removed from the loop reactor 1 than the Weight 
percentage of polymer solids Within the otherWise circulat 
ing polymeriZation slurry. A pressure control system (not 
shoWn in FIG. 1) operates in concert With the discharge 
conduit 8A. The discharge conduit 8A and the pressure 
control system 410 are more clearly illustrated in FIGS. 3 
and 4 and Will be discussed in greater detail beloW. 

[0041] The polymeriZation ef?uent passes from the dis 
charge conduit 8A to the discharge valve SE to a conduit 9 
Which is provided With a line heater 10 and into the ?rst ?ash 
tank 11 Which separates vaporiZed liquid medium from 
polymer slurry/solids. Conduit 9 has an indirect heat 
exchange means such as a ?ash line heater 10. 

[0042] VaporiZed liquid medium comprising diluent and 
unreacted monomers exit the ?rst ?ash tank 11 via transfer 
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conduit 12 through Which it is passed into a separator, such 
as a cyclone, illustrated by reference number 13 Which 
separates entrained polymer solids from the vapor. Polymer 
solids separated by the cyclone 13 are passed via conduit 14 
through a dual valving assembly 14A designed to maintain 
a pressure seal beloW cyclone 13 to a loWer pressure second 
?ash tank 15. 

[0043] The dual valving assemble 14A includes valves 
14B and 14C. The valving assemble 14A in conjunction With 
conduit 14 operate to periodically discharge polymer solids 
Which have collected in the conduit 14 from the cyclone 13. 
The valving assembly 14A also maintains the pressure 
differential betWeen the higher pressure environment in the 
cyclone 13 and the loWer pressure environment in the 
second ?ash tank 15. In the operation of the valving assem 
bly 14A, valves 14B and 14C are sequentially opened and 
closed. At the beginning of this sequence, the valve 14B is 
open and the valve 14C is closed alloWing the polymer 
solids from the cyclone 13 to collect in the conduit 14. Upon 
the passage of time and/or the collection of sufficient poly 
mer solids in the conduit 14, the valve 14B closes capturing 
a portion of the high pressure environment from the cyclone 
13 in the conduit 14. After the valve 14B closes, the valve 
14C opens and the polymer solids collected in the conduit 14 
are forcibly discharged into the ?ash tank 15 by the differ 
ential pressure betWeen the higher pressure environment in 
conduit 14 and the loWer pressure environment in the ?ash 
tank 15. After discharging the polymer solids from conduit 
14 into the ?ash tank 15, the valve 14C closes. Once the 
valve 14C closes, the valve 14B is opened at Which time 
polymer solids Will again collect in conduit 14 from the 
cyclone 13. The above sequence is then repeated. 

[0044] Referring back to the ?rst ?ash tank 11, the con 
centrated polymer solids/slurry in the bottom of the ?rst 
?ash tank 11 continuously settles by sliding along the 
straight line bottom surface 16 thereof into the seal chamber 
17 Which is illustrated in enlargement FIG. 2. A polymer 
solids/slurry level 43 is maintained in the seal chamber 17 to 
eliminate plugging tendencies in ?rst ?ash tank 11 and to 
form a pressure seal so that the ?rst ?ash tank 11 can operate 
at a substantially higher pressure than the second ?ash tank 
15. Polymer slurry/solids are continuously discharged from 
the seal chamber 17 into the loWer pressure second ?ash tank 
15. The length (1), diameter (d), and volume of the seal 
chamber 17 and the geometry of the seal chamber exit 
reducer 18 are chosen so as to provide a variable residence 
time and provide a continuous plug ?oW of concentrated 
polymer solids/slurry to minimiZe “dead” space and reduce 
plugging tendencies. The seal chamber 17 length must be 
suf?cient to alloW particle (polymer solids) level measure 
ment and control. 

[0045] Particle level measurement and control may be 
accomplished by a nuclear level indicating system 18D. The 
nuclear level indicating system 18D includes a nuclear 
radiating source (not shoWn) and receiver or level element 
18A in signal communication With a level indicating con 
troller 18B. In operation, the level element 18A generates a 
signal proportional to the particulate level in the seal cham 
ber 17. This signal is conveyed to the level indicating 
controller 18B. In response to this signal and a preset value, 
the level indicating controller 18B sends a signal through a 
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conduit (illustrated by broken line 18C) to a control valve 18 
E Which selectively controls the discharge of polymer solids 
into a conduit 19. 

[0046] Typical residence times of the concentrated poly 
mer solid/slurry in the seal chamber 17 are from 5 seconds 
to 10 minutes, preferable residence times are from 10 
seconds to 2 minutes and most preferable residence times 
from 15-45 seconds. The continuous plug ?oW of concen 
trated polymer solids/slurry forms a pressure seal Wherein 
the concentrated polymer solids/slurry have an l/d ratio 
inside the seal chamber 17 Which is typically 1.5 to 8, 
preferable l/d is 2 to 6 and most preferable is 2.2 to 3. 
Typically the seal chamber exit reducer 18 sides are inclined, 
relative to the horiZontal, 60-85 degrees, preferable 65-80 
degrees and most preferable 68-75 degrees. The seal cham 
ber exit reducer 18 geometry is de?ned by substantially 
straight sides inclined at an angle to that of horiZontal equal 
to or greater than the angle of slide of the concentrated 
polymer slurry/solids and communicates the concentrated 
polymer solid/slurry to a second transfer conduit 19 Which 
communicates With a feed inlet of ?ash tank 15. In ?ash tank 
15 substantially all of any remaining inert diluent and 
unreacted monomer in the concentrated polymeriZation 
ef?uent is vaporiZed and taken overhead via conduit 20 to a 
second cyclone 21. 

[0047] Referring noW to the cyclone 13, the major portion 
of the liquid medium in the polymeriZation ef?uent may be 
been taken to cyclone 13 as vapor. The vapor after having a 
portion of the entrained catalyst and polymer solids removed 
is passed via conduit 22 through a heat exchanger system 
23A Wherein the vapor at a pressure from about 140 psia to 
about 315 psia is condensed by indirect heat exchange With 
a heat exchange ?uid such as to eliminate the need for 
compression. The portion of the entrained catalyst and 
polymer solids not removed by the cyclone 13 are generally 
smaller in siZe and may be referred to as “?nes”, “polymer 
?nes” and/or “catalyst ?nes”. These ?nes generally include 
unreacted and/or under-reacted catalyst. 

[0048] The heat exchanger system 23A includes a heat 
exchanger 23E and a tempered Water circulating pump 23B 
connected to the heat exchanger 23E by conduit 23C. A 
tempered Water temperature control valve 23D is connected 
to the heat exchanger 23E and Water circulating pump 23B 
by conduits 23F and 23G, respectively. Cooling Water from 
a cooling Water source (not shoWn) is conveyed via a cooling 
Water conduit 23H into the conduit 23G betWeen the control 
valve 23D and the circulating pump 23B. A temperature 
indicating controller (TIC) 23] is connected betWeen the 
control valve 23D and the conduit 23C. BetWeen the con 
troller 23] and the conduit 23C resides a temperature ele 
ment 23K. 

[0049] The heat exchanger system 23A operates to control 
the amount of vapor condensed in the heat exchanger 23E. 
This is accomplished by controlling the ?oW of cooling 
Water introduced into the conduit 23G from the conduit 23H 
by exhausting heated Water formed in the heat exchanger 
23E. The heated Water from the heat exchanger 23E is 
conveyed to the control valve 23D via the conduit 23F. The 
heated Water exits the control valve 23D via the conduit 231. 

[0050] More speci?cally, cooling Water from the conduit 
23H entering the conduit 23G mixes With circulating tem 
pered Water in the conduit 23G, the mixture thereof enters 
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the pump 23B. The Water exiting the pump 23B enters the 
conduit 23C, a portion of Which contacts the temperature 
element 23K, in route to the heat exchanger 23E. The 
temperature element 23K generates an signal proportional to 
the temperature in conduit 23C. The signal is conveyed to 
the temperature indicating controller 23]. In response to this 
signal and a preset temperature value, the temperature 
indicating controller 23] sends a signal through a signal 
conduit (illustrated by the broken line 23L) to the control 
valve 23D Which selectively controls the volume of heated 
Water exiting the heat exchanger system 24A through the 
conduit 231. 

[0051] The condensed liquid medium formed at the heat 
exchanger 23E includes diluent, unreacted/under-reacted 
catalyst, polymer solids and unreacted monomers. This 
condensed liquid medium is then passed to an accumulator 
24B via a conduit 22A. 

[0052] It is desirable to control the amount of vapor 
condensed in the heat exchanger 23E and to maintain 
suf?cient vapor pressure in the accumulator 24B. In this 
Way, a pressure control valve 24A can maintain suf?cient 
back pressure on the accumulator 24B. By maintaining a 
suf?cient back pressure on the accumulator 24B, a proper 
operating pressure is maintained in the ?rst ?ash tank 11. 
The pressure control valve 24A is actuated by a pressure 
indicating controller 24C in concert With a pressure element 
24D. The pressure element 24D is in sensing communication 
With the accumulator 24B. The pressure element 24D gen 
erates an signal proportional to the pressure in the accumu 
lator 24B. In response to this signal and a preset pressure 
value, the pressure indicating controller 24C sends a signal 
through a signal conduit (illustrated by the broken line 24E) 
to the control valve 24A Which selectively controls the back 
pressure on the accumulator 24B. 

[0053] A pump 25 is provided for conveying the con 
densed liquid medium from the accumulator 24B back to the 
polymeriZation Zone by a conduit 26. In this Way, the 
unreacted/under-reacted catalyst and polymer solids not 
removed by the cyclone 13 are returned for further poly 
meriZation to the loop reactor 1. 

[0054] The polymer solids in the loWer pressure second 
?ash tank 15 are passed via a conduit 27 to a conventional 
dryer 28. The vapor exiting the secondary cyclone 21, after 
?ltration in a ?lter unit 29, is passed by a conduit 30 to a 
compressor 31 and the compressed vapors are passed 
through a conduit 32 to a condenser 33 Where vapor is 
condensed and the condensate is passed through conduit 34 
to storage vessel 35. The condensed liquid medium in the 
storage vessel 35 is typically vented overhead for removal of 
light-end contaminants. The inert diluent can be returned to 
the process through a treater bed 37 to remove catalyst 
poisons or distilled in unit 36 for more complete removal of 
light-ends and then returned to the process through a treater 
bed. 

[0055] Turning noW to FIG. 3, a portion of a Wall 310 of 
the loop reactor 1 through Which the discharge conduit 8A 
extends is illustrated. The discharge conduit 8A may extend 
into the reactor at various angles. Desirably, the discharge 
conduit 8A extends into the loop reactor at substantially a 
right angle relative to the Wall 310. 

[0056] The Wall 310 includes an inside surface 312 and an 
outside surface 314. The inside surface 312 supports the 
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circulating polymerization slurry illustrated by directional 
arroWs 318. The discharge conduit 8A has a top 316A, and 
a continuous side 316B. Portions of the side 316B de?ne an 
opening 320. The opening 320 has a vertical opening 
dimensions v1 and v2 de?ned by Walls 320A and 320B of 
the side 316B. Desirably, the v1 dimension is greater than 
the v2 dimension. The opening 320 has horiZontal opening 
dimensions b1 and h2 (not shoWn). The opening 320 may be 
formed in any suitable shape, such as rectangular, oval, or a 
combination thereof. In one embodiment, the opening 320 
may be conical-shaped or scooped shaped. 

[0057] The opening 320 communicates With a channel 322 
de?ned by the inside surfaces of the top 316A and the side 
316B. The channel 322 conveys captured polymeriZation 
slurry, illustrated by directional arroW 324 to the discharge 
valve 8B (not shoWn). 
[0058] The opening 320 is siZed and positioned relative to 
the direction of movement of the circulating polymeriZation 
slurry 318. Desirably, the opening 320 is in a substantially 
facing position to the direction of the circulating polymer 
iZation slurry 318. More desirably, the opening 320 faces the 
direction of the circulating slurry 318. In this Way, a portion 
of the polymeriZation slurry 324 containing polymer solids 
is removed from the circulating polymeriZation slurry 318 
over an area from near or adj acent the inside Wall 312 of the 
loop reactor 1 to a distance extending into the circulating 
polymeriZation slurry 318. In this Way, a higher Weight 
percentage of polymer solids may be formed Within the 
conduit 8A than the Weight percentage of polymer solids 
Within the otherWise circulating polymeriZation slurry. 

[0059] This Weight percentage increase of polymer solids 
may depend upon the location of the discharge conduit 8A 
along the loop reactor 1, the insertion depth of the discharge 
conduit 8A Within the loop reactor, the siZe and con?gura 
tion of the opening 320, the orientation of the opening 320 
relative to the direction of the circulating polymeriZation 
slurry, and the Weight percentage of polymer solids in the 
circulating polymeriZation slurry 318. For example, betWeen 
1 to 5 Weight percentage calculated increase is observed 
With a discharge conduit 8A having an v1 dimension of 
approximately 5 inches and a h1 dimension of approxi 
mately 1 inch. The discharge conduit 8A Was positioned 10 
ft doWnstream of a 90 degree bend in the loop reactor 1 in 
a portion of the loop reactor Wall 314 adjacent the ground. 
The discharge conduit 8A extended approximately 5.5 
inches into the circulating polymeriZation slurry stream. The 
velocity of the circulating polymeriZation slurry Was in the 
range of 28 to 34 ft/sec With Weight percent of polymer 
solids in the range of 48 to 53. 

[0060] Turning noW to FIG. 4, the pressure control system 
410 is illustrated. The pressure control system 410 operates 
to maintain substantially uniform pressure Within the loop 
reactor 1 by controlling the discharge of polymeriZation 
effluent from the loop reactor 1 via the discharge conduit 8A. 
The control system 410 also operates to prevent plugging of 
the discharge conduit 8A by polymer solids during pressure 
?uctuations Within the loop reactor 1 and/or When the How 
of polymeriZation effluent from the discharge conduit 8A to 
conduit 9 is interrupted and/or stopped. 

[0061] The pressure control system 410 includes a ?rst 
inert diluent source 412, such as isobutane, and an inert 
diluent conduit 414 in communication With a loop reactor 
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conduit 416. The How of inert diluent through the inert 
diluent conduit 414 to the loop reactor conduit 416 is 
controlled by the control valve 418 in concert With a How 
element 420 and a How indicator controller 422. The pur 
pose of metering the How of inert diluent from the ?rst inert 
diluent source 412 to the loop reactor 1 is to prevent 
plugging of the conduit 416 by polymer solids. In this Way, 
a loop reactor pressure element 441 (discussed beloW), in 
communication With the loop reactor conduit 416, may more 
accurately monitor the pressure in the loop reactor 1. 

[0062] The pressure control system 410 further includes as 
second inert diluent source 424 and a third inert diluent 
source 426. Inert diluent, such as isobutane, from the second 
inert diluent source 424 ?oWs into a conduit 428 toWards a 
control valve 430 Which is in ?uid communication With a 
conduit 432. The control valve 430, in concert With a How 
element 431 and a How indicator controller 433, meters the 
How of inert diluent from the second inert diluent source 424 
into conduit 432. The conduit 432 is in ?uid communication 
With a conduit 434 and the discharge conduit 8A, terminat 
ing in the discharge conduit 8A at a point betWeen the loop 
reactor 1 and the discharge valve 8B. The purpose of 
metering the How of inert diluent from the second inert 
diluent source 422 into the conduit 432 is to prevent plug 
ging of the conduit 432 by polymer solids Which might 
otherWise back How into the conduit 432 from the discharge 
conduit 8A. Additionally, the How of inert diluent from the 
second inert diluent source 422 also prevents plugging of the 
conduit 434 and the control valve 440 by polymer solids 
Which might back How into conduit 432 from the discharge 
conduit 8A. 

[0063] Inert diluent from the third inert diluent source 426 
?oWs into a conduit 438 toWards a control valve 440 Which 
is in ?uid communication With conduit 434. As Will be 
explained in greater detail beloW, in the event of a suf?cient 
pressure ?uctuation Within the loop reactor 1, the control 
valve 440 operates to initiate a suf?cient ?oW under suf? 
cient pressure of inert diluent from the third inert diluent 
source 426 to purge and/or discharge polymer solids from 
the discharge conduit 8A into the loop reactor 1. In this 
instance, generally the How of inert diluent from the third 
inert diluent source 426 into the conduit 432 Will be greater 
than the How of inert diluent from the second inert diluent 
source 424 into the conduit 432. For example, the How of 
inert diluent from the second inert diluent source 424 to the 
discharge conduit 8A may be in a range of 0.5 to less than 
2.0 gallons/min. The How of inert diluent from the third inert 
diluent source 426 to the discharge conduit 8A may be in a 
range of 2.0 to 20 gallons/min. 

[0064] The loop reactor pressure element 441 and a pres 
sure indicating controller 442 perform several functions. As 
previously mentioned, the pressure element 441 monitors 
the loop reactor 1 pressure via the conduit 416. In response 
to this pressure, the loop reactor pressure element 441 
generates an signal proportional to the pressure in conduit 
416. This signal is conveyed to the pressure indicating 
controller 442. In response to this signal and a preset 
pressure value, the pressure indicating controller 442 sends 
a signal through a signal conduit (illustrated by the broken 
line 444) to the discharge valve 8B and the control valve 
440. 

[0065] During normal loop reactor operations, the dis 
charge valve 8B is positioned to permit the How of poly 
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meriZation ef?uent from the discharge conduit 8A to conduit 
9. At the same time, the control valve 440 is closed pre 
venting the ?oW of inert diluent from the third inert diluent 
source 426 to the discharge conduit. When suf?cient pres 
sure ?uctuations occur and/or When partial depressuriZation 
in the loop reactor 1 are detected by the loop reactor pressure 
element 441, the signal generated by the pressure indicating 
controller 442 causes the discharge valve 8B to close and the 
control valve 440 to open. By closing discharge valve 8B, 
thus interrupting the discharge from the loop reactor 1, 
pressure Within the loop reactor 1 may be restored. By 
opening the control valve 440 and ?oWing suf?cient vol 
umes of inert diluent from the third inert diluent source 426 
into the discharge conduit 8A under suf?cient pressure, 
polymer solids remaining in the discharge conduit 8A 
betWeen the discharge valve 8B and the loop reactor 1 may 
be ?ushed out of and/or purged from the discharge conduit 
8A and into the loop reactor 1. Additionally, by maintaining 
a sufficient ?oW of inert diluent, continuous or otherWise, 
into and/or through the discharge conduit 8A While the 
discharge valve 8B is closed, the polymer solids Within the 
loop reactor 1 are prevented from entering and/or substan 
tially collecting in the discharge conduit 8A and/or plugging 
the discharge conduit 8A. Upon return of normal operations, 
the control valve 440 closes terminating the ?oW of inert 
diluent from the third inert diluent source 426 and the 
discharge valve 8B opens to resume the ?oW of polymer 
iZation ef?uent through the discharge conduit 8A into the 
conduit 9. 

[0066] Having broadly described the present invention it is 
believed that the same Will become even more apparent by 
reference to the folloWing examples. It Will be appreciated 
that the examples are presented solely for the purpose of 
illustration and should not be construed as limiting the 
invention. 

EXAMPLES 

Example 1 

[0067] A typical ethylene polymerization process can be 
conducted at a temperature of about 215° F. and a pressure 
of 565 psia. An example of such a process Would result in 
a polymeriZation ef?uent of about 83,000 pounds per hour 
comprising about 45,000 pounds per hour of polyethylene 
polymer solids and about 38,000 pounds per hour of isobu 
tane and unreacted monomers. The continuously discharged 
polymeriZation ef?uent is ?ashed in the ?rst ?ash tank at a 
pressure of about 240 psia and a temperature of about 180° 
F. to remove overhead about 35,000 pounds per hour of 
diluent and unreacted monomer vapors and entrained par 
ticulates. Auxiliary heat to impart an additional quantity of 
heat to the polymeriZation ef?uent is supplied by appropriate 
heating means during the transit betWeen the discharge valve 
and the ?rst ?ash tank. After removal of the ?nes, the 
isobutane vapor is condensed, Without compression, by heat 
exchange at a pressure of about 240 psia and a temperature 
of about 135° F. The polymer slurry/solids discharging from 
the bottom of the ?rst ?ash tank into the seal chamber form 
a continuous plug ?oW of concentrated polymer slurry/ 
solids, Which provides a pressure seal, With an l/d ratio of the 
plug of polymer slurry/solids of 2.5 in an 84‘ long seal 
chamber having an l/d ratio of 5.5 and With a cone angle of 
about 68° on the seal chamber exit reducer. The residence 
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time of the continuous plug ?oW of concentrated polymer 
slurry/solids is about 16 seconds. The concentrated polymer 
slurry/solids are continuously discharged from the bottom of 
the ?rst ?ash tank at a temperature of about 180° F. and a 
pressure of about 240 psia through a seal chamber, seal 
chamber exit reducer, and a second transfer conduit into a 
feed inlet on a second ?ash tank. The remaining liquid 
medium in the concentrated polymer slurry/solids commu 
nicated to the second ?ash tank is ?ashed at a temperature 
of about 175° F. and at a pressure of about 25 psia to remove 
about 4,300 pounds per hour of isobutane and unreacted 
monomers Which are condensed by compression and heat 
exchange. 

Example 2 

[0068] A typical ethylene polymeriZation process can 
additionally be conducted at a temperature of about 215° F. 
and a pressure of 565 psia. An example of such a process 
Would result in a polymeriZation ef?uent of about 83,000 
pounds per hour comprising about 45,000 pounds per hour 
of polyethylene polymer solids and about 38,000 pounds per 
hour of isobutane and unreacted monomers. The continu 
ously discharged polymeriZation ef?uent is ?ashed in the 
?rst ?ash tank at a pressure of about 240 psia and a 
temperature of about 175° F. to remove overhead about 
23,000 pounds per hour of diluent and unreacted monomer 
vapors and entrained particulates. After removal of the ?nes, 
the isobutane vapor is condensed, Without compression, by 
heat exchange at a pressure of about 240 psia and a tem 
perature of about 112° F. The polymer slurry/solids dis 
charging from the bottom of the ?rst ?ash tank into the seal 
chamber form a continuous plug ?oW of concentrated poly 
mer slurry/solids, Which provides a pressure seal, With an l/d 
ratio of the plug of polymer slurry/solids of 2.5 in an 84‘ 
long seal chamber With an l/d ratio of 5.5 and With a cone 
angle of about 680 on the seal chamber exit reducer. The 
residence time of the continuous plug ?oW of concentrated 
polymer slurry/solids in the seal chamber is about 16 sec 
onds. About 60,000 pounds per hour of concentrated poly 
mer slurry/solids are continuously discharged from the bot 
tom of the ?rst ?ash tank at a temperature of about 175° F. 
and a pressure of about 240 psia through a seal chamber, seal 
chamber exit reducer and a second transfer conduit into a 
feed inlet on a second ?ash tank. The remaining liquid 
medium in the concentrated polymer slurry/solids commu 
nicated to the second ?ash tank is ?ashed at a temperature 
of about 125° F. and at a pressure of about 25 psia to remove 
about 16,000 pounds per hour of isobutane and unreacted 
monomer Which are condensed by compression and heat 
exchange. 

Example 3 

[0069] An example of a typical ethylene polymeriZation 
process Was carried out in an eight leg, 20 inch reactor With 
settling legs having an overall length of 833 ft and a volume 
of 11,500 gallons. The reactor Was equipped With a single 
?ash tank (requiring 100% compression of all diluent dis 
charged from the reactor), a single 460-480 kiloWatt circu 
lating pump having a pump head in the range from 85 ft to 
110 ft, producing a circulation rate in the range from 21,000 
to 28,000 gallons per minute and operated in a 
discontinuous discharge mode. The polymeriZation tempera 
ture and pressure in the reactor Would be betWeen about 215° 
F. to 218° F. and a pressure of 565 psia. 
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[0070] In the process of example 3, the reactor slurry 
density is in the range from 0.555 gm/cc to 0.565 gm/cc, a 
polymer production rate range from 28,000 pounds to 
31,000 pounds per hour While maintaining a reactor solids 
concentration Weight percentage in the range from 46 to 48 
With a polymer residence time in the range from 0.83 to 0.92 
hours. Space time yield (STY) Was in the range from 2.4 to 
2.7. Example 3 data and results are further illustrated in 
Table 1. 

Example 4 

[0071] Another example of a typical ethylene polymeriZa 
tion process illustrating high polymer solids loading Was 
carried out in an eight leg, 20 inch reactor having an overall 
length of 833 ft and a volume of 11,500 gallons. The reactor 
in example 4 Was equipped dual ?ash tanks, single discharge 
conduit, tWo circulating pumps in series consuming a total 
of betWeen 890 and 920 kiloWatts producing a total pumping 
head in the range from 190 ft to 240 ft, producing a 
circulation rate in the range from 23,000 to 30,000 gpm and 
operated in a continuous discharge mode. The polymeriZa 
tion temperature and pressure in the reactor Would be 
betWeen about 217° F. to 218° F. and a pressure of 565 psia. 

[0072] In the process of example 4 a polymeriZation 
ef?uent Was produced having a reactor slurry density in the 
range from 0.588 to 0.592 gm/cc, a polymer production rate 
in the range from 38,000 to 42,000 pounds per hour While 
maintaining a reactor solids concentration Weight percent 
age in the range of 54 to 57 With a polymer residence time 
in the range of 0.68 to 0.79 hours. Space time yield (STY) 
Was in the range of 3.3 to 3.7. Example 4 data and results are 
further illustrated in Table 1. 

[0073] The continuously discharged polymeriZation ef?u 
ent is ?ashed in the ?rst ?ash tank at a pressure of about 240 
psia and a temperature of about 175° F. to remove overhead 
about 16,000 pounds per hour of diluent and unreacted 
monomer vapors and entrained particulates. After removal 
of the ?nes, the isobutane vapor is condensed, Without 
compression, by heat exchange at a pressure of about 240 
psia and a temperature of about 112° F. The polymer 
slurry/solids discharging from the bottom of the ?rst ?ash 
tank into the seal chamber form a continuous plug ?oW of 
concentrated polymer slurry/solids, Which provides a pres 
sure seal, With an l/d ratio of the plug of polymer slurry/ 
solids of 2.5 in an 84‘ long seal chamber With an l/d ratio 
of 5.5 and With a cone angle of about 68° on the seal 
chamber exit reducer. The residence time of the continuous 
plug ?oW of concentrated polymer slurry/solids in the seal 
chamber is about 16 seconds. Concentrated polymer slurry/ 
solids are continuously discharged from the bottom of the 
?rst ?ash tank at a temperature of about 175° F. and a 
pressure of about 240 psia through a seal chamber, seal 
chamber exit reducer and a second transfer conduit into a 
feed inlet on a second ?ash tank. The remaining liquid 
medium in the concentrated polymer slurry/solids commu 
nicated to the second ?ash tank is ?ashed at a temperature 
of about 125° F. and at a pressure of about 25 psia to remove 
about 16,000 pounds per hour of isobutane and unreacted 
monomer Which are condensed by compression and heat 
exchange. 
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TABLE 1 

ETHYLENE POLYMERIZATION DATA 

EXAMPLE 3 EXAMPLE 4 

Nominal pump(s) size, inches 20 20 
Reactor solids concentration, Wt. % 46-48 54-57 
Polymer production rate, K lbs/hr. 28-31 38-42 
Reactor circulation pump power, KW 460-480 890-920 
Circulation pump head, ft. 85-110 190-240 
Circulation rate, GPM 21,000—28,000 23,000-30,000 
Reactor slurry density, gm/cc 0555-0565 0.588-0.592 
Reactor temperature, degrees F. 215-218 217-218 
Ethylene concentration, Wt. % 4.0-4.4 5.0-6.0 
Hexene concentration, Wt. % 0.13-0.19 0.13—0.19 
Heat transfer coe?icient, btu/hr-f-ft 215-225 230-245 
Reactor volume, gallons 11,500 11,500 
Reactor length, ft. 833 833 
Circulating pump head 0100-0132 0228-0288 
per reactor length, ft/ft 
Catalyst productivity, lb/lb 2,700—3,000 2,700—3,000 
Polymer residence time, hrs. 0.83-0.92 0.68-0.79 
Space time yield, lbs/hr — gal 2.4-2.7 3.3-3.7 
Isobutane compressed and recycled, % 100 45-60 

[0074] Discussion 
[0075] In vieW of the above description and examples, 
several observations relative to the apparatus and process 
can be made. 

[0076] It has been observed that by increasing the head 
and ?oW capability of the loop reactor circulating pump(s), 
higher Weight percent solids can be circulated in the reactor. 
It has also been observed that attaining the necessary head 
and ?oW from one pump is increasingly dif?cult as percent 
solids are increased above 45 Weight percent and/or reactor 
length is increased. Therefore, the use of tWo pumps in series 
alloWs a doubling of pumping head capability and a result 
ing percent solids increase. Increased Weight percent solids 
in the loop reactor increases catalyst residence time, Which 
for chrome oxide and Ziegler-Natta catalysts, increases 
catalyst productivity. One can choose to take advantage of 
higher percent solids and longer residence time by keeping 
production rate constant at reduced catalyst feed rate and 
improve the catalyst yield. Another alternative is to maintain 
catalyst feed rate constant and increase the reactor through 
put and therefor increase STY at nearly constant catalyst 
productivity. Higher solids also increases the Weight percent 
solids removed from the reactor Which reduces isobutane 
processing cost in recycle equipment. Desirably, the higher 
solids are removed continuously. Continuous discharge may 
occur through a single point discharge line. 

[0077] In a loop reactor, it is not alWays possible to locate 
the continuous discharge line in an optimal location to take 
advantage of centrifugal force to increase the Weight percent 
solids and therefore reduce the amount of isobutane 
entrained With the polymer solids. It has been observed that 
a speci?cally designed pipe as illustrated in FIG. 3 inserted 
into the loop reactor can increase Weight percent solids 
removed from the reactor. This pipe insert Will function in 
any section of the loop reactor and in a straight section Will 
increase the Weight percent solids to that equal to that in a 
location Which takes advantage of centrifugal force to con 
centrate solids. 

[0078] With the development of high Weight percent sol 
ids circulation capability in the loop reactor and tWo-stage 
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?ash, the need to concentrate solids in the reactor discharge 
is reduced compared to the conventional loop reactor opera 
tions having loW solids circulation, single-stage ?ash, con 
tinuous discharge line, and continuous discharge or other 
Wise. Therefore, the conventional loop reactor settling legs, 
Which are designed to maximize polymer solids concentra 
tion prior to discharge, can be replaced With a continuous 
discharge line, Which simpli?es the system mechanically, 
reduces capital cost, improves safety, reduces maintenance 
and improves reactor control. Settling legs require routine 
maintenance due to their plugging tendency and can form 
material Which plugs doWnstream polymer handling equip 
ment. Maximum loop reactor ethylene concentration is 
limited by settling legs due to the tendency for polymer to 
groW in the legs at elevated ethylene concentrations betWeen 
discharges and therefore plug the leg. Continuous discharge 
eliminates this tendency. Another advantage of continuous 
discharge is better response to a sudden drop in reactor 
pressure, Which can happen if ethylene ?oW is quickly 
reduced. Under this condition, settling legs Will stop dis 
charging and can plug With polymer Within minutes 

[0079] A development Which Would increases ef?ciency 
of the tWo-stage ?ash system is the continuous ?ash line 
heater. The heater Would vaporiZe up to 100% of the diluent 
discharged from the reactor With the polymer Which Would 
alloW greater recovery of the diluent by the intermediate 
pressure condenser. Diluent recovery through the ?rst ?ash 
tank Would reduce utility and capital cost. Conventional loW 
pressure single-stage diluent recovery systems include com 
pression, distillation and treatment Which have high capital 
and operating cost. The ?ash line heater Would increase the 
temperature of the polymer in the doWnstream dryer system 
and Would create the potential for loWer volatile levels in the 
?nal product, Which Would loWer variable cost, improves 
safety and aids attainment of environmental standards. 

[0080] The ?rst ?ash tank provides an intermediate pres 
sure ?ash step Which alloWs for simple condensation of 
diluent and return to the reactor. The ?ash line heater Would 
be capable of supplying suf?cient heat to vaporiZe up to 
100% of the diluent in the ?rst ?ash tank. 

[0081] Diluent vapor and unreacted/under reacted cata 
lyst/polymer ?nes go overhead from the ?ash tank to the 
cyclone. The bulk of the polymer goes out the bottom of the 
?rst ?ash tank through the seal chamber to the second ?ash 
tank. 

[0082] Connected to the bottom of the ?rst ?ash tank is the 
seal chamber Which provides for a loW residence time plug 
?oW area to control polymer level and maintain pressure in 
the ?rst ?ash tank. The seal chamber is designed to accom 
modate a range of polymer forms from concentrated slurry 
to dry polymer. 

[0083] The overhead stream from the ?rst ?ash tank is 
received by the cyclone, Which removes most of the polymer 
?nes and returns them to the bulk of the polymer ?oW in the 
second ?ash tank through a tWo valve system Which alloWs 
the ?nes to accumulate betWeen the valves, then discharge 
through the bottom valve While maintaining pressure in the 
?rst ?ash system. The overhead stream from the cyclone 
contains some unreacted/under reacted catalyst and polymer 
?nes. These particles are carried With the diluent vapor to the 
condenser, entrained With the liquid diluent after condensa 
tion, collected in the accumulator and returned to the reactor 
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in the diluent. The condensation and accumulator systems 
are designed and operated to accommodate ?nes. 

[0084] The condenser provides for loW variable and capi 
tal cost liquefaction of the diluent removed from the rector 
With the polymer via the ?rst ?ash tank. Conventional single 
?ash tank systems ?ash the polymeriZation e?luent to the 
just above ambient pressure, Which requires compression to 
liquefy the diluent prior to recycle to the loop reactor. An 
intermediate pressure ?ash provides for condensation With a 
commonly available cooling medium, such as Plant cooling 
Water. The condenser system is ?ushed With diluent and 
designed to accommodate a level of ?nes Without accumu 
lation or plugging. The condenser is cooled by a tempered 
Water system Which controls the condensation temperature 
to achieve the proper vapor pressure in the accumulator to 
alloW efficient pressure control by the pressure control valve 
on the accumulator vent. The condenser tempered Water 
system is a pump-around loop of cooling Water, the tem 
perature of Which is controlled by metering in fresh cooling 
Water as needed. 

[0085] The accumulator receives the condensed diluent 
and catalyst/polymer ?nes and pumps the mixture back to 
the loop reactor based on level control in the accumulator. 
The accumulator has a bottom shape designed to accommo 
date ?nes. A vent on the accumulator purges the accumu 
lated diluent of light-ends/non-condensables and controls 
pressure on the ?rst ?ash system. 

[0086] The second ?ash tank, operating just above ambi 
ent pressure, receives polymer from the ?rst ?ash tank seal 
chamber. Complete vaporiZation, if not already accom 
plished in the ?rst ?ash tank, Will occur in the second ?ash 
tank. Polymer leaves the bottom of the second ?ash tank to 
the dryer system. The ?ash-line heater Would increase the 
temperature of the polymer Which alloWs the dryer system to 
remove residual volatiles more ef?ciently and effectively. 
The overhead of the second ?ash tank Will be diluent vapor 
not recovered in the ?rst ?ash system and Will be ?ltered and 
compressed for return to the loop reactor. 

[0087] While the present invention has been described and 
illustrated by reference to particular embodiments, it Will be 
appreciated by those of ordinary skill in the art that the 
invention lends itself to many different variations not illus 
trated herein. For these reasons, then, reference should be 
made solely to the appended claims for purposes of deter 
mining the true scope of the present invention. 

[0088] Although the appendant claims have single appen 
dencies in accordance With Us. patent practice, each of the 
features in any of the appendant claims can be combined 
With each of the features of other appendant claims or the 
main claim. 

We claim: 
1. An apparatus for capturing a higher Weight percentage 

of polymer solids from a circulating slurry in a loop reactor 
than the Weight percentage of solids in the circulating slurry, 
the circulating slurry being circulated in a direction in the 
loop reactor comprising: 

a conduit having a ?rst end, Wherein said ?rst end extends 
for a distance into the loop reactor said conduit having 
portions de?ning an opening Wherein said opening is 
positioned relative to the direction of the circulating 
slurry. 
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2. The apparatus of claim 1 wherein the opening is facing 
the direction of the circulating slurry. 

3. The apparatus of claim 1 Wherein a portion of the 
conduit extends outWardly from the loop reactor. 

4. The apparatus of claim 3 Wherein the polymer solids are 
discharged from the loop reactor through the portion of the 
conduit extending outWardly from the loop reactor. 

5. The apparatus of claim 4 Wherein the polymer solids are 
continuously discharged from the loop reactor through the 
portion of the conduit extending outWardly from the loop 
reactor. 

6. A process for capturing a higher Weight percentage of 
polymer solids from a circulating slurry in a loop reactor 
than the Weight percentage of polymer solids in the circu 
lating slurry, the circulating slurry being circulated in a 
direction in the loop reactor comprising the step of: 

extending for a distance into the loop reactor a conduit 
having portions de?ning an opening Wherein said open 
ing extends into the circulating slurry. 

7. The process of claim 6 including the step of positioning 
the opening in a substantially facing direction to the direc 
tion of How of the circulating slurry. 

8. The process of claim 6 including the step of extending 
a portion of conduit outWardly from the loop reactor. 

9. The process of claim 8 including the step of discharging 
the polymer solids from the loop reactor through the portion 
of the conduit extending outWardly from the loop reactor. 

10. The process of claim 9 including the step of continu 
ously discharging the polymer solids from the loop reactor 
through the portion of the conduit extending outWardly from 
the loop reactor. 

11. An apparatus for purging polymer solids from a 
conduit connected to a loop reactor and in ?uid communi 
cation With the loop reactor comprising: 

a sensor; 

a ?rst valve in ?uid communication With the conduit; 

a second valve positioned betWeen a ?rst inert diluent and 
the conduit, Wherein the ?rst inert diluent is in ?uid 
communication With the conduit betWeen the loop 
reactor and the ?rst valve; 

Wherein, in response to a signal produced by the sensor, 
the ?rst valve is closed and the second valve is opened 
alloWing the ?rst inert diluent to enter the conduit in 
suf?cient quantities and under suf?cient pressure to 
purge polymer solids from the conduit. 

12. The apparatus of claim 11 the sensor is a pressure 
sensor. 

13. The apparatus of claim 11 Wherein the conduit has a 
?rst end, Wherein said ?rst end extends for a distance into the 
loop reactor Wherein portions adjacent to the ?rst end de?ne 
an opening. 

14. The apparatus of claim 11 further comprising: 

a third valve positioned betWeen a second inert diluent 
and the conduit, Wherein the second inert diluent is in 
?uid communication With the conduit betWeen the loop 
reactor and the ?rst valve; 

Wherein, When the ?rst valve is open and the second valve 
is closed the third valve is open alloWing the second 
inert diluent to enter the conduit. 
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15. A process for purging polymer solids from a conduit 
connected to a loop reactor and in ?uid communication With 
the loop reactor comprising the steps of: 

closing a ?rst valve in response to a ?rst signal from a ?rst 
sensor, Wherein the ?rst valve is connected to and in 
?uid communication With the conduit; 

opening a second valve in response to a second signal 
from a second sensor, Wherein the second valve is ?uid 
communication betWeen a ?rst inert diluent and the 
conduit, and Wherein the ?rst inert diluent is in ?uid 
communication With the conduit betWeen the loop 
reactor and the ?rst valve; 

?oWing suf?cient quantities of the ?rst inert diluent under 
suf?cient pressure into the conduit to purge polymer 
solids from the conduit. 

16. The process of claim 15 Wherein the ?rst and second 
sensors are the same. 

17. The process of claim 15 Wherein the ?rst and second 
signals are the same. 

18. An apparatus for returning ?nes to a polymeriZation 
slurry in a loop reactor comprising, 

a discharge valve for discharging a portion of the poly 
meriZation slurry from the loop reactor into a ?rst 
transfer conduit; 

the ?rst transfer conduit communicating said polymeriZa 
tion slurry therein into a ?rst ?ash tank, the ?rst ?ash 
tank converting a portion of the polymeriZation slurry 
into a ?rst ?uid, the ?rst ?uid comprising a diluent and 
the ?nes; 

a second transfer conduit communicating the ?rst ?uid 
therein to a ?rst cyclone, the ?rst cyclone converting a 
portion of the ?rst ?uid into a second ?uid comprising 
the diluent and the ?nes; 

a third transfer conduit communicating the second ?uid 
into a heat exchanger, the heat exchanger converting 
the second ?uid into a liquid comprising the diluent and 
the ?nes; and 

a fourth transfer conduit communicating the liquid to the 
polymeriZation slurry in the loop reactor. 

19. The apparatus of claim 18 further comprising a ?rst 
transfer conduit heater for heat exchange betWeen the ?rst 
transfer conduit heater and the polymeriZation slurry. 

20. Aprocess for returning ?nes to a polymeriZation slurry 
in a loop reactor comprising the steps of: 

discharging a portion of the polymeriZation slurry from 
the loop reactor; 

communicating the discharge polymeriZation slurry into a 
?rst ?ash tank; 

converting in the ?ash tank a portion of the polymeriZa 
tion slurry into a ?rst ?uid, the ?rst ?uid comprising a 
diluent and the ?nes; 

communicating the ?rst ?uid from the ?rst ?ash tank to a 
?rst cyclone; 

converting in the cyclone a portion of the ?rst ?uid into 
a second ?uid comprising the diluent and the ?nes; 

communicating the second ?uid into a heat exchanger; 
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converting in the heat exchanger the second ?uid into a 
liquid comprising the diluent and the ?nes; and 

returning the liquid to the polymerization slurry in the 
loop reactor. 

21. A process for producing polymer from a polymeriZa 
tion slurry in a loop reactor operating at a space time yield 
greater than 2.8 lbs/hr-gal Which comprises the steps of: 

forming the polymer in the polymeriZation slurry, Wherein 
the polymeriZation slurry comprises a liquid medium 
and solids; 

discharging the polymeriZation slurry through a discharge 
valve into a ?rst transfer conduit, the polymeriZation 
slurry after discharge referred to as a polymeriZation 
effluent; 

heating the polymerization effluent in said ?rst transfer 
conduit to a temperature beloW the fusion temperature 
of the polymer; 

communicating said polymeriZation ef?uent through said 
?rst transfer conduit to a ?rst ?ash tank Wherein the 
pressure in said ?rst ?ash tank and the temperature of 
said heated polymeriZation effluent are such as to 
produce a vapor from about 50% to about 100% of the 
liquid medium; 

condensing the vapor obtained in the ?rst ?ash step by 
heat exchange; 

discharging from said ?rst ?ash tank polymer solids to a 
second ?ash tank through a seal chamber of suf?cient 
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dimension such as to maintain a volume of polymer 
solids in the said seal chamber suf?cient to maintain a 
pressure seal; 

communicating the polymer solids to a second ?ash tank; 

exposing the polymer solids to a pressure reduction from 
a higher pressure in the ?rst ?ash tank to a loWer 
pressure in said second ?ash; and 

discharging the polymer solids from said second ?ash 
tank. 

22. The process of claim 21 have a Weight percent of the 
solids in the polymeriZation slurry greater than 47. 

23. The process of claim 21 Wherein the loop reactor is 
operating at a total circulating pumping head/reactor length 
is greater than 0.15 ft/ft. 

24. The process of claim 21 Wherein the loop reactor is 
operating With a recirculating pumping head greater than or 
equal to 200 ft. 

25. The process of claim 21 Wherein the polymeriZation 
slurry is circulated Within the loop reactor by multiple 
pumps and Wherein the volume is greater than 20,000 
gallons. 

26. The process of claim 21 Wherein the loop reactor has 
more than eight vertical legs. 

27. The process of claim 21 Wherein heat exchange in the 
condensing step is accomplished With a heat exchanger 
equipped With a temperature controlled heat transfer 
medium. 


