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RECHARGEABLE BATTERY PACK 

FIELD OF THE INVENTION 

[0001] This invention relates to battery charging systems 
and more particularly to battery chargers and rechargeable 
battery packs. 

BACKGROUND OF THE INVENTION 

[0002] Rechargeable batteries are Well known in the prior 
art. Rechargeable batteries are capable of being charged 
prior to initial use and recharged after being discharged. 
Generally, rechargeable batteries are charged by a battery 
charger having a poWer supply that can provide a supply of 
DC current. A rechargeable battery accepts the electrical 
current and converts it into chemical energy. As long as the 
rechargeable battery is capable of converting the electrical 
current into chemical energy, the rechargeable battery Will 
not signi?cantly rise in temperature. When a rechargeable 
battery is at full capacity, it is incapable of converting the 
charge current into chemical energy and it dissipates any 
continuing charge current as heat. The heat generated by a 
rechargeable battery is an ideal parameter to sense that it has 
reached a fully charged state. 

[0003] One or more rechargeable batteries are oftentimes 
packed together in series as a rechargeable battery pack to 
provide a desired operational voltage and current. The 
rechargeable battery packs are often used to poWer battery 
poWered devices such as toys Which are oftentimes operated 
by children. The rechargeable battery packs are removable 
from a battery poWered device for a number of reasons. A 
reason for providing a removable rechargeable battery pack 
is that one battery pack can be remotely charged While 
another is being used in the battery poWered device. The 
typical rechargeable battery pack has one or more recharge 
able batteries coupled in series together. TWo terminals of 
the rechargeable battery pack are coupled to each end 
terminal of the series of rechargeable batteries. At least one 
end terminal of the series of rechargeable batteries is typi 
cally coupled to one of the terminals of the battery pack by 
a Wire. The rechargeable batteries are encased into a 
rechargeable battery case With a positive battery pack ter 
minal protruding through an opening in one side of the case 
and a negative battery pack terminal protruding through 
another opening in the other side of the case in order to make 
contact With charging terminals of a battery pack charger. 
The rechargeable battery case is typically made of a plastic 
material that is insulating so as not to short to metal 
electrical contact points. 

[0004] The typical rechargeable battery pack case is rect 
angularly shaped. The typical Width of a rechargeable bat 
tery pack case is approximately the length of a rechargeable 
battery When rechargeable batteries are oriented therein side 
by side Without stacking. The typical length of a recharge 
able battery pack case is approximately the sum of the 
diameters or Widths of rechargeable batteries held Within the 
case for rechargeable batteries sitting side by side. On the 
left and right sides of the rechargeable battery pack case, 
there is a base edge and a top edge. The base edge has a 
narroWer region than the typical Width of the rechargeable 
battery pack case. To hold the rechargeable battery pack into 
a battery poWered device or battery charger, the typical 
rechargeable battery pack case has multiple L shaped tabs 
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along the base edge of one side and three mirrored-L shaped 
tabs along the base edge of the opposite side. The multiple 
L shaped tabs and the multiple mirrored-L shaped tabs 
protrude from the narroWer region of the base edge to 
approximately have the typical Width of the typical 
rechargeable battery pack. The shape and foot of the L and 
mirrored-L shaped tabs hold the battery pack in contact to 
the terminals of the battery poWered device or battery 
charger. 
[0005] The typical battery pack charger has open faced 
surfaces to couple With the rechargeable battery pack. The 
battery pack charger includes tWo opposing surfaces one 
having a positive electrical contact protruding through it and 
another having a negative electrical contact protruding 
through it. These electrical contacts are accessible to a user 
and typically do not have any safety concerns as the voltage 
on these terminals is beloW 24 volts Which is considered a 
safe voltage. This loW voltage is typical of loW current 
chargers in that an isolation transformer is used to convert 
the 120 volt AC-line poWer into a loWer voltage that is 
typically 12 volts AC. Higher current poWer systems are 
required if a battery is to be charged at a higher rate, Which 
means a higher charge current. Higher current poWer sup 
plies in some cases cannot employ an isolation transformer 
to step the 120 volt AC-line poWer doWn to a safe voltage. 
This is because an appropriate siZed isolation transformer 
may be very expensive, large and heavy. Without an isola 
tion transformer, the terminals of the charger may be unsafe 
to touch because a high voltage may be present at the 
electrical contacts. Touching just one terminal can result in 
shock because a current may be able to travel from the 
non-isolated electrical contact of the charger through a 
human body to ground. 

[0006] When engaged, the rechargeable battery pack is not 
enclosed by the typical battery pack charger. The surfaces of 
the rechargeable battery pack are grabable by a user to 
engage or disengage it With the battery pack charger. To 
engage With a battery pack charger, the rechargeable battery 
pack is slid against a ?at surface of the battery pack charger 
betWeen the tWo opposing surfaces, orthogonal to the ?at 
surface and separated by the Width of the rechargeable 
battery pack, in order to make mechanical and electrical 
connections With the charger. The electrical and mechanical 
connections are made on the sides of the rechargeable 
battery pack. One of the tWo opposing surfaces of the battery 
pack charger has a negative electrical contact protruding 
through side to make electrical connection to the contact on 
one side of the rechargeable battery pack and another one of 
the tWo opposing surfaces has a positive electrical contact 
protruding through so as to make electrical connection With 
the contact on the other side of the rechargeable battery 
pack. 

[0007] To make mechanical connections, the typical bat 
tery pack charger includes an upside doWn L shaped tab and 
an upside doWn mirrored-L shaped tab in the respective 
opposing surfaces. The battery pack case of the rechargeable 
battery pack, uses the L and mirrored-L shaped tabs closest 
to the terminals of its three L and mirrored-L shaped tabs to 
mate With the battery pack charger. The upside doWn L 
shaped tab of the battery pack charger mates With the ?rst 
mirrored-L shaped tab of the rechargeable battery pack on 
one side. The upside doWn mirrored-L shaped tab of the 
rechargeable battery pack mates With the ?rst L shaped tab 
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of the rechargeable battery pack on the opposite side. The 
mating betWeen these tabs, keeps the rechargeable battery 
pack from moving further forward, keeps it aligned With the 
electrical contacts and keeps the rechargeable battery pack 
coupled in place to the battery pack charger in one direction. 

[0008] To hold the rechargeable battery pack in place in an 
orthogonal direction, the battery pack charger includes a 
spring loaded latch mechanism having a catch and a user 
push button. The spring loaded latch interfaces to one side 
only of the rechargeable battery pack When inserted. With 
the rechargeable battery pack being inserted, as the ?rst 
mirrored-L shaped tab passes over the catch of the spring 
loaded latch, the catch of the spring loaded latch is depressed 
into the charger. After the end of the ?rst mirrored-L shaped 
tab has passed, the catch of the spring loaded latch is 
released to protrude up behind the ?rst mirrored-L shaped 
tab in order to hold the rechargeable battery pack to the 
battery pack charger. To release the rechargeable battery 
pack from the battery pack charger, a user depresses the 
button of the spring loaded latch to depress the catch so the 
?rst mirrored-L shaped tab can clear the catch as the 
rechargeable battery pack is pulled aWay by a user from the 
battery pack charger. 

[0009] A typical loW-cost battery charger provides a 
charging current that is a relatively loW current to a recharge 
able battery such that it can be sustained inde?nitely Without 
damaging the battery. This loW current, typically betWeen 25 
milliamps and 100 milliamps, Will safely charge a battery 
from a discharged state to a fully charged state in approxi 
mately 4 to 12 hours. This loW current provided by the loW 
cost battery charger is sometimes referred to as a trickle 
charge. The trickle charge current can be set to a level Where 
the battery can safely dissipate excess current into heat 
Without overheating the battery. Generation of excessive 
heat in a rechargeable battery Will cause it to breakdoWn and 
reduce its useful lifetime. A disadvantage to using a loW 
current and loW cost battery charger is that it requires 
charging a battery for a relatively long period of time in 
order to reach a fully recharged state. 

[0010] Rechargeable batteries in a rechargeable battery 
pack can be charged at higher rates using higher current 
levels than that used at sloW charge rates. HoWever When 
fast charging, safety precautions should be taken to prevent 
overheating of the batteries thereby preventing a possible 
?re, injury to a user, or damage to the battery or the battery 
charger. Preventing injury to a user is particularly important 
When a charging system is utiliZed by children to recharge 
batteries that are utiliZed in toys. Additionally, as neW fast 
charge technology is applied to rechargeable batteries for 
use Within toys, safety precautions become very important 
as a result. If no safety precautions are taken, then recharge 
able battery packs should only be charged at sloW rates using 
loW current levels. 

[0011] Some safety precautions for fast charging that can 
be taken is to assure that a battery charger Will not charge a 
rechargeable battery at an excessively high rate and that the 
charging current is removed or reduced, such as to a trickle 
charge rate, shortly after the battery reaches its fully charged 
state. The charge rate refers to the level of charge current and 
the time to recharge a discharged battery. A charge rate is 
excessive if it exceeds the rate at Which a rechargeable 
battery can convert the charge current into chemical energy. 
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This occurs When the charging current level is higher than 
the maximum charge current rated for a given battery type 
and capacity. For example, a typical 50 milliamp-hour 
Nickel-Cadmium (NiCad) battery can safely be charged up 
to a charging current level of 200 milliamps While a 700 
milliamp-hour NiCad battery can be safely charged up to a 
charging current level of 2.8 amps. Typically, NiCad battery 
construction Will alloW for a battery cell to be recharged at 
tWo to ten times its hour rating of battery capacity. Battery 
manufacturing techniques vary from manufacturer to manu 
facturer as Well as from cell type to cell type Which dictates 
the maximum charge rate for each cell. If the charge rate is 
excessive, the battery produces heat to dissipate the energy 
provided by the excessive charge current level. Regardless 
of the charge current level, When a battery reaches its fully 
charged state it is no longer capable of converting the charge 
current into chemical energy. In this case, the battery dissi 
pates the extra charge current as heat and the current should 
be removed or reduced such as to a trickle charge current in 
order to avoid damage, maintain battery life, and protect 
persons and property from harm. 

[0012] It is desirable to provide a fast charge battery 
charging system having safety features to avoid damage, 
maintain battery life, and protect persons and property from 
harm. 

BRIEF SUMMARY OF THE INVENTION 

[0013] The present invention includes the methods, sys 
tems and apparatus Which are brie?y summarized in the 
claims. 

[0014] Brie?y, a battery charging system including a 
rechargeable battery pack and a battery pack charger is 
disclosed. The rechargeable battery pack and the battery 
pack charger include mechanical safety mechanisms to 
safely charge the rechargeable battery pack using at least one 
fast charge rate. The rechargeable battery pack and the 
battery pack charger are mechanically and electrically 
coupled together in order to charge the rechargeable battery 
pack. 
[0015] The rechargeable battery pack includes an opening 
to alloW a temperature sensor to directly sense the tempera 
ture at a terminal case of a rechargeable battery cell in the 
rechargeable battery pack. A temperature sensor is used to 
determine When to automatically cutoff charging at the at 
least one fast charge rate. The rechargeable battery pack 
further includes one or more key slots along a rear edge in 
order to distinguish it from others. Additionally, rectangular 
guide tabs in the rechargeable battery pack of the present 
invention alloW it to be backWard compatible. The recharge 
able battery pack of the present invention can be charged in 
former battery pack chargers and used to poWer former 
battery operated devices. 

[0016] The battery pack charger includes one or more key 
tabs in a charger door that need to mate With the one or more 
key slots in the rechargeable battery pack in order for the 
charger door to close into a closed position and begin 
charging. The combination of the one or more key tabs With 
the one or more key slots provides a safety mechanism to 
assure that the appropriate battery pack is inserted Which can 
be safely charged. 

[0017] The battery pack charger further includes a high 
current charger poWer supply Which is not electrically iso 
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lated from AC line power. The battery pack charger due to 
the non-isolated power supply design includes a safety 
sWitch mechanism that facilitates the safety system provided 
by the key slots in the battery pack and tabs on the charging 
door to avoid electrical shock to a user in the event that a 
user touches one of the charging terminals When a recharge 
able battery pack is not inserted into the charger. The safety 
sWitch mechanism includes at least one sWitch to sWitch one 
circuit or a pair of sWitches to sWitch tWo circuits. In one 
embodiment the sWitch (or pair of sWitches) is a spring 
sWitch With a leaf spring contact or button. In another 
embodiment, the sWitch (or pair of sWitches) is a micro 
sWitch With a leaf spring lever activation. In yet another 
embodiment, the sWitch (or pair of sWitches) is formed of a 
conductive strip and a spring loaded conductive strip. One 
lever arm or and a pair of lever arms of the charger door of 
the battery pack charger are used to activate the safety 
sWitch mechanisms. The one or more lever arms activate 

(i.e. close, turn ON or sWitch ON) and deactivate the one or 
more sWitches (i.e. open, turn OFF or sWitch OFF) by 
applying or releasing a pressure or force on a contact point 
of the leaf spring contact, the button, the leaf spring lever, or 
the spring loaded conductive strip. When the charger door is 
closed, the lever arms push on the leaf spring contact, the 
button, the leaf spring lever, or the spring loaded conductive 
strip in order to close the sWitch to provided a closed circuit. 
With the charger door in an open position there is no 
pressure from the lever arm on the leaf spring contact, the 
button, the leaf spring lever, or the spring loaded conductive 
strip. Therefore, the safety sWitches are not closed and 
provide an open circuit When the charger door is in the open 
position. When the charger door is in a closed position, the 
closing of the safety sWitch mechanism (or mechanisms) 
alloWs poWer to be supplied to a rechargeable battery pack 
that is inserted into the battery pack charger. 

[0018] The battery pack charger further provides rectan 
gular guide tabs on sideWalls of an inner housing that alloW 
the rectangular guide tabs of the rechargeable battery pack 
to slide under. The rectangular guide tabs of the battery pack 
charger further distinguish the type of rechargeable battery 
packs that can be fully inserted therein for safe charging. 

[0019] The battery pack charger further includes a charger 
poWer supply on a printed circuit board With the appropriate 
circuitry to charge the rechargeable battery pack at the at 
least one fast charge rate. The battery pack charger includes 
a temperature sensor coupled to the printed circuit board at 
one end that reaches through the opening in the rechargeable 
battery pack to directly sense battery temperature at a 
terminal case of a rechargeable battery cell in the recharge 
able battery pack. 

BRIEF DESCRIPTIONS OF THE DRAWINGS 

[0020] FIG. 1 is a front perspective vieW from above of a 
?rst embodiment of our neW design for a rechargeable 
battery pack; 

[0021] FIG. 2 is a rear perspective vieW from beloW 
thereof; 

[0022] FIG. 3 is a top plan vieW thereof; 

[0023] FIG. 4 is a right side elevational vieW thereof; 

[0024] FIG. 5 is a bottom plan vieW thereof; 
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[0025] FIG. 6 is a left side elevational vieW thereof; 

[0026] FIG. 7 is a front elevational vieW thereof; 

[0027] FIG. 8 is a rear elevational vieW thereof; 

[0028] FIG. 9 is a rear elevational vieW of a second 
embodiment of our neW design for a rechargeable battery 
pack; and 

[0029] 
[0030] FIG. 11 is a front perspective exploded vieW from 
the top of the ?rst embodiment of the rechargeable battery 
pack of the present invention. 

[0031] FIG. 12 is a bottom perspective vieW of the battery 
pack charger of the present invention. 

FIG. 10 is a top plan vieW thereof. 

[0032] FIG. 13 is a perspective vieW illustrating the 
battery pack charging system of the present invention. 

[0033] FIG. 14 is an left side exploded vieW of the battery 
pack charger of the present invention. 

[0034] FIG. 15 is a bottom sectional vieW of a ?rst 
embodiment for the charger door of the battery pack charger 
to mate With the ?rst embodiment of the rechargeable battery 
pack. 

[0035] FIG. 16 is a bottom sectional vieW of a second 
embodiment for the charger door of the battery pack charger 
to mate With the second embodiment of the rechargeable 
battery pack. 
[0036] FIG. 17 is a top sectional vieW of the battery pack 
charger of the present invention. 

[0037] FIG. 18 is a top sectional magni?ed vieW of the 
temperature sensor of the battery pack charger probing the 
temperature of a battery in the rechargeable battery pack. 

[0038] FIG. 19 is a right side cut-aWay sectional vieW of 
the battery pack charger With an open charger door to receive 
the rechargeable battery pack. 

[0039] FIG. 20 is a right side cut-aWay sectional vieW of 
the battery pack charger With the rechargeable battery pack 
inserted therein. 

[0040] FIG. 21 is a right side cut-aWay sectional vieW of 
an alternate embodiment of the battery pack charger With an 
open charger door to receive the rechargeable battery pack. 

[0041] FIG. 22 is a right side cut-aWay sectional vieW the 
alternate embodiment of the battery pack charger With the 
rechargeable battery pack inserted therein. 

[0042] FIG. 23 is a top sectional vieW of the alternate 
embodiment of the battery pack charger of the present 
invention. 

[0043] FIG. 24 is a simpli?ed schematic block diagram 
representation of the electronics of the battery pack charger 
of the present invention. 

[0044] The rechargeable battery pack is used to store an 
electric charge or energy and may be inserted into a battery 
pack charger or a battery poWered device. 

[0045] The broken lines shoWn in FIGS. 1 and 2 are for 
illustrative purposes only and form no part of the ?rst or 
second embodiment of our neW design for a rechargeable 
battery pack. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

[0046] In the following detailed description of the present 
invention, numerous speci?c details are set forth in order to 
provide a thorough understanding of the present invention. 
HoWever, it Will be obvious to one skilled in the art that the 
present invention may be practiced Without these speci?c 
details. In other instances Well knoWn methods, procedures, 
components, and circuits have not been described in detail 
so as not to unnecessarily obscure aspects of the present 
invention. 

[0047] Brie?y, a battery charging system including a 
rechargeable battery pack and a battery pack charger is 
disclosed. The rechargeable battery pack and the battery 
pack charger include mechanical safety mechanisms to 
safely charge the rechargeable battery pack using at least one 
fast charge rate. The rechargeable battery pack and the 
battery pack charger are mechanically and electrically 
coupled together in order to charge the rechargeable battery 
pack. 
[0048] The rechargeable battery pack includes an opening 
to alloW a temperature sensor to directly sense the tempera 
ture at a terminal case of a rechargeable battery cell in the 
rechargeable battery pack. A temperature sensor is used to 
determine When to automatically cutoff charging at the at 
least one fast charge rate. The rechargeable battery pack 
further includes one or more key slots along a rear edge in 
order to distinguish it from others. Additionally, rectangular 
guide tabs in the rechargeable battery pack of the present 
invention alloW it to be backWard compatible. The recharge 
able battery pack of the present invention can be charged in 
former battery pack chargers and used to poWer former 
battery operated devices. 

[0049] The battery pack charger includes one or more key 
tabs in a charger door that need to mate With the one or more 
key slots in the rechargeable battery pack in order for the 
charger door to close into a closed position and begin 
charging. The combination of the one or more key tabs With 
the one or more key slots provides a safety mechanism to 
assure that the appropriate battery pack is inserted Which can 
be safely charged. 

[0050] The battery pack charger further includes a high 
current charger poWer supply Which is not electrically iso 
lated from AC line poWer. The battery pack charger due to 
the non-isolated poWer supply design includes a safety 
sWitch mechanism that facilitates the safety system provided 
by the key slots in the battery pack and tabs on the charging 
door to avoid electrical shock to a user in the event that a 
user touches one of the charging terminals When a recharge 
able battery pack is not inserted into the charger. The safety 
sWitch mechanism includes at least one sWitch to sWitch one 
circuit or a pair of sWitches to sWitch tWo circuits. In one 
embodiment the sWitch (or pair of sWitches) is a spring 
sWitch With a leaf spring contact or button. In another 
embodiment, the sWitch (or pair of sWitches) is a micro 
sWitch With a leaf spring lever activation. In yet another 
embodiment, the sWitch (or pair of sWitches) is formed of a 
conductive strip and a spring loaded conductive strip. One 
lever arm or and a pair of lever arms of the charger door of 
the battery pack charger are used to activate the safety 
sWitch mechanisms. The one or more lever arms activate 

(i.e. close, turn ON or sWitch ON) and deactivate the one or 
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more sWitches (i.e. open, turn OFF or sWitch OFF) by 
applying or releasing a pressure or force on a contact point 
of the leaf spring contact, the button, the leaf spring lever, or 
the spring loaded conductive strip. When the charger door is 
closed, the lever arms push on the leaf spring contact, the 
button, the leaf spring lever, or the spring loaded conductive 
strip in order to close the sWitch to provided a closed circuit. 
With the charger door in an open position there is no 
pressure from the lever arm on the leaf spring contact, the 
button, the leaf spring lever, or the spring loaded conductive 
strip. Therefore, the safety sWitches are not closed and 
provide an open circuit When the charger door is in the open 
position. When the charger door is in a closed position, the 
closing of the safety sWitch mechanism (or mechanisms) 
alloWs poWer to be supplied to a rechargeable battery pack 
that is inserted into the battery pack charger. 

[0051] The battery pack charger further provides rectan 
gular guide tabs on sideWalls of an inner housing that alloW 
the rectangular guide tabs of the rechargeable battery pack 
to slide under. The rectangular guide tabs of the battery pack 
charger further distinguish the type of rechargeable battery 
packs that can be fully inserted therein for safe charging. 

[0052] The battery pack charger further includes a charger 
poWer supply on a printed circuit board With the appropriate 
circuitry to charge the rechargeable battery pack at the at 
least one fast charge rate. The battery pack charger includes 
a temperature sensor coupled to the printed circuit board at 
one end that reaches through the opening in the rechargeable 
battery pack to directly sense battery temperature at a 
terminal case of a rechargeable battery cell in the recharge 
able battery pack. 

[0053] Reference is noW made to FIGS. 1-11 illustrating 
the rechargeable battery pack 100 of the present invention. 
FIG. 1 is a front perspective vieW from above of a ?rst 
embodiment of the rechargeable battery pack 100. 
Rechargeable battery pack 100 may also be referred to as a 
battery pack, energy pack or rechargeable battery cassette. 
FIG. 2 is a rear perspective vieW from beloW the ?rst 
embodiment of the rechargeable battery pack 100. The 
rechargeable battery pack 100 includes a battery pack case 
102, a ?rst electrical contact 104 in a right side 106, a second 
electrical contact 105 in a left side 107, and one or more 
rechargeable batteries to store an electrical charge or energy. 
The rechargeable batteries are housed by the battery pack 
case 102 and can be Nickel-Cadmium (NiCad), Nickel 
Metal-Hydride (NiMH), lithium-ion or other type of 
rechargeable battery. The rechargeable battery pack 100 is 
often used in children’s toys and radio controlled vehicles 
receivers or transmitters. 

[0054] The rechargeable battery pack case 102 is prefer 
ably made of an inexpensive rigid material such as plastic 
and may also be an insulating material so as not to short to 
metal electrical contact points or terminals. The ?rst elec 
trical contact 104 protrudes through an opening in the right 
side 106 of the battery pack case 102. The second electrical 
contact 105 protrudes through an opening in the left side 107 
of the battery pack case 102. The ?rst and second electrical 
contacts, also referred to as terminals, are for making an 
electrical connection to terminals of a battery poWered 
device and a battery pack charger. Preferably the ?rst 
electrical contact 104 on the right side 106 is a negative 
contact for coupling to the negative terminal of the battery 
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pack charger or battery powered device. The second elec 
trical contact 105 on the left side 107 is preferably a positive 
contact for coupling to the positive terminal of the battery 
pack charger or battery poWered device. 

[0055] Afront side 108 of the battery pack case 102 has an 
opening 110 to allow contact to battery casing of the 
rechargeable battery 111A by a temperature sensor probe to 
thermally couple thereto. Opening 110 may be rectangularly 
shaped as illustrated or round, oval or otherWise to alloW the 
temperature sensor probe to make contact With the recharge 
able battery 111A. The opening 110 exposes the terminal 
casing of the rechargeable battery 111A near its end termi 
nal. The exposed terminal casing preferably includes con 
ductive material that is electrically and thermally coupled to 
the end terminal of the battery. In the preferred embodiment, 
the opening 110 is nearer the right side 106 to eXpose the 
terminal casing for the negative terminal of the rechargeable 
battery 111A. The opening 110 alloWs a battery pack charger 
that has a temperature sensor to make contact With the 
rechargeable battery 111A to measure its temperature at its 
terminal casing. In the preferred embodiment, the tempera 
ture sensor of a battery pack charger mechanically, thermally 
and electrically couples to the terminal casing of the 
rechargeable battery 111A. 

[0056] Measuring the temperature of the rechargeable 
battery 111A can provide an indication of the charge con 
dition of the battery in order to make determinations of 
charge current levels. If the rechargeable battery 111A is 
measured to have too high of a temperature, the charging can 
be stopped or reduced to a sloW or trickle charge current 
level. The opening 111A facilitates one of the safety features 
of the present invention. If the rechargeable battery 111A 
includes conductive material connected to the electrical 
terminal of the battery as its eXposed casing, the opening 110 
alloWs the temperature sensor of the battery pack charger to 
make electrical contact With the rechargeable battery 111A. 
The electrical connection provides a means to assure that the 
temperature sensor is making proper contact With the 
rechargeable battery 111Aby operating in a closed circuit. If 
not in a closed circuit, an open circuit eXist and the battery 
pack charger may not charge at the fast charge rates as a 
result of a defect in the temperature sensing mechanism. In 
the preferred embodiment, the rechargeable battery 111A 
has a portion of an insulating skin cut aWay to reveal the 
conductive terminal casing of the negative terminal of the 
rechargeable battery 111A. Referring momentarily to FIG. 
11, the area 112 of the insulating skin 114 of the rechargeable 
battery 111A has been cut aWay to alloW direct contact by a 
temperature sensor to the negative terminal casing. 

[0057] Referring noW to FIGS. 1 and 2, a top rear edge 
116, Where a top surface 118 and a rear side 120 meet, 
includes one or more key slots 122 Which are openings or 
recesses in the material forming the top rear edge 116 of the 
case. The openings for the key slots 122 eXtend from the a 
part of the rear side 120 through a part of the top surface 118 
as shoWn in FIGS. 1 and 2. Referring momentarily to FIGS. 
9 and 10, one elongated key slot 122‘ is illustrated along the 
top rear edge 116 as an alternate embodiment to the one or 
more key slots 122. Referring back to FIGS. 1 and 2, the 
one or more key slots 122 provide one of the safety features 
of the present invention. As discussed more fully later, the 
one or more key slots 122 act like keys for the rechargeable 
battery pack 100. The key slots 122 can mate to a locking 
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feature in a battery pack charger in order to assure that a 
speci?c rechargeable battery pack is installed in the battery 
pack charger. The key slots 122 and locking feature pre 
cludes other rechargeable battery packs from being inserted 
and charged. This is because other rechargeable battery 
packs Were not speci?cally designed to be safely charged by 
the given battery pack charger. 

[0058] Various combinations in number, positions and 
siZes of the one or more key slots 122 along the rear edge 
116 can be used to distinguish different rechargeable battery 
packs 100. For eXample, rechargeable battery packs may 
have different rechargeable battery types (i.e. Nickel-Cad 
mium, Lithium Ion, etc.) or differing numbers of recharge 
able batteries With different voltage and/or current capabili 
ties. The one or more key slots 122 along the rear edge 116 
of the battery pack 100 can be used to distinguish these 
differences in the same battery case 102 having the same 
form factor. Additionally the one or more key slots 122 can 
distinguish betWeen battery packs With or Without the open 
ing 110. For eXample, rechargeable battery packs Without 
the opening 110 do not provide a means for measuring the 
temperature at near the end terminal of the rechargeable 
battery 111A. It Would therefore be unsafe to fast charge 
rechargeable battery packs Without the opening 110 in a 
battery pack charger that fast charges and measures tem 
perature through the opening 110 to determine When to sloW 
or trickle charge. In Which case the battery pack charger may 
continue to fast charge and may cause damage to the 
rechargeable battery pack, the battery pack charger or other 
property or persons. It is therefore desirable to differentiate 
betWeen rechargeable battery packs that have the opening 
110 from those that do not. The one or more key slots 122 
can also provide a means of differentiating or distinguishing 
those rechargeable battery packs that have the opening 110. 
As an additional safety feature, the battery pack charger can 
detect When an electrical contact is made betWeen the 
temperature probe and the terminal case of a rechargeable 
battery pack. Therefore, if the opening 110 in the case of the 
battery pack is missing, the temperature probe does not 
make contact and charging at a fast charge rate can be 
avoided or charging can be completely turned OFF in 
response. 

[0059] The battery pack case 102 of the rechargeable 
battery pack 100 is rectangularly shaped. The siZe of the 
rechargeable battery pack case 102 in one embodiment is the 
same as the other rechargeable battery packs, such as the 
typical, in order to be backWard compatible. That is, the 
rechargeable battery pack 100 has the same siZe and same 
location of electrical contacts so that it can be used to poWer 
former battery poWered devices and be charged in former 
battery pack chargers. In another embodiment, the siZe, 
shape and location of electrical contacts of the rechargeable 
battery pack are proprietary and incompatible When com 
pared With former rechargeable battery packs. In either case, 
the opening 110 and the key slots 122 provide safety features 
to assure the proper charging With the appropriate battery 
pack charger at fast charge rates. Additionally, the recharge 
able battery pack 100 may be ?exible such as that disclosed 
in US. Pat. No. 5,853,915 entitled “Foldable Multi-con?gu 
ration Battery Pack” by Shohei Suto and incorporate the 
opening 110 at a front side and the one or more key slots 122 
at an edge such as the rear edge. 
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[0060] In the preferred embodiment, the rechargeable bat 
tery pack case 102 includes rectangular guide tabs 124A and 
124B along base regions 126A and 126B on the right side 
106 and left side 107 respectively. In the embodiment Where 
the rechargeable battery pack is backWard compatible With 
former battery poWered devices, there are tWo L shaped tabs 
128 and 129 along the base region 126Aon the right side 106 
and tWo mirrored-L shaped tabs 130 and 131 along the base 
region 126B of the left side 107. The rectangular guide tabs 
124A and 124B are the ?rst guide tabs upon insertion and are 
nearest the front side 108 on respective right and left sides 
of the rechargeable battery pack. The tabs 128 and 130 are 
nearest the middle on respective right and left sides betWeen 
the front side 108 and the rear side 120. The tabs 129 and 
131 are the last guide tabs nearest the rear side 120 on 
respective right and left sides of the rechargeable battery 
pack. The tWo mirrored-L shaped tabs 130 and 131 on the 
left side are essentially the mirror images of the tWo L 
shaped tabs 128 and 129 on the right side. In another 
embodiment the tabs 128-131 are shaped to match a pro 
prietary battery poWered device. The rectangular guide tabs 
124A and 124B and the tWo L shaped tabs 128-129 and the 
tWo mirrored-L shaped tabs 130-131 protrude from the 
narroWer base regions 126A-126B to approximately have 
the same Width of the rechargeable battery pack 100. Each 
of the rectangular guide tabs 124A and 124B include a front 
side, a rear side opposite the front side, a bottom side, a top 
side opposite the bottom side, and a front edge Where the 
front side and bottom side couple. Each of the L shaped 
guide tabs 128-129 and mirrored-L shaped guide tabs 130 
131 include horiZontal portions referred to as feet and 
vertical portions. The guide tabs 124A and 124B, tabs 
128-129, and shaped tabs 130-131, Whatever their shape, 
guide and hold the rechargeable battery pack 100 in contact 
to the terminals of a battery poWered device When properly 
engaged therein. The rectangular guide tabs 124A and 124B, 
L shaped guide tabs 128-129, and mirrored-L shaped guide 
tabs 130-131, also provide a quick-load system and reverse 
polarity protection in that they protect the rechargeable 
battery pack 100 from being inserted improperly into a 
battery charger. 

[0061] In order to inform a user of the insertion direction 
of the rechargeable battery pack 100 into a battery pack 
charger, an arroW 132 may be included in or on the top 
surface 118 as illustrated in FIG. 1. In order to further 
identify the rechargeable battery pack 100 With the proper 
battery pack charger, colored labels 134 and 136 may be 
included in the top surface 118 and a bottom surface 138 
respectively matching the color of a color label affixed to the 
battery pack charger (not shoWn). A user need only match 
the color of the label of the rechargeable battery pack With 
the color of the label on the battery pack charger to knoW 
that it can properly be charged therein. 

[0062] Referring noW to FIG. 9, a rear elevational vieW of 
a second embodiment of the rechargeable battery pack 100 
is illustrated. The second embodiment of the rechargeable 
battery pack 100 includes the elongated key slot 122‘ along 
the top rear edge 116. Referring to FIGS. 9 and 10, the 
elongated key slot 122‘ is an opening or recess in the case 
102 of the rechargeable battery pack 100 that eXtends from 
the rear side 120 to the top surface 118 along the top rear 
edge 116. As described in more detail beloW, the elongated 
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key slot 122‘ mates With a surface of the battery pack charger 
to mechanically distinguish it from other types of recharge 
able battery packs. 

[0063] Referring noW to FIG. 11, a front perspective 
exploded vieW from the top of the rechargeable battery pack 
100 of the present invention is illustrated. The rechargeable 
battery pack 100 includes a plurality of rechargeable batter 
ies 111A-111E connected in series together to form the 
desired voltage level of the rechargeable battery pack 100. 
Rechargeable batteries 111A-111E are preferably nickel 
cadmium batteries, but, they also may be lithium-ion, nickel 
metal hydride or other rechargeable type of battery. FIG. 11 
illustrates only four batteries connected in series but it is to 
be understood that more or less can be connected in series 
Without departing from the spirit of the present invention. To 
couple the rechargeable batteries 111A-111E in series a 
number of shorting strips 140 can be used coupling the 
negative terminal of one rechargeable battery to the positive 
terminal of another rechargeable battery. Shorting strips 140 
are conductive strips that are preferably metallic. The ?rst 
electrical contact 104 of the rechargeable battery pack 100 
is coupled to one end of Wire 148B While an opposite end of 
Wire 148B is coupled to the end terminal 142 of the 
rechargeable battery 111A. In this manner, the ?rst electrical 
contact 104 couples to the end terminal 142 of the recharge 
able battery 111A. In the preferred embodiment, the end 
terminal 142 is the negative terminal. An end terminal 144 
of the rechargeable battery 111E is coupled to one side of a 
metal contact 146. The second side of the metal contact 146 
is coupled to one end of Wire 148A. The opposite end of Wire 
148A is coupled to the second electrical contact 105 of the 
rechargeable battery pack 100. In this manner, the second 
electrical contact 105 couples to the end terminal 144 of the 
rechargeable battery 111E. In the preferred embodiment, the 
end terminal 144 is the positive terminal. 

[0064] After coupling the rechargeable batteries 111A 
111E in series and to the contacts, they can be ?tted into a 
bottom half 150 of the battery pack case 102. Then a top half 
152 of the battery pack case 102 can be ?tted over the 
rechargeable batteries 111A-111E, contacts, and shorting 
bars to enclose them and hold them in place. The top half 
152 includes a right side contact opening 154 and a left side 
contact opening 155 to alloW the ?rst and second electrical 
contacts 104 and 105 respectively to protrude through the 
battery pack case 102. The area 112 of the insulating skin 
114 of the rechargeable battery 111A has been cut aWay to 
alloW direct contact to the terminal casing of the recharge 
able battery 111A. In the preferred embodiment it is the 
negative terminal casing that is eXposed through the area 
112. Area 112 may be a small rectangular area as illustrated 
or it may be a cylindrical region around the battery 111A or 
a circular area or other shaped area that alloWs a temperature 
sensor to make direct contact to eXposed terminal casing 
therein. 

[0065] In order to alloW a temperature sensor to reach in 
through to the rechargeable battery 111A, the battery pack 
case 102 includes the opening 110. The opening 110 may be 
completely formed in the top half 152 of the battery pack 
case 102. Alternatively, a portion of opening 110 can be 
formed in the top half 152 and another portion of opening 
110 can be formed in the bottom half 150 of the battery pack 
case as illustrated in FIG. 11. 














