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PROPERTY PREDICTION USING RESIDUAL 
STEPWISE REGRESSION 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates generally to methods 
for using seismic data to predict reservoir properties at 
unexplored subterranean locations. In another aspect, the 
invention relates to a method for predicting reservoir prop 
erties at unexplored subterranean locations based on knoWn 
reservoir properties at explored subterranean locations and 
seismic attributes generated from a seismic survey or sur 
veys encompassing both the explored and unexplored sub 
terranean locations. 

[0003] 2. Description of the Prior Art 

[0004] Seismic surveys gather important information 
about the subsurface of the earth. Data gathered from a 
seismic survey is typically manipulated to yield a pool of 
unique seismic attributes. Seismic attributes can be de?ned 
as analytical measurements of the seismic expression of 
geologic conditions and can take a variety of forms. Fre 
quently, seismic attributes are measurements of a seismic 
Waveform’s amplitude, length, area, symmetry, frequency, 
or phase. In addition, seismic attributes maybe discrete 
classi?cations (e.g., pattern assignments or facies), struc 
tural (time or depth horiZons, isochrons, or isopachs), and 
spatial coordinates (e.g., X-coordinate and Y-coordinate). 
Each seismic attribute responds to particular reservoir con 
ditions in a unique manner. Thus, seismic attributes can be 
used to predict reservoir properties (e. g., porosity, thickness, 
or ?uid type) of the subterranean formation. By using 
multiple seismic attributes for reservoir property prediction, 
noise contamination may be reduced and accuracy of the 
prediction may be enhanced. 

[0005] A number of conventional methods exist for using 
multiple seismic attributes to predict reservoir properties of 
a subterranean formation. When knoWn reservoir properties 
(typically from Well logs) are available at locations Within 
the surveyed region, those knoWn reservoir properties can be 
used to help “calibrate” the seismic attributes. A variety of 
methods exist for calibrating seismic attributes With knoWn 
reservoir properties in an effort to more accurately predict 
reservoir properties at unexplored locations. One conven 
tional calibration method performs calculations for all pos 
sible combinations of the seismic attributes. Such an exhaus 
tive approach is very computationally intensive and can 
require long periods of time and expensive computers to 
achieve. Another conventional calibration method involves 
selecting a pre-identi?ed group of the seismic attributes to 
use in the calculation. HoWever, one can never be sure that 
the pre-selected seismic attributes provide the best solution. 
Still another conventional calibration method progressively 
adds seismic attributes to a predetermined starting attribute. 
This method, hoWever, can result in a local ansWer Which is 
not the optimal global solution. 

[0006] Typically, the above-described conventional tech 
niques each yield a multi-variable prediction equation that 
can be employed to calculate a predicted reservoir property 
at a certain unexplored location based on multiple seismic 
attributes at that location. HoWever, there is currently no 
procedure for quantitatively determining the relative contri 
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bution of each seismic attribute used in the prediction 
equation. Such a procedure for quantitatively determining 
the predictive signi?cance of each seismic attribute Would 
be helpful for selecting Which seismic attributes to extract 
from seismic survey data for future property predictions. 

OBJECTS AND SUMMARY OF THE 
INVENTION 

[0007] It is therefore an object of the present invention to 
provide a computationally ef?cient method of predicting 
reservoir properties using multiple seismic attributes. 

[0008] Another object of the present invention is to pro 
vide a more accurate method of predicting reservoir prop 
erties using multiple seismic attributes that avoids providing 
a local solution. 

[0009] Still another object of the present invention is to 
provide a quantitative method of determining the relative 
signi?cance of individual attributes used as variables in 
multi-variable prediction equations. 

[0010] It should be understood that the above-listed 
objects are only exemplary, and not all the objects listed 
above need be accomplished by the invention described and 
claimed herein. 

[0011] In one embodiment of the present invention, there 
is provided a method of predicting a reservoir property at an 
unexplored subterranean location based on a seismic 
attribute pool generated from a seismic survey and knoWn 
reservoir properties at explored subterranean locations. The 
seismic attribute pool includes a plurality of common seis 
mic attributes for each explored and unexplored location. 
The property prediction method comprises the steps of: (a) 
performing a ?rst regression of the knoWn reservoir prop 
erties and a ?rst one of the common seismic attributes at the 
explored locations, With the regression yielding a ?rst pre 
diction equation for calculating a ?rst predicted reservoir 
property; (b) calculating ?rst residuals for the knoWn reser 
voir properties and corresponding ?rst predicted reservoir 
properties generated With the ?rst prediction equation; (c) 
correlating the ?rst residuals With the common seismic 
attributes not used in the regression of step (a); and (d) 
selecting the common seismic attribute With the highest 
correlation from step (c) as a second one of the common 
seismic attributes. 

[0012] In another embodiment of the present invention, 
there is provided a stepWise regression method for predict 
ing a reservoir property at an unexplored subterranean 
location based on a seismic attribute pool generated from a 
seismic survey and knoWn reservoir properties at explored 
subterranean locations. The seismic attribute pool includes a 
plurality of common seismic attributes for each explored and 
unexplored location. The stepWise cumulative regression 
method comprises the steps of: (a) selecting one of the 
common seismic attributes as a current starting attribute and 
proceeding to step (b); (b) adding the selected seismic 
attribute from the previous step to a cumulative attribute set 
and proceeding to step (c); (c) performing a regression of the 
knoWn reservoir properties and the seismic attribute or 
attributes in the cumulative attribute set, to thereby yield a 
current prediction equation for calculating a predicted res 
ervoir property and proceeding to step (d); (d) calculating a 
current correlation value, a current prediction error and 
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current residuals for the known reservoir properties and 
corresponding predicted reservoir properties generated With 
the current prediction equation and proceeding to step (e); 
(e) proceeding to step (g) if the selected seismic attribute 
from step (b) is the starting seismic attribute, otherWise 
comparing the current correlation value and prediction error 
to a prior correlation value and prediction error and pro 
ceeding to step proceeding to step if the current 
correlation value or prediction error is Worse than the prior 
correlation value and prediction error, otherWise proceeding 
to step (g); (g) correlating the residuals from step (d) With 
each of the common seismic attributes not currently in the 
cumulative attribute data set and proceeding to step (h); (h) 
designating the current prediction equation, correlation 
value, and prediction error as a prior prediction equation, 
correlation value, and prediction error and proceeding to 
step (i); selecting the seismic attribute With the highest 
correlation from step (g) as a next seismic attribute and 
returning to step (b); and designating the prior prediction 
equation as an optimum prediction equation for the current 
starting attribute. 
[0013] In still another embodiment of the present inven 
tion, there is provided a method of predicting a reservoir 
property at an unexplored subterranean location based on a 
seismic attribute pool generated from a seismic survey and 
knoWn reservoir properties at explored subterranean loca 
tions. The seismic attribute pool includes a plurality of 
common seismic attributes for each explored and unex 
plored location. The prediction method comprises the steps 
of: (a) correlating the knoWn reservoir properties With the 
common seismic attributes to yield a correlation value that 
is proportional to the degree of correlation betWeen the 
knoWn reservoir properties and the common seismic 
attributes; (b) selecting several of the common seismic 
attributes With the highest correlation values as possible 
starting attributes; (c) determining a prediction equation for 
each possible starting attribute, each of said prediction 
equations having a correlation value and prediction error 
associated thereWith; and (d) selecting an optimum predic 
tion equation from the prediction equations determined in 
step (c) based on the correlation value and prediction error 
of the prediction equations determined in step 

[0014] In yet another embodiment of the present inven 
tion, there is provided a method comprising the steps of: (a) 
extracting actual Well data from a plurality of subterranean 
Well locations, the Well data including a target reservoir 
property for each Well location; (b) generating seismic data 
from a seismic survey of a subterranean region of interest 
that includes the subterranean Well locations, With the seis 
mic data including a plurality of seismic attributes for each 
Well location; (c) selecting an unexplored location in the 
subterranean region of interest, With the unexplored location 
being spaced from the Well locations; (d) correlating the 
target reservoir properties With the seismic attributes to yield 
a correlation value that is proportional to the degree of 
correlation betWeen the target reservoir properties and the 
seismic attributes; (e) selecting several of the seismic 
attributes With the highest correlation values as possible 
starting attributes; determining a prediction equation for 
each possible starting attribute, each of the prediction equa 
tions having a correlation value and prediction error asso 
ciated thereWith; and (g) selecting an optimum prediction 

equation from the prediction equations determined in step based on the correlation value and prediction error of the 
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prediction equations; and (h) using the optimum prediction 
equation to calculate a predicted reservoir property at the 
unexplored location based on the seismic attributes at the 
unexplored location. 

[0015] In a further embodiment of the present invention, 
there is provided a method of determining the relative 
signi?cance of multiple seismic attributes used to predict a 
reservoir property. The method comprises the steps of: (a) 
normaliZing each of the seismic attributes; (b) generating a 
reservoir property prediction equation via regression of the 
multiple seismic attributes and actual reservoir properties, 
the prediction equation being operable to calculate a pre 
dicted reservoir property based on the value of the seismic 
attributes plugged into the prediction equation, the predic 
tion equation including a coef?cient associated With each 
normaliZed seismic attribute; and (c) dividing the coef?cient 
for each normaliZed seismic attribute by the sum of the 
absolute values of all the coefficients used in the prediction 
equation. 

[0016] In a still further embodiment of the present inven 
tion, there is provided a method of determining the relative 
signi?cance of multiple seismic attributes used as variables 
in a reservoir property prediction equation. The prediction 
equation is operable to calculate a predicted reservoir prop 
erty based on the values of the seismic attributes plugged 
into the prediction equation. The prediction equation 
includes a coef?cient associated With each seismic attribute. 
The method comprises the steps of: (a) determining a 
standard deviation for each seismic attribute used in the 
prediction equation; (b) multiplying the standard deviation 
for each seismic attribute by the coef?cient for that respec 
tive seismic attribute to yield a modi?ed coef?cient for each 
seismic attribute; and (c) dividing the modi?ed coef?cient 
for each seismic attribute by the sum of the absolute values 
of all the modi?ed coef?cients for all the seismic attributes 
used in the prediction equation. 

BRIEF DESCRIPTION OF THE DRAWING 
FIGURES 

[0017] Apreferred embodiment of the present invention is 
described in detail beloW With reference to the attached 
draWing ?gures, Wherein: 

[0018] FIG. 1 is a simpli?ed isometric vieW of a subter 
ranean region of interest, particularly illustrating a plurality 
of Wellbores extending doWnWardly to a reservoir in the 
subterranean formation; 

[0019] FIG. 2 is the ?rst half of a How chart depicting 
steps involved in the property prediction method of the 
present invention; 

[0020] FIG. 3 is the second half of the property prediction 
?oW chart of FIG. 2; 

[0021] FIG. 4a is a graphical illustration of the manner in 
Which a ?rst one of the seismic attributes is correlated With 
the knoWn reservoir properties to yield a correlation coef 
?cient, particularly illustrating data for a ?rst seismic 
attribute having a correlation coef?cient of 0.85; 

[0022] FIG. 4b is a graphical illustration similar to that of 
FIG. 4a, particularly illustrating data for a second seismic 
attribute having a correlation coef?cient of 0.5; 
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[0023] FIG. 5a is a graphical illustration of the initial 
regression step of the present invention, particularly illus 
trating the prediction equation, correlation coefficient, pre 
diction error, and residuals associated With the regression; 

[0024] FIG. 5b is a graphical illustration of the residual 
correlation step of the present invention, particularly illus 
trating that each seismic attribute not used in a previous 
regression is correlated With the residual from the previous 
regression to thereby determine Which seismic attribute 
should be selected for the next regression step; and 

[0025] FIG. 5c is a graphical illustration of a subsequent 
regression step employing more than one seismic attribute in 
the regression, With the seismic attribute selected from the 
residual correlation being included in such subsequent 
regression step. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

[0026] Referring initially to FIG. 1, a simpli?ed oil ?eld 
is shoWn as including a plurality of Wells A-E. Each Well 
A-E extends doWnWardly into a subterranean formation 10 
and taps into a reservoir 12 at explored subterranean loca 
tions a-e. Wells A-E can be any drilling, testing, or produc 
tion facility Which has penetrated subterranean formation 10 
to thereby alloW for actual measurements or physical 
samples of reservoir 12 to be extracted at explored subter 
ranean locations a-e. Typically, the knoWn reservoir prop 
erties at explored locations a-e are generated from conven 
tional Well log data. The knoWn reservoir properties from 
explored locations a-e can be any of a variety of reservoir 
properties such as, for example, porosity, thickness, or ?uid 
type. 

[0027] In addition to the data gathered from Wells A-E, the 
present invention requires that one or more seismic surveys 
be conducted for subterranean formation 10 and reservoir 
12. The seismic survey can be conducted in accordance With 
conventional re?ection seismic survey procedures. The data 
from the seismic survey is manipulated to yield a pool of 
unique seismic attributes. Thus, each explored location a-e 
has at least one knoWn reservoir property and a plurality of 
unique seismic attributes associated thereWith. The seismic 
survey also covers an unexplored subterranean location x in 
reservoir 12. Thus, the seismic attribute pool should also 
include a plurality of unique seismic attributes associated 
With unexplored location x. The present invention involves 
a residual stepWise regression method that can be used to 
predict a reservoir property at unexplored location x based 
upon the knoWn reservoir properties at explored locations 
a-e, the seismic attributes at explored locations a-e, and the 
seismic attributes at unexplored location x. 

[0028] Referring to FIG. 2, in accordance With the present 
invention, knoWn reservoir property data 20 (Which can 
include reservoir properties from explored locations a-e in 
FIG. 1) and seismic attribute pool data 22 (Which can 
include a plurality of common seismic attributes from 
explored locations a-e and unexplored location x in FIG. 1) 
are correlated in step 24. In correlation step 24, each seismic 
attribute at each explored location is correlated With the 
knoWn reservoir property at each explored location to 
thereby yield a correlation coef?cient. The calculation of a 
correlation coefficient is a common procedure knoWn to 
those skilled in the art. A correlation coef?cient is typically 
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a number betWeen —1 and 1 Which measures the degree to 
Which tWo variables are linearly related. If there is a perfect 
linear relationship With positive slope betWeen the tWo 
variables, a correlation coef?cient of 1 results. If there is a 
perfect linear relationship With negative slope betWeen the 
tWo variables, a correlation coef?cient of —1 results. If there 
is absolutely no linear relationship betWeen the tWo vari 
ables, a correlation coef?cient of 0 results. One common 
method for calculating the correlation coef?cient is knoWn 
as the Pearson’s Product Moment method. The Pearson’s 
Product Moment correlation coef?cient is a measure of the 
linear association betWeen tWo variables that have been 
measured on interval or ratio scales, such as the relationship 
betWeen a person’s height in inches and Weight in pounds. 
HoWever, the Pearson’s Product Moment correlation coef 
?cient can be misleadingly small When there is a relationship 
betWeen the variables, but it is a non-linear one. Another 
common method for calculating the correlation coefficient is 
knoWn as the Spearman Rank method. The Spearman Rank 
correlation coef?cient is usually calculated on occasions 
When it is not convenient, economic, or even possible to give 
actual values to variables, but only to assign a rank order to 
instances of each variable. The Spearman Rank correlation 
coef?cient may be a better indicator that a relationship exists 
betWeen tWo variables When the relationship is non-linear. 
Various other methods suitable for calculating the correla 
tion coef?cient in step 24 (FIG. 2) are Well knoWn in the art. 

[0029] FIGS. 4a and 4b provide a simpli?ed graphical 
illustration of correlation step 24 (FIG. 2). FIG. 4a shoWs 
the correlation of a ?rst seismic attribute (Seismic Attribute 
#1) and a knoWn reservoir property at 15 explored subter 
ranean locations. Each dot on the scatter plots of FIGS. 4a 
and 4b represents the seismic attribute and reservoir prop 
erty at a particular explored subterranean location. For 
example, Seismic Attribute # 1 and the reservoir property for 
explored subterranean location a (FIG. 1) is depicted in 
FIG. 4a as having coordinates (SA1>a,RPa). FIG. 4a shoWs 
that Seismic Attribute #1 has a correlation coefficient of 
0.85, While FIG. 4b shoWs that Seismic Attribute #2 has a 
correlation coef?cient of 0.5. Although FIGS. 4a and 4b 
only shoW correlation coefficients being calculated for Seis 
mic Attributes #1 and #2, correlation step 24 in FIG. 2 
preferably includes the calculation of a correlation coef? 
cient for each of seismic attributes in seismic attribute pool 
22. 

[0030] Referring again to FIG. 2, after each of the seismic 
attributes has been correlated With the knoWn reservoir 
properties in correlation step 24, “X” number of the seismic 
attributes With the highest correlation coef?cients are 
selected as possible starting attributes in starting attribute 
selection step 26. Preferably, X equals 3-6, so that the 
seismic attributes With the 3-6 highest correlation coef? 
cients are selected in step 26, With Possible Starting 
Attribute #1 having the highest correlation coef?cient, Pos 
sible Starting Attribute #2 having the second highest corre 
lation coef?cient, Possible Starting Attribute #3 having the 
third highest correlation coef?cient, and so on. In step 28, 
“Y” is set equal to 1. Y is used in FIGS. 2 and 3 to identify 
Which starting attribute is under consideration. In step 30, 
Possible Starting Attribute #Y is selected as the starting 
attribute. So for the initial starting attribute Y is equal to 1, 
While for subsequent starting attributes Y can be any number 
(other than one) up to X. 
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[0031] In step 32, the seismic attribute selected in the 
previous step is Written to cumulative attribute set Y 34. In 
the initial pass through the residual stepWise regression 
method outlined in steps 32-52 (FIGS. 2 and 3), cumulative 
attribute set Y 34 contains only the starting attribute Y. 
HoWever, as other attributes are selected for consideration in 
the stepWise regression, these attributes are cumulatively 
added to attribute set Y 34 in a manner discussed in detail 
beloW. Each starting attribute Will have its oWn unique 
cumulative attribute set Y 34. For example, Cumulative 
Attribute Set #1 Will contain only the seismic attributes used 
in the residual stepWise regression associated With Starting 
Attribute #1, Cumulative Attribute Set #2 Will contain only 
the seismic attributes used in the residual stepWise regres 
sion associated With Starting Attribute #2, and so on. After 
the selected attribute has been Written to cumulative attribute 
set Y 34 in step 32, a regression step 36 is performed. 

[0032] In step 36, a regression of knoWn reservoir prop 
erties 20 With the seismic attribute(s) in cumulative attribute 
set Y 34 is conducted. This regression yields a prediction 
equation that can be used to calculate a predicted reservoir 
property based on a given seismic attribute or attributes. 
FIG. 5a graphically illustrates regression step 36 (FIG. 2) 
for the initial regression With only one seismic attribute (i.e., 
Starting Attribute #1) present in cumulative attribute set Y 
34. FIG. 5a shoWs the prediction equation expressed as 
folloWs: RP=m1(SA1)+b1, Wherein RP is the predicted res 
ervoir property, m, is a ?rst coef?cient, SA, is a ?rst seismic 
attribute, and b1 is a ?rst constant. Thus, the initial regres 
sion step utiliZing only one seismic attribute results in a 
single-variable prediction equation. Although the prediction 
equation expressed in FIG. 5a is a linear equation, it is 
entirely Within the ambit of the present invention for regres 
sion step 36 (FIG. 2) to be a non-linear regression yielding 
a non-linear prediction equation. 

[0033] Referring again to FIG. 2, in step 38, the prediction 
equation is used to determine predicted reservoir properties. 
As shoWn in FIG. 5a, the predicted reservoir properties lie 
along the prediction line de?ned by the prediction equation. 
In step 40 (FIG. 2), the correlation value (e.g., correlation 
coef?cient), prediction error, and residual of the data asso 
ciated With the prediction equation generated in step 36 are 
determined. The correlation value determined in step 40 can 
simply be the correlation coef?cient for the seismic 
attributes in cumulative attribute set Y 34 and the knoWn 
reservoir properties. FIG. 5a shoWs that the data used for the 
initial regression step has a correlation coef?cient (CC) of 
0.85. As shoWn in FIG. 5a, the prediction error can be the 
maximum difference betWeen the actual reservoir property 
and the predicted reservoir property determined in step 38. 
Alternatively, the prediction error can be the average differ 
ence betWeen the actual reservoir property and the predicted 
reservoir property determined in step 38. FIG. 5a shoWs a 
maximum prediction error (PE) for the initial regression step 
of 10. FIG. 5a also shoWs that the residual calculated in step 
40 is simply the difference betWeen each knoWn reservoir 
property and the corresponding predicted reservoir property. 
Thus, each data point on the scatter plot of FIG. 5a has a 
unique residual value associated thereWith, While the entire 
scatter plot of FIG. 5a has only one prediction error and 
correlation value associated thereWith. 

[0034] Referring noW to FIG. 3, in step 42, a determina 
tion is made as to Whether cumulative attribute set Y 34 
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(FIG. 2) contains only the starting attribute Y If cumulative 
attribute set Y 34 contains only starting attribute Y, step 44 
Writes the correlation value (from step 40), prediction error 
(from step 40), and associated prediction equation (from 
step 36) to non-cumulative data set 46. In step 50 (FIG. 3), 
the residuals calculated in step 40 are correlated With each 
attribute in seismic attribute pool 22, except for seismic 
attributes already Written to cumulative attribute set Y 34. 
FIG. 5b provides a simpli?ed graphical illustration of the 
correlation of one seismic attribute (Z) With the residuals 
from FIG. 5a. In step 52 (FIG. 3), the seismic attribute With 
the best correlation in step 50 is selected as the next seismic 
attribute. Thus, the correlation of the residual With the 
seismic attributes not already in the cumulative attribute data 
set is used to select Which of the seismic attributes Will be 
added to the next iteration of the stepWise regression. 
Therefore, as used herein, the term “residual stepWise 
regression” shall denote a stepWise regression method 
Wherein the next variable to be used in the next regression 
step is selected based on the residual from the previous 
regression step. 
[0035] Referring to FIGS. 2 and 3, once the next seismic 
attribute has been selected in step 52 (FIG. 3), the selected 
seismic attribute is Written to cumulative attribute set Y 34 

(FIG. 2) in step 32 (FIG. 2). Steps 36, 38, and 40 (FIG. 2) 
are then repeated for cumulative attribute set Y 34, Which 
noW contains more than one seismic attribute. FIG. 5c 
provides a simpli?ed graphical illustration of regression step 
36 (FIG. 2) utilizing tWo seismic attributes (e.g., Seismic 
Attributes #1 and #4). FIG. 5c makes the assumption that 
Seismic Attribute #4 had the highest correlation With the 
residual in step 50 (FIG. 3) and Was, therefore, added to 
cumulative attribute set Y 34. Thus, the prediction equation 
for the multi-variable regression performed in step 36 (FIG. 
2) includes more than one seismic attribute variable. An 
example of such a multi-variable prediction equation is 
illustrated in FIG. 5c as folloWs: RP=m1(SA1)+m4(SA4 + 
b2. FIG. 5c also shoWs that the correlation coefficient (CC) 
and prediction error (PE) associated With the second regres 
sion step are 0.90 and 8, respectively. 

[0036] Referring again to FIG. 3, When cumulative attri 
bution set Y 34 (FIG. 2) contains an attribute other than just 
the starting attribute, the method of the present invention 
proceeds from step 42 to comparison step 54. In step 54, the 
current correlation value and prediction error determined in 
steps 38 and 40 (FIG. 2) are compared With the prior 
correlation value and prediction error Written to non-cumu 
lative data set 46 (FIG. 3) in the previous iteration of the 
stepWise regression. In step 56, the method asks Whether the 
current correlation value and prediction error are better than 
the prior correlation value and prediction error. Typically, a 
“better” correlation value is represented by a correlation 
coef?cient having a higher absolute value than the previous 
correlation coef?cient, While a “better” prediction error is a 
prediction error having a smaller value than the previous 
prediction error. If both the current correlation value and 
prediction error are better than the prior correlation value 
and prediction error, the method proceeds from step 56 to 
step 44 Where the current correlation value, prediction error, 
and associated prediction equation are Written to non-cumu 
lative data set 46, thereby replacing the previous data Written 
to data set 46. If the current correlation value is Worse than 
the prior correlation value or the current prediction error is 
Worse than the prior prediction error, step 58 Writes the prior 
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correlation value, prediction error, and associated prediction 
equation for starting attribute Y to data set 60 and proceeds 
to step 62. Thus, the inventive method includes a stepWise 
regression that continues to add seismic attributes to the 
analysis until no improvement is provided by the inclusion 
of more seismic attributes in the regression. 

[0037] In step 62 (FIG. 3), the inventive method asks 
Whether Y is equal to X. If Y is equal to X, this means that 
all of the possible starting attributes (selected in step 26 of 
FIG. 2) have been addressed in the residual stepWise regres 
sion of steps 32-56. If Y is not equal to X, this means that 
one or more possible starting attributes has not yet been 
addressed. Thus, if Y is not equal to X, the method proceeds 
to step 64 (FIG. 2) Where Y is set equal to Y+1, thereby 
selecting the next starting attribute in step 30. After the next 
starting attribute is selected, steps 32 through 62 are repeated 
until the residual stepWise regression has been performed for 
all of the possible starting attributes selected in step 26 
(FIG. 2). 
[0038] Referring again to FIG. 3, once all possible starting 
attributes have been addressed in residual stepWise regres 
sion steps 32-62, step 66 compares the correlation value and 
prediction error associated With each starting attribute from 
data set 60. In step 68, the prediction equation corresponding 
to the starting seismic attribute having the best correlation 
value and prediction error is selected. This optimum predic 
tion equation is typically a multi-variable equation Which 
can calculate a predicted reservoir property based on the 
value of various unique seismic attributes. Referring to FIG. 
1, for example, the optimum prediction equation from step 
68 (FIG. 3) can be used to calculate a predicted reservoir 
property at unexplored location X based on a plurality of 
seismic attributes corresponding to unexplored location X. 

[0039] In another embodiment of this invention, a method 
is provided for determining the relative signi?cance of 
multiple seismic attributes used as variables in a reservoir 
property prediction equation. This embodiment of the inven 
tion can be applied to the reservoir property prediction 
equation generated from the method outlined in FIGS. 2 
and 3. Alternatively, this embodiment of the invention can 
be employed separately from the method outlined in FIGS. 
2 and 3. Generally, reservoir property prediction equations 
Will have the folloWing form: 

[0040] Wherein Ai is a unique seismic attribute, Wi is a 
unique coefficient for attribute i, and B is a constant. It has 
been discovered that the order of signi?cance of the seismic 
attributes can be determined by multiplying each attribute’s 
coef?cient by that attribute’s standard deviation (oi) to 
give a modi?ed coef?cient The attribute signi?cance 
can then be determined by dividing the modi?ed coef?cient 
(Mi) by the sum of the absolute value of all of the modi?ed 
coef?cients. Thus, the attribute signi?cance can be 
expressed as folloWs: 

Attribute Significance: Wfo'; / Z 

[0041] In accordance With another embodiment of the 
invention, the signi?cance of seismic attributes in a predic 

Oct. 14, 2004 

tion equation can be determined by normaliZing each 
attribute prior to determining the prediction equation. To 
normaliZe each attribute, the mean of that attribute must be 
subtracted from each sample of the attribute, and this result 
divided by the standard deviation of the attribute. The 
prediction equation can then be generated using the normal 
iZed attribute in a conventional regression process or the 
inventive regression process described herein. The resulting 
prediction equation can then be analyZed for each attribute’s 
contribution signi?cance. This is done by dividing the 
coef?cient of the attribute by the sum of the absolute value 
of all the coef?cients involved in the prediction equation. A 
negative result means that the attribute is inversely related to 
the property being predicted, Whereas a positive result 
means they are directly related. After the signi?cance of the 
seismic attribute used in a reservoir property prediction 
equation has been determined, this information can be used 
to ensure that the most signi?cant attributes are extracted 
from future seismic survey data. 

[0042] It Will be appreciated that the various steps of the 
method may be implemented using softWare, ?rmWare, 
hardWare, or any combination thereof. In a preferred imple 
mentation, the various steps are encoded as instructions in 
one or more routines, subroutines, or code segments of a 
computer program stored on a memory media and execut 
able by a computing device. The computing device may take 
the form of any conventional personal computer, Whether 
desktop or portable in nature, or any of a variety of smaller 
hand-held devices having sufficient processing and other 
computing resources to execute the computer program in the 
manner desired. In an equally preferred alternative imple 
mentation, the various steps are implemented in the elec 
tronic logic hardWare of a substantially electronic device. 

[0043] The preferred forms of the invention described 
above are to be used as illustration only and should not be 
used in a limiting sense to interpret the scope of the present 
invention. Obvious modi?cations to the exemplary embodi 
ments, set forth above, could be readily made by those 
skilled in the art Without departing from the spirit of the 
present invention. 

[0044] The inventor hereby states his intent to rely on the 
Doctrine of Equivalents to determine and assess the reason 
ably fair scope of the present invention as it pertains to any 
apparatus not materially departing from but outside the 
literal scope of the invention as set forth in the folloWing 
claims. 

1. A method of predicting a reservoir property at an 
unexplored subterranean location based on a seismic 
attribute pool generated from a seismic survey and knoWn 
reservoir properties at explored subterranean locations, said 
seismic attribute pool including a plurality of common 
seismic attributes for each explored and unexplored loca 
tion, said method comprising the steps of: 

(a) performing a ?rst regression of the knoWn reservoir 
properties and a ?rst one of the common seismic 
attributes at the explored locations, said regression 
yielding a ?rst prediction equation for calculating a ?rst 
predicted reservoir property; 

(b) calculating ?rst residuals for the knoWn reservoir 
properties and corresponding ?rst predicted reservoir 
properties generated With the ?rst prediction equation; 
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(c) correlating the ?rst residuals With the common seismic 
attributes not used in the regression of step (a); and 

(d) selecting the common seismic attribute With the high 
est correlation from step (c) as a second one of the 
common seismic attributes. 

2. The method of claim 1; and 

(e) performing a second regression of the knoWn reservoir 
properties and the ?rst one and second one of the 
common seismic attributes at a plurality of the explored 
locations, said second regression yielding a second 
prediction equation for calculating a second predicted 
reservoir property. 

3. The method of claim 2; and 

(f) determining a ?rst correlation value and a ?rst predic 
tion error for the ?rst regression; and 

(g) determining a second correlation value and a second 
prediction error for the second regression. 

4. The method of claim 3; and 

(h) comparing the second correlation value and second 
prediction error With the ?rst correlation value and ?rst 
prediction error to determine Whether the second pre 
diction equation provides a more accurate property 
prediction than the ?rst prediction equation. 

5. The method of claim 4; and 

(i) using the ?rst prediction equation to calculate the 
reservoir property at the unexplored subterranean loca 
tion if the second prediction equation does not provide 
a more accurate property prediction than the ?rst pre 
diction equation. 

6. The method of claim 2; and 

calculating second residuals for the knoWn reservoir 
properties and corresponding second predicted reser 
voir properties generated With the second prediction 
equation. 

7. The method of claim 6; and 

(k) correlating the second residuals With the common 
seismic attributes not used in the second regression. 

8. The method of claim 7; and 

(l) selecting the common seismic attribute With the high 
est correlation from step (k) as a third one of the 
seismic attributes. 

9. The method of claim 8; and 

(m) performing a third regression of the knoWn reservoir 
properties and the ?rst one, second one, and third one 
of the common seismic attributes at a plurality of the 
explored locations, said third regression yielding a third 
prediction equation for calculating a third predicted 
reservoir property. 

10. The method of claim 1; and 

(n) prior to step (a), correlating the knoWn reservoir 
properties With each of the common seismic attributes. 

11. The method of claim 10; and 

(o) selecting the ?rst one of the common seismic 
attributes based on the correlation of step 

12. The method of claim 11, said ?rst one of the common 
seismic attributes having the best correlation from step 

Oct. 14, 2004 

13. The method of claim 1; and 

(p) selecting a common seismic attribute different from 
the ?rst one of the common seismic attributes; and 

(q) repeating steps (a)-(d) using the common seismic 
attribute selected in step as the ?rst one of the 
common seismic attributes. 

14. A stepWise regression method for predicting a reser 
voir property at an unexplored subterranean location based 
on a seismic attribute pool generated from a seismic survey 
and knoWn reservoir properties at explored subterranean 
locations, said seismic attribute pool including a plurality of 
common seismic attributes for each explored and unex 
plored location, said method comprising the steps of: 

(a) selecting one of the common seismic attributes as a 
current starting attribute and proceeding to step (b); 

(b) adding the selected seismic attribute from the previous 
step to a cumulative attribute set and proceeding to step 

(C); 
(c) performing a regression of the knoWn reservoir prop 

erties and the seismic attribute or attributes in the 
cumulative attribute set, to thereby yield a current 
prediction equation for calculating a predicted reservoir 
property and proceeding to step (d); 

(d) calculating a current correlation value, a current 
prediction error, and current residuals for the knoWn 
reservoir properties and corresponding predicted reser 
voir properties generated With the current prediction 
equation and proceeding to step (e); 

(e) proceeding to step (g) if the selected seismic attribute 
from step (b) is the starting seismic attribute, otherWise 
comparing the current correlation value and prediction 
error to a prior correlation value and prediction error 
and proceeding to step 

(f) proceeding to step 0) if the current correlation value or 
prediction error is Worse than the prior correlation 
value and prediction error, otherWise proceeding to step 
(g); 

(g) correlating the residuals from step (d) With each of the 
common seismic attributes not currently in the cumu 
lative attribute data set and proceeding to step (h); 

(h) designating the current prediction equation, correla 
tion value, and prediction error as a prior prediction 
equation, correlation value, and prediction error and 
proceeding to step (i); 

(i) selecting the seismic attribute With the highest corre 
lation from step (g) as a next seismic attribute and 
returning to step (b); and 

designating the prior prediction equation as an opti 
mum prediction equation for the current starting 
attribute. 

15. The stepWise regression method of claim 14; and 

(k) subsequent to step designating one of the common 
seismic attributes not selected in step (a) as the current 
starting attribute and proceeding to step 

16. The stepWise regression method of claim 15, step (a) 
including the substep of: 

(a1) correlating the knoWn reservoir properties With the 
common seismic attributes. 
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17. The stepwise regression method of claim 16, step (a) 
including the substep of: 

(a2) designating several of the common seismic attributes 
as possible starting attributes based on the correlation 
of step (a1). 

18. The stepWise regression method of claim 17, step (a) 
including the substep of: 

(a3) selecting the possible starting attribute With the 
highest correlation from step (a1) as the current starting 
attribute. 

19. The stepWise regression method of claim 18, step (k) 
including the substep of: 

(k1) selecting the possible starting attribute With the 
second highest correlation from step 

(a) as the current starting attribute. 
20. A method of predicting a reservoir property at an 

unexplored subterranean location based on a seismic 
attribute pool generated from a seismic survey and knoWn 
reservoir properties at explored subterranean locations, said 
seismic attribute pool including a plurality of common 
seismic attributes for each explored and unexplored loca 
tion, said method comprising the steps of: 

(a) correlating the knoWn reservoir properties With the 
common seismic attributes to yield a correlation value 
that is proportional to the degree of correlation betWeen 
the knoWn reservoir properties and the common seis 
mic attributes; 

(b) selecting several of the common seismic attributes 
With the highest correlation values as possible starting 
attributes; 

(c) determining a prediction equation for each possible 
starting attribute, each of said prediction equations 
having a correlation value and prediction error associ 
ated thereWith; and 

(d) selecting an optimum prediction equation from the 
prediction equations determined in step (c) based on the 
correlation value and prediction error associated With 
the prediction equations determined in step 

21. The method of claim 20, step (b) including selecting 
3 to 6 of the common seismic attributes With the highest 
correlation values as possible starting attributes. 

22. The method of claim 20, said prediction equation 
being operable to calculate a predicted reservoir property 
based on a plurality of the common seismic attributes. 

23. The method of claim 22, step (c) including using 
stepWise residual regression to determine the prediction 
equation. 

24. The method of claim 23, 

step (c) including calculating residuals for each regression 
of the stepWise regression, 

step (c) including correlating the residuals With the com 
mon seismic attributes not used in a previous regres 
sion. 

25. The method of claim 24, 

step (c) including using the seismic attribute that best 
correlates With the residuals as the next seismic 
attribute to be used in a subsequent regression. 
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26. The method of claim 23, 

step (d) including comparing the correlation value and 
prediction error of a prior regression With the correla 
tion value and prediction error of a current regression 
to determine Whether to continue With another regres 
sion. 

27. The method of claim 26, 

step (d) including designating the current regression as a 
last regression When the correlation value or prediction 
error of the current regression do not improve upon the 
correlation value and prediction error of the prior 
regression, said optimum prediction equation being 
generated from the regression conducted just prior to 
the last regression. 

28. A method comprising the steps of: 

(a) extracting actual Well data from a plurality of subter 
ranean Well locations, said Well data including a target 
reservoir property for each Well location; 

(b) generating seismic data from a seismic survey of a 
subterranean region of interest that includes the sub 
terranean Well locations, said seismic data including a 
plurality of seismic attributes for each Well location; 

(c) selecting an unexplored location in the subterranean 
region of interest, said unexplored location being 
spaced from the Well locations; 

(d) correlating the target reservoir properties With the 
seismic attributes to yield a correlation value that is 
proportional to the degree of correlation betWeen the 
target reservoir properties and the seismic attributes; 

(e) selecting several of the seismic attributes With the 
highest correlation values as possible starting 
attributes; 

(f) determining a prediction equation for each possible 
starting attribute, each of said prediction equations 
having a correlation value and prediction error associ 
ated thereWith; 

(g) selecting an optimum prediction equation from the 
prediction equations determined in step based on the 
correlation value and prediction error of the prediction 
equations; and 

(h) using the optimum prediction equation to calculate a 
predicted reservoir property at the unexplored location 
based on a plurality of the seismic attributes at the 
unexplored location. 

29. The method of claim 28, 

step including using stepWise residual regression to 
determine the prediction equation for each starting 
attribute. 

30. The method of claim 29, 

said stepWise regression starting With a regression of one 
of the possible starting attributes and then adding 
additional seismic attributes for subsequent regres 
sions. 

31. The method of claim 30, 

step including selecting the additional seismic 
attributes based on a correlation of a previous regres 
sion’s residuals and the seismic attributes not used in 
the previous regression. 
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32. A method of determining the relative signi?cance of 
multiple seismic attributes used to predict a reservoir prop 
erty, said method comprising the steps of: 

(a) normaliZing each of the seismic attributes; 

(b) generating a reservoir property prediction equation via 
regression of the multiple seismic attributes and actual 
reservoir properties, said prediction equation being 
operable to calculate a predicted reservoir property 
based on the value of the seismic attributes plugged 
into the prediction equation, said prediction equation 
including a coef?cient associated With each normaliZed 
seismic attribute; 

(c) dividing the coef?cient for each normaliZed seismic 
attribute by the sum of the absolute values of all the 
coef?cients used in the prediction equation. 

33. The method of claim 32, 

step (a) including calculating a mean value and a standard 
deviation for each seismic attribute. 

34. The method of claim 33, 

step (a) including subtracting the mean value for each 
seismic attribute from each sample for that seismic 
attribute to obtain a mean difference. 

35. The method of claim 34, 

step (a) including dividing each mean difference for each 
seismic attribute by the corresponding standard devia 
tion. 

36. A method of determining the relative signi?cance of 
multiple seismic attributes used as variables in a reservoir 
property prediction equation, said prediction equation being 
operable to calculate a predicted reservoir property based on 
the values of the seismic attributes plugged into the predic 
tion equation, said prediction equation including a coef? 
cient associated With each seismic attribute, said method 
comprising the steps of: 

(a) determining a standard deviation for each seismic 
attribute used in the prediction equation; 

(b) multiplying the standard deviation for each seismic 
attribute by the coef?cient for that respective seismic 
attribute to yield a modi?ed coef?cient for each seismic 
attribute; and 

(c) dividing the modi?ed coef?cient for each seismic 
attribute by the sum of the absolute values of all the 
modi?ed coefficients for all the seismic attributes used 
in the prediction equation. 

37. A computer program stored on a computer-readable 
medium for directing operation of a computer to predict a 
reservoir property at an unexplored subterranean location 
based on a seismic attribute pool generated from a seismic 
survey and knoWn reservoir properties at explored subter 
ranean locations said seismic attribute pool including a 
plurality of common seismic attributes for each explored and 
unexplored location, said computer program comprising: 

(a) a code segment operable to perform a regression of the 
knoWn reservoir properties and a ?rst one of the 
common seismic attributes at the explored locations 
said regression yielding a prediction equation for cal 
culating a predicted reservoir property; 
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(b) a code segment operable to calculate residuals for the 
knoWn reservoir properties and corresponding pre 
dicted reservoir properties generated With the predic 
tion equation; 

(c) a code segment operable to correlate the residuals With 
the common seismic attributes not used in the regres 
sion; and 

(d) a code segment operable to select the common seismic 
attribute With the highest correlation from the correla 
tion step as a second one of the common seismic 
attributes. 

38. A computer program stored on a computer-readable 
medium for directing operation of a computer to predict a 
reservoir property at an unexplored subterranean location 
based on a seismic attribute pool generated from a seismic 
survey and knoWn reservoir properties at explored subter 
ranean locations, said seismic attribute pool including a 
plurality of common seismic attributes for each explored and 
unexplored location, said computer program comprising: 

(a) a code segment operable to select one of the common 
seismic attributes as a current starting attribute; 

(b) a code segment operable to add the seismic attribute 
selected by code segment (a) to a cumulative attribute 
set; 

(c) a code segment operable to perform a regression of the 
knoWn reservoir properties and the seismic attribute or 
attributes in the cumulative attribute set to thereby yield 
a current prediction equation for calculating a predicted 
reservoir; 

(d) a code segment for calculating a current correlation 
value, a current prediction error, and current residuals 
for the knoWn reservoir properties and corresponding 
predicted reservoir properties generated With the cur 
rent prediction equation: 

(e) a code segment operable to initiate code segment (g) 
if the selected seismic attribute employed in code 
segment (b) is the starting seismic attribute, otherWise 
to compare the current correlation value and prediction 
error to a prior correlation value and prediction error; 

(f) a code segment operable to initiate code segment if 
the current correlation value or prediction error is 
Worse than the prior correlation value and prediction 
error; 

(g) a code segment operable to correlate the residuals 
calculated by code segment (d) With each of the com 
mon seismic attributes not currently in the cumulative 
attribute data set; 

(h) a code segment operable to designate the current 
prediction equation, correlation value, and prediction 
error as a prior prediction equation, correlation value, 
and prediction error: 

(i) a code segment operable to select the seismic attribute 
With the highest correlation generated by code segment 
(g) as a next seismic attribute and initiate code segment 
(b); and a code segment operable to designate the 
prior prediction equation as an optimum prediction 
equation for the current starting attribute. 

39. A computer program stored on a computer-readable 
medium for directing operation of a computer to predict a 
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reservoir property at an unexplored subterranean location 
based on a seismic attribute pool generated from a seismic 
survey and knoWn reservoir properties at eXplored subter 
ranean locations, said seismic attribute pool including a 
plurality of common seismic attributes for each explored and 
uneXplored location, said computer program comprising: 

(a) a code segment operable to correlate the knoWn 
reservoir properties With the common seismic attributes 
to yield a correlation value that is proportional to the 
degree of correlation betWeen the knoWn reservoir 
properties and the common seismic attributes; 

(b) a code segment operable to select several of the 
common seismic attributes With the highest correlation 
values as possible starting attributes; 

(c) a code segment operable to determine a prediction 
equation for each possible starting attribute, each of 
said prediction equations having a correlation value and 
prediction error associated thereWith, and 

(d) a code segment operable to select an optimum pre 
diction equation from the prediction equations deter 
mined by code segment (c) based on the correlation 
value and prediction error associated With the predic 
tion equations determined by code segment 

40. (Canceled) 
41. A computer program stored on a computer-readable 

medium for directing operation of a computer to determine 
the relative signi?cance of multiple seismic attributes used 
to predict a reservoir property, said computer program 
comprising: 

(a) a code segment operable to normaliZe each of the 
seismic attributes; 

(b) a code segment operable to generate a reservoir 
property prediction equation via regression of the mul 
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tiple seismic attributes and actual reservoir properties, 
said prediction equation being operable to calculate a 
predicted reservoir property based on the value of the 
seismic attributes plugged into the prediction equation, 
said prediction equation including a coef?cient associ 
ated With each normaliZed seismic attribute; 

(c) a code segment for dividing the coef?cient for each 
normaliZed seismic attribute by the sum of the absolute 
values of all the coef?cients used in the prediction 
equation. 

42. A computer program stored on a computer-readable 
medium for directing operation of a computer to determine 
the relative signi?cance of multiple seismic attributes used 
as variables in a reservoir property prediction equation, said 
prediction equation being operable to calculate a predicted 
reservoir property based on the values of the seismic 
attributes plugged into the prediction equation, said predic 
tion equation including a coef?cient associated With each 
seismic attribute, said computer program comprising: 

(a) a code segment operable to determine a standard 
deviation for each seismic attribute used in the predic 
tion equation; 

(b) a code segment operable to multiply the standard 
deviation for each seismic attribute by the coef?cient 
for that respective seismic attribute to yield a modi?ed 
coef?cient for each seismic attribute; and 

(c) a code segment operable to divide the modi?ed 
coef?cient for each seismic attribute by the sum of the 
absolute values of all the modi?ed coef?cients for all 
the seismic attributes used in the prediction equation. 


