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(57) ABSTRACT 

Automatic server-side plug-and-play Without user interven 
tion is disclosed. An automatic plug-and-play component 
residing on the server is designed to detect connection and 
disconnection of a device to a port. Without user interven 

tion, the component automatically installs an appropriate 
driver for the device upon connection of the device to the 
port. The device is then accessible by clients served by the 
server. Also Without user intervention, the component auto 
matically uninstalls the driver upon disconnection of the 
device from the port. The device is then inaccessible by the 
clients. 
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AUTOMATIC SERVER-SIDE PLUG-AND-PLAY 
WITHOUT USER INTERVENTION 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application claims the bene?t of and priority 
to the previously ?led provisional application entitled 
“Automatic Server-Side Plug-and-Play Without User Inter 
vention,” ?led Sep. 26, 2000, and assigned Ser. No. 60/235, 
293. 

BACKGROUND OF INVENTION 

[0002] The invention relates generally to plug-and-play of 
devices, and more particularly to such plug-and-play that is 
automatic and performed Without user intervention. 

[0003] Users commonly add neW devices to their comput 
ers. For example, a user may purchase a neW printer and 
connect it to his or her computer. In the past, the user Would 
have to manually install an appropriate device driver so that 
the programs running on the computer could utiliZe the neW 
device. This resulted in a potentially confusing and laborious 
process, especially for novice users. The user ?rst may have 
had to initially start the device driver installation process. 
The user may then also have had to select the eXact device 
for Which he or she is installing a device driver. Finally, the 
user may have had to select an appropriate device driver for 
the device, from a number of different choices. Failure to 
perform any of these steps correctly may have likely resulted 
in the neW device not Working properly With the user’s 
computer. 

[0004] To ameliorate this problem, the concept of plug 
and-play has become popular. Generally, and in a non 
restrictive manner, plug-and-play is the process by Which a 
computer detects the presence of neW devices connected 
thereto, and automatically installs appropriate device drivers 
for the neW devices. Users typically do not have to manually 
start the device driver installation process, as they had to 
before the advent of plug-and-play. Furthermore, the users 
do not have to select the eXact device they are trying to 
install a device for, because the computer detects the device 
for them. Finally, desirably the computer also selects the 
most appropriate device driver for the users. Plug-and-play 
is generally knoWn in the art. For eXample, plug-and-play 
for parallel port printer devices is described in the reference 
“Plug and Play Parallel Port Devices,” version 1.0b, Mar. 15, 
1996, and available from the Web site WWW.Microsoft.com. 

[0005] HoWever, plug-and-play as it eXists in the prior art 
has several disadvantages. First, it requires user interven 
tion. When a neW device is connected to a computer, the user 
is typically required to interact With the computer in order 
for a device driver for the device to be successfully installed. 
This interaction may be, for eXample, the user having to 
provide con?rmation to the computer several times through 
out the device driver installation process. Second, plug-and 
play is frequently a one-Way process, only automatically 
detecting and installing device drivers for neW devices 
connected to the computer. When devices are disconnected 
from the computer, the device drivers are frequently not 
automatically uninstalled. This can cause errors to result, 
since the programs running on the computer have access to 
the devices as if they Were still connected to the computer. 
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[0006] Because of these disadvantages, plug-and-play as it 
eXists in the prior art is suitable only for client usage, and not 
server usage. A client is typi?ed by a computer that an end 
user actively uses. To this eXtent, it may be acceptable for the 
end user to have to participate in the device driver installa 
tion process, since the end user is usually aWare that a neW 
device has been connected to his or her computer. Likewise, 
because the end user is usually aWare When a device has 
been disconnected from the computer, he or she is likely not 
to try to access the device from programs running on the 
computer, even though the programs ostensibly provide such 
access. 

[0007] Aserver, hoWever, may not have an active user, and 
may have devices connected to it for the bene?t of the users 
of the clients connected to the server. These devices may 
include, for eXample, scanners, printers, and faX machines. 
When a neW device is connected to the server, there may not 
be a knoWledgeable user present to correctly participate in 
the device driver installation process. Furthermore, When a 
device is disconnected from the server, the end users are 
likely not to be aWare of this, since the server is usually 
located out of eye’s sight from the clients. For these and 
other reasons, therefore, there is a need for the present 
invention. 

SUMMARY OF INVENTION 

[0008] The invention relates to automatic server-side plug 
and-play Without user. An automatic plug-and-play compo 
nent residing on the server is designed to detect connection 
and disconnection of a device to a port. The port may be, for 
eXample, the parallel port, a serial port, or another type of 
port. The device may be, for eXample, a printer, a scanner, 
a faX machine, or another type of device. Without user 
intervention, the component automatically installs an appro 
priate driver for the device upon connection of the device to 
the port. The device is then accessible by clients served by 
the server. That is, the device is shared among the clients. 
Similarly, Without user intervention, the component auto 
matically uninstalls the driver upon disconnection of the 
device from the port. The device is then inaccessible by the 
clients. 

[0009] The invention provides for advantages not found 
Within the prior art. Unlike the user-involved, client-centric 
plug-and-play of the prior art, the invention’s plug-and-play 
is user-independent and server-speci?c. A device that is 
connected to the server has a device driver installed for it 
automatically, Without the user having to provide any con 
?rmations or otherWise having to interact in the process. 
When the device is disconnected, the device driver for the 
device is automatically uninstalled. This means that users do 
not have subsequent access to the device from their clients, 
preventing possible errors from occurring. 

[0010] Servers, machine-readable media, computer pro 
grams, and state transition systems of varying scope are 
encompassed by the invention. Other aspects, embodiments 
and advantages of the invention, beyond those described 
here, Will become apparent by reading the detailed descrip 
tion and by referencing the draWings. 

BRIEF DESCRIPTION OF DRAWINGS 

[0011] FIG. 1 is a diagram of a system having a server 
With a number of devices connected thereto, for access by 
clients also connected to the server. 
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[0012] FIG. 2 is a diagram of a server having plug-and 
play capability, according to an embodiment of the inven 
tion. 

[0013] FIG. 3 is a diagram of the server of FIG. 2 in more 
detail, according to an embodiment of the invention. 

[0014] FIG. 4 is a diagram of the support component of 
FIG. 3 in more detail, according to an embodiment of the 
invention. 

[0015] FIG. 5 is a state transition diagram shoWing hoW 
the plug-and-play logic can be implemented in one embodi 
ment of the invention. 

[0016] FIG. 6 is a diagram of an eXample computeriZed 
device that can implement the server of the invention. 

DETAILED DESCRIPTION 

[0017] In the folloWing detailed description of exemplary 
embodiments of the invention, reference is made to the 
accompanying draWings that form a part hereof, and in 
Which is shoWn by Way of illustration speci?c exemplary 
embodiments in Which the invention may be practiced. 
These embodiments are described in suf?cient detail to 
enable those skilled in the art to practice the invention. Other 
embodiments may be utiliZed, and logical, mechanical, 
electrical, and other changes may be made Without departing 
from the spirit or scope of the present invention. The 
folloWing detailed description is, therefore, not to be taken 
in a limiting sense, and the scope of the present invention is 
de?ned only by the appended claims. 

[0018] OvervieW 

[0019] FIG. 1 shoWs a diagram of a system 100 in 
conjunction With Which server-side plug-and-play according 
to the invention can be implemented. The server 102 is 
communicatively coupled via a netWork to clients 104. The 
server 102 has directly connected thereto a number of 
devices 106. The devices are speci?cally connected to 
various ports of the server 102. As an eXample, the devices 
106 can include a printer that is connected to the parallel port 
of the server 102. According to the invention, the devices 
106 are automatically detected by the server 102 When 
connected thereto, and appropriate drivers are automatically 
installed for the devices 106 Without user intervention. The 
clients 104 can then access the devices 106 connected to the 
server 102, Which is referred to as device sharing. When the 
devices 106 are disconnected from the server 102, the server 
102 detects this as Well, and automatically uninstalls the 
drivers that Were previously installed Without user interven 
tion. The clients 104 are subsequently unable to access the 
devices 106 When they are disconnected from the server 102. 

[0020] Server-Side Automatic Plug-and-Play Without User 
Intervention 

[0021] The automatic detection of device connection to a 
server, resulting in the automatic installation of appropriate 
drivers, and the automatic detection of device disconnection 
from the server, resulting in the automatic uninstallation of 
the drivers, is referred to as automatic server-side plug-and 
play Without user intervention. This plug-and-play is 
described in detail in this section of the detailed description. 
FIG. 2 shoWs a diagram 200 of the server 102 by Which the 
server 102 has such plug-and-play capability according to 
one embodiment of the invention. The server 102 has 
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connected to a port thereof a device 106. The device 106 is 
also referred to as a port device. 

[0022] The port can be a parallel port, a serial port, or 
another type of port. Where the port is a serial port, it may 
have a Universal Serial Bus (USB) form factor, an IEEE 
1394 form factor, or another type of form factor. The device 
106 can be a printer, a scanner, a faX machine, a digital 
camera, a multi-function device (MED) having printing, 
scanning, and/or faxing capabilities, or another type of 
device. The server 102 can itself may a server appliance. A 
server appliance is a server that typically has a reduced set 
of functional capabilities and is designed for easy installa 
tion and maintenance. The server appliance may lack a 
dedicated keyboard, monitor, and/or pointing device, such 
that the appliance is accessed through a client connected to 
the same netWork as the appliance. 

[0023] The server 102 has its memory divided into tWo 
modes, a user mode 210, and a kernel mode 212. The kernel 
mode 212 includes protected memory of the server 102. This 
mode is the portion of the system that manages memory, 
?les, and peripheral devices, maintains the time and date, 
launches applications, and allocates system resources. The 
user mode 210 includes unprotected memory of the server 
102. This mode is the portion of the system in Which 
applications are usually run. 

[0024] The server 102 includes a port driver 204 for the 
port to Which the device 106 can be connected. The port 
driver 204 resides in the kernel mode 212. The port driver 
204 is the loW-level driver that passes signals from the server 
102 to the device 106. It also passes signals from the device 
106 to the server 102. The port driver 204 is not speci?c to 
automatic plug-and-play of the invention, but rather is the 
loW-level driver that is used by any component Within the 
server 102 to communicate With the device 106. A driver 
generally is a device-speci?c control program that enables 
the server 102 to Work With a particular device. Because the 
driver handles device-speci?c features, the server 102 is 
freed from the burden of having to understand and support 
the needs of individual hardWare devices. 

[0025] The server 102 has an automatic play-and-play 
component 202. The component 202 can be implemented as 
one or more softWare programs, objects, or other type of 
softWare modules. The component 202 embodies the plug 
and-play functionality of the invention that has been 
described. The component 202 Without user intervention 
automatically installs an appropriate driver for the device 
106 upon connection of the device 106 to a port of the server 
102. This results in the device 106 being accessible by 
clients communicatively coupled to the server 102. The 
component 202 also Without user intervention automatically 
installs the driver for the device 106 When the device 106 is 
disconnected from the port of the server 102. This results in 
the device 106 being inaccessible by the clients. 

[0026] The component 202 has at least tWo constituent 
parts, divided betWeen the user mode 210 and the kernel 
mode 212 as indicated by the dotted line 214. The monitor 
206 of the component 202 resides in the user mode 210, 
Whereas the port class driver 208 of the component 202 
resides in the kernel mode 212. The monitor 206 is the part 
of the component 202 that embodies the logic to accomplish 
the plug-and-play function of the invention that has been 
described. The port class driver 208 facilitates communica 
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tion between the monitor 206 and the port driver 204. The 
port class driver 208 passes signals from the monitor 206 to 
the port driver 204 that are meant for the device 106, and 
passes signals from the port driver 204 to the monitor 206 
that emanate from the device 106. 

[0027] The monitor 206 can be implemented as a service 
on the server 102, Which is a type of computer program that 
generally is meant to support other programs that are 
directly accessed by the end user. The port class driver 208 
is a higher-level device driver than the port device 204, 
Which embodies the driver functionality speci?cally for 
automatic plug-and-play. There can be more than one port 
on the server 212 that has automatic plug-and-play func 
tionality, including more than one port of the same type. In 
such a case, there is a corresponding port driver 204 for each 
of these ports, and a port class driver 208 for each port driver 
204. Only one port driver 204 and only one port class driver 
208 are shoWn in FIG. 2 for illustrative clarity. 

[0028] The automatic plug-and-play of the server 102 
Works as folloWs. The monitor 206 periodically checks the 
status of the port of the server 102, to determine When a 
device is connected to or disconnected from the port. Spe 
ci?cally, the monitor 206 requests from the port class driver 
208 What is referred to as a plug-and-play identi?er, or ID, 
of the device 106 connected to the port. If there is no device 
106 connected to the port, then no ID Will be returned. The 
plug-and-play identi?er is a unique code that plug-and-play 
compatible devices provide, so that they can be identi?ed by 
the computers to Which they are connected. The port class 
driver 208 speci?cally exists to provide an easy Way for the 
monitor 206, or other components, to obtain the plug-and 
play identi?er Without having to negotiate With the port 
driver 204 itself. The port class driver 208 thus abstracts the 
port driver 204, so that the plug-and-play identi?er can be 
obtained Without having to resort to the loWer-level port 
driver 204. 

[0029] When the device 106 is plugged into the port of the 
server 102, the monitor 206 obtains its plug-and-play iden 
ti?er in response to one of its periodic queries to the port 
class driver 208. The port class driver 208 obtains the 
plug-and-play identi?er by negotiating directly With the port 
driver 204. The monitor 206 installs an appropriate driver 
for the device 106 based on the identi?er of the device 106. 
Speci?cally, the monitor 206 can search its oWn list of 
drivers for a driver that corresponds to the device 106, based 
on the identi?er. Alternatively, the monitor 206 can doWn 
load an appropriate driver, based on the identi?er of the 
device 106, from the Internet. Once an appropriate driver is 
found, then the driver is installed on the server 102. The 
device 106 may also be shared With clients connected to the 
server 102, for example, by calling a sharing application 
programming interface (API) designed for this purpose. 
Where no corresponding driver to the identi?er of the device 
106 is found, or Where the device 106 has no such identi?er, 
a generic driver may be installed for the device 106. 

[0030] When the device 106 is unplugged from the port of 
the server 102, it no longer returns the plug-and-play iden 
ti?er in response to the periodic querying by the monitor 
206. In response to this condition, the monitor 206 auto 
matically uninstalls the driver that had been installed for the 
device 106 from the server 102. The monitor 206 may also 
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call the sharing API to turn off sharing of the device 106, so 
that it is no longer accessible by the clients connected to the 
server 102. 

[0031] FIG. 3 shoWs a diagram 300 of the server 102 by 
Which the server 102 has automatic plug-and-play capability 
according to another embodiment. The difference in the 
automatic plug-and-play component 202 of FIG. 3 and that 
of FIG. 2 is the presence of a support component 302 
betWeen the monitor 206 and the port class driver 208. The 
support component 302 provides a higher abstraction still of 
the driver functionality of the port class driver 208 for 
plug-and-play purposes. The monitor 206 functions as has 
been described, but interacts With the support component 
302 instead of the port class driver 208. In particular, the 
support component 302 passes signals from the monitor 206 
to the port class driver 208, and vice-versa. The support 
component 302 resides in the user mode 210 of the server 
102. 

[0032] The presence of the support component 302 alloWs 
for external monitoring of device connectivity to ports of the 
server 102 to accomplish automatic plug-and-play. The 
external monitoring can be performed by the external moni 
tor 304, Which is a softWare component that resides outside 
of the server 102. The external monitor 304 performs the 
same functionality as the monitor 206 that is internal to the 
server 102, except that the external monitor 304 does not 
reside Within the server 102. The external monitor 304 may, 
for example, send signals to and receive signals from the 
support component 302 from over the same netWork that 
connects the server 102 With the clients connected to the 
server 102. Thus, the support component can send signals to 
the external monitor 304 from the port class driver 208, and 
vice-versa. The external monitor 304 may be a Web com 
ponent, Which is a softWare component that communicates 
via the HyperText Transport Protocol (HTTP). 

[0033] A more detailed vieW of the support component 
302 is shoWn in the diagram 400 of FIG. 4. The support 
component 302 speci?cally has a ?rst component 402, and 
a second component 404. The monitor 206 or the external 
monitor 304 initially calls the ?rst component 402. The ?rst 
component 402 determines the number of relevant ports on 
the server 102. For each port, it instantiates a second 
component 404. Only one second component 404 is shoWn 
in FIG. 4 for illustrative clarity. The second component 404 
acts as the abstraction of the port class driver for a given 
port, and performs this abstracted functionality of the sup 
port component 302 as has been described. The second 
component 404, in other Words, is designed to pass signals 
from the monitor 206 and the external monitor 304 to a 
corresponding port class driver 208, and vice-versa. Each of 
the components 402 and 404 can be a softWare object, or 
another type of softWare module. 

[0034] The embodiment of the invention described in 
conjunction With FIGS. 3 and 4 operates as folloWs. When 
the monitor 206 or the external monitor 304 is ?rst started, 
it instantiates and calls the ?rst component 402 of the 
support component 302. The ?rst component 402 delineates 
the number of ports on the server 102, and instantiates a 
second component 404 for each port. The monitor 206 or the 
external monitor 304 periodically checks the status of each 
port by calling the appropriate second component 404, to 
determine the plug-and-play identi?er of the device con 
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nected to the port, if any. The monitor 206 and the external 
monitor 304 then function as has been described, automati 
cally installing a device driver for and sharing a neW device 
connected to a port, and automatically uninstalling the driver 
and unsharing the device When the device is disconnected 
from the port. 

[0035] Speci?c Implementation of Components 

[0036] As has been described, automatic server-side plug 
and-play Without user intervention is accomplished by four 
unique components. A ?rst component is a monitor, such as 
the monitor 206 or the external monitor 304. The second and 
third components are the ?rst and the second components 
402 and 404 Within the support component 302. The fourth 
component is the port class driver 208. The other component 
that has been described, the port driver 204, is used by the 
invention, but is a component that already exists on the 
server 102, and is not speci?c to the invention. Each of the 
four unique components of the invention is noW described in 
more particularity as to one speci?c implementation. 

[0037] Implementation of the Monitor 206 and External 
Monitor 306 

[0038] With respect to the monitor 206 and the external 
monitor 306, each monitor can be said to incorporate a 
monitoring logic that encompasses its functionality via a 
state-transition system. Such a state transition system is 
shoWn in the diagram 500 of FIG. 5. There are four states 
in the diagram 500, a ?rst state 502, a second state 504, a 
third state 506, and a fourth state 508. The ?rst state 502 
corresponds to the situation Where no driver has been 
installed for a device on a port, but a plug-and-play identi?er 
has been detected from the port. The second state 504 
corresponds to the situation Where a driver has been installed 
for a device, and a plug-and-play identi?er has been 
detected. The third state 506 is the initial state, and corre 
sponds to the situation Where no driver has been installed, 
and no identi?er has been detected. Finally, the fourth state 
508 corresponds to the situation Where a driver has been 
installed, but no identi?er has been detected. 

[0039] The monitoring logic of the monitor 206 and the 
external monitor 306 starts at the third state 506. When a 
plug-and-play identi?er has been detected, there is a tran 
sition 510 from the third state 506 to the second state 504. 
A driver corresponding to the plug-and-play identi?er is 
installed. If a device driver is manually installed, then there 
is a transition 512 from the third state 506 to the fourth state 
508. At the second state 504, if a neW plug-and-play iden 
ti?er is detected, then there is a transition 514 back to the 
second state 504, such that a neW device driver, correspond 
ing to the neW identi?er, is installed. Also from the second 
state 504, When the device is disconnected, the fourth state 
508 is transitioned to as the transition 518, since an identi?er 
is no longer detected. The second state 504 can transition to 
the ?rst state 502, indicated by the transition 516, if the 
device driver is manually uninstalled. From the ?rst state 
502, When an identi?er is no longer detected, there is a 
transition 522 to the third state 506. From the fourth state 
508, the installed driver can be manually uninstalled to reach 
the third state 506 via a transition 524. Also from the fourth 
state 508, if an identi?er is detected, then a driver corre 
sponding to this identi?er is installed, and the third state is 
transitioned to, via a transition 526. 
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[0040] Implementation of the Port Class Driver 208 

[0041] With respect to the port class driver 208, one 
speci?c implementation is as folloWs. This implementation 
is With respect to the situation Where the port class driver 
208 is speci?cally a parallel port driver for the parallel port. 
The port class driver 208 is implemented as a parallel class 
driver that communicates With a parallel port device through 
a share mode of the port driver 204. The port class driver 208 
supports the folloWing standard parallel input/output control 
(IOCTL) codes. It does not support any other standard 
parallel input/output (I/O) operations besides the IOCTL 
listed beloW. 

[0042] The ?rst IOCTL code is knoWn as IOCTL_PAR 
_QUERY_INFORMATION. This code returns the status of 
the parallel port device represented by the input device 
object. The input is referred to as Parameters.DeviceloCon 
trol.OutputBufferLength, Which indicates the siZe in bytes of 
the buffer. The output returned is the status of the device, 
Which is one of PARALLEL_PAPER_EMPTY, PARAL 
LEL_OFF_LINE, PARALLEL_POWER_OFF, PARAL 
LEL_NOT_CONNECTED, PARALLEL_BUSY, or PAR 
ALLEL_SELECTED. With respect to an I/O status block, 
an Information ?eld is set to siZeof(UCHAR) When the 
Status ?eld is set to STATUS_SUCCESS. OtherWise, the 
Information ?eld is set to Zero, and the Status ?eld can be set 

to STATUS_CANCELLED, STATUS_PENDING, or STA 
TUS_BUFFER_TOO_SMALL. 
[0043] The second IOCTL code is known as IOCTL 
_PAR_QUERY_DEVICE_ID. This code returns the plug 
and-play device identi?er for the device, Which is also 
referred to as the IEEE 1284 device identi?er for the device. 
The input is referred to as Parameters.DeviceloControl.Out 
putBufferLength, Which indicates the siZe in bytes of the 
buffer. A device identi?er can be up to 64 kilobytes. An 
application can use IOCTL_PAR_QUERY_DEVICE 
_ID_SIZE to determine the siZe of the identi?er for a 
particular device. The output returned is the device identi 
?er. With respect to an I/O status block, When the status is 
set to STATUS_SUCCESS, the driver sets the Information 
?eld to the siZe of the returned device identi?er. When Status 
is set to indicate an error, such as STATUS_IO_DEVICE 
_ERROR or STATUS_BUFFER_TOO_SMALL, the driver 
sets the Information ?eld to Zero. 

[0044] The third IOCTL code is knoWn as IOCTL_PAR 
_QUERY_DEVICE_ID_SIZE. This code returns the siZe of 
the IEEE 1284 device identi?er for the device, that is, the 
plug-and-play identi?er. The input is referred to as Irpa 
Associatedirp.SystemBuffer of type PPAR_DEVICE 
_ID_SIZE_INFORMATION, to receive the identi?er siZe. 
The output returned is the siZe of the device identi?er, at 
IrpQAssociatedirp.SystemBuffer. With respect to an I/O 
status block, When the status is set to STATUS_SUCCESS, 
the driver sets the Information ?eld to siZeof (PPAR_DE 
VICE_ID_SIZE_INFORMATION). When Status is set to 
indicate an error, such as STATUS_IO_DEVICE_ERROR, 
the driver sets Information ?eld to Zero. 

[0045] Implementation of the First Component 402 of the 
Support Component 302 

[0046] With respect to the ?rst component 402 of the 
support component 302, one speci?c implementation is as 
folloWs. The ?rst component 402 can be a Component 
Object Model (COM) component. The ?rst component 402 
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in this speci?c implementation is referred to as the ParClass 
component. Furthermore, this implementation is speci?c to 
the parallel port only. 

[0047] The ?rst component 402 has the following inter 
face. 

interface IParClass : [Dispatch 

[propget, id(1), helpstring(“property dNumOfPorts”)] HRESULT 
dNumOfPorts([out, retval] short *pVal); 

[id(2), helpstring(“method OpenPort”)] HRESULT OpenPort([in] 
short dPortNo, [out, retval]IDispatch** ppDispatch); 

a 

[0048] The property dNumOfPorts indicates the number 
of parallel ports on the server 102. 

[0049] The component 402 exposes one method, as fol 
loWs. 

[0050] OpenPort(short dPortNo, IDispatch ** ppDis 
patch) 

[0051] This method Will create and initialiZe a ParPort 
object. 

[0052] Parameters: 

[0053] dPortNo: Parallel Port No, for example, dPortNo=1 
stands for LPTl 

[0054] ppDispatch: pointer to the IDispatch interface of 
the neWly created ParPort object 

[0055] The ParPort object referred to is the second com 
ponent 404. That is, instances of the component 404 are 
created through the OpenPort method of the ?rst component 
402. 

[0056] Implementation of the Second Component 404 of 
the Support Component 302 

[0057] With respect to the second component 402 of the 
support component 302, one speci?c implementation is as 
folloWs. The second component 404 can be a Component 
Object Model (COM) component. The second component 
404 in this speci?c implementation is referred to as the 
ParPort component. Furthermore, this implementation is 
speci?c to the parallel port only. 

[0058] The second component 404 has the following inter 
face. 

Interface IparPort : [Dispatch 

[propget, id(1), helpstring(“property bstrMfg”)] 
HRESULT bstrMfg([out, retval] BSTR *pVal); 
[propget, id(2), helpstring(“property bstrModel”)] 
HRESULT bstrModel([out, retval] BSTR *pVal); 
[propget, id(3), helpstring(“property bstrPnpld”)] 
HRESULT bstrPnpld([out, retval] BSTR *pVal); 
[propget, id(4), helpstring(“property bstrCid”)] 
HRESULT bstrCid([out, retval] BSTR *pVal); 
[id(5), helpstring(“method Negotiateld”)] 
HRESULT Negotiateld( ); 
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-continued 

[id(6), helpstring(“method GetStatus”)] 
HRESULT GetStatus([out, retval]VARIANT* pVal); 

a 

[0059] The property bstrMfg indicates the manufacturer of 
the device connected to the parallel port. The property 
bstrModel indicates the model of the device. The property 
bstrPnpld indicates the plug-and-play identi?er for the 
device, and the property bstrCid indicates other compatible 
plug-and-play identi?ers for the device. 

[0060] The component 404 exposes tWo methods, as fol 
loWs. 

HRESULT Negotiateld( ) 
HRESULT GetStatus([out, retval]Variant *pVal) 

[0061] The Negotiateld( ) method is called to negotiate the 
plug-and-play identi?er from the device. This method is 
called at least once before all the properties are valid. If the 
method fails, the properties become NULL strings. The 
GetStatus method is called to retrieve the currently parallel 
port device status. The returned data type is VT_I1 (one 
byte). The actual status is obtained by performing a bit 
operation, based on the folloWing ?ags. 

#de?ne PARALLELLINIT Ox1#de?ne PARALLELLAUTOFEED 0x2 
#de?ne PARALLELiPAPERiEMPTY Ox4#de?ne PARALLELiOFFi 
LINE 0x8 
#de?ne PARALLELLPOWERLOFF Ox10#de?ne PARALLELLNOTL 
CONNECTED 0x20 
#de?ne PARALLELiBUSY Ox40#de?ne PARALLELiSELECT ED 
0x80 

[0062] Example ComputeriZed Device 
[0063] The diagram of FIG. 6 shoWs an example com 
puteriZed device 600 that can implement a server according 
to the invention. The example computeriZed device 600 can 
be, for example, a desktop computer. The invention may be 
practiced With other computer system con?gurations as Well, 
including multiprocessor systems, minicomputers, and 
mainframe computers. The invention may be practiced in 
distributed computing environments Where tasks are per 
formed by remote processing devices that are linked through 
a communications netWork. 

[0064] The device 600 includes one or more of the fol 
loWing components: processor (s) 602, memory 604, storage 
606, a communications component 608, input device(s) 610, 
a display 612, and output device(s) 614. For a particular 
instantiation of the device 600, one or more of these com 
ponents may not be present. For example, a server appliance 
may not have its oWn dedicated input device(s) 610, display 
612, or output device(s) 614. The description of the device 
600 is to be used as an overvieW of the types of components 
that typically reside Within such a device, and is not meant 
as a limiting or exhaustive description. 

[0065] The processor(s) 602 may include a single central 
processing unit (CPU), or a plurality of processing units, 
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commonly referred to as a parallel processing environment. 
The memory 604 may include read-only memory (ROM) 
and/or random-access memory The storage 606 
may be any type of storage, such as ?xed-media storage 
devices and removable-media storage devices. Examples of 
the former include hard disk drives, and ?ash or other 
non-volatile memory. Examples of the latter include tape 
drives, optical drives like CD-ROM drives, and ?oppy disk 
drives. The storage devices and their associated computer 
readable media provide non-volatile storage of computer 
readable instructions, data structures, program modules, and 
other data. Any type of computer-readable media that can 
store data and that is accessible by a computer can be used. 

[0066] The device 600 operates in a netWork environment. 
Examples of netWorks include the Internet, intranets, extra 
nets, local-area netWorks (LAN ’s), and Wide-area netWorks 
(WAN ’s). The device 600 may include a communications 
component 608, Which can be present in or attached to the 
device 600. The component 608 may be one or more of a 
netWork card, an Ethernet card, an analog modem, a cable 
modem, a digital subscriber loop (DSL) modem, and an 
Integrated Services Digital NetWork (ISDN) adapter. The 
input device(s) 610 are the mechanisms by Which a user 
provides input to the device 600. Such device(s) 610 can 
include keyboards, pointing devices, microphones, joy 
sticks, game pads, and scanners. The display 612 is hoW the 
device 600 typically shoWs output to the user. The display 
612 can include cathode-ray tube (CRT) display devices and 
?at-panel display (FPD) display devices. The device 600 
may provide output to the user via other output device(s) 
614. The output device(s) 614 can include speakers, printers, 
and other types of devices. 

[0067] The state transition systems that have been 
described can be computer-implemented on the device 600. 
Such systems are desirably realiZed at least in part as one or 
more programs running on a computer. These and other 
programs can be executed from a computer-readable 
medium such as a memory by a processor of a computer. The 
programs are desirably storable on a machine-readable 

medium, such as a ?oppy disk or a CD-ROM, for distribu 
tion and installation and execution on another computer. The 
program or programs can be a part of a computer system, a 
computer, or a computeriZed device. 

CONCLUSION 

[0068] It is noted that, although speci?c embodiments 
have been illustrated and described herein, it Will be appre 
ciated by those of ordinary skill in the art that any arrange 
ment that is calculated to achieve the same purpose may be 
substituted for the speci?c embodiments shoWn. This appli 
cation is intended to cover any adaptations or variations of 
the present invention. Therefore, it is manifestly intended 
that this invention be limited only by the claims and equiva 
lents thereof. 

1-23. (Canceled) 
24. Amachine-readable medium having stored thereon as 

a computer program for execution by a processor and a 
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monitoring logic for automatic device plug-and-play With 
out user intervention that is implemented as a state transition 
system comprising: 

a ?rst state in Which a device driver is not installed and a 
plug-and-play identi?er has been detected from a 
device connected to a port; 

a second state in Which the device driver is installed and 
the plug-and-play identi?er has been detected from the 
device connected to the port; 

a third state in Which the device driver is not installed and 
the plug-and-play identi?er has not been detected from 
the device connected to the port; and, 

a fourth state in Which the device driver is installed and 
the plug-and-play identi?er has not been detected from 
the device connected to the port, Wherein the states are 
transitioned among one another based on a set of 
transitions comprising: 

a ?rst state-to-second state transition based on a device 

driver installation event; 

a ?rst state-to-third state transition based on an event of no 

detection of the plug-and-play identi?er; 

a second state-to-?rst state transition based on a device 
driver uninstallation event; 

a second state-to-second state transition based on an event 

of detection of a neW plug-and-play identi?er; 

a second state-to-fourth state transition based on the event 
of no detection of the plug-and-play identi?er; 

a third state-to-second state transition based on an event 

of detection of the plug-and-play identi?er; 

a third state-to-fourth state transition based on the device 
driver installation event; 

a fourth state-to-third state transition based on the device 
driver uninstallation event; and, 

a fourth state-to-second state transition based on the event 
of detection of the plug-and-play identi?er. 

25. The medium of claim 24, Wherein the device is a 
printer, a scanner, a fax machine, a multi-function device 
(MED), or a digital camera. 

26. The medium of claim 24, Wherein the port is a parallel 
port or a serial port. 

27. The medium of claim 26, Wherein the serial port has 
a Universal Serial Bus (USB) form factor or an IEEE1394 
form factor. 

28. The medium of claim 24, Wherein upon connection of 
the port device to the port, the device driver installation 
event retrieves a plug-and-play identi?er from the device, 
and selects an appropriate device driver based on the plug 
and-play identi?er. 

29. The medium of claim 28, Wherein the device driver 
installation event includes doWnloading the appropriate 
driver from the Internet. 

* * * * * 


