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(54) IDENTIFICATION AND LOCATION SYSTEM (57) ABSTRACT 
FOR PERSONNEL AND VEHICLES An identi?cation interrogator is provided for surveillance of 

objects Within an area. The identi?cation interrogator trans 
mits interrogation signals to all objects Within the surveil 
lance area, the re?ections of Which are received back by the 
interrogator to determine the locations of the objects, and 
communicates the determined locations to a processing 
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Suite 5 A #5 40 facility to determine their authorized locations. Upon receipt 

of interrogation signals, some of the objects Within the 
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Irvine’ CA 9260 4 (Us) survei ance area roa castt en position an 1 ent1 cation 

to processing facility for correlation With the locations 
determined by the re?ection signals. The locations of other 

(21) App1_ No; 10/430,167 objects are found by correlating the location determined by 
the re?ection signal With a predetermined list of objects and 

(22) Filed; May 6, 2003 their location Within the surveillance area. These may be 
objects With no means or method to transmit position and 
identi?cation information, such as rock formations or build 

Publication Classi?cation ings. If no broadcast information is received from an object 
and the location of that object determined by the re?ection 
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IDENTIFICATION AND LOCATION SYSTEM FOR 
PERSONNEL AND VEHICLES 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates generally to surveil 
lance systems, and in particular to a surveillance system 
used in conjunction With a device to provide location and 
identi?cation of friendly personnel or vehicle targets. 

[0003] 2. DESCRIPTION OF RELATED ART 

[0004] Surveillance systems for the detection of personnel 
and vehicles Within sensitive or secured areas are being 
deployed in signi?cant numbers due to increased concern for 
security and also due to the availability of effective, afford 
able sensors. These sensors may use detection methods, and 
may operate over distances and in environmental conditions 
that make it impossible for the surveillance system to 
achieve a detailed identi?cation of each detected target. A 
“friendly” target is de?ned as an entity that is authoriZed to 
conduct activities Within the area. “Unfriendly” targets are 
not authoriZed to be in the area and thus are assumed to be 
hostile. A Way must be provided to differentiate betWeen 
these tWo classes of targets. 

[0005] One prior art method of determining the identity of 
friendly airborne targets is to couple to the surveillance radar 
antenna a separate antenna that transmits an interrogation 
signal into the same volume being searched by the radar. A 
cooperating, friendly aircraft carries on board a transponder 
that receives the interrogation signal and, after a small delay, 
responds With a coded reply. The reply may contain speci?c 
aircraft identi?cation and altitude or other information. The 
time delay betWeen sending the interrogation signal and 
receipt of the reply is used to determine the range to the 
friendly target. The target identi?cation is then correlated 
With the skin return detected by the radar, if such detection 
has occurred. The interrogation signal and transponder reply 
are typically generated at frequencies that are much different 
from the radar operating frequency. An aircraft detected by 
the surveillance radar that does not respond to the interro 
gation With a proper reply can be labeled a “foe” target. 
Other prior art IFF techniques have used the surveillance 
radar signal as the interrogation signal With an appropriate 
transponder reply on a different frequency. In each of these 
cases the interrogation and reply signals are typically pro 
duced in the microWave region of the radio frequency 
spectrum, and the transponder must be capable of generating 
a reply of suf?cient microWave poWer to be received at the 
radar site. These prior art methods are not practical for use 
in a surveillance sensor designed to detect personnel and 
vehicles Within sensitive areas having typical dimensions of 
a kilometer or less. 

[0006] A prior art eXample of a data communication 
netWork used to provide location information of a multi 
plicity of friendly entities as Well as an IFF function is 
provided by US. Pat. No. 6,181,272 to Kirk. This patent 
describes a method using a central control station that 
transmits position requests to one or more ?eld agents. Each 
of the ?eld agents determine their position by use of a global 
positioning system (GPS) receiver and reply to the position 
request With a message that may include location, identi? 
cation and a code. The central control station includes a 
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receiver to collect the incoming data, a computer and a 
display to provide a graphical indication of the locations of 
all participating agents. When it is desired to con?rm the 
“friendly” status of any replying agent, a laser designator is 
directed to the location of the agent. Each agent carries a 
laser detector that causes an encrypted response to be sent 
back to the central control station. This data communication 
netWork can determine the GPS coordinates of all partici 
pating agents, but the location accuracy of the replying agent 
is limited to the accuracy of a GPS receiver operating 
autonomously. Further GPS receivers are not alWays able to 
provide a valid location as GPS satellite geometry and 
features may preclude a valid GPS solution. 

[0007] These prior art examples have several limitations if 
an attempt is made to apply them for both detection of 
unauthoriZed intruders and identi?cation of authoriZed enti 
ties Within a secured area having dimensions in the order of 
a kilometer. The radar and IFF system for airborne applica 
tions usually requires a separate interrogation transmitter 
and microWave receiver at the radar site to stimulate and 
receive responses from IFF equipped aircraft. The IFF units 
are not easily recon?gured as man carried, loW poWer 
consumption devices that typically operate at a range of less 
than a kilometer from the surveillance radar. The method 
taught by Kirk patent requires a laser interrogator for 
positive identi?cation of participating agents. It is capable of 
determining the location of participating agents only, and 
has no capability to detect hostile intruders. Further, it does 
not present a display of the relative position of the respond 
ing agents With respect to various physical structures, etc. 
Within the area unless a map overlay is added to the display. 
For these and other reasons, a method or a means of target 
Identi?cation—Friend or Foe (IFF) is needed that is com 
patible With surveillance sensors and systems used for 
security purposes. 

SUMMARY OF THE INVENTION 

[0008] The present invention provides a neW and 
improved method for detecting the presence of vehicles and 
personnel Within a secured area, and for determining if a 
detected target is a “friend” or “foe”. It is an advantage of the 
present invention that the IFF unit carried by each autho 
riZed entity is light in Weight and consumes a relatively 
small amount of poWer, thus minimiZing the Weight of the 
included batteries. It is also an advantage of the present 
invention that each IFF unit is capable of uniquely identi 
fying the authoriZed person to Which it is assigned, as Well 
as its GPS derived position. It is still another advantage of 
the present invention that the only additional equipment that 
is required at the site of the surveillance radar is a GPS 
receiver and a data communication unit. This data commu 
nication unit receives identi?cation and position data from 
the IFF units, and transmits IFF unit data and surveillance 
radar detection data to a processing facility. The processing 
facility has means to display a depiction of both the physical 
features of the secured area and the location and identi?ca 
tion of each authoriZed entity. Any additional targets 
detected can be assumed hostile. 

[0009] An additional advantage of the present invention is 
that computation of the range and bearing from the GPS 
receiver located at the radar to each of the IFF units alloWs 
determination of the IFF unit position from the radar to an 
accuracy of substantially one square meter. 
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[0010] The IFF unit includes a GPS receiver, a radar 
receiver, a memory module containing identi?cation data 
unique to that unit, and a communication link transmitter. As 
the radar scans the secured area, the main beam brie?y 
impinges upon each IFF unit. The radar receiver determines 
when the main beam event occurs and commands the 
communication link transmitter to transmit message con 
taining the unit’s identi?cation and GPS derived coordi 
nates. The present invention makes maXimum use of com 
mercially available, off the shelf subsystems, including the 
GPS receivers, the communication link transmitters within 
the IFF units, the surveillance radar, the data communication 
unit, and a personal computer for the radar display. This use 
of commercially available subsystem keeps the overall cost 
of the present invention to a minimum, as well as minimum 
siZe and powers consumption of subsystems included in the 
IFF units. 

[0011] These and other objects, features, aspects, and 
advantages of the invention will be apparent to those skilled 
in the art from the following detailed description of pre 
ferred non-limiting embodiments, taken together with the 
drawings and the claims that follow. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0012] It is to be understood that the drawings are to be 
used for the purposes of illustration only and not as a 
de?nition of the limits of the invention. 

[0013] Referring to the drawings in which like reference 
numbers present corresponding parts throughout: 

[0014] FIG. 1 illustrates the use of a surveillance sensor to 
detect the presence of friendly and hostile entities within a 
protected area, according to an embodiment of the present 
invention. 

[0015] FIG. 2 is a depiction of the various electromag 
netic ray paths that are employed by an embodiment of the 
present invention. 

[0016] FIG. 3 depicts the subsystems that are included 
within the IFF unit 20, in accordance to an embodiment of 
the present invention. 

[0017] FIG. 4 illustrates a block diagram of the radar 
receiver 40, in accordance to the present invention. 

[0018] FIG. 5 illustrates a variation of the block diagram 
for the radar receiver illustrated in FIG. 4, in accordance to 
the present invention. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENT 

[0019] An eXample of a surveillance system of the present 
invention deployed to protect a sensitive area is shown in 
FIG. 1. The surveillance sensor 10 is implemented as 
millimeter wave surveillance radar. Containers 11 are 
depicted as eXamples of high value assets in need of pro 
tection. These containers 11 are located within a secured 
area 12, de?ned by the fence 13. Although a fence is shown, 
the surveillance radar 10 makes it possible to protect the 
secured area 12 without the requirement for a surrounding 
fence. The secured area 12 may comprise an area that 
requires surveillance radar having a maXimum detection 
range to survey the entire area. The surveillance sensor 10 is 
typically equipped with a rotationally scanning antenna that 
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provides coverage of the secured area surrounding the 
containers 11. While the antenna described herein is rota 
tionally scanned, the rotational means may be accomplished 
via mechanical rotation or electronically scanning the 
antenna. The secured area 12 may include terrain features, 
such as the rock formation 14, or man made structures (not 
shown) that generate ?Xed position returns for the surveil 
lance sensor 10. Multiple “friendly”, authoriZed personnel 
15 and authoriZed vehicles 16 may have legitimate needs to 
perform duties within, or traverse the secured area. It is 
possible that unauthoriZed or hostile personnel or vehicles 
will enter the secured area 12; with an eXample being the 
hostile intruder 17. The purpose of the surveillance sensor 
10 is to detect these intrusions and allow interdiction of any 
unauthoriZed or hostile intruder before any undesired con 
sequences occur. Typically, the surveillance sensor 10 is 
coupled to a communication link (not shown), which relays 
the radar detection data to a processing facility 100 where 
the data is displayed for viewing by security personnel. The 
radar display usually depicts natural terrain features and 
manmade structures as well as any moving targets within the 
secured area. The processing facility 100 may be located 
within secured area 12 or may be located elsewhere. 

[0020] The surveillance sensor 10 operating alone can 
detect the presence of static and moving objects (eg 
vehicles or personnel) within the secured area 12. However, 
it is incapable of determining if a detected target is a “friend” 
or “foe”. What are needed are a method and the required 

additional support equipment (hardware and software) to 
allow identi?cation of detected targets. The additional hard 
ware should not add signi?cantly to the overall cost of the 
surveillance system, nor require “friendly” personnel to be 
excessively burdened by heavy or cumbersome equipment. 
The additional equipment should allow speci?c identi?ca 
tion of each authoriZed person or vehicle within the secured 
area. The surveillance system should be capable of present 
ing a display of both the physical features of the secured area 
and the location and identi?cation of each authoriZed entity. 
Any additional targets detected can be assumed hostile. 

[0021] The present invention, in its preferred embodiment, 
includes the surveillance sensor 10 of FIG. 1, the addition 
of an IFF unit 20 carried by each authoriZed person 15 or 
vehicle 16 within the secured area 12, the addition of a GPS 
receiver 30 at the surveillance sensor 10 location, and the 
method used to exploit the information provided by each of 
these subsystems. The surveillance sensor 10 comprises 
frequency modulated continuous wave (FM-CW) radar 
operating in the millimeter wave region of the electromag 
netic spectrum. The radar includes a continuously rotating 
antenna that forms a beam characteriZed by a narrow beam 
width in aZimuth and a beam width in elevation sufficient to 
provide beam impingement upon all objects within the 
secured area 12 that are in line of sight to the radar. The rate 
of beam rotation is suf?ciently high to enable multiple 
detection of targets moving through the secured area for all 
anticipated target velocities. While the present invention is 
described using a FM-CW radar, any radar system capable 
of providing the desired target location accuracy may be 
used. 

[0022] FIG. 2 is a depiction of the various electromag 
netic ray paths that are employed by the present invention. 
Several of these rays are received by and others emanate 
from the IFF unit 20 carried by an authoriZed person 15 
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present in the secured area 12. Multiple authorized personnel 
may be present in the secured area With each equipped With 
an IFF unit 20. Similar ray paths to those shoWn traverse 
betWeen the various transmission and reception nodes and 
each of the IFF units 20 existent Within secured area 12. Ray 
21 is included in the surveillance sensor 10 transmitted beam 
at the time that the beam is directed toWard the authoriZed 
person 15. Ray 22 depicts that portion of the energy in the 
transmitted beam that is re?ected from the authoriZed person 
and returned to the radar antenna Whereupon it is detected, 
processed and displayed by the radar display 33. As the radar 
beam rotates, other targets Within the secured area also 
re?ect transmitted energy back to the radar antenna in the 
same manner as that for rays 21 and 22. If the IFF unit of the 
present invention is not used only rays 21 and 22 associated 
With each of the multiple targets of various types existent 
Within the secured area Will be present. 

[0023] The IFF unit 20 includes a global positioning 
system (GPS) receiver 41 illustrated in FIG. 3, and batteries 
to supply poWer to the GPS receiver and all other circuits 
Within the unit. Referring to FIG. 2, GPS satellites 23 and 
24 are depicted as tWo of the constellation of GPS satellites 
that circle the earth. A suf?cient number of satellites are in 
orbit to provide multiple satellite, direct line-of-sight links to 
any geographical location on the surface of the earth. Rays 
25 and 26 depict GPS signals received from GPS satellites 
23 and 24 by the GPS receiver in IFF unit 20. Signals are 
also simultaneously received from other GPS satellites that 
are not shoWn. Included Within the GPS receiver of the IFF 
unit is a data processor that is capable of using the infor 
mation contained in the multiple GPS satellite signals to 
compute the current time and the GPS derived location of 
the IFF unit in terms of latitude, longitude, and altitude, or 
similar suitable coordinates. This positional data is continu 
ously updated as the satellites move in orbit and the IFF unit 
20 is changed in position. 

[0024] In the preferred embodiment of the present inven 
tion, a GPS receiver 27 illustrated in FIG. 2 is collocated 
With the surveillance sensor 10. GPS receiver 27 receives the 
signals emanating from satellites 23 and 24 as depicted by 
rays 28 and 29, as Well as additional signals from other GPS 
satellites that are not shoWn. GPS receiver 27 determines the 
current time and its GPS derived location by the same 
method and in the same coordinate system as that used by 
the GPS receivers in the IFF units. Both surveillance sensor 
10 and GPS receiver 27 are coupled to the data communi 
cation unit 30. While the present invention uses GPS 
receiver 27, other location determining approaches may be 
used. The location may be a pre-surveyed location Whose 
location data is knoWn. Alternatively, an IFF 20 unit could 
be used to provide location data during system setup. What 
is important is that the location of the surveillance sensor 10 
be knoWn. 

[0025] The IFF unit 20 includes a radar receiver 40 
(shoWn in FIG. 3) capable of receiving a portion of the 
surveillance radar’s transmitted beam, as depicted by ray 21 
of FIG. 2, and thus determining When the radar’s beam is 
directed toWard the IFF unit. Also included Within IFF unit 
20 is a data communication transmitter 43. Each time the 
radar beam (Ray 21) is detected, the data communication 
transmitter 43 broadcasts a message that contains an iden 
ti?cation code unique to the particular IFF unit, any other 
authentication data that may be required, and its GPS 
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determined position and the time that the position Was 
determined. Ray 31 de?nes the path of this transmission to 
the data communication unit 30 located near the surveillance 
radar 10. The data communication transmitter included in 
the IFF unit operates Within a frequency band having 
desirable characteristics for data communication purposes 
Within the environment of the secured area 12, and at an 
output poWer level sufficient to accomplish data transmis 
sion With a very loW error rate. For the short distances, only 
a feW milliWatts of poWer are required, thus minimiZing the 
energy consumption from the batteries in the IFF unit. 

[0026] In order to minimiZe signal collisions of multiple 
IFF units 20 that are collated Within the Ray 21, the data 
communication transmitter 43 delays sending its message 
traffic by a unique delay time. For eXample, the delayed 
transmission could be a related to the IFF unit 20 serial 
number. When possible signal collision could occur Without 
a delay in transmission When an authoriZed user With IFF 20 
is in an authoriZed vehicle 16 With its IFF 20. 

[0027] The data communication unit 30 illustrated in FIG. 
2 includes a receiver capable of receiving the identi?cation 
and position data from each of the IFF units 20 Within the 
secured area 12. The data communication unit 30 combines 
into a composite data stream the surveillance radar 10 target 
detection data, the radar position data from GPS receiver 27, 
and the identi?cation and position data from the IFF units 
20. This data stream is sent to the data communication unit 
32 that is collocated With the radar display 33 in the 
processing facility 100. Ray 34 represents this communica 
tion path. The communication path may be electromagnetic, 
optical or hard Wired. 

[0028] The data communication unit 32 and radar display 
33 are often placed at a processing facility 100 Whose 
location is remote from the secure area 12. The remote 
location is frequently an enclosure housing security person 
nel that monitor the activities in one or more secured areas. 
If the distance betWeen the secured area 12 and the data 
communication unit 32 is suf?ciently small, each of the IFF 
units 20 can transmit their identi?cation and position data 
directly to the data communication unit 32. Ray 35 depicts 
this alternate arrangement of ray paths. 

[0029] The ability of a GPS receiver (27 and 41) to 
accurately determine its position on the surface of the earth 
is limited by several factors. These include the position of 
the satellites, the number of satellites from Which signals are 
being received, their elevation angle With respect to the 
horiZon and the bearing to each. Other factors include the 
propagation effects of the ionosphere and troposphere, accu 
racy of ephemeris data, satellite clock drift, and multi-path 
effects. The result of the combination of these factors is that 
a GPS receiver Will compute a position that is in error With 
respect to its true position. The position error can be de?ned 
by its magnitude and bearing from the true position of the 
GPS receiver. A magnitude of 10 to 20 meters is typical 
While the bearing may represent any direction. The position 
error Will change as the factors producing the error change. 

[0030] Multiple GPS receivers separated by no more than 
a feW kilometers and having the same performance capa 
bility, Will receive GPS signals from the same set of in-vieW 
GPS satellites. These GPS receivers are subjected to the 
same error producing factors When they derive their loca 
tions essentially simultaneously. Consequently, although 
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each Will compute a position that contains a position error, 
the position error for every GPS receiver Will be substan 
tially the same. Well knoWn to those of skill in the art are 
algorithms that accept the position data of tWo locations on 
the earth’s surface, de?ned, for example, in terms of their 
latitudes and longitudes, and compute the bearing and range 
of one With respect to the other With an accuracy limited 
only by the precision of the position data. Using these 
algorithms and the position data from tWo GPS receivers, the 
position of one With respect to another can be determined 
With an accuracy of substantially one meter in range and one 
meter of arc normal to the range vector. 

[0031] The present invention generally associates the GPS 
derived location data received from each IFF unit With the 
location of a surveillance sensor 10 detected target or object. 
Then, any remaining radar detected targets or objects can be 
declared unauthoriZed or hostile targets or objects. The 
surveillance sensor 10 preferably has a target location range 
accuracy of one meter, and an aZimuth accuracy of a feW 
meters depending upon range and antenna beam Width. A 
secured area 12 may contain many objects that constitute 
radar re?ectors as Well as a number of individuals 15 and 
vehicles 16 authoriZed to be in the area and thus equipped 
With IFF units 20. The resulting radar display of the secured 
area Will contain many targets. If the GPS position reports 
from the IFF units Were used alone With their inherent 
position errors having magnitudes of 10 to 20 meters, it 
Would be dif?cult to associate each IFF unit report With its 
displayed radar return. 

[0032] Individuals authoriZed to perform activities Within 
the secured area 12 and thus equipped With IFF units 20 may 
often Work in pairs or larger groups With spacing betWeen 
individuals of from less than a meter to a feW meters. The 
radar return from a closely spaced pair or group may be 
indistinguishable from that of a single individual. The 
reports from each IFF unit and their association With the 
correct radar return or returns Will alloW identi?cation of 
each individual Within the group. 

[0033] Even though numerous targets are encountered in 
the secured area 12, the association of a particular sensor 
target or object detection With the correct IFF unit 20 report 
is made possible by collocating the GPS receiver 27 With the 
surveillance radar 10. The GPS derived positions, deter 
mined at substantially the same time, of GPS receiver 27 and 
any IFF unit can be supplied to the aforementioned algo 
rithms to compute the bearing and range from the surveil 
lance radar to that IFF unit. This bearing and range data can 
then be compared With radar derived bearing and range data 
to identify the correct radar return from the target equipped 
With that IFF unit. While the terms bearing and range data 
are used, any location identifying system can be used. 

[0034] In the present invention, the identi?cation and 
position data from each IFF unit 20, the surveillance sensor 
10 target detection data, and the radar position data from 
GPS receiver 27 are combined into a composite data stream 
that is transmitted from the data communication unit 30 to 
data communication unit 32. The composite data stream is 
then passed to the radar display 33. The radar display is 
typically realiZed as a personal computer (PC) that includes 
the computational capability to resolve the composite data 
stream into its component parts, compute the range and 
bearing from the GPS receiver 27 to each reporting IFF unit 
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20, convert the radar data stream and IFF unit position data 
into appropriate graphics, and display the result on the PC 
monitor, or other suitable display device. 

[0035] FIG. 3 provides details of the IFF unit 20 that 
includes a radar receiver 40, a GPS receiver 41, an identi 
?cation code memory module 42, and a communication link 
transmitter 43. Separate antennas, each optimiZed for its 
frequency of operation, are mounted on the surface of the 
IFF unit and coupled to the receivers and to the communi 
cation link transmitter. The GPS receiver 41 is a commer 
cially available unit that continuously supplies positional. 
The positional data is typically provided in UTM form, but 
can be in another format if preferred for data transmission 
and relative position computations. The communication link 
transmitter 43 is also a commercially available module. 
Features considered in selecting the GPS receiver 41 and the 
communication link transmitter 43 are small siZe, loW poWer 
consumption, and compatibility With packaging With other 
modules in a convenient con?guration for the IFF unit 20. 

[0036] Identi?cation code memory module 42 includes a 
non-volatile, re-programmable digital memory device hav 
ing suf?cient memory to store all the identi?cation param 
eters that may be needed to uniquely identify the IFF unit of 
Which it is a part, and to authenticate its use by the 
authoriZed person 15 to Which it is assigned. Typically the 
identi?cation parameters may include a unique identi?cation 
code for the IFF unit, a “code-of-the-day” that is inserted 
daily or on a periodic basis, and a personal code inserted by 
the authoriZed person When beginning to use a particular IFF 
unit. The module 42 may also include a “dead-man sWitch” 
that Will substitute an alarm code for the personal code if the 
IFF unit is removed from the authoriZed person Without a 
proper shut doWn procedure being performed. These iden 
ti?cation code segments are concatenated into an identi? 
cation message that is supplied to the communication link 
transmitter 43. 

[0037] The radar receiver 40 is capable of monitoring the 
portion of the millimeter Wave spectrum in Which the 
surveillance sensor 10 operates. When the radar main beam 
(Ray 21) is directed toWard IFF unit 20, the increase in the 
radar signal amplitude is sensed and the radar receiver 40 
generates a control signal 45 that is coupled to the commu 
nication link transmitter 43. Control signal 45 initiates the 
process Whereby the identi?cation message from the iden 
ti?cation code memory module 42 and the position data 
from the GPS receiver 41, including the time of position 
determination, are concatenated into a message that is trans 
mitted by the communication link transmitter 43. This 
transmission of identi?cation and position is repeated each 
time the main beam of the surveillance radar antenna 
completes a revolution and again aims the main beam 
toWard the IFF unit. Alternatively as a poWer saving method 
the transmission may need only occur every N times a Ray 
21 is detected, Where N may be a ?Xed number or may be 
a variable. For example, if a vehicle is not moving, i.e., 
parked then it may only respond every 10 seconds. 

[0038] FIG. 4 presents a block diagram of the radar 
receiver 40 that is included Within the IFF unit 20. The 
antenna 50 is designed for suf?cient collection of energy in 
that portion of the millimeter Wave spectrum in Which the 
surveillance radar 10 operates. The antenna 50 is coupled to 
a diode 51 in parallel With a capacitor 52 and a resistor 53. 
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The diode 51 functions as a signal detector by acting as a 
half-Wave recti?er that conducts to ground the negative 
half-Wave excursions of the signal from the antenna and 
causes the positive half-Wave excursions to accumulate a 
charge on the capacitor 52. When the main beam of the 
surveillance radar is directed at the antenna 50, the signal 
strength of the radar is typically suf?cient to produce a 
charge of several millivolts on capacitor 52. Since the 
purpose of the radar receiver is to determine When the 
surveillance radar’s main beam being directed at the IFF 
unit, the resistor 53 is included to bleed the charge off 
capacitor 52 after passage of the radar main beam. 

[0039] Ampli?er 54 is coupled to the capacitor 52 and has 
sufficient gain to produce an output of several volts When the 
charge on the capacitor reaches a maximum during the 
presence of the radar main beam. Comparator 55 is provided 
With tWo inputs, one from the voltage source 56 and the 
other from the output of ampli?er 54. The voltage source 56 
provides a constant threshold voltage that is signi?cantly 
greater than the output voltage of ampli?er 54 When only 
internal noise plus random signals are being received by 
antenna 50 and the main beam of the surveillance radar is 
not directed toWard the IFF unit. The output of comparator 
55 remains at substantially Zero volts While the output of 
ampli?er 54 is less than the threshold voltage from voltage 
source 56. The comparator output sWitches to its maximum 
value When the output of ampli?er 54 exceeds the value of 
the threshold voltage in response to the reception of the main 
beam of the surveillance radar. The comparator output 57 
comprises the control signal that commands the communi 
cation link transmitter 43 to transmit a message containing 
the IFF unit’s identi?cation and position data. The radar 
receiver 40 may be realiZed by the inclusion of components 
having a range of characteristics and parameter values. The 
process of component selection and component value deter 
mination to produce a functioning radar receiver is Well 
knoWn to those of skill in the art. 

[0040] FIG. 5 shoWs an alternate con?guration for the 
radar receiver 40. In this con?guration, a millimeter Wave 
ampli?er 58 is added to the block diagram of FIG. 4 
betWeen the antenna 50 and the remainder of the circuit. In 
some installations of the present invention, the secured area 
12 may be suf?ciently large that the range from the surveil 
lance radar 10 to some IFF units 20 may be so great that 
direct detection of the antenna 50 output is not possible. In 
that event, the addition of the millimeter Wave ampli?er 58 
Will increase the signal level to the diode detector and Will 
greatly increase the reliability of determining the passage of 
the radar main beam. 

[0041] While illustrative exemplary embodiments of the 
invention have been described, numerous variations and 
alternative embodiments Will occur to those skilled in the 
art. For example, While data communication transmitter 43 
shoWn in FIG. 3 is described as a transmitter, its function 
can also be provided by a bi-directional communication 
apparatus either netWorked or direct communication. 
Examples of bi-direction communication apparatus are an 
APCO 25 handset or a commercial cell telephone. Examples 
of a direct communication apparatus are a CitiZen Band 
radio or a HaveQuick transceiver. Another example is varia 
tions in a direct path of rays 31 and 35 from IFF 20 to the 
data communication unit 30 or 32, illustrated in FIG. 2. It 
is not necessary that the communication link be restricted to 
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a direct path. The communication depicted by rays 31 and 35 
could be performed by a cellular based communication 
device (eg APCO 25 handset or cell telephone.) What is 
essential is that information from IFF 20 are communicated 
to the processing facility 100. Additionally, communication 
devices are noW available With an internal GPS capability, so 
IFF unit 20 GPS function may be provide by the commu 
nication device’s GPS unit. When a bi-directional commu 
nication netWork is used, the GPS derived location of IFF 20 
can be transmitted upon request over the bi-directional 
communication netWork independent of surveillance sensor 
10. The processing facility 100 may request a location 
update from an IFF 20 over the bidirectional communication 
netWork. By using existing bidirectional communication 
infrastructure and coupling a radar receiver to a bidirectional 
communication apparatus a loW cost system can be built. 
Such variations and alternate embodiments are contem 
plated, and can be made Without departing from the spirit 
and scope of the invention as de?ned in the appended 
claims. Therefore, it is manifestly intended that this inven 
tion be limited only by the claims and equivalents thereof. 

1. A surveillance system, comprising: 

at least one surveillance unit; 

at least one Identi?cation-Friend or Foe (IFF) unit located 
on at least one object; and 

at least one processing facility; 

said at least one surveillance unit transmits surveillance 
signals to all objects Within a surveillance area, and 
upon receipt of a re?ection of said transmitted signals 
determines locations of said objects and communicates 
said determined locations to said at least one processing 
facility; 

said surveillance signals that impinge on said at least one 
IFF unit on at least one object cause said IFF unit to 
broadcast messages containing identi?cation and posi 
tion information of said object having said IFF unit to 
said at least one processing facility; 

said processing facility compares said broadcast messages 
from said IFF units and the communications from said 
at least one surveillance unit to determine all properly 
authoriZed locations of all objects Within a surveillance 
area and to provide appropriate notice. 

2. A surveillance system as set forth in claim 1, Where 

said processing facility compares said communication 
locations of said objects With a stored list of objects to 
determine said object’s properly authoriZed location 
Within a surveillance area and to provide appropriate 
notice. 

3. AR A surveillance system as set forth in claim 1 Where 
said Identi?cation-Friend or Foe (IFF) unit comprises: 

a radar signal detector; 

a GPS receiver; and 

a data communication transmitter 

said IFF unit tracks its location With said GPS receiver, 
and upon receiving an output from said radar signal 
detector triggers said data communication transmitter 
to broadcast a message containing identi?cation infor 
mation and position obtained from said GPS receiver. 
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4. Asurveillance system as set forth in claim 3, Where said 
data communication transmitter function is provided by a 
bidirectional communication device. 

5. Asurveillance system as set forth in claim 3, Where the 
GPS receiver location function is provided for in a bi 
directional communication device. 

6. Asurveillance system as set forth in claim 1, Where said 
Identi?cation-Friend or Foe (IFF) unit comprises: 

a radar signal detector; 

a GPS receiver; and 

a data communication transmitter contained Within a 
bidirectional communication device; 

Where said IFF unit tracks its location With the GPS 
receiver and upon receiving a command over said 
bidirectional communication device causes the bi-di 
rectional transmitter to broadcast a message containing 
identi?cation and position. 

7. Amethod for identi?cation interrogation, comprising th 
acts of: 

a) transmitting at least one surveillance signal; 

b) Determining location of at least one object based on a 
re?ection of said transmitted surveillance signal from 
said object; 
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c) Broadcasting at least one message containing identi? 
cation and position information from said at least one 
object; and 

d) Correlating said location information from said re?ec 
tion signal With said broadcast information from said 
object to determine properly authoriZed location of said 
object Within a surveillance area. 

8. A method for identi?cation interrogation as set forth in 
claim 7, comprising the act of: 

Correlating said location information With a list of object 
locations to determine properly authoriZed location of 
said object Within a surveillance area. 

9. A method for identi?cation interrogation as set forth in 
claim 7, comprising the act of: 

transmitting location information With a pre-programmed 
identi?cation information upon receiving an interroga 
tion signal from said surveillance signal requesting 
identi?cation. 


