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(57) ABSTRACT 

An application executed Within a mobile station to be 

triggered only by a network element, such as a mobile 
positioning center (MPC) or a Mobile Center (MC). The 
network element is coupled to a base station. The netWork 

element is responsible for authorizing an application that is 
either resident Within the mobile station or that is run in a 

device that is resident elseWhere in the netWork. The mobile 
station communicates With the netWork element over a 

communication link through the base station and other 
infrastructure components. The mobile station Will only 
respond to attempts to trigger particular operations (e.g., run 
particular applications) if the mobile station receives a short 
message services (SMS) message as de?ned by Interim 
Speci?cation 637A (IS-637A) Which is published by the 
Telecommunication Industry Association (TIA)/Electronics 
Industry Association (EIA). More speci?cally, that SMS 
message must include an SMS Teleservice Identi?er that has 

(51) Int. Cl.7 .................................................... .. H04M 3/16 a particular pre-assigned value. 
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LOCATION BASED SERVICE (LBS) SYSTEM, 
METHOD AND APPARATUS FOR TRIGGERING 
OF MOBILE STATION LBS APPLICATIONS 

[0001] This application claims the bene?t of provisional 
US. Application Serial No. 60/444,248, ?led on Jan. 31, 
2003 and US. Provisional Application Serial No. 60/445, 
815, ?led Feb. 5, 2003, and incorporated herein by reference 
in its entirety for all purposes. 

BACKGROUND 

[0002] 1. Field 

[0003] The present invention relates generally to commu 
nication, and more speci?cally to a system, method and 
apparatus for performing location determination by trigger 
ing a location based application to run Within a mobile 
station of a communication system. 

[0004] 2. Background 

[0005] Often, it is desirable to knoW the location of a 
Wireless user. In fact, it is sometimes necessary. For 
eXample, the Federal Communications Commission (FCC) 
has adopted a report and order for an enhanced 911 (E-9-1-1) 
Wireless service that requires the location of a mobile station 
(e.g., a cellular phone) to be provided to a Public Safety 
AnsWering Point (PSAP) each time a 911 call is made from 
the mobile station. In addition to the FCC mandate, a 
netWork operator/service provider may support various 
applications that use location based services. Such services 
provide the location of mobile stations. The term “applica 
tions” refers to the particular uses that are made of location 
information. Often times, applications are implemented With 
computer softWare that is either eXecuted by a processor 
Within a mobile station or by a processor located Within a 
component of a Wireless infrastructure netWork that is in 
communication With the mobile station. Applications that 
use this information may include, for eXample, location 
sensitive billing, asset tracking, asset monitoring and recov 
ery, ?eet and resource management, personal-location ser 
vices, and so on. Some speci?c eXamples of applications for 
personal-location services include (1) providing a local map 
to a mobile station based on its location, (2) providing a 
recommendation for a facility (e.g., a hotel or a restaurant) 
based on the mobile station’s location, and (3) providing 
directions to the recommended facility from the mobile 
station’s current location. 

[0006] Currently, in at least some situations, use of loca 
tion based services (i.e., either a mobile station that desires 
to knoW its location, or an entity that desires the location of 
a mobile station) requires payment to the service provider. In 
order to ensure that such payment can be collected, as Well 
as to ensure privacy and for other reasons, it is critical to 
“authorize” the application. AuthoriZation of an application 
refers to the act of verifying that there is “sufficient” identity 
and billing information. Such identity and billing informa 
tion includes such things as: 1) billing address, and 2) 
authoriZation from the service provider to access the 
requested location information, and 3) agreement betWeen 
the party to be billed and the billing entity (i.e., the service 
provider) regarding the terms and conditions under Which 
requested location information Will be provided. That iden 
tity and billing information is considered to be “sufficient” 
if it: 1) alloWs the service provider to bill and collect fees 
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from the party using the location based services (e.g., 
providing the position location information) and 2) protects 
the privacy of anyone about Whom location information Will 
be made available. 

[0007] It is typically the case that applications accessed by 
a mobile station are run Within a component that is Within 
the netWork. In such cases, the application Will typically 
need to trigger the mobile station to respond to eXternal 
requests for information or to begin running an application 
Within the mobile station for the purpose of alloWing the 
position of the mobile station to be determined. HoWever, in 
light of the above stated concerns for both privacy and to 
ensure that billing is not neglected, there is a need for some 
security to be put in place that Would ensure that the mobile 
station is not triggered by an eXternal device that is not 
authoriZed to do so. The presently disclosed method and 
apparatus is provided such assurance. 

SUMMARY 

[0008] The presently disclosed method and apparatus 
alloWs an application eXecuted Within a mobile station to be 
triggered only by a mobile positioning center (MPC). The 
mobile station communicates With a component of the 
communication infrastructure, Which in accordance With one 
embodiment of the disclosed method and apparatus is a 
component Within a cellular communication netWork infra 
structure. A typical cellular communication netWork infra 
structure includes a base station through Which signals are 
transmitted over the air betWeen a Wireless mobile station 
and the netWork. An MPC is coupled to the base station 
using any one of a variety of potential con?gurations that are 
Well knoWn in the art. In accordance With the presently 
disclosed method and apparatus, the MPC is responsible for 
authoriZing an application that is either resident Within the 
mobile station or that is run in a device that is resident 
elseWhere in the netWork. The mobile station communicates 
With the MPC over a communication link through the base 
station and other infrastructure components. In accordance 
With the presently disclosed method and apparatus, the 
mobile station Will only respond to attempts to trigger 
particular operations (e.g., run particular applications) if the 
mobile station receives an short message services (SMS) 
message as de?ned by Interim Speci?cation 637A (IS-637A) 
Which is published by the Telecommunication Industry 
Association (TIA)/Electronics Industry Association (EIA). 
More speci?cally, that SMS message must include an SMS 
Teleservice Identi?er that has a particular pre-assigned 
value. 

[0009] Various aspects and embodiments of the invention 
are described in further detail beloW. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0010] The disclosed method and apparatus Will become 
more apparent from the detailed description set forth beloW 
When taken in conjunction With the folloWing ?gures in 
Which like reference characters identify like elements. 

[0011] FIG. 1 is a simpli?ed block diagram illustrating a 
system including a mobile station, Wireless communication 
netWork, mobile positioning center (MPC), and position 
determining equipment (PDE) in accordance With the dis 
closed method and apparatus. 
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[0012] FIG. 2 is a simpli?ed block diagram of the com 
ponents of a mobile station 101 in accordance With the 
disclosed method and apparatus. 

[0013] FIG. 3 is a schematic diagram of an eXample of a 
protocol stack 300 used Within one embodiment of the 
disclosed method and apparatus. 

[0014] FIG. 4 is a schematic diagram shoWing the 
sequence of messages passed betWeen various components 
of a system implementing the disclosed method and appa 
ratus. 

DETAILED DESCRIPTION 

[0015] FIG. 1 is a simpli?ed block diagram illustrating a 
system 100 including a mobile station 101, Wireless com 
munication netWork 103, mobile positioning center (MPC) 
105, and position determining equipment (PDE) 105 in 
accordance With the disclosed method and apparatus. The 
mobile station 101 may be any Wireless device capable of 
supporting location based services (LBSs) in conjunction 
With an LBS application that may be run either Within the 
mobile station 101 or external to the mobile station 101. For 
the purpose of this document, LBS applications include any 
program, applet, routine, or other such computer imple 
mented algorithm that uses the location of either the mobile 
station in Which the application is running or the location of 
another mobile station to provide information or service to 
a user. EXamples of such LBS applications include programs 
that can: 1) identify the location of a mobile station being 
operated by another person to alloW the LBS client (i.e., the 
person requesting the LBS service) to locate another person 
using a properly equipped mobile station; 2) locate a nearby 
product or service outlet and provide the user With directions 
to the outlet, such as an automatic teller machine or restau 
rant; 3) track a properly equipped mobile station, etc. 
EXamples of Wireless devices include cellular telephones, 
Wireless modems, personal information managers (PIMs), 
personal digital assistants (PDAs), etc. 

[0016] As shoWn in FIG. 1, the mobile station 101 com 
municates over a Wireless link 102 With the Wireless netWork 
103. The Wireless netWork 103 includes at least a base 
station 104 capable of receiving information from, and 
transmitting information to, the mobile station 101 over the 
Wireless link 102. For the purposes of this disclosure, the 
base station 104 includes various other components of the 
Wireless netWork 103 Which are not shoWn for the sake of 
simplicity, such as base station controllers (BSCs), mobile 
sWitching centers (MSCs), etc. 

[0017] The base station 104 is coupled to the MPC 105 by 
any conventional communication medium, including, but 
not limited to cables, microWave links, satellite communi 
cation links, etc. Similarly, the MPC 105 is coupled to the 
PDE 107 by any conventional communication medium. 

[0018] FIG. 2 is a simpli?ed block diagram of the com 
ponents of a mobile station 101 in accordance With the 
disclosed method and apparatus. The mobile station 101 
shoWn in FIG. 2 includes a transceiver 201, processor 203, 
application memory 205 and general purpose memory 207. 
The processor 203 is shoWn as one block. HoWever, it 
should be understood by those skilled in the art that the 
functions disclosed as being performed by the processor 203 
may be performed by a collection of discrete processors 
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either acting in concert or operating independently. Accord 
ingly, such a collection of processors may be either coupled 
together in order to perform the disclosed functions or they 
may operate completely independent of one another. Fur 
thermore, in accordance With alternative embodiments of the 
disclosed method and apparatus, the application memory 
205 and general purpose memory 207 may be combined into 
a single memory device that stores the information disclosed 
herein as being stored in these tWo memories 205, 207. In 
yet another alternative embodiment, the mobile station 101 
might comprise several additional independent memory 
devices that share responsibility for storing information 
Within the mobile station 101. 

[0019] In accordance With one embodiment of the pres 
ently disclosed method and apparatus, the processor 203 has 
several functions that operate in concert as a protocol stack. 
HoWever, it should be understood that this particular con 
?guration is not essential to the disclosed method and 
apparatus. 

[0020] FIG. 3 is a schematic diagram of an eXample of a 
protocol stack 300 used Within one embodiment of the 
disclosed method and apparatus. For the purpose of this 
disclosure, a protocol stack is any set of routines or program 
instructions that operate together, typically With one routine 
building on and using the functions of another loWer level 
routine or program. A?rst function Within the protocol stack 
300 of FIG. 3 is the operating system 301. The operating 
system 301 is a foundational function upon Which other 
functions build. That is, the operating system 301 includes 
functions that can be accessed and used by the other func 
tions performed Within the processor 203. In accordance 
With one embodiment of the presently disclosed method and 
apparatus, the operating system 301 is a Binary Run-time 
Environment for Wireless (BREW) operating system. Alter 
natively, the operating system 301 is a Wireless Application 
Protocol In yet another alternative embodiment, the 
operating system is a Short Message Service (SMS) oper 
ating system. In yet another alternative, the operating system 
is a Java operating system, etc. Java is a trademark for the 
operating system of Sun Microsystems. Those skilled in the 
art Will appreciate that the particular operating system used 
is not directly relevant to the presently disclosed method and 
apparatus for authoriZing an LBS application 303 to run 
Within the mobile station 101. 

[0021] In accordance With one embodiment, an applica 
tion client function 303 runs on top of the operating system 
301. In one eXample, the application client function 303 is 
an LBS application that may access and utiliZe user interface 
functions to receive information from the mobile station user 
through a conventional data input device, such as a keyboard 
or touch screen. Such an LBS application may also access 
and utiliZe the operating system functions to provide infor 
mation back to the mobile station user through a liquid 
crystal diode (LCD) display screen. In another example, the 
application client function 303 is a routine that interfaces 
betWeen the operating system 301 and higher layers of the 
protocol stack 300 to initiate a position location determina 
tion operation. 

[0022] One function of the application client function is to 
assist in locating the mobile station 101. In addition, if the 
application client function is an LBS application, the appli 
cation may determine What points of interest and service 
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outlets are in the vicinity of the mobile station (e.g., shops, 
automatic teller machines, restaurants, museums, etc.) and 
provide navigational directions and maps to the user based 
on a knowledge of the location of the mobile station and the 
location of particular service outlets and points of interest. 

[0023] The application client function 303 assists in locat 
ing the mobile station 101 by accessing a position location 
engine 305. The position location engine 305 may be any 
function capable of either determining the location of the 
mobile station 101 itself, or capable of providing informa 
tion, such as pseudo-ranges to GPS satellites, that are useful 
in aiding another device in determining the location of the 
mobile station 101. In one embodiment of the disclosed 
method and apparatus, the position location engine 305 is a 
component of a global positioning satellite (GPS) system. 
The position location engine 305 in this eXample includes a 
GPS receiver function that alloWs the mobile station 101 
(together With the GPS receiver hardWare 202) to receive 
information from GPS satellites for the purpose of deter 
mining the location of the mobile station 101. 

[0024] In addition, in one embodiment of the disclosed 
method and apparatus, the position location engine 305 
requests and receives aiding information from the PDE 107. 
For example, in one embodiment, the mobile station 101 
requests information as to Which satellites are “in vieW”. If 
a satellite is in vieW, then the mobile station 101 should be 
able to receive and demodulate information from that sat 
ellite. 

[0025] In addition, the mobile station 101 might request 
information regarding the locations of the “in vieW” satel 
lites, information about correction factors to be used When 
calculating the location of the mobile station 101 using 
information received from the in vieW satellites, information 
regarding the amount of Doppler shift that the mobile station 
101 might eXpect to encounter When receiving signals from 
the in vieW satellites, and other such useful information. This 
information enables the mobile station 101 to more rapidly 
detect and “acquire” satellites. Acquisition of a satellite 
refers to the process by Which the mobile station 101 
receives signals transmitted from the satellite and aligns the 
received information With local timing Within the mobile 
station 101 in preparation for the mobile station 101 to 
interpret information modulated on the signals transmitted 
by the satellite. A further discussion is provided beloW 
regarding the process of receiving aiding information from 
the PDE 107. 

[0026] FIG. 3 also shoWs an SMS messaging protocol 
layer 307. The SMS messaging protocol layer 307 provides 
support for sending and receiving messages in accordance 
With the Well-known SMS communication protocol outlined 
in IS-637A and 15-41, both published by the TIA/EIA. 
Accordingly, information that is to either received or trans 
mitted by the mobile station 101 is provided to the SMS 
messaging protocol layer 307. The SMS messaging protocol 
layer 307 then formats the information appropriately in 
accordance With the SMS protocol speci?cation so that other 
devices to Which the information is to be transmitted can 
receive and interpret the information sent by the mobile 
station 101. 

[0027] In addition, the SMS messaging protocol layer Will 
route messages to the appropriate loWer level protocol layer 
based upon data in the received message. In particular, SMS 
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messages have a ?eld commonly knoWn as the SMS teleser 
vice identi?er. Depending upon the value carrier Within the 
SMS teleservice identi?er ?eld, the SMS message Will be 
routed to different components for interpretation. In accor 
dance With the presently disclosed method and apparatus, a 
particular value in the SMS teleservice identi?er ?eld is 
associated With messages that are intended to be interpreted 
by the position location engine 305. All other messages are 
sent to another protocol layer to be interpreted and acted (or 
not acted) upon. Asigni?cant feature of the SMS teleservice 
identi?er ?eld is that, as opposed to the payload ?elds Within 
an SMS message, the SMS teleservice identi?er ?eld can 
only be altered (i.e., information can only be put into the 
?eld) by selected components Within the communications 
system. The most signi?cant of these components is the 
MPC 105. Accordingly, if only netWork components are 
capable of altering the value of the SMS teleservice identi 
?er ?eld, and the mobile station 101 Will only route mes 
sages to the position location engine 305 if the value of the 
SMS teleservice identi?er ?eld is a particular predetermined 
value, then a secure system can be established for alloWing 
access to the position location engine 305 Within the mobile 
station 101. 

[0028] FIG. 4 is a schematic diagram shoWing the 
sequence of messages passed betWeen various components 
of a system 100 implementing the disclosed method and 
apparatus. Blocks shoWn across the top of FIG. 4 represent 
each of these components. These components include the 
SMS messaging protocol layer 307, application client func 
tion 303, the position location engine 305, the PDE 107, the 
MPC 105, a Mobile Center (MC) 402 and an LBS client 403. 
A line 401 vertically descending from each component 303, 
305, 107, 105, 402, 403 represents a passage of time. The 
points of the line closest to the components 303, 305, 107, 
105, 402, 403 represent the most recent points in time. 

[0029] Initially, the LBS client 403 (such as another 
mobile station) requests the position of the mobile 101 from 
the MPC 105 as indicated by the arroW 405. The MPC 105 
is responsible for determining Whether the request is autho 
riZed. Upon determining that the request is authoriZed, the 
MPC 105 provides a “GPOSREQ” message 407 to the PDE 
107 in addition to providing a mobile terminated (MT) SMS 
message 409 to the mobile station 101. The GPOSREQ 
message 407 to the PDE 107 seeds the PDE 107 With 
information that assists the PDE 107 to Work together With 
the position location engine 305 in determining the location 
of the mobile station 101. In particular, the GPOSREQ 
message 407 provides the PDE 107 With information regard 
ing the location of the base station 104 With Which the 
mobile station 101 is in communication. This information 
alloWs the PDE 107 to determine the location of the mobile 
station 101 to Within a couple of miles or less. The PDE 107 
can then most effectively provide aiding information to 
assist the position location engine 305 Within the mobile 
station 101 to more easily determine Which satellites are in 
vieW and to acquire those satellites far more rapidly. 

[0030] The MT SMS message 409 sent from the MPC to 
the MC 402. The MC 402 then determines that the message 
is intended to trigger the mobile station 101 to perform a 
position location operation. Accordingly, the MC 402 for 
mats a message 411 to the SMS messaging protocol layer 
307 Within the mobile station 101. The message 411 from the 
MC 402 to the SMS messaging protocol layer 307 includes 
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a predetermined value in the teleservices identi?cation ?eld. 
In one embodiment of the disclosed method and apparatus, 
a value of 65001 is selected as the predetermined value that 
indicates that the SMS messaging protocol layer 307 should 
interpret the incoming MT SMS message as a message 
intended for the application client function 303 and ulti 
mately for the position location engine 305. Upon receiving 
the message 411 containing the predetermined value in the 
teleservices identi?cation ?eld, the SMS messaging protocol 
layer 307 passes the information contained in the payload of 
the SMS message 411 to the application client function 303 
in a message 413 from the SMS messaging protocol layer 
307 to the application client function 303. 

[0031] The application client function 303 then sends a 
message 415 to the position location engine 305. The 
application client function 303 formulates the message 415 
to the position location engine 305 to command the position 
location engine 305 to begin sending and receiving position 
location related information to and from the PDE 107 in 
accordance With IS-801, as published by the TIA/EIA. The 
result of this “IS-801 session”417 is the determination of the 
position of the mobile station 101. The PDE, then transmits 
the position of the mobile station 101 to the MPC 105 in a 
message 419. The MPC 105 in turn transmits the position of 
the mobile station 101 to the LBS client 403. 

[0032] Since the MC 402 is uniquely enabled Within the 
netWork to alter the bits in the teleservices identi?cation 
?eld of the SMS message, there is no possibility for an 
unauthoriZed entity, such as a rouge mobile station, to 
provide an unauthoriZed trigger to the mobile station 101 to 
alloW the location of the mobile station 101 to be determined 
Without proper authoriZation. 

[0033] The description of the methods and apparatuses is 
provided to enable any person skilled in the art to make or 
use the invention de?ned by the claims appended hereto. 
Various modi?cations to these methods and apparatuses Will 
be readily apparent to those skilled in the art. HoWever, the 
generic principles de?ned herein may be applied to other 
embodiments of the methods and apparatuses Without 
departing from the spirit or scope of the claimed invention. 
Thus, the claimed invention is not intended to be limited to 
the embodiments of the methods and apparatuses shoWn 
herein, but rather is to be accorded the Widest scope con 
sistent With the principles and novel features disclosed 
herein. 
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What is claimed is: 
1. A method for authenticating an application run on a 

mobile station, including: 

a. attempting to run an application on the mobile station; 

b. requesting authentication of the application; 

c. communicating directly With a mobile positioning 
center (MPC) in order to have the MPC ful?ll the 
request for authentication of the application; 

d. if the application is authenticated, then receiving Within 
the mobile station information required to continue 
running the application in response to the application 
being authenticated; and 

e. if the application is not authenticated, then failing to 
receive at least some information required to run the 
application in response to the application not being 
authenticated. 

2. The method of claim 1, further including: 

a. if the application has not be authenticated, receiving a 
response message indicating that authentication failed; 
and 

b. in response to receipt of the response message, halting 
the application. 

3. The method of claim 1 Wherein the application that is 
attempted to run on the mobile station requires authentica 
tion from the MPC in order to receive all required informa 
tion. 

4. The method of claim 1, Wherein the authentication of 
the application to be run on the mobile station is independent 
of other authentication operations to be requested by the 
mobile station for the purpose of authenticating telephone 
communication. 

5. The method of claim 4, Wherein the authentication of 
the application to be run is further independent of other 
authentication operations to be requested in order to authen 
ticate other applications. 

6. The method of claim 3, Wherein the authentication of 
the application by the MPC alloWs the mobile station to 
communicate With other components. 

7. The method of claim 6, Wherein the other components 
include a position determination entity. 

* * * * * 


