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(57) ABSTRACT 

In an applicator for a decoration lip cream or lip-care cream 
or the like of comparatively soft plastic material for being 
mounted on a stem or a stem connection attachment, it is 
provided, for de?ned and ef?cient application accompanied 
With accurate contouring, that the applicator has a surface 
comprising a plurality of ribs and grooves. 
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LIP CREAM APPLICATOR 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The invention relates to an applicator for liquid, 
viscous or creamy substances for decoration, cure or lip-care 
purposes or the like of comparatively soft plastic material 
for being mounted on a stem or a stem connection attach 
ment. 

[0003] 2. Background Art 

[0004] Conventionally, lip cosmetics are predominantly 
applied by means of a so-called lipstick, the cosmetic being 
of comparatively solid, dimensionally stable consistency 
and the molded part formed by the cosmetic being screWed 
out of a protective sleeve for use and screWed doWn again 
for storing. 

[0005] For application of lip cosmetics of soft and even 
liquid consistency, it has been knoWn to keep the cosmetics 
in a container of the type of a bottle, similarly to nail varnish, 
and to provide a soft plastic applicator With a stem on the 
inside of a screW cap that closes the container. 

[0006] Finally, it has also been knoWn to pick up lip 
cosmetics manually by dipping a ?nger into a comparatively 
Wide opening and then applying them to the lips. This Will 
give a user a direct sensation of application, but is accom 
panied With the drawback that, in the process, the user 
cannot observe the application to her lips because her ?nger 
Will largely obstruct the user’s vieW in a mirror; and that the 
user’s ?nger Will become stained, With more-over hygienic 
problems occurring When germs are on the ?nger. 

SUMMARY OF THE INVENTION 

[0007] It is an object of the invention to embody an 
applicator for a decoration or lip-care cream or comparable 
cosmetic that Will ensure de?ned and ef?cient application 
accompanied With accurate contouring. 

[0008] According to the invention, this object is attained 
by a plurality of grooves and ribs being provided on the 
surface of the applicator. They ensure de?ned pick-up of 
sufficient quantities of cosmetics from a container, and 
transfer as Well as de?ned and controlled delivery to the lips. 

[0009] In a preferred embodiment, the applicator is pro 
vided to have an approximately almond-shaped basic form. 

[0010] The ribs and grooves can be substantially parallel 
to one another, in particular linear. 

[0011] The applicator can be joined to the stem or a stem 
attachment, respectively, by Way of a surface that inclines 
toWards the longitudinal axis, creating applicator surfaces of 
varying extension. 

[0012] In keeping With another embodiment, the applica 
tor is provided to have a concave application surface. 

[0013] In this case, the ribs and grooves can form sub 
stantially closed lines that are in particular approximately 
oval and congruent of each other. 

[0014] In this embodiment, the application surface pref 
erably extends at an angle to the longitudinal axis of the 
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applicator, optimally ?tting the contour of lips When the 
stem of the applicator is held Without constraint. 

[0015] Instead of a stem, the applicator can comprise a 
stem attachment Which can be connected to an applicator 
handle by means of locking engagement. 

[0016] The Width of the ribs and grooves, respectively, is 
in the range of 0.1 to 5 mm, preferably approximately 1.5 
mm. The depth can amount to for example 0.1 to 1.0 mm. 

[0017] Details of the invention Will become apparent from 
the ensuing description of tWo preferred embodiments, taken 
in conjunction With the draWing. 

BRIEF DESCRIPTION OF THE DRAWING 

[0018] FIG. 1 is a perspective vieW of a ?rst embodiment 
of the applicator according to the invention, comprising a 
stem connection attachment; 

[0019] FIG. 2 is a front elevation; 

[0020] FIG. 3 is a vieW from the side; 

[0021] FIG. 4 is a vieW displaced by 90° as compared to 
the vieW of FIG. 3; 

[0022] FIG. 5 is a side vieW of a second embodiment; 

[0023] FIG. 6 is a partially sectional vieW corresponding 
to FIG. 5; and 

[0024] FIG. 7 is a vieW from above of the embodiment 
according to FIG. 5. 

DESCRIPTION OF PREFERRED 
EMBODIMENTS 

[0025] As seen in FIGS. 1 to 4, an applicator 1 according 
to the invention consists of soft plastic material (trade name 
Santoprene). It has an almond-shaped basic form and is 
provided With a stem connection attachment 2 Which 
includes a locking groove 3 for snap-in engagement With a 
handle. 

[0026] At its front end, the applicator 1 has an approxi 
mately conical tip 4. 

[0027] As seen in particular from FIG. 3, the central 
longitudinal axis 6 of the applicator 1, and consequently the 
surface of the applicator, comprises a doWnWard convexity. 

[0028] The surface of the applicator 1 is provided With a 
plurality of ribs 7 and grooves 8 Which encircle the basic 
body straightly and in parallel, as seen in FIG. 4. 

[0029] In the exemplary embodiment, the Width B of the 
ribs is 0.3 mm and the depth T is 0.2 mm. 

[0030] Cross-sectionally, the ribs 7 and the grooves 8 are 
approximately rectangular. 

[0031] The embodiment, seen in FIGS. 5 to 7, of an 
applicator 1‘ according to the invention, is also provided 
With a stem attachment 2“ and has a spherical basic shape, 
a concave application surface 9‘ extending at an angle to the 
longitudinal axis 5‘ at the front end; the concave application 
surface 9‘ is provided With a plurality of ribs 7‘ and grooves 
8‘ Which, as seen in FIG. 6, run concentrically of each other 
across the application surface 9‘. 
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[0032] In the exemplary embodiment, the Width B‘ and the 
depth T‘ of the grooves 8‘ are approximately 0.4 mm, the 
cross-sectional con?guration being corrugated. 

What is claimed is: 

1. An applicator (1, 1‘) for decoration lip cream or lip-care 
cream or the like of comparatively soft plastic material for 
being mounted on a stem or a stem attachment (2, 2‘), 
Wherein it has a surface comprising a plurality of ribs (7, 7‘) 
and grooves (8, 8‘). 

2. An applicator according to claim 1, Wherein it has an 
approximately almond-shaped basic form. 

3. An applicator according to claim 2, Wherein the ribs (7) 
and grooves (8) are substantially parallel to each other. 

4. An applicator according to claim 2, Wherein the ribs (7) 
and grooves (8) are substantially linear. 

5. An applicator according to claim 2, Wherein it is 
connected to the stem or to the stem attachment (2) by a 
surface (6) that extends at an angle to a longitudinal axis (5) 
of the applicator 

6. An applicator according to claim 1, Wherein it com 
prises a concave application surface (9‘). 
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7. An applicator according to claim 1, Wherein the ribs (7‘) 
and grooves (8‘) form substantially closed lines that are in 
particular approximately oval and congruent of each other. 

8. An applicator according to claim 6, Wherein the appli 
cation surface (9‘) extends at an angle to the longitudinal axis 
(5‘) of the applicator (1‘). 

9. An applicator according to claim 1, Wherein the stem 
attachment (2, 2‘) comprises a locking portion With a locking 
groove (3, 3‘) for locking engagement With a handle of the 
applicator (1, 1‘). 

10. An applicator according to claim 1, Wherein the Width 
of the ribs (7, 7‘) and grooves (8, 8‘) amounts to 0.1 to 5 mm, 
preferably approximately 1.5 mm. 

11. An applicator according to claim 1, Wherein the ribs 
(7, 7‘) and grooves (8, 8‘) have an approximately rectangular 
or corrugated cross-sectional shape. 

12. An applicator according to claim 1, Wherein a free end 
of the applicator (1, 1‘) includes an approximately conical 


