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(57) ABSTRACT 
An under carpet heat shield/?oor pan insulator is provided 
for a vehicle. The shield/insulator includes an acoustical and 
thermal insulating layer of polymer ?ber that shoWs no signs 
of any thickness increase, delamination, deterioration or any 
undesirable effect Which may affect performance for at least 
330 hours When maintained at a temperature of at least 
approximately 150° C. The shield/insulator may include a 
relatively high density, nonlaminate skin of polymer ?ber 
and/or one or more facing layers constructed from polymer 
material. 
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UNDER CARPET HEAT SHIELD AND FLOOR PAN 
INSULATOR 

TECHNICAL FIELD AND INDUSTRIAL 
APPLICABILITY OF THE INVENTION 

[0001] The present invention relates generally to the ?eld 
of acoustical and thermal insulation and, more particularly, 
to an under carpet shield and ?oor pan insulator for a 
vehicle. 

BACKGROUND OF THE INVENTION 

[0002] Acoustical and thermal insulators and liners for 
application to vehicles are Well knoWn in the art. These 
insulators typically rely upon both sound absorption, i.e. the 
ability to absorb incident sound Waves and transmission 
loss, i.e. the ability to re?ect incident sound Waves, in order 
to provide sound attenuation. They also rely upon thermal 
shielding properties to prevent or reduce the transmission of 
heat from various heat sources (eg engine, transmission 
and exhaust system), to the passenger compartment of the 
vehicle. Such insulation is commonly employed as an under 
carpet heat shield and a ?oor pan insulator. 

[0003] Examples of acoustical and thermal insulation in 
the form of liners are disclosed in a number of prior art 
patents including US. Pat. Nos. 4,851,283 to Holtrop et al. 
and 6,008,149 to CopperWheat. As should be apparent from 
a revieW of these tWo patents, engineers have generally 
found it necessary to construct such liners from a laminate 
incorporating (a) one or more layers to provide the desired 
acoustical and thermal insulating properties and (b) one or 
more additional layers to provide some rigidity to alloW ease 
of handling during installation. 

[0004] US. Pat. Nos. 6,092,622 to Hiers et al. and 6,123, 
172 to Byrd et al. disclose needled composite thermal and 
acoustical insulators containing various layers of polymer 
?bers, glass ?bers, metallic foils, scrims and other facings. 
The metallic foil facing is secured in place With an adhesive. 
The needling construction of the batt requires perforating the 
interior insulating layer, thereby providing numerous pas 
sageWays for the passage of both heat and sound. 

[0005] While a number of adhesives, adhesive Webs and 
binding ?bers have been speci?cally developed over the 
years to secure the various layers of the laminates together, 
laminated shields and insulators have an inherent risk of 
delamination and failure. The potential is, in fact, signi?cant 
mainly due to the harsh operating environment to Which the 
shields and insulators are subjected. Many shields and 
insulators are located near and/or are designed to shield high 
heat sources such as the engine, transmission and exhaust 
system. As a result, the shields and insulators are often 
subjected to temperatures in excess of 200° F. Which have a 
tendency to degrade the adhesives and binders over time. 

[0006] Shields and insulators used for under carpet and 
?oor pan applications also carry foot traf?c and thus are 
subjected to repeated compression and decompression. This 
activity places very signi?cant strain on the shields and 
insulators, often resulting in adhesive failure and delamina 
tion of the shield or insulator over time. 

[0007] A need is therefore identi?ed for an under carpet 
heat shield/?oor pan insulator incorporating a nonlaminate 
acoustical and thermal insulating layer of polymer ?bers 
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suitable for use in the proximity of high temperature heat 
sources such as an exhaust system and particularly a cata 
lytic converter and capable of providing the desired acous 
tical and thermal insulating properties. Advantageously, 
such an insulator also provides the desired mechanical 
strength and rigidity to alloW simple and convenient instal 
lation While also providing a long service life characteriZed 
by reliable performance. 

SUMMARY OF THE INVENTION 

[0008] Accordingly, it is a primary object of the present 
invention to provide an under carpet heat shield/?oor pan 
insulator for a vehicle. That shield/insulator comprises a 
single, nonlaminate acoustical and thermal insulating layer 
of polymer ?ber selected from a group consisting of poly 
ester, polypropylene, polyethylene, rayon, nylon and any 
mixtures thereof. The thermal insulating layer is preferably 
a nonWoven fabric and may further include additional ?bers 
selected from a group consisting of glass ?bers and natural 
?bers to meet the speci?c performance requirements of a 
particular application. 
[0009] In accordance With one aspect of the present inven 
tion the acoustical and thermal insulating layer may include 
a relatively high density, nonlaminate skin of polymer ?ber 
along at least one face thereof. Still further, the insulator may 
include a ?rst metal foil facing layer over a ?rst face of the 
acoustical and thermal insulating layer. Similarly, a second 
metal foil facing layer may be provided over a second face 
of the acoustical and thermal insulating layer. 

[0010] More speci?cally describing the invention, the 
under carpet heat shield and ?oor pan insulator of the present 
invention may comprise a single nonlaminate acoustical and 
thermal insulating layer of polymer ?ber selected from a 
group consisting of polyester, polypropylene, polyethylene, 
rayon, nylon and any mixtures thereof that shoWs no signs 
of any thickness increase, delamination, deterioration or any 
undesirable effect Which may affect performance When 
subjected to a temperature of about 150° C. for a period of 
at least 330 hours. Still more speci?cally describing the 
invention, the shield/insulator may comprise a nonlaminate 
acoustical and thermal insulating layer of substantially 
100% polyethylene terephthalate. 

[0011] The bene?ts and advantages of the present inven 
tion Will become readily apparent to those skilled in this art 
from the folloWing description Wherein there is shoWn and 
described several preferred embodiments of this invention, 
simply by Way of illustration of some of the modes best 
suited to carry out the invention. As it Will be realiZed, the 
invention is capable of still other different embodiments and 
its several details are capable of modi?cation in various, 
obvious aspects all Without departing from the invention. 
Accordingly, the draWing and descriptions Will be regarded 
as illustrative in nature and not as restrictive. 

BRIEF DESCRIPTION OF THE DRAWING 

[0012] The accompanying draWing incorporated in and 
forming a part of the speci?cation, illustrates several aspects 
of the present invention, and together With the description 
serves to explain the principles of the invention. In the 
draWing: 
[0013] FIG. 1 is a schematical side elevational vieW of 
one possible embodiment of the present invention; and 
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[0014] FIGS. 2-5 are schematical side elevational illus 
trations of other possible alternative embodiments of the 
present invention. 

[0015] Reference Will noW be made in detail to the present 
preferred embodiment of the invention, an example of Which 
is illustrated in the accompanying drawing. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0016] Reference is noW made to FIG. 1 shoWing a ?rst 
embodiment of the under carpet heat shield and ?oor pan 
insulator 10 of the present invention. The shield or insulator 
10 comprises an acoustical and thermal insulating layer 12 
of polymer ?ber. More speci?cally, a single, nonlaminated 
layer 12 is provided With the necessary mechanical strength 
and rigidity to alloW easy installation and the desired acous 
tical and thermal insulating properties. Advantageously, all 
of these bene?ts are achieved in a light Weight insulator 10 
Which may even be used in compact vehicles Where fuel 
economy concerns lead manufacturers to seek Weight sav 
ings Wherever possible. 

[0017] The polymer ?ber is not foamed and typically is a 
nonWoven fabric. The polymer ?ber may be selected from a 
group of ?bers consisting of polyester, polypropylene, poly 
ethylene, rayon, nylon and any mixtures thereof. The acous 
tical and thermal insulating layer 12 is engineered to shoW 
no signs of any thickness increase, delamination, deteriora 
tion or any undesirable effect Which may affect performance 
When subjected to a temperature of approximately 150° C. 
for a period of at least 330 hours. Advantageously, such a 
shield or insulator 10 has a Weight of betWeen about 40-130 
g/ft2. For example, the acoustical and thermal insulating 
layer 12 may comprise substantially 100% polyethylene 
terephthalate. 
[0018] A shield or insulator 10 made from 100% polyeth 
ylene terephthalate provides a number of advantages When 
compared to a state of the art shield made from a layer of 
glass ?bers sandWiched betWeen layers of polyester. The 
shield or insulator 10 of the present invention may be cut 
With a heat knife to give an edge. The shield or insulator 10 
of the present invention can be premolded to accommodate 
different shapes and siZes and Will eventually mold to the 
cavity siZe even When the cavity is uneven. The state of the 
art shield cannot shape adapt to the mounting cavity in the 
bodyWork or frameWork of the vehicle in a like manner. 

[0019] Further, Where the shield or insulator 10 of the 
present invention is dimensionally stable upon exposure to 
temperatures up to 450° F. at Which slight yelloWing may 
occur, the state of the art shield tends to dis?gure and the 
phenolic binder is released, resulting in the production of an 
odor and broWning of the shield. Of course, the shield or 
insulator 10 of the present invention is also free of glass ?ber 
and, therefore, is installer friendly (does not produce an 
itchy feeling for those contacting the material). While the 
glass ?ber in the state of the art product is sandWiched 
betWeen tWo layers of polyester, the product still tends to be 
more irritating to those coming into contact With it. Accord 
ingly, for many applications it is necessary to coat the edge 
of the shield or insulator in order to avoid this potential 
irritation. 

[0020] In a ?rst alternative embodiment shoWn in FIG. 2, 
the shield or insulator 10 also comprises a nonlaminate 
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acoustical and thermal insulating layer 12 of polymer ?ber 
(eg a nonWoven fabric) selected from a group consisting of 
polyester, polypropylene, polyethylene, rayon, nylon and 
any mixtures thereof. The layer 12 also includes a relatively 
high density, nonlaminate or unitary skin 14 of that polymer 
?ber along at least one face thereof. The formation of the 
relatively high density, nonlaminate skin 14 of polymer ?ber 
may be completed in accordance With the process described 
in detail in co-pending US. patent application Ser. No. 
09/607,478, entitled “Process For Forming A Multi-Layer, 
Multi-Density Composite Insulator”, ?led Jun. 30, 2000 
(OWens Corning Case Nos. 24811 and 24812). The full 
disclosure of this document is incorporated herein by refer 
ence. 

[0021] Advantageously, the high density skin 14 Will not 
delaminate from the layer 12 under the environmental 
conditions existing under the carpet and along the ?oor pan 
of the vehicle and also adds structural integrity and strength 
to the shield or insulator 10 Which aids signi?cantly in 
handling and ?tting the part during installation. The high 
density skin 14 is also more aesthetically pleasing. Still 
further, for many applications the high density skin 14 
eliminates the need to provide an additional facing layer of 
another type of material. This serves to eliminate any 
potential failure of the shield or insulator due to delamina 
tion. It also results in a shield or insulator made exclusively 
from one material that is, therefore, readily recyclable. 
Further, since the skin may be formed With a hot platen 
during the molding of the shield or insulator 10 to its desired 
shape, no additional processing step is required. This 
reduces production cost relative to a shield or insulator With 
a facing since such a facing must be adhered to the acous 
tical and thermal insulating layer in a separate processing 
step. 

[0022] In yet another embodiment shoWn in FIG. 3, the 
shield or insulator 10 includes a nonlaminate acoustical and 
thermal insulating layer of polymer ?ber 12 (eg a non 
Woven fabric) selected from a group consisting of polyester, 
polypropylene, polyethylene, rayon, nylon and any mixtures 
thereof in combination With a metal foil facing layer 16 over 
a ?rst face 18 of the acoustical and thermal insulating layer. 
The metal foil facing may be present in one or more layers. 

[0023] In yet another alternative embodiment shoWn in 
FIG. 4, the shield or insulator 10 comprises a nonlaminate 
acoustical and thermal insulating layer 12 of polymer ?ber 
as described above in combination With a ?rst metal foil 
facing layer 16 covering a ?rst face 18 thereof and a second 
metal foil facing layer 20 covering a second, opposite face 
22 thereof. The second facing layer 20 may be constructed 
from the same or a different material as the ?rst facing layer 
16. The ?rst and second facing layers 16, 20 may be attached 
to the layer 12 by means of an appropriate adhesive or 
adhesive Web in accordance With practices Well knoWn to 
those skilled in the art. 

[0024] In accordance With yet another embodiment of the 
present invention shoWn in FIG. 5, the shield or insulator 10 
comprises a single, nonlaminated acoustical and thermal 
insulating layer 12 of polymer ?ber (e. g. a nonWoven fabric) 
as described above in combination With a ?rst metal foil 
facing 16 covering a ?rst face thereof and a second metal foil 
facing 20 covering a second face 22 thereof. Additionally, 
the shield or insulator 10 of this embodiment includes an 
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additional acoustical and thermal insulating layer 24 of 
polymer ?ber (eg a nonWoven fabric) selected from a group 
consisting of polyester, polypropylene, polyethylene, rayon, 
nylon and any mixtures thereof. As a result, the ?rst metal 
foil facing layer 16 is sandWiched betWeen the tWo acous 
tical and thermal insulating layers 12, 24. 

[0025] In any of the embodiments described above and 
illustrated in FIGS. 1-5, the acoustical and thermal insulat 
ing layer 12 and or 24 may further include from about 10-60 
Weight percent of glass and/or natural ?bers such as, but not 
limited to E-glass, S-glass, kenaf, hemp and mixtures 
thereof. Use of such glass and natural ?bers may be desir 
able to meet the performance parameters necessary for some 
potential applications. 
[0026] In summary, numerous bene?ts result from 
employing the concepts of the present invention. An under 
carpet heat shield or ?oor pan insulator 10 constructed in 
accordance With the teachings of the present invention 
provides a unique combination of mechanical strength and 
rigidity as Well as thermal and acoustical properties Which 
are consistently and reliably maintained over a long service 
life even in the proximity of a high temperature heat source 
such as a catalytic converter. In one of the embodiments of 
the present invention, a relatively high density, nonlaminate 
skin is provided Which aids in handling, is aesthetically 
pleasing and maintains the full recycleability of the shield or 
insulator. 

[0027] The foregoing description of a preferred embodi 
ment of the invention has been presented for purposes of 
illustration and description. It is not intended to be exhaus 
tive or to limit the invention to the precise form disclosed. 
Obvious modi?cations or variations are possible in light of 
the above teachings. For example, the shield or insulator 10 
could include a relatively high density nonlaminate skin 14 
on both opposing faces and/or along the edges of the shield 
or insulator. Additionally, a shield or insulator 10 With one 
or more high density, nonlaminate skins 14 could also 
include one or more facings 16, 20 if required to meet 
acoustical, thermal, structural and/or aesthetic performance 
requirements of a particular application. 

[0028] The embodiment Was chosen and described to 
provide the best illustration of the principles of the invention 
and its practical application to thereby enable one of ordi 
nary skill in the art to utiliZe the invention in various 
embodiments and With various modi?cations as are suited to 
the particular use contemplated. All such modi?cations and 
variations are Within the scope of the invention as deter 
mined by the appended claims When interpreted in accor 
dance With the breadth to Which they are fairly, legally and 
equitably entitled. 

What is claimed: 
1. An under carpet heat shield/?oor pan insulator for a 

vehicle, comprising: 
a nonlaminate acoustical and thermal insulating layer of 
polymer ?ber selected from a group consisting of 
polyester, polypropylene, polyethylene, rayon, nylon 
and any mixtures thereof. 
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2. The shield/insulator of claim 1, Wherein said acoustical 
and thermal insulating layer is a nonWoven fabric. 

3. The shield/insulator of claim 1, Wherein said acoustical 
and thermal insulating layer further includes additional 
?bers selected from a group consisting of glass ?bers and 
natural ?bers. 

4. The shield/insulator of claim 1, including a relatively 
high density, nonlaminate skin of polymer ?ber along at 
least one face of said acoustical and thermal insulating layer. 

5. The shield/insulator of claim 1, including a ?rst metal 
foil facing layer over a ?rst face of said acoustical and 
thermal insulating layer. 

6. The shield/insulator of claim 5, including a second 
metal foil facing layer over a second face of said acoustical 
and thermal insulating layer. 

7. The shield/insulator of claim 6, including an additional 
acoustical and thermal insulating layer of polymer ?ber 
selected from a group consisting of polyester, polypropy 
lene, polyethylene, rayon, nylon and any mixtures thereof 
over said ?rst metal foil facing layer Wherein said ?rst metal 
foil facing layer is sandWiched betWeen said additional 
acoustical and thermal insulating layer and said acoustical 
and thermal insulating layer. 

8. An under carpet heat shield/?oor pan insulator for a 
vehicle, comprising: 

a nonlaminate acoustical and thermal insulating layer of 
substantially 100% polyethylene terephthalate non 
Woven fabric. 

9. The shield/insulator of claim 8, including a relatively 
high density skin along at least one face thereof. 

10. The shield/insulator of claim 8, including a ?rst metal 
foil facing layer over a ?rst face of said acoustical and 
thermal insulating layer. 

11. The shield/insulator of claim 10, including a second 
metal foil facing layer over a second face of said acoustical 
and thermal insulating layer. 

12. The shield/insulator of claim 11, including an addi 
tional acoustical and thermal insulating layer of polymer 
?ber selected from a group consisting of polyester, polypro 
pylene, polyethylene, rayon, nylon and any mixtures thereof 
over said ?rst metal foil layer Wherein said ?rst metal foil 
layer is sandWiched betWeen said additional acoustical and 
thermal insulating layer and said acoustical and thermal 
insulating layer. 

13. An under carpet heat shield/?oor pan insulator for a 
vehicle, comprising: 

a nonlaminate acoustical and thermal insulating layer of 
polymer ?ber selected from a group consisting of 
polyester, polypropylene, polyethylene, rayon, nylon 
and any mixtures thereof that shoWs no signs of any 
thickness increase, delamination, deterioration or any 
undesirable effect Which may affect performance for at 
least 330 hours at 150° C. 

14. The shield/insulator of claim 13, Wherein said acous 
tical and thermal insulating layer is a nonWoven fabric. 


