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(57) ABSTRACT 

A mobile platform lift increasing system includes at least 
one Wing-shaped structure having a leading edge, a trailing 
edge and a chord length perpendicularly measurable 
betWeen the leading and trailing edges. A rotatable control 
surface is located near a trailing edge undersurface. The 
control surface length is approximately one to ?ve percent of 
the chord length. Adeployment device is positioned betWeen 
the Wing shaped structure and the control surface. The 
deployment device operably rotates the control surface 
through a plurality of positions ranging betWeen an initial 
position and a fully deployed position. Wing lift is increased 
at speeds up to approximately transonic speed by continu 
ously rotating the control surface to accommodate variables 
including mobile platform Weight change from fuel usage. 
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VARIABLE TRAILING EDGE GEOMETRY AND 
SPANLOAD CONTROL 

FIELD OF THE INVENTION 

[0001] The present invention relates generally to lift pro 
ducing aerodynamic surfaces and more speci?cally to the 
trailing edge geometry of lift producing aerodynamic sur 
faces. 

BACKGROUND OF THE INVENTION 

[0002] The lift producing structures such as Wings, 
Winglets, horiZontal tails, canards etc. (hereinafter referred 
to as “Wings”) for an aircraft or any mobile platform, 
commonly have an airfoil shape Which includes a rounded 
nose, a relatively thick forWard cross section, a tapering 
section, and a relatively thin trailing edge cross section. 
Aircraft Wings commonly include ailerons and/or ?aps to 
modify air?oW over the Wing to change the aircraft attitude 
or to increase lift for take-off and landing procedures, 
respectively. Ailerons and ?aps are typically a signi?cant 
percentage (i.e., approximately 15% and 35%, respectively), 
of an aircraft Wing chord (the forWard to aft length of a 
Wing), and limited in spanWise extent so are therefore not 
ef?cient for optimiZing Wing span load distributions during 
?ight to maximiZe aircraft performance. 

[0003] It is knoWn that the area adjacent to the trailing 
edge can be modi?ed to include ?xed Wedge-shape devices 
or ?xed extended ?aps to improve lift and reduce the 
coef?cient of drag for the Wing. These ?xed devices com 
monly have a length of approximately 5% of the Wing chord. 
The addition of these devices can increase fuel ef?ciency at 
normal operating speeds of the mobile platform. The use of 
these devices, hoWever, results in increased drag When 
operating outside the normal operating speed, because the 
?xed angle that the device makes from the plane of the 
trailing edge of the Wing is optimiZed for the normal cruise 
speed, and therefore provides a less than optimum angle for 
operation at other than normal cruise speeds. 

[0004] One knoWn solution to the ?xed ?ap design is to 
interlock a set of rotatable ribs to de?ne the chord of an 
aircraft Wing. The plurality of ribs are each rotatable such 
that the overall geometry of the Wing can be modi?ed during 
?ight. In operation, either the entire Wing de?ects or a 
portion of the Wing having one or more ribs de?ects. The 
disadvantage of this design is the tradeoff betWeen the 
additional Weight required for the additional mechanical 
devices to modify the Wing shape With the increased ef? 
ciency of the Wing. 

[0005] It is therefore desirable to overcome the disadvan 
tages and draWbacks of the knoWn airfoil designs having 
?xed trailing edge geometries or multiple articulated Wing 
sections. 

SUMMARY OF THE INVENTION 

[0006] According to a preferred embodiment of the 
present invention, a lift producing system for a mobile 
platform includes at least one Wing-shaped structure having 
a leading edge, a trailing edge and a chord length measurable 
betWeen the leading and trailing edges. At least one control 
surface is rotatably disposed approximate the trailing edge. 
The control surface has a length approximately one to ?ve 
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percent of the chord length. Adeployment device is disposed 
betWeen the Wing-shaped structure and the control surface. 
The deployment device is operable to rotate the control 
surface through a plurality of positions ranging betWeen an 
initial position approximately parallel to the Wing-shaped 
structure and a fully deployed position. 

[0007] According to another preferred embodiment, the 
control surface includes a forWard facing edge forming an 
axis of rotation for the control surface, and a distally 
extending edge. A mechanical deployment device is dis 
posed betWeen the Wing shaped structure and the control 
surface Which is operable to declinate the control surface 
about the axis of rotation from an initial position having the 
control surface approximately parallel to the Wing, to a 
deployed position, and returning the control surface to the 
initial position. 

[0008] In still another preferred embodiment, the deploy 
ment device includes a ?uid actuator having ?exible Walls. 
ApressuriZed ?uid is pumped or input into the ?uid actuator, 
expanding the ?uid actuator to declinate a control surface 
over a variable operating range. Removing ?uid from the 
?uid actuator returns the control surface to the initial posi 
tion. 

[0009] In yet another preferred embodiment of the present 
invention, the control surface is provided of a ?exible, 
elastic material. This design provides a curved surface shape 
as the control surface is deployed. 

[0010] Further areas of applicability of the present inven 
tion Will become apparent from the detailed description 
provided hereinafter. It should be understood that the 
detailed description and speci?c examples are intended for 
purposes of illustration only and are not intended to limit the 
scope of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0011] The present invention Will become more fully 
understood from the detailed description and the accompa 
nying draWings, Wherein: 

[0012] FIG. 1 is a plan vieW of a common tWo engine 
commercial aircraft having the main ?ight Wings modi?ed to 
incorporate the variable trailing edge geometry of the 
present invention; 

[0013] FIG. 2 is a partial cross section vieW taken at 
Section 2 of FIG. 1 shoWing a potential range of motion for 
a control surface of the present invention; 

[0014] FIG. 3 is a modi?cation of the plan vieW of FIG. 
1 shoWing a canard Wing installed on an aircraft, and 
includes an arrangement of four control surfaces of the 
present invention deployed on each main Wing; 

[0015] FIG. 4 is a sectioned elevation vieW taken at 
Section 4 of FIG. 3 shoWing a control surface in an initial 
position fully upright against the trailing edge of the Wing; 

[0016] FIG. 5 is a sectioned elevation vieW taken at 
Section 5 of FIG. 3 shoWing a control surface in a partially 
decimated position; 

[0017] FIG. 6 is sectioned elevation vieW taken at Section 
6 of FIG. 3 shoWing a control surface in an intermediate 
position; 
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[0018] FIG. 7 is a sectioned vieW taken at Section 7 of 
FIG. 3 showing a control surface in a normal deployed 
position for maximum load increase on the Wing surface; 

[0019] FIG. 8 is the sectioned elevation vieW of FIG. 4 
modi?ed to shoW the control surface in the normal deployed 
position; 
[0020] FIG. 9 is the sectioned elevation vieW of FIG. 5 
modi?ed to shoW the control surface in an intermediate 
declinated position; 

[0021] FIG. 10 is the sectioned elevation vieW of FIG. 6 
modi?ed to shoW the control surface in a partially declinated 
position; 

[0022] FIG. 11 is the sectioned elevation vieW of FIG. 7 
modi?ed to shoW the control surface in the initial or fully 
upright position adjacent to the Wing structure; 

[0023] FIG. 12 is a sectioned vieW similar to FIG. 2 
shoWing an alternate embodiment actuator of the present 
invention; 
[0024] FIG. 13 is a partial cross section vieW of an aircraft 
Wing identifying an alternate embodiment of a ?exible 
control surface of the present invention; and 

[0025] FIG. 14 is a diagrammatic presentation of the 
method steps to vary an airfoil trailing edge geometry 
according to the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0026] The folloWing description of the preferred embodi 
ment(s) is merely exemplary in nature and is in no Way 
intended to limit the invention, its application, or uses. 
Reference to use on an aircraft Wing is generally made 
herein, hoWever, the invention is not limited to aircraft or 
Wing use. 

[0027] Referring to FIG. 1, a variable trailing edge system 
10 in accordance With a preferred embodiment of the present 
invention is shoWn. An aircraft 12 includes a starboard Wing 
14 and a port Wing 16. Each of the Wings include a leading 
edge 18 and a trailing edge 20. A chord length 22 is 
identi?ed for the port Wing 16, but is common to either Wing. 
A plurality of chord lengths 22 can exist for a given Wing 
because the chord length 22 is determined at a cross section 
taken through the Wing, and the tapering Wing design of 
many commercial aircraft (such as the 2-engine design 
shoWn in FIG. 1) provides a changing cross section as the 
Wing tapers doWn in length from the inboard end to the 
outboard end. Common aircraft Wings also include at least 
one aileron 24 and at least one ?ap 26. 

[0028] Each of the starboard Wing 14 and the port Wing 16 
are connected to the aircraft 12 at a side-of-body 28. In the 
con?guration shoWn in FIG. 1, the Wings taper from the 
side-of-body 28 to a Wing tip 30. A control surface area 32 
is shoWn for the starboard Wing 14. The control surface area 
32 represents the location on the starboard Wing 14 adjacent 
to the trailing edge 20 having at least one individual control 
surface 34 of the present invention disposed thereon at an 
under-surface of the trailing edge 20. In a preferred embodi 
ment, a plurality of individual control surfaces 34, i.e, those 
shoWn at an aft facing edge of the port Wing 16 and having 
a length “L”, are disposed on an aircraft Wing. Each of the 
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individual control surfaces 34 can be operated in tandem or 
can be operated individually as Will be described further 
herein. One or more individual control surfaces 34 are 
disposed Within each of the variable trailing edge regions 
“A” and “B”. In a preferred embodiment, the control sur 
faces are disposed from the Wing tip 30 to a position spaced 
outboard from the side-of-body 28 for each of the starboard 
Wing 14 and the port Wing 16. The control surfaces can also 
be positioned adjacent to the side-of-body 28, depending on 
Wing structure and amount of Wing load desired. 

[0029] The aircraft 12 also includes a horiZontal stabiliZer 
36 attached to an aft end of a fuselage 36. Control surfaces 
of the present invention can also be disposed on the hori 
Zontal stabiliZer 36 in similar positions adjacent to the 
trailing edge of the horiZontal stabiliZer. The greatest Wing 
load bene?t using control surfaces of the present invention, 
hoWever, is achieved When the control surfaces are disposed 
at the positions shoWn on the starboard Wing 14 and the port 
Wing 16, respectively. 

[0030] Operational control of the individual control sur 
faces 34 of the present invention is preferably performed 
using a computer 39. The computer 39 collects platform data 
including the remaining on-board fuel, passenger Weight, air 
speed, altitude, and baggage Weight, etc. The computer 39 is 
pre-programmed to vary the declination angle of each indi 
vidual control surface 34 to adjust an overall Wing aerody 
namic load distribution for both Wings based on ?ight 
conditions, current aircraft Weight and structural limits. The 
computer 39 directs the operation of hydraulic or air systems 
(not shoWn) to position each individual control surface 34. 
Hydraulic and air systems are commonly knoWn and are 
therefore not further discussed herein. It is preferable to 
operate the individual control surfaces “automatically” 
using the computer 39, Wherein continuous or intermittent 
calculations of the computer 39 signal either continuous or 
intermittent position changes to the actuators (discussed in 
reference to FIG. 2) of the individual control surfaces 34. In 
the event of a poWer failure or computer failure, it is also 
desirable for the actuators to return the control surfaces 34 
to a safe (loW Wing bending moment) position. 

[0031] Referring noW to FIG. 2, one of the individual 
control surfaces 34 of the port Wing 16 is further detailed. 
The individual control surface 34 is disposed adjacent to the 
trailing edge 20 such that the individual control surface 34 
is positioned beloW a Wing upper surface 40 and generally 
parallel With a Wing loWer surface 42. The individual control 
surface 34 is rotatably hinged to the Wing loWer surface 42 
at a control surface connection end 44. A control surface 
distal end 36 is positioned immediately adjacent to the 
trailing edge 20 in a fully upright position of the individual 
control surface 34. An exemplary actuator 48 having a Worm 
drive gear 50 is connectably disposed to the individual 
control surface 34 and ?xedly disposed at the Wing upper 
surface 40. The actuator 48 rotates and guides the Worm 
drive gear 50 such that the individual control surface 34 
rotates about the control surface connection end 44 betWeen 
a control surface initial position 52 through a varying degree 
of declination positions. 

[0032] From the control surface initial position 52, several 
exemplary positions are illustrated. A control surface inter 
mediate position 54 having an angle 0 is shoWn. A control 
surface deployed position 56 having an angle 4) is also 
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shown. The control surface deployed position 56 represents 
a normal operating declination position for the control 
surface 34. The deployed position 56 is predetermined for an 
individual aircraft depending upon the Wing load desired and 
the normal operating speed of the aircraft 12. A control 
surface maximum deployed position 58 having an angle [3 is 
also shoWn. The control surface maximum deployed posi 
tion 58 can be as high as approximately 90 degrees measured 
from the control surface initial position 52. The control 
surface maximum deployed position 58 generates a maxi 
mum lift from any one of the individual control surfaces 34. 
During normal operation of the aircraft, the control surface 
deployed position 56, or normal operating range for the 
individual control surface 34, has an angle 4) of approxi 
mately 15-25 degrees measured from the control surface 
initial position 52. The spanWise distribution of angle 4) 
represents the optimum operating angle positions to reduce 
an aircraft fuel consumption rate Without exceeding struc 
tural limits. This optimum distribution varies over the course 
of the ?ight as fuel is consumed. 

[0033] As best shoWn in FIG. 3, the variable trailing edge 
system of the present invention can also be disposed on a 
canard Wing 60. The canard Wing 60 includes a starboard 
control surface 62 and a port control surface 64. Each of the 
starboard control surface 62 and the port control surface 64 
can include one or more individual control surfaces (e.g., 
individual surfaces 34 as noted previously in reference to 
FIG. 1). 

[0034] As best described With reference to FIGS. 4-11, 
individual chord lengths taken through the port Wing 16 
demonstrate exemplary operating ranges for individual con 
trol surfaces of the present invention. FIG. 4 typi?es a chord 
22 measurable betWeen the leading edge 18 and the trailing 
edge 20. The Wing upper surface 40 and the Wing loWer 
surface 42 are also shoWn representing the typical airfoil 
shape of an aircraft’s Wing. 

[0035] FIGS. 4-7 demonstrate several exemplary posi 
tions for control surfaces for an aircraft during an in-?ight 
condition Wherein the Weight of the aircraft decreases from 
its maximum takeoff Weight and a modi?ed induced Wing 
load is desirable. To optimiZe Wing load distribution during 
in-?ight conditions, a ?rst control surface 66 closest to the 
side-of-body 28 is in a fully upright or initial position 68. A 
second control surface 70 adjacent to the control surface 66 
is in a deployment position 72. A third control surface 74 is 
in a deployment position 76. A fourth control position 78 is 
in a normal deployment position 80 corresponding to the 
control surface deployed position 56 identi?ed in FIG. 2. 
FIGS. 4-7 provide an exemplary con?guration of control 
surfaces during an in-?ight condition. The Wing load distri 
bution is optimiZed by deployment of individual control 
surfaces 66, 70, 74 and 78 as shoWn having the control 
surfaces adjacent to the Wing tip 30 at the maximum 
deployed (i.e., declinated) position and each control surface 
from the Wing tip 50 inboard positioned at a decreasing 
angle of deployment. 

[0036] Referring noW to FIGS. 8-11, an exemplary takeoff 
condition for an aircraft Wing is shoWn. In the takeoff 
condition, the aircraft is at its maximum Weight due to 
maximum passenger, baggage, and fuel volumes. For the 
takeoff condition, the individual control surfaces are posi 
tioned opposite to the control surface positions for the 
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aircraft Wing during in-?ight conditions. Therefore, in FIG. 
8, the ?rst control surface 66 is deployed in a normal 
deployment position 80 corresponding to the control surface 
deployed position 56 of FIG. 2. Each further outboard 
control surface has a decreasing declination angle, until, at 
the fourth control surface 78, the deployment position 
equates to the initial position 68. The second control surface 
70 (shoWn in FIG. 9) is therefore positioned in the deploy 
ment position 76 and the third control surface 74 (shoWn in 
FIG. 10) is positioned in the deployment position 72. In the 
exemplary condition shoWn in FIGS. 8-11, outboard Wing 
loading is reduced and lift generated by the inboard control 
surfaces is increased, reducing the Wing root-bending 
moment When the aircraft is at its maximum Weight. 

[0037] Referring to both FIGS. 1 and 4, in one preferred 
embodiment of the present invention, the individual control 
surfaces 34 have the length “L” for each application. The 
length “L” varies, depending upon the Wing load desired, 
betWeen approximately 1% to approximately 5% of the 
chord 22 length. In a further preferred embodiment of the 
present invention, the length “L” can also vary for each 
individual control surface 34 for a given Wing. The length 
“L” can also vary based on the projected platform operating 
speed. 

[0038] As shoWn in FIG. 12, another preferred embodi 
ment for actuating a control surface of the present invention 
is shoWn. A ?uid actuator 82 is disposed betWeen the Wing 
upper surface 40 and the individual control surface 34. The 
?uid actuator 82 includes a ?exible Wall 84 containing a 
?uid such as air or hydraulic ?uid (not shoWn) Which is 
pumped or otherWise input into the ?uid actuator 82 to 
expand the ?uid actuator in the deployment direction “C”. 
This ?uid is removed from the ?uid actuator 82 through one 
or more bleed devices (not shoWn) to retract the individual 
control surface 34 from the normal deployment position 36 
to the control surface initial position 88. Similar to the 
actuator 48 shoWn in FIG. 2, the ?uid actuator 82 causes the 
individual control surface 34 to rotate about a rotation axis 
90. The rotation axis 90 is provided by a hinge or similar 
device disposed in the Wing. 

[0039] Referring next to FIG. 13, yet another preferred 
embodiment of the present invention having a ?exible 
control surface 100 is detailed. The ?exible control surface 
100 includes a ?xed end 102 and a distal end 104. The 
?exible control surface 100 is made from an elastic material 
such that after the de?ection force is removed, the control 
surface 100 returns to its normal non-de?ected position. In 
operation, the ?exible control surface 100 is positioned in a 
similar manner to the individual control surfaces 34 With 
actuators (not shoWn) similar to the actuator 48 or the ?uid 
actuator 82. 

[0040] From an initial position 106, the ?exible control 
surface 100 de?ects about a range of bend radii “D” to 
various operating positions. In a ?rst rotation position 108, 
the ?exible control surface 100 includes a bend radius D‘. In 
a second rotation position 110, the ?exible control surface 
100 includes a bend radius D‘. In third rotation position 112, 
the ?exible control surface 100 includes a bend radius D‘". 
Finally, in the deployed position 114, the ?exible control 
surface 100 has a bend radius D““. It Will be evident to a 
skilled practitioner that the ?exible control surface 100 can 
have a plurality of rotation positions and bend radii. The 
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?exible control surface 100 provides a smoother transition 
surface area for air?ow compared to the rigid plate surface 
of the individual control surface 34 (shoWn in FIG. 2). The 
?xed end 102 of the ?exible control surface 100 is preferably 
provided as a ?xed attachment to the Wing structure. The 
?xed end 102 of the ?exible control surface 100 can also be 
hinged similar to the individual control surface 34. 

[0041] Referring to FIG. 14, the method steps to operate 
a Wing trailing edge control surface of one preferred 
embodiment the present invention are described. In a step 
120, a Wing control surface adjacent to a trailing edge of a 
Wing is rotatably disposed to the Wing. At a step 122, a Wing 
control surface rotation path is de?ned varying from an 
initial position to a deployed position. In a folloWing step 
124, one or more mobile platform operating conditions 
de?ne a declination angle of the Wing control surface. In a 
?rst parallel step 126, a mobile platform fuel usage rate is 
calculated using a computer. In a folloWing step 128, a Wing 
aerodynamic load distribution is optimiZed to increase aero 
dynamic ef?ciency by taking advantage of increased struc 
tural margins Which correspond to a decreasing fuel Weight. 
In a second parallel step 130, the Wing control surface is 
adjusted in one of a failure mode and an automatic optimi 
Zation mode. In a third parallel step 132, the Wing control 
surface is adjusted to a structurally safe position during a 
failure mode. 

[0042] The variable trailing edge system of the present 
invention offers several advantages. The individual control 
surfaces of the present invention can be individually actu 
ated or group actuated to adjust the structural load of an 
aircraft Wing. Aplurality of actuator designs can be used to 
actuate the control surfaces. The control surfaces of the 
present invention can vary in length betWeen approximately 
1% to approximately 5% of the chord length of the Wing. 
The control surfaces can also vary along the span of each 
Wing. By controlling the declination angle of the control 
surfaces of the present invention, aircraft ?ight conditions 
such as decreasing Weight due to fuel usage can be com 
pensated for. As the aircraft Weight decreases in ?ight, the 
outboard Wing load can be increased using the control 
surfaces of the present invention and an overall fuel con 
sumption for the aircraft can be reduced. 

[0043] The description of the invention is merely exem 
plary in nature and, thus, variations that do not depart from 
the gist of the invention are intended to be Within the scope 
of the invention. Such variations are not to be regarded as a 
departure from the spirit and scope of the invention. 

1. A spanload modi?cation system for a mobile platform, 
comprising: 

at least one Wing-shaped structure having a leading edge, 
a trailing edge and a chord length measurable betWeen 
said leading and trailing edges; and 

at least one control surface disposed on said Wing-shaped 
structure having a ?rst end rotatably disposed about a 
point forWard of said trailing edge, a second distal end, 
and a length measurable betWeen said ?rst end and said 
second distal end ranging betWeen approximately one 
to approximately ?ve percent of said chord length; 

Wherein each said control surface operably rotates about 
said ?rst end through a plurality of positions ranging 
betWeen an initial position having said control surface 
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approximately parallel to said Wing-shaped structure 
and a fully deployed position having said second end 
angularly displaced from said initial position. 

2. (canceled) 
3. The system of claim 1, comprising: 

a deployment device disposed betWeen said Wing-shaped 
structure and said control surface; 

Wherein said deployment device is operable to rotate said 
rigid plate through said plurality of positions. 

4. The system of claim 3, comprising a control system in 
communication With said deployment device capable of 
continuously signaling each of a plurality of position 
changes for said deployment device. 

5. The system of claim 4, Wherein said control system 
comprises a data set including an altitude, a speed, a Weight, 
a distance traveled and a Wing-shaped structural load of said 
mobile platform. 

6. The system of claim 5, comprising: 

said Weight of said mobile platform corresponds to a 
continuously decreasing mobile platform remaining 
fuel; and 

said control system operably generates a continuously 
variable declination angle for said control surface to 
compensate for said continuously decreasing remaining 
fuel. 

7. The system of claim 5, comprising a maximum deploy 
ment position of said control surface determinable from said 
data set. 

8. (canceled). 
9. Avariable trailing edge geometry ?ight surface for an 

aircraft, comprising: 

a plurality of Wings each having a leading edge, a trailing 
edge, at least one ?ap, at least one aileron, and a chord 
length perpendicularly measurable betWeen said lead 
ing and trailing edges; 

at least one control surface connectably disposed adjacent 
an undersurface of said trailing edge betWeen any one 
of said at least one ?ap or said at least one aileron and 
said trailing edge, said at least one control surface 
having a length measurable along said chord length 
ranging betWeen approximately one to approximately 
?ve percent of said chord length; 

said control surface including a forWard facing edge 
forming an axis of rotation for said control surface and 
a distally extending edge; and 

a deployment device connectably disposed to said control 
surface and operable to move said control surface about 
said axis of rotation from an initial position to a 
deployed position, and return said control surface to 
said initial position. 

10. The ?ight surface of claim 9, comprising a control 
surface nominal rotation angle ranging from said initial 
position having an angle With respect to said Wing of 
approximately Zero degrees to said deployed position having 
an angle of up to 90 degrees beloW said Wing. 

11. The ?ight surface of claim 9, comprising: 

a control surface maximum deployed position; and 

a control surface maximum rotation angle of approxi 
mately 90 degrees beloW said Wing measurable 
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between said initial position having an angle With 
respect to said Wing of approximately Zero degrees and 
said maximum deployed position. 

12. The ?ight surface of claim 9, Wherein said deployment 
device comprises: 

an actuator disposed on one of said plurality of Wings or 
said control surface; and 

a rod positionable by said actuator, said rod contacting an 
opposite one of said one Wing and said control surface 
having said actuator disposed thereon, to rotate said 
control surface. 

13. The ?ight surface of claim 11, Wherein said deploy 
ment device comprises an in?atable chamber having a 
diameter varying betWeen a minimum diameter correspond 
ing to said control surface initial position and a maximum 
diameter corresponding to said control surface maximum 
deployed position. 

14. The ?ight surface of claim 9, comprising: 

said at least one Wing includes a pair of opposed Wings; 
and 

said at least one control surface includes a plurality of 
independent control surfaces arranged in an edge adja 
cent con?guration on each of said pair of Wings. 

15. The ?ight surface of claim 14, Wherein said deploy 
ment device comprises a plurality of individual devices each 
in communication With one of said plurality of control 
surfaces. 

16. The ?ight surface of claim 15, comprising said edge 
adjacent con?guration including one of said independent 
control surfaces adjacent a tip of each said Wing. 

17. The ?ight surface of claim 15, comprising said plu 
rality of control surfaces of each said Wing being operable as 
a single group from an underside of said trailing edge of said 
Wing. 

18. The ?ight surface of claim 15, comprising said plu 
rality of control surfaces of each said Wing being individu 
ally operable as a plurality of separate groups from an 
underside of said trailing edge of said Wing. 

19-22. (canceled) 
23. A method of varying a trailing edge geometry of a 

mobile platform Wing, comprising the steps of: 

rotatably disposing a Wing control surface adjacent an aft, 
loWer portion of a platform Wing; 

positioning said Wing control surface betWeen any one of 
a ?ap and an aileron connected to said Wing and a Wing 
trailing edge; 
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de?ning a Wing control surface rotation path variable 
betWeen an initial position and a deployed position; and 

adjusting a declination angle of the Wing control surface 
throughout said rotation path to compensate for a 
plurality of mobile platform operating conditions. 

24. The method of claim 23, comprising: 

continuously calculating a mobile platform fuel usage 
rate; and 

optimiZing a Wing aerodynamic load distribution With the 
Wing control surface for a decreasing mobile platform 
Weight due to the fuel usage rate. 

25. The method of claim 23, comprising modifying the 
Wing control surface declination angle to compensate for 
each of a mobile platform altitude, speed, Weight, distance 
traveled and Wing-shaped structural load. 

26. The method of claim 23, comprising adjusting the 
Wing control surface in one of a failure mode and an 
automatic mode. 

27. The method of claim 23, comprising operating the 
control surface for a mobile platform speed up to approxi 
mately a transonic speed. 

28. (canceled) 
29. A variable trailing edge geometry ?ight surface sys 

tem for an aircraft Wing, comprising: 

a Wing having a leading edge, a trailing edge, a ?ap, an 
aileron, and a chord length measurable betWeen the 
leading and trailing edges; 

a control surface positionable betWeen any one of the ?ap 
or the aileron and the trailing edge, the control surface 
having a length de?ning a portion of the chord length, 
the length ranging betWeen approximately one to 
approximately ?ve percent of the chord length; 

a forWard facing edge of the control surface de?ning an 
axis of rotation of the control surface; 

a deployment device connectable to the control surface 
and operable to move the control surface about the axis 
of rotation; and 

a computer in communication With the deployment 
device, the computer operable to identify a Wing load 
distribution and vary the Wing load distribution by 
controlling operation of the deployment device. 

* * * * * 


