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(57) ABSTRACT 

A storage system maintains a journal and a snapshot of one 
or more data volumes. TWo journal entry types are main 
tained, an AFTER journal entry and a BEFORE journal 
entry. TWo modes of data recovery are provided: “fast” 
recovery and “undo-able” recovery. A combination of both 
recovery modes alloWs the user to quickly recover a targeted 
data state. 
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Fig. 1 Overview of backup 
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Fig. 2 Control Data for Journal 
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Fig. 4 Starting journal 
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Fig. 5 Relationship between snapshot and journal 
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Fig. 6 Over?owing JNL 
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Fig. 8 Recovery procedure 
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Fig. 9 Executing Phasel Recovery 
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METHOD AND APPARATUS FOR DATA 
RECOVERY USING STORAGE BASED 

.IOURNALING 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

[0001] This application is related to the following com 
monly owned and co-pending U.S. applications: 

[0002] “Method and Apparatus for Data Recovery 
Using Storage Based Journaling,” Attorney Docket 
Number 16869B-082700US, and 

[0003] “Method and Apparatus for Synchronizing 
Applications for Data Recovery Using Storage 
Based Journaling,” Attorney Docket Number 
16869B-082900US, both of Which are herein incor 
porated by reference for all purposes. 

BACKGROUND OF THE INVENTION 

[0004] The present invention is related to computer stor 
age and in particular to the recovery of data. 

[0005] Several methods are conventionally used to pre 
vent the loss of data. Typically, data is backed up in a 
periodic manner (e. g., once a day) by a system administrator. 
Many systems are commercially available Which provide 
backup and recovery of data; e.g., Veritas NetBackup, 
Legato/NetWorker, and so on. Another technique is knoWn 
as volume shadoWing. This technique produces a mirror 
image of data onto a secondary storage system as it is being 
Written to the primary storage system. 

[0006] Journaling is a backup and restore technique com 
monly used in database systems. An image of the data to be 
backed up is taken. Then, as changes are made to the data, 
a journal of the changes is maintained. Recovery of data is 
accomplished by applying the journal to an appropriate 
image to recover data at any point in time. Typical database 
systems, such as Oracle, can perform journaling. 

[0007] EXcept for database systems, hoWever, there are no 
Ways to recover data at any point in time. Even for database 
systems, applying a journal takes time since the procedure 
includes: 

[0008] 
disk) 

[0009] the journal must be analyZed to determine at 
Where in the journal the desired data can be found 

[0010] apply the journal data to a suitable image of 
the data to reproduce the activities performed on the 
data—this usually involves accessing the image, and 
Writing out data as the journal is applied 

reading the journal data from storage (e.g., 

[0011] Also, if an application running on the database 
system interacts With another application (regardless of 
Whether it is a database system or not), then there is no Way 
to recover its data at any point in time. This is because there 
is no coordination mechanism to recover the data of the 
other application. 

[0012] Recovering data at any point in time addresses the 
folloWing types of administrative requirements. For 
eXample, a typical request might be, “I deleted a ?le by 
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mistake at around 10:00 am yesterday. I have to recover the 
?le just before it Was deleted.” 

[0013] If the data is not in a database system, this kind of 
request cannot be conveniently, if at all, serviced. A need 
therefore eXists for processing data in a manner that facili 
tates recovery of lost data. A need eXists for being able to 
provide data processing that facilitates data recovery in user 
environments other than in a database application, or data 
base application interacting With other applications. 

SUMMARY OF THE INVENTION 

[0014] The invention is directed to method and apparatus 
for data recovery and comprises performing a fast recovery 
mode operation in conjunction With an undo-able recovery 
mode operation. In the fast recovery mode operation, after 
journal entries are applied to a snapshot to update the 
snapshot. In the undo-able recovery mode operation, a 
before-journal entry is taken of the snapshot before applying 
an after-journal entry to it. Auser can perform one or more 
undo operations When a snapshot has been updated in the 
undo-able recovery mode. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0015] Aspects, advantages and novel features of the 
present invention Will become apparent from the folloWing 
description of the invention presented in conjunction With 
the accompanying draWings: 

[0016] FIG. 1 is a high level generaliZed block diagram of 
an illustrative embodiment of the present invention; 

[0017] FIG. 2 is a generaliZed illustration of a illustrative 
embodiment of a data structure for storing journal entries in 
accordance With the present invention; 

[0018] FIG. 3 is a generaliZed illustration of an illustrative 
embodiment of a data structure for managing the snapshot 
volumes and the journal entry volumes in accordance With 
the present invention; 

[0019] FIG. 3A is a generaliZed illustration of an illustra 
tive embodiment of a data structure for managing the 
snapshot volumes and the journal entry volumes in accor 
dance With another aspect of the present invention; 

[0020] FIG. 4 is a high level flow diagram highlighting the 
processing betWeen the recovery manager and the controller 
in the storage system; 

[0021] FIG. 5 illustrates the relationship betWeen a snap 
shot and a plurality of journal entries; 

[0022] FIG. 5A illustrates the relationship among a plu 
rality of snapshots and a plurality of journal entries; 

[0023] FIG. 6 is a high level illustration of the data flow 
when an overflow condition arises; 

[0024] FIG. 7 is a high level flow chart highlighting an 
aspect of the controller in the storage system to handle an 
over?oW condition; 

[0025] FIG. 7A illustrates an alternative to a processing 
step shoWn in FIG. 7; 

[0026] FIG. 8 is a generaliZed ?oWchart highlighting data 
recovery in accordance With another aspect of the invention; 
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[0027] FIG. 9 is a ?owchart highlighting the steps for 
phase I recovery; 

[0028] FIG. 10 is a diagrammatic illustration of the 
BEFORE and AFTER journaling; and 

[0029] FIG. 11 is provided to illustrate hoW an “undo” 
operation can be performed using the journaling shoWn in 
FIG. 10. 

DESCRIPTION OF THE SPECIFIC 
EMBODIMENTS 

[0030] FIG. 1 is a high level generaliZed block diagram of 
an illustrative embodiment of a backup and recovery system 
according to the present invention. When the system is 
activated, a snapshot is taken for production data volumes 
(DVOL) 101. The term “snapshot” in this conteXt conven 
tionally refers to a data image of at the data volume at a 
given point in time. Depending on system requirements, 
implementation, and so on, the snapshot can be of the entire 
data volume, or some portion or portions of the data vol 
ume(s); e.g., ?lesystem(s), ?le(s), directorie(s), etc. During 
the normal course of operation of the system in accordance 
With the invention, a journal entry is made for every Write 
operation issued from the host to the data volumes. As Will 
be discussed beloW, by applying a series of journal entries to 
an appropriate snapshot, data can be recovered at any point 
in time. 

[0031] The backup and recovery system shoWn in FIG. 1 
includes at least one storage system 100. Though not shoWn, 
one of ordinary skill can appreciate that the storage system 
includes suitable processor(s), memory, and control circuitry 
to perform 10 betWeen a host 110 and its storage media (e.g., 
disks). The backup and recovery system also requires at least 
one host 110. Asuitable communication path 130 is provided 
betWeen the host and the storage system. 

[0032] The host 110 typically Will have one or more user 
applications (APP) 112 eXecuting on it. These applications 
Will read and/or Write data to storage media contained in the 
data volumes 101 of storage system 100. Thus, applications 
112 and the data volumes 101 represent the target resources 
to be protected. It can be appreciated that data used by the 
user applications can be stored in one or more data volumes. 

[0033] In accordance With the invention, a journal group 
(JNLG) 102 is de?ned. The data volumes 101 are organiZed 
into the journal group. In accordance With the present 
invention, a journal group is the smallest unit of data 
volumes Where journaling of the Write operations from the 
host 110 to the data volumes is guaranteed. The associated 
journal records the order of Write operations from the host to 
the data volumes in proper sequence. The journal data 
produced by the journaling activity can be stored in one or 
more journal volumes(JVOL) 106. 

[0034] The host 110 also includes a recovery manager 
(RM) 111. This component provides a high level coordina 
tion of the backup and recovery operations. Additional 
discussion about the recovery manager Will be discussed 
beloW. 

[0035] The storage system 100 provides a snapshot (SS) 
105 of the data volumes comprising a journal group. For 
eXample, the snapshot 105 is representative of the data 
volumes 101 in the journal group 106 at the point in time that 
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the snapshot Was taken. Conventional methods are knoWn 
for producing the snapshot image. One or more snapshot 
volumes (SVOL) 107 are provided in the storage system 
Which contain the snapshot data. A snapshot can be con 
tained in one or more snapshot volumes. Though the dis 
closed embodiment illustrates separate storage components 
for the journal data and the snapshot data, it can be appre 
ciated that other implementations can provide a single 
storage component for storing the journal data and the 
snapshot data. 

[0036] Amanagement table (MT) 108 is provided to store 
the information relating to the journal group 102, the snap 
shot 105, and the journal volume(s) 106. FIG. 3 and the 
accompanying discussion beloW reveal additional detail 
about the management table. 

[0037] Acontroller component 140 is also provided Which 
coordinates the journaling of Write operations and snapshots 
of the data volumes, and the corresponding movement of 
data among the different storage components 101, 106, 107. 
It can be appreciated that the controller component is a 
logical representation of a physical implementation Which 
may comprise one or more sub-components distributed 
Within the storage system 100. 

[0038] FIG. 2 shoWs the data used in an implementation 
of the journal. When a Write request from the host 110 
arrives at the storage system 100, a journal is generated in 
response. The journal comprises a Journal Header 219 and 
Journal Data 225. The Journal Header 219 contains infor 
mation about its corresponding Journal Data 225. The Jour 
nal Data 225 comprises the data (Write data) that is the 
subject of the Write operation. This kind of journal is also 
referred to as an “AFTER journal.” 

[0039] The Journal Header 219 comprises an offset num 
ber (JH_OFS) 211. The offset number identi?es a particular 
data volume 101 in the journal group 102. In this particular 
implementation, the data volumes are ordered as the 0th data 
volume, the 1St data volume, the 2nd data volume and so on. 
The offset numbers might be 0, 1, 2, etc. 

[0040] A starting address in the data volume (identi?ed by 
the offset number 211) to Which the Write data is to be 
Written is stored to a ?eld in the Journal Header 219 to 
contain an address (J H_ADR) 212. For eXample, the address 
can be represented as a block number (LBA, Logical Block 

Address). 
[0041] A ?eld in the Journal Header 219 stores a data 
length (JH_LEN) 213, Which represents the data length of 
the Write data. Typically it is represented as a number of 
blocks. 

[0042] A ?eld in the Journal Header 219 stores the Write 
time (JH_TIME) 214, Which represents the time When the 
Write request arrives at the storage system 100. The Write 
time can include the calendar date, hours, minutes, seconds 
and even milliseconds. This time can be provided by the disk 
controller 140 or by the host 110. For example, in a 
mainframe computing environment, tWo or more mainframe 
hosts share a timer, called the SyspleX Timer, and can 
provide the time in a Write command When it is issued. 

[0043] A sequence number(JH_SEQ) 215 is assigned to 
each Write request. The sequence number is stored in a ?eld 
in the Journal Header 219. Every sequence number Within a 
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given journal group 102 is unique. The sequence number is 
assigned to a journal entry When it is created. 

[0044] A journal volume identi?er (JH_JVOL) 216 is also 
stored in the Journal Header 219. The volume identi?er 
identi?es the journal volume 106 associated With the Journal 
Data 225. The identi?er is indicative of the journal volume 
containing the Journal Data. It is noted that the Journal Data 
can be stored in a journal volume that is different from the 
journal volume Which contains the Journal Header. 

[0045] A journal data address (JH_JADR) 217 stored in 
the Journal Header 219 contains the beginning address of the 
Journal Data 225 in the associated journal volume 106 that 
contains the Journal Data. 

[0046] FIG. 2 shoWs that the journal volume 106 com 
prises tWo data areas: a Journal Header Area 210 and a 
Journal Data Area 220. The Journal Header Area 210 
contains only Journal Headers 219, and Journal Data Area 
220 contains only Journal Data 225. The Journal Header is 
a ?Xed siZe data structure. A Journal Header is allocated 
sequentially from the beginning of the Journal Header Area. 
This sequential organiZation corresponds to the chronologi 
cal order of the journal entries. As Will be discussed, data is 
provided that points to the ?rst journal entry in the list, 
Which represents the “oldest” journal entry. It is typically 
necessary to ?nd the Journal Header 219 for a given 
sequence number (as stored in the sequence number ?eld 
215) or for a given Write time (as stored in the time ?eld 

214). 
[0047] A journal type ?eld (JH_TYPE) 218 identi?es the 
type of journal entry. In accordance With the invention, tWo 
types of journal entries are kept: (1) an AFTER journal and 
(2) a BEFORE journal. An AFTER journal entry contains 
the data that is contained in the Write operation for Which a 
journal entry is made. A BEFORE journal entry contains the 
original data of the area in storage that is the target of a Write 
operation. A BEFORE journal entry therefore represents the 
contents “before” the Write operation is performed. The 
purpose of maintaining BEFORE journal entries Will be 
discussed beloW. 

[0048] Journal Header 219 and Journal Data 225 are 
contained in chronological order in their respective areas in 
the journal volume 106. Thus, the order in Which the Journal 
Header and the Journal Data are stored in the journal volume 
is the same order as the assigned sequence number. As Will 
be discussed beloW, an aspect of the present invention is that 
the journal information 219, 225 Wrap Within their respec 
tive areas 210, 220. 

[0049] FIG. 3 shoWs detail about the management table 
108 (FIG. 1). In order to manage the Journal Header Area 
210 and Journal Data Area 220, pointers for each area are 
needed. As mentioned above, the management table main 
tains con?guration information about a journal group 102 
and the relationship betWeen the journal group and its 
associated journal volume(s) 106 and snapshot image 105. 
1301 The management table 300 shoWn in FIG. 3 illustrates 
an eXample management table and its contents. The man 
agement table stores a journal group ID (GRID) 310 Which 
identi?es a particular journal group 102 in a storage system 
100. A journal group name (GRNAME) 311 can also be 
provided to identify the journal group With a human recog 
niZable identi?er. 

Jan. 20, 2005 

[0050] A journal attribute (GRATTR) 312 is associated 
With the journal group 102. In accordance With this particu 
lar implementation, tWo attributes are de?ned: MASTER 
and RESTORE. The MASTER attribute indicates the jour 
nal group is being journaled. The RESTORE attribute indi 
cates that the journal group is being restored from a journal. 

[0051] A journal status (GRSTS) 315 is associated With 
the journal group 102. There are tWo statuses: ACTIVE and 
INACTIVE. 

[0052] The management table includes a ?eld to hold a 
sequence counter (SEQ) 313. This counter serves as the 
source of sequence numbers used in the Journal Header 219. 
When creating a neW journal, the sequence number 313 is 
read and assigned to the neW journal. Then, the sequence 
number is incremented and Written back into the manage 
ment table. 

[0053] The number (NUM_DVOL) 314 of data volumes 
101 contained in a give journal group 102 is stored in the 
management table. 

[0054] Adata volume list (DVOL_LIST) 320 lists the data 
volumes in a journal group. In a particular implementation, 
DVOL_LIST is a pointer to the ?rst entry of a data structure 
Which holds the data volume information. This can be seen 
in FIG. 3. Each data volume information comprises an offset 
number (DVOL_OFFS) 321. For example, if the journal 
group 102 comprises three data volumes, the offset values 
could be 0, 1 and 2. A data volume identi?er (DVOL_ID) 
322 uniquely identi?es a data volume Within the entire 
storage system 100. Apointer (DVOL_NEXT) 324 points to 
the data structure holding information for the neXt data 
volume in the journal group; it is a NULL value otherWise. 

[0055] The management table includes a ?eld to store the 
number of journal volumes (NUM_JVOL) 330 that are 
being used to contain the data (journal header and journal 
data) associated With a journal group 102. 

[0056] As described in FIG. 2, the Journal Header Area 
210 contains the Journal Headers 219 for each journal; 
likeWise for the Journal Data components 225. As men 
tioned above, an aspect of the invention is that the data areas 
210, 220 Wrap. This alloWs for journaling to continue despite 
the fact that there is limited space in each data area. 

[0057] The management table includes ?elds to store 
pointers to different parts of the data areas 210, 220 to 
facilitate Wrapping. Fields are provided to identify Where the 
neXt journal entry is to be stored. A ?eld (JI_HEAD_VOL) 
331 identi?es the journal volume 106 that contains the 
Journal Header Area 210 Which Will store the neXt neW 
Journal Header 219. A ?eld (J I_HEAD_ADR) 332 identi?es 
an address on the journal volume of the location in the 
Journal Header Area Where the neXt Journal Header Will be 
stored. The journal volume that contains the Journal Data 
Area 220 into Which the journal data Will be stored is 
identi?ed by information in a ?eld (JI_DATA_VOL) 335. A 
?eld (JI_DATA_ADR) 336 identi?es the speci?c address in 
the Journal Data Area Where the data Will be stored. Thus, 
the neXt journal entry to be Written is “pointed” to by the 
information contained in the “JI_” ?elds 331, 332, 335, 336. 

[0058] The management table also includes ?elds Which 
identify the “oldest” journal entry. The use of this informa 
tion Will be described beloW. A ?eld (J O_HEAD_VOL) 333 
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identi?es the journal volume Which stores the Journal 
Header Area 210 that contains the oldest Journal Header 
219. A ?eld (JO_HEAD_ADR) 334 identi?es the address 
Within the Journal Header Area of the location of the journal 
header of the oldest journal. A ?eld (J O_DATA_VOL) 337 
identi?es the journal volume Which stores the Journal Data 
Area 220 that contains the data of the oldest journal. The 
location of the data in the Journal Data Area is stored in a 
?eld (JO_DATA_ADR) 338. 

[0059] The management table includes a list of journal 
volumes (JVOL_LIST) 340 associated With a particular 
journal group 102. In a particular implementation, JVOL 
_LIST is a pointer to a data structure of information for 
journal volumes. As can be seen in FIG. 3, each data 
structure comprises an offset number (JVOL_OFS) 341 
Which identi?es a particular journal volume 106 associated 
With a given journal group 102. For example, if a journal 
group is associated With tWo journal volumes 106, then each 
journal volume might be identi?ed by a 0 or a 1. A journal 
volume identi?er (JVOL_ID) 342 uniquely identi?es the 
journal volume Within the storage system 100. Finally, a 
pointer (JVOL_NEXT) 344 points to the neXt data structure 
entry pertaining to the neXt journal volume associated With 
the journal group; it is a NULL value otherWise. 

[0060] The management table includes a list (SS_LIST) 
350 of snapshot images 105 associated With a given journal 
group 102. In this particular implementation, SS_LIST is a 
pointer to snapshot information data structures, as indicated 
in FIG. 3. Each snapshot information data structure includes 
a sequence number (SS_SEQ) 351 that is assigned When the 
snapshot is taken. As discussed above, the number comes 
from the sequence counter 313. A time value (SS_TIME) 
352 indicates the time When the snapshot Was taken. Astatus 
(SS_STS) 358 is associated With each snapshot; valid values 
include VALID and INVALID. A pointer (SS_NEXT) 353 
points to the neXt snapshot information data structure; it is 
a NULL value otherWise. 

[0061] Each snapshot information data structure also 
includes a list of snapshot volumes 107 (FIG. 1) used to 
store the snapshot images 105. As can be seen in FIG. 3, a 
pointer (SVOL_LIST) 354 to a snapshot volume informa 
tion data structure is stored in each snapshot information 
data structure. Each snapshot volume information data struc 
ture includes an offset number (SVOL_OFFS) 355 Which 
identi?es a snapshot volume that contains at least a portion 
of the snapshot image. It is possible that a snapshot image 
Will be segmented or otherWise partitioned and stored in 
more than one snapshot volume. In this particular imple 
mentation, the offset identi?es the ith snapshot volume Which 
contains a portion (segment, partition, etc) of the snapshot 
image. In one implementation, the ith segment of the snap 
shot image might be stored in the ith snapshot volume. Each 
snapshot volume information data structure further includes 
a snapshot volume identi?er (SVOL_ID) 356 that uniquely 
identi?es the snapshot volume in the storage system 100. A 
pointer (SVOL_NEXT) 357 points to the neXt snapshot 
volume information data structure for a given snapshot 
image. 

[0062] FIG. 4 shoWs a ?oWchart highlighting the process 
ing performed by the recovery manager 111 and Storage 
System 100 to initiate backup processing in accordance With 
the illustrative embodiment of the invention as shoWn in the 
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?gures. If journal entries are not recorded during the taking 
of a snapshot, the Write operations corresponding to those 
journal entries Would be lost and data corruption could occur 
during a data restoration operation. Thus, in accordance With 
an aspect of the invention, the journaling process is started 
prior to taking the ?rst snapshot. Doing this ensures that any 
Write operations Which occur during the taking of a snapshot 
are journaled. As a note, any journal entries recorded prior 
to the completion of the snapshot can be ignored. 

[0063] Further in accordance With the invention, a single 
sequence of numbers (SEQ) 313 are associated With each of 
one or more snapshots and journal entries, as they are 
created. The purpose of associating the same sequence of 
numbers to both the snapshots and the journal entries Will be 
discussed beloW. 

[0064] Continuing With FIG. 4, the recovery manager 111 
might de?ne, in a step 410, a journal group (JNLG) 102 if 
one has not already been de?ned. As indicated in FIG. 1, this 
may include identifying one or data volumes (DVOL) 101 
for Which journaling is performed, and identifying one or 
journal volumes (JVOL) 106 Which are used to store the 
journal-related information. The recovery manager performs 
a suitable sequence of interactions With the storage system 
100 to accomplish this. In a step 415, the storage system may 
create a management table 108 (FIG. 1), incorporating the 
various information shoWn in the table detail 300 illustrated 
in FIG. 3. Among other things, the process includes initial 
iZing the JVOL_LIST 340 to list the journal volumes Which 
comprise the journal group 102 LikeWise, the list of data 
volumes DVOL_LIST 320 is created. The ?elds Which 
identify the neXt journal entry (or in this case Where the table 
is ?rst created, the ?rst journal entry) are initialiZed. Thus, 
JI_HEAD_VOL 331 might identify the ?rst in the list of 
journal volumes and JI_HEAD_ADR 332 might point to the 
?rst entry in the Journal Header Area 210 located in the ?rst 
journal volume. LikeWise, JI_DATA_VOL 335 might iden 
tify the ?rst in the list of journal volumes and 
JI_DATA_ADR 336 might point to the beginning of the 
Journal Data Area 220 in the ?rst journal volume. Note, that 
the header and the data areas 210, 220 may reside on 
different journal volumes, so J I_DATA_VOL might identify 
a journal volume different from the ?rst journal volume. 

[0065] In a step 420, the recovery manager 111 Will initiate 
the journaling process. Suitable communication(s) are made 
to the storage system 100 to perform journaling. In a step 
425, the storage system Will make a journal entry (also 
referred to as an “AFTER journal”) for each Write operation 
that issues from the host 110. 

[0066] With reference to FIG. 3, making a journal entry 
includes, among other things, identifying the location for the 
neXt journal entry. The ?elds JI_HEAD_VOL 331 and 
JI_HEAD_ADR 332 identify the journal volume 106 and 
the location in the Journal Header Area 210 of the neXt 
Journal Header 219. The sequence counter (SEQ) 313 from 
the management table is copied to (associated With) the 
JH_SEQ 215 ?eld of the neXt header. The sequence counter 
is then incremented and stored back to the management 
table. Of course, the sequence counter can be incremented 
?rst, copied to JH_SEQ, and then stored back to the man 
agement table. 

[0067] The ?elds JI_DATA_VOL 335 and in the manage 
ment table identify the journal volume and the beginning of 
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the Journal Data Area 220 for storing the data associated 
With the Write operation. The JI_DATA_VOL and 
JI_DATA_ADR ?elds are copied to JH_JVOL 216 and to 
JH_ADR 212, respectively, of the Journal Header, thus 
providing the Journal Header With a pointer to its corre 
sponding Journal Data. The data of the Write operation is 
stored. 

[0068] The JI_HEAD_VOL 331 and JI_HEAD_ADR 332 
?elds are updated to point to the next Journal Header 219 for 
the next journal entry. This involves taking the next con 
tiguous Journal Header entry in the Journal Header Area 
210. Likewise, the JI_DATA_ADR ?eld (and perhaps 
JI_DATA_VOL ?eld) is updated to re?ect the beginning of 
the Journal Data Area for the next journal entry. This 
involves advancing to the next available location in the 
Journal Data Area. These ?elds therefore can be vieWed as 
pointing to a list of journal entries. Journal entries in the list 
are linked together by virtue of the sequential organiZation 
of the Journal Headers 219 in the Journal Header Area 210. 

[0069] When the end of the Journal Header Area 210 is 
reached, the Journal Header 219 for the next journal entry 
Wraps to the beginning of the Journal Header Area. Similarly 
for the Journal Data 225. To prevent overWriting earlier 
journal entries, the present invention provides for a proce 
dure to free up entries in the journal volume 106. This aspect 
of the invention is discussed beloW. 

[0070] For the very ?rst journal entry, the JO_HEAD 
_VOL ?eld 333, JO_HEAD_ADR ?eld 334, JO_DATA 
_VOL ?eld 337, and the JO_DATA_ADR ?eld 338 are set 
to contain their contents of their corresponding “JI_” ?elds. 
As Will be explained the “JO_” ?elds point to the oldest 
journal entry. Thus, as neW journal entries are made, the 
“JO_” ?elds do not advance While the “JI_” ?elds do 
advance. Update of the “J O_” ?elds is discussed beloW. 

[0071] Continuing With the ?oWchart of FIG. 4, When the 
journaling process has been initiated, all Write operations 
issuing from the host are journaled. Then in a step 430, the 
recovery manager 111 Will initiate taking a snapshot of the 
data volumes 101. The storage system 100 receives an 
indication from the recovery manager to take a snapshot. In 
a step 435, the storage system performs the process of taking 
a snapshot of the data volumes. Among other things, this 
includes accessing SS_LIST 350 from the management table 
(FIG. 3). Asuitable amount of memory is allocated for ?elds 
351-354 to represent the next snapshot. The sequence 
counter (SEQ) 313 is copied to the ?eld SS_SEQ 351 and 
incremented, in the manner discussed above for JH_SEQ 
215. Thus, over time, a sequence of numbers is produced 
from SEQ 313, each number in the sequence being assigned 
either to a journal entry or a snapshot entry. 

[0072] The snapshot is stored in one (or more) snapshot 
volumes (SVOL) 107. A suitable amount of memory is 
allocated for ?elds 355-357. The information relating to the 
SVOLs for storing the snapshot are then stored into the ?elds 
355-357. If additional volumes are required to store the 
snapshot, then additional memory is allocated for ?elds 
355-357. 

[0073] FIG. 5 illustrates the relationship betWeen journal 
entries and snapshots. The snapshot 520 represents the ?rst 
snapshot image of the data volumes 101 belonging to a 
journal group 102. Note that journal entries (510) having 
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sequence numbers SEQO and SEQ1 have been made, and 
represent journal entries for tWo Write operations. These 
entries shoW that journaling has been initiated at a time prior 
to the snapshot being taken (step 420). Thus, at a time 
corresponding to the sequence number SEQ2, the recovery 
manager 111 initiates the taking of a snapshot, and since 
journaling has been initiated, any Write operations occurring 
during the taking of the snapshot are journaled. Thus, the 
Write operations 500 associated With the sequence numbers 
SEQ3 and higher shoW that those operations are being 
journaled. As an observation, the journal entries identi?ed 
by sequence numbers SEQO and SEQ1 can be discarded or 
otherWise ignored. 

[0074] Recovering data typically requires recover the data 
state of at least a portion of the data volumes 101 at a speci?c 
time. Generally, this is accomplished by applying one or 
more journal entries to a snapshot that Was taken earlier in 
time relative to the journal entries. In the disclosed illustra 
tive embodiment, the sequence number SEQ 313 is incre 
mented each time it is assigned to a journal entry or to a 
snapshot. Therefore, it is a simple matter to identify Which 
journal entries can be applied to a selected snapshot; i.e., 
those journal entries Whose associated sequence numbers 
(JH_SEQ, 215) are greater than the sequence number 
(SS_SEQ, 351) associated With the selected snapshot. 

[0075] For example, the administrator may specify some 
point in time, presumably a time that is earlier than the time 
(the “target time”) at Which the data in the data volume Was 
lost or otherWise corrupted. The time ?eld SS_TIME 352 for 
each snapshot is searched until a time earlier than the target 
time is found. Next, the Journal Headers 219 in the Journal 
Header Area 210 is searched, beginning from the “oldest” 
Journal Header. The oldest Journal Header can be identi?ed 
by the “JO_” ?elds 333, 334, 337, and 338 in the manage 
ment table. The Journal Headers are searched sequentially in 
the area 210 for the ?rst header Whose sequence number 
JH_SEQ 215 is greater than the sequence number SS_SEQ 
351 associated With the selected snapshot. The selected 
snapshot is incrementally updated by applying each journal 
entry, one at a time, to the snapshot in sequential order, thus 
reproducing the sequence of Write operations. This contin 
ues as long as the time ?eld JH_TIME 214 of the journal 
entry is prior to the target time. The update ceases With the 
?rst journal entry Whose time ?eld 214 is past the target 
time. 

[0076] In accordance With one aspect of the invention, a 
single snapshot is taken. All journal entries subsequent to 
that snapshot can then be applied to reconstruct the data state 
at a given time. In accordance With another aspect of the 
present invention, multiple snapshots can be taken. This is 
shoWn in FIG. 5A Where multiple snapshots 520‘ are taken. 
In accordance With the invention, each snapshot and journal 
entry is assigned a sequence number in the order in Which 
the object (snapshot or journal entry) is recorded. It can be 
appreciated that there typically Will be many journal entries 
510 recorded betWeen each snapshot 520‘. Having multiple 
snapshots alloWs for quicker recovery time for restoring 
data. The snapshot closest in time to the target recovery time 
Would be selected. The journal entries made subsequent to 
the snapshot could then be applied to restore the desired data 
state. 

[0077] FIG. 6 illustrates another aspect of the present 
invention. In accordance With the invention, a journal entry 
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is made for every Write operation issued from the host; this 
can result in a rather large number of journal entries. As time 
passes and journal entries accumulate, the one or more 
journal volumes 106 de?ned by the recovery manager 111 
for a journal group 102 Will eventually ?ll up. At that time 
no more journal entries can be made. As a consequence, 
subsequent Write operations Would not be journaled and 
recovery of the data state subsequent to the time the journal 
volumes become ?lled Would not be possible. 

[0078] FIG. 6 shoWs that the storage system 100 Will 
apply journal entries to a suitable snapshot in response to 
detection of an “over?oW” condition. An “over?oW” is 
deemed to eXist When the available space in the journal 
volume(s) falls beloW some predetermined threshold. It can 
be appreciated that many criteria can be used to determine 
if an over?oW condition eXists. A straightforward threshold 
is based on the total storage capacity of the journal vol 
ume(s) assigned for a journal group. When the free space 
becomes some percentage (say, 10%) of the total storage 
capacity, then an over?oW condition eXists. Another thresh 
old might be used for each journal volume. In an aspect of 
the invention, the free space capacity in the journal vol 
ume(s) is periodically monitored. Alternatively, the free 
space can be monitored in an aperiodic manner. For 
eXample, the intervals betWeen monitoring can be randomly 
spaced. As another eXample, the monitoring intervals can be 
spaced apart depending on the level of free space; i.e., the 
monitoring interval can vary as a function of the free space 
level. 

[0079] FIG. 7 highlights the processing Which takes place 
in the storage system 100 to detect an over?oW condition. 
Thus, in a step, 710, the storage system periodically checks 
the total free space of the journal volume(s) 106; e.g., every 
ten seconds. The free space can easily be calculated since the 
pointers (e.g., JI_CTL_VOL 331, JI_CTL_ADDR 332) in 
the management table 300 maintain the current state of the 
storage consumed by the journal volumes. If the free space 
is above the threshold, then the monitoring process simply 
Waits for a period of time to pass and then repeats its check 
of the journal volume free space. 

[0080] If the free space falls beloW a predetermined 
threshold, then in a step 720 some of the journal entries are 
applied to a snapshot to update the snapshot. In particular, 
the oldest journal entry(ies) are applied to the snapshot. 

[0081] Referring to FIG. 3, the Journal Header 219 of the 
“oldest” journal entry is identi?ed by the JO_HEAD_VOL 
?eld 333 and the JO_HEAD_ADR ?eld 334. These ?elds 
identify the journal volume and the location in the journal 
volume of the Journal Header Area 210 of the oldest journal 
entry. Likewise, the Journal Data of the oldest journal entry 
is identi?ed by the J O_DATA_VOL ?eld 337 and the 
J O_DATA_ADR ?eld 338. The journal entry identi?ed by 
these ?elds is applied to a snapshot. The snapshot that is 
selected is the snapshot having an associated sequence 
number closest to the sequence number of the journal entry 
and earlier in time than the journal entry. Thus, in this 
particular implementation Where the sequence number is 
incremented each time, the snapshot having the sequence 
number closest to but less than the sequence number of the 
journal entry is selected (i.e., “earlier in time). When the 
snapshot is updated by applying the journal entry to it, the 
applied journal entry is freed. This can simply involve 
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updating the JO_HEAD_VOL ?eld 333, JO_HEAD_ADR 
?eld 334, J O_DATA_VOL ?eld 337, and the 
J O_DATA_ADR ?eld 338 to the neXt journal entry. 

[0082] As an observation, it can be appreciated by those of 
ordinary skill, that the sequence numbers Will eventually 
Wrap, and start counting from Zero again. It is Well Within the 
level of ordinary skill to provide a suitable mechanism for 
keeping track of this When comparing sequence numbers. 

[0083] Continuing With FIG. 7, after applying the journal 
entry to the snapshot to update the snapshot, a check is made 
of the increase in the journal volume free space as a result 
of the applied journal entry being freed up (step 730). The 
free space can be compared against the threshold criterion 
used in step 710. Alternatively, a different threshold can be 
used. For eXample, here a higher amount of free space may 
be required to terminate this process than Was used to initiate 
the process. This avoids invoking the process too frequently, 
but once invoked the second higher threshold encourages 
recovering as much free space as is reasonable. It can be 
appreciated that these thresholds can be determined empiri 
cally over time by an administrator. 

[0084] Thus, in step 730, if the threshold for stopping the 
process is met (i.e., free space eXceeds threshold), then the 
process stops. OtherWise, step 720 is repeated for the neXt 
oldest journal entry. Steps 730 and 720 are repeated until the 
free space level meets the threshold criterion used in step 
730. 

[0085] FIG. 7A highlights sub-steps for an alternative 
embodiment to step 720 shoWn in FIG. 7. Step 720 frees up 
a journal entry by applying it to the latest snapshot that is not 
later in time than the journal entry. HoWever, Where multiple 
snapshots are available, it may be possible to avoid the time 
consuming process of applying the journal entry to a snap 
shot in order to update the snapshot. 

[0086] FIG. 7A shoWs details for a step 720‘ that is an 
alternate to step 720 of FIG. 7. At a step 721, a determina 
tion is made Whether a snapshot eXists that is later in time 
than the oldest journal entry. This determination can be 
made by searching for the ?rst snapshot Whose associated 
sequence number is greater than that of the oldest journal 
entry. Alternatively, this determination can be made by 
looking for a snapshot that is a predetermined amount of 
time later than the oldest journal entry can be selected; for 
eXample, the criterion may be that the snapshot must be at 
least one hour later in time than the oldest journal entry. Still 
another alternate is to use the sequence numbers associated 
With the snapshots and the journal entries, rather than time. 
For eXample, the criterion might be to select a snapshot 
Whose sequence number is N increments aWay from the 
sequence number of the oldest journal entry. 

[0087] If such a snapshot can be found in step 721, then 
the earlier journal entries can be removed Without having to 
apply them to a snapshot. Thus, in a step 722, the “JO_” 
?elds (JO_HEAD_VOL 333, J O_HEAD_ADR 334, 
J O_DATA_VOL 337, and J O_DATA_ADR 338) are simply 
moved to a point in the list of journal entries that is later in 
time than the selected snapshot. If no such snapshot can be 
found, then in a step 723 the oldest journal entry is applied 
to a snapshot that is earlier in time than the oldest journal 
entry, as discussed for step 720. 

[0088] Still another alternative for step 721 is simply to 
select the most recent snapshot. All the journal entries Whose 
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sequence numbers are less than that of the most recent 
snapshot can be freed. Again, this simply involves updating 
the “J O_” ?elds so they point to the ?rst journal entry Whose 
sequence number is greater than that of the most recent 
snapshot. Recall that an aspect of the invention is being able 
to recover the data state for any desired point in time. This 
can be accomplished by storing as many journal entries as 
possible and then applying the journal entries to a snapshot 
to reproduce the Write operations. This last embodiment has 
the potential effect of removing large numbers of journal 
entries, thus reducing the range of time Within Which the 
data state can be recovered. Nevertheless, for a particular 
con?guration it may be desirable to remove large numbers 
of journal entries for a given operating environment. 

[0089] In another aspect of the present invention, recovery 
of the production volume(s) 101 can be facilitated by 
alloWing the user to interact With the recovery process. A 
“fast recovery” can be performed Which quickly recovers the 
data state to a point in time prior to a target time. A more 
granular recovery procedure can then be performed Which 
alloWs a user to hone in on the target data state. The user can 
perform “undo-able recoveries” to inspect the data state in a 
trial and error manner by alloWing the user to step forWard 
and backWard (undo operation) in time. This aspect of the 
invention alloWs a user to be less speci?c as to the time of 
the desired data state. The target time speci?ed by the user 
need only be a time that he is certain is prior to the time of 
the target data state. It is understood that “the target data 
state” can refer to any desired state of the data. 

[0090] FIG. 3A shoWs an illustrative embodiment of a 
management table 300‘ according to this aspect of the 
present invention. The alternative management table 300‘ 
includes tWo sets of ?elds, one set of ?elds (330, 331, 340) 
for managing AFTER journal entries and another set of 
?elds (332, 333, 341) for managing BEFORE journal 
entries. 

[0091] The ?elds related to the AFTER journal entries 
include a ?eld to store the number of journal volumes 
(NUM_JVOLa) 330 that are used to contain the data journal 
header and journal data) associated With the AFTER journal 
entries for a journal group 102. 

[0092] As described in FIG. 2, the Journal Header Area 
210 contains the Journal Headers 219 for each journal; 
likeWise for the Journal Data components 225. As men 
tioned above, an aspect of the invention is that the data areas 
210, 220 Wrap. This alloWs for journaling to continue despite 
the fact that there is limited space in each data area. 

[0093] The management table includes ?elds to store 
pointers to different parts of the data areas 210, 220 to 
facilitate Wrapping. Pointer-type information is provided to 
facilitate identifying Where the neXt journal entry is to be 
stored. A set of such information (“AFTER journal point 
ers”) is provided for the AFTER journal entries. A ?eld 
(JVOL_PTRa) 331 in the management table identi?es the 
location of the AFTER journal pointers. 

[0094] The AFTER journal entries are stored in one or 
more journal volumes, separate from the BEFORE journal 
entries. A?eld (JI_HEAD_VOL) 331 a identi?es the journal 
volume 106 that contains the Journal Header Area 210 from 
Which the neXt Journal Header 219 Will be obtained. A ?eld 
(JI_HEAD_ADR) 331b identi?es Where in the in Journal 

Jan. 20, 2005 

Header Area the neXt Journal Header is located. The journal 
volume that contains the Journal Data Area 220 into Which 
the journal data Will be stored is identi?ed by information in 
a ?eld (JI_DATA_VOL) 331e. A ?eld (JI_DATA_ADR) 33 
if identi?es the speci?c address in the Journal Data Area 
Where the data Will be stored. Thus, the neXt AFTER journal 
entry to be Written is “pointed” to by the information 
contained in the “JI_” ?elds 331a, 331b, 3316, 331f. 

[0095] The AFTER journal pointers also includes ?elds 
Which identify the “oldest” AFTER journal entry. The use of 
this information Will be described beloW. A ?eld 
(J O_HEAD_VOL) 331c identi?es the journal volume Which 
stores the Journal Header Area 210 that contains the oldest 
Journal Header 219. A ?eld (J O_HEAD_ADR) 331d iden 
ti?es the address Within the Journal Header Area of the 
location of the journal header of the oldest journal. A ?eld 
(J O_DATA_VOL) 331 g identi?es the journal volume Which 
stores the Journal Data Area 220 that contains the data of the 
oldest journal. The location of the data in the Journal Data 
Area is stored in a ?eld (J O_DATA_ADR) 331h. 

[0096] The management table includes a list of journal 
volumes (JVOL_LISTa) 340 associated With the AFTER 
journal entries of a journal group 102. In a particular 
implementation, J VOL_LISTa is a pointer to a data structure 
of information for journal volumes. As can be seen in FIG. 
3, each data structure comprises an offset number (JVO 
L_OFS) 340a Which identi?es a particular journal volume 
106 associated With a given journal group 102. For eXample, 
if a journal group is associated With tWo journal volumes 
106, then each journal volume might be identi?ed by a 0 or 
a 1. A journal volume identi?er (JVOL_ID) 340b uniquely 
identi?es the journal volume Within the storage system 100. 
Finally, a pointer (JVOL_NEXT) 340c points to the neXt 
data structure entry pertaining to the neXt journal volume 
associated With the journal group; it is a NULL value 
otherWise. 

[0097] The management table also includes a set of similar 
?elds for managing the BEFORE journal entries. The ?elds 
related to the BEFORE journal entries include a ?eld to store 
the number of journal volumes (NUM_JVOLb) 332 that are 
being used to contain the data (journal header and journal 
data) associated With the BEFORE journal entries for a 
journal group 102. 

[0098] As discussed above for the AFTER journal entries, 
an aspect of the invention is that the data areas 210, 220 
Wrap. The management table includes ?elds to store pointers 
to different parts of the data areas 210, 220 to facilitate 
Wrapping. Pointer-type information is provided to facilitate 
identifying Where the neXt BEFORE journal entry is to be 
stored. A set of such information (“BEFORE journal point 
ers”) is provided for the BEFORE journal entries. A ?eld 
(JVOL_PTRb) 333 in the management table identi?es the 
location of the BEFORE journal pointers. 

[0099] The BEFORE journal entries are stored in one or 
more journal volumes, separate from the journal volume(s) 
used to store the AFTER journal entries. A?eld (JI_HEAD 
_VOL) 332a identi?es the journal volume 106 that contains 
the Journal Header Area 210 from Which the neXt Journal 
Header 219 Will be obtained. A?eld (J I_HEAD_ADR) 332b 
identi?es Where in the in Journal Header Area the neXt 
Journal Header is located. The journal volume that contains 
the Journal Data Area 220 into Which the journal data Will 
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be stored is identi?ed by information in a ?eld (JI_DATA 
_VOL) 3326. A ?eld (JI_DATA_ADR) 332f identi?es the 
speci?c address in the Journal Data Area Where the data Will 
be stored. Thus, the neXt BEFORE journal entry to be 
Written is “pointed” to by the information contained in the 
“JI_” ?elds 332a, 332b, 332e, 332]”. 
[0100] The AFTER journal pointers also includes ?elds 
Which identify the “oldest” BEFORE journal entry. The use 
of this information Will be described beloW. A ?eld 
(J O_HEAD_VOL) 332c identi?es the journal volume Which 
stores the Journal Header Area 210 that contains the oldest 
Journal Header 219. A ?eld (J O_HEAD_ADR) 332d iden 
ti?es the address Within the Journal Header Area of the 
location of the journal header of the oldest journal. A ?eld 
(J O_DATA_VOL) 332g identi?es the journal volume Which 
stores the Journal Data Area 220 that contains the data of the 
oldest journal. The location of the data in the Journal Data 
Area is stored in a ?eld (JO_DATA_ADR) 332h. 

[0101] The management table includes a list of journal 
volumes (JVOL_LISTh) 341 associated With the AFTER 
journal entries of a journal group 102. In a particular 
implementation, J VOL_LISTa is a pointer to a data structure 
of information for journal volumes. As can be seen in FIG. 
3, each data structure comprises an offset number (JVO 
L_OFS) 341a Which identi?es a particular journal volume 
106 associated With a given journal group 102. A journal 
volume identi?er (JVOL_ID) 341b uniquely identi?es the 
journal volume Within the storage system 100. Finally, a 
pointer (J VOL_NEXT) 341c points to the neXt data structure 
entry pertaining to the neXt journal volume associated With 
the journal group; it is a NULL value otherWise. 

[0102] The recover manager 111 provides the folloWing 
interface to the storage system for the aspect of the invention 
Which provides for “fast” and “undo-able” recovery modes. 
The interface is shoWn in a format of an application pro 
grammer’s interface The functionality and needed 
information (parameters) are described. It can be appreci 
ated that any suitable programming language can be used. 

[0103] BACKUP journal_volume 

[0104] This initiates backup processing to commence 
in the storage system 100. More speci?cally, the 
logging of AFTER journal entries is initiated for 
each Write operation to the data volumes 101. The 
parameter journal_volume identi?es the volume 102 
that contains the journal entries. As discussed above, 
a initial snapshot is taken after journaling com 
mences. 

[0105] RECOVER_PHl journal_volume target_time 
[0106] This initiates a PHASE I recovery process. 

This recovery is the procedure discussed above. 
Brie?y, AFTER journal entries are applied to an 
appropriate snapshot. The journal entries are con 
tained in the volume(s) identi?ed by journal_vol 
ume. The desired data state is speci?ed by target 
_time. The target_time can be a time format (e.g., 
year:month:date:hh:mm). Alternatively, the target 
_time can be a journal sequence number 215, so that 
journal entries subsequent to the sequence number 
associated With the snapshot and up to the speci?ed 
sequence number are applied. Still another alterna 
tive is that the target_time is simply the number of 
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journal entries to be applied to a snapshot (e. g., apply 
the neXt one hundred journal entries). 

[0107] Depending on con?guration and storage 
resources, the snapshot can be copied to the produc 
tion volume. Data recovery can then proceed on the 
production volume. 

[0108] RECOVER_PH2 journal_volumeil journal_vol 
umei2 target_time 

[0109] This initiates a PHASE II recovery process. 
As Will be discussed in more detail beloW, this 
procedure involves making a BEFORE journal entry 
before applying eacn AFTER journal entry to a 
snapshot. As Will be eXplained beloW, this recovery 
process alloWs for “un-doing” an update operation 
on a snapshot. The AFTER journal entries are 
located in the volume identi?ed by journal_volumei 
1. The BEFORE journal entries are located in the 
volume identi?ed by journal_volumei2. The 
desired data state is speci?ed by target_time. The 
desired data state is speci?ed by target_time. The 
target_time can be a time format (e.g., year:month 
:date:hh:mm). 

[0110] Alternatively, the target_time can be a journal 
sequence number 215, so that journal entries subse 
quent to the sequence number associated With the 
snapshot and up to the speci?ed sequence number 
are applied. Still another alternative is that the tar 
get_time is simply the number of journal entries to 
be applied to a snapshot (e.g., apply the neXt one 
hundred journal entries). 

[0111] STOP_RECOVER 
[0112] This Will cause the storage system to cease 

recovery processing. Thus, a PHASE I recovery 
operation or a PHASE II recovery operation Will be 
terminated. In addition, BEFORE journaling is ini 
tiated. This Will cause BEFORE journal entries to be 
made each time the host 110 issues a Write operation, 
in addition to the making an AFTER journal entry. 

[0113] UNDO_RECOVER journal_volumeil journal 
_volumei2 target_time 

[0114] As Will be discussed in more detail beloW, this 
operation Will revert an updated snapshot to an 
earlier point in time. This is accomplished by “undo 
ing” one or more applications of an AFTER journal 
entry. The target_time can be any of the forms 
previously discussed. 

[0115] Referring noW to FIG. 8, a generaliZed process 
How is shoWn highlighting the steps for recovering data in 
accordance With the “fast” and “undo-able” recovery mode 
aspects of the present invention. One Will appreciate from 
the folloWing that the described technique can be used to 
recover or otherWise retrieve a desired data state of any data 

volume(s). The retrieval methods and apparatus disclosed 
herein are not limited to disaster recovery scenarios. The 
invention has applicability for users (e.g., system adminis 
trators) Who might have a need to look at the state of a ?le 
or a directory at an earlier point in time. Accordingly, the 
term “recovery volume” is used in a generic sense to refer 
to one or more volumes on Which the data recovery process 

is being performed. 










