
US 20050016760A1 

(12) Patent Application Publication (10) Pub. No.: US 2005/0016760 A1 
(19) United States 

Vasichek (43) Pub. Date: Jan. 27, 2005 

(54) BRACKETS AND METHODS FOR HOLDING 
WIRES UTILIZING MAGNETIC FORCE 

(76) Inventor: Richard Vasichek, Brocket, ND (US) 

Correspondence Address: 
Alan D. Kamrath 
Rider Bennett, LLP 
Suite 2000 
333 South Seventh Street 
Minneapolis, MN 55402 (US) 

(21) Appl. No.: 10/624,623 

(22) Filed: Jul. 22, 2003 

Publication Classi?cation 

(51) Int. Cl.7 ..................................................... .. H01B 7/00 
(52) US. Cl. ............................................................ .. 174/135 

(57) ABSTRACT 

Abracket (10) holds a Wire (12) adjacent a magnetic surface 
(15). The bracket (10) includes a retaining member (14) With 
a magnetic attracting end (16) and a retaining end (18). The 
retaining member (14) is shaped to accept the Wire (12) 
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betWeen the magnetic attracting end (16) and the retaining 
end (18) While holding the Wire (12) adjacent the magnetic 
surface (15) When the retaining member (14) is held to the 
magnetic surface (15). The retaining member (14) is formed 
of a plastic material that is ?exible to form a plurality of 
holding shapes and sturdy to retain one of the plurality of 
holding shapes to correspond to the magnetic surface (15) of 
a planar or non-planar con?guration. The magnetic attract 
ing end (16) and the retaining end (18) can each include a 
cavity (46) to receive and ?t magnetic attractors (36, 38). 
The magnetic attractors (36, 38) can each have a length 
longer than a Width and have elongated magnetic forces 
Which are generally perpendicular to an aXis extending 
betWeen the magnetic attracting end (16) and the retaining 
end (18) of the retaining member (14). In other aspects, the 
Wire (12) is held on a nonmagnetic surface by placing the 
Wire (12) adjacent to the nonmagnetic surface and to ?rst 
and second magnet attractive fasteners (22, 24) that have 
been attached to the nonmagnetic surface. While constrain 
ing the Wire (12) Within the bracket (10), the ?rst and second 
magnetic attractors (36, 38) are attached to the ?rst and 
second magnet attractive fasteners (22, 24), respectively, 
thereby holding the Wire (12) adjacent the nonmagnetic 
surface. 
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Fig. 3 
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BRACKETS AND METHODS FOR HOLDING 
WIRES UTILIZING MAGNETIC FORCE 

BACKGROUND 

[0001] The present invention generally relates to Wire 
holding and more particularly to methods and brackets for 
holding Wires utiliZing magnetic force. 

[0002] In many applications involving vehicles, farm 
equipment, and household and industrial applications, one or 
more electrical Wires are routed across a variety of magnetic 
surfaces of planar and non-planar con?gurations. The Wires 
can be left dangling in locations Where it is impossible 
and/or undesirable to mount a permanent clip because of 
moving parts inside, such as on a combine, or When a metal 
surface may be too thin to support drilled holes or too dense 
to drill holes for permanent mounting. When pulling a boat 
trailer or other trailer, Wires often are left hanging as the 
trailer is temporarily Wired to the pulling vehicle, and the 
Wires can become tangled or can be damaged by road debris. 
On truck boX frames, the Wire routing is dif?cult because the 
frame can be on different levels and the surfaces available 
for mounting the Wire can be non-planar or irregular or may 
be made up of one or more planes. When one is Working on 
electrical equipment or an electrical system, Wires can 
become tangled or may need to be separated for negative and 
positive charges or for identi?cation purposes. Christmas 
lights or other decorative lights on Wires are removed and 
replaced on a home or other building year after year and 
current methods involve removing and replacing fasteners 
each year, Which can be time consuming and can result in 
damage to the home or other building due to repetitive 
placement and removal of the fasteners, or can leave empty 
fasteners protruding from the building While the lights are in 
storage. 

[0003] Therefore, there is a need to have a novel bracket 
and methods for overcoming the de?ciencies in prior man 
ners of holding Wires in various applications. 

SUMMARY 

[0004] The present invention solves these needs and other 
problems in the ?eld of Wire holding by providing, in a 
preferred form, a bracket to facilitate holding and routing of 
Wires on a magnetic surface of a planar or non-planar 
con?guration. The bracket includes a retaining member that 
has a magnetic attracting end and a retaining end. The 
retaining member is shaped to accept a Wire and hold the 
Wire betWeen the magnetic attracting end and the retaining 
end and adjacent to the magnetic surface When the retaining 
member is held to the magnetic surface by magnetic force at 
the magnetic attracting end. The retaining member is formed 
of a plastic material that is ?exible to form a plurality of 
holding shapes to correspond to the magnetic surface of the 
planar or non-planar con?guration. The plastic material is 
sturdy to retain one of the plurality of holding shapes While 
holding the Wire adjacent to the magnetic surface of the 
planar or non-planar con?guration. In another aspect of the 
present invention, the bracket includes one or more grooves 
formed in the retaining member betWeen the magnetic 
attracting end and the retaining end. The grooves are adapted 
to engage the Wire While holding the Wire adjacent to the 
magnetic surface. 

[0005] In other aspects of the present invention, a bracket 
is provided to facilitate holding and routing of Wires on a 
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magnetic surface. The bracket includes a retaining member 
that has a magnetic attracting end and a retaining end. The 
retaining member is shaped to accept a Wire and hold the 
Wire betWeen the magnetic attracting end and the retaining 
end and adjacent to the magnetic surface When the retaining 
member is held to the magnetic surface. The retaining 
member includes a cavity formed in the magnetic attracting 
end and in a shape and siZe to slidingly receive and ?t a ?rst 
magnetic attractor. When the ?rst magnetic attractor is 
mounted and retained in the cavity, at least a portion of the 
?rst magnetic attractor is accessible outside of the cavity so 
that the ?rst magnetic attractor holds the retaining member 
to the magnetic surface using magnetic force. In another 
aspect of the present invention, the bracket also includes a 
second magnetic attractor on the retaining end of the retain 
ing member to cooperate With the magnetic attracting end to 
hold the retaining member to the magnetic surface for 
applications Where additional magnetic force is required. 

[0006] In other aspects of the present invention, a bracket 
is provided to facilitate holding and routing of Wires on a 
magnetic surface. The bracket includes a retaining member 
that has a magnetic attracting end and a retaining end. The 
retaining member is shaped to accept a Wire and hold the 
Wire betWeen the magnetic attracting end and the retaining 
end and adjacent to the magnetic surface When the retaining 
member is held to the magnetic surface. The retaining 
member has an aXis that eXtends betWeen the magnetic 
attracting end and the retaining end. The magnetic attracting 
end includes a ?rst magnetic attractor that is adapted to 
attach the retaining member to the magnetic surface. The 
?rst magnetic attractor has a length that is longer than a 
Width and has an elongated magnetic force. The length and 
the elongated magnetic force of the ?rst magnetic attractor 
are generally perpendicular to the aXis of the retaining 
member. In another aspect of the present invention, the 
bracket includes a second magnetic attractor, Which is 
attached to the retaining end of the retaining member and in 
one form, both the ?rst and second magnetic attractors have 
lengths that are longer than the Widths and elongated mag 
netic forces that are generally perpendicular to the aXis of the 
retaining member. 

[0007] In other aspects of the present invention, a bracket 
is provided to facilitate holding and routing of Wires on a 
magnetic surface. The bracket includes a retaining member 
that has a magnetic attracting end and a retaining end. The 
retaining member is shaped to accept a Wire and hold the 
Wire betWeen the magnetic attracting end and the retaining 
end and adjacent to the magnetic surface When the retaining 
member is held to the magnetic surface. The retaining 
member includes a ?rst magnetic attractor attached to the 
magnetic attracting end and a second magnetic attractor 
attached to the retaining end. The ?rst magnetic attractor is 
of a siZe different than the second magnetic attractor and 
both the ?rst and second magnetic attractors are adapted to 
hold the retaining member to the magnetic surface. 

[0008] In other aspects of the present invention, a Wire is 
held and routed on a nonmagnetic surface by attaching a ?rst 
magnet attractive fastener to the nonmagnetic surface. The 
Wire is placed adjacent to the nonmagnetic surface and to the 
?rst magnet attractive fastener that is attached to the non 
magnetic surface. While constraining the Wire Within a 
bracket, the bracket is magnetically attached to the ?rst 
magnet attractive fastener that is attached to the nonmag 
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netic surface and the Wire is thereby held adjacent the 
nonmagnetic surface. The bracket is later removed from the 
?rst magnet attractive fastener, With the ?rst magnet attrac 
tive fastener remaining attached to the nonmagnetic surface. 
Removing the bracket allows for removing the Wire from 
adjacent the nonmagnetic surface and for storing of both the 
removed bracket and the removed Wire for future reuse. At 
a later time, the stored Wire is replaced adjacent to the 
nonmagnetic surface and to the ?rst magnet attractive fas 
tener that is still attached to the nonmagnetic surface. While 
constraining the replaced Wire Within the bracket, the 
bracket is magnetically reattached to the ?rst magnet attrac 
tive fastener attached to the nonmagnetic surface to hold the 
Wire adjacent to the nonmagnetic surface. In another aspect 
of the present invention, the methods include attaching a 
second magnet attractive fastener to the nonmagnetic sur 
face spaced at a distance from the ?rst magnet attractive 
fastener to alloW for magnetically attaching and reattaching 
a bracket that includes more than one magnetic attractor. The 
?rst magnetic attractor of the bracket is magnetically 
attached to the ?rst magnet attractive fastener and the second 
magnetic attractor is magnetically attached to the second 
magnet attractive fastener to constrain the Wire Within the 
bracket and hold the Wire adjacent the nonmagnetic surface. 

[0009] It is thus an object of the present invention to 
provide novel methods and brackets for holding Wires 
adjacent to a magnetic surface. 

[0010] It is yet another object of the present invention to 
provide such novel methods and brackets for holding Wires 
in locations Where it is impossible and/or undesirable to 
mount a permanent clip because of moving parts inside, such 
as on a combine. 

[0011] It is yet another object of the present invention to 
provide such novel methods and brackets for holding Wires 
adjacent to a metal surface Which may be too thin to support 
drilled holes or too dense to drill holes for permanent 
mounting. 
[0012] It is yet another object of the present invention to 
provide such novel brackets that are ?exible to ?t into a 
plurality of holding shapes to ?t on one of the many different 
magnetic surfaces of planar or non-planar con?gurations. 

[0013] It is yet another object of the present invention to 
provide such novel brackets that retain a holding shape 
While securely holding the Wire adjacent to the magnetic 
surface of the planar or non-planar con?guration. 

[0014] It is yet another object of the present invention to 
provide such novel brackets that have the magnetic attrac 
tors mounted and retained inside a cavity that is formed in 
each end of the retaining member to alloW for a strong 
connection of the magnetic attractor to the retaining mem 
ber, a strong attachment of the magnetic attractor to the 
magnetic surface, and a facilitating of manufacture and 
assembly. 
[0015] It is yet another object of the present invention to 
provide such novel brackets that have an elongated magnetic 
force generally parallel to the Wire, to hold the Wire securely 
and prevent tipping of the bracket When there is stress 
applied, for example, When the Wires are routed around 
corners or running an irregular path. 

[0016] It is yet another object of the present invention to 
provide such novel brackets that have ends With magnetic 
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attractors of different siZes to furnish different magnetic 
forces at each end or to adapt to irregular mounting surfaces. 

[0017] It is yet another object of the present invention to 
provide such novel brackets that have at least one groove to 
engage at least one Wire and hold the Wire adjacent to the 
magnetic surface When the bracket is held to the magnetic 
surface. 

[0018] It is yet another object of the present invention to 
provide such novel brackets that are easily installed and 
removed and that are moveable and reusable to adapt to neW 
con?gurations of the Wire routing and to facilitate the 
organiZation and separation of Wires during the Wiring 
process and during maintenance or repairs. 

[0019] It is yet another object of the present invention to 
provide such novel methods and brackets to magnetically 
hold Wires adjacent to a nonmagnetic surface While alloWing 
for ease in removal and future reuse of the Wires and/or 
bracket. 

[0020] These and further objects and advantages of the 
present invention Will become clearer in light of the folloW 
ing detailed description of illustrative embodiments of this 
invention described in connection With the draWings. 

DESCRIPTION OF THE DRAWINGS 

[0021] The illustrative embodiments may best be 
described by reference to the accompanying draWings 
Where: 

[0022] FIG. 1 shoWs a perspective vieW of a bracket for 
holding Wires utiliZing magnetic force according to the 
preferred teachings of the present invention. 

[0023] FIG. 2 shoWs a cross sectional vieW of the bracket 
of FIG. 1 utiliZed in methods according to the preferred 
teachings of the present invention. 

[0024] FIG. 3 shoWs an exploded perspective vieW of an 
alternate embodiment of a bracket for holding Wires utiliZing 
magnetic force and utiliZed in methods according to the 
preferred teachings of the present invention. 

[0025] FIG. 4 shoWs a perspective vieW of a bracket for 
holding Wires utiliZing magnetic force and utiliZed in meth 
ods according to the preferred teachings of the present 
invention. 

[0026] FIG. 5 shoWs a perspective vieW of an alternate 
embodiment of a bracket for holding Wires utiliZing mag 
netic force according to the preferred teachings of the 
present invention. 

[0027] All ?gures are draWn for ease of explanation of the 
basic teachings of the present invention only; the extensions 
of the ?gures With respect to number, position, relationship, 
and dimensions of the parts to form the preferred embodi 
ments Will be explained or Will be Within the skill of the art 
after the folloWing description has been read and under 
stood. Further, the exact dimensions and dimensional pro 
portions to conform to speci?c force, Weight, strength, 
?exibility, sturdiness, and similar requirements Will likeWise 
be Within the skill of the art after the folloWing description 
has been read and understood. 

[0028] Where used in the various ?gures of the draWings, 
the same numerals designate the same or similar parts. 
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Furthermore, When the terms “surface,”“end,”“?rst, sec 
ond,”“axis,”“length,”“Width,” and similar terms are used 
herein, it should be understood that these terms have refer 
ence only to the structure shoWn in the drawings as it Would 
appear to a person viewing the draWings and are utiliZed 
only to facilitate describing the illustrative embodiments. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0029] Brackets for holding Wires adjacent to a magnetic 
surface utiliZing magnetic force, constructed and utiliZed in 
methods according to the preferred teachings of the present 
invention, are shoWn in the draWings and generally desig 
nated 10. The magnetic surface 15 could be of a variety of 
forms including, but not limited to, metal, paneled metal, 
plastic coated metal, continuous or non-continuous, or pla 
nar or non-planar. Examples of continuous magnetic sur 
faces 15 are railings, steel siding and steel rain gutters on a 
house, and examples of non-continuous magnetic surfaces 
15 are nails or similar magnet attractive fasteners 22 and 24 
added to a nonmetal surface such as shoWn in FIG. 3, and 
a generally nonmetal surface With metal elements embedded 
or attached. An example of a planar magnetic surface 15 is 
sheet metal or the like. Examples of a non-planar magnetic 
surfaces 15 are non-planar con?gurations such as the inside 
of an L shaped corner, a truck box frame Where the frame is 
on different levels, a cylindrical object such as a tank such 
as illustrated in FIG. 2, and nails or similar magnet attract 
ing fasteners on surfaces that are at angles other than 180 
degrees to each other. 

[0030] The bracket 10 of the present invention includes a 
retaining member 14 With a magnetic attracting end 16 and 
a retaining end 18. The retaining member 14 is shaped to 
accept a Wire 12 betWeen the magnetic attracting end 16 and 
the retaining end 18 to hold the Wire 12 adjacent to the 
magnetic surface 15. According to the preferred teachings of 
the present invention, the retaining member 14 has an 
arcuate shape to accommodate the Wire 12 betWeen the 
magnetic attracting end 16 and the retaining end 18. Accord 
ing to the preferred teachings of the present invention, the 
bracket 10 has a ?rst magnetic attractor 36 attached to the 
magnetic attracting end 16 and a second magnetic attractor 
38 attached to the retaining end 18. In preferred forms, the 
?rst and second magnetic attractors 36 and 38 cooperate to 
provide magnetic force at both ends of the retaining member 
14 to hold the Wire 12 adjacent to the magnetic surface 15. 
It should be appreciated that such an arrangement alloWs the 
retaining member 14 to be held securely to the magnetic 
surface 15 to hold the Wire 12 adjacent to the magnetic 
surface 15. 

[0031] According to the preferred teachings of the present 
invention, the retaining member 14 has a mounting surface 
50 that is in contact With the magnetic surface 15 When the 
retaining member 14 is held to the magnetic surface 15 by 
magnetic force. A cavity 46 is formed in the retaining 
member 14 at both the magnetic attracting end 16 and the 
retaining end 18 in preferred forms shoWn. The cavities 46 
have a shape and a siZe to slidingly receive and ?t the ?rst 
and second magnetic attractors 36 and 38, respectively. In 
the preferred form, the cavities 46 are formed in the mount 
ing surface 50 of the retaining member 14, and the ?rst and 
second magnetic attractors 36 and 38 are mounted and 
retained Within the cavities 46. In most preferred forms, at 
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least a portion of the ?rst and second magnetic attractors 36 
and 38 are accessible outside of the cavities 46 on the 
mounting surface 50 of the retaining member 14. It can be 
appreciated that such an arrangement alloWs for a strong 
connection of the magnetic attractors 36 and 38 to the 
retaining member 14, a strong attachment of the magnetic 
attractors 36 and 38 to the magnetic surface 15, and a 
facilitating of manufacture and assembly. 

[0032] In most preferred forms, the magnetic attractors 36 
and 38 are secured in the cavities 46 of the retaining member 
14 by an adhesive 30. In an alternative form according to the 
preferred teachings of the present invention, the magnetic 
attractors 38 and/or 36 are secured by a friction ?t Within 
cavities 46. In most preferred aspects and especially When 
friction ?t, bleed ports 48 can be provided to alloW escape 
of air and thereby preventing trapping of air Within cavities 
46 during insertion of magnetic attractors 38 and/or 36. 
Although shoWn extending from cavities 46 in a direction 
opposite to mounting surface 50 in FIG. 3, bleed ports 48 
can have different orientations, forms, and the like according 
to the teachings of the present invention. In still a further 
alternative form according to the teachings of the present 
invention, the magnetic attractors 38 and/or 36 are mounted 
directly to the retaining end 18 and/or the magnetic attract 
ing end 16 as shoWn in FIG. 5, respectively, by the adhesive 
30 With no cavities 46 being formed in the retaining member 
14. According to the teachings of the present invention, the 
magnetic attractors 36 and 38 could be secured to the 
retaining member 14 in other manners. As an example, the 
magnetic attractors 36 and 38 could be secured by fasteners 
in conjunction With, or instead of, the adhesive 30. 

[0033] In preferred forms according to the preferred teach 
ings of the present invention, the ?rst and second magnetic 
attractors 36 and 38 are magnets. In a preferred form shoWn 
in FIG. 4, the magnets have lengths longer than Widths to 
provide elongated magnetic attractors 36 and 38 on both 
ends of the retaining member 14. The lengths of the magnets 
are generally perpendicular to an axis that extends betWeen 
the magnetic attracting end 16 and the retaining end 18 of 
the retaining member 14 to provide an elongated magnetic 
force. The elongated magnetic force prevents the retaining 
member 14 from tipping When there is stress applied, for 
example, When the Wire 12 is routed around corners or 
running an irregular path. In the preferred form shoWn in 
FIG. 4 according to the preferred teachings of the present 
invention, the magnetic attractors 36 and 38 are magnets that 
have rectangular cross sections With lengths that are per 
pendicular to the axis of the retaining member 14. In further 
aspects of the invention, the bracket 10 includes the second 
magnetic attractor 38 of a siZe different than the ?rst 
magnetic attractor 36, as shoWn in FIG. 3, to furnish 
different magnetic forces at each end or to adapt to irregular 
magnetic surfaces 15. As Will be recogniZed by those skilled 
in the art, alternate magnetic attractors 36 and 38 could be 
used to provide the elongated magnetic force, including but 
not limited to, other shapes of magnets, magnetic attractors 
36 and 38 including tWo or more magnets each as shoWn in 
FIG. 5, or the like, Without departing from the spirit or scope 
of the present invention. 

[0034] In the preferred form, the magnetic attractors 36 
and 38 are located on the mounting surface 50 of the 
retaining member 14 and contact the magnetic surface 15 
When the retaining member 14 is held to the magnetic 
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surface 15 by magnetic force. Locating the magnetic attrac 
tors 36 and 38 on the mounting surface 50 allows for 
optimum magnetic force due to proximity of the magnetic 
attractors 36 and 38 and the magnetic surface 15. HoWever 
as Will be recognized by those skilled in the art, alternate 
locations of the magnetic attractors 36 and 38, such as 
imbedded Within the retaining member 14 or on an opposite 
side of the retaining member 14 from the mounting surface 
50, may be used Without departing from the spirit or scope 
of the present invention. 

[0035] In an alternative form shoWn in FIG. 5 according 
to the preferred teachings of the present invention, the 
bracket 10 has only the ?rst magnetic attractor 36 attached 
to the magnetic attracting end 16. The ?rst magnetic attrac 
tor 36 cooperates With the retaining end 18 to alloW the 
retaining member 14 to hold the Wire 12 While mounted on 
a narroW magnetic surface 15, such as a strip of sheet metal, 
or Where the magnetic surface 15 is uneven. 

[0036] According to the preferred teachings of the present 
invention, the retaining member 14 is formed of a plastic 
material such as, but not limited to, a copolymer polypro 
pylene, that is ?exible to form a plurality of holding shapes 
to correspond to the magnetic surface 15 of a planar or 
non-planar con?guration. For example, the retaining mem 
ber 14 may adapt to the magnetic surface 15 that is planar 
such as sheet metal, or the magnetic surface 15 that is 
non-planar such as the inside of an L shaped corner, the truck 
box frame Where the frame is on different levels, the 
cylindrical object such as a tank as shoWn in FIG. 2, or nails 
on nonmetal surfaces that are at angles other than 180 
degrees, such as at a right angle, to each other. According to 
the preferred teachings of the present invention, the plastic 
material is sturdy to retain one of the plurality of holding 
shapes While holding the Wire 12 adjacent to the magnetic 
surface 15 of the planar or non-planar con?guration. It 
should be appreciated that such a construction alloWs for the 
retaining member 14 to adapt to the magnetic surface 15 of 
the planar or non-planar con?guration, yet still hold the Wire 
12 securely on the magnetic surface 15. 

[0037] According to the preferred teachings of the present 
invention, a plurality of grooves 42 are formed in the 
retaining member 14 betWeen the magnetic attracting end 16 
and the retaining end 18. The grooves 42 are adapted to 
engage the Wires 12 When the Wires 12 are held betWeen the 
retaining member 14 and the magnetic surface 15. In other 
aspects of the present invention, the bracket 10 has a single 
groove 42 formed in the retaining member 14 to engage a 
Wire 12 betWeen the magnetic attracting end 16 and the 
retaining end 18 of the retaining member 14 and adjacent to 
the magnetic surface 15. 

[0038] In other aspects of the present invention according 
to the preferred teachings, methods are provided to facilitate 
holding and routing of Wires 12 on a nonmagnetic surface by 
altering the nonmagnetic surface to provide the magnetic 
surface 15 of a non-continuous con?guration on Which to 
attach the magnetic bracket 10. According to the preferred 
teachings and as shoWn in FIG. 3, the methods include 
attaching ?rst and second magnet attractive fasteners 22 and 
24 to the nonmagnetic surface With the second magnet 
attractive fastener 24 spaced from the ?rst magnet attractive 
fastener 22 to correspond to a spacing betWeen the ?rst 
magnetic attractor 36 and the second magnetic attractor 38 
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of the bracket 10. In the preferred form, attaching the ?rst 
and second magnet attractive fasteners 22 and 24 includes, 
but is not limited to, driving a nail and a second nail into a 
Wooden surface, such as a building. The Wire 12 can be 
placed adjacent to the ?rst and second magnet attractive 
fasteners 22 and 24 and to the nonmagnetic surface. The 
Wire 12 is constrained Within the bracket 10 and held 
adjacent to the magnetic surface 15 of the non-continuous 
con?guration When the ?rst magnetic attractor 36 is mag 
netically attached to the ?rst magnet attractive fastener 22 
and the second magnetic attractor 38 is magnetically 
attached to the second magnet attractive fastener 24. 

[0039] According to the preferred teachings of the present 
invention, the bracket 10 can be easily removed from the 
?rst and second magnet attractive fasteners 22 and 24, With 
the ?rst and second magnet attractive fasteners 22 and 24 
remaining attached to the nonmagnetic surface for future 
reuse. Removing the bracket 10 alloWs for the removal of 
the Wire 12 and for storing of the removed bracket 10 and the 
removed Wire 12. The stored Wire 12 can be replaced 
adjacent to the nonmagnetic surface and to the ?rst and 
second magnet attractive fasteners 22 and 24 that are still 
attached to the nonmagnetic surface. The bracket 10 can be 
magnetically reattached to the ?rst and second magnet 
attractive fasteners 22 and 24 to constrain the replaced Wire 
12 and to hold the replaced Wire 12 adjacent to the magnetic 
surface 15 of the non-continuous con?guration. It can be 
appreciated that such methods alloW for temporary display 
of Wired Christmas lights, or the like, With ease of removing 
them for off-season storage, and With a simple Way to hang 
them again the folloWing year, as the ?rst and second magnet 
attractive fasteners 22 and 24 are already in place and the 
bracket 10 is easily attached to the ?rst and second magnet 
attractive fasteners 22 and 24 by magnetic force to again 
display the Wired Christmas lights adjacent to the nonmag 
netic surface. 

[0040] In other aspects of the invention the methods 
include attaching only the ?rst magnet attractive fastener 22 
to the nonmagnetic surface to provide the magnetic surface 
15 of the non-continuous con?guration to alloW attachment 
of the bracket 10 including only the ?rst magnetic attractor 
36. As Will be recogniZed by those skilled in the art, the 
methods of the present invention alloW for the use of other 
magnetic brackets than the bracket 10 Without departing 
from the spirit or scope of the present invention. 

[0041] NoW that the basic teachings of the present inven 
tion have been explained, many extensions and variations 
Will be obvious to one having ordinary skill in the art. For 
example, although the bracket 10 according to the preferred 
teachings of the present invention has been shoWn as includ 
ing several features in combination believed to produce 
synergistic results, such features can be utiliZed singly and 
in other combinations With other features according to the 
teachings of the present invention. 

[0042] Furthermore, although the retaining member 14 
shoWn in the most preferred form includes the magnetic 
attracting end 16 and the retaining end 18 being at opposite 
ends and on the mounting surface 50 that contacts the 
magnetic surface 15, it can be appreciated that the retaining 
member 14 and its ends 16 and 18 could be of different 
forms, siZes, shapes and orientations than shoWn and to each 
other according to the teachings of the present invention. 
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[0043] Similarly, While in the preferred form according to 
the preferred teachings of the present invention, the retaining 
member 14 is formed of the plastic material, such as 
copolymer polypropylene, Which is believed to be advanta 
geous for many reasons including its ability to Withstand 
environmental conditions such as heat, cold, dirt and liquids, 
the retaining member 14 could be formed from other mate 
rials that have similar ?exibility and sturdiness characteris 
tics according to the teachings of the present invention. 

[0044] Likewise, While in the most preferred form accord 
ing to the preferred teachings of the present invention, the 
magnetic attractors 36 and 38 are magnets, such as, but not 
limited to, neodymium nickel plated magnets or stainless 
steel magnets, Which are believed to be advantageous for 
many reasons including resistance to rust, the magnetic 
attractors 36 and 38 could be formed from other magnetic 
attracting material according to the teachings of the present 
invention. 

[0045] Thus since the invention disclosed herein may be 
embodied in other speci?c forms Without departing from the 
spirit of general characteristics thereof, some of Which forms 
have been indicated, the embodiments described herein are 
to be considered in all respects illustrative and not restric 
tive. The scope of the invention is to be indicated by the 
appended claims, rather than by the foregoing description, 
and all changes Which come Within the meaning and ranges 
of equivalency of the claims are intended to be embraced 
therein. 

1. Bracket for holding a Wire adjacent to a magnetic 
surface of a planar or non-planar con?guration comprising: 

a retaining member having a magnetic attracting end and 
a retaining end, With the retaining member shaped to 
accept the Wire betWeen the magnetic attracting end 
and the retaining end, With the Wire held adjacent to the 
magnetic surface of the planar or non-planar con?gu 
ration and constrained betWeen the magnetic attracting 
end and the retaining end When the magnetic attracting 
end is held to the magnetic surface of the planar or 
non-planar con?guration by magnetic force; 

With the retaining member formed of a plastic material 
that is ?exible to form a plurality of holding shapes to 
correspond to the magnetic surface of the planar or 
non-planar con?guration; and 

With the plastic material being sturdy to retain one of the 
plurality of holding shapes While holding the Wire 
adjacent to the magnetic surface of the planar or 
non-planar con?guration. 

2. The bracket of claim 1 With the magnetic attracting end 
including a magnetic attractor to hold the retaining member 
to the magnetic surface of the planar or non-planar con?gu 
ration. 

3. The bracket of claim 2 With the magnetic attractor being 
at least one magnet. 

4. The bracket of claim 2 further comprising, in combi 
nation: an adhesive securing the magnetic attractor to the 
magnetic attracting end of the retaining member. 

5. The bracket of claim 2 With the magnetic attractor being 
tWo magnets. 

6. The bracket of claim 1 further comprising, in combi 
nation: a magnetic attractor attached to the retaining end of 
the retaining member to hold the Wire adjacent to the 
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magnetic surface of the planar or non-planar con?guration in 
cooperation With the magnetic attracting end of the retaining 
member. 

7. The bracket of claim 6 With the magnetic attractor 
having a siZe different than the magnetic attracting end of the 
retaining member. 

8. The bracket of claim 6 With the retaining member 
having an arcuate shape betWeen the magnetic attracting end 
and the retaining end, With the arcuate shape alloWing the 
Wire to be held betWeen the retaining member and the 
magnetic surface of the planar or non-planar con?guration, 
With the magnetic attracting end and the magnetic attractor 
located intermediate the retaining member and the magnetic 
surface of the planar or non-planar con?guration and With 
the Wire constrained betWeen the magnetic attracting end 
and the magnetic attractor When the retaining member is 
held to the magnetic surface of the planar or non-planar 
con?guration. 

9. The bracket of claim 6 With the retaining member 
having an axis extending betWeen the magnetic attracting 
end and the retaining end, With both the magnetic attracting 
end and the magnetic attractor having a length and a Width, 
With the length being longer than the Width, With both the 
magnetic attracting end and the magnetic attractor having an 
elongated magnetic force, and With the lengths and the 
elongated magnetic forces of the magnetic attracting end and 
the magnetic attractor being generally perpendicular to the 
axis of the retaining member. 

10. The bracket of claim 1 further comprising, in combi 
nation: a groove formed in the retaining member betWeen 
the magnetic attracting end and the retaining end, With the 
groove adapted to engage the Wire. 

11. The bracket of claim 1 With the retaining member 
having an arcuate shape betWeen the magnetic attracting end 
and the retaining end, With the arcuate shape alloWing the 
Wire to be held betWeen the retaining member and the 
magnetic surface of the planar or non-planar con?guration, 
With the retaining end being free of attachment to the 
magnetic surface by magnetic force. 

12. The bracket of claim 1 further comprising, in combi 
nation: a magnetic attractor attached to the magnetic attract 
ing end of the retaining member, With the magnetic attractor 
adapted to hold the retaining member to the magnetic 
surface of the planar or non-planar con?guration, With the 
magnetic attracting end including a cavity having a shape 
and a siZe to slidingly receive and ?t the magnetic attractor 
With at least a portion of the magnetic attractor being 
accessible outside of the cavity When the magnetic attractor 
is mounted and retained Within the cavity, With the retaining 
member having an axis extending betWeen the magnetic 
attracting end and the retaining end, With the magnetic 
attractor having a length and a Width, With the length being 
longer than the Width, With the magnetic attractor having an 
elongated magnetic force, With the length of the magnetic 
attractor and the elongated magnetic force being generally 
perpendicular to the axis of the retaining member. 

13. Bracket for holding a Wire adjacent to a magnetic 
surface comprising, in combination: 

a retaining member having a magnetic attracting end and 
a retaining end, With the retaining member shaped to 
accept the Wire betWeen the magnetic attracting end 
and the retaining end, With the magnetic attracting end 
of the retaining member including a cavity; and 
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a ?rst magnetic attractor attached to the magnetic attract 
ing end of the retaining member, With the ?rst magnetic 
attractor slidingly ?tted in the cavity in the magnetic 
attracting end of the retaining member, With the cavity 
having a shape and a siZe to receive and ?t the ?rst 
magnetic attractor With at least a portion of the ?rst 
magnetic attractor being accessible outside of the cav 
ity When the ?rst magnetic attractor is mounted and 
retained Within the cavity, With the ?rst magnetic 
attractor adapted to hold the retaining member to the 
magnetic surface by magnetic force, With the Wire held 
adjacent to the magnetic surface and constrained 
betWeen the magnetic attracting end and the retaining 
end When the magnetic attracting end is held to the 
magnetic surface by the ?rst magnetic attractor. 

14. The bracket of claim 13 With the retaining member 
further including a mounting surface on the magnetic attract 
ing end, With the mounting surface contacting the magnetic 
surface When the retaining member is held to the magnetic 
surface by magnetic force, With the cavity being formed in 
the mounting surface of the magnetic attracting end of the 
retaining member. 

15. The bracket of claim 13 further comprising, in com 
bination: a second magnetic attractor attached to the retain 
ing end of the retaining member, With the second magnetic 
attractor cooperating With the ?rst magnetic attractor to hold 
the retaining member to the magnetic surface by magnetic 
force. 

16. Bracket for holding a Wire adjacent to a magnetic 
surface comprising, in combination: 

a retaining member having a magnetic attracting end and 
a retaining end, With the retaining member shaped to 
accept the Wire betWeen the magnetic attracting end 
and the retaining end, With the retaining member hav 
ing an aXis, With the aXis extending betWeen the mag 
netic attracting end and the retaining end of the retain 
ing member; and 

a ?rst magnetic attractor attached to the magnetic attract 
ing end of the retaining member, With the ?rst magnetic 
attractor adapted to attach the retaining member to the 
magnetic surface by magnetic force, With the ?rst 
magnetic attractor having a length and a Width, With the 
length being longer than the Width, With the ?rst 
magnetic attractor having an elongated magnetic force, 
With the length of the ?rst magnetic attractor and the 
elongated magnetic force being generally perpendicu 
lar to the aXis of the retaining member, With the Wire 
held adjacent to the magnetic surface and constrained 
betWeen the magnetic attracting end and the retaining 
end When the magnetic attracting end is held to the 
magnetic surface by the ?rst magnetic attractor. 

17. The bracket of claim 16 further comprising, in com 
bination: a second magnetic attractor attached to the retain 
ing end of the retaining member, With the second magnetic 
attractor having a length and a Width, With the length of the 
second magnetic attraction being longer than the Width, With 
the second magnetic attractor having an elongated magnetic 
force, With the lengths and the elongated magnetic forces of 
the ?rst and second magnetic attractors being generally 
perpendicular to the aXis of the retaining member. 
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18. The bracket of claim 17 With both the ?rst magnetic 
attractor and the second magnetic attractor having rectan 
gular cross sections. 

19. Bracket for holding a Wire adjacent to a magnetic 
surface comprising, in combination: 

a retaining member having a magnetic attracting end and 
a retaining end, With the retaining member shaped to 
accept the Wire betWeen the magnetic attracting end 
and the retaining end; 

a ?rst magnetic attractor attached to the magnetic attract 
ing end; and 

a second magnetic attractor attached to the retaining end 
of the retaining member, With the ?rst magnetic attrac 
tor being a siZe different than the second magnetic 
attractor, With the ?rst and second magnetic attractors 
being adapted to hold the retaining member to the 
magnetic surface by magnetic force, With the Wire held 
adjacent to the magnetic surface and constrained 
betWeen the magnetic attracting end and the retaining 
end When the retaining member is held to the magnetic 
surface by the ?rst and second magnetic attractors. 

20. Method comprising: 

attaching a ?rst magnet attractive fastener to a nonmag 
netic surface; 

placing a Wire adjacent the nonmagnetic surface and the 
?rst magnet attractive fastener attached to the nonmag 
netic surface; 

constraining the Wire Within a bracket; 

magnetically attaching the bracket to the ?rst magnet 
attractive fastener attached to the nonmagnetic surface 
While the Wire is constrained Within the bracket to hold 
the Wire adjacent to the nonmagnetic surface; 

removing the bracket attached to the ?rst magnet attrac 
tive fastener, With the ?rst magnet attractive fastener 
remaining attached to the nonmagnetic surface; 

removing the Wire from adjacent the nonmagnetic surface 
and the ?rst magnet attractive fastener attached to the 
nonmagnetic surface after the bracket is removed from 
the ?rst magnet attractive fastener; 

storing the removed Wire and the removed bracket; 

replacing the stored Wire adjacent the nonmagnetic sur 
face and the ?rst magnet attractive fastener attached to 
the nonmagnetic surface; 

constraining the replaced Wire Within the removed 
bracket; and 

magnetically reattaching the removed bracket to the ?rst 
magnet attractive fastener attached to the nonmagnetic 
surface While the replaced Wire is constrained Within 
the removed bracket to hold the Wire adjacent to the 
nonmagnetic surface. 

21. The method of claim 20 With constraining the Wire 
comprising constraining the Wire Within the bracket includ 
ing a retaining member, With the retaining member having a 
magnetic attracting end and a retaining end, With the Wire 
being constrained betWeen the magnetic attracting end and 
the retaining end, With magnetically attaching the bracket 
comprising magnetically attaching the magnetic attracting 
end of the bracket to the ?rst magnet attractive fastener. 
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22. The method of claim 20 further comprising attaching 
a second magnet attractive fastener to the nonmagnetic 
surface spaced from the ?rst magnet attractive fastener, With 
constraining the Wire comprising constraining the Wire 
Within a bracket including ?rst and second magnetic attrac 
tors, With magnetically attaching the bracket comprising 
magnetically attaching the ?rst magnetic attractor to the ?rst 
magnet attractive fastener and magnetically attaching the 
second magnetic attractor to the second magnet attractive 
fastener. 
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23. The method of claim 20 With attaching the ?rst magnet 
attractive fastener comprising driving a nail into the non 
magnetic surface. 

24. The method of claim 20 With placing the Wire adjacent 
the nonmagnetic surface comprising placing the Wire in the 
form of Christmas light Wires adjacent the nonmagnetic 
surface. 


