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(57) ABSTRACT 

A threader for a Wipe dispenser to Withdraw the initial Wipe 
from the container. The threader has a base that attaches over 
the opening in the cap of the dispenser and includes a stern 
and a pair of arms extending doWn into the container. The 
threader is inserted into the container Within a roll of Wipes. 
When the threader is pulled from the container the arms 
contact the innermost Wipe and pull the Wipe through the cap 
opening. 
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WIPE DISPENSER THREADER 

BACKGROUND OF THE INVENTION 

[0001] The present invention relates generally to contain 
ers for dispensing pre-moistened Wipes, and more particu 
larly to a device for threading an initial Wipe through the 
opening of the Wipe dispenser. 

[0002] Wipe dispensers have long been Well knoWn in the 
art of pre-moistened Wipes, especially baby Wipes, and have 
recently become Well knoWn for use With similar products 
such as hand Wipes and Wipes for car Washing. A typical 
Wipe dispenser consists of a container, often cylindrical in 
shape, With a cap attached to one end. The cap generally 
includes a small opening that alloWs a user to pull Wipes 
through the opening Without having to remove the entire cap 
and reach into the container. To increase the ease of dis 
pensing the Wipes, the Wipes are generally joined together 
inside the container in roll form or accordion form so that 
once a ?rst Wipe has been pulled through the opening, each 
additional Wipe Will consequently folloW through the open 
ing. Lines of Weakening separate the Wipes, and conse 
quently the pulled Wipe tears from the Web as the Wipe clears 
the opening. This leaves the next Wipe exposed and elimi 
nates the need to open the cap and pull each individual Wipe 
through the opening. 

[0003] A typical Wipe dispensing container such as that 
described above is disclosed in US. Pat. No. 6,364,101 to 
ShultZ. FIG. 1 of the present application is a perspective 
vieW of the ShultZ Wipe dispenser 10 as an example of a 
common Wipe dispenser. In brief, the ShultZ dispenser 10 
includes a cylindrical container 12 enclosing a roll of 
pre-moistened Wipes 14 (a portion of the container 12 is 
broken aWay to shoW the Wipes 14), and a cap 16 conven 
tionally attached to the top of the container 12. The cap 16 
includes a small opening 18 so that the Wipes 14 may be 
pulled through the opening 18 Without removing the cap 16. 
The cap also includes an attached hinged lid 20 that may be 
closed over the opening 18 to seal off the Wipes When not in 
use. The roll of Wipes is usually disposed so that the start of 
the roll can be found on the inner diameter of the roll 22 

(shoWn in broken lines). 
[0004] The dif?culty in conventional prior art dispensers 
such as that shoWn above is the process of removing the 
initial Wipe. Generally, When a consumer purchases a con 
ventional Wipe dispenser the entire roll of Wipes is inside the 
container. This means that to access the initial Wipe, the user 
must remove the cap and reach into the container to pull out 
the ?rst Wipe in the roll. Not only can it be dif?cult to ?nd 
the location of the ?rst Wipe on the inner diameter of the roll 
While reaching inside of the container, it is equally cumber 
some to thread the ?rst Wipe through the opening in the cap 
before reattaching the cap to the container. 

[0005] In some cases, manufacturers have attempted to 
solve this problem by threading the initial Wipe through the 
cap opening before the container is purchased by the con 
sumer. These designs generally utiliZe the secondary cap 20 
(FIG. 1) to cover the exposed Wipe until opened by the 
consumer. While this solves the dif?culties in dispensing the 
?rst Wipe for the consumer, it only serves to pass the 
problem to the manufacturer. In these cases, the manufac 
turer loses valuable manufacturing time in going through the 
same steps the consumer previously did to gain access to the 
?rst Wipe. 
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SUMMARY OF THE INVENTION 

[0006] The aforementioned dif?culties are overcome by 
the present invention Wherein a threader is provided for a 
conventional Wipe dispenser to dispense the initial Wipe 
from the container. In a preferred embodiment, the threader 
has a base that attaches over the opening in the cap and 
includes a stem and a pair of arms extending doWn into the 
container. The stem extends straight doWn from the base 
through the inner diameter of a roll of pre-moistened Wipes. 
A pair of arms are ?exibly attached to the end of the stem, 
preferably With a hook on the end of one or both of the arms. 
The base includes a ?nger loop opposite the stem and 
exterior to the container so that a user may grip the loop and 
remove the threader from the container. 

[0007] In another preferred embodiment, the base ?ts over 
the opening of a conventional Wipe dispenser cap, and can 
be removably attached over the opening. The stem is 
attached on the loWer side of the base, and a device for 
gripping the threader is attached on the upper side. The 
gripping device is preferably a ?nger loop, Which is a ring 
that a user can either grab or place a ?nger through in order 
to pull up on the threader for removal. The ?nger loop is 
external to the container When the base is attached. 

[0008] In another preferred embodiment, the stem extends 
into the inner diameter of the roll, and a pair of arms is 
?exibly attached to the stem. The arms are preferably 
attached to the stem by ?exible rods that alloW the arms to 
?ex from a ?rst position folded back against the stem, to a 
second equilibrium position Where the angle betWeen the 
arms and the stem is such that the arms contact the inner 
diameter of the Wipes, to a third position folded completely 
doWnWard. In another preferred embodiment, there is a hook 
at the end of one of the arms. The point of the hook faces the 
stem When the arms are in the ?rst position. A number of 
barbs are located on the outer surface of the hook to increase 
the friction betWeen the arm and the inner diameter of the 
Wipes. 
[0009] In another preferred embodiment, the threader is 
inserted into the container by the manufacturer. When the 
threader is inserted, the arms ?ex back toWards the stem to 
?t through the opening in the cap. The stem and arms extend 
into the container through the inner diameter of the roll and 
the base is removably attached over the opening. Upon ?rst 
use, the consumer pulls on the ?nger loop to remove the 
threader from the container. As the stem is draWn upWardly, 
the arms contact the roll and the friction betWeen the roll and 
the arms forces the arms to ?ex aWay from the stem, pressing 
out on the roll. As the arms press on the roll, the hook on the 
?rst arm catches on the inner layered Wipe in the roll. As the 
threader is WithdraWn from the container, the arms ?ex 
completely doWnWard to ?t back through the opening With 
the initial Wipe caught on the hook. The hook may then be 
removed from the Wipe and the threader discarded. 

[0010] The present invention is capable of dispensing the 
initial Wipe from a Wipe dispensing container such that the 
consumer does not have to remove the cap, reach into the 
container, or thread the ?rst Wipe through the opening in the 
cap. The present invention therefore greatly eases the Wipe 
dispensing process and also saves time in accessing the ?rst 
Wipe. The amount of ?ex provided by the ?exible bars can 
be adjusted in the manufacturing process to accommodate 
any type of Wipe material, so that the threader only catches 
on the inner layered Wipe. 
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[0011] These and other objects, advantages, and features 
of the invention Will be readily understood and appreciated 
by reference to the detailed description of the preferred 
embodiment and the draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0012] FIG. 1 is a perspective vieW of a prior art Wipe 
dispenser. 

[0013] FIG. 2 is a sectional vieW of the Wipe dispenser of 
the present invention With the threader in the attached or 
pre-use position. 

[0014] FIG. 3 is a side elevational vieW of the threader 
With the arms extended normal to the stem. 

[0015] FIG. 4 is a side vieW of the threader passing 
doWnWardly through the cap opening during insertion. 

[0016] FIG. 5 is a sectional vieW of the Wipe dispenser 
shoWing the threader as it is pulled from the container With 
the arms normal to the stem. 

[0017] FIG. 6 is a sectional vieW of the Wipe dispenser 
shoWing the threader as it is about to be removed from the 
container. 

[0018] FIG. 7 is a sectional vieW of the Wipe dispenser 
shoWing the threader as it is being removed from the 
container With the initial Wipe attached. 

[0019] FIG. 8 is a side elevational vieW of an alternative 
embodiment of the threader including an alternative hook. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0020] I. OvervieW 

[0021] A Wipe dispenser in accordance With a preferred 
embodiment of the present invention is shoWn in FIG. 2 and 
generally designated 30. The Wipe dispenser 30 generally 
includes an elongated sheet of pre-moistened Wipes 32 in 
roll form, a container 34, a cap 36, and a threader 38. The 
container 34 and cap 36 are conventional and Well knoWn in 
the art. The threader 38 is intended to be adapted to ?t a Wide 
variety of shapes and siZes of these conventional containers 
and caps, but for purposes of disclosure, the present inven 
tion Will be described in connection With the particular 
container 34 and corresponding cap 36 shoWn. Referring 
noW to FIG. 3, the threader 38 generally includes a base 40, 
a stem 42, and a pair of arms 44 and 46 extending from the 
stem 42. The stem 42 includes an upper end 48 and a loWer 
end 50. The arms 44 and 46 are ?exibly attached to the loWer 
end 50, and the tip of at least one of the arms 44 and 46 
comprises a hook 52. In operation, the Wipe dispenser 30 is 
purchased With the base 40 attached over an opening 54 in 
the cap 36, shoWn in FIG. 4. Referring noW to FIG. 2, the 
stem 42 extends into the container 34 through the inner 
diameter 56 of the Wipes 32. The arms 44 and 46 are folded 
back toWards the stem 42 to ?t inside the inner diameter 56. 
After purchase, a user manually removes the threader 30 by 
pulling on the base 40. As the threader is removed, the arms 
44 and 46 frictionally engage the inner diameter 56 of the 
Wipes 32 and fold outWard, pressing into the Wipes 32. The 
hook 52 catches on the inner layered Wipe 58 from the inner 
diameter 56, and pulls the Wipe 58 through the opening 54. 
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The Wipe 58 is then disengaged from the hook 52 and the 
threader 38 may be discarded. 

[0022] 
[0023] The present invention is shoWn in FIG. 2 and is 
generally designated 30. The invention is described in 
connection With a roll of pre-moistened Wipes 32 disposed 
inside a conventional cylindrical Wipe dispensing container 
34, and cap 36. The Wipes 32 may be comprised of any 
desired sheet material, and are preferably pre-moistened 
With a conventional cleanser or lotion. The Wipes are gen 
erally disposed inside the container 34 in roll form, having 
an inner diameter 56 extending vertically for the length of 
the container 34. The container 34 is generally molded from 
a conventional thermoplastic into a cylinder With an opening 
60 at one end. The opening 60 is preferably adapted to 
receive attachment from the cap 36, for instance, threads 
may be included on the outer rim 62 of the opening 60 to 
receive a screW-on cap 36. Alternatively, the container 34 
may attach to the cap 36 in any other conventional manner, 
but preferably in a manner that alloWs for easy removal and 
reattachment. The cap 36 is similarly molded from plastic 
and adapted to receive attachment from the container 34, and 
generally contains an opening 54. The opening 54 is pref 
erably located in the center of the cap 36, such that it aligns 
With the inner diameter 56 of the Wipes 32. The opening 54 
is generally small, such that a sheet material such as a Wipe 
may be pulled through the opening 54, but Will not slide 
freely through the opening 52 Without being pulled. In some 
cases, the cap 36 may also include a secondary cover 64 (see 
the prior art in FIG. 1) that closes over the opening 54. 

[0024] The threader 38 is preferably molded from a con 
ventional thermoplastic or other suitable material. ShoWn in 
FIG. 3, the threader 38 preferably includes a base 40, a stem 
42, and a pair of arms 44 and 46. The base 40 is preferably 
shaped to ?t over the opening 54 in the cap 36 and is capable 
of removable attachment to the cap 36 by an adhesive or 
another conventional attachment method. The base 40 has an 
upper surface 66 that preferably includes a ?nger loop 68 to 
alloW a user to pull the threader 38 out of the container 34. 
The ?nger loop 68 is preferably a ring molded from plastic 
that is molded or conventionally attached to the upper 
surface 66 of the base 40. Alternatively, any other device that 
alloWs a user to pull the threader 38 from the container 34 
may be used in place of the ?nger loop 68, such as a t-shaped 
pull handle. 

II. Structure 

[0025] The stem 42 is a plastic rod that is attached normal 
to the base 40 opposite the ?nger loop 68. Apair of arms 44 
and 46 are hingedly attached to opposite sides of the loWer 
end of the stem 50. When the base 40 is attached over the 
opening 54, the stem 42 extends doWn into the container 34 
through the inner diameter 56 such that the arms 44 and 46 
are beloW the upper edge 55 of the Wipes 32. The arms 44 
and 46 are preferably plastic rods that extend normal to the 
stem 42, With the combined length of both arms 44 and 46 
substantially larger than the inner diameter 56 of the roll 32. 
Referring noW to FIGS. 3 and 4, the arms 44 and 46 are 
preferably attached to the stem 42 With ?exible plastic rods 
74a,b. The ?exible rods 74a,b alloW the arms 44 and 46 to 
be ?exed such that they can fold back against the stem 42 or 
?ex completely doWnWards. Arm 46 extends from the Hex 
ible rod 74b to form a hook 52, and arm 44 extends from 
?exible rod 74a to form a hook 52. The hook 52 points 
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upward When the arm 44 is extended normal to the stem 42, 
and tapers to a point 80. The hook 52 also has a loWer 
surface 82 that includes one or more small barbs of plastic 
84 projecting from it. Similar barbs 84 could be disposed on 
arm 46 if desired. The amount of ?exibility in the ?exible 
rods 74a, b, can be adjusted by modifying the material and 
thickness of the rods. The preferred ?exibility is such that 
When the threader 38 is inserted into the container 34, the 
arms 44 and 46 contact the inner diameter 56 of the Wipes 
32, and When the threader 38 is removed a suf?cient amount 
of friction is created betWeen the arms 44 and 46 and the 
Wipes 32 to force the arms to fold doWn and catch on the 
inner layered Wipe 58. 

[0026] 

[0027] In operation, a roll of Wipes 32 is placed in the 
container 34 by a manufacturer, and the cap 36 is then 
secured onto the container 34. The manufacturer then 
attaches the threader 38 by inserting it into the container 34 
through the opening 54. When inserting the threader 38 into 
the container 34, the manufacturer aligns the loWer end 70 
of the stem 42 With the opening 54 and simply pushes the 
stem 42 and arms 44 and 46 through the opening 54 so that 
the arms 44 and 46 fold back toWards the stem 42 to ?t 
through the opening 54. The threader 38 is pushed into the 
container until the base 40 engages the opening 54 and is 
conventionally attached. FIG. 2 shoWs the threader 38 in the 
attached position. Alternatively, the threader 38 may ?rst be 
attached to the cap 36 by the manufacturer so that the 
manufacturer pushes the stem 42 and arms 44 and 46 
directly into the roll of Wipes 32 and then secures the cap 36 
to the container 34. When the threader 38 is in the attached 
position, the arms 44 and 46 are folded back toWards the 
stem 42, but in contact With the inner diameter 56 of the 
Wipes 32. The hook 52 on arm 44 and the tip 76 of arm 46 
are beloW the upper edge 55 of the Wipes 32. 

III. Operation 

[0028] After the Wipe dispenser 30 has been purchased, 
the consumer gains access to an initial Wipe by removing the 
threader 38 from the container 34. To start, the consumer 
opens the secondary cap 20 and grips or inserts a ?nger 
through the ?nger loop 68 and pulls it out of the container 
34. As the threader 38 is pulled from the container 34, 
friction is created betWeen the arms 44 and 46 and the inner 
diameter 56 of the Wipes 32. The barbs 84 help to increase 
this friction to a point Where the arms 44 and 46 are draWn 
outWard from the stem 42 as the stem 42 is pulled up. ShoWn 
in FIG. 5, the arms 44 and 46 press outWard on the inner 
diameter 56 of the Wipes until they are normal to the stem 
42 and the Wipes 32. FIG. 6 shoWs the next step, in Which 
the pointed tip 80 of the hook 52 catches on the inner layered 
Wipe 58 or pierces through the inner layered Wipe 58 and 
begins to drag the Wipe 58 behind the threader 38. 

[0029] Finally, as shoWn in FIG. 7, the threader 38 exits 
the opening 54 With the arms 44 and 46 folded doWnWard to 
?t through. The inner layered Wipe 58 remains engaged With 
the hook 52 and folloWs the threader 38 through the opening 
54. At this time the consumer can access the initial Wipe 
Without having to reach into the container 32 and may 
disengage the Wipe from the threader 38. Subsequent Wipes 
32 Will be dispensed from the container 34 as the consumer 
pulls on the preceding exposed Wipe. The threader 38 may 
be discarded. 
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[0030] IV. Alternative Embodiments 

[0031] In alternative embodiments, the hook 52 may be 
replaced With any number of designs that Will catch on a 
single Wipe and pull it from the container 32. For example, 
FIG. 8 shoWs a half-arroW design 90 on threader 38‘ that is 
capable of catching or piercing the inner Wipe and dispens 
ing it. The variety of designs that may be substituted for the 
hook 52 enables the present invention to accommodate a 
Wider range of Wipes and other sheet materials. FIG. 8 also 
shoWs an alternative grip handle 92 that attaches to the base 
40‘ as a substitute for the ?nger loop 68. 

[0032] In a second alternative embodiment, the threader is 
not disposable and does not attach to the Wipe dispensing 
container. In this embodiment, a consumer Would simply use 
the threader With a pre-existing Wipe dispenser to achieve 
the same result as in the preferred embodiment. After 
purchasing a conventional Wipe dispenser containing a roll 
of Wipes, the consumer Would push the threader through the 
opening in the same manner described above, and then 
immediately pull the threader out of the opening to expose 
the initial Wipe. In this embodiment, the threader could be 
saved and reused With any number of pre-existing Wipe 
dispensers. 
[0033] In a third alternative embodiment, the Wipe dis 
penser does not include a removable cap. Because the 
present invention alloWs a user to access the Wipes Without 
reaching into the container, it is possible to have a container 
that completely encloses the Wipes except for a Wipe dis 
pensing opening in the container. 

[0034] The above descriptions are those of preferred 
embodiments of the invention. Various alterations and 
changes can be made Without departing from the spirit and 
broader aspects of the invention as de?ned in the appended 
claims, Which are to be interpreted in accordance With the 
principles of patent laW including the doctrine of equiva 
lents. Any reference to claim elements in the singular, for 
example, using the articles “a,”“an,”“the” or “said,” is not to 
be construed as limiting the element to the singular. 

The embodiments of the invention in Which an exclusive 
property or privilege is claimed are de?ned as folloWs: 
1- A Wipe dispenser comprising: 

a roll of pre-moistened Wipes having an inner diameter; 

a container enclosing said roll of pre-moistened Wipes, 
said container having an opening for dispensing said 
Wipes; 

a threader removably attached to said opening, said 
threader closing said opening, and including a stem, a 
?rst arm, and a second arm, said stem extending into 
said container through said inner diameter of said roll; 
and 

a snag on said ?rst arm; 

said ?rst and second arms ?exibly attached to said stem 
and folded back toWards said stem to ?t inside said 
inner diameter of said roll, such that When said threader 
is removed from said opening, said arms engage said 
inner diameter of said roll and ?ex outWards, said snag 
catching on a sheet of said Wipes and pulling said sheet 
through said opening. 
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2- The Wipe dispenser of claim 1, further comprising a cap 
removably attached to said container, said cap closing said 
container When attached, said cap de?ning said Wipe dis 
pensing opening. 

3- The Wipe dispenser of claim 2, Wherein said arms are 
attached to said stem by ?exible beams to provide an 
increased normal force for friction betWeen said arms and 
said Wipes. 

4- The Wipe dispenser of claim 2, Wherein said snag is a 
hooked end on said ?rst arm, said hooked end having at least 
one barb on the outer surface, such that said barb engages 
said Wipes and forces said arms to open normal to said stem 
until said hook shape catches on said Wipes and is pulled 
from said container. 

5- The Wipe dispenser of claim 4, Wherein said hooked 
end is tapered, such that the hooked end increases in siZe 
With the distance from the end of the hook. 

6- The Wipe dispenser of claim 1, further comprising a 
grip on said threader extending exterior to said container 
When said threader is attached, such that a user can grab and 
hold said grip to pull said threader from said container. 

7- The Wipe dispenser of claim 6, Wherein said grip is a 
?nger hoop. 

8- A threader for dispensing the initial Wipe of a roll of 
Wipes from a conventional Wipe dispensing container com 
prising: 

an opening for dispensing the Wipes; 

a stem having a ?rst end and a second end; 

a base on said ?rst end inter?tting With said opening of 
said Wipe dispensing container, said base preventing 
the threader from falling into said container; 

a grip on said base opposite said stem, said grip alloWing 
a user to grab and pull the threader; 

?rst and second arms attached to said second end of said 
stem, said arms each attached to said stem such that 
When the threader is inserted into the Wipe dispensing 
container said arms fold back against said stem to pass 
through the opening and When said stem passes into the 
inner diameter of the roll of Wipes and said arms ?ex to 
?t the inner diameter of the roll; and 

a snag on said ?rst arm, said snag capable of catching at 
least one Wipe from the inner diameter of the roll such 
that When the threader is pulled out of the Wipe dis 
pensing container said ?rst and second arms engage the 
inner diameter of the roll and press out against the roll, 
said snag catching said at least one Wipe, said arms 
?exing doWnWard to ?t through said opening, said snag 
pulling said at least one Wipe from the container as the 
threader is removed from the container. 

9- The threader of claim 8 Wherein said snag is a hook on 
the end of said ?rst arm, said hook having a pointed tip that 
faces said stem When said arms are ?exed back toWards said 
stem. 

10- The threader of claim 9 further comprising at least one 
barb on said hook opposite said pointed tip, said barb 
providing increased friction betWeen said ?rst arm and said 
inner diameter of said roll. 

11- The threader of claim 10 Wherein said hook is tapered 
such that the hook increases in siZe With the distance from 
said pointed tip. 
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12- The threader of claim 8 Wherein said grip is a ?nger 
loop that a user may insert a ?nger through to pull the 
threader from the container. 

13- The threader of claim 8 Wherein said base is remov 
ably attached over the entire opening of said container to 
seal said container until the threader is manually removed. 

14- A Wipe dispensing container comprising: 

a container; 

a cap attached to said container, having an opening for 
dispensing Wipes; 

a threader removably attached to said opening; and 

threading means for threading an initial Wipe through said 
opening When said threader is manually removed from 
said opening. 

15- The container of claim 14 Wherein said threading 
means comprises a threader having a base, a stem, and ?rst 
and second arms, said arms ?exibly attached to said stem 
such that they may be folded back against the stem to push 
the threader through said opening then ?ex outWards to 
engage the Wipes as the threader is removed and then ?ex 
completely doWnWard to alloW the threader to pass back 
through said opening upon removal of the threader. 

16- The container of claim 15 Wherein said base is 
removably attached to said opening. 

17- The container of claim 15 Wherein said ?rst and 
second arms are each ?exibly attached to said stem by 
?exible bars. 

18- The container of claim 17 Wherein the end of said ?rst 
arm opposite said stem has a snag for catching a single Wipe 
When said threader is removed from the container. 

19- The container of claim 18 Wherein said snag is a hook 
that faces said stem When said arms are folded back against 
said stem. 

20- The container of claim 19 Wherein said hook includes 
at least one barb that contacts the Wipes, said barb increasing 
the friction betWeen said ?rst arm and the Wipes as said 
threader is manually removed from the container. 

21- The container of claim 20 Wherein said hook is 
tapered such that the Width of the hook is greater as the 
distance from the tip of the hook increases. 

22- The container of claim 21 Wherein said removably 
attached base is initially attached over said opening such that 
it closes said opening and seals the container. 

23- The container of claim 22 Wherein said base includes 
means for gripping said threader such that said threader can 
be easily removed from the container. 

24- The container of claim 23 Wherein said means for 
gripping is a ?nger loop. 

25- A sheet dispenser comprising: 

a generally cylindrical container having an end de?ning 
an opening; 

a generally cylindrical roll of continuously connected 
sheets Within said container; and 

a threader including a stem extending through said open 
ing and into said roll, said threader further including a 
handle portion connected to a ?rst portion of said stem 
outside said container, said threader further including a 
sheet-grasping means connected to a second portion of 
said stem inside said container and Within said roll for 
engaging and retaining at least one of said sheets as said 
threader is WithdraWn from said container. 
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26- A threader for WithdraWing a portion of a continuous 
coil of sheets from a container through an opening in the 
container, said threader comprising: 

an elongated stern having an upper portion and a loWer 
portion; 

a manually graspable device connected to said upper 
portion of said stern; and 

a pair of opposed arrns each having a ?rst end hingedly 
connected to said loWer portion of said stern and a 
second end, at least one of said second ends including 
a snagging means (a) for snagging the portion of the 
coil of sheets When the threader is moved in a ?rst 
direction Within the container and (b) for avoiding 
snagging the portion of the coil of sheets When the 
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threader is moved in a second direction Within the 
container. 

27- A sheet dispenser kit comprising: 

a container de?ning an opening; 

a coil of sheets Within said container; and 

a threader capable of insertion into and Withdrawal from 
said container through said opening, said threader 
including a grasping portion, said grasping portion 
adapted to slide along said coil as said threader is 
inserted into said container, said grasping portion 
adapted to grasp a portion of said coil as said threader 
is withdrawn from said container. 


