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A gutter cover hanger apparatus includes a bottom-located 

(76) Inventor. Todd Snell, Atlanta, G A (Us) support structure. A gutter engagement portion extends 
upWard from a front portion of the bottom-located support 
structure. A gutter cover engagement portion extends 
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P_0_ BOX 530399 at a higher position than the gutter engagement portion. A 
St petersburg’ FL 337 47 (Us) support-fastener-reception portion extends upWard from a 

rear portion of the bottom-located support structure. Pref 
erably, the support-fastener-reception portion includes a 

(21) APPL NO: 10/686,404 fastener-reception channel Which extends doWnWardly and 
rearWardly obliquely With respect to the bottom-located 
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reception portion extends upwardly and rearWardly 
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GUTTER COVER HANGER APPARATUS 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates generally to brackets 
Which support gutter covers, and, more particularly, to gutter 
cover brackets Which include a ?rst support structure for 
attaching to the gutter and Which include a second support 
structure for attaching to the gutter cover. 

[0003] 2. Description of the Prior Art 

[0004] Gutters are placed next to roofs to collect Water 
runoff from a roof and to direct Water runoff aWay from a 
building structure. At times, leaves and other debris can 
accumulate in the gutters and can clog the drain holes of the 
gutters. To prevent this from happening, gutter covers can be 
installed over the gutters to prevent debris from accumulat 
ing in the gutters. To support the gutter covers, gutter cover 
support means are provided. In this respect, throughout the 
years, a number of innovations have been developed relating 
to means for supporting gutters and gutter covers, and the 
following US. patents are representative of some of those 
innovations: US. Pat. Nos. 4,000,587, 4,757,649, 4,876, 
827, 5,388,377, and 5,845,435. 

[0005] More speci?cally, US. Pat. No. 4,000,587 dis 
closes a gutter structure and a bracket for supporting the 
gutter. No gutter cover is provided. In this respect, it Would 
be desirable if a gutter cover Were provided and if a hanger 
Were provided for supporting the gutter cover. 

[0006] US. Pat. No. 4,757,649 a gutter cover Which is 
supported by nails Which directly penetrate the gutter cover. 
When nails are hammered, the nails are often missed and 
any adjacent area to the missed nail is often hit and damaged 
by the hammer. In this respect, With such nails, it is very 
likely that a hammer may damage the gutter cover When 
nails are being hammered to install the gutter cover. To avoid 
such damage to a gutter cover, it Would be desirable if a 
hanger Were provided Which supports a gutter cover Without 
the need for hammering nails to support the gutter cover. 

[0007] US. Pat. No. 4,876,827 discloses a gutter cover 
Which is supported at one end directly by the lip of the gutter. 
As a result, if the gutter cover is to be replaced for Whatever 
reason, there is risk for damaging the lip of the gutter in 
order to remove the gutter cover. In this respect, it Would be 
desirable if a gutter cover Were not supported directly by the 
lip of the gutter. 

[0008] US. Pat. No. 5,388,377 a gutter Which has an 
gutter lip Which includes an extension for receiving a gutter 
cover. Most conventional gutters do not include such an 
extension for receiving a gutter cover. In this respect, it 
Would be desirable if a hanger Were provided for supporting 
a gutter cover Which can be retro?tted to a conventional 

gutter. 

[0009] US. Pat. No. 5,845,435 discloses hangers Which 
can support a gutter cover. Each hanger disclosed in this 
patent provides a ?rst coupling portion Which extends doWn 
Wardly from a front, intermediately located, support end of 
the hanger. Also, each hanger in this patent provides a 
second coupling portion Which extends upWardly from the 
front, intermediately located, support end of the hanger. The 
?rst coupling portion engages the gutter lip, and the second 

Apr. 21, 2005 

coupling portion engages the gutter cover. Because the ?rst 
coupling portion is beloW the level of the intermediately 
located, support end of the hanger and because the second 
coupling portion is above the intermediately located, support 
end of the hanger, opposing tensional forces on the inter 
mediately located, support end of the hanger can occur. Such 
opposing forces may periodically shift in intensity depend 
ing upon rain, runoff, and Wind factors thereby resulting in 
alternating pushes and pulls experienced by the hangers. To 
avoid such problems, it Would be desirable if a hanger Were 
provided in Which both a ?rst coupling portion for a gutter 
lip and a second coupling portion for a gutter cover Were 
located above a bottom located, support end of the hanger. 

[0010] Still other features Would be desirable in a gutter 
cover hanger apparatus. For example, it is noted that in US. 
Pat. No. 5,845,435, each of the ?rst coupling portion and the 
second coupling portion is a single sheet or layer structure. 
Such a single sheet of layer structure may have limited 
strength capabilities. In this respect, it Would be desirable for 
a hanger if both the ?rst coupling portion for a gutter lip and 
the second coupling portion for a gutter cover Were provided 
With internal reinforcement structures to provide for 
increased strength for the respective coupling portions. 

[0011] It is further noted that With the hangers disclosed in 
US. Pat. No. 5,845,435, the support nails are received and 
hammered into vertically oriented building fascia in a hori 
Zontal orientation. In general, support nails that are in a 
horiZontal orientation are more susceptible to the doWnWard 
forces of gravity, and to be loosened thereby, When installed 
in a vertically oriented structure than support nails that are 
installed in an upWardly obliquely oriented orientation With 
respect to a vertically oriented structure. Therefore, it Would 
be desirable if a gutter cover hanger apparatus Were pro 
vided Which included a support-nail-reception portion Which 
receives a support nail in an upWardly obliquely oriented 
orientation With respect to a vertically oriented structure so 
that the support nail can be driven into the vertically oriented 
structure at an upWardly obliquely oriented orientation. 

[0012] Thus, While the foregoing body of prior art indi 
cates it to be Well knoWn to use different means for sup 
porting a gutter cover, the prior art described above does not 
teach or suggest a gutter cover hanger apparatus Which has 
the folloWing combination of desirable features: (1) provides 
a hanger for supporting the gutter cover; (2) provides a 
hanger Which supports a gutter cover Without the need for 
hammering nails to support the gutter cover; (3) provides a 
support for the gutter cover Which is not supported directly 
by the lip of the gutter; (4) provides a hanger for supporting 
a gutter cover Which can be retro?tted to a conventional 
gutter; (5) provides a hanger in Which both a ?rst coupling 
portion for a gutter lip and a second coupling portion for a 
gutter cover are located above a bottom-located, support end 
of the hanger; (6) provides both a ?rst coupling portion for 
a gutter lip and a second coupling portion for a gutter cover 
Which have internal reinforcement structures to provide for 
increased strength for the respective coupling portions; and 
(7) provides a gutter hanger Which includes a support-nail 
reception portion Which receives a support nail in an 
upWardly obliquely oriented orientation With respect to an 
vertically oriented structure so that the support nail can be 
driven into the vertically oriented structure at an upWardly 
obliquely oriented orientation. The foregoing desired char 
acteristics are provided by the unique gutter cover hanger 
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apparatus of the present invention as Will be made apparent 
from the following description thereof. Other advantages of 
the present invention over the prior art also Will be rendered 
evident. 

SUMMARY OF THE INVENTION 

[0013] To achieve the foregoing and other advantages, the 
present invention, brie?y described, provides a gutter cover 
hanger apparatus includes a bottom-located support struc 
ture. A gutter engagement portion eXtends upWard from a 
front portion of the bottom-located support structure. A 
gutter cover engagement portion eXtends upWard from a 
middle portion of the bottom-located support structure, and 
the gutter cover engagement portion is located at a higher 
position than the gutter engagement portion. A support 
fastener-reception portion eXtends upWard from a rear por 
tion of the bottom-located support structure. 

[0014] Preferably, the support-fastener-reception portion 
includes a fastener-reception channel Which extends doWn 
Wardly and rearWardly obliquely With respect to the bottom 
located support structure. Also, preferably, the support 
fastener-reception portion eXtends upWardly and rearWardly 
obliquely With respect to the bottom-located support struc 
ture. 

[0015] The gutter engagement portion eXtends above the 
bottommost surface of the bottom-located support structure 
by a ?rst height, and the gutter cover engagement portion 
eXtends above the bottommost surface of the bottom-located 
support structure by a second height. The second height is 
greater than the ?rst height. 

[0016] The gutter cover engagement portion can include a 
conveX front end for engaging a complementary concave 
inside surface of the front end of a gutter cover. The gutter 
engagement portion can include an L-shaped gutter engage 
ment portion for engaging a complementary front end of a 
gutter. 

[0017] Preferably, the bottom-located support structure 
includes reinforcement members for reinforcing the gutter 
engagement portion and the gutter cover engagement por 
tion. 

[0018] The above brief description sets forth rather 
broadly the more important features of the present invention 
in order that the detailed description thereof that folloWs 
may be better understood, and in order that the present 
contributions to the art may be better appreciated. There are, 
of course, additional features of the invention that Will be 
described hereinafter and Which Will be for the subject 
matter of the claims appended hereto. 

[0019] In this respect, before explaining a preferred 
embodiment of the invention in detail, it is understood that 
the invention is not limited in its application to the details of 
the construction and to the arrangements of the components 
set forth in the folloWing description or illustrated in the 
draWings. The invention is capable of other embodiments 
and of being practiced and carried out in various Ways. Also, 
it is to be understood, that the phraseology and terminology 
employed herein are for the purpose of description and 
should not be regarded as limiting. 

[0020] As such, those skilled in the art Will appreciate that 
the conception, upon Which disclosure is based, may readily 
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be utiliZed as a basis for designing other structures, methods, 
and systems for carrying out the several purposes of the 
present invention. It is important, therefore, that the claims 
be regarded as including such equivalent constructions inso 
far as they do not depart from the spirit and scope of the 
present invention. 

[0021] It is therefore an object of the present invention to 
provide a neW and improved gutter cover hanger apparatus 
Which has all of the advantages of the prior art and none of 
the disadvantages. 

[0022] It is another object of the present invention to 
provide a neW and improved gutter cover hanger apparatus 
Which may be easily and ef?ciently manufactured and 
marketed. 

[0023] It is a further object of the present invention to 
provide a neW and improved gutter cover hanger apparatus 
Which is of durable and reliable construction. 

[0024] An even further object of the present invention is to 
provide a neW and improved gutter cover hanger apparatus 
Which is susceptible of a loW cost of manufacture With 
regard to both materials and labor, and Which accordingly is 
then susceptible of loW prices of sale to the consuming 
public, thereby making such gutter cover hanger apparatus 
available to the buying public. 

[0025] Still yet a further object of the present invention is 
to provide a neW and improved gutter cover hanger appa 
ratus Which provides a hanger for supporting the gutter 
cover. 

[0026] Still another object of the present invention is to 
provide a neW and improved gutter cover hanger apparatus 
that provides a hanger Which supports a gutter cover Without 
the need for hammering nails to support the gutter cover. 

[0027] Yet another object of the present invention is to 
provide a neW and improved gutter cover hanger apparatus 
Which provides a support for the gutter cover Which is not 
supported directly by the lip of the gutter. 

[0028] Even another object of the present invention is to 
provide a neW and improved gutter cover hanger apparatus 
that provides a hanger for supporting a gutter cover Which 
can be retro?tted to a conventional gutter. 

[0029] Still a further object of the present invention is to 
provide a neW and improved gutter cover hanger apparatus 
Which provides a hanger in Which both a ?rst coupling 
portion for a gutter lip and a second coupling portion for a 
gutter cover are located above a bottom-located, support end 
of the hanger. 

[0030] Yet another object of the present invention is to 
provide a neW and improved gutter cover hanger apparatus 
that provides both a ?rst coupling portion for a gutter lip and 
a second coupling portion for a gutter cover Which have 
internal reinforcement structures to provide for increased 
strength for the respective coupling portions. 

[0031] Still another object of the present invention is to 
provide a neW and improved gutter cover hanger apparatus 
Which provides a gutter hanger Which includes a support 
nail-reception portion Which receives a support nail in an 
upWardly obliquely oriented orientation With respect to an 
vertically oriented structure so that the support nail can be 
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driven into the vertically oriented structure at an upwardly 
obliquely oriented orientation. 

[0032] These together With still other objects of the inven 
tion, along With the various features of novelty Which 
characteriZe the invention, are pointed out With particularity 
in the claims annexed to and forming a part of this disclo 
sure. For a better understanding of the invention, its oper 
ating advantages and the speci?c objects attained by its uses, 
reference should be had to the accompanying draWings and 
descriptive matter in Which there are illustrated preferred 
embodiments of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0033] The invention Will be better understood and the 
above objects as Well as objects other than those set forth 
above Will become more apparent after a study of the 
folloWing detailed description thereof. Such description 
makes reference to the annexed draWing Wherein: 

[0034] FIG. 1 is a perspective vieW, partially broken aWay, 
shoWing a preferred embodiment of the gutter cover hanger 
apparatus of the invention installed on a vertically oriented 
building fascia betWeen a gutter and a gutter cover. 

[0035] FIG. 2 is an enlarged cross-sectional vieW of the 
embodiment of the gutter cover hanger apparatus shoWn in 
FIG. 1 taken along line 2-2 of FIG. 1. 

[0036] FIG. 3 is an enlarged perspective vieW of the 
embodiment of the gutter cover hanger apparatus of FIG. 2 
removed from the vertically oriented building fascia, the 
gutter, and the gutter cover. 

[0037] FIG. 4 is a side vieW of the embodiment of the 
invention shoWn in FIG. 3. 

[0038] FIG. 5 is a bottom vieW of the embodiment of the 
invention shoWn in FIG. 4, taken along line 5-5 thereof. 

[0039] FIG. 6 is a top vieW of the embodiment of the 
invention shoWn in FIG. 4, taken along line 6-6 thereof. 

[0040] FIG. 7 is an edge vieW of the embodiment of the 
invention shoWn in FIG. 4, taken along line 7-7 thereof. 

[0041] FIG. 8 is an edge vieW of the embodiment of the 
invention shoWn in FIG. 4, taken along line 8-8 thereof. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

[0042] With reference to the draWings, a neW and 
improved gutter cover hanger apparatus embodying the 
principles and concepts of the present invention Will be 
described. 

[0043] Turning to FIGS. 1-8, there is shoWn a preferred 
embodiment of the gutter cover hanger apparatus of the 
invention generally designated by reference numeral 10. In 
the preferred embodiment, gutter cover hanger apparatus 10 
includes a bottom-located support structure 12. A gutter 
engagement portion 14 extends upWard from a front portion 
of the bottom-located support structure 12. A gutter cover 
engagement portion 16 extends upWard from an intermedi 
ate or middle portion of the bottom-located support structure 
12, and the gutter cover engagement portion 16 is located at 
a higher position than the gutter engagement portion 14. A 
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support-fastener-reception portion 18 extends upWard from 
a rear portion of the bottom-located support structure 12. 

[0044] Preferably, the support-fastener-reception portion 
18 includes a fastener-reception channel 20 Which extends 
doWnWardly and rearWardly obliquely With respect to the 
bottom-located support structure 12. Also, preferably, the 
support-fastener-reception portion 18 extends upWardly and 
rearWardly obliquely With respect to the bottom-located 
support structure 12. 

[0045] The gutter engagement portion 14 extends above 
the bottommost surface of the bottom-located support struc 
ture 12 by a ?rst height 22, and the gutter cover engagement 
portion 16 extends above the bottommost surface of the 
bottom-located support structure 12 by a second height 24. 
The second height 24 is greater than the ?rst height 22. 

[0046] The gutter cover engagement portion 16 can 
include a convex front end 26 for engaging a complementary 
concave inside surface of the front end 25 of a gutter cover 
21. The gutter engagement portion 14 can include an 
L-shaped gutter engagement portion for engaging a comple 
mentary front end of a gutter 13. 

[0047] Preferably, the bottom-located support structure 12 
includes reinforcement members 28 for reinforcing the 
gutter engagement portion 14 and the gutter cover engage 
ment portion 16. As seen in FIGS. 3 and 4, the reinforce 
ment members can include transverse ribs extending angu 
larly betWeen the bottom surface of the bottom support 
member 12 and the gutter engagement portion 14 and the 
gutter cover engagement portion 16 With the angular extent 
of the ribs being different along the longitudinal extent of the 
bottom support portion. If desired, a central vertical rein 
forcing Web indicated by the shade lines in FIGS. 3 and 4 
may also be provided to add even further strength With the 
Web extending commonly through the bottom support por 
tion, the gutter engagement portion and the gutter cover 
engagement portion, substantially as shoWn. 

[0048] To use the gutter cover hanger apparatuses of the 
invention, as shoWn With greatest detail in FIGS. 1 and 2, 
a gutter 13 has been previously installed on a vertically 
oriented building fascia 15. The L-shaped gutter engage 
ment portion 14 is engaged With the front lip 17 of the gutter 
13. Then, the bottom-located support structure 12 is oriented 
horiZontally, and a nail 19 is inserted in the doWnWardly and 
rearWardly obliquely oriented fastener-reception channel 20. 
Then, the nail 19 is hammered through the rear Wall of the 
gutter 13 and into the vertically oriented building fascia 15. 
In this Way, the nail 19 is doWnWardly and rearWardly 
obliquely oriented With respect to the vertically oriented 
building fascia 15. 

[0049] Then, a gutter cover 21 is installed. To do so, a rear 
portion of the gutter cover 21 is slipped under roof shingles 
23. The gutter cover 21 is shoWn to have a concave inside 
surface of its front end 25, and the complementary front end 
25 of the gutter cover 21 is snapped over the convex front 
ends 26 of the gutter cover engagement portions 16 of a 
plurality of the gutter cover hanger apparatuses 10. By 
carrying out this procedure on a plurality of convex front 
ends 26 of gutter cover engagement portions 16 simulta 
neously, the gutter cover 21 is installed on the gutter cover 
hanger apparatuses and covers the greater portion of the 
gutter 13. 
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[0050] Once the installation steps have been taken, each of 
the gutter cover hanger apparatuses 10 is secured at their 
respective rear ends to the rear Wall of the gutter 13 and the 
vertically oriented building fascia 15 by the nails 19 and at 
their respective front ends to the front lip 17 of the gutter 13. 

[0051] Also, once the installation steps have been taken, 
the gutter cover 21 is secured in its installed status by the 
doWnWard pressure of the roof shingles 23 and by the 
interengagement betWeen the convex front ends 26 of the 
gutter cover engagement portions 16 and the concave inside 
surface of the front end 25 of the gutter cover 21. In 
accordance With the present invention, and as best seen in 
FIGS. 1 and 2 depicting an installed system, the front end 
portions of the gutter cover 21 and the upper extremity of the 
front end of the gutter 13 form a substantially evenly spaced 
longitudinally extending opening or gap through Which 
Water falling on the cover eventually falls into the gutter, but 
because of the narroWness of the gap and the geometry of the 
installed cover relative to the gutter, any debris (e.g. leaves, 
pine needles, or the like) falling on the cover remains for all 
intents and purposes out of the gutter. In this regard, it is 
noted that the front end edge 25 of the cover 21 When 
suitably installed is positioned slightly to the right of the 
front extremity of the gutter 13 (FIG. 2) and that the concave 
end portion of the gutter cover slightly overhangs the gap. 

[0052] The component portions of the gutter cover hanger 
apparatus of the invention can be made from inexpensive 
plastic and metal materials. Most preferably, the gutter 
hanger apparatus of the invention may advantageously be 
formed of a molded thermoplastic such as polypropylene, 
for example. 

[0053] As to the manner of usage and operation of the 
instant invention, the same is apparent from the above 
disclosure, and accordingly, no further discussion relative to 
the manner of usage and operation need be provided. 

[0054] It is apparent from the above that the present 
invention accomplishes all of the objects set forth by pro 
viding a neW and improved gutter cover hanger apparatus 
that is loW in cost, relatively simple in design and operation, 
and Which may advantageously be used for supporting the 
gutter cover. With the invention, a gutter cover hanger 
apparatus provides a hanger Which supports a gutter cover 
Without the need for hammering nails to support the gutter 
cover. With the invention, a gutter cover hanger apparatus 
provides a support for the gutter cover Which is not sup 
ported directly by the lip of the gutter. With the invention, a 
gutter cover hanger apparatus provides a hanger for sup 
porting a gutter cover Which can be retro?tted to a conven 

tional gutter. With the invention, a gutter cover hanger 
apparatus provides a hanger in Which both a ?rst coupling 
portion for a gutter lip and a second coupling portion for a 
gutter cover are located above a bottom-located, support end 
of the hanger. With the invention, a gutter cover hanger 
apparatus provides both a ?rst coupling portion for a gutter 
lip and a second coupling portion for a gutter cover Which 
have internal reinforcement structures to provide for 
increased strength for the respective coupling portions. With 
the invention, a gutter cover hanger apparatus provides a 
gutter hanger Which includes a support-nail-reception por 
tion Which receives a support nail in an upWardly obliquely 
oriented orientation With respect to an vertically oriented 
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structure so that the support nail can be driven into the 
vertically oriented structure at an upWardly obliquely ori 
ented orientation. 

[0055] Thus, While the present invention has been shoWn 
in the draWings and fully described above With particularity 
and detail in connection With What is presently deemed to be 
the most practical and preferred embodiment(s) of the 
invention, it Will be apparent to those of ordinary skill in the 
art that many modi?cations thereof may be made Without 
departing from the principles and concepts set forth herein, 
including, but not limited to, variations in siZe, materials, 
shape, form, function and manner of operation, assembly 
and use. 

[0056] Hence, the proper scope of the present invention 
should be determined only by the broadest interpretation of 
the appended claims so as to encompass all such modi?ca 
tions as Well as all relationships equivalent to those illus 
trated in the draWings and described in the speci?cation. 

[0057] Finally, it Will be appreciated that the purpose of 
the annexed Abstract is to enable the US. Patent and 
Trademark Office and the public generally, and especially 
the scientists, engineers and practitioners in the art Who are 
not familiar With patent or legal terms or phraseology, to 
determine quickly from a cursory inspection the nature and 
essence of the technical disclosure of the application. 
Accordingly, the Abstract is neither intended to de?ne the 
invention or the application, Which only is measured by the 
claims, nor is it intended to be limiting as to the scope of the 
invention in any Way. 

What is claimed as being neW and desired to be protected by 
Letters Patent of the United States is as folloWs: 
1. A gutter cover hanger apparatus, comprising: 

a bottom-located support structure, 

a gutter engagement portion Which extends upWard from 
a front portion of said bottom-located support structure, 

a gutter cover engagement portion Which extends upWard 
from a middle portion of said bottom-located support 
structure, Wherein said gutter cover engagement por 
tion is located at an elevated position relative to said 
gutter engagement portion, and 

a support-fastener-reception portion Which extends 
upWard from a rear portion of said bottom-located 
support structure. 

2. The apparatus of claim 1 Wherein said support-fastener 
reception portion includes a fastener-reception channel 
Which extends doWnWardly and rearWardly obliquely With 
respect to said bottom-located support structure. 

3. The apparatus of claim 1 Wherein said support-fastener 
reception portion extends upWardly and rearWardly 
obliquely With respect to said bottom-located support struc 
ture. 

4. The apparatus of claim 1 Wherein: 

said gutter engagement portion extends above the bot 
tommost surface of said bottom-located support struc 
ture by a ?rst height, 

said gutter cover engagement portion extends above the 
bottommost surface of said bottom-located support 
structure by a second height, and 

said second height is greater than said ?rst height. 
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5. The apparatus of claim 1 wherein said gutter cover 
engagement portion includes a convex front end. 

6. The apparatus of claim 1 Wherein said gutter engage 
ment portion includes an L-shaped gutter engagement por 
tion. 

7. The apparatus of claim 1 Wherein said bottom-located 
support structure includes reinforcement means for reinforc 
ing said gutter engagement portion and said gutter cover 
engagement portion. 

8. The apparatus of claim 1, further including a cover 
having a ?rst edge and an opposed second edge, said ?rst 
edge being adapted to engage said gutter cover engagement 
portion and be supported thereby. 

9. The apparatus of claim 8 Wherein said ?rst edge of said 
cover is complementary in shape to said gutter cover 
engagement portion. 

10. The apparatus of claim 9 Wherein said ?rst edge of 
said cover is concave and said gutter cover engagement 
portion is convex to permit said cover ?rst edge to be 
snap-?tted on said cover engagement portion. 

11. The apparatus of claim 7 Wherein said reinforcement 
means comprise at least one transverse rib member extend 
ing betWeen said bottom located support structure and said 
gutter cover engagement portion. 
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12. The apparatus of claim 7 Wherein said reinforcement 
means comprise a plurality of transverse rib members 
extending betWeen said bottom located support structure and 
said gutter cover engagement portion. 

13. The apparatus of claim 12 Wherein said plurality of 
reinforcement means comprises at least one of said trans 
verse rib members extending at a ?rst angle betWeen said 
bottom located support structure and said gutter cover 
engagement portion and at least one other transverse rib 
member extending at a second angle betWeen said bottom 
located support structure and said gutter cover engagement 
portion. 

14. The apparatus of claim 7 Wherein said reinforcement 
means comprises a central transverse Web member extend 
ing commonly through said bottom-located support struc 
ture and at least said gutter cover engagement portion. 

15. The apparatus of claim 14 Wherein said reinforcement 
means comprises a central transverse Web member further 
extending commonly through said gutter engagement por 
tion. 


