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Figure 1 
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Figure 2 
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Figure 3 
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FIG. 5 
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FIG. 9 
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HYPERTENSION DESCENDING DEVICE 

TECHNICAL FIELD 

[0001] The present invention relates to a hypertension 
descending device using a cooling device, and more par 
ticularly, to a hypertension descending device capable of 
curing a hypertension disease by stimulating a patient’s 
acupuncture point Renying (or referred to as “carotid sinus”) 
by repeated cold pressure vibration. 

BACKGROUND ART 

[0002] In general, We depend on medicinal therapy, such 
as use of internal medicines and/or injection, in an aspect of 
the Western medical science or on acupuncture therapy in an 
aspect of the Oriental medical science to cure hypertension. 
HoWever, in case of the medicinal therapy of the Western 
medical science, such as internal use of antihypertensive 
agent, it is quite probable that medication gives rise to ill 
effects as a patient must take medicines almost through 
his/her life. MeanWhile, the acupuncture therapy of the 
Oriental medical science requires highly skilled technique 
and specialiZation, shoWs different curing effects little by 
little Whenever the patient is treated, and may cause pain 
When the patient is treated. 

[0003] In the Western medical science, the place for curing 
a hypertension disease is referred to as “carotid sinus”, and 
a physician do a carotid sinus massage With ?ngers during 
makeshift measures of the patients related With heart’s 
blood. The carotid sinus massage decreases systolic blood 
pressure during a short period of time, but can maintain the 
descended blood pressure only for several minutes. 

[0004] The inventor of the present invention made a 
clinical test to a patients’ meridian points, and as a result of 
the clinical test, it Was con?rmed that the hypertensive 
patient’s blood pressure Was descended and returned to 
normal blood pressure When loW-temperature stimulation 
Was applied to the “acupuncture point Renying (ST 9 
acupoint)”, Which Was classi?ed in the Oriental medical 
science, located at the left side or right side (carotid sinus) 
of the patient’s neck part for a predetermined period of time. 
Also, it Was con?rmed that a headache and fever Were cured 
When loW-temperature stimulation Was applied to the other 
Spots on the body suitable for acupuncture (i.e. the acu 
puncture point Hegu, the acupuncture point Quchi, the 
acupuncture point Taiyang, the acupuncture point Fengchi, 
the acupuncture point Baihui, the acupuncture point Zusanli, 
the acupuncture point Taichong, the acupuncture point 
Yongquan, the acupuncture point RenZhong, the acupunc 
ture point DaZhui, the acupuncture point Tongtian). 

[0005] Therefore, an object of the present invention is to 
provide a device capable of curing hypertension by stimu 
lating the patient’s carotid sinus (acupuncture point Reny 
ing) by repeated cold pressure vibration in person With no ill 
effects. 

[0006] To achieve the above object, a cooling device is in 
contact With the patient’s carotid sinus (acupuncture point 
Renying) and stimulates it at a loW temperature of —1° 
C.~+5° C. for about 4~10 minutes. The contact tip of the 
present invention maintains a temperature of —15° C.~+5° C. 
in case it does not contact a human’s body. 

[0007] FIG. 1 shoWs a product invented by the inventor of 
the present invention. In the draWing, a heat sink made of 
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metal material With a good heat conductivity includes a 
conical cooling pin having a number of miniaturiZed vibra 
tion motors arranged at regular intervals to emit heat to the 
outside easily, and a coupling slit formed in the front end 
thereof to couple a cap, and through holes formed in the side 
surface to draW out electric Wires. 

[0008] A thermo electric module (thermoelement) is 
mounted at the center of the upper end portion of the heat 
sink, and at this time, a heat generating surface of the thermo 
electric module is directed to the heat sink, and a cooling 
surface of the thermo electric module (hereinafter, called 
“T.E module”) has a contact tip, Which has a hemispheric 
magnet mounted at the top of the TB module. Furthermore, 
the electric Wires of the TB module are draWn out of the 
loWer end of the heat sink through the holes formed in the 
side surface of the heat sink. 

[0009] The contact tip has the optimal volume to transmit 
cooling temperature, Which is set by a user, to the patient’s 
affected portion the fastest. 

[0010] A cooling fan is mounted at the loWer end portion 
of the heat sink to effectively remove heat emitted from the 
heat generating surface of the TB module, thereby maXi 
miZing a cooling ef?ciency of the TB module. 

DISCLOSURE OF INVENTION 

[0011] Accordingly, the present invention has been made 
in vieW of the above problems, and it is an object of the 
present invention to provide a hypertension descending 
device capable of stimulating a patient’s carotid sinus (acu 
puncture point Renying) at a loW temperature, Which 
includes a temperature sensor for sensing a cooling tem 
perature of a contact tip contacting With the patient’s carotid 
sinus (Acupuncture point Renying), and Which compares a 
temperature of the contact tip set by a user With a tempera 
ture of the contact tip sensed by the temperature sensor to 
automatically control the temperature of the contact tip 
according to the temperature difference, thereby automati 
cally setting the cooling temperature of the contact tip 
according to the patients’ physical constitutions. 

[0012] Another object of the present invention is to pro 
vide a hypertension descending device capable of stimulat 
ing a patient’s carotid sinus (Acupuncture point Renying) at 
a loW temperature, Which includes a heat sink and a cooling 
fan mounted at the loWer portion of a Thermo electric 
module (hereinafter, called “T.E module”) for cooling doWn 
the contact tip substantially, thereby improving cooling 
ef?ciency of the TB module. 

[0013] To achieve the above objects, the contact tip pro 
trudes to the upper end portion of a case to be in contact With 
the patient’s carotid sinus (Acupuncture point Renying) 
portion, and the TB module is disposed on the loWer end of 
the contact tip to cool doWn the temperature of the contact 
tip to the temperature set by the user. 

BRIEF DESCRIPTION OF DRAWINGS 

[0014] Further objects and advantages of the invention can 
be more fully understood from the folloWing detailed 
description taken in conjunction With the accompanying 
draWings in Which: 

[0015] FIG. 1 is a sectional vieW of a structure of a 
cooling device according to the present invention; 
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[0016] FIG. 2 is a photograph of a hypertension descend 
ing device according to the present invention; 

[0017] FIG. 3 is a vieW of a structure and a circuit diagram 
of a controlling device; 

[0018] FIG. 4 is a vieW shoWing designs of the outWard 
pattern of the hypertension descending device; 

[0019] FIG. 5 is a circuit diagram of the hypertension 
descending device; 

[0020] FIG. 6 is a vieW shoWing the outWard pattern of the 
hypertension descending device; 

[0021] FIG. 7 is a vieW of an anatomiZed structure of a 
human’s carotid sinus; 

[0022] FIG. 8 is a vieW of the position of a human’s 
carotid sinus; and 

[0023] FIG. 9 is a vieW of the position of a human’s 
Acupuncture point Renying, shoWing a state in Which the 
hypertension descending device is in contact With the Acu 
puncture point Renying. 

[0024] FIG. 10 is a vieW of the position of a human’s 
Spots on the body suitable for acupuncture. 

[0025] FIG. 11 is a vieW of the anatomical chart shoWing 
a human’s Spots on the body suitable for acupuncture. 

[0026] FIG. 12 is a vieW of the position of a human’s 
Acupuncture point Renying (ST 9 acupoint). 

BEST MODE FOR CARRYING OUT THE 
INVENTION 

[0027] The present invention Will noW be described in 
detail in connection With preferred embodiments With ref 
erence to the accompanying draWings. 

[0028] FIG. 6 shoWs a case, Which is the outWard appear 
ance of a hypertension descending device using loW tem 
perature according to the present invention. A contact tip to 
be in contact With a patent’s carotid sinus (Acupuncture 
point Renying) portion protrudes upWardly from the upper 
end portion of the case. 

[0029] As shoWn in FIG. 2, a thermo electric module 
(hereinafter, called “T.E module”) is mounted at the loWer 
end portion of the contact tip to cool the contact tip to a 
cooling temperature set by the user according to input 
current. At this time, as shoWn in FIG. 1, the T.E module has 
a cooling surface formed on the upper surface thereof, Which 
is in contact With the contact tip, and a heat generating 
surface formed on the loWer surface thereof, Which is in 
contact With a heat sink. 

[0030] The heat sink is mounted on the loWer portion of 
the T.E module, and has a cooling fan mounted at the loWer 
end thereof for discharging heat emitted from the heat sink 
to the outside so as to improve a cooling efficiency of the T.E 
module. 

[0031] Therefore, When the T.E module is operated, the 
cooling fan is also operated, and then, a great deal of heat is 
removed fast through the heat sink being in contact With the 
heat generating surface of the T.E module using forced 
convection, so that the T.E module shoWs more improved 
cooling efficiency. 
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[0032] MeanWhile, the present invention includes a con 
trolling device for maintaining the cooling temperature of 
the contact tip set by the user. The controlling device 
includes a key input part (sWitch) for starting and terminat 
ing operation, an LED for displaying the present status, and 
a buZZer for informing start and termination of operation to 
the user. 

[0033] The operation of the present invention having the 
controlling device (see FIG. 5) Will be described as folloWs. 

[0034] First, When a user supplies poWer source by 
manipulating the key input part, the buZZer informs the user 
of start of operation by a continuous sound of “buZZ~, 
buZZ~”, and the LED emits light to shoW application of 
poWer source. The controlling device controls strength of 
electric current supplied to the T.E module according to 
supplied control signal, and the T.E module cools the contact 
tip according to the electric current supplied from the 
controlling device. 

[0035] At this time, a temperature sensor mounted on the 
contact tip senses the present cooling temperature of the 
contact tip and transmits it to a temperature controller, and 
the temperature controller compares the present cooling 
temperature sensed by the temperature sensor With the 
temperature of the contact tip set by the user. After that, the 
temperature controller outputs control signal, Which is 
modulated in pulse Width corresponding to the temperature 
difference betWeen the set temperature and the present 
cooling temperature, to a current controller. The current 
controller controls the strength of electric current supplied to 
the T.E module according to the pulse Width modulated 
control signal inputted from the temperature controller, so 
that the cooling temperature of the contact tip can be 
maintained at the cooling temperature set by the user. 

[0036] Furthermore, When the T.E module is operated, the 
cooling fan is also operated, and smoothly emits heat 
emitted from the heat generating surface of the T.E module 
through the heat sink to improve the cooling efficiency of the 
T.E module, so that the contact tip can reach a desired 
cooling temperature faster. 

[0037] MeanWhile, FIG. 5 is a simple circuit diagram 
shoWing the controlling device applied to the present inven 
tion. 

[0038] In the draWing, the temperature sensor 26 includes 
a thermister 26a and resistances R5 and R6, Which have 
resistance values varied according to a temperature change 
of the surroundings. 

[0039] Therefore, When the temperature of the contact tip 
is changed, the temperature controller 28 can sense the 
present cooling temperature of the contact tip While the 
resistance value of the thermister 26a is varied. 

[0040] The key input part 27 includes a number of 
sWitches SW1~SW4 and resistances R1~R4 for alloWing the 
user to input a desired setting temperature. In the draWings, 
unexplained reference numeral 27a is a buZZer. 

[0041] The current controller 29 is to control electric 
current supplied to the T.E module 23 according to the pulse 
Width modulated control signal, Which is outputted from the 
temperature controller 28. The current controller 29 includes 
a smoothing ?lter 29b, Which has resistances R7 and R9 and 
a capacitor C1, and Which converts the pulse Width modu 
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lated control signal outputted from the temperature control 
ler 28 into DC signal of a predetermined level, and a 
transistor Q for varying strength of electric current supplied 
to the T.E module 23 according to signal outputted from an 
arithmetic ampli?er 29a. 

[0042] That is, the current controller 29 receives the 
control signal, Which is supplied from the temperature 
controller 28, from the smoothing ?lter 29b, and converts it 
into DC signal of the predetermined level. The DC signal of 
the predetermined level outputted from the smoothing ?lter 
29b is supplied to the transistor Q after being ampli?ed in 
the arithmetic ampli?er 29a. The transistor Q supplies 
electric current corresponding to inputted voltage to the T.E 
module, so that the cooling operation of the T.E module 23 
can be realiZed. 

[0043] The level of DC signal outputted from the smooth 
ing ?lter 29b is varied according to pulse Width of control 
signal outputted from the temperature controller 28, and the 
strength of electric current supplied to the T.E module 23 is 
varied according to the level of DC signal outputted from the 
smoothing ?lter 29b, so that the cooling temperature of the 
contact tip can be controlled. 

[0044] As described above, after the operation is started, 
When the user contacts the cooled contact tip onto the 
patient’s carotid sinus (Acupuncture point Renying) shoWn 
in FIGS. 7, 8 and 9 for 4-10 minutes, hypertension can be 
descended effectively. 

[0045] As a result of stimulating the patient’s carotid sinus 
(Acupuncture point Renying) portion With cold pressure 
using the present invention, the numerical value of hyper 
tension Was loWered, for example, 60 patients, Who had 
blood pressure of about 170 mmHg, Were stimulated at a loW 
temperature of about 2° C.:3° C. for 4-10 minutes every 
day for about 3 months, and thereby, the blood pressure of 
the hypertensive patients Was descended to about 40 mmHg. 
At this time, duration time of hypertension descending Was 
about 6-8 hours. 

[0046] As described above, it Was con?rmed that the 
cooling temperature Was harmless to the human body as the 
cooling temperature Was descended by the human body’s 
temperature, namely, body temperature, even though the 
loW-temperature stimulation Was applied to the patient’s 
carotid sinus (Acupuncture point Renying) portion. 

[0047] Experimental Example 
[0048] I. Subject and Method of Study 

[0049] 1. Subject 

[0050] To observe a hypertension descending effect of the 
hypertension descending device according to the present 
invention, 120 hypertensive patients, Who live in Seosan 
from October to December of 2002 year, Were divided into 
an HDD group and a control group Without regard to age and 
sex distinction. The HDD group, Which used the hyperten 
sion descending device, had 60 members, and the control 
group, Which used antihypertensive agent, also had 60 
members. 

[0051] The members of the HDD group and the control 
group Were selected on the basis of patients Who Were in 
similar age and disease condition and the same sex distinc 
tion. Moreover, the patients, Who participated in this experi 
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mental test, Were all adults and had blood pressure exceed 
ing normal range, Which Was measured three times Within a 
predetermined period of time. 

[0052] 2. Measuring Method 

[0053] The HDD group did not take antihypertensive 
agent at all during the experimental duration, and used only 
the hypertension descending device according to the present 
invention. The contact tip of the hypertension descending 
device Was in contact With the patient’s Acupuncture point 
Renying located at the left side or the right side of the human 
body’s neck portion. 

[0054] The experimental duration Was about 3 months by 
5 minutes every day, and during the above duration, blood 
pressure Was measured before medical cure, directly after 
the medical cure, and after 30 minutes from the medical 
cure. 

[0055] The control group took antihypertensive agent 
according to a physician’s prescription. The experimental 
duration Was about 3 months, and blood pressure Was 
measured once every day. 

[0056] To measure blood pressure, an automatic blood 
pressure measuring device manufactured by the JAWON 
Medical Co., Ltd. Was used. 

[0057] 3. Search Method 

[0058] To select the HDD group and the control group, the 
standard (see Table 1) de?ned by JNC-VI (1997) and 
WHO/ISH (1999) Was applied, and persons Who had blood 
pressure exceeding the normal range Were prescribed as 
hypertensive patients. 

[0059] During the experimental duration, the members of 
the HDD group did not take antihypertensive agent at all, 
and used only the hypertension descending device manu 
factured by the JAWON Medical Co., Ltd. On the other side, 
the members of the control group took antihypertensive 
agent. 

TABLE 1 

Standard of hypertension de?ned by 
JNC-VI 1997 and WHOZISH 1999 

Systolic state 
Division (mmHg) Atonic state (mmHg) 

Optimal <120 <80 
Normal <130 <85 
High normal 130-139 85-89 
Hypertension 

Grade 1 (light case) 140-159 90-99 
Borderline hypertension 140-149 90-94 
Grade 2 (middle case) 160-179 100-109 
Grade 3 (serious case) >180 >110 
Isolated systolic hypertension >140 <90 
Borderline 140-149 <90 

[0060] 4. Criterion of Curing Result 

[0061] A criterion of curing effect Was divided into three 
stages according to the descending level of systolic blood 
pressure, and the curing effect Was judged by percentage 
using an Excel program by the Microsoft corporation. 
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[0062] A. Excellent: in case of that systolic blood 
pressure more than 20 mmHg Was descended. 

[0063] B. Good: in case of that systolic blood pres 
sure of about 10-20 mmHg Was descended. 

[0064] C. Poor: in case of that systolic blood pressure 
of about 10 mmHg or less Was descended. 

[0065] II. Result 

[0066] 1. Age and Sex Distinction of HDD Group 

[0067] The subject members for study Were all 120 
people, including the HDD group having 60 members and 
the control group having 60 members. The HDD group had 
25 males and 35 females, and its average age Was 58.9 (see 
Table 2). 

TABLE 2 

Distribution of Age in HDD and Control Group 

Age Male N. Female N. Total 

40-49 5 5 10 
50-59 7 14 21 
60-69 12 16 28 
70-79 1 0 1 

Total 25 35 60 

N: Number of patient 

[0068] 2. Age and Sex Distinction of Control Group 

[0069] The control group had 60 members including 28 
males and 32 females, and its average age Was 58.2 (see 
Table 3). 

TABLE 3 

Distribution of Sex in HDD and Control Group 

Age Male N. Female N. Total 

40-49 2 4 6 
50-59 14 16 30 
60-69 12 12 24 
70-79 0 0 0 

Total 28 32 60 

[0070] 3. Grade Distribution of Subject Patient 

[0071] The 60 members of the HDD group Were classi?ed 
into 18 persons of hypertension grade 1, 37 persons of 
hypertension grade 2, and 5 persons of hypertension grade 
3. The 60 members of the control group Were classi?ed into 
18 persons of hypertension grade 1, 32 persons of hyper 
tension grade 2, and 10 persons of hypertension grade 3 (see 
Tabe 4). 

TABLE 4 

Grade Distribution of Hypertention 

HDD Control Group Total 

Hypertention Grade1 18 18 36 
Hypertention Grade2 37 32 69 
Hypertention Grade3 5 10 15 

Total 60 60 120 
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[0072] 4. Curing Effect of Hypertension Grades 1 and 
2 

[0073] In the HDD group, the hypertensive patients of 
hypertension grades 1 and 2 Were total 55 persons, Wherein 
25 persons (45.5%) obtained an excellent curing effect, 23 
persons (41.8%) obtained a good curing effect, and so, total 
48 persons (87.3%) obtained an effective curing result, but 
only 7 persons (12.7%) obtained a poor curing result. 

[0074] MeanWhile, in the control group, the hypertensive 
patients of hypertension grades 1 and 2 Were total 50 
persons, Wherein 23 persons (46.0%) obtained an excellent 
curing effect after taking antihypertensive agent, 21 persons 
(42.2%) obtained a good curing effect, and so, total 44 
persons (88.0%) obtained an effective curing result, but only 
6 persons (12.0%) obtained a poor curing result (see Table 
5 . 

[0075] In case of the hypertension grades 1 and 2, there 
Was little difference betWeen the HDD group and the control 
group. 

TABLE 5 

Result in hypertention grade 1 and 2 

HDD Control Group 

Excellent 25(45.5%) 23(46.0%) 
Good 23(41.s%) 21(42.0%) 
Poor _7(12.7%) _6(12.0%) 

Total 55 50 

Effect 4s/55(s7.3%) 44/50(ss.0%) 

[0076] 5. Curing Effect of Hypertension Grade 3 

[0077] There Were 5 hypertensive patients of hypertension 
grade 3 in the HDD group, Wherein the 5 hypertensive 
patients of hypertension grade 3 obtained little curing effect 
by the hypertension descending device as blood pressure 
descending of the 5 hypertensive patients Was about 10 
mmHg or less. 

[0078] There Were 10 hypertensive patients of hyperten 
sion grade 3 in the control group, Wherein 7 persons (70%) 
of the hypertensive patients obtained an excellent curing 
effect after taking antihypertensive agent, and 3 persons 
(30%) obtained a poor curing effect (see Table 6). 

TABLE 6 

Result in Hypertention Grade 3 

HDD Control Group 

Excellent 0(0%) 7(70%) 
Good 0(0 %) 0(0%) 
Poor i100%) 3(30%) 

Total 5 10 

[0079] 6. Comparison of Curing Effect 

[0080] 48 persons (80.0%) of the total 60 hypertensive 
patients in the HDD group obtained an effective curing result 
using the hypertension descending device according to the 
present invention, but 51 persons (85.0%) in the control 
group obtained the effective curing result after taking hyper 
tensive agent (see Table 7). 
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TABLE 7 

Comparison of Effect between HDD and Control Group 

HDD Control Group 

Effect 48/60(80.0%) 51/60(85.0%) 

[0081] 
[0082] To check a hypertension descending effect of the 
hypertension descending device according to the present 
invention, the hypertension descending device applied cold 
stimulation to the Acupuncture point Renying in relation 
With 120 hypertensive patients of hypertension grades 1, 2 
and 3. 

[0083] 1. 87.3% of the hypertensive patients of 
hypertension grades 1 and 2 in the HDD group 
obtained the effective curing result by the hyperten 
sion descending device according to the present 
invention, and 88.0% of the hypertensive patients of 
hypertension grades 1 and 2 in the control group 
obtained the effective curing result after taking anti 
hypertensive agent, and so, the HDD group and the 
control group shoWed similar curing effect. 

[0084] 2. The curing effect of the hypertensive 
patients of hypertension grade 3 in the HDD group 
Was still less than that of the hypertensive patients of 
hypertension grade 3 in the control group. 

[0085] 3. The effective curing result of the total 
hypertensive patients in the HDD group Was 80.0%, 
but that of the total hypertensive patients in the 
control group Was 85.0%. 

III. Conclusion 

[0086] As you can see from the above, the hypertension 
descending effect of the hypertension descending device by 
the low-temperature stimulating device onto the patient’s 
Acupuncture point Renying, and so, it can be used as 
substitution for antihypertensive agent for the hypertensive 
patients of hypertension grades 1 and 2, and help to prevent 
the progress from the hypertension grade 1 to the hyperten 
sion grade 2 or 3. 

[0087] As described above, the hypertension descending 
device according to the present invention shoWs excellent 
effect in hypertension descent. A hypertensive patient of a 
light case can make a living only by using the hypertension 
descending device Without taking antihypertensive agent. In 
addition, a hypertensive patient of a serious case can use the 
hypertension descending device and antihypertensive agent 
together. In this case, a use amount of antihypertensive agent 
can be largely reduced. 
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INDUSTRIAL APPLICABILITY 

[0088] As described above, the hypertension descending 
device according to the present invention is designed to 
alloW common users to use it easily, and provides a good 
hypertension descent effect by stimulating the patient’s 
carotid sinus (Acupuncture point Renying) portion While 
maintaining a uniform cooling temperature of the contact 
tip, Which is in contact With the patient’s carotid sinus 
(Acupuncture point Renying) portion. 
[0089] While the present invention has been described 
With reference to the particular illustrative embodiments, it 
is not to be restricted by the embodiments but only by the 
appended claims. It is to be appreciated that those skilled in 
the art can change or modify the embodiments Without 
departing from the scope and spirit of the present invention 

What is claimed is: 
1. A hypertension descending device, Which includes a 

contact tip protruding upWardly, a thermo electric module 
having a heat sink mounted at the loWer portion thereof, and 
a cooling fan and a number of vibration motors mounted at 
the loWer portion of the heat sink, the loWer part of the 
hypertension descending device comprising: 

a temperature sensor having a thermister and resistances; 

a temperature controller for checking a cooling tempera 
ture of the contact tip While a resistance value of the 
thermister is varied When the temperature of the contact 
tip is changed; 

a key input part having a number of switches and resis 
tances for inputting a temperature set by a user; and 

a current controller for controlling electric current sup 
plied to the thermo electric module according to pulse 
Width modulated control signal outputted from the 
temperature controller, the current controller having a 
smoothing ?lter and a transistor, the smoothing ?lter 
having resistances and a capacitor, the transistor for 
varying strength of electric current supplied to the 
thermo electric module according to signal outputted 
from an arithmetic ampli?er, 

Wherein the contact tip is in contact With a patient’s 
carotid sinus (Acupuncture point Renying: about 10 
mm/DIA), Which is located at the left side or the right 
side of the patient’s neck portion, at the temperature of 
about 2° C.:3° C. for 4~10 minutes and stimulates the 
patient’s carotid sinus portion by cold pressure, so that 
a barorecepter for controlling blood pressure by the 
patient’s autonomic nervous system descends the blood 
pressure by stimulating the central nervous system. 

* * * * * 


