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DEVICE, SYSTEM AND METHOD FOR 
REDUCING POWER IN A MEMORY DEVICE 

DURING STANDBY MODES 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates generally to inte 
grated circuits and, more speci?cally, to reducing power 
usage in dynamic random access memory devices during 
standby periods. 

[0003] 2. State of the Art 

[0004] Portable electronic devices require data storage, 
such as a memory device, for providing large storage 
capacity and loW poWer consumption. To reduce poWer 
consumption and extend available poWer supplies, such as 
batteries, the memory device typically operates in a loW 
poWer mode When stored data is not being accessed. In the 
loW-poWer mode, supply voltages Within the memory device 
is typically reduced to loWer the poWer consumption of the 
components. While the supply voltages are varied to reduce 
poWer consumption in the loW-poWer mode, data stored 
Within the memory devices must be retained. 

[0005] In typical electronic devices, large storage capaci 
ties are generally desirable. Accordingly, dynamic random 
access memory (DRAM), Which has a relatively large stor 
age capacity over other types of memories, is frequently 
utilized. In a DRAM, the data is “dynamic” because the data 
stored Within the memory cells of the memory device must 
be periodically recharged or “refreshed” to maintain an 
adequate charge to signify a speci?c data bit state. By Way 
of example, a conventional DRAM device includes a plu 
rality of memory cells arranged in roWs and columns With 
each memory cell further including an access transistor and 
a storage capacitor connected in series betWeen a digital line 
and a reference voltage generally equivalent to VCC/2. 

[0006] The data stored in the memory cell in the form of 
voltage across the capacitor must be periodically refreshed. 
Generally, once the data is stored in the form of a voltage 
across the capacitor and the access transistor is deactivated, 
leakage currents result in this stored voltage Which change 
over time and, if not refreshed, may result in a different 
binary state of data being stored in the memory cell. Those 
of ordinary skill in the art appreciate that in a conventional 
DRAM memory cell, the storage capacitor is recharged each 
time the memory cell is read as the reading operation 
refreshes or recharges the memory cell to an adequate 
voltage level to retain the corresponding logic information 
stored therein. 

[0007] It should be appreciated that since the charge stored 
Within the storage capacitor depletes, the refreshing opera 
tion must be performed at a speci?ed rate in order to retain 
the logic stored Within the memory cells. The rate at Which 
the data stored in the memory cells must be periodically 
refreshed is knoWn as the “refresh rate” of the memory cells 
and is a function of a number of different parameters 
including the operating temperature of the DRAM, the 
number of roWs of memory cells in the array and the value 
of the supply voltage VCC applied to the DRAM, to name 
a feW. As the supply voltage VCC decreases, the refresh rate 
increases due, for example, to a reduced voltage being stored 
across the storage capacitors and the need to refresh this 
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voltage more frequently to ensure the stored voltage does 
not decay to an insuf?cient level due to the leakage currents. 
The refresh rate also must increase as the supply voltage 
VCC decreases to minimiZe the possibility of restoring 
incorrect data into the memory cell. 

[0008] Where the memory cell is contained in a DRAM, 
a memory controller typically reads data from the desired 
memory cells in response to requests from a microprocessor 
or other control unit causing each accessed memory cell to 
be automatically refreshed as described. HoWever, the data 
stored in all the memory cells must be periodically refreshed 
and, as a result, a periodic refresh command to the DRAM 
containing the memory cells must be issued thereby causing 
the control circuitry to access each memory cell. Even When 
the memory controller is not accessing the DRAM, the 
memory cells must still be periodically refreshed. To refresh 
the memory cells under such conditions, the memory con 
troller issues a self-refresh command to the DRAM placing 
the DRAM in a self-refresh mode of operation during Which 
circuitry internal to the DRAM periodically refreshes the 
memory cells. 

[0009] The issuance of a self-refresh command to a 
DRAM by a microprocessor, for example, signi?es that the 
microprocessor or other controlling circuitry is preoccupied 
With other functionality and is not in need of imminent data 
from the DRAM. 

[0010] While some progress has been made at reducing 
poWer consumed by a DRAM When in various standby-like 
modes, additional improvements are highly desirable. 
Therefore, there is a need for an improved approach for 
further minimiZing the poWer consumed by a DRAM. 

BRIEF SUMMARY OF THE INVENTION 

[0011] The present invention is directed, in exemplary 
embodiments, to a device and system for reducing poWer in 
a DRAM during standby modes. In one embodiment, a 
circuit for reducing poWer during a standby mode of a 
memory device is provided. The device includes a reference 
including at least ?rst and second reference signals, a 
sWitching device and a ?rst regulator. The sWitching device 
includes at least ?rst and second sWitching inputs respec 
tively coupled to the at least ?rst and second reference 
signals and a sWitching output con?gured to toggle from 
outputting the ?rst reference signal to outputting the second 
reference signal during a standby mode. The ?rst regulator 
is coupled and responsive to the sWitching output of the 
sWitching device and the ?rst regulator is con?gured to 
output a ?rst internal operational poWer derived from an 
external operational poWer as regulated by one of the ?rst 
and second reference signals. 

[0012] In another exemplary embodiment of the present 
invention, a memory device is provided. The memory device 
comprises a memory array including at least one memory 
cell con?gured to be periodically refreshed, control logic 
coupled to the memory array and responsive to mode 
commands from a memory controller and a circuit for 
reducing poWer during a standby mode of the mode com 
mands. The circuit includes a reference having at least ?rst 
and second reference signals, a sWitching device and a ?rst 
regulator. The sWitching device includes at least ?rst and 
second sWitching inputs respectively coupled to the at least 
?rst and second reference signals and a sWitching output 
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con?gured to toggle between outputting the ?rst reference 
signal to outputting the second reference signal during a 
standby mode. The ?rst regulator is coupled and responsive 
to the sWitching output of the sWitching device and the ?rst 
regulator is con?gured to output a ?rst internal operational 
poWer derived from an eXternal operational poWer as regu 
lated by one of the ?rst and second reference signals. 

[0013] In yet another embodiment, an electronic system 
including an input device, an output device, a memory 
device, and a processor device coupled to the input, output, 
and a memory device is provided. The memory device 
includes a memory array having at least one memory cell 
con?gured to be periodically refreshed, control logic 
coupled to the memory array and responsive to mode 
commands from a memory controller and a circuit for 
reducing poWer during a standby mode of the mode com 
mands. The control logic includes a reference including at 
least ?rst and second reference signals, a sWitching device 
and a ?rst regulator. The sWitching device including at least 
?rst and second sWitching inputs respectively coupled to the 
at least ?rst and second reference signals and a sWitching 
output con?gured to toggle betWeen outputting the ?rst 
reference signal to outputting the second reference signal 
during a standby mode. The ?rst regulator coupled and 
responsive to the sWitching output of the sWitching device, 
the ?rst regulator con?gured to output a ?rst internal opera 
tional poWer derived from an eXternal operational poWer as 
regulated by one of the ?rst and second reference signals. 

[0014] In yet a further embodiment of the present inven 
tion, an integrated circuit die is provided. The die includes 
a memory array having at least one memory cell con?gured 
to be periodically refreshed and control logic coupled to the 
memory array and responsive to mode commands from a 
memory controller. The die further includes a circuit for 
reducing poWer during a standby mode of the mode com 
mands. The circuit includes a reference With at least ?rst and 
second reference signals and a sWitching device including at 
least ?rst and second sWitching inputs respectively coupled 
to the at least ?rst and second reference signals and a 
sWitching output con?gured to toggle betWeen outputting 
the ?rst reference signal to outputting the second reference 
signal during a standby mode. The circuit further includes a 
?rst regulator coupled and responsive to the sWitching 
output of the sWitching device, the ?rst regulator con?gured 
to output a ?rst internal operational poWer derived from an 
external operational poWer as regulated by one of the ?rst 
and second reference signals. 

[0015] In another embodiment of the present invention, a 
semiconductor Wafer is provided. The Wafer includes an 
integrated circuit With a memory array including at least one 
memory cell con?gured to be periodically refreshed, control 
logic coupled to the memory array and responsive to mode 
commands from a memory controller and a circuit for 
reducing poWer during a standby mode of the mode com 
mands. The circuit includes a reference, sWitching device 
and a ?rst regulator. 

[0016] In yet a further embodiment of the present inven 
tion, a method for reducing poWer during a standby mode of 
a memory device is provided. The method includes sWitch 
ing from a higher reference signal to a loWer reference signal 
as an output reference signal during a standby mode of a 
memory device and regulating a ?rst loWer internal opera 
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tion poWer from an eXternal operational poWer in response 
to the output reference signal during the standby mode. The 
?rst loWer internal operational poWer is con?gured to oper 
ate at least a ?rst portion of the memory device during a 
duration of the standby mode. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWINGS 

[0017] In the draWings, Which illustrate What is currently 
considered to be the best mode for carrying out the inven 
tion: 

[0018] FIG. 1 is a functional block diagram of a memory 
system including a memory controller and a memory device 
Which further includes standby mode poWer reduction cir 
cuitry, according to an embodiment of the present invention; 

[0019] FIG. 2 is a circuit diagram of poWer reduction 
circuitry to generate a regulated poWer responsive to a 
self-refresh mode of a memory system, in accordance With 
an embodiment of the present invention; 

[0020] FIG. 3 is a circuit diagram of poWer reduction 
circuitry to generate a regulated poWer and DLL poWer 
responsive to a self-refresh mode of a memory system, in 
accordance With another embodiment of the present inven 
tion; 
[0021] FIG. 4 is a circuit diagram of poWer reduction 
circuitry to generate a regulated poWer responsive to a 
poWer-doWn mode of a memory system, in accordance With 
a further embodiment of the present invention; 

[0022] FIG. 5 is a circuit diagram of poWer reduction 
circuitry to generate a regulated poWer and DLL poWer 
responsive to a poWer-doWn mode of a memory system, in 
accordance With yet another embodiment of the present 
invention; 
[0023] FIG. 6 is a graph illustrating reduced poWer con 
sumption, in accordance With one or more embodiments of 

the present invention; 

[0024] FIG. 7 is a functional block diagram illustrating a 
computer system including the memory device, in accor 
dance With an embodiment of the present invention; and 

[0025] FIG. 8 is a diagram illustrating a semiconductor 
Wafer having a circuit thereon for reducing poWer consump 
tion in a memory device, in accordance With an embodiment 
of the present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0026] In an attempt to further reduce poWer consumption 
by a DRAM, internal circuitry is responsive to standby-like 
commands such as self-refresh and poWer-doWn commands 
and loWers or suspends operation of poWer consuming 
portions of the DRAM. For eXample, if the microprocessor 
or other controlling circuitry is not in need of imminent data 
from the DRAM, then functionality such as input/output 
buffers are temporarily unnecessary and the poWer supply 
thereto may be reduced or entirely removed for the duration 
of the self-refresh mode. Other memory device components 
may be reduced in poWer by loWering their operational 
voltages While remaining Within their operational speci?ca 
tions. 
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[0027] FIG. 1 is a functional block diagram of a memory 
system 200 including a memory controller 202 coupled to a 
memory device 204 that includes a standby mode poWer 
reduction circuit 206 for reducing poWer consumption on a 
memory device during a standby-like mode, in accordance 
With various embodiments of the present invention. In 
operation, the circuit 206 further regulates at least portions 
of the internal voltages doWn to loWer levels during speci?c 
standby-like modes, an example of Which are self-refresh 
and poWer-doWn modes. The memory device 204 in FIG. 1 
is a double-data rate (DDR) synchronous dynamic random 
access memory (“SDRAM”), although the principles 
described herein are applicable to any memory device 
containing memory cells that must be refreshed (i.e., that 
store dynamic data), such as conventional DRAMs and 
SDRAMs, as Well as packetiZed memory device like syn 
chronous link DRAM (“SLDRAM”) and Rambus DRAM 
(“RDRAM”), and are equally applicable to any integrated 
circuit that stores dynamic data. In the folloWing description, 
certain details are set forth to provide a suf?cient under 
standing of the invention. It Will be clear to one of ordinary 
skill in the art, hoWever, that the invention may be practiced 
Without these particular details. In other instances, Well 
knoWn circuits, control signals, timing protocols, and soft 
Ware operations have not been shoWn in detail or omitted 
entirely in order to avoid unnecessarily obscuring the inven 
tion. 

[0028] Before describing the poWer reduction circuit 206 
in more detail, the various components of the memory 
device 204 Will ?rst be described. The memory controller 
202 applies roW, column, and bank addresses to an address 
register 208 over an address bus ADDR. Typically, a roW 
address RA and a bank address BA are initially received by 
the address register 208 and applied to a roW address 
multiplexer 208 and bank control logic circuit 210, respec 
tively. The roW address multiplexer 208 applies either the 
roW address RA received from the address register 208 or a 
refresh roW address RFRA received from the self-refresh 
counter 246 to a plurality of roW address latch and decoder 
circuits 214A-D. The bank control logic 212 activates the 
roW address latch and decoder circuit 214A-D correspond 
ing to either the received bank address BA or a refresh bank 
address RFBA from the self-refresh counter 246, and the 
activated roW address latch and decoder circuit latches and 
decodes the received roW address. In response to the 
decoded roW address, the activated roW address latch and 
decoder 214A-D applies various signals to a corresponding 
memory bank or array 216A-D to activate a roW of memory 
cells corresponding to the decoded roW address. The data in 
the memory cells in the accessed roW is stored in sense 
ampli?ers coupled to the array 216A-D, Which also-re 
freshes the accessed memory cells as previously described. 
The roW address multiplexer 210 applies the refresh roW 
address RFRA to the roW address latch and decoders 
214A-D and the bank control logic circuit 212 uses the 
refresh bank address RFBA When the memory device 204 
operates in an auto-refresh or self-refresh mode of operation 
in response to the controller 202 applying an auto- or 
self-refresh command to the memory device 204. 

[0029] After the address register 208 via memory control 
ler 202 has applied the roW and bank addresses RA, BA, the 
memory controller applies a column address CA on the 
address bus ADDR. The address register 208 provides the 
column address CA to a column address counter and latch 
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circuit 218 Which, in turn, latches the column address and 
applies the latched column address to a plurality of column 
decoders 220A-D. The bank control logic 212 activates the 
column decoder 220A-D corresponding to the received bank 
address BA, and the activated column decoder decodes the 
column address CA from the counter and latch circuit 218. 
Depending on the operating mode of the memory device 
204, the counter and latch circuit 218 either directly applies 
the latched column address to the decoders 220A-D, or 
applies a sequence of column addresses to the decoders 
starting at the column address CA provided by the address 
register 208. In response to the column address from the 
counter and latch circuit 218, the activated column decoder 
222A-D applies decode and control signals to an I/O gating 
and data masking circuit 222 Which, in turn, accesses 
memory cells corresponding to the decoded column address 
in the activated roW of memory cells in the array 216A-D 
being accessed. 
[0030] During data read operations, data being read from 
the activated array 216A-D is coupled through the I/O gating 
and data masking circuit 222 to a read latch 224. The circuit 
222 supplies N bits of data to the read latch 224, Which then 
applies tWo N/2 bit Words to a multiplexer 226. In a speci?c 
embodiment, the circuit 222 may provide 64 bits to the read 
latch 224 Which, in turn, provides tWo 32 bits Words to the 
multiplexer 226. A data driver circuit 228 sequentially 
receives the N/2 bit Words from the multiplexer 226 and also 
receives a data strobe signal DQS from a strobe signal 
generator 230 and a delayed clock signal CLKDEL from a 
delay-locked loop (DLL) circuit 232. The DQS signal has 
the same frequency as the CLK, CLK* signals, and is used 
by the controller 202 in latching data from the memory 
device 204 during read operations. In response to the 
delayed clock signal CLKDEL, the data driver circuit 228 
sequentially outputs the received N/2 bit Words as corre 
sponding data Words DQ that are in synchronism With rising 
and falling edges of the CLK signal, respectively, and also 
outputs the data strobe signal DQS having rising and falling 
edges in synchronism With rising and falling edges of the 
CLK signal, respectively. Each data Word DQ and the data 
strobe signal DQS collectively de?ne a data bus DATA 
coupled to the controller 202 Which, during read operations, 
latches the each N/2 bit DQ Word on the DATA bus 
responsive to the data strobe signal DQS. As Will be appre 
ciated by those of ordinary skill in the art, the CLKDEL 
signal is a delayed version of the CLK signal, and the DLL 
circuit 232 adjusts the delay of the CLKDEL signal relative 
to the CLK signal to ensure that the DQS signal and the DQ 
Words are placed on the DATA bus in synchronism With the 
CLK signal. The DATA bus also includes masking signals 
DQMO-X, Which Will be described in more detail beloW With 
reference to data Write operations. 

[0031] During data Write operations, the memory control 
ler 202 applies N/2 bit data Words DQ, the strobe signal 
DQS, and corresponding data masking signals DMO-X on 
the data bus DATA. A data receiver circuit 234 receives each 
DQ Word and the associated DMO-X signals, and applies 
these to an input register 236 that is clocked by the DQS 
signal. In response to a rising edge of the DQS signal, the 
input register 236 latches a ?rst N/2 bit DQ Word and the 
associated DMO-X signals, and in response to a falling edge 
of the DQS signal the input register latches the correspond 
ing N/2 bit DQ Word and associated DMO-X signals. The 
input register 236 provides the tWo latched N/2 bit DQ 
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Words as an N-bit Word to a Write FIFO and driver circuit 
238, Which clocks the applied DO Word and DMO-X signals 
into the Write FIFO and driver circuit in response to the DOS 
signal. The DO Word is clocked out of the Write FIFO and 
driver circuit 238 in response to the CLK signal, and is 
applied to the I/O gating and masking circuit 222. The 1/0 
gating and masking circuit 222 transfers the DO Word to the 
accessed memory cells in the activated array 216A-D sub 
ject to the DMO-X signals, Which may be used to selectively 
mask bits or groups of bits in the DO Words (i.e., in the Write 
data) being Written to the accessed memory cells. 

[0032] A control logic and command decoder circuit 240 
receives a plurality of command and clocking signals from 
the memory controller 202 over a control bus CONT, and 
generates a plurality of control and timing signals to control 
the components 206-238 during operation of the memory 
device 204. The command signals include a chip select 
signal CS*, a Write enable signal WE*, a column address 
strobe signal CAS*, and a roW address strobe signal RAS*, 
While the clocking signals include a clock enable signal 
CKE* and complementary clock signals CLK, CLK*, With 
the “*” designating a signal as being active loW. The 
memory controller 202 drives the command signals CS*, 
WE*, CAS*, and RAS* to values corresponding to a par 
ticular command, such as a read, Write, auto-refresh, and 
standby-like commands such as self-refresh and poWer 
doWn commands. In response to the clock signals CLK, 
CLK*, the command decoder circuit 240 latches and 
decodes an applied command, and generates a sequence of 
control signals, including poWer reduction control signal 
300, that control various components in the memory device 
to execute the function of the applied command. The clock 
enable signal CKE enables clocking of the command 
decoder circuit 240 by the clock signals CLK, CLK*. The 
command decoder circuit 240 latches command and address 
signals at positive edges of the CLK, CLK* signals (i.e., the 
crossing point of CLK going high and CLK* going loW), 
While the input registers 236 and data drivers 228 transfer 
data into and from, respectively, the memory device 204 in 
response to both edges of the data strobe signal DQS- and 
thus at double the frequency of the strobe signal and clock 
signals CLK, CLK*. For this reason the memory device 204 
is referred to as a double-data-rate device, With data being 
transferred to and from the device at double the rate of a 
conventional SDRAM, Which transfers data at a rate corre 
sponding to the frequency of the applied clock signal. The 
detailed operation of the control logic of the command 
decoder circuit 240 in generating the control and timing 
signals is conventional, and thus, for the sake of brevity, Will 
not be described in more detail. 

[0033] As previously mentioned, in battery-poWered elec 
tronic devices it is desirable to place the memory device 204 
in a standby or loW-poWer mode of operation When the 
memory controller 202 is not accessing data stored in the 
memory device. In the memory device 204, exemplary 
loW-poWer or standby modes include self-refresh and 
poWer-doWn modes. To place the memory device 204 in a 
self-refresh mode of operation, the memory controller 202 
applies a self-refresh command to the memory device. In 
response to the self-refresh command, the command decoder 
circuit 240 applies control signals to the roW address mul 
tiplexer 210 and the bank control logic circuit 212 that cause 
the circuits to utiliZe the refresh roW address RFRA and 
refresh bank address RFBA from the refresh counter 246 to 
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sequentially access each roW of memory cells in the memory 
array 216A-D to thereby refresh the memory cells. The 
refresh counter 246 controls the refresh rate at Which the 
memory cells in the arrays 216A-D0. The command decoder 
circuit 240 applies control signals 300 to poWer reduction 
circuit 206 Which further reduces poWer levels Within active 
portions of the memory device 204 by regulating an internal 
operational poWer VCCR 302 to portions of the circuitry to 
a loWer voltage level. In other embodiments, other opera 
tional poWers, an example of Which is illustrated as 
VCCDLL 304, may also be separately regulated to loWer 
operational poWer levels to isolated components, such as 
DLL 232, during standby-like modes. The operation of the 
poWer reduction circuit 206 during the standby-like modes 
along With the structure of the poWer reduction circuit Will 
noW be described in more detail. 

[0034] FIGS. 2-5 identify speci?c exemplary embodi 
ments of the poWer reduction circuit 206. Generally, the 
poWer reduction circuit utiliZes a ?rst reference signal of a 
higher voltage level for regulating operational poWer VCCR 
at a higher voltage level during fully operational (i.e., 
nonstandby-like) modes and When so commanded utiliZes a 
second reference signal of a loWer voltage level for regu 
lating the operational voltage VCCR to a loWer voltage level 
during standby-like modes. Those of ordinary skill in the art 
appreciate that standby-like modes signi?cantly reduce the 
poWer utiliZed on the memory device by turning off func 
tional portions of the memory device that are not utiliZed 
during a standby-like mode. For example, in a standby-like 
mode, memory data is not read or Written from or to the 
memory device by the memory controller and therefore 
poWer-consuming input and output buffers of a memory 
device are unnecessary and may therefore be inactivated or 
entirely poWered off. Various embodiments of the present 
invention further regulate the operational voltages of active 
components to loWer-poWer levels Within their operational 
speci?cations during standby modes. 

[0035] FIG. 2 speci?cally illustrates a poWer reduction 
circuit 206‘ con?gured to regulate an operational poWer 
VCCR betWeen fully operational levels during nonstandby 
modes and loWer standby operational poWer levels during 
one or more standby-like modes, in accordance With an 
embodiment of the present invention. The poWer reduction 
circuit 206‘ includes a regulator reference 306 arranged for 
generating at least a ?rst reference signal 308 of a higher 
poWer level and a second reference signal 310 of a loWer 
poWer level. By Way of example and not limitation, FIGS. 
2-5 illustrate the reference regulator as a voltage divider 
netWork comprised of resistive elements With multiple taps 
or access points each exhibiting varying signal levels. Other 
differing implementations of references having differing 
reference poWer levels are also contemplated Within the 
scope of the present invention and a voltage divider netWork 
is not to be considered as limiting. Because of technological 
advancements toWard smaller signal levels and faster sig 
nals, it is desirable for regulator reference signals to be 
stable With minimal noise that may cause contamination of 
the data Within the memory array. 

[0036] The poWer reduction circuit 206‘ further includes a 
sWitching or routing device for selecting betWeen the ?rst 
reference signal 308 and the second reference signal 310. By 
Way of example and not limitation, a sWitching device is 
illustrated as a multiplexer 312 having inputs for coupling 
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With at least the ?rst and second reference signals 308, 310, 
an output for multiplexing one of the inputs therethrough 
and one or more control inputs for coupling With the poWer 
reduction control signals 300 (FIG. 1). In the present 
embodiment, the poWer reduction control signals are illus 
trated as control signals 300‘ and are speci?c to a self-refresh 
loW-poWer mode causing the selection of a reference signal 
that causes the operational poWer level to be reduced during 
the self-refresh mode. The poWer reduction circuit 206‘ 
further comprises a means for regulating an external poWer 
signal to an operational poWer level consistent With the 
memory device operational poWer levels in response to a 
reference signal 316. In the present embodiment and by Way 
of example and not limitation, the means for regulating the 
memory device operational voltage is illustrated as a regu 
lator 314 Which includes a reference input for coupling With 
the reference signal 316 at the output of multiplexer 312. 
The regulator 314 further includes a regulated output Which 
generates operational poWer VCCR 302. The regulator 314 
generates an output from the external operational poWer 
VCCX that is proportional to the level of the reference signal 
316. 

[0037] FIG. 2 further illustrates one set of typical voltage 
levels generated from the illustrated embodiment. As shoWn, 
the regulator reference 306 receives an external operational 
voltage VCCX at a voltage level of 2.5 volts and generates 
?rst and second reference signals 308, 310 therefrom. Dur 
ing a nonself-refresh mode of operation, the ?rst reference 
signal 308 couples to the regulator 314 Which regulates an 
internal operational voltage VCCR 302 to a level of 2.0 
volts. When a self-refresh command is received at the 
memory device 204 (FIG. 1), the second reference signal 
310 couples to the reference input of the regulator 314 and 
regulates the external operational poWer VCCX from a level 
of 2.5 volts doWn to a level of 1.5 volts. Therefore, When a 
standby-like command, such as self-refresh command is 
received, the memory device 204 (FIG. 1) may isolate and 
poWer off certain unnecessary functionality of the memory 
device 204 With the poWer reduction circuit 206‘ further 
reducing the poWer consumed by the memory device 204 by 
loWering the internal operational poWer from, for example, 
2.0 volts to 1.5 volts Which is Within the operational ranges 
of the remaining functional components of the memory 
device 204. 

[0038] FIG. 3 speci?cally illustrates a poWer reduction 
circuit 206“ con?gured to regulate an operational poWer 
VCCR 302 according to the embodiment of FIG. 2 and is 
further con?gured to regulate another operational poWer 
304, in accordance With another embodiment of the present 
invention. Some functional portions of the memory device 
204 (FIG. 1) bene?t from isolated poWer. By Way of 
example and not limitation, the memory device 204 includes 
a DLL 232 (FIG. 1) Which may generate and is susceptible 
to sWitching noise that may feedback onto internal opera 
tional poWer VCCR 302 from circuitry coupled thereto. To 
mitigate noise on a poWer signal to noise-sensitive circuitry, 
the poWer reduction circuit 206“ further includes a means for 
independently regulating an external poWer signal to an 
additional isolated operational poWer signal consistent With 
the memory device operational poWer levels in response to 
the reference signal 316. In the present embodiment and by 
Way of example and not limitation, the means for regulating 
the additional operational voltage is illustrated as a regulator 
318 Which includes a reference input for coupling With the 
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reference signal 316 as received from the multiplexer 312. 
The regulator 318 further includes a regulated output Which 
generates operational poWer VCCDLL 304 used for poWer 
ing the DLL 232 (FIG. 1). 

[0039] FIG. 3 further illustrates one set of typical voltage 
levels generated from the illustrated embodiment. As shoWn, 
the regulator reference 306 receives an external operational 
voltage VCCX at a voltage level of 2.5 volts and generates 
?rst and second reference signals 308, 310 therefrom. Dur 
ing a nonself-refresh mode of operation, the ?rst reference 
signal 308 couples to regulators 314, 318 Which regulate an 
internal operational voltage VCCR 302 to a level of 2.0 volts 
and an additional operational voltage VCCDLL 304 to a 
level of 2.0 volts. When a standby mode command such as 
a self-refresh command is received at the memory device 
204 (FIG. 1), the second reference signal 310 couples to the 
reference input of regulators 314, 318 and regulate the 
external operational poWer VCCX having a level of 2.5 volts 
to form both an internal operational voltage VCCR 302 
having a level of 1.5 volts and an additional operational 
poWer VCCDLL 304 having a level of 1.5 volts. 

[0040] FIGS. 4-5 illustrate other con?gurations of poWer 
reduction circuit 206, in accordance With other embodiments 
of the present invention. FIG. 4 speci?cally illustrates a 
poWer reduction circuit 206‘" con?gured to regulate an 
operational poWer VCCR betWeen fully operational levels 
during nonpoWer-doWn modes and loWer levels during 
poWer-doWnmodes, in accordance With an embodiment of 
the present invention. The poWer reduction circuit 206‘" 
includes a regulator reference 306 arranged for generating at 
least a ?rst reference signal 308 of a higher poWer level and 
a second reference signal 310 of a loWer poWer level. The 
poWer reduction circuit 206‘" further includes a sWitching or 
routing device for selecting betWeen the ?rst reference 
signal 308 and the second reference signal 310. The sWitch 
ing device is illustrated as a multiplexer 312 having inputs 
for coupling With at least the ?rst and second reference 
signals 308, 310, an output for multiplexing one of the inputs 
therethrough and one or more control inputs for coupling 
With the poWer reduction control signals 300 (FIG. 1). In the 
present embodiment, the poWer reduction control signals are 
illustrated as control signals 300“ and are speci?c to a 
poWer-doWn loW-poWer mode causing the selection of a 
reference signal that further causes the operational poWer 
level to be reduced during the poWer-doWn mode. The poWer 
reduction circuit 206‘" further comprises a means for regu 
lating an external poWer signal to an operational poWer level 
consistent With the memory device operational poWer levels 
in response to a reference signal 316. In the present embodi 
ment, the means for regulating the memory device opera 
tional voltages is illustrated as a regulator 314 Which 
includes a reference input for coupling With the reference 
signal 316 from the output of multiplexer 312 and a regu 
lated output Which generates operational poWer VCCR 302. 

[0041] FIG. 4 further illustrates one set of typical voltage 
levels generated from the illustrated embodiment. As shoWn, 
the regulator reference 306 receives an external operational 
voltage VCCX and a voltage level of 2.5 volts and generates 
?rst and second reference signals 308, 310 therefrom. Dur 
ing a nonpoWer-doWn mode of operation, the ?rst reference 
signal 308 couples to the regulator 314 Which regulates an 
internal operational voltage VCCR 302 to a level of 2.0 
volts. When a poWer-doWn refresh command is received at 
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the memory device 204 (FIG. 1), the second reference 
signal 310 couples to the reference input of the regulator 314 
and regulates the external operational poWer VCCX from a 
level of 2.5 volts doWn to a level of 1.5 volts. Therefore, 
When a standby-like command, such as a poWer-doWn 
command is received, the memory device 204 (FIG. 1) may 
isolate and poWer off certain unnecessary functionality of 
the memory device 204 With the poWer reduction circuit 
206‘" further reducing the poWer consumed by the memory 
device 204 by loWering the internal operational poWer from, 
for example, 2.0 volts to 1.5 volts Which remain Within the 
operational range of the still poWered portions of memory 
device 204. 

[0042] FIG. 5 speci?cally illustrates a poWer reduction 
circuit 206““ con?gured to regulate an operational poWer 
VCCR 302 according to the embodiment of FIG. 4 and is 
further con?gured to regulate another operational poWer 
304, in accordance With another embodiment of the present 
invention. As stated, some functional portions of the 
memory device 204 (FIG. 1) bene?t from isolated poWer. 
When the memory device 204 includes, for example, a DLL 
232 (FIG. 1), independent isolation of the poWer provided 
to the DLL 232 may be desirable. As illustrated in FIG. 5, 
the poWer reduction circuit 206““ further includes a means 
for independently regulating an external poWer signal level 
to an additional isolated operational poWer signal. The 
means for regulating the additional operational voltage is 
illustrated as a regulator 318 Which includes a reference 
input for coupling With the ?rst reference signal 308 as 
received from theregulator reference 306. The regulator 318 
further includes a regulated output Which generates opera 
tional poWer VCC DLL 304 used for poWering the DLL 232 

(FIG. 1). 
[0043] FIG. 5 further illustrates one set of typical voltage 
levels generated from the illustrated embodiment. As shoWn, 
the regulator reference 306 receives an external operational 
voltage VCCX at a voltage level of 2.5 volts and generates 
?rst and second reference signals 308, 310 therefrom. Dur 
ing a nonpoWer-doWn mode of operation, the ?rst reference 
signal 308 couples to regulators 314, 318 Which regulate an 
internal operational voltage VCCR 302 to a level of 2.0 volts 
and an additional operational voltage VCC DLL 304 to a 
level of 2.0 volts. When a poWer-doWn command is received 
at the memory device 204 (FIG. 1), the second reference 
signal 310 couples to the reference input of regulator 314 
and regulates the external operational poWer VCCX having 
a level of 2.5 volts to form an internal operational voltage 
VCCR 302 having a level of 1.5 volts While retaining 
operational poWer VCC DLL 304 having a level of 2.0 volts 
alloWing the DLL to remain in a locked state. 

[0044] FIG. 6 is a chart illustrating the difference in 
consumed poWer of a memory device that utiliZes one or 
more embodiments of the present invention. The chart plots 
the average device current as a function of the regulated 
internal operational poWer VCCR 302. While various points 
are plotted in relationship to the internal operational poWer 
VCCR 302, tWo speci?c points are highlighted in accor 
dance With the speci?c example previously presented. The 
point 320 corresponds With the VCCR of approximately 2.0 
volts Which corresponds to the utiliZation of approximately 
0.63 milliamps as consumed by the memory device. When 
the poWer reduction circuit in its one or more embodiments 
are incorporated Within memory device 204 (FIG. 1) and 
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When the memory device 204 is commanded to enter a 
standby-like operational mode, examples of Which are self 
refresh and poWer-doWn modes, the VCCR 302 is decreased 
to an approximate 1.5 volt level resulting in signi?cant 
poWer savings, as illustrated by a point 322 plotted in FIG. 
6. 

[0045] As shoWn in FIG. 7, an electronic system 400 
includes an input device 402, an output device 404 and a 
memory device 406 all coupled to a processor device 408. 
Memory device 406 further includes the poWer reduction 
circuit 206 as described herein above. 

[0046] As shoWn in FIG. 8, a semiconductor Wafer 420 
includes a yet-to-be cut integrated circuit die 422 that 
incorporates the memory device 204 thereon. 

[0047] While the invention may be susceptible to various 
modi?cations and alternative forms, speci?c embodiments 
have been shoWn by Way of example in the draWings and 
have been described in detail herein. HoWever, it should be 
understood that the invention is not intended to be limited to 
the particular forms disclosed. Rather, the invention includes 
all modi?cations, equivalents, and alternatives falling Within 
the spirit and scope of the invention as de?ned by the 
folloWing appended claims. 

1. A circuit for reducing poWer during a standby mode of 
a memory device, comprising: 

a reference including at least ?rst and second reference 
signals; 

a sWitching device including at least ?rst and second 
sWitching inputs respectively coupled to the at least 
?rst and second reference signals and a sWitching 
output con?gured to toggle from outputting the ?rst 
reference signal to outputting the second reference 
signal during a standby mode; and 

a ?rst regulator coupled and responsive to the sWitching 
output of the sWitching device, the ?rst regulator con 
?gured to output a ?rst internal operational poWer 
derived from an external operational poWer as regu 
lated by one of the ?rst and second reference signals. 

2. The circuit of claim 1, Wherein the reference is a 
voltage divider including at least ?rst and second taps 
corresponding to the at least ?rst and second reference 
signals. 

3. The circuit of claim 1, Wherein the sWitching device 
comprises a multiplexer including the at least ?rst and 
second sWitching inputs, the sWitching output and control 
inputs responsive to the standby mode. 

4. The circuit of claim 1, further comprising a second 
regulator coupled and responsive to at least one of the ?rst 
and second reference signals, the second regulator con?g 
ured to output a second internal operational poWer isolated 
from the ?rst internal operational poWer. 

5. The circuit of claim 4, Wherein the second regulator is 
coupled and responsive to the ?rst reference signal. 

6. The circuit of claim 4, Wherein the second regulator is 
coupled and responsive to the sWitching output. 

7. The circuit of claim 1, Wherein the standby mode is a 
self-refresh mode of memory cells Within a dual data rate 
memory device. 

8. The circuit of claim 1, Wherein the standby mode is a 
poWer-doWn mode of memory cells Within a dual data rate 
memory device. 
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9. The circuit of claim 1, wherein the ?rst reference signal 
corresponds to a regulation of the ?rst internal operational 
poWer to approximately 2.0 volts. 

10. The circuit of claim 9, Wherein the second reference 
signal corresponds to a regulation of the ?rst internal opera 
tional poWer to approximately 1.5 volts. 

11. A memory device comprising: 

a memory array including at least one memory cell 
con?gured to be periodically refreshed; 

control logic coupled to the memory array and responsive 
to mode commands from a memory controller; 

a circuit for reducing poWer during a standby mode of the 
mode commands, including: 

a reference including at least ?rst and second reference 
signals; 

a sWitching device including at least ?rst and second 
sWitching inputs respectively coupled to the at least 
?rst and second reference signals and a sWitching 
output con?gured to toggle from outputting the ?rst 
reference signal to outputting the second reference 
signal during the standby mode; and 

a ?rst regulator coupled and responsive to the sWitching 
output of the sWitching device, the ?rst regulator 
con?gured to output a ?rst internal operational 
poWer derived from an external operational poWer as 
regulated by one of the ?rst and second reference 
signals. 

12. The memory device of claim 11, Wherein the reference 
is a voltage divider including at least ?rst and second taps 
corresponding to the at least ?rst and second reference 
signals. 

13. The memory device of claim 11, Wherein the sWitch 
ing device comprises a multiplexer including the at least ?rst 
and second sWitching inputs, the sWitching output and 
control inputs responsive to the standby mode. 

14. The memory device of claim 11, further comprising a 
second regulator coupled and responsive to at least one of 
the ?rst and second reference signals, the second regulator 
con?gured to output a second internal operational poWer 
isolated from the ?rst internal operational poWer. 

15. The memory device of claim 14, Wherein the second 
regulator is coupled and responsive to the ?rst reference 
signal. 

16. The memory device of claim 14, Wherein the second 
regulator is coupled and responsive to the sWitching output. 

17. The memory device of claim 11, Wherein the standby 
mode is a self-refresh mode of memory cells Within a dual 
data rate memory device. 

18. The memory device of claim 11, Wherein the standby 
mode is a poWer-doWn mode of memory cells Within a dual 
data rate memory device. 

19. The memory device of claim 11, Wherein the ?rst 
reference signal corresponds to a regulation of the ?rst 
internal operational poWer to approximately 2.0 volts. 

20. The memory device of claim 19, Wherein the second 
reference signal corresponds to a regulation of the ?rst 
internal operational poWer to approximately 1.5 volts. 

21. An electronic system including an input device, an 
output device, a memory device, and a processor device 
coupled to the input, output, and memory devices, the 
memory device comprising: 
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a memory array including at least one memory cell 
con?gured to be periodically refreshed; 

control logic coupled to the memory array and responsive 
to mode commands from a memory controller; 

a circuit for reducing poWer during a standby mode of the 
mode commands, including: 

a reference including at least ?rst and second reference 
signals; 

a sWitching device including at least ?rst and second 
sWitching inputs respectively coupled to the at least 
?rst and second reference signals and a sWitching 
output con?gured to toggle from outputting the ?rst 
reference signal to outputting the second reference 
signal during the standby mode; and 

a ?rst regulator coupled and responsive to the sWitching 
output of the sWitching device, the ?rst regulator 
con?gured to output a ?rst internal operational 
poWer derived from an external operational poWer as 
regulated by one of the ?rst and second reference 
signals. 

22. The electronic system of claim 21, Wherein the 
reference is a voltage divider including at least ?rst and 
second taps corresponding to the at least ?rst and second 
reference signals. 

23. The electronic system of claim 21, Wherein the 
sWitching device comprises a multiplexer including the at 
least ?rst and second sWitching inputs, the sWitching output 
and control inputs responsive to the standby mode. 

24. The electronic system of claim 21, further comprising 
a second regulator coupled and responsive to at least one of 
the ?rst and second reference signals, the second regulator 
con?gured to output a second internal operational poWer 
isolated from the ?rst internal operational poWer. 

25. The electronic system of claim 24, Wherein the second 
regulator is coupled and responsive to the ?rst reference 
signal. 

26. The electronic system of claim 24, Wherein the second 
regulator is coupled and responsive to the sWitching output. 

27. The electronic system of claim 21, Wherein the 
standby mode is a self-refresh mode of memory cells Within 
a dual data rate memory device. 

28. The electronic system of claim 21, Wherein the 
standby mode is a poWer-doWn mode of memory cells 
Within a dual data rate memory device. 

29. The electronic system of claim 21, Wherein the ?rst 
reference signal corresponds to a regulation of the ?rst 
internal operational poWer to approximately 2.0 volts. 

30. The electronic system of claim 29, Wherein the second 
reference signal corresponds to a regulation of the ?rst 
internal operational poWer to approximately 1.5 volts. 

31. An integrated circuit die comprising: 

a memory array including at least one memory cell 
con?gured to be periodically refreshed; 

control logic coupled to the memory array and responsive 
to mode commands from a memory controller; 

a circuit for reducing poWer during a standby mode of the 
mode commands, including: 

a reference including at least ?rst and second reference 
signals; 
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a switching device including at least ?rst and second 
switching inputs respectively coupled to the at least 
?rst and second reference signals and a sWitching 
output con?gured to toggle from outputting the ?rst 
reference signal to outputting the second reference 
signal during the standby mode; and 

a ?rst regulator coupled and responsive to the sWitching 
output of the sWitching device, the ?rst regulator 
con?gured to output a ?rst internal operational 
poWer derived from an external operational poWer as 
regulated by one of the ?rst and second reference 
signals. 

32. The integrated circuit die of claim 31, Wherein the 
reference is a voltage divider including at least ?rst and 
second taps corresponding to the at least ?rst and second 
reference signals. 

33. The integrated circuit die of claim 31, Wherein the 
sWitching device comprises a multiplexer including the at 
least ?rst and second sWitching inputs, the sWitching output 
and control inputs responsive to the standby mode. 

34. The integrated circuit die of claim 31, further com 
prising a second regulator coupled and responsive to at least 
one of the ?rst and second reference signals, the second 
regulator con?gured to output a second internal operational 
poWer isolated from the ?rst internal operational poWer. 

35. A semiconductor Wafer including an integrated circuit 
comprising: 

a memory array including at least one memory cell 
con?gured to be periodically refreshed; 

control logic coupled to the memory array and responsive 
to mode commands from a memory controller; 

a circuit for reducing poWer during a standby mode of the 
mode commands, including: 

a reference including at least ?rst and second reference 
signals; 
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a sWitching device including at least ?rst and second 
sWitching inputs respectively coupled to the at least 
?rst and second reference signals and a sWitching 
output con?gured to toggle from outputting the ?rst 
reference signal to outputting the second reference 
signal during the standby mode; and 

a ?rst regulator coupled and responsive to the sWitching 
output of the sWitching device, the ?rst regulator 
con?gured to output a ?rst internal operational 
poWer derived from an external operational poWer as 
regulated by one of the ?rst and second reference 
signals. 

36. A method for reducing poWer during a standby mode 
of a memory device, comprising: 

sWitching from a higher reference signal to a loWer 
reference signal as an output reference signal during a 
standby mode of a memory device; and 

regulating a ?rst loWer internal operational poWer from an 
external operational poWer in response to the output 
reference signal during the standby mode, the ?rst 
loWer internal operational poWer for operating at least 
a ?rst portion of the memory device during a duration 
of the standby mode. 

37. The method of claim 36, Wherein sWitching comprises 
multiplexing betWeen the higher reference signal and the 
loWer reference signal in response to the standby mode. 

38. The method of claim 36, further comprising further 
regulating a second loWer internal operational poWer from 
an external operational poWer in response to the output 
reference signal during the standby mode, the second loWer 
internal operational poWer for operating at least a second 
portion of the memory device during a duration of the 
standby mode. 


