
US 20050107822A1 

(12) Patent Application Publication (10) Pub. No.: US 2005/0107822 A1 
(19) United States 

WasDyke (43) Pub. Date: May 19, 2005 

(54) INTRAVASCULAR FILTER WITH 
BIOABSORBABLE CENTERING ELEMENT 

(75) Inventor: J oel M. WasDyke, Eden Prairie, MN 
(Us) 

Correspondence Address: 
CROMPTON, SEAGER & TUFTE, LLC 
1221 NICOLLET AVENUE 
SUITE 800 
MINNEAPOLIS, MN 55403-2420 (US) 

(73) Assignee: SCIMED LIFE SYSTEMS, INC. 

(21) Appl. No.: 10/716,213 

(22) Filed: Nov. 18, 2003 

Publication Classi?cation 

(51) Int. Cl? .................................................. ..A61M 29/00 
(52) U.S. c1. ............................................................ .. 606/200 

(57) ABSTRACT 

Bioabsorbable centering elements for use in centering an 
implantable intravascular device Within a body vessel are 
disclosed. The bioabsorbable centering element may include 
a number of support members con?gured to self-expand and 
engage the Wall of the vessel When deployed. The support 
members may be formed from a biodegradable material 
adapted to degrade in vivo Within a pre-determined period of 
time. 
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INTRAVASCULAR FILTER WITH 
BIOABSORBABLE CENTERING ELEMENT 

FIELD OF THE INVENTION 

[0001] The present invention relates generally to the ?eld 
of medical devices. More speci?cally, the present invention 
pertains to intravascular ?lters implantable Within a body 
vessel. 

BACKGROUND OF THE INVENTION 

[0002] Blood clot ?lters are typically used in conjunction 
With thrombolytic agents and anti-coagulants to treat pul 
monary embolism occurring Within a patient. These devices 
are generally implanted Within a vessel such as the inferior 
vena cava, and function by capturing blood clots (emboli) 
contained in the blood stream before they can reach the 
lungs and cause permanent damage to the body. To ?lter 
emboli, many conventional blood clot ?lters utiliZe a num 
ber of independent ?lter legs coupled to an apical head that 
can be expanded Within the body to form a conical-shaped 
surface that collects the emboli Without disturbing the How 
of blood. Once collected, a natural clot lysing process occurs 
Within the body to dissolve the emboli collected by the ?lter. 

[0003] Delivery of the blood clot ?lter Within the body is 
generally accomplished via an introducer sheath percutane 
ously inserted through the femoral (groin) or jugular (neck) 
veins. Such introducer sheaths are generally tubular in 
shape, and include an inner lumen con?gured to transport 
the ?lter in a collapsed position through the body. Once 
transported to a desired location Within the body, the ?lter 
can then be removed from Within the introducer sheath, 
alloWing the ?lter legs to spring open and engage the vessel 
Wall. Aneedle, hook, barb, prong, Wedge or other attachment 
means disposed on the base of each ?lter leg can be used to 
secure the ?lter Within the vessel. 

[0004] The efficacy of the ?lter to capture blood clots is 
dependent in part on the ability of the ?lter to properly center 
When WithdraWn from Within the introducer sheath. Tilting 
of the ?lter may result if the apical head is not aligned 
centrally Within the vessel, causing the ?lter legs to asym 
metrically engage the vessel Wall. In certain circumstances, 
tilting of the ?lter may affect the ability of the device to 
effectively capture emboli contained in the blood. To over 
come this problem, more recent designs in the art have 
focused on ?lters having the ability to self-center When 
placed in the body. These designs, While providing a means 
to center the ?lter Within the vessel, typically add to the 
complexity and siZe of the ?lter and accompanying intro 
ducer sheath. 

SUMMARY OF THE INVENTION 

[0005] The present invention pertains to a bioabsorbable 
centering element for use in centering an intravascular ?lter 
Within a vessel. Abioabsorbable centering element in accor 
dance With an exemplary embodiment of the present inven 
tion may include a number of biodegradable support mem 
bers con?gured to self-expand When WithdraWn from Within 
an introducer sheath and deployed in the body. Each support 
member may have a generally elongated shape With a ?rst 
end coupled to the intravascular device or an optional 
biodegradable cap, and a second end that is biased to 
displace in an outWard direction. Upon deployment, the 
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support members expand in an outWard direction and apply 
a force to the interior Wall of the vessel, preventing the 
intravascular device from becoming off-centered or tilted 
Within the vessel. 

[0006] The bioabsorbable centering element may be 
formed from a biodegradable material con?gured to degrade 
in the body Within a predetermined period of time. The time 
required for the material to degrade may depend on a 
number of intrinsic and extrinsic design factors including, 
for example, the structure and composition of the support 
members, and the particular biological environment in 
Which the device is implanted. In certain embodiments, the 
support members can be con?gured to substantially degrade 
in vivo Within a feW days after implantation, alloWing the 
bioabsorbable centering element to be functional during the 
initial period of implantation and for the days shortly 
thereafter When migration of the ?lter is most likely. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0007] FIG. 1 is a perspective vieW of an intravascular 
?lter employing a bioabsorbable centering element in accor 
dance With an exemplary embodiment of the present inven 
tion; 
[0008] FIG. 2 is a top perspective vieW of the intravas 
cular ?lter and bioabsorbable centering element illustrated in 
FIG. 1; 

[0009] FIG. 3 is a partial cross-sectional vieW of the 
intravascular ?lter of FIG. 1, shoWing the ?lter and bioab 
sorbable centering element loaded into an introducer sheath 
and advanced to a target region Within a body vessel; 

[0010] FIG. 4 is another partial cross-sectional vieW of the 
intravascular ?lter of FIG. 1, shoWing the initial deployment 
of the ?lter and the bioabsorbable centering element Within 
the vessel; 

[0011] FIG. 5 is another partial cross-sectional vieW of the 
intravascular ?lter of FIG. 1, shoWing the ?lter and bioab 
sorbable centering element after implantation Within the 
vessel; 
[0012] FIG. 6 is a perspective vieW of an intravascular 
?lter employing a bioabsorbable centering element in accor 
dance With another exemplary embodiment of the present 
invention; and 

[0013] FIG. 7 is a perspective vieW of an intravascular 
?lter employing a bioabsorbable centering element in accor 
dance With another exemplary embodiment of the present 
invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0014] The folloWing description should be read With 
reference to the draWings, in Which like elements in different 
draWings are numbered in like fashion. The draWings, Which 
are not necessarily to scale, depict selected embodiments 
and are not intended to limit the scope of the invention. 
Although examples of construction, dimensions, and mate 
rials are illustrated for the various elements, those skilled in 
the art Will recogniZe that many of the examples provided 
have suitable alternatives that may be utiliZed. 

[0015] In at least some embodiments, the present inven 
tion is directed to a bioabsorbable centering element for use 
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in centering an implantable intravascular ?lter Within a body 
vessel. As Will be described in greater detail beloW With 
respect to speci?c embodiments, the bioabsorbable center 
ing element may include one or more biodegradable support 
members operatively coupled to the intravascular device and 
con?gured to self-expand and apply an outWardly directed 
force to the interior Wall of the vessel. The biodegradable 
support members may be coupled to various locations of the 
intravascular device, and may be oriented in a manner that 
reduces interference With the other components of the 
device. Upon deployment Within the body, the outWardly 
directed force exerted by the biodegradable support mem 
bers on the interior of the vessel Wall prevents the intravas 
cular ?lter from becoming off-centered or tilted Within the 
vessel. In addition, the biodegradable support members 
reduce the occurrence of doWnstream ?lter migration by 
applying a suf?cient radial force to the vessel Wall that 
resists longitudinal movement of the ?lter Within the vessel. 

[0016] FIG. 1 is a perspective vieW of an intravascular 
?lter 10 employing a bioabsorbable centering element 12 in 
accordance With an exemplary embodiment of the present 
invention. Intravascular ?lter 10, illustratively a blood clot 
?lter, includes an apical head 14 and a number of elongated 
?lter legs 16 each having a proximal section 18 and a distal 
section 20. In the illustrative ?lter con?guration depicted in 
FIG. 1, the ?lter legs 16 are shoWn having a shape and 
structure similar to that described in Us. Pat. No. 5,059,205 
to El-Nounou et al., Which is incorporated herein by refer 
ence in its entirety. It should be understood, however, that 
the particular con?guration of the ?lter may vary in siZe, 
shape, material composition, etc. Without deviating from the 
scope of the invention. 

[0017] As can be seen in FIG. 1, the apical head 14 of 
?lter 10 de?nes a common longitudinal axis L about Which 
the ?lter legs 16 are con?gured to radially expand When 
deployed in the body. The ?lter legs 16 can be arranged at 
equidistant intervals such that the ?lter legs 16 are radially 
spaced symmetrically about the longitudinal axis L. In the 
illustrative ?lter 10 depicted in FIG. 1, ?lter 10 includes six 
?lter legs 16 are arranged radially about the longitudinal axis 
L at equidistant 60° intervals. The number and speci?c 
arrangement of the ?lter legs 16 can, of course, vary 
depending on the particular mechanical characteristics 
desired in the ?lter 10. An intravascular ?lter in accordance 
With the present invention may include a greater or smaller 
number of ?lter legs than illustrated in FIG. 1, and may be 
arranged in either a symmetric or asymmetric manner. 

[0018] The distal section 20 of each ?lter leg 16 may 
include an attachment section 22 con?gured to pierce and 
secure the ?lter 10 to the Wall of the vessel. The attachment 
section 22 may include a hook 24 formed integrally With or 
coupled to the distal section 20 of the ?lter leg 16. The hook 
24 may be hingedly connected to the ?lter leg 16 to permit 
the hook 24 to bend and assume a loW pro?le When the ?lter 
10 is loaded into an introducer sheath. Each hook 24 may 
taper distally to a pointed tip, Which, When engaged in the 
vessel Wall (see FIG. 5), forms a small pin point lesion in the 
endothelium layer of the vessel. Although a hook 24 is 
speci?cally illustrated in FIG. 1, it should be understood 
that attachment section 22 may employ other means for 
piercing the vessel Wall. For example, a needle, barb, prong, 
Wedge or other suitable attachment means can be utiliZed in 
lieu of, or in addition to, the hooks 24 illustrated in FIG. 1. 
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[0019] The elongated ?lter legs 16 may be formed at least 
in part of a radiopaque material con?gured to permit moni 
toring of the ?lter 10 Within the body using a ?uoroscope. 
Radiopaque materials are understood to be materials capable 
of producing a relatively bright image on a ?uoroscopic 
monitor or other imaging device. In use, the bright image 
produced by the material alloWs the physician to visualiZe 
the ?lter to determine its location and/or deployment status 
Within the vessel. Examples of suitable radiopaque materials 
may include gold, palladium, platinum, tungsten, and stain 
less steel. Polymeric materials loaded With a radiopaque 
?ller such as barium sulfate (BaSO4) or bismuth subcarbon 
ate ((BiO)2CO3) may also be employed, if desired. 

[0020] In certain embodiments, the ?lter legs 16 may be 
formed from a composite material con?gured to exhibit 
certain desirable characteristics Within the body such as high 
elasticity and radiopacity. For example, one or more of the 
?lter legs 16 may be formed from a composite material 
comprising a superelastic alloy such as nickel-titanium 
(Nitinol), and a relatively radiopaque material such as stain 
less steel or platinum. The use of such composite materials 
alloWs the ?lter to be collapsed into smaller introducer 
sheaths Without permanently deforming the ?lter legs 16. 

[0021] The bioabsorbable centering element 12 may 
include a number of biodegradable support members 26 
extending outWardly from a biodegradable cap 28 disposed 
about the apical head 14 of the ?lter 10. The biodegradable 
support members 26 and biodegradable cap 28 may be 
formed either as separate elements that are attached together, 
or as a single member using, for example, an injection 
molding process. As is described in greater detail beloW With 
respect to FIGS. 3-5, the biodegradable support members 26 
are con?gured to extend outWardly to engage the vessel Wall 
and center the ?lter 10 Within the vessel. 

[0022] In the exemplary embodiment illustrated in FIG. 1, 
each support member 26 has a generally elongated shape 
With a substantially circular cross-section. A ?rst end 30 of 
the support member 26 is attached to or formed integrally 
With the biodegradable cap 28. A second, peripheral end 32 
of the support member 26, in turn, is unconstrained relative 
to the biodegradable cap 28, alloWing the support member 
26 to displace in an outWard direction. 

[0023] In a fully expanded position illustrated in FIG. 1, 
each biodegradable support member 26 extends outWardly 
aWay from the longitudinal axis L of the ?lter 10. When 
collapsed Within an introducer sheath, the biodegradable 
support members 26 compress inWardly toWards the longi 
tudinal axis L. This compression inWardly serves to bias the 
support members 26 in an outWard direction, causing them 
to self-expand and return to their original (i.e. expanded) 
orientation When deployed in the vessel. The orientation at 
Which the support member 26 diverges may be varied to 
alter the pro?le and mechanical characteristics of the bio 
absorbable centering element 12. Other factors such as the 
length and thickness of the support members 26 may also be 
altered to impart a particular mechanical characteristic to the 
device. 

[0024] In certain embodiments, each support member 26 
may have a boWed or arcuate shape along its length, 
orienting a peripheral portion 34 of the support member 26 
in a direction substantially parallel to the vessel Wall. In use, 
this boWed or arcuate shape prevents the support members 
26 from distending of piercing the vessel Wall. 
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[0025] FIG. 2 is a top perspective vieW of the ?lter 10 and 
bioabsorbable centering element 28 of FIG. 1. As can be 
seen in FIG. 2, the bioabsorbable centering element 12 may 
include six biodegradable support members 26 each dis 
posed at equidistant intervals (i.e. 60°) With respect to each 
other. The number and arrangement of the support members 
26 may be varied to alter the mechanical characteristics of 
the centering element 28 Within the body. For example, 
While the exemplary embodiment illustrated in FIGS. 1-2 
shoWs each of the six support members 26 radially offset 
from each radially adjacent ?lter leg 16 by approximately 
30° intervals, other embodiments having radially aligned or 
offset intervals are possible. 

[0026] Each support member 26 may be formed from a 
suitable biocompatible material con?gured to degrade 
Within the body Within a predetermined period of time. 
While a variety of materials are capable of degrading Within 
the body, a biodegradable material in accordance With the 
present invention is understood to be one that is capable of 
degradation in vivo Within a feW days up to a number of 
years. Examples of suitable biodegradable materials may 
include, but are not limited to, polylactic acid (PLA), 
polyglycolic acid (PGA), copolymer poly(lactide-co-gly 
colide) (PLGA), polydioxanone, polyanhydrides, trimethyl 
ene carbondate, poly(hydroxybutyrate), poly(g-ethyl 
glutamate), poly(ortho esters), polycyanoacrylate, polyphos 
phaZenes, poly(a-hydroxy acids), poly(e-caprolactone), 
polysaccharides (e.g. cellulose, chitin, dextran), modi?ed 
proteins (e.g. ?brin, casein), albumin, collagen, gelatin, 
alginate, starch, and/or copolymers, mixtures or combina 
tions thereof. 

[0027] The degradation time of the material Will vary 
depending in part on the type of material employed. To 
permit the bioabsorbable centering element 12 to function 
during the initial period of implantation, and for the days 
shortly thereafter When migration of the ?lter 10 Within the 
vessel is most likely, a degradation time lasting approxi 
mately 20-30 days is generally suf?cient. In certain embodi 
ments, hoWever, quicker degradation times of about 3 to 5 
days may be desirable. 

[0028] The period of time that the bioabsorbable centering 
element 12 remains functional Within the vessel is dependent 
in part upon a number of intrinsic and extrinsic design 
factors. Intrinsic factors such as the absorption rate of the 
material(s) employed and the speci?c geometry of the 
support members 26 may affect the period of time necessary 
for the bioabsorbable centering element 12 to degrade in the 
body. Factors unique to the biodegradable material such as 
the level of crystallinity, orientation, substituents and 
molecular Weight, for example, may have an impact on the 
period of time required for the material to degrade in vivo. 
Extrinsic factors such as the pH of the biological medium, 
electrolytes, external stress, temperature, radiation, free 
radicals, and enZymes may also affect the degradation time 
of the support members 26 in vivo. Other environmental 
factors such as material processing, steriliZation, and storage 
may affect the degradation time of the support members 26. 

[0029] Based on a given set of extrinsic and intrinsic 
conditions, a speci?c absorption rate may be designed by 
utiliZing materials With either a fast degradation rate or a 
sloW degradation rate. For example, biodegradable materials 
having a relatively loW molecular Weight can be employed 
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to increase the rate at Which the support members 26 degrade 
Within the body. Mechanical properties such as tensile 
strength and bendability may also be altered by selecting 
materials having a particular level of crystallinity or other 
intrinsic characteristic. 

[0030] The degradation of absorbable polymers is due 
primarily to hydrolysis. A hydrolytic reaction causes the 
molecular chains of the polymer to break doWn and the chain 
length to decrease. This process results in a reduction in the 
physical and mechanical properties of the material over 
time. A loss of mass occurs When a signi?cant number of 
chains are broken to alloW diffusion of small molecular 
chains out of the polymer and into the environment. Disin 
tegration of the polymer ?nally occurs When there has been 
a loss in strength and mass, and portions of the polymer 
become detached. With certain materials, this hydrolytic 
reaction forms by-products that can be easily metaboliZed 
and/or excreted Within the body. With bioabsorbable PGA or 
PLLA, for example, a hydrolytic chain scission occurs 
Within the body to produce lactic and glycolic acid. These 
acids are then metaboliZed by the surrounding tissue and 
?uids and converted (via a citrate cycle) into carbon dioxide 
(CO2) that can be easily eliminated from the body via 
respiration. 
[0031] Degradation of absorbable polymers tends to be 
non-homogeneous since such materials are generally semi 
crystalline in structure, and thus exhibit both amorphous and 
crystalline regions. Since degradation occurs more rapidly at 
the amorphous regions rather than at the crystalline regions, 
a decrease in tensile strength in the support members 26 
generally occurs prior to a decrease in mass. This loss in 
tensile strength occurs prior to the loss of mass since the 
support members 26 degrade through their bulk (i.e. in an 
inside-out manner) rather than from surface erosion. 

[0032] FIG. 3 is a partial cross-sectional vieW of the 
intravascular ?lter 10 of FIG. 1, shoWing the ?lter 10 and 
bioabsorbable centering element 12 loaded into a delivery 
device 36 and advanced to a target region Within a body 
vessel V. Delivery device 36, illustratively an introducer 
sheath, includes an inner lumen 38 con?gured to contain the 
?lter 10 and bioabsorbable centering element 12 in a col 
lapsed position therein. The ?lter 10 and bioabsorbable 
centering element 12 can be positioned Within a distal 
section 40 of the delivery device 36 for insertion via a 
femoral approach (as shoWn in FIG. 3), or can be loaded 
into the distal section 40 of the delivery device 36 in an 
inverted manner (i.e. left to right), alloWing the ?lter 10 to 
be inserted via a jugular approach. 

[0033] FIG. 4 is a partial cross-sectional vieW shoWing the 
initial deployment of the ?lter 10 and bioabsorbable center 
ing element 12 Within the vessel V. As can be seen in FIG. 
4, the biodegradable support members 26 are con?gured to 
self-expand outWardly aWay from the center of the ?lter 10 
When WithdraWn from the delivery device 36. The ability of 
the ?lter 10 to self-center upon insertion alloWs the device 
to be inserted in a Wide range of lumen con?gurations using 
different placement techniques. As the ?lter 10 is WithdraWn, 
the peripheral portion 32 of each support member 26 
engages the interior Wall of the vessel V, imparting a force 
thereto that prevents the ?lter 10 from becoming off-cen 
tered or tilted Within the vessel V. 

[0034] Continued WithdraWal of the ?lter 10 from Within 
the delivery device 36 causes the attachment section 22 on 
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each ?lter leg 16 to become unconstrained Within the inner 
lumen 38 and spring open, thereby securing the ?lter 10 to 
the vessel Wall, as shoWn in FIG. 5. After initial deployment 
Within the body, exposure of the support members 26 to 
various ?uids and tissue causes the support members 26 to 
decompose and become absorbed Within the body leaving 
only the centered ?lter 10 Within the vessel V. 

[0035] FIG. 6 is a perspective vieW of a bioabsorbable 
centering element 40 in accordance With another exemplary 
embodiment of the present invention having a number of 
biodegradable support members 42 oriented in a direction 
opposite that depicted in FIGS. 1-2. As shoWn in FIG. 6, 
each support member 42 may extend from a biodegradable 
cap 44 disposed about the apical head 14 of the ?lter 10. The 
biodegradable support members 42 and biodegradable cap 
44 may be formed either as separate elements that are 
attached together, or as a single member using, for example, 
an injection molding process. 

[0036] Each biodegradable support member 42 may have 
a generally elongated shape With a substantially circular 
cross-section. A ?rst, basal end 46 of the support member 42 
may be secured to the biodegradable cap 44. The second, 
peripheral end 48 of the support member 42, in turn, is 
unconstrained, alloWing the peripheral end 48 to displace in 
an outWard direction and engage the vessel Wall. Each 
support member 42 may have a boWed or arcuate shape 
along its length that may be used to prevent piercing and 
distension from occurring Within the vessel as the bioab 
sorbable centering element 40 is deployed. 
[0037] When collapsed, the ?lter 10 and attached bioab 
sorbable centering element 40 assume a longer length but 
smaller pro?le, alloWing the ?lter 10 to be loaded into 
smaller siZed introducer sheaths. Moreover, since the sup 
port members 42 are oriented aWay from base of the ?lter 10 
and ?lter legs 16, entanglement of the support members 42 
With the ?lter legs 16 is further reduced. 

[0038] FIG. 7 is a perspective vieW of a bioabsorbable 
centering element 50 in accordance With another exemplary 
embodiment of the present invention employing a number of 
biodegradable support members 52 attached to the base of 
the ?lter 10. Each biodegradable support member 52 may 
have a generally elongated shape With a substantially cir 
cular cross-section. A ?rst, basal end 54 of the support 
member 52 may be secured to the distal section 20 of the 
?lter leg 16 at or near the base of the ?lter 10. The second, 
peripheral end 56 of the support member 52, in turn, is 
unconstrained relative to the ?lter leg 16, alloWing it to 
displace in an outWard direction and engage the vessel Wall. 
Each support member 52 may have a boWed or arcuate shape 
along its length, Which, as discussed herein, may be used to 
prevent piercing and distension from occurring Within the 
vessel as the bioabsorbable centering element 50 is 
deployed. 
[0039] The bioabsorbable centering element 50 functions 
in a manner similar to that described above With respect to 
bioabsorbable centering elements 12 and 40. For example, 
the biodegradable support members 52 may be con?gured to 
spring open When deployed from Within an introducer 
sheath, imparting a force to the interior Wall of the vessel 
that resists tilting of the ?lter 10. As With other embodiments 
described herein, the support members 52 can be con?gured 
to function for a pre-determined period of time (eg 20-30 
days) before disintegrating Within the body. 
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[0040] While the embodiments speci?cally depicted 
herein illustrate the use of a bioabsorbable centering element 
in conjunction With intravascular ?lters, and more speci? 
cally blood clot ?lters, it Will be readily apparent that the 
invention may be applicable to a variety of other intravas 
cular devices implantable Within the body. For example, 
certain aspects of the present invention may be applicable to 
embolic protection ?lters, retrieval baskets, laparoscopic 
devices, endoscopic devices, snares, stents, or other implant 
able medical devices Wherein centering Within a vessel may 
be desired. 

[0041] Having thus described the several embodiments of 
the present invention, those of skill in the art Will readily 
appreciate that other embodiments may be made and used 
Which fall Within the scope of the claims attached hereto. 
Numerous advantages of the invention covered by this 
document have been set forth in the foregoing description. 
It Will be understood that this disclosure is, in many respects, 
only illustrative. Changes may be made in details, particu 
larly in matters of shape, siZe and arrangement of parts 
Without exceeding the scope of the invention. 

1. An intravascular ?lter, comprising: 

a non-biodegradable apical head; 

a plurality of non-biodegradable ?lter legs each having a 
proximal section and a distal section, the proximal 
section of each ?lter leg being secured to the apical 
head, each distal section having a distal end, the 
plurality of distal ends de?ning a base; and 

a bioabsorbable centering element for centering the intra 
vascular ?lter Within a body vessel, the centering 
element including one or more biodegradable support 
members, the centering element having a ?rst state 
prior to bioabsorption con?gured to exert an outWardly 
directed force on the Wall of the body vessel When 
deployed therein, and a second state subsequent to 
bioabsorption con?gured to not exert the outWardly 
directed force. 

2. The intravascular ?lter of claim 1, Wherein the bioab 
sorbable centering element is con?gured to automatically 
expand from a collapsed position to an expanded position 
When deployed in the vessel. 

3. The intravascular ?lter of claim 1, Wherein the bioab 
sorbable centering element is con?gured to degrade in vivo 
in about 20 to 30 days. 

4. The intravascular ?lter of claim 1, Wherein the bioab 
sorbable centering element is con?gured to degrade in vivo 
in about 3 to 5 days. 

5. The intravascular ?lter of claim 1, further comprising 
a biodegradable cap coupled to the apical head. 

6. The intravascular ?lter of claim 5, Wherein the biode 
gradable support members extend outWardly from the bio 
degradable cap. 

7. The intravascular ?lter of claim 1, Wherein the biode 
gradable support members are coupled to the distal sections 
of said plurality of ?lter legs. 

8. The intravascular ?lter of claim 1, Wherein the biode 
gradable support members are generally oriented in a direc 
tion toWards the base of the ?lter. 

9. The intravascular ?lter of claim 1, Wherein the biode 
gradable support members are generally oriented in a direc 
tion aWay from the base of the ?lter. 
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10. The intravascular ?lter of claim 1, wherein each 
biodegradable support member has an elongated shape With 
a substantially circular cross-section. 

11. The intravascular ?lter of claim 10, Wherein each 
biodegradable support member has a boWed or arcuate shape 
along its length. 

12. The intravascular ?lter of claim 1, Wherein the bio 
degradable support members include a biodegradable mate 
rial selected from the group consisting of polylactic acid, 
polyglycolic acid, copolymer poly(lactide-co-glycolide), 
polydioXanone, polyanhydrides, trimethylene carbondate, 
poly(hydroXybutyrate), poly(g-ethyl glutamate), poly(ortho 
esters), polycyanoacrylate, polyphosphaZenes, poly(a-hy 
droXy acids), poly(e-caprolactone), polysaccharides, modi 
?ed proteins, albumin, collagen, gelatin, alginate, and starch. 

13. An intravascular ?lter, comprising: 

a non-biodegradable apical head; 

a plurality of non-biodegradable ?lter legs each having a 
proXimal section and a distal section, the proXimal 
section of each ?lter leg being secured to the apical 
head, each distal section having a distal end, the 
plurality of distal ends de?ning a base; and 

a bioabsorbable centering element for centering the intra 
vascular ?lter Within a body vessel, the bioabsorbable 
centering element including one or more biodegradable 
support members each having a ?rst end secured to the 
?lter leg, and a second end, the centering element 
having a ?rst state prior to bioabsorption con?gured to 
self-expand and eXert an outWardly directed force on 
the Wall of the body vessel When deployed therein, and 
a second state subsequent to bioabsorption con?gured 
to not eXert the outWardly directed force. 

14. The intravascular ?lter of claim 13, Wherein the 
bioabsorbable centering element is con?gured to automati 
cally expand from a collapsed position to an expanded 
position When deployed in the body. 

15. The intravascular ?lter of claim 13, Wherein the 
bioabsorbable centering element is con?gured to degrade in 
vivo in about 20 to 30 days. 

16. The intravascular ?lter of claim 13, Wherein the 
bioabsorbable centering element is con?gured to degrade in 
vivo in about 3 to 5 days. 

17. The intravascular ?lter of claim 13, further comprising 
a biodegradable cap coupled to the apical head. 
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18. The intravascular ?lter of claim 13, Wherein the 
biodegradable support members eXtend outWardly from the 
biodegradable cap. 

19. The intravascular ?lter of claim 13, Wherein the 
biodegradable support members are coupled to the distal 
sections of said plurality of ?lter legs. 

20. The intravascular ?lter of claim 13, Wherein the 
biodegradable support members are generally oriented in a 
direction toWards the base of the ?lter. 

21. The intravascular ?lter of claim 13, Wherein the 
biodegradable support members are generally oriented in a 
direction aWay from the base of the ?lter. 

22. The intravascular ?lter of claim 13, Wherein each 
biodegradable support member has an elongated shape With 
a substantially circular cross-section. 

23. The intravascular ?lter of claim 22, Wherein each 
biodegradable support member has a boWed or arcuate shape 
along its length. 

24. The intravascular ?lter of claim 13, Wherein the 
bioabsorbable support members include a biodegradable 
material selected from the group consisting of polylactic 
acid, polyglycolic acid, copolymer poly(lactide-co-gly 
colide), polydioXanone, polyanhydrides, trimethylene car 
bondate, poly(hydroXybutyrate), poly(g-ethyl glutamate), 
poly(ortho esters), polycyanoacrylate, polyphosphaZenes, 
poly(a-hydroXy acids), poly(e-caprolactone), polysaccha 
rides, modi?ed proteins, albumin, collagen, gelatin, alginate, 
and starch. 

25. An intravascular ?lter, comprising. 

a non-biodegradable apical head; 
a plurality of non-biodegradable ?lter legs each having a 

proXimal section and a distal section, the proXimal 
section of each ?lter leg being secured to the apical 
head; and 

a bioabsorbable centering element for centering the intra 
vascular ?lter Within a body vessel, the bioabsorbable 
centering element including one or more biodegradable 
support members each having a ?rst end secured to a 
biodegradable cap disposed about the apical head, and 
a second end con?gured to self-expand and eXert an 
outWardly directed force on the Wall of the body vessel 
When deployed therein. 

26-32. (canceled) 


