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(57) ABSTRACT 

A pedestal assembly has a pedestal component and at least 
storage set coupled beloW the component. Each of the 
storage sets has tWo supports and a container slidably mated 
With the tWo supports. When an user needs to have more 
receiving space, the user can couple another storage set 
beloW the storage set for adding containers. 
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PEDESTAL ASSEMBLY 

BACKGROUND OF THE INVENTION 

[0001] (1) Field of the Invention 

[0002] The present invention relates to a pedestal assem 
bly, more particularly to a pedestal assembly, Which can to 
be disassembled for moving easily and assembled into 
different combination types for adding receiving space. 

[0003] (2) Description of the Related Art 

[0004] Generally speaking, a prior pedestal assembly is 
used for storing articles. The prior pedestal assembly has a 
?xed height and a regular amount of containers. When the 
containers of the prior pedestal assembly are full, a user 
can’t further put any articles therein. 

[0005] Furthermore, the prior pedestal assembly has a 
?xed shape that can’t be disassembled. Because this reason, 
the prior pedestal assembly is not easily moved. 

[0006] According to above descriptions, the prior pedestal 
assembly still has some problems of inconvenience, Which 
need to be improved. 

SUMMARY OF THE INVENTION 

[0007] The purpose of the present invention is to provide 
a pedestal assembly, Which can be disassembled for moving 
easily and assembled into different combination types for 
adding receiving space. 

[0008] In one of the combination types of the pedestal 
assembly, the pedestal assembly has at least one pedestal 
component and each pedestal component has an opening for 
storing articles. When an user needs more receiving space, 
the user can stack another pedestal component on the 
stacked pedestal components for adding openings. Certainly, 
the stacked pedestal components of the pedestal assembly 
can also be disassembled for moving easily. 

[0009] In another of the combination types of the pedestal 
assembly, the pedestal assembly has a pedestal component 
and at least a storage set coupled beloW the component. Each 
of the storage sets has tWo supports and a container slidably 
mated With the tWo supports. When an user needs to have 
more receiving space, the user can couple another storage set 
beloW the storage set for adding containers. Certainly, the 
storage sets of the pedestal assembly can also be disas 
sembled for moving easily. 

[0010] It is to be understood that both the foregoing 
general description and the folloWing detailed description 
are exemplary, and are intended to provide further explana 
tion of the invention as claimed. 

[0011] Other advantages and features of the invention Will 
be apparent from the folloWing description, draWings and 
claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0012] The foregoing aspects and many of the attendant 
advantages of this invention Will become more readily 
appreciated as the same becomes better understood by 
reference to the folloWing detailed description, When taken 
in conjunction With the accompanying draWings, Wherein: 
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[0013] FIG. 1 is a perspective vieW of the pedestal com 
ponent of the present invention; 

[0014] FIG. 2 is a perspective vieW of the four vertically 
stacked pedestal components; 

[0015] FIG. 3 is a section vieW of the four vertically 
stacked pedestal components; 

[0016] FIG. 4 is a perspective exploded vieW of combin 
ing the pedestal component and one storage set; 

[0017] FIG. 5 is a perspective vieW of combining the 
pedestal component and one container; 

[0018] FIG. 6 is a section vieW of combining the pedestal 
component and one storage set; 

[0019] FIG. 7 is a perspective vieW of combining the 
pedestal component and six supports; and 

[0020] FIG. 8 is a perspective vieW of combining the 
pedestal component and three storage sets. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

[0021] Referring to FIG. 1, a pedestal component 10 for 
use in a pedestal assembly includes a supporting portion 
101, tWo side Walls 104, an opening 106, four notching 
portions 102, and four protruding portions 103 and the 
pedestal component is made from different colored plastics. 

[0022] The supporting portion 101 is formed on a top side 
of the pedestal component 10 for supporting an article. The 
tWo side Walls 104 are extended respectively doWnWardly 
from tWo sides of the supporting portion 101. The opening 
106 is de?ned by the supporting portion 101 and the tWo side 
Walls 104. The four notching portions 102 respectively are 
formed at four corners of a top of the supporting portion 101. 
The four protruding portions 103 correspond to the four 
notching portions 102 and are respectively disposed on tWo 
bottoms of the tWo side Walls 104 for mating With four 
corresponding notching portions 102 of another pedestal 
component 10 on Which the pedestal component 10 is 
stacked. 

[0023] Referring to FIGS. 2 and 3, it Will be seen that a 
pedestal assembly 1 includes the same four pedestal com 
ponents 10, Which are vertically stacked together. When an 
user needs more receiving space, the user can stack another 
pedestal component 10 on the stacked pedestal components 
for adding openings 106. The stacked pedestal components 
of the pedestal assembly 1 can also be disassembled for 
moving easily. 

[0024] Referring to FIGS. 4-8, a pedestal assembly 2 
includes the pedestal component 10 and three storage sets 20 
vertically stacked all together (FIG. 8). 

[0025] Each of the storage sets 20 has tWo supports 200 
and a container 210. The tWo supports 200 each include tWo 
holes 201, a track portion 202 and tWo bulges 203. The tWo 
holes 201 are respectively formed at tWo ends of a top 
thereof and mated With the corresponding tWo protruding 
portions of the pedestal component 10. The track 202 is 
formed on a side of the supports 200. The tWo bulges 203 
correspond With the tWo holes 201 and extend doWnWardly 
from tWo ends of a bottom of the support 200 for mating 
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With tWo corresponding holes 201 of a support 200 of 
another storage set 20 on Which the storage set 20 is stacked. 

[0026] The container 210 has tWo mating tracks 211 
formed on tWo sides thereof and respectively slidably mat 
ing With the tWo tracks 202 of the tWo supports 200 for 
receiving articles; moreover, the container 210 has a dent 
formed on a front side for being held easily. 

[0027] Furthermore, the four protruding blocks 103 of the 
pedestal component 10 are mated With the four holes 201 of 
the tWo supports 200 of the storage set 20 stacked last, so 
that the three stacked storage sets 20 are coupled beloW the 
pedestal component 10. 

[0028] When an user needs to have more receiving space, 
the user can couple another storage set 20 beloW the three 
storage sets 20 for adding containers 210. The storage sets 
20 of the pedestal assembly 2 can also be disassembled for 
moving easily. 
[0029] According to above descriptions, the present inven 
tion has folloWing advantages: 

[0030] (1) When a user needs more receiving space, 
the user can stack another pedestal component 10 on 
the stacked pedestal components for adding open 
ings 106. The stacked pedestal components of the 
pedestal assembly 1 can also be disassembled for 
moving easily. 

[0031] (2) When an user needs to have more receiv 
ing space, the user can couple another storage set 20 
beloW the three storage sets 20 for adding containers 
210. Certainly, the storage sets 20 of the pedestal 
assembly 2 can also be disassembled for moving 
easily. 

[0032] Therefore, the foregoing is considered as illustra 
tive only of the principles of the invention. Further, since in 
the art, it is not desired to limit the invention to the exact 
construction and operation shoW and described, and accord 
ingly, all suitable modi?cations and equivalents may be 
resorted to, falling Within the scope of the invention. 

What is claimed is: 
1. A pedestal component for use in a pedestal assembly, 

comprising: 
a supporting portion for supporting an article; 

tWo side Walls respectively doWnWardly extending from 
tWo sides of the supporting portion; 

an opening de?ned by the supporting portion and the tWo 
side Walls; 

four notching portions formed at four corners of a top of 
the supporting portion, respectively; and 

four protruding portions corresponding With the four 
notching portions and respectively disposed on bottoms 
of the tWo side Walls for mating With four correspond 
ing notching portions of another pedestal component 
on Which the pedestal component is stacked. 
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2. The pedestal component as claimed in claim 1, Wherein 
the pedestal component is made from different colored 
plastics. 

3. A pedestal assembly, comprising: 

at least one pedestal component for being vertically 
stacked, each of the pedestal components having: 

a supporting portion for supporting an article; 

tWo side Walls respectively doWnWardly extending 
from tWo sides of the supporting portion; 

an opening de?ned by the supporting portion and the 
tWo side Walls; 

four notching portions formed at four corners of the 
supporting portion, respectively; and 

four protruding portions corresponding With the four 
notches and respectively disposed on bottoms of the 
tWo side Walls for mating With corresponding notch 
ing portions of another pedestal component on Which 
the pedestal component is stacked. 

4. The pedestal assembly as claimed in claim 3, Wherein 
the pedestal component is made from different colored 
plastics. 

5. A pedestal assembly, comprising: 

a pedestal component having a supporting portion for 
supporting an article, tWo side Walls respectively doWn 
Wardly extending from tWo sides of the supporting 
portion, an opening de?ned by the supporting portion 
and the tWo side Walls, four notching portions formed 
at four corners of the supporting portion, respectively, 
and four protruding portions corresponding With the 
four notches and respectively disposed on tWo bottoms 
of the tWo side Walls; and 

at least one storage set for being vertically stacked and 
coupled beloW the pedestal component, each storage 
set including: 

tWo opposite supports each having tWo holes formed at 
tWo ends of a top thereof and mating With the 
corresponding tWo protruding portions of the pedes 
tal component, a track portion arranged on an inner 
side thereof, and tWo bulges corresponding With the 
tWo holes and doWnWardly extending from tWo ends 
of a bottom thereof for mating With corresponding 
tWo holes of a support of another storage set on 
Which the storage set is stacked; and 

a container having tWo mating tracks formed on tWo 
sides thereof and respectively slidably mating With 
the tWo track portions of the tWo supports for receiv 
ing articles. 

6. The pedestal assembly as claimed in claim 5, Wherein 
the container has a dent formed on a front side for being held 
easily. 


