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APPARATUS AND METHODS FOR DYNAMIC 
BANDWIDTH ALLOCATION 

RELATED APPLICATIONS 

[0001] This application is a continuation of US. applica 
tion Ser. No. 09/317,381, ?led May 24, 1999, issued as US. 
Pat. No. , the entire teachings of Which are incorpo 
rated herein by reference. 

BACKGROUND OF THE INVENTION 

[0002] A typical data communications netWork includes 
many hosts interconnected by various data communication 
devices. The data communication devices can be routers, 
bridges, sWitches, access servers, gateways, hubs, concen 
trators, proxy servers, repeaters and so forth Which exchange 
data over an interconnection of data links. The data links 
may be physical connections or may be provided using 
Wireless communication mechanisms. The netWork alloWs 
data to propagate betWeen various applications that execute 
on the hosts. The hosts are often general purpose computer 
systems such as personal computers, Workstations, mini 
computers, mainframes and the like, or the hosts may be 
dedicated devices such as Web-site kiosks, facsimile servers, 
video servers, audio servers, and so forth. Each host couples 
to one or more of the data communications devices that form 
the netWork. 

[0003] Various physical or hardWare data communications 
connection mechanisms alloW the hosts to interconnect With 
the netWork. Physical data communications connection 
mechanisms can include modems, transceivers, netWork 
interface cards, ?ber optic cards, ports and other hardWare 
devices Which alloW data to be transferred at various data 
transfer rates (i.e., bandWidths) to and from the hosts and 
betWeen data communications devices. For example, certain 
hosts may have high-speed netWork interfaces Which pro 
vide connections to the netWork at high data rates such as 
fractional-T1, T1, E1 or higher, While other hosts may use an 
inexpensive modem that provides a maximum data transfer 
rate of 56.6 kilobits per second (Kbps) to and from the 
netWork. 

[0004] Depending upon a speci?c use of the host Which 
often depends on an application running on a host, data 
traveling across the netWork that is associated With those 
applications may require different levels of data service (i.e., 
data transfer rates or netWork bandWidth). For example, a 
distributed applications protocol such as the Multicasting 
Protocol can be used to serve streams of data from one or 
more source hosts to one or more destination hosts Which 

subscribe to the stream (called joining a multicast group). A 
multicasting video server coupled to the netWork may 
require a minimum amount of netWork bandWidth to be 
supplied from itself to all other hosts that require access to 
the streams of transmitted multicasted video. Another host 
may be supplying multicasted audio streams to remote 
destination hosts throughout the netWork. Though streaming 
audio data typically requires less netWork bandWidth than 
streaming video data (Which usually contains encoded audio 
data as Well as video images), both data types require a 
certain guaranteed minimum quality of service or QoS since 
each of these data types requires real-time transmission. The 
real-time bandWidth requirements of video or audio data 
contrast sharply With best-effort only bandWidth require 
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ments associated With non-urgent data such as E-mail com 
munications Which can be delayed in the netWork for 
prolonged periods Without affecting the intended purpose or 
performance of the E-mail application. 

[0005] As another example of the need for varying band 
Width requirements, hosts that connect or subscribe to net 
Works using high speed connection mechanisms such T1 
interface cards generally expect to be provided With, and 
often pay a premium for the ability to send and receive data 
across the netWork at T1 data rates. Other hosts may not 
require such high data transfer rates and therefore only 
subscribe to the netWork and pay for the capability to 
transfer data at loWer data transfer rates. In either case, the 
data communications devices in the netWork must be able to 
distinguish and handle the ?oWs of data from hosts having 
differing levels or qualities of service. 

[0006] Since many connections, sessions or data traf?c 
?oWs (i.e., data associated With an end-to-end application or 
stream) from multiple hosts With potentially different data 
rates are frequently sWitched, routed or transferred through 
the same data communication devices in a netWork such as 
the Internet, the data communications devices must provide 
a Way to establish, allocate or reserve the bandWidth require 
ments for the various ?oWs, sessions, or connections. Once 
the bandWidth is allocated, the devices must distinguish the 
different data ?oWs or connections requiring the different 
levels of service (i.e., different data rates or bandWidth 
requirements). Once distinguished, the data communications 
devices must be able to service each connection or How at 
its prescribed level of service. For example, if T1 service is 
required, the data communications devices must identify and 
transport data on T1 or higher speed links through the 
netWork at T1 speeds, While data from sloWer links should 
at least be transferred through the netWork at a minimum 
subscription rate of those links. Management of the various 
data transmission and propagation requirements associated 
With data having differing levels of service is a Well knoWn 
problem associated With data communications devices in 
modem netWorks. 

[0007] Various bandWidth allocation or reservation proto 
cols have been developed for use in modern netWorks to 
provide guaranteed QoS or controlled end-to-end delays for 
transmitted data. These protocols alloW applications that 
exchange data betWeen sending and receiving hosts to 
establish reservations of bandWidth over the netWork for the 
various services required by the applications. One such 
protocol is called RSVP, Which stands for the ReSerVation 
Protocol. 

[0008] As its name implies, hosts use RSVP to request a 
speci?c QoS from the netWork on behalf of an application 
data stream. RSVP carries the request through the netWork, 
visiting each data communications device or node that the 
netWork Will use to carry the stream. At each node, RSVP 
attempts to make a resource (i.e. bandWidth) reservation for 
the stream. Once bandWidth is reserved in each node on the 
netWork path from sender to receiver, the sender can com 
mence transmission of the stream using the reserved net 
Work bandWidth. The QoS for that stream is generally 
guaranteed since the bandWidth is reserved for use by that 
particular stream (e.g., Multicast group) and no other. 

[0009] FIG. 1 illustrates a typical architecture and data 
How of a prior art data communications device 100 con?g 
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ured to use RSVP. Traditionally, to make a resource reser 

vation in the data communications device 100 (eg a router), 
an RSVP daemon 101 executing on the device 100 commu 
nicates With tWo local decision modules, admission control 
102 and policy control 103. Admission control 102 deter 
mines Whether the device 100 has suf?cient available 
resources (e.g., buffer capacity, processor and I/O band 
Width) to supply the requested QoS. Policy control 103 
determines Whether a user, host or application (typically on 
another device or host) requesting the bandWidth reservation 
has administrative permission (i.e. access control) to make 
the reservation. If either check fails, the RSVP daemon 101 
returns an error noti?cation to the application process that 
originated the request. If both the admission and policy 
control checks succeed, the RSVP daemon 101 de?nes a set 
of ?lterspec parameters provided to a packet classi?er 104 
and a set of ?oWspec parameters provided to the packet 
scheduler 106 to con?gure and obtain the desired QoS in the 
device 100 for that stream. 

[0010] The packet classi?er 104 uses the ?lterspec param 
eters to ?lter each packet (data in) that arrives at the device 
to determine the route and queue for the packet Within the 
data queuing mechanism 105. For example, there may be 
many prioritiZed queues, each providing a speci?c level of 
service or QoS. The packet scheduler 106 uses the ?oWspec 
parameters to properly service the queues in the data queu 
ing mechanism 105 to achieve the promised QoS for each 
stream. Typically, the packet scheduler 106 employs a 
Weighted fair queuing algorithm to dequeue the data from 
the various queues in the data queuing mechanism 105 
according to the bandWidth allocation requirements or QoS 
de?ned in the ?oWspec parameters. 

[0011] FIG. 2 illustrates a prior art packet data structure 
510 used to transport data in a data stream for Which RSVP 
has reserved bandWidth in data communications device 110. 
The data packet 510 includes an RSVP header ?eld 180 
folloWed by UDP and IP headers 181, 182 and the data 183. 
The RSVP header 180 typically includes various ?elds 184 
through 191. Of particular interest is the Tspec ?eld 191 
Which provides a description or identi?cation of the traf?c 
?oW, session, or data stream to Which this data packet 510 
is associated. The packet classi?er 104 and the packet 
scheduler 106 can use the Tspec ?eld 191 to identify 
different ?oWs of data and enforce the bandWidth allocations 
or QoS for each identi?ed ?oW. 

SUMMARY OF THE INVENTION 

[0012] The RSVP protocol does not de?ne hoW a device 
(eg 100 in FIG. 1) is to implement the actual bandWidth 
reservations allocated to a session or How of data commu 
nication betWeen hosts. Rather, RSVP simply provides a 
mechanism to exchange bandWidth reservation and path 
messages along the path of data communication betWeen 
sending and receiving hosts. The reservation messages sim 
ply identify a session or stream of data communication and 
indicate a requested level of service for that stream of data. 
The path messages indicate Where the data is to come from 
and also indicate Where to transmit the data. The mecha 
nisms to set aside or reserve the bandWidth resources in the 
device are implementation dependant. 

[0013] Accordingly, RSVP only provides a framework for 
hosts to notify and request reservations of bandWidth in all 
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data communications devices that are on paths betWeen 
sending and receiving hosts. Once the data communications 
devices have agreed to reserve the requested bandWidth (i.e., 
admission and policy control), the implementation of hoW 
that bandWidth is actually reserved or set aside Within each 
device is left up to the device and is not part of the RSVP 
protocol. The previously described prior art implementa 
tions of device bandWidth reservation mechanisms using 
customiZed packet classi?ers and packet schedulers Which 
operate in conjunction With the RSVP protocol have become 
quite popular. 

[0014] HoWever, one problem that stems from these prior 
art implementations is that they do not alloW adjustments to 
be made to the amount of bandWidth reserved to a session of 
data communication Without requiring the session to be 
interrupted. That is, once the prior art implementations of 
bandWidth reservation techniques (i.e. modi?ed classi?ers 
and schedulers) reserve a set amount of bandWidth betWeen 
tWo or more hosts, the prior art implementations cannot 
adjust the amount of reserved bandWidth Without clearing 
the session from end-to-end of all data in the path(s) betWeen 
sending and receiving hosts. This essentially requires the 
sender(s) to stop sending session data to provide time for all 
session data in the netWork to clear and reach the intended 
receiver(s). In other Words, if the bandWidth or QoS require 
ments of a session need to change (e.g., the receiver needs 
more bandWidth to properly receive the stream), the RSVP 
negotiation that must take place requires that the sending 
host halt data transmission for a period of time, While the 
sending and receiving hosts, and all data communication 
devices in betWeen, clear themselves of the session data. 
Then, the sender and receiver must use another set of RSVP 
reservation and path messages to adjust (i.e., increase or 
decrease) the amount of bandWidth allocated betWeen the 
sender and receiver hosts to meet the neW requirements. 

[0015] One reason that current implementations of RSVP 
do not alloW bandWidth adjustments once a communication 
session is in progress is not due to limitations of the RSVP 
protocol. Rather, the design of prior art data communications 
devices that support RSVP, such as shoW in FIG. 1, impose 
the limitations. AcustomiZed data classi?er 104 and sched 
uler 106 support RSVP bandWidth reservation requests and 
enforce the bandWidth allocation requirements in prior art 
data communications devices that support RSVP. The RSVP 
daemon 101 periodically updates the customiZed classi?er 
104 With ?lterspec information Which alloWs the classi?er 
104 to properly examine and classify packets of data With 
the How identi?cation associated With the packets. If a 
packet is associated With a How of data for Which bandWidth 
has been allocated via RSVP, the customiZed classi?er 104, 
for example, directs this packet to a queue reserved for this 
?oW. Once queued, the customiZed scheduler 106 typically 
uses a Weighted fair queuing algorithm to dequeue the data 
from the various queues according to the bandWidth alloca 
tion requirements associated With the various ?oWs of data 
in relation to each queue as de?ned by ?oWspec require 
ments. 

[0016] By Way of example, if the classi?er 104 identi?es 
data associated With a session having a high bandWidth 
reservation, the classi?er 104 may queue the data in a high 
bandWidth queue. The scheduler 106 may service the high 
bandWidth queue more frequently that other queues Which 
may have loWer bandWidth allocations or reservations Which 
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are serviced less frequently. Since the classi?er, the sched 
uler, and sometimes the queuing structure are all involved in 
prior art device speci?c implementations of bandWidth res 
ervation using RSVP, data associated With a speci?c session 
may eXist in any one of these components in the device at 
any point in time. Hence, if the RSVP daemon 101 Were to 
attempt to change the allocation of reserved bandWidth 
during an active session of data communication, the sched 
uler 106 might need to recon?gure queuing structures and 
the classi?er 104 might need to be made aWare of the neW 
bandWidth allocation scheme for that session. If data com 
munications devices using prior art implementations of 
RSVP attempted to dynamically recon?gure bandWidths 
allocated to sessions of data communication during transport 
of those sessions, signi?cant delays and/or lost data Would 
result for ?oWs using the data communications device. 

[0017] To avoid such losses or delays of data, prior art 
implementations of RSVP require that the sending host halt 
the transmission of data and that all data be ?ushed through 
the netWork to the receiver. Once the prior art devices clear 
the netWork of any data associated With a speci?c session of 
data communication, the prior art devices use another 
sequence of RSVP messages to adjust bandWidth and estab 
lish a neW session. Once the prior art devices have estab 
lished a neW bandWidth allocation, a neW session of data 
communication must be reinitiated. 

[0018] The present invention avoids the prior art situation 
of requiring a break in a data communication session in 
order to re-allocate or adjust bandWidth reserved for a 
session. The present invention provides a device implemen 
tation that can accept bandWidth allocation changes and can 
dynamically adjust bandWidth during an active session of 
data communication using a protocol such as RSVP Without 
requiring a pause or break in the transmission of data along 
the entire path from sender(s) to receiver(s). This can be 
accomplished since the present invention manages 
resources, and is not focused on managing time. 

[0019] More speci?cally, the present invention provides a 
data communications device capable of dynamically adjust 
ing reserved bandWidth While maintaining a session of data 
communication. The device includes an input for receiving 
data including bandWidth reservation requests and a data 
storage mechanism including data storage locations. Also 
included is a bandWidth reservation processor coupled to the 
input port Which accepts a ?rst bandWidth reservation 
request indicating a ?rst amount of bandWidth to reserve for 
the session of data communication in the data communica 
tions device. The bandWidth reservation processor then 
establishes a ?rst bandWidth reservation associated With a 
session of data communication in the data storage locations. 
A data scheduler is included and is coupled to the input port 
and coupled to the data storage mechanism. The data sched 
uler receives data associated With the session of data com 
munication and deposits the data associated With the session 
of data communication into the data storage locations asso 
ciated With the ?rst bandWidth reservation. Using such a 
mechanism, data transport is separated from bandWidth 
reservation and allocation. The bandWidth reservation may 
enforce reservations for high priority traf?c, for eXample. 

[0020] In another embodiment Which alloWs dynamic 
adjustments to the bandWidth reservation already in effect, 
the bandWidth reservation processor receives bandWidth 
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allocation adjustment information from the input port during 
the session of data communication and dynamically adjusts 
the ?rst bandWidth reservation in the data storage locations 
to produce a second bandWidth reservation for the session of 
data communication in accordance With the bandWidth allo 
cation adjustment information. This apparatus performs this 
operation While the data scheduler continually receives and 
deposits data associated With the session of data communi 
cation into the data storage locations associated With the 
session of data communication. In other Words, the session 
of data communication continues during the bandWidth 
adjustment processing. 

[0021] In a more detailed embodiment, the bandWidth 
reservation processor includes a bandWidth request handler 
coupled to the input port to receive bandWidth reservation 
requests. Also provided is a bandWidth labeler coupled to the 
bandWidth request handler and coupled to the data storage 
locations. The bandWidth labeler receives bandWidth allo 
cation information indicated in the ?rst bandWidth reserva 
tion request and labels, With an identity of the session of data 
communication, a ?rst available percentage of the data 
storage locations used to store data transported through the 
data communications device thus establishing the ?rst band 
Width reservation. 

[0022] Another embodiment is provided in Which the 
bandWidth reservation processor further includes a resource 
allocation table accessible by the bandWidth labeler and a 
resource allocation calculator coupled to access the resource 
allocation table independently of the bandWidth labeler. The 
resource allocation calculator receives the bandWidth allo 
cation information indicated in the ?rst bandWidth reserva 
tion request and calculates and stores in the resource allo 
cation table a ?rst percentage of total device bandWidth to 
allocate to the session of data communication based upon 
the ?rst bandWidth reservation request. Using these mecha 
nisms, the bandWidth reservation processor can continually 
alloW for bandWidth adjustments over time Without disturb 
ing the session of data communication for Which the band 
Width reservation exist. 

[0023] Another embodiment of the invention provides a 
system for reserving bandWidth in a data communications 
device. The system includes a bandWidth request handler 
that accepts a ?rst bandWidth reservation request indicating 
a ?rst amount of bandWidth to reserve for a session of data 
communication in the data communications device. Also 
included is a bandWidth labeler coupled to the bandWidth 
request handler. The bandWidth labeler labels, With an 
identity of the session of data communication, a percentage 
of available data storage locations used to store data trans 
ported through the data communications device to establish 
a ?rst bandWidth reservation. The percentage of storage 
locations labeled is based upon the ?rst amount of band 
Width requested as indicated in the ?rst bandWidth reserva 
tion request. Preferably, the data storage locations for a path 
or session of data communication are in the form of a single 
rotating queue structure. 

[0024] Similar to this embodiment, another embodiment is 
a data communications device that includes a bandWidth 
reservation processor that processes requests to reserve 
bandWidth for a session of data communications and labels 
a percentage of available data storage locations in the data 
communications device With a session identi?er. A data 
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transporter in this embodiment concurrently processes and 
transports data through a data communications device using 
the available data storage locations to store data as it is 
processed. The data transporter deposits only data having a 
corresponding identi?er equivalent to the session identi?er 
of the storage locations into the data storage locations 
labeled With the session identi?er. In this manner, only 
labeled storage location are use for session data and com 
prise the reserved bandWidth. 

[0025] The aforementioned apparatus embodiments per 
form processing that is unique to this invention as Well. The 
processing steps also are embodiments of the invention and 
are summariZed beloW. 

[0026] Speci?cally, one processing or method embodi 
ment provides a method for separately handling bandWidth 
reservation processing in a data communications device 
from data transport processing. The method includes the 
steps of processing requests to reserve bandWidth for a 
session of data communications and labeling a percentage of 
available data storage locations in the data communications 
device With a session identi?er. Also, the method includes 
the step of concurrently processing and transporting data 
through a data communications device using the available 
data storage locations to store the data as it is processed, and 
depositing only data having a corresponding identi?er 
equivalent to the session identi?er of the storage locations 
into the data storage locations labeled With the session 
identi?er. Using such a method, the device can reserve 
bandWidth While concurrently processing session data in the 
device. 

[0027] In another method of the invention, the step of 
processing requests, processes requests to change an amount 
of reserved bandWidth associated With the session of data 
communication. 

[0028] In yet another method embodiment, a method of 
storing bandWidth reservation information is provide and 
includes the steps of accepting a bandWidth reservation 
request indicating an amount of bandWidth to reserve for a 
session of data communication. Then, the step of calculating 
a percentage of total device bandWidth to allocate to the 
session of data communication based upon the bandWidth 
reservation request is performed. This is then folloWed by 
the step of storing the percentage in a resource allocation 
table Which is independently accessible by a How labeler. 

[0029] Another embodiment of the invention provides a 
method for dynamically adjusting reserved bandWidth in a 
data communications device While transporting a session of 
data communication Within the device. This method 
embodiment includes the steps of establishing a ?rst band 
Width reservation associated With a session of data commu 
nication in the data communications device. This may be 
done, for eXample, by accepting a ?rst bandWidth reserva 
tion request indicating a ?rst amount of bandWidth to reserve 
for the session of data communication in the data commu 
nications device and by labeling, With an identity of the 
session of data communication, a ?rst percentage of avail 
able data storage locations used to store data transported 
through the data communications device thus establishing 
the ?rst bandWidth reservation. The ?rst percentage of 
storage locations labeled is generally based upon the ?rst 
amount of bandWidth requested as indicated in the ?rst 
bandWidth reservation request. 
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[0030] Preferably, after the step of accepting a ?rst band 
Width reservation request, the step of establishing a ?rst 
bandWidth reservation further includes the step of calculat 
ing and storing a ?rst percentage of total device bandWidth 
to allocate to the session of data communication based upon 
the ?rst bandWidth reservation request. The ?rst percentage 
of data storage locations labeled in the step of labeling is 
based upon the calculated ?rst percentage of total device 
bandWidth to allocate to the session of data communication. 
Also, the step of calculating and storing preferably stores the 
calculated ?rst percentage in a resource allocation table 
Which is independently accessible by the step of labeling and 
the step of dynamically adjusting, so as to alloW the step of 
dynamically adjusting to alter the calculated percentage in 
the resource allocation table Without disrupting the step of 
labeling, thus alloWing the bandWidth reservation in the 
device to be adjusted Without effecting operation of a step of 
transporting (summariZed beloW). Accordingly, data storage 
locations are labeled in accordance With the bandWidth 
requests and the labeling of the locations inherently reserves 
the bandWidth for sessions associated With the label. 

[0031] As noted above, the embodiment also includes the 
step of transporting, through the data communication device, 
data associated With the session of data communication 
utiliZing data storage locations associated With the ?rst 
bandWidth reservation. The step of transporting can deposit 
the data associated With the session of data communication 
into data storage locations having an identi?cation associ 
ated With the session of data communication and does so 
independently of hoW the identi?cation associated With the 
session of data communication is created. Preferably, this 
step of transporting deposits the data associated With the 
session of data communication only into those data storage 
locations having an identi?cation associated With the session 
of data communication. In other Words, storage locations are 
labeled With an identity of a session of data communication 
for Which bandWidth is reserved and during data transport, 
data associated With that session of data communication is 
placed into the labeled storage locations corresponding to 
the session. Preferably, other data not associated With the 
session of communication does not use the labeled locations, 
since they are reserved for the session data only. In this 
manner, the number of labeled locations selected from a total 
set of available location, such as labeling selected data 
storage locations in a single large rotating queue, are 
reserved for the session data. 

[0032] The embodiment also includes the step of receiving 
bandWidth allocation adjustment information during the 
session of data communication. Preferably, this is done via 
a resource allocation protocol such as RSVP. That is, the 
data communications device uses an RSVP protocol to 
determine an amount of bandWidth to reserve. 

[0033] Furthermore, the embodiment includes the step of 
dynamically adjusting the ?rst bandWidth reservation to 
produce a second bandWidth reservation for the session of 
data communication in accordance With the bandWidth allo 
cation adjustment information While continually maintain 
ing the session of data communication. 

[0034] In another embodiment based on the former 
embodiment, the step of dynamically adjusting the ?rst 
bandWidth reservation to produce a second bandWidth res 
ervation includes the steps of accepting a second bandWidth 
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reservation request indicating a second amount of bandwidth 
to reserve for the session of data communication, and 
labeling, With an identity of the session of data communi 
cation, a second percentage of available data storage loca 
tions used to store data transported through the data com 
munications device thus establishing the second bandWidth 
reservation. The second percentage of storage locations 
labeled is based upon the second amount of bandWidth 
requested as indicated in the second bandWidth reservation 
request, and the second percentage of storage locations 
labeled is different than the ?rst percentage of storage 
locations labeled. This alloWs bandWidth to be adjusted by 
altering the labeled percentages for storage locations (eg in 
the single rotating queuing structure) associated With (i.e., 
labeled to receive) various sessions of data communication. 

[0035] In another embodiment, after the step of dynami 
cally adjusting the ?rst bandWidth reservation to produce a 
second bandWidth reservation completed, the method further 
includes the step of calculating and storing a second per 
centage of total device bandWidth to allocate to the session 
of data communication based upon the second bandWidth 
reservation request. The second percentage of data storage 
locations labeled in the step of labeling is based upon the 
calculated second percentage of total device bandWidth to 
allocate to the session of data communication. The second 
percentage replaces the ?rst percentage calculated previ 
ously. 

[0036] Preferably, the step of calculating and storing 
stores the calculated second percentage in a resource allo 
cation table as a replacement for the calculated ?rst percent 
age. The step of calculating can include the steps of obtain 
ing a current measurement of data communications device 
data storage locations available for data storage and a 
current bandWidth utiliZation rate and then computing an 
amount of bandWidth to reserve for the session of data 
communication based on the current bandWidth utiliZation 
rate and on the current measurement of data communication 
device data storage locations available for data storage. 

[0037] The resource allocation table is independently 
accessible by the step of labeling and the step of dynamically 
adjusting, so as to alloW the step of dynamically adjusting to 
alter the calculated ?rst percentage in the resource allocation 
table Without disrupting the step of labeling, thus alloWing 
the ?rst bandWidth reservation in the device to be adjusted 
Without effecting operation of the step of transporting. The 
resource allocation table may be a database, table, linked 
list, object, or other data structure or storage mechanism 
used to store resource allocation data as described herein. 

[0038] In another embodiment, the step of dynamically 
adjusting the ?rst bandWidth reservation to produce a second 
bandWidth reservation includes the steps of accepting a 
bandWidth reservation request indicating a speci?c amount 
of bandWidth to reserve for the session of data communi 
cation. Next, a step of calculating and storing a percentage 
of total device bandWidth to allocate to the session of data 
communication based upon the bandWidth reservation 
request is performed, folloWed by a step of labeling, With an 
identity of the session of data communication, a percentage 
of available data communication device data storage loca 
tions used to store data transported through the data com 
munications device. In this embodiment, the labeled per 
centage is based upon the calculated percentage of total 
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device bandWidth to allocate to the session of data commu 
nication. Thus, the data storage locations are labeled accord 
ing to reserved bandWidth requirements. 

[0039] Other apparatus embodiments include computer 
program product(s) having a computer-readable medium 
including computer program logic encoded thereon for 
allocating bandWidth in a data communications device. The 
computer program logic, When eXecuted on one or more 
processing units With the data communications device, cause 
the processing unit(s) to perform any and all of the afore 
mentioned methods steps. That is, since certain embodi 
ments of the invention can be implemented in softWare, the 
computer program embodiments cover a disk or other com 
puter readable medium encoded With instructions to execute 
the invention as a softWare program. The disks or other 
mediums themselves containing the code are actual embodi 
ments of this invention. 

[0040] The resource allocation information for bandWidth 
reservations is preferably stored in the resource allocation 
table. In one embodiment, a computer readable medium is 
provided that is encoded With a data structure. The data 
structure stores bandWidth allocation information. The band 
Width allocation information includes an identity of at least 
one session of data communication and a number represent 
ing a percentage of data storage locations to associate With 
the identity of the at least one session of data communica 
tion. The number representing the percentage of data storage 
locations to associate With the identity of the session of data 
communication is preferably a number indicating a number 
of labels to apply to data storage locations so as to reserve 
the data storage locations for the data associated With the at 
least one session of data communication. This data structure 
embodiment can be used to maintain bandWidth reservation 
information Within a data communications device and can be 
dynamically changed to re-apportion bandWidth resources 
While the device concurrently and separately maintains the 
sessions of data communication. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0041] The foregoing and other objects, features and 
advantages of the invention Will be apparent from the 
folloWing more particular description of preferred embodi 
ments of the invention, as illustrated in the accompanying 
draWings in Which like reference characters refer to the same 
parts throughout the different vieWs. The draWings are not 
necessarily to scale, emphasis instead being placed upon 
illustrating the principles of the invention. 

[0042] FIG. 1 illustrates a typical prior art implementation 
of the RSVP protocol used to reserve bandWidth Within a 
data communications device. 

[0043] FIG. 2 illustrates the structure of a prior art packet 
used to transfer data according to the RSVP protocol. 

[0044] FIG. 3 illustrates a data communications netWork 
ing environment using data communications devices con 
?gured to reserve bandWidth according to the invention. 

[0045] FIG. 4 illustrates an internal architecture and data 
How diagram of a data communications device con?gured 
according to one embodiment of the invention. 

[0046] FIG. 5 illustrates a more detailed architecture and 
data How diagram for a data communications device con 
?gured according to the invention. 
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[0047] FIG. 6A illustrates a resource allocation table 
created illustrating example data How resource allocations 
according to an embodiment of the invention. 

[0048] FIG. 6B illustrates a detailed vieW of a queue entry 
labeling arrangement according to one embodiment of the 
invention. 

[0049] FIG. 7 illustrates bandWidth policy and admission 
control processing steps performed by a bandWidth reser 
vation processor con?gured according to one embodiment of 
the invention. 

[0050] FIG. 8A illustrates resource allocation calculation 
processing steps performed according to one embodiment of 
the invention. 

[0051] FIG. 8B illustrates queue entry label processing 
steps performed by a bandWidth labeler con?gured accord 
ing to one embodiment of the invention. 

[0052] FIG. 9A illustrates hoW data storage locations can 
be labeled according to percentages of How bandWidth per 
?oW according to one embodiment of the invention. 

[0053] FIG. 9B illustrates hoW data storage locations can 
be labeled according to another embodiment of the inven 
tion. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0054] An brief overvieW of the invention Will assist in 
understanding the discussion of detailed embodiments. Gen 
erally, the system of the invention alloWs a data communi 
cations device to dynamically reserve bandWidth and adjust 
bandWidth reservations for sessions of data communication 
Without session disruption. The device can perform reser 
vation and adjustment operations independently of sessions 
of data communication that are in progress (i.e. actively 
being transmitted) in the device and that may be using any 
currently reserved bandWidth resources. HoWever, as the 
bandWidth is adjusted, the session(s) for Which bandWidth 
adjustment is made are transported according to the neW 
bandWidth reservation. That is, adjustments in reserved 
bandWidth for a session of data communication can be made 
Without concerning or bothering the continual process of 
transporting data for that session, but the session data itself 
Will be transported using the neW bandWidth reservation as 
it is put in place, Whether the neW reservation is an increase 
or decrease in available bandWidth. 

[0055] By having the device separate the operation of 
bandWidth allocation and adjustment from the continual 
operation of transporting data through the device, the device 
can perform bandWidth reservations and adjustments With 
out disturbing the How or sessions of data communication. 
The system can accept requests to allocate or reserve band 
Width in a data communications device using bandWidth 
reservation protocols such as RSVP. The reservation 
requests create sender state data that can be used to compute 
resource allocation data. The device uses the resource allo 
cation data to associate labels With data storage locations in 
a data storage mechanism according to the required band 
Width reservations. A data scheduling apparatus, Which is 
ignorant of particular sessions having speci?c amounts of 
reserved bandWidth, examines data and deposits data into 
data storage locations having an associated label corre 
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sponding to a session identi?cation speci?ed in the data, if 
any. This Way, the device only places session data into the 
labeled storage locations reserved for that session data. If the 
data contains an unknoWn session identi?cation (or none at 
all), the data scheduler deposits data into a data storage 
location that is unlabeled or that has an unreserved label. 
Thus the percentage of data storage locations labeled in a 
device for a session determines bandWidth reserved for the 
session. The data storage labeling scheme of the invention 
operates separately from the data scheduling, enqueuing and 
data dequeuing mechanisms to alloW data sessions to con 
tinue Without interruption during bandWidth adjustments. 

[0056] FIG. 3 illustrates an example of a communications 
netWork 200 con?gured according to the invention. The 
netWork 200 includes data links 202 Which interconnect data 
communications devices 201-A through 201-E, netWork 
policy server 150, and hosts 210 (including hosts 210-A1, 
210-A2 and 210-A3). The data links 202 alloW communi 
cations to take place betWeen the various components shoWn 
in the ?gure and can be any type of communication medium 
including physical netWork cables, Wires, ?ber optic links, 
any type of Wireless transmission links or another commu 
nications medium. Though the netWork 200 is illustrated as 
a relatively small netWork for ease of description of the 
invention, the invention is applicable to netWorks of all 
siZes, including interconnected local area netWorks (LANs), 
Wide area netWorks (WANs), intranets, extranets, and con 
glomerations of many netWorks, such as the Internet, for 
example. 

[0057] As illustrated, the hosts 210 are general purpose 
computer systems such as personal computers, mini-com 
puters, mainframes or the like that exchange data, as Will be 
explained, over the netWork 200. It is to be understood, 
hoWever, that the hosts 210 may be many different types of 
computing or data exchanging devices such as ?le servers, 
Web-site servers, netWork-telephony devices, audio or video 
servers, and so forth and that the invention is not limited to 
application only in a computer netWork or only for data 
exchange betWeen devices of a speci?c type. 

[0058] The data communication devices 201 provide the 
processing resources (routing and sWitching algorithms, 
queues, buffers, sWitching fabrics, data busses, backplanes, 
input and output ports, and so forth) to propagate data 
through the netWork 200 betWeen the hosts 210. The data 
communication devices 201 may be any type of data pro 
cessing device that can transfer, sWitch, route or otherWise 
direct or propagate data in a netWork. Possible examples of 
data communications devices 201 are netWork access serv 

ers, routers, sWitches, hubs, bridges, gateWays, proxy serv 
ers, ?reWalls, modem banks, concentrators, repeaters, and 
similar data transfer devices, or any combination thereof. 
Preferred embodiments of invention are implemented Within 
the data communications devices 201 and alloW each device 
201 to dynamically reserve bandWidth to one or more 

sessions of data communication betWeen hosts 210 and 
alloW the amount of bandWidth that is reserved by or to those 
sessions to be changed Without disrupting the sessions that 
are using the reserved bandWidth or that require a change in 
the amount of reserved bandWidth in each data communi 
cations device 201. 

[0059] FIG. 3 is suitable for illustrating some example 
operations of embodiments of the invention Which are 
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helpful in understanding more detailed embodiments pre 
sented later. In FIG. 3, suppose, for example, that host 
210-A1 is a video server that serves a stream of video 

packets 203 (the “A” video stream) across the communica 
tions netWork 200 to recipient hosts 210-A2 and 210-A3 
using a multicasting protocol. Furthermore, assume that in 
order for a receiving host 210-A2, 210-A3 to properly 
receive the “A” video stream 203 With adequate quality, the 
hosts 210-A2, 210-A3 require an end-to-end netWork band 
Width of 100 Kilobits per second (Kbps). That is, each data 
communications device 201-B through 201-E that transports 
the stream of “A” video packets 203 betWeen sending host 
210-A1 and recipient hosts 210-A2 and 210-A3 must supply 
a minimum data transfer rate (i.e., bandWidth) of 100 Kbps 
for the “A” video stream 203. 

[0060] Due to the critical or real-time nature of data in the 
“A” video stream 203, the sending and receiving hosts 
210-A1, 210-A2 and 210-A3, in conjunction With the data 
communications devices 201-B, 201-C 201-D and 201-E 
use a bandWidth reservation protocol such as RSVP to 
establish and reserve a 100 Kbps channel for the “A” video 
stream 203 through the netWork 200. Speci?cally, using 
RSVP, each data communications device 201-B, 201-C 
201-D and 201-E receives RSVP path and bandWidth res 
ervation request messages (not speci?cally shoWn in this 
?gure) Which specify, among other things, an identity of a 
speci?c session of data communication (the “A” video 
stream 203 in this example), an amount of bandWidth to 
reserve for the session of data communication (100 Kbps in 
this example), and the path for Which the requested band 
Width is to be reserved for the speci?ed data stream (i.e., 
203) Within each particular device 201-B through 201-E. In 
an alternative embodiment, the netWork policy server 150 
supplies the requests to each device 201 (in the form of 
commands) Which tell the devices 201 hoW much bandWidth 
to reserve for ?oWs, streams, or sessions of data communi 
cation in the netWork 200. 

[0061] According to the invention, each data communica 
tion device 201 contains a bandWidth reservation processor 
500 (abbreviated B.R.P. in FIG. 4) and a data transporter 
300 (abbreviated D.T. in FIG. 4). In the illustrated example, 
only device 201-B is illustrated With the bandWidth reser 
vation processor 500 and the data transporter 300, though it 
is assumed for this example that all devices 201 are con?g 
ured in a similar manner. All of the processing associated 
With the reservation and allocation of bandWidth is per 
formed by the bandWidth reservation processor 500 in a 
device 201, While all of the processing associated With the 
transport of data (e.g., stream 203) through a device 201 is 
handled separately and concurrently by the data transporter 
300. Using this con?guration, a data communications device 
201 can con?gure, control and adjust (if needed) bandWidth 
reservation requirements for streams of data (e.g., alter the 
100 Kbps channel for the “A” video data stream 203) 
independently of transferring the actual data (e.g., the “A” 
data stream packets) through the device 201. 

[0062] Continuing With the example, the bandWidth res 
ervation processor 500 in each device 201-B through 201-E 
receives the RSVP path and bandWidth reservation request 
messages. If the bandWidth reservation processor 500 deter 
mines that a requesting application or host (e.g., receiving 
hosts 210-A2 or 210-A3) has permission or privileges to 
reserve the requested bandWidth (e. g., RSVP policy control) 
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and also determines that the requested resource (e.g., the 100 
Kbps bandWidth) is available in the device 201, the band 
Width reservation processor 500 in each data communica 
tions device 201-B through 201-E grants the request and 
establishes the 100 Kbps bandWidth reservation for the “A” 
data stream 203 along the path from sending host 210-A1 to 
receiving hosts 210-A2 and 210-A3. Once the bandWidth 
reservation is established, each data communications device 
201-B through 201-E transports data (i.e., packets) associ 
ated With the session of data communication (ie the “A” 
video data stream 203) using the reserved 100 Kbps 
resources (data storage locations in this invention, as Will be 
explained). 
[0063] Extending the example, assume that each recipient 
host 210-A2 and 210-A3 receives the “A” data stream 203 
at the reserved rate of 100 Kbps. That is, the bandWidth 
reservation processor 500 con?gures each data communica 
tions device 201-B through 201-E With a bandWidth reser 
vation of 100 Kbps of its total bandWidth (i.e., its total data 
transfer capacity or throughput for the path speci?ed for, or 
required by, the data stream) for the “A” video stream 
packets 203 Which are continuously delivered to the recipi 
ent hosts 210-A2 and 210-A3 in real-time across netWork 
200. If a video client application (not shoWn) executing on 
recipient host 210-A3 senses that more netWork bandWidth 
is required (such as 120 Kbps) to effectively receive the “A” 
video data stream 203, the host 210-A3 can use RSVP to 
make a bandWidth reservation request (not shoWn) contain 
ing bandwidth allocation adjustment information to each 
netWork device 201-E, 201-D, 201-C and 201-B. The band 
Width allocation adjustment information in the bandWidth 
reservation request speci?es a request for 120 Kbps of 
bandWidth to be reserved for the “A” video data stream 203. 

[0064] Using the invention, the bandWidth reservation 
processor 500 in each device 201-E through 201-B along the 
path of the “A” data stream 203 receives the RSVP band 
Width allocation adjustment information. Assuming band 
Width resources (i.e., an extra 20 Kbps) are available to meet 
the needs of the additional request (e.g. RSVP admission 
control), and that permission is granted for the requesting 
host (e.g., 2l0-A3) or client application to increase band 
Width to the requested level, the bandWidth reservation 
processor 500 in each device 201-E through 201-B dynami 
cally adjusts the original bandWidth reservation of 100 Kbps 
to produce a neW bandWidth reservation of 120 Kbps for the 
“A” video data stream 203 While continually maintaining 
(i.e., transporting) the “A” video data stream 203. Essen 
tially, the invention’s implementation of the separation of 
bandWidth reservation, adjustment and control from the 
transportation of data through a data communications 
device, as con?gured according to the invention alloWs a 
session of data communication to be uninterrupted during 
adjustments to bandWidth for that session. 

[0065] FIG. 4 illustrates a more detailed architecture of a 
data communications device 201 con?gured according to 
one embodiment of the invention Which provides the pro 
cessing capabilities explained above. In this embodiment, 
the data communications device 201 contains the data 
transporter 300 including a data scheduler 320 and a data 
storage mechanism 340, and the bandWidth reservation 
processor 500 including a bandWidth request handler 520 
and a bandWidth labeler 550. At least one input port 505 is 
provided in the data communications device 201 Which is 
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illustrated as receiving application or session data (e.g., the 
“A” video data stream packets 203 in FIG. 1) and RSVP 
reservation requests and path messages 511, shoWn as an 
“R” packet. An output port 506 is also provided Which 
transmits data onto the netWork 200. Only one input and 
output port 505, 506 are illustrated for ease of description of 
the invention. It is to be understood that many ports serving 
as both input and output ports may exist in a preferred 
embodiment of the data communications device 201. 

[0066] The netWork policy server 150 is also shoWn in this 
embodiment to illustrate that the bandWidth reservation 
processor 500 can receive commands 530 to govern band 
Width allocation operations (as explained herein), instead of 
using bandWidth reservation requests 511 from individual 
hosts 201. This alternative arrangement may be bene?cial 
When each data communications device 201 netWork-Wide is 
to have a permanent amount of dedicated reserved band 
Width for use by a special purpose application or netWork 
Wide (e.g. multicast) session of data communication, for 
example. 

[0067] According to the general operation of the data 
communications device 201, initial bandWidth reservation 
for a particular session of data communication is generally 
performed before data communication for the session actu 
ally begins. The invention hoWever is equally applicable to 
situations Where a session of data communication is already 
established (i.e., data transport is underWay across the net 
Work) but there is no particular amount of bandWidth 
pre-allocated for that session in the data communications 
devices 201 Which are transporting the data. That is, the 
invention can be used to establish a bandWidth reservation 
concurrently With an active session of data communication 
that is already being transported through a netWork Without 
having to disrupt or interrupt the session in any Way. In a 
similar manner, as explained in the above example, the 
invention can also be used to adjust or modify a bandWidth 
reservation already assigned to a data communication ses 
sion that is underWay and that is currently being transported 
through a netWork. 

[0068] To reserve bandWidth for a session(s) of data 
communication in any of these situations, the data commu 
nications device 201 receives bandWidth reservation 
requests and path messages 511 Which are directed to the 
bandWidth request handler 520. The bandWidth request 
handler 520 is a process that executes on the data commu 
nications device 201 and is responsible for accepting or 
denying the bandWidth reservation requests 511. If accepted, 
the bandWidth request handler 520 provides one or more 
data structures called sender state data 504 (FIG. 5) to the 
bandWidth labeler 550. Sender state data 504 speci?es 
source and destination points for a particular session or 
sessions of data communication that exist (or that Will exist) 
(i.e., the “A” video stream data 203 in FIG. 3), a path (i.e., 
input port to output port) for the session or sessions of data 
communication, and an amount of bandWidth (e.g., 100 
Kbps) required to be reserved for the session or sessions 
over the speci?ed path. 

[0069] The path in the sender state data 504, in this 
example embodiment, indicates a route through Which the 
session data travels (DATA IN, DATA and DATA OUT in 
FIG. 4) Within the data communication device 201 from an 
input port 505 at Which the session data is received, through 
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the data transporter 300 (to be explained shortly), to an 
output port 506 Which transmits the session data toWards its 
destination. In this example embodiment, assuming a ses 
sion of data communication enters and exits only through a 
single pair of input and output ports 505, 506 in the data 
communications device 201, the sloWest port of a single 
input/output port pair 505, 506 limits the amount of band 
Width available. By Way of example, assuming the input and 
output ports 505, 506 are con?gured the same (i.e., have the 
same maximum bandWidths), if the ports 505, 506 each 
support a connection data rate of 400 Kbps, then the 
bandWidth reservation processor 500 can reserve a maxi 
mum of 400 Kbps for a session of data communication on 
these ports. In the example provided above With respect to 
the initial bandWidth reservation provided for the “A” video 
data stream 203 in FIG. 1, the bandWidth request handler 
520 produces sender state data 504 that speci?es that a 
session of “A” video data requires 100 Kbps of bandWidth 
betWeen input port 505 and output port 506. 

[0070] Once the bandWidth labeler 550 obtains the sender 
state data 504, the bandWidth labeler 550 accesses 512 the 
data storage mechanism 340 to establish the requested 
bandWidth reservation as speci?ed in the sender state data 
504. The bandWidth labeler 550, as its name implies, oper 
ates (as Will be explained in more detail) to label a certain 
percentage of data storage locations (not shoWn in this 
?gure) maintained Within the data storage mechanism 340 
With the identity (i.e., a label) of the session of data 
communication for Which bandWidth is to be reserved as 
speci?ed in the sender state data 504. Using the aforemen 
tioned example, the bandWidth labeler 550 labels a certain 
percentage of data storage locations used to transfer data 
betWeen input port 505 and output port 506 in the data 
storage mechanism 340 With a label corresponding to the 
“A” video data stream 203. The percentage of storage 
locations labeled is based upon the amount of bandWidth 
requested (100 Kbps) as indicated in the bandWidth reser 
vation request, Which is also provided in the sender state 
data 504. 

[0071] In this manner, bandWidth reservation is accom 
plished via use of the bandWidth reservation processor 500 
Which accesses the data storage mechanism 340 to label 
certain data storage locations With a labels corresponding to 
the sessions of data communication requiring reserved band 
Width. 

[0072] During a session of data communication, the input 
port 505 receives packets of application data 203 (Which in 
this invention generally refers to data transferred in a session 
of data communication) directs them to the data scheduler 
320. The data scheduler 320 schedules or deposits the data 
packets 203 into data storage locations (not speci?cally 
shoWn) Within the data storage mechanism 340 Which have 
corresponding labels provided by the bandWidth labeler 550. 
The data storage mechanism 340 then operates to transport 
the application data packets 203 back onto the netWork 200 
from an appropriate output port 506, in order to send the 
application data 203 further toWards its eventual destination 
(e.g., one of receiving hosts 210-A2, 210-A3 in FIG. 1 in 
this example). 

[0073] It is important to understand that the data scheduler 
320 does not need to be made aWare or provided With an 
indication of each different session (active or not) of data 
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communication (i.e., “A” data stream 203) for Which band 
Width is reserved in the data communications device 201 
con?gured according to this embodiment of the invention. 
Rather, the data scheduler 320 only needs to look at each 
data packet 203 to determine if the packet is associated With 
any session of data communication and if so, the data 
scheduler 320 deposits the packet into a data storage loca 
tion in the data storage mechanism 340 that has a corre 
sponding label equivalent to the label for the session con 
tained in the packet header 180 (e.g., in the Tspec ?eld 191 
in FIG. 2). One or more ?elds 184 through 191 in packet 
header 180, as explained With respect to FIG. 3, are pref 
erably used to determine if a particular packet 203 is 
associated With any session(s) of data communication or not. 
In other embodiments, non-header ?elds such as data ?eld 
183 (FIG. 2) may be used to determine if the packet 510 
(FIG. 2) (or cell, frame, etc.) is associated With a session of 
data communication corresponding to a labeled storage 
location. 

[0074] In this manner, the bandWidth reservation proces 
sor 500 reserves bandWidth in a data communications device 
201 Without requiring the data scheduler 320 to be noti?ed 
each time bandWidth is allocated for a session of data 
communication. This aspect of the invention also alloWs the 
bandWidth reservation processor 500 to adjust bandWidth for 
a session of data communication Without requiring any 
runtime changes or noti?cations to be made, or provided, to 
the data scheduler 320. That is, the data scheduler 320 can 
remain ignorant of hoW many sessions of data communica 
tion are currently active and/or have bandWidth reserved in 
the data communications device 201. Instead, the data 
scheduler 320 can focus on repetitively depositing packets 
into data storage locations having labels that match an RSVP 
packet header 180, if any. If no RSVP packet header 180 or 
other session identi?er information exists for a packet, then 
the data scheduler 320 deposits that packet into any data 
storage location that is not presently labeled. 

[0075] FIG. 5 illustrates a more detailed embodiment of a 
data communications device 201 con?gured according to the 
invention. In the example illustrated in FIG. 5, there are four 
active ?oWs of data 203, 204, 205 and 206 that are trans 
ported through the data communications device 201. Each 
How is pictured at various positions of transit Within the 
device 201 as one or more small circular packets Which are 

labeled With a letter “A”, “B”, “C” or “U” to indicate the 
How to Which that packet belongs. The ?oWs “A”203, 
“B204 and “C205 represent sessions of data communica 
tion for Which bandWidth is reserved in the data communi 
cations device 201. The How “U”206, in Which the “U” 
stands for unreserved, represents all other application data 
that is transported through the device 201 for Which there is 
no speci?c amount of bandWidth reserved. Since there is no 
speci?c bandWidth reservation established for the “U” data 
How 206, the device 102 services the “U” How 206 in a 
best-effort manner using any remaining unreserved device 
bandWidth (e.g., using any unlabeled or unreserved data 
storage locations, such as location 556 in FIG. 5). 

[0076] In this embodiment, the data storage mechanism 
340 (FIG. 4) is represented as a single circular rotating 
queue structure 340-1 that includes a number of queue 
entries 345. In this particular example, there are tWelve 
available queue entries 345 arranged in the circular forma 
tion as shoWn in FIG. 5. Each queue entry 345 is capable of 
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storing one packet of data (i.e., one packet of a How 203, 
204, 205 or a packet of unreserved data 206) While the 
packet aWaits transmission from a port (e. g. output port 506) 
in the device 201. In this illustration, the conveyor belt-like 
queue structure 340-1 rotates in a clockWise direction. The 
data scheduler 320 deposits data packets (e.g., packets from 
?oWs 203 through 206) into the various queue entries 345, 
as indicated by the arroWs 535, as Will be explained in more 
detail shortly. Note that in this example, the data scheduler 
320 can deposit data packets 203-206 into more than one 
queue entry 345 at one time as they arrive at the data 
scheduler 320. This is indicated by arroWs 535 that point to 
more than one queue entry 345. As a packet 203 through 206 
Waits in the queue 340-1, a dequeuing mechanism 350 
services the queue 340-1 at periodic intervals and the queue 
340 rotates clockwise as the dequeuing mechanism 500 
services each entry 345 (rotation indicated by the circular 
arroWs at each end of the queue 340-1) so that queue 340-1 
shifts the packets from left to right and closer to a dequeuing 
mechanism 350 on the right end of the queue 340-1. 

[0077] The dequeuing mechanism 350 removes the data 
packets 203 through 206 from the queue 340-1 as they 
appear at the right-most end and transfers the data packets 
from the device 201 via output port(s) 506 onto the netWork 
200. The speed at Which the dequeuing mechanism 350 
dequeues packets, the rotation of the queue 340-1, and the 
number of queue entries 345 that make up the queue 340-1 
generally determine the overall bandWidth that can be pro 
vided to transport data to the output port 506. It is assumed 
in this example that the input and output ports 505, 506 can 
handle data faster that the data transporter 300 and that, for 
purposes of this explanation, the data scheduler 320 can 
examine the packet headers (e.g., RSVP header 180) to 
determine Where to direct a packet (e.g., 203 through 206) 
at a rate that is greater than the overall maximum bandWidth 
for a port or session of data communication. Thus the data 
scheduler 320 does not act as a bottleneck in the device 201. 

[0078] Of particular importance to the invention is the 
manner in Which the data scheduler 320 deposits data 
packets 203 through 206 into the queue 340-1 Within the 
data storage mechanism 340. Since the invention in this 
embodiment eliminates the need for the data scheduler 320 
to be made aWare of What particular data ?oWs or sessions 
of data communication (e.g., 203 through 205) have asso 
ciated reserved bandWidth at any point in time, the data 
scheduler 320 simply examines information in each packet 
203 through 206 that arrives at the input port 505 and 
deposits that packet into a queue entry 345 that contains a 
label, such as label 555“C”, that matches the information 
examined in the packet (i.e., 203 through 206). 

[0079] The information examined in each packet 203 
through 206 is preferably packet or RSVP header informa 
tion contained in one or more of header ?elds 180, 181 and 
182, as illustrated in FIG. 2. As indicated above in the 
discussion of FIG. 4, the bandWidth labeler 550 labels 
(during the independent operation of the bandWidth reser 
vation processor 500) certain queue entries 345 (i.e., data 
storage locations) based upon the sender state data 504. This 
labeling process Will be discussed in more detail shortly. In 
any event, as packets 203 through 206 arrive from the input 
port 505, the data scheduler 320 determines if each packet 
203 through 206 has an associated identi?cation of one or 
more sessions of data communication (that may or may not 



US 2005/0128951 A1 

have reserved bandwidth, Which is unimportant as far as the 
data scheduler 320 is concerned), as speci?cally indicated, 
for example, by the Tspec ?eld 191 in each packet 510 (FIG. 
2). Based on the value in the Tspec ?eld 191, the data 
scheduler 320 deposits the packets 203 through 205 (206 not 
having a Tspec ?eld since packet 206 is not associated With 
a particular ?oW or session of data communication having 
reserved bandWidth) into queue entries 345 that have iden 
ti?cation labels (e.g., 555) corresponding to the identi?ca 
tion (Tspec ?eld 191) of the session of data communication 
for those packets 203 through 205. 

[0080] In other Words, the data scheduler 320 is coupled to 
the input port 505 to receive data packet 203 through 206 
associated With one or more sessions of data communication 

(e.g., “A”203, “B”204, etc.) and deposits the data packets 
203 through 205 associated With that session(s) into data 
storage locations (queue entries 345 in this embodiment) 
associated With the bandWidth reservation for each session. 
The data scheduler 320 deposits “U” Packets 206 that are not 
associated With a particular session of data communication 
into queue entries 345 that have either no label (i.e., do not 
contain a label 555 for a reserved bandWidth session) or a 
label indicating that the entry 345 is unreserved, as illus 
trated by the example queue entry label “U”556. 

[0081] In this manner, the data transporter 300 including 
the data scheduler 320 and the data queuing mechanism 340 
operate independently of the bandWidth reservation proces 
sor 500 to continually maintain and transport one or more 
sessions of data communication along With data (e.g., 206) 
not speci?cally associated With reserved bandWidth reserved 
in the device 201. The operations of the data scheduler 320 
and data storage mechanism 340 (eg queue 340-1) can be 
performed irrespective of the current bandWidth reservations 
(i.e., number of labeled queue entries 345) that may exist or 
that may change for session(s) of data communication (e.g. 
streams “A”203, “B”204, “C”205). 

[0082] The bandWidth reservation processor 500 including 
the bandWidth request handler 520 and the bandWidth 
labeler 550 operates asynchronously With the data trans 
porter 300 mechanisms (e.g., 320, 340) and is responsible 
for labeling the queue entries 345 in the queue 340-1. Using 
the data storage location labeling techniques explained 
herein, bandWidth reservations are established and main 
tained for each session of data communication 203 through 
205. The techniques also alloW for data 206 Which is not 
speci?cally associated With reserved bandWidth sessions to 
be transported as Well. 

[0083] More speci?cally, With respect to the example 
embodiment in FIG. 5, the bandWidth request handler 520 
receives bandWidth reservation requests and path messages 
511 (e.g., from hosts 210 on netWork 200 in FIG. 3). The 
reservation request and path messages 511, as previously 
explained, are used to request bandWidth reservations in the 
device 201 for one or more ?oWs or sessions of data 

communication, such as 203 through 205 in this example. In 
this embodiment, the bandWidth request handler 520 
includes a bandWidth daemon 501 Which preferably is an 
RSVP protocol daemon process (e. g., RSVPD) that executes 
on a processor (not speci?cally shoWn) Within the device 
201. The bandWidth daemon 501 receives the bandWidth 
request and path messages 511 and consults the admission 
control module 502 and the policy control module 503 to 
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determine, respectively, bandWidth resource availability and 
access control permission With respect to a requesting host 
205 or application. Once access is granted and the band 
Width resources are determined to be available, the band 
Width daemon 501 creates the sender state data 504. 

[0084] In this example embodiment, sender state data 504 
includes, for each session of data communication for Which 
bandWidth resources are requested (e.g., each session listed 
in the sender state data, such as streams 203 through 205), 
an identity of the session of data communication, an amount 
of bandWidth associated With the session of data communi 
cation, and the path (e.g., input/output port pair) through the 
device 201 that the session of data communication is to 
traverse using the reserved bandWidth resources. More spe 
ci?cally, Table 1 beloW illustrates an example of the sender 
state data 504 created by the bandWidth daemon 501, 
including some example requested bandWidth rates to be 
reserved for the sessions or ?oWs “A”203, “B204 and 
“C205 in FIG. 5. 

TABLE 1 

Example of Sender State Data 504 

REQUESTED 
SESSION RESERVED 

IDENTIFICATION BANDWIDTH 
SESSION PATH 

(PORT-TO-PORT) 

“A” 100 Kbps Input Port 505-Output Port 506 
“B” 64 Kbps Input Port 505-Output Port 506 
“C” 132 Kbps Input Port 505-Output Port 506 

[0085] As shoWn in Table 1, the request 511 (FIG. 5) for 
the “A” session 203 (i.e., hosts sending and receiving this 
stream or How of data) indicates that 100 Kbps of bandWidth 
is to be reserved, While the “B” session 204 has requested 64 
Kbps of bandWidth, and the “C” session 205 has requested 
132 Kbps. In this example, each of these ?oWs or sessions 
of data communication “A”202, “B204 and “C205 are 
traveling on the same path through the device 201 con?g 
ured With the sender state data 504 in Table 1. In other 
Words, in the example embodiment shoWn in FIG. 5, an 
assumption is made that queue 340-1 services a single path 
Within the data communications device 201. For example, 
queue 340-1 may be associated With the output port 506. 
Assuming there are many output ports in the device 201, 
each output port (eg 506) in this embodiment thus has its 
oWn associated queue structure similar to 340-1 provided in 
order to buffer or store data packets (e.g., packets 203 
through 206) that are to be transported from that output port 
onto the netWork 200. 

[0086] To assist in the explanation of the operation of this 
example embodiment, it is also assumed that the maximum 
total bandWidth for the output port 506 is 400 Kbps. Thus 
When the data scheduler 320, queue 340-1 and dequeuing 
mechanism 350 all operate at peak capacity, a maximum 
bandWidth or throughput of 400 Kbps is available from the 
output port 506. 

[0087] To con?gure bandWidth reservations for each ?oW 
or session of data communication (e.g., “A”, “B”, “C”) 
de?ned in the sender state data 504, the bandWidth labeler 
550 in this embodiment includes a resource allocation 
calculator 552, a resource allocation table 553, and a label 
calculator 554. 
















