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(57) ABSTRACT 

A system to test integrated circuits on a Wafer may include 
a transceiver formed on the Wafer. The system may also 
include an antenna system couplable to the transceiver. The 
transceiver may be formed in one of a scribe line on the 
Wafer, a chip on the Wafer or on an usable portion of the 
Wafer. The antenna system may be formed in at least one of 

Appl, N()_j 10/707,205 the same scribe line as the transceiver or in at least one other 
scribe line formed in the Wafer. Alternatively, the antenna 

Filed: Nov. 26, 2003 system may include an antenna external to the Wafer. 

[222 
: POWER I 
isouRcEi 

; A 216 A 216 
: lC IC IC 
: 202 202 202 

“I I I\ I ; 

PAD " I /206 [210 214/ 
ANTENNA M 208 220 UX TRANSCEIVER ‘J “F SYSTEM 

f 
212 20g 

IC 208 IC 208 IC 
202 202 202 

< j’ 1 g f L / > 

218 208 214 

_4 

IC IC IC 
202 202 202 

Y Y 

204 



Patent Application Publication Jun. 23, 2005 Sheet 1 0f 6 US 2005/0138499 A1 

FIG. 1 

1 043 

w 

104a W 102 
I/ 106 

100 

i::. I‘ II 



Patent Application Publication Jun. 23, 2005 Sheet 2 0f 6 US 2005/0138499 A1 

[22, FIG. 2 
: POWER 2 

=_S_<>.U.R_C_E_= 
5 A 216 A 216 
I IC IC IC 
1 202 202 202 

' <-< ZI ' j > 
PAD ' ' , | /206 (210 214 

ANTENNA 208 220 _ MUX TRANSCEIVER <4 SYSTEM 

/ /‘ 
212 20a 

IC 208 I0 208 IC 
202 202 202 

< L I? IL / > 

218 208 214 

I0 IC IC 
202 202 202 

i v 



Patent Application Publication Jun. 23, 2005 Sheet 3 0f 6 US 2005/0138499 A1 

300 

310\ /312 
EXTERNAL 

TRANSCEIVER/TEST = ANTENNA 

UNIT / 314 
318 f i ' _ ' ' ' ' ‘I 

D ANTENNA : 

: ANTENNA ""T-m 
L__ 



Patent Application Publication Jun. 23, 2005 Sheet 4 0f 6 US 2005/0138499 A1 

FIG. 4 

400 

406 l 406 
412 412 

402 \ 404 \ 404 
/ 

410 

Z 408 



Patent Application Publication Jun. 23, 2005 Sheet 5 0f 6 US 2005/0138499 A1 

505 / 500 

508 510 502 
514 

RF X IF / 

LNA {\56 
504 RSSI I O RX 

|/ 00K 
516 Data 

532 

520 

530 512 528 525 522 
RF 

— vco LF — CP — PFD oRef 

PA 

+N ‘ 

\524 

iTx OOK Data 





US 2005/0138499 A1 

SYSTEM AND METHOD TO TEST INTEGRATED 
CIRCUITS ON A WAFER 

BACKGROUND OF INVENTION 

[0001] The present invention relates to integrated circuits, 
semiconductor chips and the like, and more particularly to a 
to a system and method to test an integrated circuit, semi 
conductor chip on a Wafer. 

[0002] Testing integrated circuits, semiconductor chips 
and the like at various stages of the manufacturing process 
can be advantageous as processing adjustments may be 
made or other remedial operations may be performed to 
realiZe higher yields. Capturing information regarding ?uc 
tuations and failures during the manufacturing process can 
have a substantial impact on the overall product cost. For 
some emerging forms of regular logic, back-end-of-line 
(BEOL) processing adjustments and changes could be made 
to permit substantially complete utiliZation of What Would 
otherWise be partially non-functioning silicon. HoWever, 
testing chips during the manufacturing process and While the 
chips are still part of a Wafer, presents many challenges. 

[0003] One means of testing chips during various stages of 
the manufacturing process is Wafer probe testing. HoWever, 
such testing is not Without its limitations. Wafer probe 
testing is costly and limited in terms of the extent to Which 
it may be used. During early stages of in-line manufacturing 
testing, the Wafers must be maintained in their manufactur 
ing environment. Additionally, Wafer probe testing of all 
chips and collecting test data from all chips in the manu 
facturing environment is impractical. For end-of-line test 
ing, the environmental issues are less of a problem, but the 
process is still costly. During Wafer sort, probe testing is still 
time consuming and therefore costly and issues exist With 
respect to contact resistance associated With the probes 
Which can impact overall yield. 

SUMMARY OF INVENTION 

[0004] In accordance With an embodiment of the present 
invention, a system to test integrated circuits, semiconductor 
chips or the like formed on a Wafer may include a transceiver 
formed on the Wafer. The system may also include an 
antenna system that is couplable to the transceiver. The 
transceiver may be formed in one of a scribe line formed on 
the Wafer, on each of the integrated circuits or dies to be 
tested, on another chip or die on the Wafer, or in an unusable 
portion of the Wafer. The antenna system may be formed in 
at least one of the same scribe line as the transceiver, in at 
least one other scribe line formed in the Wafer, on each of the 
integrated circuits or dies to be tested, on another chip or die 
on the Wafer or on an usable portion of the Wafer. The 
antenna or antenna system may also be external to the Wafer 
and the transceiver may be coupled to the antenna by a Wafer 
boat, handler or similar ?xture that holds the Wafer during 
manufacturing. 
[0005] In accordance With another embodiment of the 
present invention, a system to test integrated circuits, semi 
conductor chips or the like formed on a Wafer may include 
a plurality of transceivers. Each transceiver may be adapted 
to receive and transmit signals to test selected ones of a 
multiplicity of integrated circuits or the like formed on the 
Wafer. Each of the transceivers may be formed at different 
locations on the Wafer. Each transceiver may be formed in 
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at least one of a plurality of scribe lines formed on the Wafer, 
on each die or integrated circuit to be tested, on another die 
or chip on the Wafer or on an unusable portion of the Wafer. 
The system may also include a plurality of antenna systems. 
Each antenna system may be couplable to at least one of the 
plurality of transceivers. Each of the plurality of antenna 
systems may be formed at different locations on the Wafer in 
at least one of the plurality of scribe lines, on a chip on the 
Wafer or on an unusable portion of the Wafer. In another 
embodiment of the present invention, the antenna or antenna 
system may be external to the Wafer and the transceivers 
may be coupled to the antenna by a Wafer boat or ?xture 
used to hold the Wafer during the manufacturing process. 

[0006] In accordance With another embodiment of the 
present invention, a transceiver to test integrated circuits or 
the like formed on a Wafer may include a doWn converter to 
convert a received radio frequency (RF) signal to an inter 
mediate frequency (IF) signal. The transceiver may also 
include a received signal strength indicator (RSSI) and an 
ampli?er to amplify the IF signal in response to the RSSI. 
The transceiver may also include a comparator to generate 
a data signal in response to an ampli?ed IF signal. 

[0007] In accordance With another embodiment of the 
present invention, a transceiver to test integrated circuits or 
the like formed on a Wafer may include a phase/frequency 
detector to receive an input or reference signal. A charge 
pump may be provided to receive an output signal from the 
phase/frequency detector. A ?lter may ?lter signals in a 
selected frequency band from the charge pump. A voltage 
controlled oscillator may receive the ?ltered signal from the 
?lter and a poWer ampli?er may modulate a carrier fre 
quency from the voltage controlled oscillator. 

[0008] In accordance With another embodiment of the 
present invention, an antenna system to test integrated 
circuits or the like formed on a Wafer may include a loop 
antenna or the like adapted to be shared by a plurality of 
transceivers. The antenna system may also include a plural 
ity of differential ampli?er circuits. Each differential ampli 
?er circuit may be associated With one of the plurality of 
transceivers, Wherein only one of the plurality of differential 
ampli?er circuits may be active at any given time to permit 
the associated transceiver to receive or transmit signals. 

[0009] In accordance With another embodiment of the 
present invention, a method of making a system to test 
integrated circuits or the like formed on a Wafer may include 
forming a transceiver on the Wafer. The method may also 
include providing an antenna system that is couplable to the 
transceiver. The transceiver may be formed in at least one of 
a scribe line formed on the Wafer, on each die or integrated 
circuit to be tested, on another die or chip on the Wafer, or 
on an unusable portion of the Wafer. The antenna system 
may be formed in at least one of the same scribe line as the 
transceiver, in at least one other scribe line formed in the 
Wafer, a die or chip on the Wafer or an unusable portion of 
the Wafer. In another embodiment of the present invention, 
the antenna or antenna system may be external to the Wafer. 

[0010] In accordance With another embodiment of the 
present invention, a method to test integrated circuits or the 
like formed on a Wafer may include selecting at least one 
integrated circuit of a plurality of integrated circuits to be 
tested. The method may also include performing a test or 
self-test on the at least one selected integrated circuit and 
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transmitting test results via a transceiver associated With the 
at least one selected integrated circuit. 

BRIEF DESCRIPTION OF DRAWINGS 

[0011] FIG. 1 is top elevation vieW of a Wafer on Which 
integrated circuits or the like are formed. 

[0012] FIG. 2 is a block diagram of a system to test 
integrated circuits or the like formed on a Wafer in accor 
dance With an embodiment of the present invention. 

[0013] FIG. 3 is a block schematic diagram of a system to 
test integrated circuits or the like formed on a Wafer in 
accordance With another embodiment of the present inven 
tion. 

[0014] FIG. 4 is a partial cross-sectional vieW of a Wafer 
illustrating a conductive layer to connect to transceivers 
formed on the Wafer in accordance With an embodiment of 
the present invention. 

[0015] FIG. 5 is a block diagram of an eXample of a 
transceiver that may be used in a system to test integrated 
circuits or the like in accordance With an embodiment of the 
present invention. 

[0016] FIG. 6 is a schematic diagram of an eXample of an 
antenna system that may be used in a system to test 
integrated circuits or the like in accordance With an embodi 
ment of the present invention. 

DETAILED DESCRIPTION 

[0017] The folloWing detailed description of preferred 
embodiments refers to the accompanying draWings Which 
illustrate speci?c embodiments of the invention. Other 
embodiments having different structures and operations do 
not depart from the scope of the present invention. 

[0018] FIG. 1 is top elevation vieW of a Wafer 100 on 
Which integrated circuits 102, semiconductor chips or the 
like are formed. Each of the integrated circuits 102 are 
separated by scribe lines 104 formed in a surface of the 
Wafer 100. A?rst plurality 104a of scribe lines may eXtend 
parallel to one another in one direction or substantially 
horiZontally across the surface or the Wafer 100. A second 
plurality 104b of scribe lines may eXtend substantially 
parallel to one another in a different direction or substan 
tially orthogonal to the ?rst plurality 104a of scribe lines. 
The scribe lines 104a and 104b may form substantially 
square or rectangular areas that each de?ne an integrated 
circuit 102 or semiconductor chip. The scribe lines 104a and 
104b may be used to separate each of the integrated circuits 
after fabrication. The scribe lines 104a and 104b may have 
a selected Width “W” to permit components of a system, 
such as a system 200 to test integrated circuits illustrated in 
FIG. 2 or other systems, to be formed Within the scribe lines 
104a and 104b. The selected Width “W” of the scribe lines 
may be about 200 microns or more. The system as described 
in more detail herein may be used to test the integrated 
circuits 102 on the Wafer 100 at various stages during the 
manufacturing process. In at least one embodiment of the 
present invention, the system may be employed Without the 
use of probes to test the integrated circuits 102. 

[0019] FIG. 2 is a block diagram of a system 200 to test 
integrated circuits (ICs) 202, semiconductor chips or the like 
formed on a Wafer 204 in accordance With an embodiment 
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of the present invention. Only a portion of the Wafer 204 and 
integrated circuits 202 are shoWn in FIG. 2 for purposes of 
explanation and clarity. The integrated circuits 202 and 
Wafer 204 may be similar to the integrated circuits 102 and 
Wafer 100 illustrated in FIG. 1. The system 200 may include 
a transceiver 206 formed in a scribe line 208 of the Wafer 
204. In other embodiments of the present invention, the 
transceiver 206 may be formed at other locations on the 
Wafer 204. For eXample, the transceiver 204 may be formed 
on the die or as part of the integrated circuit 202 being tested 
for self-testing or the like. Alternatively, the transceiver 204 
may be formed in another chip or die portion of the Wafer 
204 that is not used to form an integrated circuit or in an 
unusable portion of the Wafer 204, such as the area 106 in 
FIG. 1. The system 200 may also include an antenna system 
210 that is couplable to the transceiver 206 to receive and 
transmit signals to and from the transceiver 206. The 
antenna system 210 may also be formed in at least one scribe 
line 208 formed in the Wafer 204 or on a surface of the Wafer 
204. The antenna system 210 may be formed in the same 
scribe line 208 as the transceiver 206, or in another embodi 
ment, the antenna system 210 may be formed in one or more 
scribe lines 208 of the Wafer 204. The antenna system 210 
may also be formed at other locations on the Wafer 204. For 
eXample, the antenna system 210 or systems may be formed 
on each die or chip 202 to be tested, on another chip or die 
portion on the Wafer 204 that is not used to form an 
integrated circuit or on an unusable portion of the Wafer 204. 
The antenna system 210 may include a loop antenna, a 
dipole antenna or the like, or the antenna system 210 may be 
an antenna array formed by loop elements, dipole elements 
or similar elements. 

[0020] The transceiver 206 may be coupled to a plurality 
of integrated circuits 202 by a multiplexing circuit 212 or the 
like to test selected ones of the plurality of integrated circuits 
202. The transceiver 206 may be adapted to apply test 
signals to at least one selected integrated circuit 202 to test 
the selected integrated circuit 202 in response to the antenna 
system 210 receiving a testing signal or a similar signal. The 
antenna system 210 may be adapted to receive testing 
signals and to transmit signals corresponding to results from 
the testing of the at least one selected integrated circuit 202. 

[0021] In accordance With one embodiment of the present 
invention, an integrated circuit 202 to be tested and an 
associated transceiver 206 may be selected by at least one of 
a Word-line 214 or a bit-line 216. Word-lines 214 and 
bit-lines 216 are electrically conductive traces of metalliZa 
tion or other conductive material that may be formed in the 
scribe lines 208. The Word-lines 214 may eXtend in one 
direction across the Wafer 204 and the bit-lines 216 may 
eXtend substantially orthogonal to the Word-lines 214 across 
the Wafer 204. The Word-lines 214 and bit-lines 216 may be 
accessed proXimate to a periphery or edge of the Wafer 204. 
Each integrated circuit 202 may be electrically connected to 
at least one Word-line 214 and to at least one bit-line 216 so 
that each integrated circuit 202 may be addressed by at least 
one associated Word-line 214 and bit-line 216. The Word 
lines 214 and bit-lines 216 may then be used to address or 
select a speci?c integrated circuit 202 for testing or for other 
purposes, such as to send and receive signals from selected 
integrated circuits 202, poWering selected integrated circuits 
202 or the like. The Word-lines 214 and bit-lines 216 may 
form a selected distribution scheme 218 or pattern in the 
scribe lines 208 to facilitate selecting an integrated circuit or 
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circuits 202 to be tested and an associated transceiver or 
transceivers 206. The Word-line/bit-line distribution scheme 
218 may also be used or may be alternatively used to 
distribute test mode poWer to the selected integrated circuit 
202 to be tested and the associated transceiver 206. In 
alternate embodiments of the present invention, the trans 
ceiver 206 may receive poWer via one of a probe, a radio 
frequency poWer signal or a pad 220 electrically connected 
to the transceiver 206 in addition to a Word-line or a bit-line. 
The pad 220 may be formed proximate to a periphery of the 
Wafer 204. The pad 220 may be electrically connectable to 
a poWer source 222 external to the Wafer 204. Only one pad 
220 is shoWn in FIG. 2 for purposes of explanation; hoW 
ever, multiple pads similar to pad 220 may be formed at 
selected location around the periphery of the Wafer 204 to 
distribute poWer to other transceivers formed on the Wafer 
204. 

[0022] After selecting and testing a particular integrated 
circuit 202 or group of integrated circuits 202, an associated 
transceiver 206 may be adapted to select a proper stream of 
test data for the particular integrated circuit 202 under test 
from the multiplexing circuit 212. The transceiver 206 may 
then transmit the resulting test data to an external transceiver 
or test unit (not shoWn in FIG. 2) via the antenna system 
210. The transceiver 206 may be adapted to provide one of 
an amplitude shift keying (ASK) modulation scheme, on-off 
keying (OOK) modulation or a similar modulation scheme 
that may permit the architecture of the transceiver 206 to be 
relatively simple for formation of the transceiver 206 in the 
scribe line 208. The transceiver 206 may receive and trans 
mit signals to perform real-time tests periodically during 
fabrication of the Wafer 204, such as during burn-in stress 
conditions or under other environmental extremes. While 
only one transceiver 206 and antenna system 210 are shoWn 
in FIG. 2 for purposes of clarity and explanation, the system 
200 may include a plurality of transceivers 206 and antenna 
systems 210 similar to the system 300 illustrated in FIG. 3. 
The transceivers 206 and antenna systems 210 may be 
located at selected locations or in a predetermined distribu 
tion to efficiently permit testing of any and all integrated 
circuits 202 formed on the Wafer 204. 

[0023] FIG. 3 is a block schematic diagram of a system 
300 to test integrated circuits formed on a Wafer 302, similar 
to integrated circuits 102 and 202 of FIGS. 1 and 2. The 
system 300 may be similar to the system 200 of FIG. 2. The 
system 300 may include a plurality of transceivers 304. Each 
of the transceivers 304 may be adapted to receive and 
transmit signals to test selected ones of a multiplicity of 
integrated circuits (not shoWn in FIG. 3), similar to inte 
grated circuits 102 and 202 of FIGS. 1 and 2 respectively. 
Each of the transceivers 304 may be formed at a different 
location on the Wafer 302 in at least one of a plurality of 
scribe lines 306 formed in the Wafer 302. Each of the 
transceivers 304 may be coupled to one or more integrated 
circuits to test selected ones of the integrated circuits. A 
multiplexing circuit, similar to the multiplexing circuit 212 
shoWn in FIG. 2 may be provided to couple each transceiver 
304 to associated ones of the plurality of integrated circuits. 

[0024] The system 300 may also include a plurality of 
antenna systems 308. Each antenna system 308 may be 
coupled to at least one of the plurality of transceivers 304. 
Each antenna system 308 may also be formed at different 
locations on the Wafer 302 in one or more of the scribe lines 
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306. The transceivers 304, antenna systems 308 and scribe 
lines 306 are not shoWn to scale relative to the Wafer 302 and 
are illustrated as being much larger than actuality for pur 
poses of explaining the present invention. As previously 
described, the scribe lines may be on the order of about 200 
microns or more in Width. Each of the transceivers 304 and 
antenna systems 308 may be formed in a predetermined 
distribution on the Wafer 302. The predetermined distribu 
tion may be adapted to effectively and efficiently test all 
integrated circuits at various stages of the manufacturing 
process and to facilitate optimum testing of a selected 
number of integrated circuits simultaneously. The predeter 
mined distribution may also be adapted to minimiZe space 
utiliZation and to minimiZe electromagnetic interference 
With the integrated circuits during testing and betWeen 
different transceivers 304 and associated antenna systems 
308. Each transceiver 304 or each transceiver in a subset of 
transceivers 304 of the plurality of transceivers may each be 
adapted to receive testing signals and to transmit test result 
signals simultaneously on different radio frequencies or 
channels. As previously discussed, each of the transceivers 
304 may be adapted to provide one of an amplitude shift 
keying (ASK) modulation, on-off keying (OOK) modulation 
or a similar modulation scheme. Each of the transceivers 304 
may also be adapted to receive and transmit signals to 
perform real-time tests or other operations periodically 
during fabrication of the Wafer 302. For example, the 
transceiver 304 may be adapted to transmit and receive 
signals to perform tests under burn-in stress conditions or 
other environmental conditions. 

[0025] The system 300 may also include another trans 
ceiver or a system transceiver and test unit 310 that may be 
located external to the Wafer 302. The system transceiver 
310 may be adapted to transmit scan test vectors or other 
signals to selected ones of the transceivers 304 on the Wafer 
302 and to receive test results from the selected transceivers 
304. Each of the transceivers 304 may communicate With the 
system transceiver 310 on different radio frequencies or 
channels. The transceivers 304 may transmit self-test data 
and receive and transmit scan test vectors form the external 
system transceiver and test unit 310. The system transceiver 
310 may transmit and receive RF signals via an antenna 312. 
To minimiZe interference With other systems, the transmit 
poWer from the Wafer 302 as Well as the external transceiver 
310 and antenna 312 may be kept at a loW enough level so 
that the coverage is Within a predetermined distance “D.” 
The predetermined distance “D” may be on the order of 
about one meter. 

[0026] In accordance With another embodiment of the 
present invention, one or more antennas 314 or an antenna 
system provided external to the Wafer 302 may be cou 
pleable to each of the transceivers 304. The transceivers 304 
may be coupled to the antenna 314 via a Wafer boat 316, 
Wafer handler or other ?xtures that may hold the Wafer 302 
during the manufacturing process. The transceivers 304 may 
transmit and receive signals via the antenna 314 to test the 
integrated circuits formed on the Wafer 302 or for other 
purposes. In accordance With a further embodiment of the 
present invention an antenna 318 may be integrally formed 
or attached to the Wafer boat 316 as an alternative to external 
antenna 314. The external antenna 314 or the Wafer boat 
antenna 318 may be provided in addition to the antenna 
systems 308 formed in the scribe lines 306 or as alternatives 
to the antenna systems 308. 
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[0027] FIG. 4 is a partial cross-sectional vieW of a Wafer 
400 illustrating a conductive layer 402 to connect to trans 
ceivers 404 formed in scribe lines 406 on the Wafer 400 in 
accordance With an embodiment of the present invention. As 
previously described, the transceivers 404, similar to the 
transceivers 206 and 304 of FIGS. 2 and 3, respectively, 
may be formed in the scribe lines 406 that are formed in a 
substrate 408 of the Wafer 400. Integrated circuits (not 
shoWn in FIG. 4) formed on the Wafer 400 may be tested 
during the manufacturing process by depositing or forming 
a layer 410 of dielectric or insulation material on the 
substrate 408. Openings 412 or vias may be formed in the 
dielectric layer 410 to permit access and electrical connec 
tion to the underlying transceivers 404. The openings 412 
may be formed by selectively removing material using 
standard photolithographic techniques or other knoWn etch 
ing techniques. A layer 402 of conductive material or 
metalliZation may be deposited or formed on the dielectric 
layer 410 and in the openings 412 to contact the transceivers 
404. The conductive material layer 402 may couple the 
transceiver 404 to test output points or other contact points. 
The conductive material layer 402 may be etched to form 
conductive line traces to connect the individual transceivers 
404 to test output points, contacts or pads, similar to pad 220 
of FIG. 2, to receive test output signals or other signals from 
each of the transceivers 404. The test output points or pads 
may be formed proximate to a periphery of the Wafer 400 to 
permit coupling to external test equipment to receive the test 
signals. After testing the integrated circuits, the conductive 
layer 402 and insulative layer 410 may be removed for 
further manufacturing or processing of the Wafer 400. A 
conductive layer, similar to layer 402 or conductive line 
traces may be formed, as described above, at various stages 
of the manufacturing process to test the integrated circuits at 
various stages of completion or for other purposes. Test data 
may be sent to the transceivers 404 Wirelessly and then the 
test results read out via line traces of the conductive layer 
402. 

[0028] FIG. 5 is a block diagram of an eXample of a 
transceiver 500 that may be use in a system, such as the 
system 200 of FIG. 2 or 300 of FIG. 3 to test integrated 
circuits or the like in accordance With an embodiment of the 
present invention. In a receiver section 502 of the transceiver 
500, the transceiver 500 may include a doWn converter 504 
to convert a received radio frequency (RF) signal from an 
antenna 506 to an intermediate frequency (IF) signal. The 
doWn converter 502 may include an ampli?er 508, such as 
a loW noise ampli?er or the like, and a multipleXer 510. The 
multipleXer 510 may miX the RF signal from the ampli?er 
508 With a carrier signal from a voltage controlled oscillator 
(VCO) 512 to provide the IF signal. A limiting ampli?er 514 
may amplify the IF signal in response to inputs from a 
received signal strength indicator (RSSI) 516. Acomparator 
518 may generate a data signal in response to the ampli?ed 
IF signal from the limiting ampli?er 514 or RSSI 516. The 
data signal or received signal (RX) from the comparator 518 
may be an on-off keying (OOK) data signal or the like. 

[0029] In a transmitter section 520 of the transceiver 500, 
the transceiver may include a phase/frequency detector 
(PFD) 522. The PFD 522 may receive a reference signal 
(Ref) or input signal and a carrier signal from the VCO 512 
divided by a predetermined integer in a divide unit 524. A 
charge pump (CP) 426 may receive an output signal from the 
PFD 522. A ?lter 528 may ?lter selected frequency band 
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signals from the charge pump 526. The ?lter 528 may be a 
loW pass ?lter or the like. The VCO 512 may receive the 
signal from the ?lter 528. A poWer ampli?er 530 may 
modulate a carrier signal from the VCO 512 by a data input 
or transmit signal (TX) to provide an RF output signal that 
may be transmitted by an antenna 532. The transmit modu 
lation signal TX may be an on-off keying (OOK) modulating 
signal or the like. 

[0030] FIG. 6 is a schematic diagram of an eXample of an 
antenna system 600 that may be used in a system, such as 
system 200 of FIG. 2 and system 300 of FIG. 3 to test 
integrated circuits or the like in accordance With an embodi 
ment of the present invention. The antenna system 600 may 
be used for the antenna system 210 in FIG. 2 or the antenna 
system 308 in FIG. 3. The antenna system 600 may include 
a loop antenna 602 adapted to be shared by a plurality of 
transceivers (not shoWn in FIG. 6), such as transceiver 500 
of FIG. 5 or a similar transceiver. The antenna system 600 
may also include a plurality of differential ampli?er circuits 
604. The differential ampli?er circuits 604 may include a 
pair of metal oXide semiconductor ?eld effect transistors 
(MOSFETs) 606 or similar devices connected in a differen 
tial arrangement. The MOSFETs 606 may be either PNP or 
NPN transistors depending upon the polarity or Whether a 
high or loW voltage or signal is intended to be used to turn 
the transistors on or activate the transistors. Each differential 
ampli?er circuit 604 may be associated With one of the 
plurality of transceivers. In operation, only one of the 
plurality of differential ampli?er circuits is intended to be 
active at any given time to permit the associated transceiver 
to receive or transmit signals. 

[0031] The antenna system 600 may further include an 
inductor or a pair of inductors 608 associated With each 
differential ampli?er 604 and that may be connected in 
parallel thereWith. The inductor or pair of inductors 608 may 
complete the loop antenna 602 When an associated differ 
ential ampli?er 604 is inactive or disabled by putting a 
proper voltage or signal on a gate of each MOSFET 606 to 
render the MOSFET inactive or non-conductive. Another 
MOSFET 610 may couple a voltage source, Vdd, to a node 
612 betWeen each pair of inductors 608. The voltage source, 
Vdd, may be coupled to the node 612 in response to an RF 
carrier signal or data signal from an associated one of the 
plurality of transceivers, such as transceiver 500 (FIG. 5), 
being applied to a gate of the MOSFET 610 to activate the 
MOSFET 610. The differential ampli?ers 604 associated 
With the active MOSFET 610 may also have an RF signal 
applied to their gates at the same time to cause the differ 
ential ampli?er 610 to conduct and connect the antenna 
system 600 to ground potential. All other differential ampli 
?ers 610 associated With non-transmitting or non-receiving 
transceivers Will be inactive or non-conducting and the 
antenna loop 602 Will be completed through the inductors 
608 in parallel With the inactive differential ampli?ers 604. 

[0032] The antenna system 600 may be formed in the 
scribe lines, similar to the scribe lines 104 of FIG. 1, 208 of 
FIGS. 2 and 306 of FIG. 3. The loop antenna 602 may 
eXtend around one or more integrated circuits de?ned by the 
scribe lines. The loop antenna 602 may be physically small 
compared to the Wavelength at Which the antenna 602 may 
operate. The antenna system 600 may be designed or siZed 
to operate in the 24 GigahertZ (GHZ) ISM band. At around 
24 GHZ, line of sight transmission may be used to establish 
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Wireless communications and thereby avoid interference 
among other testing units or systems in the vicinity. Addi 
tionally, because Wavelength is inversely proportional to the 
frequency, operating at about 24 GHZ Will signi?cantly 
reduce the siZe of the required antennas and thereby make 
them more suitable for integration on a Wafer. Moreover, 
passive components used in a 24 GHZ radio transceiver Will 
have loWer inductance and capacitance and therefore occupy 
less chip area and more easily ?t Within the scribe lines. 

[0033] Although speci?c embodiments have been illus 
trated and described herein, those of ordinary skill in the art 
appreciate that any arrangement Which is calculated to 
achieve the same purpose may be substituted for the speci?c 
embodiments shoWn and that the invention has other appli 
cations in other environments. This application is intended 
to cover any adaptations or variations of the present inven 
tion. The folloWing claims are in no Way intended to limit 
the scope of the invention to the speci?c embodiments 
described herein. 

1. A system to test integrated circuits on a Wafer, com 
prising: 

a transceiver formed on the Wafer; and 

an antenna system couplable to the transceiver. 
2. The system of claim 1, Wherein the transceiver is 

couplable to a plurality of integrated circuits formed on the 
Wafer to test selected ones of the plurality of integrated 
circuits. 

3. The system of claim 2, Wherein the transceiver is 
adapted to apply test signals to at least one selected inte 
grated circuit of the plurality of integrated circuits to test the 
at least one selected integrated circuit in response to the 
antenna system receiving a signal. 

4. The system of claim 2, Wherein the antenna system is 
adapted to transmit signals corresponding to results from 
testing at least one selected integrated circuit of the plurality 
of integrated circuits. 

5. The system of claim 2, further comprising a multiplex 
ing circuit to couple the transceiver to each of the plurality 
of integrated circuits. 

6. The system of claim 1, Wherein the antenna system 
comprises one of a loop antenna, a pair of dipole antennas 
or an antenna array formed by loop or dipole antenna 
elements. 

7. The system of claim 1, further comprising: 

a plurality of transceivers, each adapted to receive and 
transmit signals to test selected ones of a multiplicity of 
integrated circuits formed on the Wafer and each of the 
transceivers being formed at a different location on the 
Wafer; and 

a plurality of antenna systems, each antenna system being 
coupleable to at least one of the plurality of transceivers 
and each of the plurality of antenna systems being 
formed at different locations on the Wafer. 

8. The system of claim 7, Wherein each transceiver of the 
plurality of transceivers or each transceiver in a subset of 
transceivers of the plurality of transceivers are each adapted 
to transmit test result signals simultaneously on different 
radio frequencies. 

9. The system of claim 7, Wherein each of the antenna 
systems is formed to minimiZe electromagnetic interference 
With the multiplicity of integrated circuits during testing. 
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10. The system of claim 7, Wherein each of the transceiv 
ers and antenna systems are formed in a predetermined 
distribution on the Wafer. 

11. The system of claim 10, Wherein the predetermined 
distribution is adapted to minimiZe space utiliZation, facili 
tate optimum testing of a selected number of integrated 
circuits simultaneously, and to minimiZe electromagnetic 
interference With the integrated circuits during testing and 
betWeen different transceivers and associated antenna sys 
tems. 

12. The system of claim 7, further comprising a multi 
plexing circuit, Wherein an integrated circuit to be test and 
an associated transceiver are selectable by at least one of a 
Word-line or a bit-line and Wherein the transceiver is adapted 
to select a proper stream of test data of the integrated circuit 
under test from the multiplexing circuit. 

13. The system of claim 7, further comprising a Word 
line/bit-line poWer distribution scheme adapted to select an 
integrated circuit to be tested and an associated transceiver 
and to distribute test mode poWer to the selected integrated 
circuit to be tested and the associated transceiver. 

14. The system of claim 1, Wherein the transceiver 
receives poWer via one of a probe, a radio frequency poWer 
signal, a Word-line or a bit-line, and a pad electrically 
connectable to the transceiver, Wherein the pad is connect 
able to an external poWer source. 

15. The system of claim 1, further comprising a pad 
formed proximate to a periphery of the Wafer and electri 
cally connectable to the transceiver to provide poWer to the 
transceiver. 

16. The system of claim 1, further comprising another 
transceiver and test unit external to the Wafer and adapted to 
transmit scan test vectors to the transceiver on the Wafer and 
to receive test results from the transceiver on the Wafer. 

17. The system of claim 16, Wherein the transceiver is 
adapted to transmit self-test data and to receive and transmit 
scan test vectors from the external transceiver and test unit. 

18. The system of claim 1, Wherein the transceiver is 
adapted to provide one of an amplitude shift keying (ASK) 
or an on-off keying (OOK) modulation scheme. 

19. The system of claim 1, Wherein the transceiver is 
adapted to receive and to transmit signals to perform real 
time tests periodically during fabrication of the Wafer. 

20. The system of claim 1, Wherein the transceiver is 
adapted receive and to transmit signals to perform tests 
under burn-in stress conditions or other environmental 
extremes. 

21. The system of claim 1, Wherein the transceiver com 
prises: 

a doWn converter to convert a received radio frequency 
(RF) signal to an intermediate frequency (IF) signal; 

a received signal strength indicator (RSSI); 

a limiting ampli?er to amplify the IF signal in response to 
the RSSI; and 

a comparator to generate a data signal in response to the 
ampli?ed IF signal. 

22. The system of claim 1, Wherein the transceiver com 
prises: 

a phase/frequency detector to receive an input or refer 
ence signal; 
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a charge pump to receive an output signal from the 
phase/frequency detector; 

a ?lter to ?lter selected frequency band signals from a 
charge pump signal; 

a voltage controlled oscillator to receive a ?ltered signal 
from the ?lter; and 

a poWer ampli?er to modulate a carrier signal from the 
voltage controlled oscillator by a data input signal. 

23. The system of claim 1, Wherein the transceiver is 
formed in one of a scribe line formed in the Wafer, on a chip 
of each integrated circuit, on another chip on the Wafer not 
used to form an integrated circuit, or on an unusable portion 
of the Wafer. 

24. The system of claim 1, Wherein the antenna system 
comprises an antenna system formed in at least one of a 
same scribe line as the transceiver, in at least one other 
scribe line formed in the Wafer, on a chip on the Wafer not 
used to form an integrated circuit or on an usable portion of 
the Wafer. 

25. The system of claim 24, Wherein the antenna system 
comprises: 

a loop antenna adapted to be shared by a plurality of 
transceivers; and 

a plurality of differential ampli?er circuits, each differ 
ential ampli?er circuit being associated With one of the 
plurality of transceivers, Wherein only one of the plu 
rality of differential ampli?er circuits is active at any 
given time to permit the associated transceiver to 
receive or transmit signals. 

26. The system of claim 24, Wherein the antenna system 
further comprises an inductor connected in parallel With 
each differential ampli?er circuit, Wherein the inductor com 
pletes the loop antenna When an associated differential 
ampli?er circuit is disabled. 

27. The system of claim 24, Wherein the antenna system 
further comprises: 

a pair of inductors connected in parallel With each differ 
ential ampli?er circuit, Wherein the pair of inductors 
complete the loop antenna When an associated differ 
ential ampli?er circuit is disabled; and 

a ?eld effect transistor (FET) to couple a voltage source 
to a node betWeen each pair of inductors, Wherein the 
voltage source is connected to the node in response to 
an RF carrier signal from an associated one of the 
plurality of transceivers being applied to a gate of the 
FET. 

28. The system of claim 1, Wherein the antenna system 
comprises an antenna eXternal to the Wafer and Wherein the 
transceiver is connectable to the antenna by a Wafer boat or 
?Xture. 

29. The system of claim 1, further comprising: 

an insulative layer formed on the Wafer; and 

a conductive layer formed on the insulative layer and 
electrically connecting to the transceiver via an opening 
formed in the insulative layer to test selected ones of 
the integrated circuits during manufacturing, Wherein 
the insulative layer and the conductive layer are remov 
able for further fabrication of the integrated circuits. 

30. A system to test integrated circuits on a Wafer, 
comprising: 
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a plurality of transceivers each adapted to receive and 
transmit signals to test selected ones of a multiplicity of 
integrated circuits formed on the Wafer and each of the 
transceivers being formed at a different location on the 
Wafer in one of a plurality of scribe lines formed in the 
Wafer or at other locations on the Wafer; and 

at least one antenna systems couplable to the plurality of 
transceivers. 

31. The system of claim 30, further comprising a multi 
pleXing circuit to couple each transceiver selectively to one 
of a predetermined number of the multiplicity of integrated 
circuits. 

32. The system of claim 30, Wherein each transceiver of 
the plurality of transceivers or each transceiver in a subset of 
transceivers of the plurality of transceivers are each adapted 
to transmit signals corresponding to test results simulta 
neously on different radio frequencies. 

33. The system of claim 30, Wherein each of the trans 
ceivers and associated antenna systems are formed in a 
predetermined distribution on the Wafer. 

34. The system of claim 30, further comprising a Word 
line/bit-line distribution scheme adapted to select each inte 
grated circuit to be tested and an associated transceiver. 

35. The system of claim 30, Wherein each transceiver is 
poWered via one of a probe, a radio frequency poWer signal, 
a Word-line/bit-line poWer distribution scheme and a pad 
electrically connectable to the transceiver, Wherein the pad 
is connectable to an eXternal poWer source. 

36. The system of claim 30, Wherein each transceiver 
comprises: 

a doWn converter to convert a received radio frequency 
(RF) signal to an intermediate signal (IF); 

a received signal strength indicator (RSSI); 

an ampli?er to amplify the IF signal in response to the 
R551; and 

a comparator to generate a data signal in response to the 
ampli?ed IF signal. 

37. The system of claim 30, Wherein each transceiver 
comprises: 

a phase/frequency detector to receive an input or refer 
ence signal; 

a charge pump to receive an output signal from the 
phase/frequency detector; 

a ?lter to ?lter signals in a selected frequency band from 
the charge pump; 

a voltage controlled oscillator to receive a ?ltered signal 
from the ?lter; and 

a poWer ampli?er to modulate a carrier signal from the 
voltage controlled oscillator by a data signal. 

38. The system of claim 30, Wherein the at least one 
antenna system comprises an antenna external to the Wafer 
and Wherein each of the plurality of transceivers is connect 
able to the antenna by a Wafer boat or ?Xture. 

39. The system of claim 30, further comprising a plurality 
of antenna systems, each antenna system being coupleable 
to at least one of the plurality of transceivers and each of the 
plurality of antenna systems being formed at different loca 
tions on the Wafer in at least one of the plurality of scribe 
lines. 
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40. The system of claim 39, wherein each antenna system 
comprises one of a loop antenna, a pair of dipole antennas 
or an antenna array formed by loop or dipole antenna 
elements. 

41. The system of claim 39, Wherein each antenna system 
comprises: 

a loop antenna adapted to be shared by a predetermined 
number of the plurality of transceivers; and 

a plurality of differential ampli?ers, each differential 
ampli?er being associated With one of the predeter 
mined number of transceivers, Wherein only one of the 
plurality of differential ampli?ers is active at any given 
time to permit the associated transceiver to receive or 
transmit signals. 

42. The system of claim 30, further comprising: 

an insulative layer formed on the Wafer; and 

a conductive layer formed on the insulative layer in line 
traces electrically connecting to each of the plurality of 
transceivers via openings formed in the insulative layer 
to test selected ones of the integrated circuits during 
manufacturing, Wherein the insulative layer and the 
conductive layer are removable for further fabrication 
of the integrated circuits. 

43. A transceiver to test integrated circuits on a Wafer, 
comprising: 

a doWn converter to convert a received radio frequency 
(RF) signal to an intermediate frequency (IF) signal; 

a received signal strength indicator (RSSI); 

an ampli?er to amplify the IF signal in response to the 
RSSI; and 

a comparator to generate a data signal in response to the 
ampli?ed IF signal. 

44. The transceiver of claim 43, Wherein each of the doWn 
converter, RSSI, ampli?er and comparator are formed in a 
scribe line formed in the Wafer. 

45. The transceiver of claim 43, further comprising: 

a phase/frequency detector to receive an input or refer 
ence signal; 

a charge pump to receive an output signal from the 
phase/frequency detector; 

a ?lter to ?lter signals in a selected frequency band from 
the charge pump; 

a voltage controlled oscillator to receive a ?ltered signal 
from the ?lter; and 

a poWer ampli?er to modulate a carrier signal from the 
voltage controlled oscillator. 

46. The transceiver of claim 45, Wherein each of the 
phase/frequency detector, charge pump, ?lter, voltage con 
trolled oscillator and poWer ampli?er are formed in a scribe 
line formed in the Wafer. 

47. An antenna system to test integrated circuits on a 
Wafer, comprising: 

a loop antenna adapted to be shared by a plurality of 
transceivers; and 

a plurality of differential ampli?er circuits, each differ 
ential ampli?er circuit being associated With one of the 
plurality of transceivers, Wherein only one of the plu 
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rality of differential ampli?er circuits is active at any 
given time to permit the associated transceiver to 
receive or transmit signals. 

48. The antenna system of claim 47, Wherein each of the 
loop antenna and the plurality of differential ampli?er cir 
cuits are formed in at least one scribe line formed in the 
Wafer. 

49. The antenna system of claim 47, Wherein the antenna 
system further comprises at least one inductor connected in 
parallel With each differential ampli?er circuit, Wherein the 
at least one inductor completes the loop antenna When an 
associated differential ampli?er circuit is disabled. 

50. The antenna system of claim 47, further comprising: 

a pair of inductors connected in parallel With each differ 
ential ampli?er circuit, Wherein the pair of inductors 
complete the loop antenna When an associated differ 
ential ampli?er circuit is disabled; and 

a ?eld effect transistor (FET) to couple a voltage source 
to a node betWeen each pair of inductors, Wherein the 
voltage source is connected to the node in response to 
an RF carrier signal from an associated one of the 
plurality of transceivers being applied to a gate of the 
FET. 

51. The antenna system of claim 47, Wherein the loop 
antenna is physically small compared to a Wavelength at 
Which the loop antenna operates. 

52. A method of making a system to test integrated 
circuits on a Wafer, comprising: 

forming a transceiver on the Wafer; and 

providing an antenna system couplable to the transceiver. 
53. The method of claim 52, Wherein forming the trans 

ceiver comprises forming the transceiver in one of a scribe 
line, on a chip or on an unusable portion of the Wafer. 

54. The method of claim 52, further comprising forming 
a multiplexing circuit to couple the transceiver to each of a 
plurality of integrated circuits. 

55. The method of claim 52, further comprising: 

forming a plurality of transceivers, each adapted to 
receive and transmit signals to test selected ones of a 
multiplicity of integrated circuits formed on the Wafer 
and each of the transceivers being formed at different 
location on the Wafer in one of a plurality of scribe lines 
formed in the Wafer; and 

forming a plurality of antenna systems, each antenna 
system being coupleable to at least one of a plurality of 
transceivers and each of the plurality of antennas 
systems being formed at different locations on the 
Wafer in at least one of a plurality of scribe lines. 

56. The method of claim 55, further comprising forming 
each of the transceivers and associated antenna systems in a 
predetermined distribution on the Wafer. 

57. The method of claim 55, Wherein forming each 
transceiver comprises: 

forming a doWn converter to convert a received radio 
frequency (RF) signal to an intermediate (IF) signal; 

forming a received signal strength indicator (RSSI); 

forming an ampli?er to amplify the IF signal in response 
to the RSSI; and 
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forming a comparator to generate a data signal in response 
to the ampli?ed IF signal. 

58. The method of claim 55, Wherein forming each 
transceiver comprises: 

forming a phase/frequency detector to receive an input or 
reference signal; 

forming a charge pump to receive an output signal from 
the phase/frequency detector; 

forming a ?lter to ?lter signals in a selected frequency 
band from the charge pump; 

forming a voltage controlled oscillator to receive a ?ltered 
signal from the ?lter; and 

forming a poWer ampli?er to modulate a carrier signal 
from the voltage controlled oscillator by a data signal. 

59. The method of claim 55, Wherein forming each 
antenna system comprises forming one of a loop antenna, a 
pair of dipole antennas or an antenna array formed by loop 
or dipole antenna elements. 

60. The method of claim 55, Wherein forming each 
antenna system comprises: 

forming a loop antenna adapted to be shared by a prede 
termined number of the plurality of transceivers; and 

forming a plurality of differential ampli?er circuits, each 
differential ampli?er circuit being associated With one 
of the predetermined number of transceivers, Wherein 
only one of the plurality of differential ampli?er cir 
cuits is active at any given time to permit the associated 
transceiver to receive or transmit signals. 

61. A method to test integrated circuits on a Wafer, 
comprising: 

selecting at least one integrated circuit of a plurality of 
integrated circuits to be tested; 

performing a test or self-test on the at least one selected 
integrated circuit in response to selecting the at least 
one integrated circuit; and 

transmitting test results via a transceiver associated With 
the at least one selected integrated circuit. 
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62. The method of claim 61, Wherein selecting the at least 
one integrated circuit comprises using a Word-line/bit-line 
distribution. 

63. The method of claim 61, further comprising transmit 
ting test results of the at least one selected integrated circuit 
to an external transceiver. 

64. The method of claim 61, Wherein transmitting the test 
results comprises transmitting in one of an amplitude shift 
keying (ASK) or an on-off keying (OOK) modulation 
scheme. 

65. The method of claim 61, Wherein the transceiver is 
formed in one of a scribe line in the Wafer, on a chip or on 
an unusable portion of the Wafer. 

66. The method of claim 61, further comprising applying 
poWer to the at least one selected integrated circuit via one 
of a probe, radio frequency poWer signal, a pad electrically 
connectable to an external poWer source, a Word-line or a 
bit-line. 

67. The method of claim 61, further comprising applying 
poWer to the transceiver associated With the at least one 
selected integrated circuit via one of a probe, radio fre 
quency poWer signal, a pad electrically connectable to an 
external poWer source, a Word-line or a bit-line. 

68. The method of claim 61, further comprising receiving 
and transmitting signals to perform real-time tests of the at 
least one selected integrated circuit during at least one of 
fabrication and burn-in of the Wafer. 

69. The method of claim 61, further comprising transmit 
ting an RF signal to a transceiver associated With the at least 
one selected integrated circuit to test the integrated circuit. 

70. The method of claim 61, further comprising: 

forming an insulative layer on the Wafer; and 

forming a conductive layer on the insulative layer in line 
traces electrically connecting to each of a plurality of 
transceivers via openings formed in the insulative layer 
to test selected ones of the integrated circuits during 
manufacturing; and 

removing the insulative layer and the conductive layer for 
further fabrication of the integrated circuits. 

* * * * * 


