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2) ?lter bank polyphase rotation matrices; or 3) computa 
tionally ef?cient multi-rate Wavelet ?lter banks. Transmitter 
pre-emphasis places most of the information in loWer base 
band frequencies; complimentary de-emphasis occurs in the 
receiver. Logarithmic ampli?cation of the baseband signal 
prior to carrier modulation improves modulation gain and 
transmit channel noise attenuation. Coef?cients of the rota 
tion matrix of the receiver are adaptively equalized to 
correct for transmission path distortion. FM double-side 
band is employed in systems requiring minimized cost and 
complexity. FM single-side band is employed in systems in 
Which bandwidth reduction is desirable. AM is also employ 
able. 
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METHOD AND APPARATUS FOR SIGNAL 
TRANSMISSION AND RECEPTION 

RELATED APPLICATIONS 

[0001] This application is a continuation-in-part of appli 
cation Ser. No. 08/342,259, ?led Nov. 18, 1994 (Attorney 
Docket MILL-001 AX), Which is a continuation of US. Pat. 
No. 5,367,516, ?led Mar. 17, 1993, issued Nov. 22, 1994 
(Attorney Docket MILL-001XX). 

FIELD OF THE INVENTION 

[0002] This invention relates to signal transmitting and 
receiving systems and more particularly to modems employ 
ing polyphase ?ltering techniques. 

BACKGROUND OF THE INVENTION 

[0003] As is knoWn in the art, a modulator-demodulator 
(modem) is an electronic device that modulates transmitted 
signals and demodulates received signals. The modem gen 
erally provides an interface betWeen digital devices and an 
analog communications system to thus make possible ana 
log transmission of digital information betWeen tWo termi 
nals or stations. Such transmissions may be over a trans 
mission link such as a telephone line, cellular 
communication link, satellite link, and cable TV, each of 
Which being generally band-limited. That is, the information 
may be transmitted across the transmission link only over a 
predetermined range of frequencies having a maximum bit 
error rate. 

[0004] As is also knoWn, a modem is used to provide 
Wireless transmission betWeen transmitting and receiving 
stations. Such Wireless communication can be employed in 
a variety of applications: VHF, IS-54 (cellular), IS-95 (cel 
lular), SPADE (satellite), GSM (cellular), HDTV, and SAT 
TV, each using one of the folloWing linear modulation 
techniques: QAM; QPSK; Pi/4 DPSK; GMSK. As With the 
transmission line application, the bandWidth of each is 
limited Within an acceptable bit error rate. 

[0005] While most modems are capable of providing 
compensation for Guassian noise, impulse noise is not Well 
managed. Most modems also require higher poWered ampli 
?cation means since, in all cases, amplitude distortion is 
unacceptable. In broadcast environments, it is Well under 
stood that FM transmission provides superior impulse noise 
handling. Also in FM transmission schemes, the transmitted 
signal may be ampli?ed With almost 100% ef?ciency since 
the information carrying portion of the signal is identi?ed by 
the Zero-crossings of the signal. Thus, amplitude distortion 
is ignored. 

[0006] Despite these apparent advantages, only a feW 
isolated eXamples eXist of nonlinear frequency modulation 
used Within modems. Frequency shift keying, providing a 
300 bits per second data rate, essentially utiliZed tWo fre 
quencies, each for representing a separate data bit. The neXt 
major development in modems Was the use of phase modu 
lation, beginning With tWo phase modulation, then four, then 
eight. A combination of amplitude and phase modulation 
Was later developed, also referred to as quadrature amplitude 
modulation or QAM. 

[0007] A subsequent development Was Guassian mini 
mum shift keying, or GMSK. At ?rst glance, such coding 
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resembles four phase modulation, though in order to avoid 
amplitude modulation, a special loW pass ?lter referred to as 
a Guassian ?lter Was applied to the data going into the phase 
modulator. Since some have regarded the Guassian ?lter as 
akin to an integrator, an argument could be made that such 
a modulation scheme results in frequency modulation, since 
GMSK can be demodulated With an FM discriminator. Yet, 
GMSK applies linear functions of the data to in-phase and 
quadrature carriers to produce a linear modulation; Whereas, 
true FM is mathematically equivalent to the application of 
trigonometric functions of the ?ltered signal to an in-phase 
and quadrature carrier. FM is a non-linear modulation, 
Which Was perceived as inef?cient for data transmission 
since the transmitted frequency spectrum is not a simple 
translation of the baseband spectrum as in AM modems. A 
further perceived problem With FM for a modem is that it 
only accepts real signals into its voltage controlled oscilla 
tor. That is, in the equivalent in-phase and quadrature carrier 
method for FM, both paths send the same data resulting in 
a double sideband spectrum of a single carrier, Which Was 
regarded as redundant and therefore inef?cient compared to 
the double-sideband spectra of the dual in-phase and quadra 
ture carriers of QAM modems. Also, single-sideband (SSB) 
transmission Was considered undesirable for modems 
because there is no simple Way to ef?ciently demodulate an 
AM-SSB signal Without a carrier reference. FM Was dis 
missed as an analog technique totally unrelated to data 
transfer eXcept With regard to FSK. 

[0008] In an ordinary modem, binary data is normally 
passed through a baseband raised-cosine ?lter Which limits 
the bandWidth of the baseband signal so that When one 
multiplies the baseband signal by a carrier, control over the 
passband signal bandWidth is provided Without intersymbol 
interference. The output of an ordinary modem includes 
signals having discrete phases such that data included 
therein can be identi?ed by discerning the phase of each bit. 
For instance, Whenever a signal has a +90° phase shift it is 
interpreted as 0 and When the phase shift is —90° it represents 
1, etc. Thus, in an ordinary modem employing a carrier, the 
phase and/or amplitude of the carrier signal are determined 
by the current symbol being transmitted. The carrier 
assumes only selected values of phase and amplitude for 
most of the duration of each symbol and graphical plots of 
all the selected phase-amplitude pairs are called the constel 
lation points of the modem. ordinary modems require that 
there be distinct points in the constellation for each possible 
value of the transmitted symbol. Furthermore, bit errors 
occur in the receiver if the points are mis-assigned due to 
intersymbol interference or due to noise on the link. 

[0009] In many applications the computational require 
ments of the modem introduce a delay Which is detrimental 
to the operation of the system. For eXample, digital voice 
transmission and multiple access netWorks are sensitive to 
delay in the modem. Furthermore, the rate at Which a modem 
may transmit and receive data per unit of bandWidth is called 
the modem bandWidth ef?ciency. In the discipline of Digital 
Information Theory this ef?ciency is knoWn to be maXi 
miZed When the transmitted signal has the maXimum entropy 
or randomness. The maXimum entropy transmission is band 
limited Guassian noise, and among other properties Guas 
sian noise Will not dWell at a distinct phase-amplitude pair 
as in a constellation. Thus it is desirable to provide a modem 
having a passband carrier Which minimiZes the internal 
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processing time and also maximizes the bandwidth ef? 
ciency Without sacri?cing bit error rate. 

SUMMARY OF THE INVENTION 

[0010] In accordance With the present invention, a method 
of communicating a sequential series of symbols over a 
transmission link comprises the steps of multi-rate 
polyphase ?ltering the symbols, using the ?ltered output to 
modulate a carrier, transmitting the modulated carrier across 
the transmission link, receiving the modulated signal, apply 
ing the inverse of the transmitter polyphase ?lter to the 
received signal, and thresholding and re-assembling the 
output of the inverse ?lter to recover the transmitted sym 
bols. 

[0011] Data is transmitted from a ?rst modem to a second 
modem across a Wireless transmission link by forming input 
data frames from the input data, multiplying the input frames 
by a rotation matrix, frequency modulating and transmitting 
the rotation matrix output, receiving and frequency demodu 
lating the transmitted data, multiplying the demodulated 
signal by a second rotation matrix, and re-assembling the 
de-rotated data to recover the original data. 

[0012] The presently disclosed modem for communicating 
symbols across a transmission link includes a transmit 
portion and a receive portion, Wherein the transmit portion 
comprises a partitioning element for dividing the input into 
parallel data channels, a baseband transmit rotation section 
for polyphase transforming the channeled data into parallel 
signal channels, a re-arrangement of the parallel signal 
channels into sequential serial samples, a carrier modulator 
for providing a modulated signal, and a transmitter for 
transmitting the modulated signal. The receive portion com 
prises a receiver for receiving the transmitted, modulated 
signal, a demodulator for demodulating the received signal 
into parallel signal channels, a receive rotation section for 
polyphase transforming the demodulated, received signal 
into parallel data channels, and an assembling element for 
combining the parallel data channels into a serial data signal. 

[0013] The polyphase ?ltration of these methods and this 
modem enables FM modulation of the transmitted symbols 
since only a real component of the original symbols is 
generated. FM, Whether achieved using frequency modula 
tion or phase modulation of the input signal, provides 
enhanced immunity to non-Guassian noise, provides high 
bandWidth ef?ciency, utiliZes non-coherent IF and thus 
requires no carrier recovery, is of loWer cost than conven 
tional modems in part due to the absence of A/D converters, 
provides loW co-interference due to the FM capture effect, 
and is compatible With analog signals, oWing to the use of 
commuting operators. More poWer efficient, but potentially 
less linear ampli?ers such as Class B and Class C can be 
employed since Zero crossings are used to determine data 
content; carrier recovery is not required. Prior art modems 
employing modulation schemes such as QAM cannot 
employ such non-linear ampli?cation. Further, satellite 
modems employing the presently disclosed method and 
modem save on TWT backoff poWer and thus are more 

energy ef?cient since intermodulation is not a problem, 
While personal computers achieve higher data rates Without 
sacri?cing bit error rate. 

[0014] The polyphase ?ltration of the foregoing embodi 
ments is implemented in a ?rst embodiment by a Wavelet 
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?lter (e.g. Quadrature Mirror Filter) pair. The partitioning 
element partitions the serial data among plural, parallel data 
channels prior to linear-phase FIR vector ?ltration, the ?lter 
coef?cients being square matrices, Whereby the input data 
are transformed into parallel signal channels. The transfor 
mation is by Way of a convolutional rotation of the input data 
vector. Each coordinate of the output signal is con?ned to a 
frequency sub-band Which slightly overlaps its neighbor. 
Pre-emphasis in the transmit portion, prior to the rotation in 
a ?rst embodiment, places most of the information in the 
loWer baseband frequencies. This is due to the noise prob 
ability density function of an FM discriminator that is 
proportional to the square of the frequency. De-emphasis in 
the receiver results in an addition to the overall gain equa 
tion. This equation, in one embodiment, includes contribu 
tions by the FM transmitter gain, the de-emphasis gain, and 
a noise reduction gain. The pulse amplitude levels repre 
senting the partitioned data bits Within each sub-band need 
not necessarily correspond to an integer number of bits, as 
long as all of the levels in all the subbands correspond to an 
integer value. 

[0015] The receiver portion provides the de-rotation ?lter 
for performing a reverse transformation to recover the 
original data. In a ?rst embodiment, the reverse transforma 
tion commutes With the modulation transformation. In a 
further embodiment, the coef?cients of the de-rotation ?lter 
in the receiver are adaptively selected for equaliZation to 
correct for transmission path distortion, since the analyZer is 
a fractional-rate FIR ?lter. Thus, a near-perfect reconstruc 
tion ?lter is employed. Athreshold operator takes the nearest 
integer coordinate values as the most likely symbol. 

[0016] In a further embodiment of the present invention, 
the commuting rotation and de-rotation ?lters are derived 
from the elementary matrices Which describe a geometric 
rotation of a vector. Their function is to transform an input 
data vector Within a data coordinate system into a signal 
vector Within a signal coordinate system such that the 
sequentially serialiZed coordinates of the signal vector 
Would form the digital samples of a bandlimited analog 
signal. Yet another approach to the matrices is mathematical 
transformation by Way of discrete Wavelet transformations. 

[0017] In each of the transmitter portion and receiver 
portion, the rotation operator is ideally a computationally 
ef?cient multi-rate Wavelet ?lter bank. Logarithmic ampli 
?cation of the baseband signal prior to introduction into the 
FM transmitter modulator results in an improvement in the 
modulation gain out of the receiver. Further, as a by-product 
of the logarithmic ampli?cation prior to the transmitter and 
de-ampli?cation after the receiver, noise introduced in the 
transmit channel is attenuated. 

[0018] FM double-side band is employed in systems 
requiring minimal cost and complexity. FM single-side band 
is easily implemented in systems in Which the bandWidth 
reduction is desired. AM modulation of a carrier is also 
implemented in a further embodiment. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0019] The foregoing features of this invention as Well as 
the invention itself may be more fully understood from the 
folloWing detailed description of the draWings in Which: 

[0020] FIG. 1 is a diagrammatical representation of a 
signal decomposition-recomposition system; 
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[0021] FIG. 1A is a diagrammatical representation of a 
cascade analyzer; 

[0022] FIG. 1B is a diagrammatical representation of a 
cascade synthesizer; 

[0023] FIG. 1C is a diagrammatical representation of a 
tree analyzer; 

[0024] FIG. 1D is a diagrammatical representation of a 
tree synthesizer; 

[0025] FIG. 2 is a block diagram of a signal encryptor; 

[0026] FIG. 3 is a block diagram of a transmitting and 
receiving system for the transmission and reception of 
secure signals; 

[0027] FIG. 4 is a block diagram of a signal encrypting 
transmitting and receiving system; 

[0028] 
[0029] 
[0030] 
[0031] FIG. 8 is a block diagram of a system for receiving 
and transmitting compressed signals; 

FIG. 5 is a block diagram of a modem; 

FIG. 6 is a block diagram of a coded modem; 

FIG. 7 is a block diagram of a coded tree modem; 

[0032] FIG. 9 is a block diagram of a signal compression 
system for transmitting and receiving signals over a digital 
link; 
[0033] FIG. 10 is a block diagram of a modem; 

[0034] FIG. 11 is a block diagram of an FM modem 
according to the present invention; 

[0035] FIG. 12 is a How diagram of a method for trans 
mitting data using a double-side band variant of the FM 
modem of FIG. 11; 

[0036] FIG. 13 is a How diagram of a method for trans 
mitting data using a single-side band variant of the FM 
modem of FIG. 11; 

[0037] FIG. 14 is a How diagram of sub-steps invoked by 
the method of FIGS. 12 and 13; 

[0038] FIG. 15 is a How diagram of a method for receiv 
ing data using the FM modem of FIG. 11; and 

[0039] FIG. 16 is a How diagram of sub-steps invoked by 
the method of FIG. 15. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0040] Referring noW to FIG. 1 a signal decomposition 
recomposition system 10 includes an analyzer 12 having an 
input port 14a and a pair of output ports 16a, 16b. Each of 
the output ports 16a, 16b are coupled to a corresponding pair 
of input ports 18a, 18b of a synthesizer 20. 

[0041] An analog input signal X fed to the analyzer input 
port 14a is decomposed into a pair of signals W‘ and V‘ each 
of Which is fed to a corresponding one of the output ports 
16a, 16b. Similarly, a pair of input signals W‘, V‘ fed to the 
synthesizer input ports 18a, 18b are reconstructed in to an 
output signal Y at a synthesizer output port 22a. The 
decomposition and reconstruction processes performed by 
the analyzer 12 and the synthesizer 20 as Well as the signals 
V‘ and W‘ Will be described further hereinbeloW. Suf?ce it 
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here to say that the input signal X is decomposed into the 
signals V‘ and W‘ such that the signals V‘ and W‘ may later 
be combined to exactly reconstruct the input signal X. 

[0042] It should be noted that the sub-analyzer and sub 
synthesizer building blocks operate digitally, hoWever, for 
clarity in the description, the signal conditioning circuits 
required to convert betWeen analog signals and digital 
signals in the system have been omitted. Such signal con 
ditioning circuits Will be described in conjunction With FIG. 
4 beloW. Brie?y, hoWever, and as Will be described in 
conjunction With FIG. 4, When an input signal to a system 
building block, eg a sub-analyzer or sub-synthesizer, cor 
responds to an analog signal, the signal should ?rst be fed 
through a ?lter having ?lter characteristics selected to pro 
vide Nyquist ?ltering. The appropriately ?ltered signal may 

then be sampled by an analog-to-digital converter Similarly, if the output from a system building block is to be 

an analog signal, the signal should be fed to a digital-to 
analog converter (DAC) and fed to a second ?lter likeWise 
selected having ?lter characteristics selected to provide 
Nyquist ?ltering. 
[0043] The sub-synthesizer 20 performs the inverse opera 
tion of the sub-analyzer 12, and vice versa. That is, if the 
signals W‘ and V‘ from a sub-analyzer are applied as input 
signals to the sub-synthesizer input ports 18a, 18b, the 
output signal Y Will be identical to the sequence of input 
samples, X, except for a predetermined time delay. In a 
preferred embodiment, the time delay corresponds to one 
sample time. 

[0044] LikeWise, applying the signals V‘, W‘ to the respec 
tive synthesizer input ports 18a, 18b and then applying the 
resultant output signal Y to the analyzer input port 14a 
should provide at the respective analyzer output ports 16a, 
16b the original input signals V‘ and W‘. 

[0045] As described above, the analyzer 12 and synthe 
sizer 20 provide signal decomposition and reconstruction 
functions. As Will be described beloW, the sub-analyzer and 
sub-synthesizer may be used as building blocks and may be 
coupled to provide more complex circuits Which may them 
selves be coupled to provide a variety of signal transmitting 
and receiving systems. Furthermore, the analyzer 12 and 
synthesizer 20 as Well as other system building blocks to be 
described hereinbeloW may be ef?ciently implemented in 
hardWare, softWare or by a combination of hardWare and 
softWare. 

[0046] The analyzers and synthesizers to be described 
herein operate on an ordered sequence of numbers, Which 
may be, but are not limited to, samples from an analog to 
digital converter For example, samples may be 
expressed as X(0), X(1), X(2), and X(3) Where X(0) is the 
most recent sample. Each of the binary numbers X(0) 
through X(3) has a particular value Within a predetermined 
range of values. An 8-bit ADC, for example, may provide a 
range of decimal values betWeen —128 to +127. 

[0047] The sequence of samples X(0) through X(3) may 
be considered as the coordinates of a vector in a 
4-dimensional space. A linear transformation may be made 
from the coordinate system of X to another coordinate 
system in the same 4-dimensional space. Thus, the vector X 
may be transformed to a vector Y by a “rotation” matrix C. 
In matrix notation this may be expressed as: 



US 2005/0141603 A1 

[0048] Using axes of the neW coordinate system that are 
mutually orthogonal, the vector Y has components Which 
correspond to the projections of X onto the neW transfor 
mation axes. Such projections are provided by forming a 
vector dot product. 

[0049] In a 4 dimension case for example, a set of Walsh 
codes, Code 1-Code 4, may be provided as: 

[0050] Code 1=+1+1+1+1 

[0051] Code 2=+1-1+1-1 

[0052] Code 3=+1+1-1-1 

[0053] Code 4=+1-1-1+1 

[0054] The Walsh codes Code 1-Code 4 above represent 
an orthogonal coordinate axis in the 4-dimensions of this 
time ordered space. Codes 1-4 have a length corresponding 
to the square root of 4, (i.e. the dot product of code 1 With 
itself equals 4) and thus are not unit vectors. 

[0055] The rotation matrix C may be expressed as: 

[0056] That is, the roWs Cl-C4 of the rotation matrix C 
correspond to the components of the Walsh code vectors 
such that matrix multiplication betWeen the rotation matrix 
C and the vector X is equivalent to the dot product of a 
particular one of the vectors Cl-C4 With the vector X. The 
components of the roW vector X may be expressed as: 

[XHX (0), X (1), X(ZL X (3)] 

[0057] A neW state vector Y may be expressed as: 

[Y]=[[C1]*[Xl [C2]*[Xl [C3]*[Xl [C4]*[X]] 
[0058] Where * symboliZes a dot product operation 
betWeen [X], and the Walsh vectors [C1] through [C4]. The 
neW state vector [Y] completely describes the original state 
de?ned by and may be computed on every group of 4 
samples X(0)-X(3). 
[0059] The linear rotation operation is exactly invertible, 
and thus: 

IXI=ICAIIYI 
[0060] Where is the inverse of The matrix C” 
may be found from the relation: 

[0061] Where L corresponds to the dimension of a roW or 
column vector of the matrix C”. 

[0062] In a tWo dimensional case, Walsh vectors may be 
expressed as C1=[+1,+1] and C2=[+1,—1]. Thus, analyZers 
may be de?ned having 2 outputs using the 2-dimensional 
vector above. 

[0063] Walsh vectors of any dimension may be generated 
by the tWo dimensional vectors C1, C2. That is, substitution 
of a set of Walsh codes into a 2-dimensional generator 
matrix provides a neW Walsh code having tWice the dimen 
sion. Using this procedure an N-dimensional transformation 
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needed to provide an analyZer, may be provided. Thus, 
because of the Way that Walsh vectors are constructed from 
their tWo dimensional Walsh generators, higher dimension 
analyZers and synthesiZers may be constructed from the 
2-dimensional case. 

[0064] With this matrix transformation method, matrix 
equations for providing a modem or a signal encryptor may 
be generated. The fundamental operation in the requisite 
computations is addition and subtraction of terms. 

[0065] It should be noted that in the case of a cascade 
analyZer or synthesiZer provided using the matrix method 
With a matrix having N dimensions, the loWest frequency 
channel is operated on by the matrix vector C1 and each 
subsequent channel i is operated on by a corresponding 
matrix vector Ci until the highest frequency channel is 
operated on by the matrix vector CN. Thus, in the case of a 
4 dimension matrix the loWest frequency channel is operated 
on by the matrix vector C1 and the highest frequency channel 
is operated on by the matrix vector C4. The case of a tree 
analyZer or synthesiZer provided by the matrix method Will 
be described in conjunction With FIGS. 1C and 1D beloW. 

[0066] In another preferred method the equations Which 
describe the sub-analyZer output signals V‘ and W‘ may be 
provided as: 

v’=sHIPT*x(n-1)-BN*W’ 
W’=2*X(n—1)—X(n)-X(n—2) 

[0067] In Which: 

[0068] V‘ corresponds to a scaling or ?ltering func 
tion of the sampled input signal X; 

Equation 1 

Equation 2 

[0069] W‘ corresponds to a residual or derivative of 
the sampled input signal X; 

[0070] X(n) corresponds to the most recent input 
sample; 

[0071] X(n-1) and X(n-2) correspond to the tWo 
previous input samples; 

[0072] SHIFT corresponds to a variable set equal to 
a positive poWer of 2 (such as 32, or 64, or . . . ); and 

[0073] BN corresponds to a positive integer having a 
value betWeen O and SHIFT and is preferred to have 
a relatively small value. 

[0074] As Will be explained further beloW the scaling 
function V‘ and the residual W‘ de?ned by Equations 1 and 
2 may be evaluated on alternate input samples of the input 
signal X, such that the value of the residual W‘ corresponds 
to tWice the difference betWeen the “center” sample, X(n-1), 
and the midpoint of a line connecting the tWo nearest 
neighbors of X(n-1) here, the tWo nearest neighbors being 
represented as X(n) and X(n-2). When Equations 1 and 2 are 
evaluated on alternate input samples, only the odd numbered 
(or alternatively only the even numbered) “center points” are 
selected for the calculation. Thus, the output rate of the 
sub-analyZer corresponds to one-half the input rate of the 
input signal X. 

[0075] The residual W‘ may also be interpreted as a 
deceleration about the center point. Thus it is possible to 
de?ne the residual W‘ as an acceleration and substitute —W‘ 
for W‘ in the Equations 1 and 2 above to provide an alternate 
and essentially equivalent expression for the residual W‘. 




































