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(57) ABSTRACT 

A communication node Which can reliably transfer a packet 
With a payload including data having error resistance in 
radio environments is disclosed. A packet to be transmitted 
is divided into segments to form a plurality of packet 
segments. From among a plurality of error correction 
schemes that have been prepared in advance, the scheme to 
be employed is selected for each of the packet segments in 
accordance With predetermined criteria, and the selected 
error correction scheme is applied to each packet segment. 
Subsequently, the processed packet segment is transmitted 
to the network. Packet segments are received from the 
network. From among a plurality of error correction 
schemes prepared in advance, the scheme to be employed is 
selected for each of the received packet segments based on 
predetermined information contained in each received 
packet segment, and the selected error correction scheme is 
applied to the received packet segment. An original packet 
is formed from the plurality of processed packet segments. 
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COMMUNICATION NODE AND PACKET 
TRANSFER METHOD 

CROSS REFERENCE TO RELATED 
APPLICATION 

[0001] This application claims bene?t of priority to J apa 
nese Patent Application No. P10-249859 ?led Sep. 3, 1998, 
the entire disclosure of Which is incorporated by reference 
herein. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 

[0003] The present invention relates to a communication 
node and a packet transfer method for transferring a seg 
mented packet, and more particularly to a communication 
node and a packet transfer method for transferring a packet 
over a radio netWork Which is a part of global packet 
sWitched netWork (e.g., Internet). 

[0004] 2. Description of the Background 

[0005] Recently, demand for radio communications has 
experienced an explosive increase. An infrastructure for 
radio communications, represented by cellular phones and 
PHS (Personal Handy Phone system), has been constructed 
at a drastically increased pace in recent years. Not only has 
voice communications been the focus of attention, data 
communications has attracted signi?cant interest in the form 
of the Internet. 

[0006] Future trends of communications netWorks include 
(1) a further increase in capacity of communications net 
Works, (2) more Widespread use of the so-called multimedia 
communications in Which audio, video, data, etc. are inte 
grated, and (3) an increase in Internet applications as Well as 
more Widespread use of the Internet. 

[0007] Examples of the ?rst trend include next-generation 
cellular phones (e.g., IMT-2000) and radio ATM netWorks. 
Standardization of radio ATM netWorks has been champi 
oned by MMAC. Examples of the second trend include 
standards (such as H.324) for TV phones. Examples of the 
third trend include the World Wide Web (WWW), Internet 
telephony, video-on-demand on the Internet, etc. 

[0008] It should be noted that the above trends are not 
independent of one another, but Will progress in a closely 
correlated fashion. For example, TV phones Will be able to 
be implemented as an Internet application, and a radio 
infrastructure providing Internet services, etc. Will emerge. 

[0009] Key factors in enabling the construction of an 
infrastructure to support such applications as TV phones on 
the Internet in a mobile environment, include video/audio 
coding techniques (e.g., MPEG4), and real-time Internet 
protocols (e.g., RTP (Real-Time Transport Protocol)). 
MPEG4 provides coding of video and audio information in 
a netWork environment Where bandWidth constraints are a 

major concern, such as phone lines and radio lines, by 
utiliZing a highly ef?cient coding technique. From a protocol 
perspective, RTP is useful in operating video and audio 
applications in a netWork infrastructure Where packets are 
susceptible to omission and delay, such as the Internet. A 
combination of these techniques (e.g., MPEG4 over RTP) is 
expected to realiZe in the bandWidth constrained Internet 
multimedia communication. 
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[0010] HoWever, the folloWing problem arises in realiZing 
such Internet multimedia communication. When transmit 
ting video and audio in accordance With MPEG4 in the radio 
environment, the efficiency of the coding scheme and the 
error resistance provide the capability to decode the video/ 
audio With acceptable quality to the users, even if some data 
is omitted or arrives With bit errors during the transmission. 
In the case of Where MPEG4 video/audio data is transmitted 
as Internet packets in a radio environment, the MPEG4 
portion is resistant to errors, but the header portion (that is 
referred to and used by the netWork), such as the IP header 
and the UDP header, has no error resistance capability. If a 
bit error occurs in the header portion, the Internet packet 
including such a bit error must be discarded. 

[0011] As described above, When a packet With a payload 
that includes data having certain burst error resistance and 
bit error resistance (e. g., MPEG4 video/ audio) is transmitted 
in the radio environment, the entire packet must be discarded 
if a bit error occurs in the header portion of the packet. This 
is problematic because the packet is unnecessarily discarded 
if the payload can recover lost data, resulting in reduced 
system throughput. 

SUMMARY OF THE INVENTION 

[0012] In vieW of the situations set forth above, an object 
of the present invention is to provide a communication node 
and a packet transfer method Which can reliably transfer a 
packet With a payload including data having error resistance 
in radio environments. 

[0013] A communication node according to a ?rst aspect 
of the present invention comprises means for dividing a 
packet to be transmitted into segments to form a plurality of 
packet segments; means for selecting an error correction 
scheme from among a plurality of error correction schemes 
prepared in advance to be employed for each of the packet 
segments in accordance With predetermined criteria; means 
for carrying out an error correction procession each packet 
segment With the selected error correction scheme; and 
means for transmitting each processed packet segment to a 
netWork. 

[0014] A communication node according to a second 
aspect of the present invention comprises means for receiv 
ing packet segments from a netWork; means for selecting an 
error correction scheme from among a plurality of error 
correction schemes prepared in advance to be employed for 
each of the received packet segments based on predeter 
mined information contained in each received packet seg 
ment; means for carrying out an error correction process on 
each received packet segment With the selected error cor 
rection scheme; and means for forming an original packet 
from the plurality of processed packet segments. 

[0015] With the above features of the present invention, by 
Way of example, When a header portion and a payload 
portion of a packet to be transmitted have different error 
resistance characteristics, the packet can be transmitted to a 
netWork under selection of error correction schemes suitable 
for the respective error resistance characteristics. 

[0016] Preferably, the communication node may further 
comprise means for negotiating correspondence relations 
betWeen predetermined information contained in the packet 
segments and error correction schemes to be employed for 
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the packet segments containing the predetermined informa 
tion, prior to transferring the plurality of packet segments 
betWeen the communication node and another communica 
tion node opposite to each other via the netWork. In other 
Words, the communication node includes a means for nego 
tiating With another communication node that is connected 
to the network, prior to transferring the plurality of packet 
segments, the error correction scheme to be employed in 
relation to particular packet segments. 

[0017] With the above features, the communication node 
on the packet transmitting side and the communication node 
on the packet receiving side can negotiate in advance as to 
What types of error correction schemes are used in commu 
nications. 

[0018] Therefore, both the communication nodes can 
mutually agree about the error correction schemes to be 
used, and operate in synchroniZed relation based on the 
agreement. 

[0019] Preferably, in the communication node on the 
packet transmitting side, the plurality of packet segments 
each may have a ?eld describing therein information based 
on Which the error correction scheme to be employed is 
selected, and the communication node may further comprise 
means for describing, in the ?eld, the information corre 
sponding to the selected error correction scheme. 

[0020] With the above features, the communication node 
on the receiving side can recogniZe What type of error 
correction scheme is to be used to decode the received 
packet segment. 

[0021] Preferably, in the communication node on the 
packet receiving side, the plurality of packet segments each 
may have a ?eld describing therein information based on 
Which the error correction scheme to be employed is 
selected, and the selecting means may select the error 
correction scheme to be employed based on the information 
described in the ?eld. 

[0022] With the above features, the communication node 
on the receiving side can recogniZe What type of error 
correction scheme is to be used to decode the received 
packet segment. 

[0023] Preferably, the plurality of packet segments each 
may have a ?eld describing therein information based on 
Which the error correction scheme to be employed is 
selected, and the communication node may further comprise 
means for, prior to transferring the plurality of packet 
segments betWeen the communication node and another 
communication node opposite to each other via the netWork, 
negotiating correspondence relations betWeen the contents 
of information described in the ?eld and error correction 
schemes to be employed. 

[0024] With the above features, the communication node 
on the packet transmitting side and the communication node 
on the packet receiving side can negotiate in advance as to 
What types of error correction schemes are used in commu 
nications and values set in the ?eld corresponding to the 
error correction schemes. Therefore, both the communica 
tion nodes can mutually agree about the error correction 
schemes to be used, and operate in synchroniZed relation 
based on the agreement. 
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[0025] Preferably, an error correction scheme employed 
for a particular one of the packet segment may have a higher 
correction ability than an error correction scheme employed 
for the other packet segments. In this case, preferably, the 
particular packet segment may be a packet segment includ 
ing a header portion of the packet. 

[0026] With the above features, since the header portion of 
a packet, for eXample, generally does not have error resis 
tance, the header portion can be given a strong error cor 
rection ability. It is therefore possible to reduce a probability 
of the occurrence of errors in the packet header portion 
during radio transmission, and to avoid the packet from 
being discarded in a packet header processing unit in the 
communication node. 

[0027] Preferably, the error correction scheme to be 
employed for the packet segments contained in the packet 
may be decided by referring to a value in a higher-level 
protocol ?eld of the packet. Preferably, the error correction 
scheme to be employed for the packet segments contained in 
the packet may be decided by referring to a value of the port 
number in the packet. 

[0028] With the above features, the error correction 
scheme can be ?eXibly selected in match With a higher-level 
protocol characteristic, for eXample, such that a strong error 
correction scheme is employed for a packet for Which 
reliable communication is not eXpected With the transport 
layer, e.g., a UDP packet in the Internet, and a Weak error 
correction scheme is employed for a packet for Which 
reliable communication is eXpected With the transport layer, 
e.g., a TCP packet. 

[0029] A packet transferring method according to a third 
aspect of the present invention comprises the steps of 
dividing a packet to be transmitted into segments to form a 
plurality of packet segments; from among a plurality of error 
correction schemes prepared in advance, selecting the 
scheme to be employed for each of the packet segments in 
accordance With predetermined criteria; carrying out an 
error correction process on each packet segment With the 
selected error correction scheme; transmitting each pro 
cessed packet segment to a netWork; receiving packet seg 
ments from a netWork; from among a plurality of error 
correction schemes prepared in advance, selecting the 
scheme to be employed for each of the received packet 
segments based on predetermined information contained in 
each received packet segment, carrying out an error correc 
tion process on each received packet segment With the 
selected error correction scheme; and forming an original 
packet from the plurality of processed packet segments. 

[0030] It is to be noted that the present invention relating 
to the apparatus is also effectuated as the invention relating 
to the method, and conversely the present invention relating 
to the method is also effectuated as the invention relating to 
the apparatus. 

[0031] Further, the present invention relating to the appa 
ratus or the method can also be effectuated in the form of a 
computer-readable recording medium Which records thereon 
a program for rendering a computer to execute procedures 
equivalent to the means or steps in the present invention (or 
rendering a computer to function as means equivalent to that 
in the present invention, or rendering a computer to realiZe 
functions equivalent to those in the present invention). 
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[0032] With the present invention, When a header portion 
and a payload portion of a packet to be transmitted have 
different error resistance characteristics, the packet can be 
transmitted to a netWork under selection of error correction 
schemes suitable for the respective error resistance charac 
teristics. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0033] Amore complete appreciation of the invention and 
many of the attendant advantages thereof Will be readily 
obtained as the same becomes better understood by refer 
ence to the following detailed description When considered 
in connection With the accompanying drawings, Wherein: 

[0034] FIG. 1 shoWs one example of an entire con?gu 
ration of a netWork system according co a ?rst embodiment 
of the present invention; 

[0035] FIG. 2 shoWs one example of an overall layer 
con?guration; 

[0036] 
format; 

FIG. 3 shoWs one example of a transfer packet 

[0037] FIG. 4 shoWs one example of an internal con?gu 
ration of a terminal; 

[0038] FIG. 5 shoWs one example of a frame transmission 
format on a radio transmission path; 

[0039] FIG. 6 shoWs one example of an entire sequence; 

[0040] FIG. 7 shoWs one example of an MC table; 

[0041] FIG. 8 shoWs one example of an FEC table; 

[0042] FIG. 9 is a diagram shoWing a process of trans 
forming an MPEG4 packet into an H.223 mobile frame; 

[0043] FIG. 10 is a diagram shoWing a process of trans 
forming a general IP packet into an H.223 mobile frame; 

[0044] FIG. 11 is a diagram illustrating a process of 
transforming a general IP packet into an H.223 mobile 
frame; 

[0045] FIG. 12 shoWs one example of a ?oW/error control 
correspondence table; 

[0046] FIG. 13 shoWs one example of a frame transmis 
sion format on a radio transmission path in a second embodi 
ment of the present invention; 

[0047] FIG. 14 shoWs one example of an entire sequence; 

[0048] 
[0049] FIG. 16 is a diagram for explaining a process of 
transforming an MPEG4 packet into an H.223 mobile frame; 
and 

[0050] FIG. 17 is a diagram for explaining a process of 
transforming a general IP packet into an H.223 mobile 
frame. 

FIG. 15 shoWs one example of an MC table; 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0051] Referring noW to the draWings, Wherein like ref 
erence numerals designate identical or corresponding parts 
throughout the several vieWs. 
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[0052] FIG. 1 shoWs one example of an overall con?gu 
ration of a netWork system according to a ?rst embodiment 
of the present invention. 

[0053] Referring to FIG. 1, a terminal 107 communicates 
With a WWW server 101 via a radio transmission path 106, 
such as a radio public netWork. Here, the WWW server 101, 
an access router 103, and the terminal 107 are nodes that are 
connected to the Internet 102. 

[0054] In the Internet communication system shoWn in 
FIG. 1, transmission paths betWeen the access router 103 
and the terminal 107 (i.e., a Wired transmission path 104 and 
the radio transmission path 106) are considered part of the 
Internet 102, beyond just the Wired netWork. HoWever, for 
purposes of explanation, the transmission paths 104 and 105 
are considered separate from the Internet 102 to highlight 
the present invention, Which focuses on the differences in 
transmission properties (e.g., a transmission error) betWeen 
those transmission paths 104 and 105 and the Internet 102. 

[0055] The terminal 107 securely establishes a connection 
to the access router 103 via the Wired transmission path 104. 
In fact, radio station 105 is positioned betWeen the access 
router 103 and the terminal 107. Speci?cally, radio station 
105 is interposed betWeen the Wired transmission path 104 
and the radio transmission path 106. 

[0056] At the physical layer, the radio station 105 carries 
out processing such as transmission medium conversion. 
Processing for the link layer is carried out betWeen the 
access router 103 and the terminal 107. In other Words, the 
radio station 105 does not take part in processing for layers 
higher than the link layer. 

[0057] In an exemplary embodiment, it is assumed that the 
radio transmission path 106 is a PHS (Personal Handy 
Phone system)—Which is a radio public netWork. It is 
apparent that the present invention is not limited to the PHS 
netWork, but also applicable to any types of radio access 
netWork environments, such as a cellular phone netWork, a 
radio local loop, IMT 2000 (W-CDMA netWork), or a 
next-generation radio access netWork. The present invention 
is also applicable to non-public netWorks. 

[0058] The protocol architecture as Well as the netWork 
architecture, in accordance With one embodiment, is 
described beloW. 

[0059] This embodiment provides, as described above, 
Internet communication betWeen terminal 107 and WWW 
server 101. One important application over the Internet 102 
is real-time video/audio communications. Real-time video/ 
audio communication is carried out, utiliZing a coding 
technique With high “error resistance”. By Way of example, 
the real-time video/audio communication is MPEG4 video 
and/or MPEG4 audio over the Internet 102 (including com 
munications of only MPEG4 video, communications of only 
UNPEGS audio, and communications of both MPEG4 video 
and MPEG4 audio). 

[0060] FIG. 2 shoWs one example of the protocol layers 
involved in the communication betWeen the terminal 107 
and the WWW server 101. Those layers higher than the 
transport protocol (i.e., layers higher than TCP/UDP) are 
usually not terminated in a router (the access router 103 in 
FIG. 1) Within the Internet 102. That is, in the netWork 
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con?guration of FIG. 1, protocol stacks for layers higher 
than the transport layer are present only in the W W W server 
101 and the terminal 107. 

[0061] Since packet transfer is carried out in the form of 
an IP (Internet Protocol) packet, IP is employed as the 
netWork layer protocol. IP layer processing is performed not 
only in the WWW server 101 and the terminal 107, but also 
in the access router 103, Which relays the IP packet. 
Although only the access router 103 is shoWn in FIG. 1, 
numerous routers exist Within the Internet 102. In this case, 
IP layer processing is performed in every router. 

[0062] In addition to transferring real-time video/audio 
information Within packets, as in the eXemplary embodi 
ment, the packet may include data other than real-time 
video/audio information, such as a control information, etc. 

[0063] As for the link layer protocol, H.223 mobile stan 
dard is employed betWeen the access router 103 and the 
terminal 107, according to one embodiment. By operating 
the H.223 protocol betWeen the access router 103 and the 
terminal 107, these devices 103 and 107 are provided With 
a certain level of reliability. The details of H.223 Will be 
described later. 

[0064] Link layer protocols betWeen the WWW server 101 
and the access router 103 are assumed to be link layer 
standards Y and X for convenience (i.e., the link layer 
standard of a link associated With the WWW server 101 is 
Y and the link layer standard of a link associated With the 
Internet 102 side of the access router 103 is 

[0065] As shoWn in FIGS. 1 and 2, the WWW server 101 
communicates With the radio station 105 via a Wired trans 
mission netWork, While the radio station 105 communicates 
With the terminal 107 over a radio transmission netWork. At 
the physical layer, therefore, the radio station 105 performs 
a transmission medium transfer process betWeen the Wired 
and radio netWorks. 

[0066] Packet format Will be described neXt. 

[0067] FIG. 3 shoWs one eXample of a packet format, 
Which contains MPEG4 video. As indicated above, such a 
packet is transferred betWeen the access router 103 and 
the-terminal 107 using the described protocol environments. 
In accordance With the protocol stack shoWn in FIG. 2, an 
MPEG4 video 301 is capsulated in a system header 302 
containing time stamp information, inter-media synch infor 
mation, etc. Then, an RTP header 303, a UDP header 304, 
and an IP header 305 are added to the system header 
successively in the respective order. Finally, a PPP (Point 
to-Point Protocol) header (306) is added. 

[0068] It is suf?cient for the PPP header to contain pro 
tocol identi?cation data to identify protocol types such as 
IPv4 and IPv6. The packet header can be detected by using 
the H.223 as the link layer protocol; consequently, using a 
?eld that solemn changes is inef?cient. For this reason, a ?ag 
sequence ?eld (for detecting the packet boundary), an 
address ?eld (containing alWays the same value), and a 
control ?eld (containing alWays the same value), Which are 
used in PPP of RFC 1661, are not needed. 

[0069] Note that detection of the packet boundary (i.e., 
detection of a header fragment in a packet) can also be 
performed using a value of the link layer header (speci?cally 
a value of the MUX code (MC)). This approach is more fully 
described later. 
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[0070] FIG. 4 shoWs one eXample of an internal con?gu 
ration of the terminal 107 according to an embodiment of the 
present invention. As shoWn in FIG. 4, the terminal 107 
comprises an H.223 mobile processing unit 1101, Which 
performs the processing related to the H.223 mobile serving 
as the link layer protocol. The terminal 107 also comprises 
an IP/PPP processing unit 1102 for carrying out the pro 
cessing related to IF and Pap, and a TCP processing unit 
1103 for carrying out the processing related to TCP. Further, 
the terminal 107 includes a UDP processing unit 1104 for 
carrying out the processing related to UDP, and an RTP 
processing unit 1105 for carrying out the processing related 
to RTP (Real-time Transport Protocol). A system/multiplex 
processing unit 1106 is included in the terminal 107 for 
carrying out such processing as adding control information 
(e.g, time stamp information and inter-media synch infor 
mation), Which is necessary in the MPEG4 application, to 
the coded audio/video data in a transmission mode. The 
system/multiplex processing unit 1106 also interprets the 
control information and starts up the decoding process in 
reception mode. The terminal 107 also comprises an 
MPEG4 audio processing unit 1107 for carrying out coding 
and decoding of the MPEG4 audio data, and an MPEG4 
video processing unit 1108 for carrying out coding and 
decoding of the MPEG4 video data. The H.223 mobile 
processing unit 1101 comprises the folloWing components: 
a fragment processing unit 1111 for dividing a packet into 
fragments, a frame processing unit 1112 for setting the 
fragments on a frame; an FEC table 1113 for storing the 
correspondence betWeen FEC codes in the frame and FEC 
types used; an MC table 1114 for storing the correspondence 
betWeen MC codes in the frame and data identi?cation 
information, attributes, etc.; an H.245 processing unit 1115 
for carrying out the processing related to an H.245 protocol; 
and a radio interface unit 1116 for carrying out the interface 
processing With respect to the radio netWork. Additionally, a 
radio transmitter/receiver may be built in the terminal 107 or 
connected to the terminal 107 eXternally—e.g., a PHS 
terminal. As described later, the frame processing unit 1112 
may include a ?oW/error control correspondence table 1117 
for storing the correspondence betWeen predetermined 
packet attributes and to be added MC codes. It should be 
noted that functions of inputting (or composing or editing) 
data to be coded and transmitted, and functions of outputting 
(or recording, displaying or reproducing) data received and 
decoded are omitted. 

[0071] The construction and operation of the terminal 107 
Will be described beloW in connection With, by Way of 
eXample, placing video and audio that are encoded in 
accordance With MPEG4 or the like, in an IP packet; in 
particular, the case in Which the terminal 107 is on the 
transmission side. First, MPEG4 data is decoded in the 
MPEG4 video processing unit 1108 and/or the MPEG4 
audio processing unit 1107. The system/multiplex process 
ing unit 1106 adds control information (e.g., time stamp 
information and inter-media synch information) to the coded 
data. The header added here is referred to as the system 
header (302 in FIG. 3). 
[0072] The RTP processing unit 1105 encapsulates the 
added data With the system header. RTP is a de facto 
standard of the transport protocol for transferring traf?c of a 
real-time application on the premise that data delivery is 
delayed or lost in the Internet, etc. Usually, RTP is employed 
in combination With RTCP (Real-time Transport Control 
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Protocol) for exchanging packets in the network, etc. 
betWeen the transmitting side and the receiving side. Details 
of RTP are explained in RFC 1889 and 1890. 

[0073] Thereafter, the RTP is set on UDP (User Datagram 
Protocol) in the UDP processing unit 1104, converted into an 
IP packet in the TP/PPP processing unit 1102, and then 
transferred as an Internet packet (see FIG. 3) over the 
Internet 102 including the radio transmission path 106. As 
described later, the Internet packet is transferred over the 
radio transmission path in such a manner that it is divided 
into segments in the H.223 mobile processing unit 1101 and 
set on a frame. 

[0074] The H.223 mobile Will noW be described. 

[0075] The packet shoWn in FIG. 3 is transferred betWeen 
the access router 103 and the terminal 107 in accordance 
With H.223 (see FIG. 2), Which is a link layer protocol. The 
H.223 mobile processing unit 1101 carries out the process 
ing necessary for the packet transfer. 

[0076] FIG. 5 shoWs one example of a frame transmission 
format on the radio transmission path 106. As shoWn in FIG. 
5, one frame transfers 0 to 254 bytes of data. One frame 
consists of the data, a 16-bit P.N., a MUS code (MC), a 
MUX-POW length (MEL), a Golay parity code, a header 
comprising an FEC type code, and a trailer comprising 
16-bit P.N. The frame is constructed primarily by the frame 
processing unit 1112. Numerals indicated in FIG. 5 above 
respective areas denote, by Way of example, the number of 
bits contained in the areas. 

[0077] Synchronization of the packet (i.e., detection of the 
head and tail of the packet) is performed using tWo sets of 
16-bit PN and M.L. Speci?cally, the tWo sets of 16-bit PN 
are each constructed as a predetermined pattern and are 
alWays positioned at the head and tail of the packet, respec 
tively. If such a pattern is detected, it is recogniZed that the 
detected point is a candidate for the boundary of the frame. 
Thereafter, the area of M.L. is checked. 

[0078] After recogniZing the length of the relevant frame 
in the area of MPL, the other 16 bits are checked in 
consideration of the data area corresponding to the M.L. 
length. If an area of the 16-bit PN is found again, it is 
determined that the frame is correctly synchroniZed. 

[0079] The MUX code represents the attributes of the data 
transferred. The FEW code represents the attributes of a 
forWard error correction code applied to the data The MUS 
code and the FEC code are each simply given as a numerical 
value. Prior to the start of communication, the meanings of 
the respective numerical values are negotiated beforehand 
betWeen both terminals, Which Will then communicate using 
H.235. 

[0080] FIG. 6 shoWs one example of the negotiation 
process betWeen the access router 103 and the terminal 107. 
The H.245 protocol is used in the negotiation. The negotia 
tion process is executed by the H.245 processing unit 1115 
in the H223 mobile processing unit 1101. In this embodi 
ment, as shoWn in FIG. 6, the meanings of respective 
numeral values of the MC code and the FEC code are 
negotiated betWeen the access router 103 and the terminal 
107. Results of the negotiation related to the MC code and 
the FEC code are re?ected in the MC table 1114 (see FIG. 
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7) and the EEC table 1113 (see FIG. 8). These tWo tables are 
held in both nodes, i.e., the access router 103 and the 
terminal 107. 

[0081] FIG. 7 shoWs one example of the MC table 1114, 
and FIG. 8 shoWs one example of the FEC table 1113. It is 
negotiated, for example, that in the case of MC=1 and 
MC=2, data having different attributes (DATA 1 for MC=I 
and DATA 2 for MC=2) are communicated, and that in the 
case of MC=1, FEC1 is used as the FEC scheme if the FEC 
code=1 holds and FEC2 is used as the FEC scheme if the 
FEC code=2 holds. The results are then re?ected in the 
tables as shoWn in FIGS. 7 and 8. 

[0082] Thus, the FEC table may be de?ned for each MUS 
code, in Which the values of the FEC code may have 
different meanings for each MUS code, as illustrated in FIG. 
8. It should be noted that the FEC table may be de?ned 
regardless of the MUS code. 

[0083] Use of error correction schemes With different 
levels Will be described next. 

[0084] In this embodiment, the MPEG4 video/audio is 
transmitted over, by Way of example, the Internet 102. The 
MPEG4 is a coding technique that has very high “error 
resistance” because it Was developed in anticipation of a 
very poor communications netWork environment (i.e., net 
Work environment Where data is susceptible to large bit error 
rate, burst error, or omission); for example, a radio trans 
mission path 106 and the Internet 102. Also, MPEG4 
permits communication at a very loW bit rate to accommo 
date loW bandWidth media, such as phone lines and radio 
lines, as compared to Ethernet LAN or the like. 

[0085] In the present invention, it is believed that When the 
contents of a packet payload have strong error resistance, 
such as MPEG4, the payload has a certain level of resistance 
against errors caused by packet omissions on the Internet 
and bit errors from radio section of the transmission path. 

[0086] As shoWn in FIG. 3, various headers (i.e., the 
system header, the RTP header, the UDP header, the IP 
header and the PPP header) are added to the transferred 
packet in addition to the MPEG4 video/audio. If the header 
portion is subject to an error of even one bit in the radio 
transmission region, for example, this gives rise to a fatal 
error that is not tolerated by the terminal on the receiving 
side. The error in the header could result in erroneous 
information, such as a change of the destination/source 
address/port numbers and “change of value of the time 
stamp”. 

[0087] Even though the payload Was prepared using a 
coding technique With high error resistance like MPEG4, if 
an error occurs in the header, the packet is discarded before 
reaching an MPEG processing module of a node, such as a 
terminal (the MPEG4 audio processing unit 1107 or the 
MPEG4 video processing unit 1108 in FIG. 4). For example, 
if an error of even a single bit occurs in the IP process that 
is executed in the IP/PPP processing unit 1102, the relevant 
packet is discarded. 

[0088] To overcome such a problem, it is contemplated 
that a strong error correction code is applied to the header 
group (302-306) in FIG. 3 When a packet containing data 
With high error resistance, such as MPEG4 video/audio, is 
transmitted over the radio transmission path. HoWever, for a 
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payload (e.g., portion of the MPEG4 video 301) that has 
high error resistance originally, a strong error correction 
code is not required. It is suf?cient to reduce the error rate 
on the radio transmission path 106 to match the error 
resistance of MPEG4. In other Words, When transferring the 
packet shoWn in FIG. 3, error correction codes having 
different levels of strength are applied to the header portion 
(302-306) and the payload portion 301. 

[0089] Assuming, for eXample, that a bit error rate in the 
radio transmission path (106 in FIG. 1) of 10'3 does not 
pose problems in reproducing data and the error resistance 
of MPEG4 corresponds to a bit error rate on the order of 
10_6, the error correction code (e.g., FEC1) applied to the 
header portion is selected to have a correction ability 
capable of substantially completely correcting the error rate 
of 10'3 on the radio transmission path. Also, the error 
correction code (e.g., that is applied to the payload 
portion, Which is eXpected to have error resistance (such as 
given by MPEG4), is selected to have a correction capability 
of reducing the error rate of 10-3 on the radio transmission 
path doWn to a limit value of the error resistance of MPEG4, 
i.e., the error rate of 10'? 

[0090] In other Words, in this embodiment, the strong error 
correction code is applied to the header portion 
(302-306) to substantially completely remove errors gener 
ated on the radio transmission path 106. Further, the Weak 
error correction code (PEC2) is applied to the payload 
portion (portion of the MPEG4 video 301) so as to maintain 
the original error resistance of the MPEG4 video despite the 
fact that errors to some eXtent remain in the MPEG4 video 
portion. 

[0091] Note that, in this embodiment, the check sum of 
UDP is assumed to be turned off. 

[0092] Selecting the Weak error correction code PEC2 is 
effective in reducing the number of bits transmitted in radio 
communications and increasing the transfer bit rate. Further, 
since the header portion is generally much smaller than the 
payload portion, the strong error correction code FEC1 is 
applied to the header portion. In addition, the number of 
redundant bits is not so increased. 

[0093] Based on the above consideration, using an H.245 
negotiation process (in FIG. 6), a strong error correction 
code FEC1 is employed for the header portion in Which any 
data error is not basically alloWed, and the Weak error 
correction code PEC2 is employed for the MPEG4 video/ 
audio portion in Which some data error is tolerated. The 
FEW table shoWn in FIG. 8 is then prepared to hold the 
contents of the negotiation results in the form of an internal 
table. 

[0094] An eXample of transferring an MPEG4-over-IP 
packet is be described beloW With reference to FIG. 9. 

[0095] Apacket 801 (see FIG. 3), that is to be transferred, 
is divided into fragments having a siZe not larger than the 
link layer MT. (Maximum Transfer Unit)—i.e., the maXi 
mum value of a frame length transferable With the link layer. 
This division into fragments is performed in the fragment 
processing unit 1111. 

[0096] As a result of the fragmentation, the entire header 
portion (302-306 in FIG. 3) is included in a ?rst fragment 
802. In FIG. 9, the ?rst fragment 802 also includes a part of 
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the MPEG4 video as Well as the header portion. The portion 
of the MPEG4 video is eventually divided into several 
segments (in the eXample of FIG. 9, the payload portion, 
i.e., the portion of the MPEG4 video 301, is divided into 
three fragments 802, 803 and 804). The fragments are then 
set on the frame transmission format for radio communica 
tions, shoWn in FIG. 5, in the frame processing unit 1112, 
and are transmitted through the radio interface unit 116. 

[0097] As shoWn at 805 in FIG. 8, the ?rst fragment 802 
is converted into a frame in accordance With H.223, Whereby 
FEC. is employed as the error correction code for the ?rst 
fragment 802 because of the strong error correction code 
capability of FEC. Accordingly, the value of the MUX code 
is set to 1, and the value of the FEC code is set to 1 in the 
frame; thereafter, the frame is transmitted. 

[0098] On the other hand, for the second and subsequent 
fragments 803 and 804, PEC2 is employed as the error 
correction code because a relatively Weak error correction 
code, Which suppresses the error rate doWn to a level 
corresponding to the error resistance of MPEG4, is accept 
able. Accordingly, the value of the MUX code is set to 1 and 
the value of the FEC code is set to 2 in the frame; thereafter, 
the frame is transmitted. 

[0099] While the eXample of FIG. 9 has been described in 
connection With MPEG4 data as the payload of the IP 
packet, the present invention has applicability to the transfer 
of to IP packets in general, regardless of the attributes of data 
that is contained in the payload. One eXample of such a case 
Will be described With reference to FIG. 10. 

[0100] FIG. 10 shoWs one eXample of IP packets gener 
ally transferred, in Which TCP is employed as the transport 
protocol. In this scenario, as With the case of FIG. 9, FEC. 
is employed as the error correction code for a ?rst fragment 
902 because a strong error correction code should be 
applied. On the other hand, second and subsequent frag 
ments 903 and 904 may be transferred using the relatively 
Weak error correction code PEC2. 

[0101] In the eXample of FIG. 10, the data contained in the 
payload of the packet 901 generally does not alWays have 
error resistance. TCP carries out error detection up to the IP 
header. Accordingly, the strong error correction code FEC1 
is applied to the ?rst fragment 902, but the Weak error 
correction code PEC2 is applied to the subsequent fragments 
903 and 904. Therefore, if an error occurs in the fragments 
903 and 904 and is not completely corrected by PEC2, such 
an error corrupts the data that is received by the terminal 107 
on the receiving side. HoWever, if an error occurs in seg 
ments 906 and 907 for any reason, the error is detected by 
the CAC of TCP, and the Whole of the relevant packet is 
retransmitted in the TCP layer. As a result, the packet is 
successfully delivered. 

[0102] There are tWo reasons Why the strong error correc 
tion code FEC1 is applied to the initial fragment 902. First, 
because the PPP header is excluded from being subject to 
error correction by TCP, the use of FEC1 reduces the 
probability of errors occurring in the PPP header. Secondly, 
in many cases of actual IP communications, error control is 
not applied to the data in the header portion. Such is the case 
of transport layer protocols other than TCP; e.g., IP phones 
using UDP as the transport protocol. In those cases, various 
“error unalloWable areas” (i.e., areas Where if an error 










