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FLAME RETARDED FIBERS AND FILAMENTS 
AND PROCESS OF PRODUCTION THEREFOR 

TECHNICAL FIELD 

[0001] This invention relates to thermoplastic ?bers and 
?laments, including those Where the thermoplastic is a 
polyester, polyamide, polyole?n, or an acrylic, Which are 
?ame-retarded With a brominated styrenic polymer. 

BACKGROUND 

[0002] Although synthetic ?ber materials possess a variety 
of excellent physical and chemical properties, a common 
drawback is their ready tendency to combustion, for Which 
reason such synthetic ?ber materials have traditionally been 
subjected to ?nishing treatment for ?ame retardancy. 
Examples of ?nishing treatment methods include dip coating 
and spray coating. An obvious disadvantage of coatings is 
that they can Wear off over time. 

[0003] Unfortunately, the use of ?ame retardant additives 
in synthetic ?ber materials can result in undesirable color 
development or blooming. In other Words, such additives 
can detrimentally affect the color of the synthetic ?ber. In 
many applications, this color development problem is unde 
sirable or unacceptable. 

[0004] Furthermore, When blended With synthetic ?ber 
materials, ?ame retardant additives tend to form nonuniform 
distributions in the mixture, and thus result in nonhomoge 
neous ?ame-retarded ?bers, Which have poor mechanical 
properties. The problems associated With nonhomogeneity 
are more pronounced for ?ner ?bers. Speci?cally, if the 
?ame retardant additive is not completely mixed With the 
synthetic ?ber material prior to extrusion, the ?ame retar 
dant additive tends to agglomerate onto itself, producing 
lumps in the extrusion melt, clogging the spinneret ?lters or 
ori?ces, or producing Weak spots in the resulting continuous 
?lament. Such agglomerated lumps also necessarily produce 
other areas in Which there Will be a lack of ?ame retardant 
additive, and thus reduced ?ame retardant effectiveness. 

[0005] In particular, brominated polystyrenes have often 
times been de?cient in their color characteristics. Manufac 
turers of products containing ?ame retardants generally ?nd 
it advantageous to have available a ?ame retardant Which 
Will not contribute excessive color to the products or oth 
erWise interfere With color matching speci?cations appli 
cable to a given product. Thus in general, the loWer the color 
of the brominated styrenic polymer (i.e., the Whiter the ?ame 
retardant), the better. HoWever, high-melting ?ame retar 
dants that are White often end up acting as a White pigment 
in the ?ber, making coloring the ?bers more dif?cult, as the 
White color of the ?ame retardant must be overcome. 

[0006] Additionally, relatively feW ?ame retardants Work 
Well With polyamides (nylons), at least in part because 
polyamides are high-melting. Upon oven aging for one Week 
at 180° C., blends of polyamide With a ?ame retardant tend 
to develop color. 

[0007] It Would be of considerable advantage if a Way of 
forming more uniform mixtures of ?ame retardants and 
?ber-forming thermoplastic polymers could be found, such 
that more homogeneous ?bers may be formed. It Would be 
additionally advantageous if the ?ame retardants used in 
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such mixtures exhibited minimal color development, and at 
the same time did not act as a White pigment. 

SUMMARY OF THE INVENTION 

[0008] Polybrominated anionic styrenic polymers are 
compatible With, and provide ?ame retardancy to, ?ber 
forming thermoplastic polymers. Such ?ame retardants have 
loWer viscosities and greater thermal stability than polybro 
minated non-anionic styrenic polymers, an advantage in 
processes such as melt blending and ?ber spinning. Due to 
their compatibility With ?ber-forming thermoplastic poly 
mers, the introduction of polybrominated anionic styrenic 
polymers at the formation stage of ?bers and ?laments 
eliminates the need for later processing to ?ame retard a 
fabric, and the ?ame retardancy imparted by the intimate 
mixture of the polybrominated anionic styrenic polymer 
With a ?ber-forming thermoplastic polymer is expected to be 
relatively permanent, unlike a coating. 

[0009] Further, polybrominated anionic styrenic polymers 
form relatively uniform mixtures and thus result in more 
homogeneous ?bers. Because of the greater homogeneity, it 
is also possible to obtain ?ner (thinner) ?bers Which contain 
a ?ame retardant and still retain good mechanical properties. 
Other advantages of the greater homogeneity are that the 
mixtures are far less likely to clog spinneret ori?ces, and the 
produced ?bers or ?laments Will have feW areas in Which the 
?ame retardant is absent. 

[0010] In addition, polybrominated anionic styrenic poly 
mers have been found to exhibit minimal color develop 
ment. In particular, the use of a polybrominated anionic 
styrenic polymer With a polyamide enables a reduction of 
color formation. 

[0011] These desirable properties of polybrominated 
anionic styrenic polymers are present even When the bro 
mine content of the anionic styrenic polymer is 67 Wt % or 
more. Further, these polybrominated anionic styrenic poly 
mers release minimal amounts of hydrogen halide under 
thermal processing conditions, thereby greatly reducing the 
opportunity for corrosion of processing equipment to occur 
during polymer processing operations. 
[0012] One embodiment of the invention is a ?ber or 
?lament formed from ingredients comprising (a) at least one 
?ber-forming thermoplastic polymer, and (b) at least one 
polybrominated anionic styrenic polymer. The polybromi 
nated anionic styrenic polymer has a bromine content of at 
least about 50 Wt %. 

[0013] Another embodiment of the invention is a process 
for producing a ?ber or ?lament, Which process comprises 
melt spinning (a) at least one ?ber-forming thermoplastic 
polymer, and (b) at least one polybrominated anionic sty 
renic polymer. The polybrominated anionic styrenic poly 
mer has a bromine content of at least about 50 Wt %. 

[0014] Still another embodiment of the invention is a 
composition Which is a carrier blend. The blend is formed 
from ingredients comprising at least one polybrominated 
anionic styrenic polymer, Wherein the polybrominated 
anionic styrenic polymer has a bromine content of at least 
about 50 Wt %, and (ii) at least one synergist or at least one 
other ?ame retardant. 

[0015] Yet another embodiment of the invention is a 
process for forming a carrier blend. This process comprises 
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mixing and melting together at least one polybrominated 
anionic styrenic polymer, Wherein the polybrominated 
anionic styrenic polymer has a bromine content of at least 
about 50 Wt %, and (ii) at least one synergist or at least one 
other ?ame retardant. 

[0016] Another embodiment of the invention is a process 
for producing a ?ber or ?lament, Which process comprises 
melt spinning (a) at least one ?ber-forming thermoplastic 
polymer, and (b) a carrier blend of this invention. 

[0017] The ?ame retardants, the polybrominated anionic 
styrenic polymers used in this invention, are brominated 
styrenic polymers, preferably a brominated anionic polysty 
rene. These polybrominated anionic styrenic polymers have 
a bromine content of at least about 50 Wt %, preferably at 
least about 60 Wt %, and more preferably at least about 67 
Wt %. All Wt % and ppm levels in reference to the polybro 
minated anionic styrenic polymers are based on the total 
Weight of the brominated styrenic polymer, unless otherWise 
stated. 

[0018] These and other embodiments and features of this 
invention Will be still further apparent from the ensuing 
description and appended claims. 

FURTHER DETAILED DESCRIPTION OF THE 
INVENTION 

[0019] Without Wishing to be bound by theory, it is 
believed that the loW molecular Weight of the polybromi 
nated anionic styrenic polymer leads to better compatibility 
With the ?ber-forming polymer, and thus better blending, as 
Well as more homogenous distribution of the ?ame retar 
dant, giving a more uniform mixture, Which results in ?bers 
and ?laments that are more uniform. Also Without Wishing 
to be bound by theory, it is thought that the melt-blendable 
nature of loW molecular Weight brominated anionic poly 
styrene minimiZes interference on color matching. This is 
advantageous in that less pigment needs to be added to the 
?bers to achieve the desired color. 

[0020] A. Fibers and Filaments of the Invention 

[0021] In the ?bers and ?laments of the invention, the 
polybrominated anionic styrenic polymer is generally at 
least about 2 Wt % of the ?ber or ?lament. Typically, the 
polybrominated anionic styrenic polymer is Within the range 
of from about 5 to about 20 Wt %, the Wt % being based on 
the total Weight of the ?ber or ?lament. Other ingredients 
may also be present in the ?ber or ?lament. In particular, 
?ame retardant synergists are often used. The amount of 
?ame retardant synergist, When used, generally Will be in the 
range of up to about 12 Wt % based on the total Weight of 
the ?nished ?ber or ?lament. Departures from the foregoing 
ranges of proportions are permissible Whenever deemed 
necessary or desirable under the particular circumstances at 
hand, and such departures are Within the scope and contem 
plation of this invention. It Will be appreciated that the 
optimum amount of polybrominated anionic styrenic poly 
mer varies With the particular ?ber-forming polymer, the 
Weight of the cloth to be produced, any other ingredients 
present, and the ?ammability test to be passed. 

[0022] A preferred ?ber or ?lament of the invention has 
about 93-97 Wt % ?ber-forming polymer, about 2-5 Wt % 
polybrominated anionic styrenic polymer, and about 1-2 Wt 
% of another ingredient, particularly a synergist. Another 
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preferred ?ber or ?lament has about 96-98 Wt % ?ber 
forming polymer and about 2-4 Wt % polybrominated 
anionic polystyrene. 

[0023] Pursuant to this invention, nylon ?ber containing 
brominated anionic polystyrene Was formed, and illustrates 
the bene?cial qualities imparted to a ?ber or ?lament of the 
invention. This inventive nylon ?ber had decreased Water 
uptake in comparison to neat nylon ?ber (Well-knoWn in the 
art for its high Water uptake). A result of the decreased Water 
uptake Was an increase in ?ber stiffness and improved 
dimensional stability. Further, the domain siZe of bromi 
nated anionic polystyrene in some nylons is very small, as 
measured by scanning electron microscopy (SEM). 

[0024] 1. Fiber-Forming Thermoplastic Polymer 

[0025] The ?ber-forming polymers in the compositions of 
the invention are thermoplastic, and include polyesters, 
polyamides (nylons), polyole?ns, acrylates, and mixtures of 
such thermoplastics. Polyesters and polyamides are pre 
ferred types of ?ber-forming thermoplastic polymers. 

[0026] Thermoplastic polyesters, often referred to as poly 
alkylene terepthalates, are reaction products of a dicarboxy 
lic acid together With a diol and/or a hydroxy carboxylic 
acid; the self-condensation of a hydroxy carboxylic acid; or 
mixtures of such reaction products. Reactive derivatives of 
dicarboxylic acids, such as methyl esters or anhydrides, may 
also be used. Related copolyesters and blends, including 
blends of one or more thermoplastic polyesters With one or 
more other thermoplastic polymers such as polycarbonates, 
are included as ?ber-forming thermoplastic polymers that 
can be used in the compositions of the invention. 

[0027] Dicarboxylic acids Which can be used in the for 
mation of polyesters include aliphatic dicarboxylic acid 
having 2-20 carbon atoms such as aZelaic acid, adipic acid, 
sebacic acid, and dodecanedicarboxylic acid; alicyclic dicar 
boxylic acids such as cyclopentanedicarboxylic acid and 
cyclohexanedicarboxylic acid; and aromatic dicarboxylic 
acids such as terephthalic acid, isophthalic acid, orthoph 
thalic acid, hydroxybenZoic acid, hydroxynaphthoic acid, 
diphenylenehydroxycarboxylic acid, naphthalene-dicar 
boxylic acid, and the like. Alkyl and/or alkoxy substituted 
derivatives of these acids may also be used. These dicar 
boxylic acids may be each used in the form of their ester 
forming derivatives, such as dimethyl esters. Mixtures of 
tWo or more of the foregoing dicarboxylic acids (and/or their 
ester-forming derivatives) can be used. 

[0028] Diols that can be used to form polyesters include, 
but are not limited to, ethylene glycol, 1,2-propanediol, 
1,3-propanediol, 1,4-butanediol, 2,3-butanediol, 1,5-pen 
tanediol, neopentyl glycol, 1,6-hexanediol, 1,10-decanediol, 
1,3-cyclohexanediol, 1,4-cyclohexanediol, 1,4-bishy 
droxymethylcyclohexane, hydroquinone, resorcinol, cat 
echol, napthalenediol, dihydroxydiphenyl ether, 2,2-bis(4 
hydroxyphenyl)propane and diethoxylated bisphenol A. 
Alkyl and/or alkoxy substituted derivatives of these diols 
also may be used. Mixtures of tWo or more of the foregoing 
diols also may be suitable for use. 

[0029] The polyester to be used in the present invention 
also may be a polyester having a branched or crosslinked 
structure Which is prepared by using a minor amount of a 
trifunctional monomer in addition to the above components. 
Preferred trifunctional monomers include trimellitic, tri 
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mesic and pyromellitic acids, pentaerythritol and trimethy 
lolpropane. Mixtures of tWo or more polyesters may be used. 
Preferred polyesters in this invention are polyethylene 
terephthalate, polybutylene terephthalate, or polytrimethyl 
ene terephthalate. More preferred are polyethylene tereph 
thalate and polybutylene terephthalate. 
[0030] Polyalkylene terephthalates may be produced by 
knoWn methods. See, for example, Encyclopedia ofPolymer 
Science and Technology, Vol. 11, pages 62-128, John Wiley 
& Sons, Inc., copyright 1969; and Kirk-Othmer, Encyclo 
pedia of Chemical Technology, 4th Ed., Vol. 19, pages 
609-653, John Wiley & Sons, Inc., copyright 1996. 

[0031] The polyamide thermoplastic ?ber-forming poly 
mer can be any amorphous and/or partly crystalline, pre 
dominately aliphatic/cycloaliphatic or partially aromatic 
thermoplastic polyamide. Typically such materials are pro 
duced by polycondensation and/or polymeriZation processes 
from diamines Which are predominately or entirely aliphatic 
or cycloaliphatic, or Which are partially or entirely aromatic, 
and dicarboxylic acids or lactams Which are predominantly 
or entirely aliphatic or cycloaliphatic, or Which are partially 
or entirely aromatic. Typical amines used in forming polya 
mides include such diamines as hexamethylenediamine, 
tetramethylenediamine, 2,2,4- and 2,4,4-trimethylhexa-me 
thylene-diamine, diaminobutane, diaminodicyclohexyl 
methane, diaminodicyclohexylpropane, and isophoronedi 
amine, and xylylenediamine. Lactams With at least six 
carbon atoms in the ring may be used; such lactams include 
caprolactam, 4-tert-butylcaprolactam, 2-aZacyclooctanone 
(enantholactam), 2-aZacyclononanone, and lauryllactam 
(dodecanolactam). Also used as source materials are ami 
nocarboxylic acids such as e-aminocaproic acid, or (nu-ami 
nocarboxylic acids such as uu-aminolauric acid and (n-ami 
noundecanoic acid. Typically, the carboxylic acid used are 
aliphatic or mixed aliphatic-aromatic dicarboxylic acids 
having less than 50% by Weight aromatic constituents such 
as adipic acid, 2,2,4- and 2,4,4-trimethyladipic acid, aZelaic 
acid, sebacic acid, decanedicarboxylic acid, dodecanedicar 
boxylic acid, cyclohexanedicarboxylic acid, hexahydrot 
erephthalic acid, isophthalic acid and terephthalic acid. 
Copolyamides from the majority of the knoWn monomers 
can also be used. 

[0032] Illustrative polyamides Which may be used in the 
practice of this invention are such polyamides as nylon-6 
(polycaprolactam), nylon-6,6 (from hexamethylenediamine 
and adipic acid), nylon-6,9, nylon-6,10 (from hexamethyl 
enediamine and sebacic acid), nylon-6,12, nylon-11 (poly 
undecanolactam), nylon-12 (polylauryllactam), nylon-12, 
12, nylon-6/66 (poly(hexamethylene adipamide-co 
caprolactam)), and high temperature nylons, particularly 
aromatic polyamides and partially aromatic polyamides. 
Examples of high temperature nylons include nylon-4,6 
(from diaminobutane and adipic acid), and partially aro 
matic nylons (e.g., Ixef polyarylamide PA MXD6 from 
Solvay, Zytel HTN from DuPont, and Amodel polyaryla 
mide from BP-Amoco or Grivory HT or HT1 or HT2 from 
Ems-Chemie or Arlen polyarylamide from Mitsui or Gene 
star 9T from Kuraray). Other polyamides Which may be used 
include Stanyl polyamide 46 from DSM, Vydyne polyamide 
6/66 copolymers from DoW/Solutia, polyamide 612 (Vesta 
mid D from Creanova), and similar polyamides. 

[0033] This invention is also applicable to thermoplastic 
blends or alloys of one or more polyamides With one or more 
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other thermoplastic polymers, such as, for example, polya 
mide-polyole?n blends or alloys. Mixtures of tWo or more 
polyamides may also be used. 

[0034] Methods for producing polyamide polymers are 
knoWn and described in the literature. See, for example, 
Encyclopedia of Polymer Science and Technology, Vol. 10, 
pages 460-482, John Wiley & Sons, Inc., copyright 1969; 
and Kirk-Othmer, Encyclopedia of Chemical Technology, 
4th Ed., Vol. 19, pages 559-584, John Wiley & Sons, Inc., 
copyright 1996. 

[0035] The thermoplastic ?ber-forming polyole?ns 
include homopolymers and copolymers of ole?ns such as 
ethylene, propylene, 1-butene, 1-pentene, 1-hexene, 1-hep 
tene, 1-octene, and the like. Such polyole?ns include, but are 
not limited to, polyethylene, including loW-molecular 
Weight polyethylene, polypropylene, including loW-molecu 
lar-Weight polypropylene, ethylene-polypropylene copoly 
mers, ethylene-1-butene copolymer, ethylene-1-hexene 
copolymers, and ethylene-1-octene copolymers. 

[0036] Various polyole?ns in Which at least 50 percent by 
Weight is formed from propylene are also deemed suitable 
for use in this invention. Copolymers of propylene that may 
be used include copolymers With one or more alpha-ole?ns 
such as ethylene, 1-butene, 1-pentene, 3-methyl-1-butene, 
and analogous alpha-ole?ns. Suitable polyole?n copolymers 
include ethylene-vinyl acetate copolymer, ethylene-methyl 
methacrylate copolymer, ethylene-ethyl acrylate copolymer, 
ethylene-acrylic acid copolymer, ethylene-vinyl alcohol 
copolymer, and like ethylene copolymers, and the like. 

[0037] Mixtures of tWo or more of the foregoing ole?n 
polymers and/or copolymers may also be used. Mixtures of 
polyole?ns With one or more polyamides and/or one or more 
polyesters can also be used in the compositions of the 
invention. 

[0038] The ?ber-forming thermoplastic polymer in this 
invention includes acrylics, Which are homopolymers and 
copolymers of unsaturated carboxylic acids and their alkyl 
esters such as acrylic acid, methacrylic acid, methylacrylate, 
methylmethacrylate, ethyl acrylate, butyl acrylate, ethylene 
glycol diacrylate, ethylene glycol dimethacrylate, diethylene 
glycol diacrylate, diethylene glycol dimethacrylate, trieth 
ylene glycol diacrylate, triethylene glycol dimethacrylate, 
1,3-butylene glycol diacrylate, 1,3-butylene glycol 
dimethacrylate, 1,4-butylene glycol dimethacrylate, 1,6 
hexane glycol diacrylate, 1,6-hexane glycol dimethacrylate, 
neopentyl glycol diacrylate, neopentyl glycol dimethacry 
late, trimethylol propane triacrylate, trimethylol propane 
trimethacrylate, trimethylol ethane triacrylate, trimethylol 
ethane trimethacrylate, tetramethylol methane triacrylate, 
tetramethylol methane tetraacrylate, glycidyl acrylate, gly 
cidyl methacrylate, 2-hydroxyethyl acrylate and 2hydroxy 
ethyl methacrylate, and the like, and vinyl esters of saturated 
carboxylic acids such as vinyl acetate, vinyl butyrate, and 
the like. Mixtures of tWo or more acrylic homopolymers and 
copolymers made from the foregoing monomers may be 
used. 

[0039] Blends or alloys of one or more acrylics With one 
or more of the other types of thermoplastic ?ber-forming 
polymers, including a polyester, a polyamide and/or a poly 
ole?n, may also be used. 
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[0040] 2. Polybrominated Anionic Styrenic Polymer 

[0041] A polybrominated anionic styrenic polymer is an 
anionic styrenic polymer that has been brominated such that 
the bromine content of the polymer is at least about 50 Wt % 
of the polymer, preferably at least about 60 Wt %, and more 
preferably at least about 67 Wt % of the polymer. The 
polybrominated anionic styrenic polymer functions as a 
?ame retardant in the ?ber and ?lament compositions of the 
invention. Moreover, the brominated styrenic polymers 
(preferably brominated anionic polystyrenes) used in this 
invention possess certain additional important properties or 
characteristics. These properties or characteristics pertain to 
such factors as thermal stability, very loW AE color values 
measured using 10 Wt % solutions in chlorobenZene, desir 
able melt ?oW indices, desirable GPC number average 
molecular Weights, and total chlorine content (if any). 

[0042] The above polybrominated anionic styrenic poly 
mer used in this invention is preferably a brominated anionic 
polystyrene. A particularly preferred polybrominated 
anionic polystyrene is a polybrominated anionic polystyrene 
having a typical bromine content of approximately 68 Wt % 
formed from anionic polystyrene. This product is available 
from Albemarle Corporation under the trade designation 
SAYTEX® HP-3010. Polybrominated anionic polystyrenes 
and their preparation are described for eXample in Us. Pat. 
No. 6,521,714, issued Feb. 18, 2003, WC 02/072645, pub 
lished Sep. 19, 2002, and Us. application Ser. No. 10/211, 
648, ?led Aug. 1, 2002. 

[0043] 3. Styrenic Polymer Reactants 

[0044] Styrenic polymers Which are brominated to form 
the polybrominated anionic styrenic polymers of this inven 
tion are homopolymers and copolymers of vinyl aromatic 
monomers. Preferred vinyl aromatic monomers have the 
formula: 

[0045] Wherein R is a hydrogen atom or an alkyl group 
having from 1 to 4 carbon atoms andAr is an aromatic group 
(including alkyl-ring substituted aromatic groups) of from 6 
to 10 carbon atoms. Examples of such monomers are sty 
rene, alpha-methylstyrene, ortho-methylstyrene, meta-meth 
ylstyrene, para-methylstyrene, para-ethylstyrene, isoprope 
nyltoluene, vinylnaphthalene, isopropenylnaphthalene, 
vinylbiphenyl, vinylanthracene, the dimethylstyrenes, ethyl 
alpha-methylstyrene, propylstyrene, tert-butylstyrene, the 
several bromostyrenes (such as the monobromo-, dibromo-, 
and tribromo- variants). The aromatic constituents of the 
monomer can be alkyl substituted, but in most cases, Will not 
be so substituted. Styrenic polymers include, for eXample, 
polystyrene, poly-a-methylstyrene, polyvinyltoluene, sty 
rene-a-methylstyrene copolymers and the like. Polystyrene 
is the preferred anionic styrenic polymer. When the poly 
brominated anionic styrenic polymer is made by bromina 
tion of a copolymer of tWo or more vinyl aromatic mono 
mers, it is preferred that styrene be one of the monomers and 
that styrene comprise at least 50 Weight percent of the 
copolymeriZable vinyl aromatic monomers. If a bromo sty 
renic polymer is selected for bromination to make a poly 
brominated anionic styrenic polymer, the initial bromosty 
renic polymer must have a loWer bromine content than the 
bromine content to be present in the brominated styrenic 
polymer of this invention. In this connection, the terms 
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“brominated styrenic polymer,”“brominated polystyrene,” 
and “brominated anionic polystyrene” as used in the speci 
?cation and in the claims hereof refer to a brominated 
polymer produced by bromination of a pre-eXisting styrenic 
polymer such as polystyrene or a copolymer of styrene and 
at least one other vinyl aromatic monomer, as distinguished 
from an oligomer or polymer produced by oligomeriZation 
or polymeriZation of one or more brominated styrenic mono 
mers, the properties of the latter oligomers or polymers 
being considerably different from brominated anionic poly 
styrene in a number of respects. 

[0046] The styrenic polymers used in the production of the 
brominated styrenic polymers Which are used as ?ame 
retardants in this invention are produced by anionically 
initiated polymeriZation. See Us. Pat. Nos. 5,902,865, 
5,717,040, 4,883,846, and 4,442,273 for descriptions of 
methods for anionic polymeriZation of vinyl aromatic mono 
mers. As is knoWn in the art, anionic polymeriZation of 
styrenic monomers has very high monomer conversion, and 
also results in monodisperse product polymer. The polysty 
rene used to produce the brominated anionic polystyrenes of 
this invention Will typically have a MW Within the range of 
from about 500 to about 500,000 and a polydispersity Within 
the range of from at least about 1 to about 4. It is desirable 
to conduct the bromination of the styrenic polymer using 
anionic styrenic polymers such as anionic polystyrene hav 
ing GPC Weight average molecular Weights in the range of 
about 500 to about 15,000, preferably in the range of about 
1000 to about 10,000, and more preferably in the range of 
about 2000 to about 8000. 

[0047] A particularly preferred process for preparing 
anionic styrenic polymers, described more fully in US. 
application Ser. No. 10/,211,648, ?led Aug. 1, 2002, and 
incorporated herein by reference, comprises: 

[0048] A) charging a liquid saturated hydrocarbon 
diluent and an ether promoter into a reactor; and then 

[0049] B) either 
[0050] 1) charging a saturated hydrocarbon 

solution of organolithium initiator into the reactor, 
in an amount to provide in the range of about 1 to 
about 10 mol % of organolithium initiator based 
on the total amount of a styrenic monomer to be 
added folloWed by (ii) the controlled addition of 
the styrenic monomer such that the temperature of 
the resultant reaction miXture is maintained at or 
beloW about 55° C.; or 

[0051] 2) concurrently feeding separate feeds of a styrenic monomer and (ii) a saturated hydrocar 

bon solution of organolithium initiator into the 
reactor, the feeds being maintained at rates to 
provide for the addition of an amount of organo 
lithium initiator in the range of about 1 to about 10 
mol % based on the total amount of styrenic 
monomer to be added, the temperature of the 
resultant reaction miXture being maintained at or 
beloW about 55° C. and feed (ii) being of a shorter 
duration than feed 

[0052] A more preferred process is a batch process in 
Which cycloheXane and an ether promoter are charged into 
a reactor, and then about 1 percent of the total amount of 
styrene monomer is prefed to the reactor, and then separate 
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feeds of the remaining styrene monomer and (ii) a 
saturated hydrocarbon solution of organolithium initiator are 
concurrently fed into the reactor. This batch process is 
carried out so as to form an anionic styrenic polymer having 
a polydispersity index of about 1.2 or less. The styrenic 
monomer in this process may be any anionically polymer 
iZable styrenic monomer, as described above. Preferably, the 
styrenic monomer consists essentially of styrene. 

[0053] The liquid saturated hydrocarbon diluent in this 
particularly preferred process for preparing anionic styrenic 
polymers may be any aliphatic or cycloaliphatic hydrocar 
bon, or a mixture of tWo or more of the same, Which is liquid 
under reaction conditions. The saturated hydrocarbon pref 
erably contains in the range of about 4 to about 12 carbon 
atoms in the molecule, and the aliphatic hydrocarbon may be 
linear or branched. Non-limiting examples of suitable ali 
phatic hydrocarbons include pentane, isopentane, hexane, 
2-methylpentane, octane, 2,2,4-trimethylpentane and the 
like. More preferably, the liquid saturated hydrocarbon is 
one or more liquid saturated cycloaliphatic hydrocarbons. 
Suitable non-limiting examples of such cycloaliphatic 
hydrocarbons are cyclopentane, methylcyclopentane, cyclo 
hexane, methylcyclohexane, cycloheptane, 1,3-dimethylcy 
clohexane, 1,4-dimethylcyclohexane and the like, With 
cyclohexane being particularly preferred as the liquid satu 
rated hydrocarbon diluent. 

[0054] The ether promoter in this particularly preferred 
process for preparing anionic styrenic polymers may be a 
saturated aliphatic or cycloaliphatic monoether, a saturated 
aliphatic or cycloaliphatic diether or an aromatic ether. Thus, 
non-limiting examples of suitable ether promoters include 
tetrahydrofuran, methyl tert-butyl ether, ethyl tert-butyl 
ether, 1,4 dioxane, dimethoxyethane, methoxybenZene, and 
the like. The ether promoter is preferably a saturated cyclic 
or acyclic monoether having in the range of 4 to about 8 
carbon atoms in the molecule. More preferably, the mono 
ether is tetrahydrofuran (sometimes also referred to herein as 
“THF”), methyltetrahydrofuran or dimethyltetrahydrofuran, 
or a mixture of any tWo or more of these. Tetrahydrofuran is 
particularly preferred. In another particularly preferred 
embodiment of this invention, the monoether consists essen 
tially of an alkyl tert-butyl ether. Suitable alkyl tert-butyl 
ethers include, e.g., linear and branched chain alkyl tert 
butyl ethers such as, e.g., methyl tert-butyl ether (sometimes 
also referred to herein as “MTBE”) and ethyl tert-butyl 
ether, With methyl tert-butyl ether being particularly pre 
ferred. It is desirable to use an ether that is a liquid under the 
reaction conditions being used. 

[0055] The organolithium initiator may be one of many 
lithium-containing hydrocarbons. Suitable non-limiting 
examples include methyllithium, ethyllithium, —or sec 
butyllithium, isopropyllithium, cyclohexyllithium or phe 
nyllithium, including mixtures of the foregoing. n-Butyl 
lithium and sec-butyllithium are preferred, With 
n-butyllithium being particularly preferred. The organo 
lithium initiator is used in solution With a saturated hydro 
carbon Which may be the same or different from the liquid 
saturated hydrocarbon diluent, but is preferably the same. 

[0056] Prefeeding a portion of the styrenic monomer is not 
required for all variations of this particularly preferred 
process for preparing anionic styrenic polymers, but is 
preferred because it appears to reduce the likelihood of 

Jul. 21, 2005 

reaction betWeen the ether promoter and the organolithium 
initiator. The portion of the styrenic monomer Which is 
prefed can vary, but typically Will be about 1 percent by 
Weight of the total amount of the styrenic monomer to be 
used in carrying out the reaction. The feeds are maintained 
to provide preferably in the range of about 1 to about 10 mol 
%, more preferably about 2 to about 5 mol %, and most 
preferably in the range of about 2.5 to about 3.5 mol % of 
organolithium initiator based on the total amount of the 
styrenic monomer. 

[0057] When bringing the reactants together in this par 
ticularly preferred process for preparing anionic styrenic 
polymers, one should use the minimum feed times While at 
the same time maintaining the temperature of the reaction 
mixture no higher than about 55° C. For example, at a scale 
of about 4,000 lbs. of styrene feed, the feed rate of the 
organolithium feed is preferably about 2 to about 10 min 
utes, more preferably about 5 minutes, and the styrene 
co-feed should be effected in no more than about 2 hours, 
and more preferably Within about 90 minutes or less, mea 
sured from initiation of co-feeding. HoWever, When the 
monoether is methyl tert-butyl ether, at the foregoing scale, 
the styrene monomer co-feed preferably continues for a 
period of time not exceeding about 5 hours measured from 
initiation of the concurrent feeds. 

[0058] The reactor used in this particularly preferred pro 
cess for preparing anionic styrenic polymers is typically 
equipped With a overhead heat exchanger. The process may 
be conducted at sub-atmospheric, atmospheric or super 
atmospheric pressure. HoWever, it is preferred to carry out 
the reaction at a reduced pressure, e.g., in the range from 
about 0.1 to about 0.7 atmospheres, so that the solvent is 
re?uxed thereby providing consequent evaporative cooling 
of the highly exothermic reaction. The process is preferably 
conducted in the absence of oxygen. Thus, the process 
should be carried out under an inert atmosphere such as, e. g., 
nitrogen or argon. The reaction system should be essentially 
anhydrous. By this is meant that small amounts of Water 
insufficient to destroy the organolithium catalyst can be 
tolerated, but from a practical standpoint, the reaction equip 
ment and reaction mixture should be kept as dry as reason 
ably practicable. 

[0059] The temperature of the resultant reaction mixture in 
this particularly preferred process for preparing anionic 
styrenic polymers is maintained at or beloW the speci?ed 
temperature of about 55° C. by any knoWn method. For 
example, the reactor in Which the reaction is conducted can 
be equipped With an external, indirect heat exchanger With 
a pump-around loop. The heat exchanger itself can be 
provided With a suitable coolant, e.g., a glycol coolant. 
Preferably, the reaction mixture is maintained at a tempera 
ture in the range of about 25° C. to about 50° C. After the 
feeds are terminated, the reaction mixture typically is held at 
the reaction temperature for about 5-10 minutes, e.g., When 
employing a scale of 3000-6000 lbs. of styrenic monomer, 
and then contacting the reaction mixture With an amount of 
Water Which is in the range of about 1.25 to about 10 moles 
of Water, and preferably about 1.25 to about 5 moles of Water 
per mole of organolithium originally charged, to quench the 
reaction and terminate the catalytic activity. By use of this 
particularly preferred process for preparing anionic styrenic 
polymers and termination using Water, substantially all of 
the resultant polymer is characteriZed by having one of its 
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end groups terminated by a proton (i.e., a hydrogen atom). 
Resulting lithium hydroxide salt hydrate is separated from 
the polymer solution by Washing the reaction mixture With 
Water, preferably in a 7:1 organiczaqueous Weight ratio 
(accounting for Water previously added). The aqueous phase 
Which results is separated and the polymer-containing 
organic phase is devolatiliZed of the ether promoter and 
saturated hydrocarbon. DevolatiZation can be carried out in 
a variety of Ways, including for example by pre-heating the 
mixture in a heat exchanger and feeding it into a hot (200° 
C.) column under conditions such that the residual solvent 
and promoter are less than 0.5% by Weight of the isolated 
polymer existing at the bottom of the column. The remaining 
polymer may then be dissolved in a suitable solvent, e.g., 
bromochloromethane, for storage. Another Way of terminat 
ing the reaction is to employ a loWer alkyl halide, typically 
an alkyl chloride or an alkyl bromide, having in the range of 
1 to about 8 carbon atoms. Use of an alkyl halide results in 
the formation of a styrenic polymer substantially all of 
Which has one of its end groups terminated by an alkyl group 
rather than a proton. When using an alkyl halide to terminate 
the reaction, a stoichiometric amount, relative to the orga 
nolithium, should be employed. A feature of this termination 
method is that the reaction product can remain substantially 
anhydrous since no Water is added during production. 

[0060] The amount of saturated hydrocarbon diluent and 
ether promoter employed in this particularly preferred pro 
cess for preparing anionic styrenic polymers may vary, but 
preferably is sufficient in the aggregate to cause the resultant 
reaction mixture to contain about 5 to about 70 Wt %, and 
more preferably about 40 to about 60 Wt %, of styrenic 
polymer upon termination of the styrene feed. 

[0061] The number average molecular Weight of the 
anionic styrenic polymer product made in accordance With 
this particularly preferred process for preparing anionic 
styrenic polymers can vary, but Will preferably be in the 
range of Mn 1000 to about Mn 10,000. The anionic styrenic 
polymer product produced in accordance With this particu 
larly preferred process typically Will have a polydispersity 
Which is about 1.5 or less, and preferably is about 1.2 or less. 

[0062] 4. Bromination of an Anionic Styrenic Polymer 

[0063] Generally, a suitable process for bromination of a 
styrenic monomer comprises feeding a mixture of bromine 
and a solution of bromochloromethane and polystyrene (2.5 
to 5 moles of bromine per mole of polymeriZed styrene in 
the polystyrene) to a reactor containing a further amount of 
bromochloromethane and a catalytic amount of AlCl3. The 
mixture of polystyrene, bromochloromethane and bromine 
is substantially free of a bromination catalyst. The phrase, 
“substantially free of a bromination catalyst”, is to be taken 
to mean less than a catalytically effective amount of catalyst. 
With such loW amounts of catalyst, little or no catalyZed 
bromination or cross-linking should occur. Generally, such 
amounts Will be less than 500 ppm based on the Weight of 
polystyrene reactant present. The reaction temperature Will 
be Within the range of from about —10° C. to about 15° C. 
Preferably, the reaction is conducted at one or more tem 
peratures in the range of about —10° C. to about 10° C. as this 
provides product of the highest quality and, surprisingly, the 
reaction itself proceeds at a suitably rapid rate at these loW 
temperatures such that the process meets commercial pro 
duction requirements. After the reaction mass is formed, it is 
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usually maintained at reaction temperature for a period in 
the range of about 5 minutes to 2 hours, and preferably in the 
range of about 5 minutes to about 60 minutes. After this 
period, the reaction product is Worked up by adding Water 
and then settling to remove the acidic phase. Multiple Water 
Washes can be performed as desired. Next the reaction mass 
is treated With a base such as sodium hydroxide, sodium 
sul?te, and/or sodium borohydride, usually as an aqueous 
solution, to adjust the reaction pH to a suitable level of 
basicity and kill any remaining brominating agent. After 
these treatments, the reaction mass is settled to obtain a 
tWo-phase reaction mass containing an organic phase, Which 
contains, as a solute, the brominated styrenic polymer prod 
uct and an aqueous phase. The aqueous phase is decanted 
and the remaining organic phase is stripped of its solvent 
component. It is most convenient to accomplish this strip by 
pumping the organic phase into boiling Water. As the solvent 
is ?ashed off, the brominated styrenic polymer product 
forms a precipitate. The precipitate can be recovered by any 
liquid-solid separation technique, e.g., ?ltration, centrifuga 
tion, etc. The recovered precipitate is then dried. If desired, 
especially in the case of free-radical polystyrenes, a thermal 
stabiliZing amount of base can be incorporated in the ?n 
ished brominated anionic polystyrene composition. 

[0064] The catalyst used in the preferred process can be 
any of the aluminum based catalysts, e.g., AlCl3, AlBr3 and 
Al. Mixtures of aluminum catalysts can also be used. Once 
the catalyst has been added to the reaction system, it may 
undergo some reaction Without signi?cant loss of catalytic 
activity, e.g., AlCl3 may convert to some extent to AlBr3. 
AlCl3, because of its availability and price, is the catalyst of 
choice, and poWder grade AlCl3 is most preferred due to its 
ease of dispersibility. 

[0065] The catalyst is used in an amount Which is suffi 
cient to obtain the catalytic effect sought. These catalytic 
amounts Will depend on the activity of the catalyst, but Will 
generally fall Within the range of from about 0.2 to about 10 
Weight percent and preferably Within the range of from 
about 0.5 to about 5 Weight percent, based on the Weight of 
the styrenic polymer being brominated. The most active 
catalysts Will be used in the loWer amounts, While the less 
active catalysts Will be used in the higher amounts. When 
AlCl3 is the catalyst, amounts Within the range of from about 
0.5 to about 3 Weight percent are preferred. 

[0066] The brominating agent is preferably bromine. Bro 
mine can be obtained commercially in the diatomic form or 
can be generated by the oxidation of HBr. Br2 can be 
supplied either as a liquid or a gas. The amount of bromi 
nating agent used in the process should provide an overall 
mole ratio of total brominating agent to total styrenic 
polymer fed Which Will provide from about 1 to about 3 
bromine substitutions per styrenic monomer unit in the 
polymer. It is preferred that the brominated anionic poly 
styrene contain at least about 60 Wt % bromine, more 
preferably at least about 67 Wt % bromine, and most 
preferably at least about 68 Wt % bromine. For any particular 
styrenic polymer, the amount of brominating agent used in 
the process Will be determined by the bromine content 
desired considering the highest bromine content Which is 
obtainable With the process parameters chosen. It is pointed 
out that as perbromination is approached, it becomes more 
difficult to substitute the last bromines. Adding ever larger 
amounts of a brominating agent does not alWays attenuate 
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this difficulty. The stoichiometry is easily determined, as it 
requires one mole of Br2 per substitution sought. In practice, 
the practitioner Will determine the bromine content sought 
on a Weight basis and then Will calculate, on an idealized 
basis, the number of moles of brominating agent needed to 
obtain the same. For example, if the styrenic polymer is 
polystyrene and the bromine content sought is 68 Wt %, at 
least 2.7 moles of bromine per styrenic monomer unit Will 
be required, not including any desired stoichiometric excess. 

[0067] While the foregoing describes the overall quanti 
tative relationship betWeen the brominating agent and sty 
renic polymer, the quantitative relationship betWeen these 
tWo reactants in the feed mixture has not been fully dis 
cussed. Generally, the mixture Which is to be fed is formed 
from about 1 to about 8 moles of brominating agent per mole 
of styrenic monomer units at any time during the feed 
period. During the feed, the quantitative relationship can be 
constant or can vary Within the above-mentioned range. (It 
is possible to alloW for some excursions outside of the range 
so long as such does not do signi?cant harm to the process 
e?iciency or to product quality.) A preferred range is from 
about 2.5 to about 5 moles of brominating agent per mole of 
styrenic monomer units to form the feed mixture. As can be 
appreciated, the use of an amount of brominating agent in 
the feed mixture Which gives a mole ratio of brominating 
agent to styrenic monomer units Which is less than or greater 
than the selected overall mole ratio of brominating agent to 
styrenic monomer units Will result in exhaustion of either the 
brominating agent or the styrenic polymer as a mixture 
constituent before exhaustion of the other constituent. Gen 
erally, it is preferred to have the overall molar ratio and the 
feed mixture ratio at least someWhat similar. In all cases 
though, the initial feed should preferably contain at least a 
molar ratio of bromine to styrenic monomer units of 1:1. 

[0068] It is preferred that the bromine used in the process 
be essentially anhydrous, i.e., contain less than 100 ppm 
(Weight basis) Water and contain no more than 10 ppm 
organic impurities, e.g., oil, grease, carbonyl containing 
hydrocarbons, iron, and the like. 

[0069] The preferred organic solvent for the bromination, 
namely, bromochloromethane, is preferably essentially 
anhydrous, containing less than 100 ppm (Weight basis) 
Water. It is most preferred that the solvent contain as little 
Water as is practically obtainable, say betWeen 0 to 30 ppm 
(Weight basis). 
[0070] It is possible to conduct the bromination reaction at 
a temperature Within the range of from about —20° C. to 
about 60° C. Desirably, the bromination temperature is 
maintained Within the range of from about —10° C. to about 
15° C. Most preferred temperatures are in the range of from 
about —10° C. to about 0° C. This last-mentioned tempera 
ture range provides product of the highest quality and, 
surprisingly, the reaction itself proceeds at a suitably rapid 
rate at these loW temperatures such that the process meets 
commercial production requirements. The pressure can be 
atmospheric, subatmospheric or superatmospheric. 

[0071] The bromination of styrenic polymer Will yield 
HBr as a major by-product. The HBr formed in the process 
?rst saturates the solvent and from then on HBr escapes into 
the head space above the reactor contents. It is preferred that 
the HBr be removed and passed to a Water scrubber or stored 
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as dry HBr. A dry, inert gas, e.g., nitrogen, can be used as a 
pad over the reactor contents to minimiZe the presence of 
Water therein. 

[0072] In some embodiments of this invention, the poly 
brominated anionic styrenic polymer is a brominated sty 
renic polymer having a bromine content of at least about 
50 Wt % (preferably at least about 60 Wt %, and more 
preferably at least about 67 Wt %), and (ii) thermal stability 
in the Thermal Stability Test described hereinafter of 200 
ppm HBr or less, preferably 150 ppm of HBr or less, and 
more preferably 100 ppm of HBr or less. Such polybromi 
nated anionic styrenic polymer is especially suitable for use 
as a ?ame retardant When blended in at least a ?ame 
retardant amount With a thermoplastic polymer. Particularly 
preferred in this embodiment is a brominated styrenic poly 
mer Which is further characteriZed in that it has, prior to 
blending, a chlorine content, if any, of less than about 700 
ppm Cl, more preferably, less than about 500 ppm Cl, and 
still more preferably less than about 100 ppm Cl. 

[0073] In other embodiments, the polybrominated anionic 

styrenic polymer is a brominated styrenic polymer having a bromine content of at least about 50 Wt % (preferably at 

least about 60 Wt %, and more preferably at least about 67 
Wt %), (ii) a TGA temperature for 1% Weight loss Which is 
340° C. or higher, preferably Within the range of from about 
340° C. to about 380° C., and more preferably Within the 
range of from about 345° C. to about 380° C., and (iii) 
thermal stability in the Thermal Stability Test described 
hereinafter of 200 ppm HBr or less, preferably 150 ppm of 
HBr or less, and more preferably 100 ppm of HBr or less. 
Such polybrominated anionic styrenic polymer is especially 
suitable for use as a ?ame retardant When blended in at least 
a ?ame retardant amount With a thermoplastic polymer. 
Particularly preferred in this embodiment is a brominated 
styrenic polymer Which is further characteriZed in that it has 
a chlorine content, if any, of less than about 700 ppm Cl, 
more preferably, less than about 500, and still more prefer 
ably less than about 100 ppm C1. 

[0074] Pursuant to a preferred embodiment of this inven 
tion, the ?ame retardant is a brominated anionic styrenic 
polymer, preferably a brominated anionic polystyrene, that 
has a bromine content of at least about 50 Wt %, 
preferably at least about 60 Wt %, more preferably at least 
about 67 Wt %, and still more preferably at least about 68 Wt 
%; (ii) a thermal stability in the Thermal Stability Test of 200 
ppm of HBr or less, preferably 150 ppm of HBr or less, and 
more preferably 100 ppm of HBr or less; and (iii) a AE color 
value, measured using 10 Wt % solutions in chlorobenZene, 
of less than about 10, preferably less than about 7, and more 
preferably less than about 5. More preferred brominated 
anionic styrenic polymers of this embodiment such as bro 
minated anionic polystyrenes have GPC Weight average 
molecular Weights in the range of about 5000 to about 
30,000, preferably in the range of about 7000 to about 
25,000, and more preferably in the range of about 8000 to 
about 20,000. 

[0075] In another preferred embodiment of this invention, 
the polybrominated anionic styrenic polymer is a bromi 
nated anionic styrenic polymer, preferably a brominated 
anionic polystyrene, that has a bromine content of at least 
about 50 Wt %, preferably at least about 60 Wt %, more 
preferably at least about 67 Wt %, and still more preferably 
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at least about 68 Wt %; (ii) a thermal stability in the Thermal 
Stability Test of 200 ppm HBr or less, preferably 150 ppm 
of HBr or less, and more preferably 100 ppm HBr or less; 
and (iii) a melt ?oW index of at least about 20 g/10 min, 
preferably at least about 25 g/10 min, and more preferably 
at least about 30 g/10 min in the Melt FloW Index Test as 
described hereinafter. More preferred brominated anionic 
styrenic polymers of this embodiment such as brominated 
anionic polystyrenes have a GPC Weight average molecular 
Weight in the range of about 5000 to about 30,000, prefer 
ably in the range of about 7000 to about 25,000, and more 
preferably in the range of about 8000 to about 20,000. 

[0076] In still another preferred embodiment of this inven 
tion, the polybrominated anionic styrenic polymer is a 
brominated anionic styrenic polymer, preferably a bromi 
nated anionic polystyrene, that has a bromine content of 
at least about 50 Wt %, preferably at least about 60 Wt %, 
more preferably at least about 67 Wt %, and still more 
preferably at least about 68 Wt %; and (ii) a melt ?oW index 
of at least about 20 g/10 min, preferably at least about 25 
g/10 min, and more preferably at least about 30 g/ 10 min in 
the Melt FloW Index Test as described hereinafter. In more 
preferred embodiments, these brominated styrenic polymers 
such as brominated anionic polystyrene also have (I) a AE 
color value, measured using 10 Wt % solutions in chloroben 
Zene, of less than about 10, preferably less than about 7, and 
more preferably less than about 5; or (II) a TGA temperature 
for a 1% Weight loss under nitrogen of at least about 340° C., 
and preferably at least about 350° C.; or (III) a GPC Weight 
average molecular Weight in the range of about 5000 to 
about 30,000, preferably in the range of about 7000 to about 
25,000, and more preferably in the range of about 8000 to 
about 20,000. Still more preferred compositions of this 
embodiment possess at least any tWo of (I), (II), and (III), 
e.g., (I) and (II); (I) and (III); or (II) and (III). Even more 
preferred are compositions of this embodiment that possess 
all three of (I), (II), and (III). 

[0077] A further preferred embodiment of this invention 
has as the ?ame retardant a brominated anionic styrenic 
polymer, preferably a brominated anionic polystyrene, that 
has a bromine content of at least about 50 Wt %, 
preferably at least about 60 Wt %, more preferably at least 
about 67 Wt %, and still more preferably at least about 68 Wt 
%; (ii) a AE color value, measured using 10 Wt % solutions 
in chlorobenZene, of less than about 10, preferably less than 
about 7, and more preferably less than about 5; and (iii) a 
GPC Weight average molecular Weight in the range of about 
5000 to about 30,000, preferably in the range of about 7000 
to about 25,000, and more preferably in the range of about 
8000 to about 20,000. In more preferred embodiments, these 
brominated styrenic polymers such as brominated anionic 
polystyrene also have a TGA temperature for a 1% Weight 
loss under nitrogen of at least about 340° C., and preferably 
at least about 350° C. 

[0078] The polybrominated anionic styrenic polymer in 
still another preferred embodiment of this invention is a 
brominated anionic styrenic polymer, preferably a bromi 
nated anionic polystyrene, that has a bromine content of 
at least about 50 Wt %, preferably at least about 60 Wt %, 
more preferably at least about 67 Wt %, and still more 
preferably at least about 68 Wt %; (ii) a thermal stability in 
the Thermal Stability Test of 200 ppm HBr or less, prefer 
ably 150 ppm of HBr or less, and more preferably 100 ppm 
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HBr or less; (iii) a melt ?oW index of at least about 20 g/ 10 
min, preferably at least about 25 g/10 min, and more 
preferably at least about 30 g/ 10 min in the Melt FloW Index 
Test as described hereinafter; and (iv) a AE color value, 
measured using 10 Wt % solutions in chlorobenZene, of less 
than about 10, preferably less than about 7, and more 
preferably less than about 5. In more preferred embodi 
ments, the brominated styrenic polymers such as brominated 
anionic polystyrene described in this paragraph are further 
characteriZed in that they have a GPC Weight average 
molecular Weight in the range of about 5000 to about 30,000, 
preferably in the range of about 7000 to about 25,000, and 
more preferably in the range of about 8000 to about 20,000; 
and/or a TGA temperature for a 1% Weight loss under 
nitrogen of at least about 340° C., and preferably at least 
about 350° C. 

[0079] A further preferred embodiment of this invention 
has as the polybrominated anionic styrenic polymer a bro 
minated anionic styrenic polymer, preferably a brominated 
anionic polystyrene, that has a bromine content of at least 
about 50 Wt %, preferably at least about 60 Wt %, more 
preferably at least about 67 Wt %, and still more preferably 
at least about 68 Wt %; (ii) a thermal stability in the Thermal 
Stability Test of 200 ppm HBr or less, preferably 150 ppm 
HBr or less, and more preferably 100 ppm HBr or less; and 
(I) that is essentially free of impurities selected from the 
group consisting of (a) methylene chloride, (b) ethylene 
dichloride, and especially (c) bromodichloroethane, (d) 
dibromochloroethane, (e) dibromodichloroethane, tribro 
mochloroethane, and (g) any mixture of tWo or more of the 
foregoing, especially a mixture that contains at least one of 
(c) through (II) that has an ionic bromine content of 2000 
ppm or less, preferably 1500 ppm or less, more preferably 
1000 ppm or less, and still more preferably 500 ppm or less; 
or (III) that contains, if any, less than about 700 ppm Cl, 
preferably less than 500 ppm Cl, and more preferably less 
than 100 ppm Cl. More preferred compositions of this 
embodiment possess at least any tWo of (I), (II), and (III), 
e.g., (I) and (II); (I) and (III); or (II) and (III). Still more 
preferred are polybrominated anionic styrenic polymers that 
possess all three of (I), (II), and (III). 
[0080] Particularly preferred polybrominated anionic sty 
renic polymers are those anionic styrenic polymers that are 
prepared according to the particularly preferred process for 
preparing anionic styrenic polymers, as described above, 
and then brominated, most preferably as described in this 
paragraph. Each of the patents described in this paragraph is 
incorporated herein by reference. Such anionic styrenic 
polymer may be brominated by placing it in admixture With 
a brominating agent, such admixture being substantially free 
of a bromination catalyst, and fed to a catalytic quantity of 
a brominating agent. For further detailed teaching of such 
styrenic polymer bromination process, reference is made, for 
example, to US. Pat. No. 5,677,390. Another bromination 
method is to place the anionic styrenic polymer in solution 
and in admixture With a brominating agent, such admixture 
being substantially free of a bromination catalyst, and fed to 
a reactor containing a bromination catalyst and associated 
liquid, Wherein the solvent used in forming the polystyrene 
solution and the liquid associated With the catalyst contains 
less than 200 ppm Water betWeen the tWo of them and the 
brominating agent contains less than about 100 ppm Water. 
For detailed teaching of such polystyrene bromination pro 
cess, reference is made, for example, to US. Pat. No. 
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5,852,132. Still another method for bromination is to contact 
the anionic styrenic polymer With a brominating agent in the 
presence of LeWis acid catalyst and solvent quantities of 
bromochloromethane. For further detailed teaching of such 
styrenic polymer bromination process, reference is made, for 
example, to US. Pat. No. 5,767,203. Yet another Way to 
brominate the anionic polymer calls for bromochlo 
romethane solvent and a LeWis acid catalyst to be placed in 
a reaction vessel, and then a brominating agent is added to 
the vessel. Alternatively, the polystyrene is not placed in the 
reaction vessel initially; it is instead feed in admixture With 
the brominating agent to the reaction vessel Which Was 
previously charged With bromochloromethane solvent and a 
LeWis acid catalyst. For further detailed teaching of such 
polystyrene bromination process, reference is made, for 
example, to US. Pat. No. 5,916,978. Still another process 
for bromination involves a ?rst stream comprising bromi 
nating agent, a second stream comprising anionic styrenic 
polymer formed as taught herein, and a third stream com 
prising bromination catalyst, Which are fed to a mixer to 
intimately mix such streams. For further detailed teaching of 
such styrenic polymer bromination process, reference is 
made, for example, to US. Pat. No. 5,686,538. In another 
bromination method, a bromination catalyst and associated 
liquid are provided in a reactor and a portion of the bromi 
nation catalyst and associated liquid is fed to a mixer 
external of the reactor; a brominating agent and a solution of 
anionic polystyrene formed in accordance With the process 
taught herein are fed as separate streams to the external 
mixer, in Which the separate streams, prior to being fed to the 
external mixer, are substantially free of a bromination cata 
lyst, the solvent used in forming the polystyrene solution and 
the liquid associated With the catalyst contains less than 200 
ppm Water betWeen the tWo of them, and the brominating 
agent contains less than about 100 ppm Water. For further 
detailed teaching of such polystyrene bromination process, 
reference is made, for example, to US. Pat. No. 5,852,131. 
Bromination may also be accomplished by mixing the 
anionic styrenic polymer With a brominating agent and fed 
to a reaction vessel to Which Was previously added bromo 
chloromethane solvent and a LeWis acid catalyst, the mole 
ratio of brominating agent to polystyrene in the feed mixture 
being from about 1:1 to about 8:1. For further detailed 
teaching of such polystyrene bromination process, reference 
is made, for example, to US. Pat. No. 6,207,765 B1. 

[0081] B. Analytical Methods for Polybrominated Anionic 
Styrenic Polymer 

[0082] Bromine Content. Since brominated styrenic poly 
mers have good, or at least satisfactory, solubility in solvents 
such as tetrahydrofuran (THF), the determination of the 
bromine content for the brominated styrenic polymers is 
easily accomplished by using conventional X-ray ?uores 
cence (XRF) techniques. The sample analyZed is a dilute 
sample, say 0.110.05 g brominated anionic polystyrene in 60 
mL THF. The XRF spectrometer can be a Phillips PW1480 
Spectrometer. A standardiZed solution of bromobenZene in 
THF is used as the calibration standard. The bromine values 
described herein are all based on the XRF analytical method. 

[0083] AE Color Value. To determine the color attributes 
of the brominated styrenic polymers used in this invention, 
use is again made of the ability to dissolve brominated 
styrenic polymers in easy-to-obtain solvents, such as chlo 
robenZene. Weigh 5 g:0.1 g of the brominated anionic 
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polystyrene into a 50 mL centrifuge tube. To the tube also 
add 45 g 10.1 g chlorobenZene. Close the tube and shake for 
1 hour on a Wrist action shaker. After the 1 hour shaking 
period, examine the solution for undissolved solids. If a haZe 
is present, centrifuge the solution for 10 minutes at 4000 
rpm. If the solution is still not clear, centrifuge an additional 
10 minutes. Should the solution remain haZy, then it should 
be discarded as being incapable of accurate measurement. If, 
hoWever, a clear solution is obtained, it is submitted for 
testing in a HunterLab Color Quest Sphere Spectrocolorim 
eter. A transmission cell having a 20-mm transmission 
length is used. The colorimeter is set to “Delta E-lab” to 
report color as AE and to give color values for “L”, “a” and 
“b”. Product color is determined as total color difference 
(AE) using Hunter L, a, and b scales for the 10% by Weight 
concentrations of the product in chlorobenZene versus chlo 
robenZene according to the formula: 

[0084] Thermal Stability Test. To determine thermal sta 
bility and estimate the corrosive potential of a sample, the 
Thermal Stability Test is used. The test procedure, described 
in US. Pat. No. 5,637,650, is used in the folloWing manner. 
Each sample is run in duplicate. A 2.00:0.01 g sample is 
placed into a neW clean 20><150 mm test tube. With a 
neoprene stopper and Viton® ?uoroelastomer tubing, the 
test tube is connected to a nitrogen purge line With exit gas 
from the test tube being passed successively through sub 
surface gas dispersion frits in three 250-mL sidearm ?lter 
?asks each containing 200 mL of 0.1 N NaOH and 5 drops 
of phenolphthalein. With a constant nitrogen purge at 0.5 
SCFH, the test tube is heated at 300° C. in a molten salt bath 
(51.3% KNO3/48.7% NaNO3) for 15 minutes folloWed by 5 
minutes at ambient temperature. The test tube containing the 
sample is then replaced With a clean dry test tube, and the 
apparatus is purged With nitrogen for an additional 10 
minutes With the empty test tube in the 300° C. salt bath. The 
test tube, tubing and gas dispersion tubes are all rinsed With 
deioniZed Water, and the rinse is combined quantitatively 
With the solutions in the three collection ?asks. The com 
bined solution is acidi?ed With 1:1 HNO3 and titrated With 
0.01 N AgNO3 using an automatic potentiometric titrator 
(Metrohm 670, 716, 736, or equivalent). Results are calcu 
lated as ppm HBr, ppm HCl, and ppm HBr equivalents as 
folloWs: 

ppm HBr=(EP 1)(N)(80912)/(sample Wt.) 

ppm HCl=(EP 2-EP 1)(N)(36461)/(sample Wt.) 

ppm HBr equivalents=(EP 2)(N)(80912)/(sample Wt.) 

[0085] Where EP(x)=mL of AgNO3 used to reach end point 
x; and N=normality of AgNO3. The tubing is thoroughly 
dried With nitrogen before the next analysis. Each day before 
the ?rst sample, three empty clean test tubes are run as 
blanks to assure there is no residual hydrogen halide in the 
system. 

[0086] GPC Weight Average Molecular Weights. The MW 
values Were obtained by GPC using a Waters model 510 
HPLC pump and, as detectors, a Waters Refractive Index 
Detector, Model 410 and a Precision Detector Light Scat 
tering Detector, Model PD2000. The columns Were Waters, 
pStyragel, 500 A, 10,000 A and 100,000 The autosampler 
Was a ShimadZu, Model Sil 9A. A polystyrene standard 
(MW=185,000) Was routinely used to verify the accuracy of 
the light scattering data. The solvent used Was tetrahydro 
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furan, HPLC grade. The test procedure used entailed dis 
solving 0.015-0.020 g of sample in 10 mL of THF. An 
aliquot of this solution is ?ltered and 50 pL is injected on the 
columns. The separation Was analyZed using softWare pro 
vided by Precision Detectors for the PD 2000 Light Scat 
tering Detector. 

[0087] The calculated theoretical MW values Were 
obtained in accordance With the equation: 

MWPS 
Theoretical MWBrPS : W 

[0088] C. Other Ingredients 

[0089] Preferred ?ber compositions of this invention con 
tain at least one ?ame retardant synergist. Such synergists 
are typically used in amounts such that the Weight ratio of 
?ame retardant(s) to synergist is in the range of about 1 to 
about 5, and preferably in the range of about 2 to about 4. 
Examples of ?ame retardant synergists include, but are not 
limited to, antimony trioxide, antimony pentoxide, sodium 
antimonate, potassium antimonate, iron oxide, and Zinc 
borate. 

[0090] Other, conventional additives are often added to the 
?ame retardant ?ber composition to impart desired proper 
ties to the end product. One or more such additives may be 
made part of the ?ame retardant ?ber composition of the 
invention. The additive(s) should be chosen so that the ?ame 
retardancy and other desirable properties of the composition 
are not adversely affected. Examples of such additives 
include coloring agents such as dyes and pigments, stabi 
liZers, including heat stabiliZers and light stabiliZers, ultra 
violet absorbers, ?uorescent agents, antifogging agents, 
Weather-proo?ng agents, antistatic agents, ?llers, lubricants, 
antioxidants, dispersants, bloWing agents, a release agent, 
processing aids, nucleating agents, reinforcing agents, plas 
ticiZers, and additional polymeric materials such as elas 
tomers or rubbers. 

[0091] It should be noted that not all of the listed optional 
other ingredients are compatible With all of the possible 
thermoplastic ?ber-forming polymers or mixtures thereof. 
For example, antimony trioxide, a synergist, is generally not 
compatible With polyethylene terephthalate. 

[0092] The compositions of this invention also may 
optionally contain a polytetra?uoroethylene resin. The poly 
tetra?uoroethylene (PTFE) resin that may be used can be 
prepared by any knoWn process technique, such as emulsion 
or suspension polymeriZation, and are readily available from 
a number of commercial sources. The polytetra?uoroethyl 
ene resin may be selected from among those resins having 
various degrees of polymeriZation (viscosity) depending 
upon the desired dispersibility characteristics of the PTFE 
resin, its processability as Well as other physical properties 
Which may be needed. 

[0093] D. Carrier Blends of the Invention 

[0094] The carrier blend is formed from ingredients com 
prising at least one polybrominated anionic styrenic 
polymer, Wherein the polybrominated anionic styrenic poly 
mer has a bromine content of at least about 50 Wt %, and (ii) 
at least one synergist or at least one other ?ame retardant. 
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Component (ii) may include both another ?ame retardant 
and a synergist. As described for the compositions, the 
carrier blends may also optionally contain conventional 
additives, including, but not limited to, coloring agents, 
stabiliZers, ultraviolet absorbers, antioxidants, and addi 
tional polymeric materials such as elastomers or rubbers. As 
above, such additive(s) should be chosen so that the ?ame 
retardancy and other desirable properties of the composition 
are not adversely affected. The advantage of such carrier 
blends is that high-melting components may become part of 
the ?ame-retarded ?ber composition, While minimiZing the 
negative effects that high-melting components usually have 
on ?ber properties. 

[0095] The polybrominated anionic styrenic polymer is as 
described above for the compositions of the invention; 
preferred polybrominated anionic styrenic polymers are also 
as described above. When the synergist and/or ?ame retar 
dant has a melting or softening point above the compound 
ing temperature of the blend (i.e., it is high-melting or 
non-melting), the polybrominated anionic styrenic polymer 
generally comprises at least about 40 Weight % of the carrier 
blend. More preferably, the polybrominated anionic styrenic 
polymer comprises at least about 50 Weight % of the carrier 
blend. The synergists are as described above for the com 
positions of the invention. Any synergist or ?ame retardant 
that is high-melting can be blended With the polybrominated 
anionic styrenic polymer to form a carrier blend. When the 
synergist and/or ?ame retardant has a melting or softening 
point beloW the compounding temperature of the blend, the 
polybrominated anionic styrenic polymer can comprise less 
than 40 Weight % of the carrier blend. 

[0096] Preferred carrier blends include those comprised of 
brominated anionic polystyrene and antimony trioxide; bro 
minated anionic polystyrene and antimony pentoxide; bro 
minated anionic polystyrene and sodium antimonate; and 
brominated anionic polystyrene and ethylenebis(tetrabro 
mophthalimide); these blends are more preferred When the 
brominated anionic polystyrene has a typical bromine con 
tent of approximately 60 Wt % formed from anionic poly 
styrene. Especially preferred carrier blends are those in 
Which the brominated anionic polystyrene has a typical 
bromine content of approximately 68 Wt % formed from 
anionic polystyrene. 

[0097] Carrier blends may be formed by mixing and 
melting together the polybrominated anionic styrenic poly 
mer and the synergist and/or other ?ame retardant, and other 
optional ingredients, if any. The polybrominated anionic 
styrenic polymer, the synergist(s) and/or other ?ame retar 
dant(s), and other ingredients, if any, may be added to the 
device or Zone in Which they are to be melted, Where they 
are simultaneously mixed and melted (preferred), or melted 
together and then mixed. Another method for blending the 
polybrominated anionic styrenic polymer and synergist and/ 
or other ?ame retardant is to melt one of them, normally the 
polybrominated anionic styrenic polymer, and then add the 
other of them, usually While mixing and melting. 

[0098] Alternatively, the polybrominated anionic styrenic 
polymer, the synergist and/or other ?ame retardant, and 
other optional ingredients may be (pre)mixed and then 
melted together. Premixing of the dry ingredients is not 
usually necessary, and is not preferred. If the polybromi 
nated anionic styrenic polymer, the synergist and/or other 
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?ame retardant, and, if desired, other ingredients are pre 
mixed prior to the melting, such premixing can be done in 
a mixing machine, such as, for example, a Henschel mixer, 
a tumble mixer, and the like. Apart or the entirety of any or 
all of the components may be pulverized in order to facilitate 
their dispersion in the mixture, although this is generally not 
necessary. 

[0099] The compounding of the blend of the polybromi 
nated anionic styrenic polymer and the synergist and/or 
other ?ame retardant, and other optional ingredients, if any, 
can be done on compounding equipment such as e.g., a tWin 
screW extruder or a Buss kneader. 

[0100] When the polybrominated anionic styrenic poly 
mer, synergist and/or other ?ame retardant, and optional 
other ingredients are melted and mixed together Without 
premixing, they are usually heated until the polybrominated 
anionic styrenic polymer softens or melts, and then all of the 
components are thoroughly mixed, after Which the mixture 
is extruded. The melting and mixing can be conducted using 
such equipment as a single or multiple screW extruder, e.g, 
a tWin-screW extruder, a Buss kneader, and the like. 

[0101] As the compounded extrudate exits the compound 
ing machine, the extruded strands exiting the extruder die 
are die-face pelletiZed While the mixture is cooled. Water 
cooling or air cooling may be employed. When Water 
cooling, the temperature of the Water is preferably at least 
about 60° C.; more preferably, the Water temperature is in 
the range of about 60-70° C. More preferably, a spray of 
Water is used. Especially preferred is air cooling (by bloWing 
a stream of air upon the extruding carrier blend), particularly 
When the synergist and/or other ?ame retardant is high 
melting. When the proportion of high-melting ingredient(s) 
becomes high enough, for example, When brominated 
anionic polystyrene is about 50% or less of the carrier blend, 
it has been observed that the granules formed tend to shatter 
When Water cooled. The precise ratio at Which this may 
occur is expected (Without Wishing to be bound by theory) 
to vary With the particular polybrominated anionic styrenic 
polymer used in the carrier blend. 

[0102] E. Processes for Producing Flame Retardant Com 
positions 

[0103] As stated previously, the loWer viscosity and 
greater thermal stability of the polybrominated anionic sty 
renic polymer are believed to increase the ease of forming 
?ame-retardant ?bers and ?laments. One method for form 
ing such ?bers or ?laments is a process Which comprises 
melt spinning (a) at least one ?ber-forming thermoplastic 
polymer, and (b) at least one polybrominated anionic sty 
renic polymer. The polybrominated anionic styrenic poly 
mer has a bromine content of at least about 50 Wt %. 

[0104] The polybrominated anionic styrenic polymer, the 
?ber-forming thermoplastic polymer, and other ingredients, 
if any, may be added to the device or Zone in Which they are 
to be melted and spun, Where they are simultaneously mixed 
and melted (preferred), or melted together, then mixed, and 
then extruded. The ?ame retardant and the ?ber-forming 
polymer may be blended by melting one component, nor 
mally the ?ber-forming polymer, and then adding the other 
component, usually While mixing and melting. Alternatively, 
the polybrominated anionic styrenic polymer, the ?ber 
forming thermoplastic polymer, and other optional ingredi 
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ents may be (pre)mixed, then melted together, and then 
extruded. Premixing of the dry ingredients is not usually 
necessary, and is not preferred. 

[0105] If the polybrominated anionic styrenic polymer, the 
?ber-forming thermoplastic polymer, and, if desired, other 
ingredients are premixed prior to the melting, such premix 
ing can be done in a mixing machine, such as, for example, 
a Henschel mixer, a tumble mixer, and the like. Apart or the 
entirety of any or all of the components may be pulveriZed 
in order to facilitate their dispersion in the mixture, although 
this is generally not necessary. 

[0106] When the polybrominated anionic styrenic poly 
mer, the ?ber-forming thermoplastic polymer, and optional 
other ingredients are subjected to melt spinning Without 
premixing, they are usually heated until the polybrominated 
anionic styrenic polymer and the ?ber-forming thermoplas 
tic polymer soften or melt, and then all of the components 
are thoroughly mixed, after Which the mixture is extruded. 
The melting and mixing can be conducted using such 
equipment as a Banbury mixer, an open roller, a kneader, a 
single or multiple screW extruder, and the like. 

[0107] Another approach to forming compositions com 
prising a polybrominated anionic styrenic polymer and a 
thermoplastic ?ber-forming polymer is to form a master 
batch, normally a mixture having a high concentration of the 
?ame retardant (the polybrominated anionic styrenic poly 
mer). Typical proportions in a masterbatch are 90:10 poly 
brominated anionic styrenic polymer:thermoplastic ?ber 
forming polymer; other typical ratios are 80:20 and 70:30 
polybrominated anionic styrenic polymer:thermoplastic 
?ber-forming polymer (all ratios are by Weight). HoWever, 
the ratio of the polybrominated anionic styrenic polymer to 
the thermoplastic ?ber-forming polymer can be anyWhere 
from 99:1 to 1:99. When a synergist is included in the 
masterbatch, the proportions can be, e.g., 30:60:10 polybro 
minated anionic styrenic polymer:thermoplastic ?ber-form 
ing polymer:synergist (all ratios are by Weight); this ratio 
can be varied very Widely, and is not limited by the presence 
of the synergist. The masterbatch is later re-melted With 
more of the thermoplastic ?ber-forming polymer to form an 
end product With the desired ratios of ?ame retardant and 
thermoplastic ?ber-forming polymer. This approach can be 
used in the present invention With any of the above-de 
scribed mixing methods. Other desired ingredients, if any, 
may be added to the concentrated blend or added When the 
concentrated blend is mixed With more of the thermoplastic 
?ber-forming polymer. As the compounded extrudate exits 
the compounding machine, the extruded strands exiting the 
extruder die are die-face pelletiZed While the mixture is 
cooled. Hot or cold Water cooling or air cooling may be 
used. 

[0108] When forming ?bers or ?laments from carrier 
blends, the ?ber-forming thermoplastic polymer is subjected 
to melt spinning With a carrier blend of this invention. 
Optional ingredients can be added at this point, if desired, 
rather than as part of the carrier blend. The methods for 
forming ?bers and ?laments from carrier blends are similar 
to those already described for the process for melt spinning 
a polybrominated anionic styrenic polymer and a thermo 
plastic ?ber-forming polymer. 

[0109] As is knoWn in the art, ?bers and ?laments can be 
produced in a variety of linear densities. Typically, ?bers and 



US 2005/0159552 A1 

?laments With a linear density of about 2 to about 25 denier 
(about 0.22 to about 2.77 tex) are used for nonWoven, 
Woven, and knitted fabrics. Fibers and ?laments With such 
linear densities can be achieved by this invention. Moreover, 
it is believed that the homogeneity of the blends of poly 
brominated anionic styrenic polymers With thermoplastic 
?ber-forming polymers alloWs micro?ber-siZed ?bers and 
?laments (about 1 denier or less) to be produced. Of course, 
?bers and ?laments With linear densities of about 25 denier 
or greater can also be produced, if the application calls for 
such a value. 

[0110] Preferred ?bers and ?laments of this invention have 
a linear density in the range of about 2 to about 25 denier; 
more preferred are ?bers and ?laments having a linear 
density in the range of about 2 to about 25 denier in Which 
the polybrominated anionic styrenic polymer is a bromi 
nated anionic polystyrene. Highly preferred ?bers and ?la 
ments are those in Which the linear density in the range of 
about 2 to about 25 denier, and the polybrominated anionic 
styrenic polymer is a brominated anionic polystyrene having 
a bromine content of at least about 60 Wt %; even more 
highly preferred is such a ?lament or ?ber in Which the 
bromine content is at least about 68 Wt %. 

[0111] It is also knoWn in the art that melt spinning is a 
uniaxial extension process, and the elongational viscosity 
behavior, Which is the stress-strain relationship in uniaxial 
extension, is more important than the shear viscosity behav 
ior. In melt spinning, narroWer molecular Weight distribu 
tions tend to be less thinning, and elongational viscosity 
increases at higher extension rates. This leads to higher melt 
orientation, Which in turn is re?ected in higher spun ?ber or 
?lament orientation, higher tenacity, and loWer extensibility. 
In contrast, broad molecular Weight distributions tend to be 
more thinning and hence more prone to necking and fracture 
at high spinning speeds. Thus, the narroW molecular Weight 
distribution of the polybrominated anionic styrenic polymer 
impart signi?cant advantages to the processing of ?ame 
retarded ?bers and ?laments of the invention When under 
going melt spinning. 

[0112] The ?bers and ?laments of this invention, once 
formed, can be formed into threads or yarns for producing 
fabrics that are Woven or knitted in conventional textile 
processes. The ?bers and ?laments formed by the extrusion 
process can also be used to form nonWoven fabrics. Alter 
natively, the ?bers or ?laments may be used as components 
of blends With other ?bers, such as polyester/cotton blends, 
that are in turn formed into nonWoven, Woven, or knitted 
fabrics. Fabrics or textiles made from the ?bers and ?la 
ments of this invention can be used in carpeting (especially 
in high-pile carpeting), curtains, draperies, blinds, uphol 
stery (e.g., furniture, airplane seats), tablecloths, bedding, 
Wallcoverings, and the like. 

[0113] The folloWing examples are presented for purposes 
of illustration, and are not intended to impose limitations on 
the scope of this invention. 

EXAMPLE 1 

[0114] In a melt spinning apparatus, dried polyethylene 
terephthalate is mixed With the desired amount of polybro 
minated anionic styrenic polymer at 280‘-300° C., and the 
melt is extruded into a Water bath as strands. The ?bers 
obtained are Woven to form a fabric. To evaluate ?ame 
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retardancy, the fabric is subjected to the small-scale NFPA 
701 test (1989), a standard test established by the National 
Fire Protection Association. In the NFPA-701 test, a 2 inch 
by 10 inch piece of cloth is stretched taut over a frame, and 
hung vertically. This piece of fabric is put three-fourths of an 
inch into a 1.5 inch ?ame for 12 seconds. The char length, 
drip burn, and Weight loss of the fabric are measured. To 
pass the NFPA-701 test, a material should have a drip burn 
time of Zero seconds. 

EXAMPLE 2 

[0115] In a melt spinning apparatus, the desired amount of 
polybrominated anionic styrenic polymer is added to a 
molten nylon (polyamide), and the melt is extruded to give 
?bers or ?laments. The ?bers or ?laments are knitted to form 
a fabric. Flame retardancy is evaluated by subjecting the 
fabric to the NFPA-701 test as described in Example 1. 

EXAMPLE 3 

[0116] In a melt spinning apparatus, the desired amount of 
polybrominated anionic styrenic polymer is added to a 
molten polypropylene, and the melt is extruded to give ?bers 
or ?laments. The ?bers or ?laments are Woven to form a 

fabric. To evaluate ?ame retardancy, the fabric is subjected 
to the NFPA-701 test as described in Example 1. 

EXAMPLE 4 

[0117] For the folloWing sample runs, a tWin-screW 
extruder Was used. The screWs Were co-rotated. Die-face 

pelletiZation Was used. Cooling Was With Water, Water spray, 
or a stream of air (air-cooling). The extruder had eleven 
separate Zones, each of Which Was heated. For some 
samples, a side-feeder Was used in conjunction With the 
tWin-screW extruder. Unless otherWise stated, each sample 
Was Water cooled. Various parameters for the sample runs 
are summariZed in Table 1. The brominated anionic poly 
styrene used in all runs Was SAYTEX HP-3010, a product of 
Albemarle Corporation. The samples included tWo 100% 
brominated anionic polystyrene runs (Runs 1 and 2), Which 
are comparative runs for the purposes of this invention. Run 
2 Was performed at a slightly higher temperature than Run 
1. Carrier blends of brominated anionic polystyrene With 
antimony trioxide (White Star N, Campine N. V., Beerse, 
Belgium) Were made in a Weight ratio of 77.5% brominated 
anionic polystyrene to 22.5% antimony trioxide. TWo runs 
of this blend Were performed. One run, Run 3, Was Water 
cooled, While the other run, Run 4, Was air-cooled. Other 
conditions, listed in Table 1, Were the same for both runs. 

[0118] Several carrier blends of brominated anionic poly 
styrene With ethylenebis(tetrabromophthalimide) (SAYTEX 
BT-93W, Albemarle Corporation) Were made. Ablend hav 
ing 50% brominated anionic polystyrene and 50% ethyl 
enebis(tetrabromophthalimide) (Run 5) Was made and 
Water-cooled. The 45% brominated anionic polystyrene/ 
55% ethylenebis(tetrabromophthalimide) sample (Run 6) 
Was also Water-cooled. TWo sets of conditions Were used for 
40% brominated anionic polystyrene/60% ethylenebis(tet 
rabromophthalimide), as shoWn in Table 1 (Runs 7-10). Run 
8 Was Water-cooled; Run 9 Was cooled With a spray of Water; 
Run 10 Was air-cooled. For the 40%/60% brominated 
anionic polystyrene/ethylenebis(tetrabromophthalimide) 
blends, the granules Were less glossy than those having 
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higher relative proportions of brominated anionic polysty 
rene, Which indicated that the material in the 40%/60% TABLE 2 
blends Was less Well compounded. In Runs 3-4 and 8-10, it 
Was observed that although Water-cooling shattered the Run 
granules, glossy granules Were obtained by air-cooling 1 2 3 
instead. Presumably, granules from Runs 3, 8, and 9 Will not 
shatter if they are air-cooled. Proportions 70%/30% 80%/20% 90%/10% 70%/30% 

. ScreW speed 210 rpm 210 rpm 210 rpm 210 rpm 
6‘ I’ 

[0119] 'In the Proportions row of' Table 1', the ?rst Current 16 amps 15 amps 16 amps 16 amps 
number is the relative amount of brominated an1on1c poly- Throughput 25 kg/hr 25 kg/hr 25 kg/hr 25 kg/hr 
styrene in the carrier blend; the second number is the relative Pressure 28 bar 24 bar 35 bar 28 bar 
amount of the other component present in the carrier blend. 

TABLE 1 

Run 

11 21 3-4 5 6 7 8-10 

Proportions 100% 100% 77.5%/22.5% 50%/50% 45%/55% 40%/60%, 40%/60% 
Warmer Water COOl 

only 
ScreW 200 rpm 200 rpm 200 rpm 220 rpm 220 rpm 220 rpm 220 rpm 
speed 
Current — — 12 amps 17 amps 19 amps 21 amps 17 amps 

Throughput 15 kg/hr 15 kg/hr 10 kg/hr 15 kg/hr 12 kg/hr 12 kg/hr 12 kg/hr 
Pressure — 16 bar 29 bar 38 bar 54 bar 68 bar 71 bar 
Melting — 220° C. 223° C. 241° C. 247° C. 251° C. 258° C. 
temp.2 
Granulator — — — 900 rpm 1250 rpm 1250 rpm 12 rpm 

Side-feeder — — — 145 rpm 145 rpm 145 rpm 145 rpm 

EXtruder 
ZOI'16SI 

Zone 1 220° C. 220° C. 220° C. 220° C. 220° C. 220° C. 230° C. 
Zone 2 220° C. 220° C. 220° C. 220° C. 220° C. 220° C. 230° C. 
Zone 3 210° C. 210° C. 210° C. 210° C. 210° C. 210° C. 220° C. 
Zone 4 200° C. 200° C. 200° C. 200° C. 200° C. 200° C. 220° C. 
Zone 5 190° C. 190° C. 195° C. 195° C. 195° C. 195° C. 210° C. 
Zone 6 190° C. 190° C. 195° C. 195° C. 195° C 195° C. 210° C. 
Zone 7 185° C. 190° C. 195° C. 195° C. 195° C. 195° C. 210° C. 
Zone 8 180° C. 190° C. 195° C. 195° C. 195° C. 195° C. 210° C. 
Zone 9 180° C. 190° C. 195° C. 195° C. 195° C. 195° C. 210° C. 
Zone 10 200° C. 200° C. 205° C. 205° C. 205° C. 205° C. 210° C. 
Zone 11 200° C. 215° C. 215° C. 210° C. 210° C. 210° C. 210° C. 

1Comparative runs 
2This is the melting temperature of the blended mixture. 

EXAMPLE 5 
_ _ TABLE 2-continued 

[0120] For the following sample runs, a tWm-screW 
eXtruder Was used. The screWs Were co-rotated. Die-face Run 

pelletiZation Was used. Cooling Was With a cold Water spray. 1 2 3 
The eXtruder had eleven separate Zones, each of Which Was 
heated. For some samples, a side-feeder Was used in con- Melting temp-1 234° 233° C- 230° C- 235° C 
- - - - - Granulator 2550 rpm 2560 rpm 2630 rpm 2610 rpm 
Junction With the tWm-screW eXtruder. Unless otherwise S.d 

_ 1 e-feeder 133 rpm 134 rpm 115 rpm 135 rpm 
stated, each sample Was Water cooled. Various parameters Extruder Zones; 
for the sample runs are summariZed in Table 2. The bromi 

nated anionic polystyrene used in all runs Was SAYTEX 5:80 5:80 i380 5:80 HP-3010, a product of Albemarle Corporation. In Runs 1-3, Zone 3 2300 C: 2300 C: 2300 C: 2300 C: 

the polybutylene terephthalate Was Crastin (a product of Zone 4 200° C. 200° C. 200° C. 200° C. 
DuPont), While in Run 4 the polybutylene terephthalate Was Zone 5 190° C- 190° C- 190° C- 190° C 
Amite (a product of DSM)_ Zone 6 190 C. 190 C. 180 C. 190 C. 

Zone 7 190° C. 190° C. 180° C. 190° C. 

[0121] Several masterbatches of brominated anionic poly- Zone 8 190: C- 190: C- 190: C- 190: C 
styrene With polybutylene terephthalate Were made. In the Zone 9 1900 C‘ 1900 C‘ 1900 C‘ 1900 C‘ 
“P t. ,, fT b1 2 th ? t b . th 1 t. Zone 10 210 C. 210 C. 210 C. 210 C. 

ropor ions roWo a e , e rs num er is e re a we Zone 11 2200 C_ 2200 C_ 2100 C_ 220., 0 

amount of brominated anionic polystyrene in the master 
batch; the second number is the relative amount of polybu 
tylene terephthalate. 

1This is the melting temperature of the blended mixture. 



US 2005/0159552 A1 

EXAMPLE 6 

[0122] For the following sample runs, a tWin-screW 
eXtruder Was used. The screws Were co-rotated. Strand 
granulation Was used. Cooling Was With Water, in a cold 
Water bath. The eXtruder had nine separate Zones, each of 
Which Was heated. For some samples, a side-feeder Was used 
in conjunction With the tWin-screW eXtruder. Unless other 
Wise stated, each sample Was Water cooled. Various param 
eters for the sample runs are summarized in Table 3. The 
brominated anionic polystyrene used in all runs Was SAY 
TEX HP-3010, a product of Albemarle Corporation. 

[0123] Several masterbatches of brominated anionic poly 
styrene With polybutylene terephthalate Were made. Some of 
these masterbatches also contained a synergist. In the “Pro 
portions” roW of Table 3, the ?rst number is the relative 
amount of brominated anionic polystyrene in the master 
batch; the second number is the relative amount of polybu 
tylene terephthalate; if there is a third number, it is the 
amount of synergist present in the masterbatch. 

TABLE 3 

Run 

1 2 3 4 

Proportions 30%/70% 30%/60%/10% 30%/60%/ 30%/60%/ 
10% 10% 

Synergist none NaSbO3 Sb2O3 Sb2O5 
ScreW 250 rpm 250 rpm 250 rpm 250 rpm 
speed 
Throughput 20 kg/hr 20 kg/hr 20 kg/hr 20 kg/hr 
Melting 253° C. 253° C. 251° C. 253° C. 
temp.1 
EXtruder 
zones: 

Zone 1 205° C. 205° C. 205° C. 205° C. 
Zone 2 235° C. 235° C. 235° C. 235° C. 
Zone 3 240° C. 240° C. 240° C. 240° C. 
Zone 4 250° C. 250° C. 250° C. 250° C. 
Zone 5 250° C. 250° C. 250° C. 250° C. 
Zone 6 245° C. 245° C. 245° C. 245° C. 
Zone 7 245° C. 245° C. 245° C. 245° C. 
Zone 8 245° C. 245° C. 245° C. 245° C. 
Zone 9 245° C. 245° C. 245° C. 245° C. 

1This is the melting temperature of the blended mixture. 

[0124] Further embodiments of the invention include, 
Without limitation: 

[0125] aa) A ?ber or ?lament Which comprises (a) at 
least one ?ber-forming thermoplastic polymer, and 
(b) at least one polybrominated anionic styrenic 
polymer, Wherein the polybrominated anionic sty 
renic polymer has a bromine content of at least about 
67 Wt %. 

[0126] ab) A ?ber or ?lament according to aa) 
Wherein said polybrominated anionic styrenic poly 
mer is a brominated anionic polystyrene, Wherein 
said ?ber-forming thermoplastic polymer is a poly 
ester, and Wherein said polyester is polyethylene 
terephthalate, polybutylene terephthalate polyethyl 
ene terephthalate, polybutylene terephthalate, or 
polytrimethylene terephthalate. 

[0127] ac) A ?ber or ?lament according to aa) 
Wherein said polybrominated anionic styrenic poly 
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mer is a brominated anionic polystyrene, Wherein 
said ?ber-forming thermoplastic polymer is a polya 
mide, and Wherein said polyamide is nylon-6 (poly 
caprolactam), nylon-6,6, nylon-6,12, nylon-12 
(polylauryllactam), or a high temperature nylon. 

[0128] ad) A ?ber or ?lament according to aa) 
Wherein said polybrominated anionic styrenic poly 
mer is a brominated anionic polystyrene, Wherein 
said ?ber-forming thermoplastic polymer is a poly 
ole?n, and Wherein said polyole?n is polypropylene. 

[0129] ae) A ?ber or ?lament according to aa) 
Wherein said ?ber-forming thermoplastic polymer is 
an acrylic. 

[0130] af) A ?ber or ?lament according to any of 
aa)-ae) Wherein the linear density of said ?ber or 
?lament is in the range of about 2 to about 25 denier. 

[0131] ag) A thread or yarn formed from a ?ber or 
?lament of any of aa)-af). 

[0132] ah) A blend of ?bers or ?laments Wherein a 
?ber or ?lament of any of aa)-af) is a component of 
said blend. 

[0133] ai) A process Which comprises melt spinning 
(a) at least one ?ber-forming thermoplastic polymer, 
and (b) at least one polybrominated anionic styrenic 
polymer, Wherein the polybrominated anionic sty 
renic polymer has a bromine content of at least about 
60 Wt %. 

0134 a' A rocess accordin to ai Wherein said J P g 
polybrominated anionic styrenic polymer is a bro 
minated anionic polystyrene. 

[0135] ak) A process according to ai) or aj) Wherein 
said ?ber-forming thermoplastic polymer is a poly 
ester, and Wherein said polyester is polyethylene 
terephthalate, polybutylene terephthalate polyethyl 
ene terephthalate, polybutylene terephthalate, or 
polytrimethylene terephthalate. 

[0136] al) A process according to ai) or aj) Wherein 
said ?ber-forming thermoplastic polymer is a polya 
mide, and Wherein said polyamide is nylon-6 (poly 
caprolactam), nylon-6,6, nylon-6,12, nylon-12 
(polylauryllactam), or a high temperature nylon. 

[0137] am) Aprocess according to ai) or aj) Wherein 
said ?ber-forming thermoplastic polymer is a poly 
ole?n, and Wherein said polyole?n is polypropylene. 

[0138] an) A process according to ai) or aj) Wherein 
said ?ber-forming thermoplastic polymer is an 
acrylic. 

[0139] ao) Aprocess as in any of ai)-an) Wherein said 
thermoplastic ?ber-forming polymer and said poly 
brominated anionic styrenic polymer are simulta 
neously miXed and melted. 

[0140] ap) A process as in any of ai)-ao) the linear 
density of the produced ?ber or ?lament is in the 
range of about 2 to about 25 denier. 

[0141] aq) Aprocess for forming a ?ber or ?lament, 
Which process comprises melt spinning a carrier 
blend together With at least one ?ber-forming ther 
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moplastic polymer, wherein said a carrier blend Was 
formed by a process Which process comprises miX 
ing and melting together at least one polybromi 
nated anionic styrenic polymer, Wherein the poly 
brominated anionic styrenic polymer has a bromine 
content of at least about 50 Wt %, and (ii) at least one 
synergist or at least one other ?ame retardant. 

[0142] ar) A process according to aq) Wherein said 
?ber-forming thermoplastic polymer is a polyester, 
and Wherein said polyester is polyethylene tereph 
thalate, polybutylene terephthalate polyethylene 
terephthalate, polybutylene terephthalate, or polytri 
methylene terephthalate. 

[0143] as) A process according to aq) Wherein said 
?ber-forming thermoplastic polymer is a polyamide, 
and Wherein said polyamide is nylon-6 (polycapro 
lactam), nylon-6,6, nylon-6,12, nylon-12 (polylau 
ryllactam), or a high temperature nylon. 

[0144] at) A process according to aq) Wherein said 
?ber-forming thermoplastic polymer is a polyole?n, 
and Wherein said polyole?n is polypropylene. 

[0145] au) A process according to aq) Wherein said 
?ber-forming thermoplastic polymer is an acrylic. 

[0146] av) A process according to any of aq)-au) 
Wherein said bromine content of said polybromi 
nated anionic styrenic polymer is at least about 60 Wt 
%, and Wherein said polybrominated anionic styrenic 
polymer is a brominated anionic polystyrene. 

[0147] aW) A process according to any of aq)-au) 
Wherein said bromine content of said polybromi 
nated anionic styrenic polymer is at least about 67 Wt 
%. 

0148 aX A rocess accordin to aW Wherein said P g 
polybrominated anionic styrenic polymer is a bro 
minated anionic polystyrene. 

[0149] ay) A ?ber or ?lament Which comprises (a) at 
least one ?ber-forming thermoplastic polymer, and 
(b) at least one polybrominated anionic styrenic 
polymer, Wherein the polybrominated anionic sty 
renic polymer has a bromine content of at least about 
50 Wt %, Wherein said polybrominated anionic sty 
renic polymer is at least about 2 Wt % of the ?ber or 
?lament 

[0150] aZ) A ?ber or ?lament according to ay) 
Wherein said polybrominated anionic styrenic poly 
mer is in the range of about 5 to about 20 Wt % of the 
?ber or ?lament 

[0151] ba) A ?ber or ?lament according to ay) 
Wherein a ?ame retardant synergist is up to about 12 
Wt % of the ?ber or ?lament. 

[0152] bb) A ?ber or ?lament according to any of 
ay)-ba) Wherein the polybrominated anionic styrenic 
polymer has a bromine content of at least about 60 Wt 
%. 

[0153] bc) A ?ber or ?lament according to any of 
ay)-ba) Wherein said polybrominated anionic sty 
renic polymer has a bromine content of at least about 
67 Wt %. 
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[0154] bd) A ?ber or ?lament according to any of 
ay)-bc) Wherein said polybrominated anionic sty 
renic polymer is a brominated anionic polystyrene. 

[0155] be) A composition Which is a carrier blend, 
Which blend is formed from ingredients comprising 
(i) at least one polybrominated anionic styrenic poly 
mer, Wherein the polybrominated anionic styrenic 
polymer has a bromine content of at least about 50 Wt 
%, and (ii) at least one synergist or at least one other 
?ame retardant, Wherein (ii) is high-melting, and 
Wherein said polybrominated anionic styrenic poly 
mer comprises at least about 40 Weight % of said 
carrier blend. 

[0156] bf) A composition according to be) Wherein 
said polybrominated anionic styrenic polymer com 
prises at least about 50 Weight % of the carrier blend 

[0157] bg) Amasterbatch Which comprises (a) at least 
one ?ber-forming thermoplastic polymer, and (b) at 
least one polybrominated anionic styrenic polymer, 
Wherein the polybrominated anionic styrenic poly 
mer has a bromine content of at least about 50 Wt %, 
Wherein said polybrominated anionic styrenic poly 
mer is at least about 80 Wt % of said masterbatch. 

[0158] bh) A masterbatch according to bg) Wherein 
said polybrominated anionic styrenic polymer is at 
least about 80 Wt % of said masterbatch. 

[0159] bi) A masterbatch according to bg) Wherein 
said polybrominated anionic styrenic polymer is at 
least about 90 Wt % of said masterbatch. 

[0160] bj) A masterbatch according to bg) Wherein 
said polybrominated anionic styrenic polymer is at 
least about 70 Wt % of said masterbatch, Wherein a 
synergist is present, and Wherein said synergist is at 
least about 2 Wt % of said masterbatch. 

[0161] bk) A masterbatch according to bj) Wherein 
said polybrominated anionic styrenic polymer is at 
least about 80 Wt % of said masterbatch. 

[0162] bl) A masterbatch according to any of bg)-bk) 
Wherein the polybrominated anionic styrenic poly 
mer has a bromine content of at least about 60 Wt %. 

[0163] bm) A masterbatch according to any of bg) 
bk) Wherein said polybrominated anionic styrenic 
polymer has a bromine content of at least about 67 Wt 
%. 

[0164] bn) A masterbatch according to any of bg) 
bm) Wherein said polybrominated anionic styrenic 
polymer is a brominated anionic polystyrene. 

[0165] bo) A ?ber or ?lament according to any of 
aa)-ah) Wherein the Weight ratio of polybrominated 
anionic styrenic polymer to synergist is in the range 
of about 1 to about 5. 

[0166] bp) A ?ber or ?lament according to any of 
aa)-ah) Wherein the Weight ratio of polybrominated 
anionic styrenic polymer to synergist is in the range 
of about 2 to about 4. 

[0167] bq) A ?ber or ?lament according to any of 
aa)-af) Wherein said polybrominated anionic styrenic 
polymer has at least one of the folloWing character 
istics: 
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[0168] thermal stability in the Thermal Stability 
Test of 200 ppm HBr or less; 

[0169] (ii) a chlorine content, if any, of less than 
about 700 ppm Cl; 

[0170] (iii) a TGA temperature for 1% Weight loss 
Which is 340° C. or higher; 

[0171] (iv) a AE color value, measured using 10 Wt % 
solutions in chlorobenZene, of less than about 10; 

[0172] (v) a melt ?oW index in the Melt FloW Index 
Test of at least about 20 g/10 min; and/or 

[0173] (vi) a GPC Weight average molecular Weight 
in the range of about 8000 to about 20,000. 

[0174] br) A ?ber or ?lament according to any of 
aa)-af) Wherein said polybrominated anionic styrenic 
polymer has at least one of the folloWing character 
istics: 

[0175] thermal stability in the Thermal Stability 
Test of 150 ppm HBr or less; 

[0176] (ii) it has a chlorine content, if any, of less than 
about 700 ppm Cl; 

[0177] (iii) a TGA temperature for 1% Weight loss 
Which is 340° C. or higher; 

[0178] (iv) a AE color value, measured using 10 Wt % 
solutions in chlorobenZene, of less than about 7; 

[0179] (v) a melt ?oW index in the Melt FloW Index 
Test of at least about 25 g/10 min; and/or 

[0180] (vi) a GPC Weight average molecular Weight 
in the range of about 8000 to about 20,000. 

[0181] bs) A ?ber or ?lament according to any of 
aa)-af) Wherein said polybrominated anionic styrenic 
polymer has at least one of the folloWing character 
istics: 

[0182] thermal stability in the Thermal Stability 
Test of 100 ppm HBr or less; 

[0183] (ii) a chlorine content, if any, of less than 
about 700 ppm Cl; 

[0184] (iii) a TGA temperature for 1% Weight loss 
Which is 340° C. or higher; 

[0185] (iv) a AE color value, measured using 10 Wt % 
solutions in chlorobenZene, of less than about 5; 

[0186] (v) a melt ?oW index in the Melt FloW Index 
Test of at least about 30 g/10 min; and/or 

[0187] (vi) a GPC Weight average molecular Weight 
in the range of about 8000 to about 20,000. 

[0188] bt) A ?ber or ?lament according to any of 
bq)-bs) Wherein said polybrominated anionic sty 
renic polymer is a brominated anionic polystyrene. 

[0189] bu) A ?ber or ?lament according to claim 1 
Wherein said polybrominated anionic styrenic poly 
mer is produced by bromination of an anionic sty 
renic polymer, Which anionic styrenic polymer is 
produced by a batch process, Which process com 
prises charging a liquid saturated hydrocarbon dilu 
ent and an ether promoter into a reactor; and then 
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charging a saturated hydrocarbon solution of orga 
nolithium initiator into the reactor, in an amount to 
provide in the range of about 1 to about 10 mol % of 
organolithium initiator based on the total amount of 
a styrenic monomer to be added folloWed by (ii) the 
controlled addition of the styrenic monomer such 
that the temperature of the resultant reaction mixture 
is maintained at or beloW about 55° C. 

[0190] bv) A ?ber or ?lament according to claim 1 
Wherein said polybrominated anionic styrenic poly 
mer is produced by bromination of an anionic sty 
renic polymer, Which anionic styrenic polymer is 
produced by a batch process, Which process com 
prises charging a liquid saturated hydrocarbon dilu 
ent and an ether promoter into a reactor; and then 
concurrently feeding separate feeds of a styrenic 
monomer and (ii) a saturated hydrocarbon solution 
of organolithium initiator into the reactor, the feeds 
being maintained at rates to provide for the addition 
of an amount of organolithium initiator in the range 
of about 1 to about 10 mol % based on the total 
amount of styrenic monomer to be added, the tem 
perature of the resultant reaction mixture being 
maintained at or beloW about 55° C. and feed (ii) 
being of a shorter duration than feed 

[0191] bW) A ?ber or ?lament according to any of 
bu)-by) Wherein said polybrominated anionic sty 
renic polymer is a brominated anionic polystyrene. 

[0192] bx) A ?ber or ?lament according to any of 
bu)-by) Wherein said polybrominated anionic sty 
renic polymer has a thermal stability in the Thermal 
Stability Test of 200 ppm HBr or less and a TGA 
temperature for 1% Weight loss Which is 340° C. or 
higher. 

[0193] by) A ?ber or ?lament according to any of 
bu)-by) Wherein said polybrominated anionic sty 
renic polymer has a thermal stability in the Thermal 
Stability Test of 200 ppm HBr or less, a AE color 
value, measured using 10 Wt % solutions in chlo 
robenZene, of less than about 10, and a melt ?oW 
index in the Melt FloW Index Test of at least about 
20 g/ 10 min. 

[0194] bZ) A ?ber or ?lament Which comprises (a) at 
least one ?ber-forming thermoplastic polymer, and 
(b) at least one polybrominated anionic styrenic 
polymer, Wherein the polybrominated anionic sty 
renic polymer has a bromine content of at least about 
50 Wt %, Wherein said polybrominated anionic sty 
renic polymer has a thermal stability in the Thermal 
Stability Test of 200 ppm HBr or less and a TGA 
temperature for 1% Weight loss Which is 340° C. or 
higher. 

[0195] ca) A ?ber or ?lament Which comprises (a) at 
least one ?ber-forming thermoplastic polymer, and 
(b) at least one polybrominated anionic styrenic 
polymer, Wherein the polybrominated anionic sty 
renic polymer has a bromine content of at least about 
50 Wt %, Wherein said polybrominated anionic sty 
renic polymer has a thermal stability in the Thermal 
Stability Test of 200 ppm HBr or less, a AE color 
value, measured using 10 Wt % solutions in chlo 
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robenZene, of less than about 10, and a melt ?oW 
index in the Melt FloW Index Test of at least about 
20 g/ 10 min. 

[0196] cb) A ?ber or ?lament according to ca) 
Wherein said bromine content of said polybromi 
nated anionic styrenic polymer is at least about 60 Wt 
%, and Wherein said polybrominated anionic styrenic 
polymer is a brominated anionic polystyrene. 

[0197] cc) A thread or yarn formed from a ?ber or 
?lament of any of bq)-cb). 

[0198] cd) A blend of ?bers or ?laments Wherein a 
?ber or ?lament of any of bq)-cb) is a component of 
said blend. 

[0199] ce) Aprocess for producing a ?ber or ?lament, 
Which process comprises melt spinning (a) at least 
one ?ber-forming thermoplastic polymer, and (b) at 
least one polybrominated anionic styrenic polymer, 
Wherein the polybrominated anionic styrenic poly 
mer has a bromine content of at least about 50 Wt %, 
Wherein said polybrominated anionic styrenic poly 
mer has a thermal stability in the Thermal Stability 
Test of 200 ppm HBr or less and a TGA temperature 
for 1% Weight loss Which is 340° C. or higher. 

[0200] cf) Aprocess for producing a ?ber or ?lament, 
Which process comprises melt spinning (a) at least 
one ?ber-forming thermoplastic polymer, and (b) at 
least one polybrominated anionic styrenic polymer, 
Wherein the polybrominated anionic styrenic poly 
mer has a bromine content of at least about 50 Wt %, 
Wherein said polybrominated anionic styrenic poly 
mer has a thermal stability in the Thermal Stability 
Test of 200 ppm HBr or less, a AE color value, 
measured using 10 Wt % solutions in chlorobenZene, 
of less than about 10, and a melt ?oW index in the 
Melt FloW Index Test of at least about 20 g/10 min. 

[0201] cg) A process according to any of ce)-cf) 
Wherein said bromine content of said polybromi 
nated anionic styrenic polymer is at least about 60 Wt 
%, and Wherein said polybrominated anionic styrenic 
polymer is a brominated anionic polystyrene. 

[0202] It is to be understood that the reactants and com 
ponents referred to by chemical name or formula anyWhere 
in this document, Whether referred to in the singular or 
plural, are identi?ed as they exist prior to coming into 
contact With another substance referred to by chemical name 
or chemical type (e.g., another reactant, a solvent, or etc.). 
It matters not What preliminary chemical changes, transfor 
mations and/or reactions, if any, take place in the resulting 
mixture or solution or reaction medium as such changes, 
transformations and/or reactions are the natural result of 
bringing the speci?ed reactants and/or components together 
under the conditions called for pursuant to this disclosure. 
Thus the reactants and components are identi?ed as ingre 
dients to be brought together in connection With performing 
a desired chemical operation or reaction or in forming a 
mixture to be used in conducting a desired operation or 
reaction. Also, even though an embodiment may refer to 
substances, components and/or ingredients in the present 
tense (“is comprised of”, “comprises”, “is”, etc.), the refer 
ence is to the substance, component or ingredient as it 
existed at the time just before it Was ?rst contacted, blended 
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or mixed With one or more other substances, components 
and/or ingredients in accordance With the present disclosure. 

[0203] Also, even though the claims may refer to sub 
stances in the present tense (e.g., “comprises”, “is”, etc.), the 
reference is to the substance as it exists at the time just 
before it is ?rst contacted, blended or mixed With one or 
more other substances in accordance With the present dis 
closure. 

[0204] Except as may be expressly otherWise indicated, 
the article “a” or “an” if and as used herein is not intended 
to limit, and should not be construed as limiting, the descrip 
tion or a claim to a single element to Which the article refers. 
Rather, the article “a” or “an” if and as used herein is 
intended to cover one or more such elements, unless the text 
expressly indicates otherWise. 

[0205] Each and every patent or other publication or 
published document referred to in any portion of this speci 
?cation is incorporated in toto into this disclosure by refer 
ence, as if fully set forth herein. 

[0206] This invention is susceptible to considerable varia 
tion Within the spirit and scope of the appended claims. 

1. A?ber or ?lament formed from ingredients comprising 
(a) at least one ?ber-forming thermoplastic polymer, and (b) 
at least one polybrominated anionic styrenic polymer, 
Wherein the polybrominated anionic styrenic polymer has a 
bromine content of at least about 50 Wt %. 

2. A ?ber or ?lament according to claim 1 Wherein said 
?ber-forming thermoplastic polymer is a polyester. 

3. A ?ber or ?lament according to claim 2 Wherein said 
polyester is polyethylene terephthalate, polybutylene tereph 
thalate, or polytrimethylene terephthalate. 

4. A ?ber or ?lament according to claim 1 Wherein said 
?ber-forming thermoplastic polymer is a polyamide. 

5. A ?ber or ?lament according to claim 4 Wherein said 
polyamide is nylon-6 (polycaprolactam), nylon-6,6, nylon 
6,12, nylon-12 (polylauryllactam), or a high temperature 
nylon. 

6. A ?ber or ?lament according to claim 1 Wherein said 
?ber-forming thermoplastic polymer is a polyole?n. 

7. A ?ber or ?lament according to claim 6 Wherein said 
polyole?n is polypropylene. 

8. A ?ber or ?lament according to claim 1 Wherein said 
bromine content of said polybrominated anionic styrenic 
polymer is at least about 60 Wt %. 

9. A ?ber or ?lament according to claim 1 Wherein said 
polybrominated anionic styrenic polymer is a brominated 
anionic polystyrene. 

10. A ?ber or ?lament according to claim 2 Wherein said 
bromine content of said polybrominated anionic styrenic 
polymer is at least about 60 Wt %, Wherein said polybromi 
nated anionic styrenic polymer is a brominated anionic 
polystyrene, and Wherein said polyester is polyethylene 
terephthalate, polybutylene terephthalate, or polytrimethyl 
ene terephthalate. 

11. A ?ber or ?lament according to claim 2 Wherein said 
bromine content of said polybrominated anionic styrenic 
polymer is at least about 67 Wt %, Wherein said polybromi 
nated anionic styrenic polymer is a brominated anionic 
polystyrene, and Wherein said polyester is polyethylene 
terephthalate, polybutylene terephthalate, or polytrimethyl 
ene terephthalate. 

12. A ?ber or ?lament according to claim 4 Wherein said 
bromine content of said polybrominated anionic styrenic 
polymer is at least about 60 Wt %, Wherein said polybromi 
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nated anionic styrenic polymer is a brominated anionic 
polystyrene, and Wherein said polyamide is nylon-6 (poly 
caprolactam), nylon-6,6, nylon-6,12, nylon-12 (polylauryl 
lactam), or a high temperature nylon. 

13. A ?ber or ?lament according to claim 4 Wherein said 
bromine content of said polybrominated anionic styrenic 
polymer is at least about 67 Wt %, Wherein said polybromi 
nated anionic styrenic polymer is a brominated anionic 
polystyrene, and Wherein said polyamide is nylon-6 (poly 
caprolactam), nylon-6,6, nylon-6,12, nylon-12 (polylauryl 
lactam), or a high temperature nylon. 

14. A ?ber or ?lament according to claim 6 Wherein said 
bromine content of said polybrominated anionic styrenic 
polymer is at least about 60 Wt %, Wherein said polybromi 
nated anionic styrenic polymer is a brominated anionic 
polystyrene, and Wherein said polyole?n is polypropylene. 

15. A ?ber or ?lament according to claim 6 Wherein said 
bromine content of said polybrominated anionic styrenic 
polymer is at least about 67 Wt %, Wherein said polybromi 
nated anionic styrenic polymer is a brominated anionic 
polystyrene, and Wherein said polyole?n is polypropylene. 

16. A ?ber or ?lament according to claim 1 Wherein the 
linear density of said ?ber or ?lament is in the range of about 
2 to about 25 denier. 

17. A ?ber or ?lament according to claim 1 Wherein said 
polybrominated anionic styrenic polymer is a brominated 
anionic polystyrene, and Wherein the linear density of said 
?ber or ?lament is in the range of about 2 to about 25 denier. 

18. A thread or yarn formed from a ?ber or ?lament of 
claim 1. 

19. A blend of ?bers or ?laments Wherein a ?ber or 
?lament of claim 1 is a component of said blend. 

20. A ?ber or ?lament according to claim 1 Wherein said 
polybrominated anionic styrenic polymer has at least one of 
the folloWing characteristics: 

(i) a thermal stability in the Thermal Stability Test of 200 
ppm HBr or less; 

(ii) a chlorine content, if any, of less than about 700 ppm 
Cl; 

(iii) a TGA temperature for 1% Weight loss Which is 340° 
C. or higher; 

(iv) a AE color value, measured using 10 Wt % solutions 
in chlorobenZene, of less than about 10; 

(v) a melt ?oW indeX in the Melt FloW Index Test of at 
least about 20 g/10 min; and/or 

(vi) a GPC Weight average molecular Weight in the range 
of about 8000 to about 20,000. 

21. A?ber or ?lament according to claim 20 Wherein said 
polybrominated anionic styrenic polymer is a brominated 
anionic polystyrene. 

22. A?ber or ?lament according to claim 20 Wherein said 
?ber-forming thermoplastic polymer is a polyester, and 
Wherein said polyester is polyethylene terephthalate, poly 
butylene terephthalate, or polytrimethylene terephthalate. 

23. A?ber or ?lament according to claim 22 Wherein said 
bromine content of said polybrominated anionic styrenic 
polymer is at least about 60 Wt %, and Wherein said 
polybrominated anionic styrenic polymer is a brominated 
anionic polystyrene. 

24. A?ber or ?lament according to claim 20 Wherein said 
?ber-forming thermoplastic polymer is a polyamide, and 
Wherein said polyamide is nylon-6 (polycaprolactam), 
nylon-6,6, nylon-6,12, nylon-12 (polylauryllactam), or a 
high temperature nylon. 
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25. A?ber or ?lament according to claim 24 Wherein said 
bromine content of said polybrominated anionic styrenic 
polymer is at least about 60 Wt %, and Wherein said 
polybrominated anionic styrenic polymer is a brominated 
anionic polystyrene. 

26. A?ber or ?lament according to claim 20 Wherein said 
?ber-forming thermoplastic polymer is a polyole?n, and 
Wherein said polyole?n is polypropylene. 

27. A?ber or ?lament according to claim 26 Wherein said 
bromine content of said polybrominated anionic styrenic 
polymer is at least about 60 Wt %, and Wherein said 
polybrominated anionic styrenic polymer is a brominated 
anionic polystyrene. 

28. A ?ber or ?lament according to claim 1 Wherein said 
polybrominated anionic styrenic polymer is produced by 
bromination of an anionic styrenic polymer, Which anionic 
styrenic polymer is produced by a batch process, Which 
process comprises charging a liquid saturated hydrocarbon 
diluent and an ether promoter into a reactor; and then 

A) charging a saturated hydrocarbon solution of orga 
nolithium initiator into the reactor, in an amount to 
provide in the range of about 1 to about 10 mol % of 
organolithium initiator based on the total amount of a 
styrenic monomer to be added folloWed by (ii) the 
controlled addition of the styrenic monomer such that 
the temperature of the resultant reaction miXture is 
maintained at or beloW about 55° C., or 

B) concurrently feeding separate feeds of a styrenic 
monomer and (ii) a saturated hydrocarbon solution of 
organolithium initiator into the reactor, the feeds being 
maintained at rates to provide for the addition of an 
amount of organolithium initiator in the range of about 
1 to about 10 mol % based on the total amount of 
styrenic monomer to be added, the temperature of the 
resultant reaction mixture being maintained at or beloW 
about 55° C. and feed (ii) being of a shorter duration 
than feed 

29. A?ber or ?lament according to claim 28 Wherein said 
polybrominated anionic styrenic polymer is a brominated 
anionic polystyrene. 

30. A?ber or ?lament according to claim 28 Wherein said 
?ber-forming thermoplastic polymer is a polyester, and 
Wherein said polyester is polyethylene terephthalate, poly 
butylene terephthalate, or polytrimethylene terephthalate. 

31. A?ber or ?lament according to claim 30 Wherein said 
bromine content of said polybrominated anionic styrenic 
polymer is at least about 60 Wt %, and Wherein said 
polybrominated anionic styrenic polymer is a brominated 
anionic polystyrene. 

32. A?ber or ?lament according to claim 28 Wherein said 
?ber-forming thermoplastic polymer is a polyamide, and 
Wherein said polyamide is nylon-6 (polycaprolactam), 
nylon-6,6, nylon-6,12, nylon-12 (polylauryllactam), or a 
high temperature nylon. 

33. A?ber or ?lament according to claim 32 Wherein said 
bromine content of said polybrominated anionic styrenic 
polymer is at least about 60 Wt %, and Wherein said 
polybrominated anionic styrenic polymer is a brominated 
anionic polystyrene. 

34. A?ber or ?lament according to claim 28 Wherein said 
?ber-forming thermoplastic polymer is a polyole?n, and 
Wherein said polyole?n is polypropylene. 

35. A?ber or ?lament according to claim 34 Wherein said 
bromine content of said polybrominated anionic styrenic 
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polymer is at least about 60 Wt %, and wherein said 
polybrominated anionic styrenic polymer is a brominated 
anionic polystyrene. 

36. A masterbatch Which comprises (a) at least one 
?ber-forming thermoplastic polymer, and (b) at least one 
polybrominated anionic styrenic polymer, Wherein the poly 
brominated anionic styrenic polymer has a bromine content 
of at least about 50 Wt %, Wherein said polybrominated 
anionic styrenic polymer is at least about 70 Wt % of said 
masterbatch. 

37. A process for producing a ?ber or ?lament, Which 
process comprises melt spinning (a) at least one ?ber 
forming thermoplastic polymer, and (b) at least one poly 
brominated anionic styrenic polymer, Wherein the polybro 
minated anionic styrenic polymer has a bromine content of 
at least about 50 Wt %. 

38. A process according to claim 37 Wherein said ther 
moplastic ?ber-forming polymer and said polybrominated 
anionic styrenic polymer are simultaneously miXed and 
melted. 

39. A process according to claim 37 Wherein said ?ber 
forming thermoplastic polymer is a polyester. 

40. A process according to claim 39 Wherein said poly 
ester is polyethylene terephthalate, polybutylene terephtha 
late, or polytrimethylene terephthalate. 

41. A process according to claim 37 Wherein said ?ber 
forming thermoplastic polymer is a polyamide. 

42. A process according to claim 41 Wherein said polya 
mide is nylon-6 (polycaprolactam), nylon-6,6, nylon-6,12, 
nylon-12 (polylauryllactam), or a high temperature nylon. 

43. A process according to claim 37 Wherein said ?ber 
forming thermoplastic polymer is a polyole?n. 

44. A process according to claim 43 Wherein said poly 
ole?n is polypropylene. 

45. Aprocess according to claim 37 Wherein said bromine 
content of said polybrominated anionic styrenic polymer is 
at least about 60 Wt %. 

46. A process according to claim 37 Wherein said poly 
brominated anionic styrenic polymer is a brominated anionic 
polystyrene. 

47. Aprocess according to claim 39 Wherein said bromine 
content of said polybrominated anionic styrenic polymer is 
at least about 60 Wt %, Wherein said polybrominated anionic 
styrenic polymer is a brominated anionic polystyrene, and 
Wherein said polyester is polyethylene terephthalate, poly 
butylene terephthalate, or polytrimethylene terephthalate. 

48. Aprocess according to claim 41 Wherein said bromine 
content of said polybrominated anionic styrenic polymer is 
at least about 60 Wt %, Wherein said polybrominated anionic 
styrenic polymer is a brominated anionic polystyrene, and 
Wherein said polyamide is nylon-6 (polycaprolactam), 
nylon-6,6, nylon-6,12, nylon-12 (polylauryllactam), or a 
high temperature nylon. 

49. Aprocess according to claim 44 Wherein said bromine 
content of said polybrominated anionic styrenic polymer is 
at least about 60 Wt %, Wherein said polybrominated anionic 
styrenic polymer is a brominated anionic polystyrene, and 
Wherein said polyole?n is polypropylene. 

50. A process according to claim 37 Wherein the linear 
density of the produced ?ber or ?lament is in the range of 
about 2 to about 25 denier. 

51. A process according to claim 37 Wherein said poly 
brominated anionic styrenic polymer is brominated anionic 
polystyrene, and Wherein the linear density of the produced 
?ber or ?lament is in the range of about 2 to about 25 denier. 
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52. A process according to claim 37 Wherein said poly 
brominated anionic styrenic polymer is a component of a 
masterbatch. 

53. A process according to claim 37 Wherein said poly 
brominated anionic styrenic polymer has at least one of the 
folloWing characteristics: 

(i) a thermal stability in the Thermal Stability Test of 200 
ppm HBr or less; 

(ii) a chlorine content, if any, of less than about 700 ppm 
Cl; 

(iii) a TGA temperature for 1% Weight loss Which is 340° 
C. or higher; 

(iv) a AE color value, measured using 10 Wt % solutions 
in chlorobenZene, of less than about 10; 

(v) a melt ?oW indeX in the Melt FloW Index Test of at 
least about 20 g/10 min; and/or 

(vi) a GPC Weight average molecular Weight in the range 
of about 8000 to about 20,000. 

54. A process according to claim 53 Wherein said poly 
brominated anionic styrenic polymer is a brominated anionic 
polystyrene. 

55. A process according to claim 53 Wherein said ?ber 
forming thermoplastic polymer is a polyester, and Wherein 
said polyester is polyethylene terephthalate, polybutylene 
terephthalate, or polytrimethylene terephthalate. 

56. Aprocess according to claim 55 Wherein said bromine 
content of said polybrominated anionic styrenic polymer is 
at least about 60 Wt %, and Wherein said polybrominated 
anionic styrenic polymer is a brominated anionic polysty 
rene. 

57. A process according to claim 53 Wherein said ?ber 
forming thermoplastic polymer is a polyamide, and Wherein 
said polyamide is nylon-6 (polycaprolactam), nylon-6,6, 
nylon-6,12, nylon-12 (polylauryllactam), or a high tempera 
ture nylon. 

58. Aprocess according to claim 57 Wherein said bromine 
content of said polybrominated anionic styrenic polymer is 
at least about 60 Wt %, and Wherein said polybrominated 
anionic styrenic polymer is a brominated anionic polysty 
rene. 

59. A process according to claim 53 Wherein said ?ber 
forming thermoplastic polymer is a polyole?n, and Wherein 
said polyole?n is polypropylene. 

60. Aprocess according to claim 59 Wherein said bromine 
content of said polybrominated anionic styrenic polymer is 
at least about 60 Wt %, and Wherein said polybrominated 
anionic styrenic polymer is a brominated anionic polysty 
rene. 

61. A process according to claim 37 Wherein said poly 
brominated anionic styrenic polymer is produced by bromi 
nation of an anionic styrenic polymer, Which anionic sty 
renic polymer is produced by a batch process, Which process 
comprises charging a liquid saturated hydrocarbon diluent 
and an ether promoter into a reactor; and then 

A) charging a saturated hydrocarbon solution of orga 
nolithium initiator into the reactor, in an amount to 
provide in the range of about 1 to about 10 mol % of 
organolithium initiator based on the total amount of a 
styrenic monomer to be added folloWed by (ii) the 
controlled addition of the styrenic monomer such that 
the temperature of the resultant reaction miXture is 
maintained at or beloW about 55° C., or 




