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MIXED SIGNAL PROCESSOR WITH NOISE 
MANAGEMENT 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] The present application is related to co-pending 
US. patent application Ser. No. , entitled 
“METHOD AND APPARATUS FOR SUBCLOCKING A 
SAR ANALOG-TO-DIGITAL CONVERTER,” ?led on 
even date hereWith (Atty. Dkt. CYGL-26,256), Which is 
incorporated herein by reference. 

TECHNICAL FIELD OF THE INVENTION 

[0002] The present invention pertains in general to miXed 
signal processor units including both a digital section and an 
analog data conversion section and, more particularly, to the 
noise management of noise generated in the digital section 
that could introduce noise into the analog section during data 
conversion operations. 

BACKGROUND OF THE INVENTION 

[0003] Mixed-signal processor units are integrated circuits 
that have contained thereon a digital processing section and 
an analog section. The analog section is typically comprised 
of an analog multipleXer and an analog-to-digital converter 
(ADC), in addition to a digital-to-analog converter (DAC). 
This alloWs analog data to be sampled from multiple analog 
data inputs, converted to digital signals and then supplied to 
the processing section for processing thereof. During con 
version of very loW level signals, the analog section is very 
susceptible to noise that is generated in the digital process 
ing section. This noise is typically concentrated at each of 
the clock edges in the clock, since there are a plurality of 
clocked circuits Within the digital processing section that, 
upon the occurrence of a clock edge, pull a node high or loW, 
thus increasing current draW. Typically, the noise is grouped 
around a clock edge of the system clock. 

SUMMARY OF THE INVENTION 

[0004] The present invention disclosed and claimed 
herein, in one aspect thereof, comprises a method for noise 
management in a miXed signal processor integrated circuit 
having a digital processing section and an analog section. 
The digital processing section is clocked at a ?rst clock rate 
to process digital data. When a conversion operation is to be 
carried out by the analog section, the clocking of the digital 
processing section is inhibited during at least a portion of the 
data conversion operation by the analog section to prevent 
noise from clock transitions in the digital processing section 
from being injected into the analog section during the at least 
a portion of th data conversion operation. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0005] For a more complete understanding of the present 
invention and the advantages thereof, reference is noW made 
to the folloWing description taken in conjunction With the 
accompanying DraWings in Which: 

[0006] FIG. 1 illustrates a block diagram of a miXed signal 
processor having an analog-to-digital converter associated 
thereWith; 
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[0007] FIG. 2 illustrates a block diagram of the analog 
to-digital converter; 

[0008] FIG. 3 illustrates a timing diagram for a prior art 
operation of a SAR ADC; 

[0009] FIG. 4 illustrates a timing diagram for the SAR 
ADC With the abort feature; 

[0010] FIG. 5 illustrates a block diagram of the digital 
compare circuit; 

[0011] FIG. 6 illustrates a block diagram of the serial-to 
parallel data converter; 

[0012] FIG. 7 illustrates the How chart for the abort 
operation; 
[0013] FIG. 8 illustrates a diagrammatic vieW of the ADC 
illustrating the use of multiple clocks thereWith and the 
subclocking feature; 
[0014] FIG. 9 illustrates the timing diagram for the sub 
clocking operation; 
[0015] FIG. 10 illustrates a more detailed timing diagram 
for the subclocking feature illustrating the high frequency 
clock; 
[0016] FIG. 11 illustrates a more detailed diagram of the 
ADC illustrating the SAR register and the Repeat function; 

[0017] FIG. 12 illustrates a timing diagram for the Repeat 
instruction; 
[0018] FIG. 13 illustrates a timing diagram for the post 
tracking feature; 
[0019] FIG. 14 illustrates a more detailed block diagram 
of the clock multiplexing function; 

[0020] FIGS. 15a-15c illustrate the ADC registers; 

[0021] FIG. 16 illustrates a How chart for the subclocking 
operation; 
[0022] FIG. 17 illustrates a How chart for the conversion 
operation utiliZing subclocking in response to a single 
converter request; 

[0023] FIG. 18 illustrates a logic diagram for the SAR 
controller and SAR register; 

[0024] FIG. 19 illustrates a logic diagram of the parallel 
to-serial converter; 

[0025] FIG. 20 illustrates an alternate embodiment of the 
subclocking operation; 
[0026] FIG. 21 illustrates a timing diagram for the alter 
nate embodiment of FIG. 20; 

[0027] FIG. 22 illustrates a block diagram of an embodi 
ment Where the CPU and the SAR engine interact to manage 
system noise; 

[0028] FIG. 23 illustrates a simpli?ed diagrammatic vieW 
of the noise contribution of the digital section to the opera 
tion in the analog domain; 

[0029] FIG. 24 illustrates a timing diagram for the noise 
generation; 

[0030] FIG. 25 illustrates a timing diagram for the noise 
management operation associated With the embodiment of 
FIG. 22; 
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[0031] FIG. 26 illustrates an alternate embodiment for the 
noise management operation; 

[0032] FIG. 27 illustrates a flow chart for noise manage 
ment in the SAR engine; and 

[0033] FIG. 28 illustrates a flow chart for the operation of 
the noise management in the CPU. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0034] Referring noW to FIG. 1, there is illustrated a block 
diagram of a mixed signal integrated circuit including a SAR 
analog-to-digital converter This is a conventional 
processor based mixed signal circuit of the type C8051F410, 
manufactured by Silicon Laboratories, the present assignee. 
This mixed signal circuit includes at the heart thereof a CPU 
102, Which is an 8051 CPU, a conventional processor core. 
This CPU 102 interfaces With memory, there being a ?ash 
memory 104 interfaced With the CPU 102 through a bus 106, 
and a random access memory (RAM) 108 interfaced to the 
CPU 102 through a bus 110. 

[0035] The CPU 102 operates on multiple clocks. There is 
provided an external oscillator circuit 112, Which is operable 
to be controlled by an external crystal 114, it being noted that 
the external oscillator circuit 112 is actually disposed on 
chip. This oscillator is a high frequency oscillator and 
operates at a frequency of around 25 MHZ. This is input to 
the CPU 102 through a selection multiplexer (MUX) 116. 
Alternatively, the CPU 102 can operate off of a loW fre 
quency internal oscillator 120, this being a 32 KHZ crystal 
oscillator. Typically, the primary processing function of the 
CPU 102 is carried out With the high frequency oscillator 
112 and, When the CPU 102 is placed in a “sleep” mode, the 
loWer frequency oscillator is utiliZed. The processing opera 
tions are typically minimal at the loWer frequency. The CPU 
102 also includes a JTAG logic block 118 that is operable to 
interface external data With the CPU 102 for Writing in the 
?ash memory 104, this being a conventional operation. 

[0036] The CPU 102 interfaces With a digital on-chip bus 
122, Which interfaces With a plurality of digital input/output 
pins 124 through a digital I/O block 126. This digital I/O 
block 126 is operable to alloW various digital interfaces. 
This can be parallel digital data or it can be serial data. Serial 
data Will typically be interfaced With some type of serial data 
format. This can be an RS232 data format, an I2C format, or 
any other type of serial data format. This alloWs digital data 
to be received or transmitted. Additionally, the digital bus 
122 is interfaced With the digital input of an analog-to 
digital converter (ADC) 128 to receive digital data there 
from. The input to the ADC 128 is provided on an input 
analog line 130, Which comprises the output of the program 
mable ampli?er 132. The analog input to the ampli?er 132 
is received from the analog multiplexer 134, Which receives 
a plurality of analog inputs on analog input lines 136. These 
analog inputs can be received from any source, such as 
transducers, etc. One embodiment of this analog multiplexer 
is illustrated in US. Pat. No. 6,507,215, issued Jan. 14, 
2003, and assigned to the present Assignee, Which reference 
is incorporated herein in its entirety by reference. One 
illustrated input to the multiplexer 134 is from a temperature 
sensor 138, Which is an internally generated temperature 
value typically generated from a band-gap reference voltage 
generator contained on-chip. The output of this temperature 
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sensor is connected to one of the analog input lines 136 and 
is selected for measuring ambient temperature of the chip, 
Which may be the ambient temperature of the surroundings. 

[0037] In addition to the analog multiplexer 134 and the 
ADC 128, digital information on the bus 122 can be pro 
vided as the input to a digital-to-analog converter (DAC) 
140, Which can be converted to an analog output signal on 
an analog output line 142. The comparator function is 
provided by a comparator 144 Which receives an analog 
input for comparison to an internally generated reference 
voltage or to an external reference voltage (not shoWn) to 
provide a selectable output that can be driven to the digital 
bus 122 or to an interrupt input on the CPU 102. Although 
illustrated as being connected to the digital bus 122, it 
should be understood that the output of comparator 144 
could be connected to multiple different interrupts on the 
processor. 

[0038] Referring noW to FIG. 2, there is illustrated a block 
diagram of the ADC 128. A conventional SAR ADC is 
comprised of a charge redistribution DAC 202 on the input 
that is operable to receive an analog input signal on an 
analog input line 204. A data conversion operation is initi 
ated in response to receiving a convert start request from the 
CPU 102. This analog voltage is sampled at a sampling 
frequency of f5, Which is generated by a sample clock, 
derived from the high frequency or loW frequency oscillator. 
This is loWer in frequency than the conversion clock. The 
output of the charge redistribution DAC 202 to one input of 
a comparator 208, for comparison to a reference voltage. A 
digital input thereto is received from a digital bus 214. The 
comparator 208 is operable to compare the voltage on the 
input thereof against the reference voltage, this being, in one 
embodiment, the common mode voltage. If it is higher than 
the reference voltage, then the output of the comparator 208 
changes to indicate this to a SAR logic block 212, this being 
a conventional logic block. The SAR logic block 212 is 
operable to provide a digital output on the digital bus 214 to 
drive the charge redistribution DAC 202. The SAR logic 
block 212 basically steps through each bit of the n-bit value 
for the n-bit ADC to test that bit and, if positive, then it 
retains the value of that bit. The testing procedure to 
determine the value of the SAR bits is a conventional binary 
SAR search algorithm. When the conversion cycle is com 
plete, there Will be n-bits determined. This Will be provided 
as an output to a register (not shoWn). It should be under 
stood that a differential SAR data converter could be used to 
receive a differential analog input, Which Would utiliZe a 
differential comparator. 

[0039] In the present disclosure, there is an abort feature 
that is provided by examining one or more of the bits on the 
bus 214 as they are being tested. This is facilitated by 
inputting each bit on the bus 214 to an n-bit multiplexer 216 
to provide a serial digital output on a serial digital output line 
218. This alloWs the serial data to be output for testing by a 
digital comparator, as Will be described herein beloW. HoW 
ever, it should be understood that the output could be parallel 
data as opposed to serial data. 

[0040] Referring noW to FIG. 3, there is illustrated a 
timing diagram illustrating the conventional operation of a 
SAR data converter. Prior to the conversion cycle, there Will 
be a “track” cycle Wherein data is being sampled on an input 
sampling capacitor. When a convert signal is raised high at 
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a time 302, a conversion cycle is requested by the CPU 102. 
A conversion clock Will provide the timing for the conver 
sion operation and, on a selected rising edge thereof, a test 
of the MSB Will be initiated, Wherein the MSB bit, bit 11 in 
a 12-bit ADC, Will be determined. This is determined by 
setting the MSB to a “1” and then testing the output of the 
comparator associated With the SAR operation. If this MSB 
is determined by the test to be a “1” at this time, it is then 
set as such, otherWise it is set to a “0.” At the end of the test 
for this bit, the bit being set is retained on the output of the 
SAR logic block 212. At the end of the test, this bit is also 
transferred to a serial data output and then the neXt bit, bit 
10, tested, set or not set, retained on the output of the SAR 
logic block 212 and then transferred out to the serial data 
output. This Will continue for the entire 12 bits until a bit “0” 
at a block 306. At block 306, the last bit, bit “0” is tested and 
then the test operation is complete and the last bit is 
transferred to the serial data output at a block 308. At the end 
of this test, the data Word, the 12-bit Word, is transferred to 
the output register (not shoWn) as the neW data. It is noted 
that the data can be transferred as a parallel data Word or it 
can be transmitted as a serial data Word. HoWever, conven 
tional SAR ADCs Will require that the entire n-bits be tested 
prior to the completion of the conversion cycle. This Will 
start the neXt conversion cycle after the appropriate track 
time. 

[0041] There are situations Where it is not necessary to test 
all n-bits of the n-bit SAR ADC. For eXample, in a compare 
operation, it may only be necessary to test the MSB to 
determine if the analog signal eXceeds one-half the full scale 
voltage. If so, then this may constitute a positive result and 
this is all the testing that is to be done. If it is less than 
one-half of the full scale voltage, this also is all the testing 
that needs to be done to determine that it is a negative result. 
Therefore, it is only necessary to test a single bit and, 
therefore, the remaining bits need not be tested and that 
portion of the conversion in cycle Will be Wasted. In the 
eXample of FIG. 4, there is provided a situation Wherein the 
threshold voltage is set at 1/16th full scale voltage. Thus, this 
Would mean that, at a minimum, the fourth MSB must be a 
“1.” Therefore, if the ?rst MSB tests positive, or the second 
or third MSB test positive, this Would indicate that the 
voltage is greater than the 1/16 full scale voltage. Addition 
ally, the fourth MSB Would also indicate a positive result. If 
the ?rst four bits test negative, i.e., they are determined to be 
set to “0,” then testing of the remaining bits Will also result 
in a negative compare operation, as the analog input voltage 
has already been determined to be less than 1/16th full scale 
voltage. Thus, at a maXimum, only the ?rst four MSBs 
Would need to be tested. 

[0042] In this eXample, the convert cycle is initiated at an 
edge 402 on the convert signal, and, at the neXt rising edge 
of the conversion clock, at a rising edge 404, the ?rst MSB 
is tested at a block 406. The result of this is transferred to the 
serial output at an edge 408. If it is a “1,” this Would be a 
positive test. HoWever, in this eXample, the ?rst, second and 
third MSBs are tested to be a “0” and the fourth MSB is 
tested at a block 410 and it is determined to be a logic “1.” 
This Will result in the generation of a high output, Which in 
this embodiment, generates an interrupt to the processor at 
an edge 412, this being the output of a digital compare 
operation going to a logic high value. At this point, the 
conversion operation Will be “aborted” at a block 414 prior 
to the completion of a convert cycle, thus preventing reso 
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lution of the loWer order bits and the complete 12-bit value, 
and then the track mode Will be entered into for the neXt 
sample. The CPU 102 provides an abort signal to the ADC 
128 for this function. Since one clock cycle of the convert 
clock is required to transmit the test for the fourth MSB to 
the serial output, one or more additional bits may be tested 
before the digital compare operation Will be complete. Also, 
this is only the case Where the data is transferred out to a 
serial data output. (It is noted that the digital compare 
operation is a different compare operation than that for the 
operation of the SAR logic.) Of course, this depends upon 
the logic implemented. It could be that a dual port register 
is utiliZed Wherein, during the testing of each bit, the digital 
compare operation is carried out at substantially the same 
time to increase the speed thereof. HoWever, the disclosed 
embodiment discloses the serial output. It can be seen, 
therefore, that by early termination of the conversion cycle 
based upon a condition deterministic Wherein a certain 
condition is met prior to all of the bits being tested, the neXt 
conversion cycle can be begun or it may be that the process 
is released for other operations. For situations Wherein a 
plurality of analog inputs must be tested, this alloWs the 
conversion to be “cut short” based upon a positive result 
such that the neXt conversion operation can be initiated at an 
earlier time. Additionally, the length of the conversion cycle 
can be preset based upon the knowledge that only a certain 
number of the n-bits in the ADC need be tested. In the 
eXample of FIG. 4, for eXample, only four bits are required 
to be tested in order to determine if a true result eXists, such 
that any one of the four bits being high results in the abort 
of the conversion cycle. Since there is no need to test the 
remaining bits, the conversion cycle can be pre-limited to 
only a ?nite number of bits. Thus, the amount of time to 
cycle through all of the analog inputs can be shortened. By 
having a ?Xed abort length, it is then possible to change an 
n-bit ADC to a (n-X)-bit ADC, With “X” being a program 
mable variable. 

[0043] Referring noW to FIG. 5, there is illustrated a block 
diagram for the digital compare operation. The serial digital 
output from the multiplexer 216 is provided as an input to a 
serial-to-parallel converter 502, illustrated as a register. This 
basically stores the serial data in registers for input to a 
digital comparator 504 on a digital bus 506. This Will 
typically be a Wider data bus than is necessary, such that the 
register 502 can accommodate all n-bits and the data bus 506 
can accommodate all n-bits. A reference voltage input is 
provided on a bus 510 Which is the reference voltage 
compared to the digital output of the register 502. There are 
illustrated tWo reference voltages, a positive reference volt 
age register 512 and a negative voltage reference register 
514. This is for the purpose of providing a “Window” 
comparator, Wherein a voltage range is de?ned. If the 
voltage is less than the negative reference voltage or greater 
than the positive reference voltage, this could indicate a 
positive test, or the positive test could be that it must be 
greater than the negative reference voltage and less than the 
positive reference voltage. Again, only a prede?ned number 
of bits are required in order to determine this result. Also, 
this determined number of bits is less than the total of the 
n-bits, such that the loWer order bits need not be tested. A 
digital comparator 504 Will then generate an interrupt, in this 
eXample, on line 516 to the CPU 102. HoWever, this 
comparator output can be utiliZed for other purposes than an 
interrupt. 
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[0044] Referring noW to FIG. 6, there is illustrated a logic 
diagram for the register 502. The serial digital input is 
received on an input line 602 and input to the D-input of a 
plurality of D-input ?ip-?ops 604. Each of the ?ip-?ops 604 
is associated With one of the n-bits, provided on the Q-out 
puts thereof on an associated output line 606. Each of the 
?ip-?ops 604 is gated by the bit from a SAR bit circuit 606. 
This SAR bit circuit 606 is part of the SAR logic block 212, 
this circuit 606“targeting” each of the bits. Thus, for each bit 
tested, one of the ?ip-?ops 604 Will be activated such that a 
clock such as the SAR clock, the convert clock, on a clock 
line 608 connected to a clock input of each of the ?ip-?ops 
604 Will clock the data through. This is basically data 
?ip-?op, Which is set When the particular associated bit is 
ready. Thus, the particular serial data output is loaded in the 
correct output position When generated. It is therefore only 
necessary that the digital comparator 504 compares the 
desired bits in order to make the determination. 

[0045] Referring noW to FIG. 7, there is illustrated a How 
chart depicting the abort feature. The program is initiated at 
a block 702 Wherein the system is in the track operation. The 
program then ?oWs to a decision block 704 to aWait the 
initiation of a convert cycle. If the convert operation has not 
been initiated, the program ?oWs along the “N” path to the 
input thereof to continue the tracking operation. At the end 
of the tracking operation, When the convert operation is 
initiated, the program ?oWs along the “Y” path from the 
decision block 704 to a function block 708 to test the ?rst 
MSB. The program then ?oWs to a decision block 710 to 
determine if the output of the digital comparator is true. If 
so, this indicates that a decision has been reached and the 
program Will then ?oW along a “Y” path to a function block 
712 Wherein the conversion cycle Will be aborted. If not, the 
program Will ?oW along a “N” path to a decision block 714 
to determine if this is the last bit to be tested, this indicating 
that a result has also been determined the program Will ?oW 
along a “Y” path to the abort function block 712. HoWever, 
if this is neither a true comparison nor it is the last bit to be 
tested When the abort feature is active, the program Will ?oW 
along the “N” path from the decision block 714 to a function 
block 716 to aWait testing of the next bit. The program Will 
then ?oW back to the input of decision block 710 to again 
test the output of the comparator to determine if this next bit 
has a resulted in a true comparison. When a true comparison 
is made or the last bit in the decision is tested, the program 
?oWs to the abort function block 712. It is noted that, When 
the abort feature is selected, that the test Will never exceed 
the minimum bit needed to be tested. 

[0046] The abort feature can also be utiliZed in a mode that 
alloWs the bit resolution of the SAR to be adjusted. In this 
mode, the length of the test prior to the CPU generating the 
ABORT signal to the ADC Will be ?xed, such that there Will 
be an automatic abort. Also, there could be provided in the 
ADC a counter that is incremented by the conversion clock 
to terminate the conversion cycle early and indicate that it is 
ready for the next conversion cycle and to begin tracking. In 
this manner, the bit resolution can be changed by just 
controlling the comparator con?guration. Additionally, the 
bit resolution could be changed to provide for a ?rst opera 
tion that Would continue until a threshold Were exceeded. At 
that time, an interrupt is generated and the CPU could 
recon?gure the comparator to set a neW resolution and 
threshold. This alloWs for a dynamically changing bit reso 
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lution ADC to be realiZed, Wherein the bit resolution is able 
to be changed in response to various predetermined condi 
tions. 

[0047] Referring noW to FIG. 8, there is illustrated 
another feature of the operation of the ADC in the mixed 
signal multiprocessor unit. The CPU operation has a mul 
tiplicity of clocks associated thereWith, these being separate 
clock generators that are provided to alloW the CPU to 
operate at different frequencies for poWer consumption and 
other considerations. Speci?cally, FIG. 8 is meant to illus 
trate a loW frequency clock and a high frequency clock. 
HoWever, it should be understood that multiple other clocks 
could be provided, these clocks either generated off of the 
high frequency clock or provided by a separate clock 
generator. The purpose for the multiple clocks is to alloW the 
processor to operate at a loWer clock frequency, thus con 
suming signi?cantly less poWer. For example, the high clock 
frequency operates at a frequency betWeen 20-25 MHZ and 
the loW frequency clock operates at a frequency of around 32 
KHZ. Typically, the 32 KHZ clock Will have associated 
thereWith a crystal, Whereas the high frequency clock can be 
a precision oscillator and can operate Without a crystal, but 
it could be a crystal controlled oscillator. Additionally, 
although the clock inputs are illustrated as being generated 
from on-chip oscillators, these clocks can be generated 
external to the chip. 

[0048] A multiplexer 802 is operable to select one of the 
multiple clock signals for input to the CPU 102 by Way of 
illustration. HoWever, this represents a programmable oscil 
lator function or a combination thereof With a separate 
oscillator. This is the system clock, SYSCLK, input thereto 
on a line 804. This is one output of the multiplexer 802. The 
multiplexer 802 receives as input multiple clock signals, 
CKO, CK1, . . . , CKN. The output 804 comprises one output, 

With a second output 806 provided that drives the ADC 128. 
The ADC is operable to receive the analog signal on the 
input 130, Which input 130 is an output that is selected from 
the multiple inputs on lines 136 via the multiplexer 134. This 
provides a digital output on a digital bus 808. A digital 
output 808 alloWs data to be transferred from the ADC 128 
to the CPU 102 for processing thereof. 

[0049] The CPU 102 is operable to process instructions at 
the clock rate of SYSCLK. The CPU 102 periodically, in 
accordance With the programming instructions therein, Will 
send out a convert request from a control line 810 to the 
ADC 128 such that the ADC 128, operating independently, 
Will convert an analog value on an analog input to a digital 
value as digital data. The CPU 102 also provides con?gu 
ration information to the ADC 128 and also provides selec 
tion input signals to the analog multiplexer 134. Therefore, 
the ADC 128 Will be connected to one of the analog input 
lines 136 for sampling analog values thereon during a track 
mode, and then process this sampled analog information in 
the ADC utiliZing a SAR data conversion algorithm. This 
SAR conversion algorithm, as described herein above, 
requires multiple internal clocks of a conversion clock to 
determine the bit values of the resultant digital value. 
Therefore, if the ADC has n-bits of resolution, this requires 
n-tests of the n-bits to be performed, requiring at least 
n-clocks of the conversion clock to complete the data 
conversion operation. Thereafter, the results of the conver 
sion, the resultant digital value, Will be transferred to an 
internal register for interface With digital bus 808. As Will be 
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described herein below, the multiplexer 802 is operable to 
output a clock signal to separately clock the ADC 128 With 
a higher frequency conversion clock during the conversion 
operation, such that the conversion operation is completed 
Within a very short period of time, in one embodiment, 
during a single clock cycle of the SYSCLK. This provides 
a number of bene?ts. First, the ADC 128 can be poWered 
doWn during non-conversion operations, such that it utiliZes 
less poWer. Second, the results are available at an earlier 
time. For example, a convert request may require a multi 
processor chip having an analog multiplexer 134 that is 
operable to receive eight analog input values on the analog 
input lines 136. In this situation, the convert request could 
initiate an operation Wherein, at the end of each conversion 
cycle for each analog input line, the next analog input to the 
multiplexer 134 on the input lines 136 Would be selected, or 
each convert request could be associated With a single 
analog input requiring each convert request to con?gure the 
multiplexer 134 for that convert request. Thus, the analog 
information from all eight analog input lines 136 can be 
obtained in a signi?cantly shorter period of time. A third 
bene?t is noise management, since the entire subclocking 
operation can occur Within one clock cycle of the SYSCLK. 
This is due to the fact that all of the edges of the conversion 
clock occur at a time that does not overlap With the clock 
edges of the SYSCLK that operates the digital portion of the 
processing system, such that any noise contribution from 
operation of the digital system does not interfere With the 
analog sampling operation. 
[0050] Referring noW to FIG. 9, there is illustrated a 
timing diagram for the subclocking operation. The convert 
operation is initiated in synchroniZation With a rising edge 
902 of SYSCLK, since the processing section of the chip 
operates on SYSCLK. A conversion start operation is initi 
ated With a signal CNVST, at an edge 904. When CNVST 
goes loW at an edge 906, a START signal goes high at an 
edge 908. This corresponds to the track signal, Which When 
high samples the analog signal, going loW at an edge 910. 
This basically locks the sample analog signal onto a 
sWitched capacitor input. Thereafter, a high speed clock, 
ADC_CLK, is then activated, indicating that the ADC 128 
is being clocked by this clock signal as the conversion clock, 
this being at an edge 912. The ADC_CLK is then is alloWed 
to stabiliZe, in the event that it Was completely off and turned 
on in a poWer up operation, after Which a BUSY signal is 
raised high at an edge 914. Thereafter, a SAR conversion 
operation is initiated at an edge 916 utiliZing the ADC_CLK. 
When the SAR conversion operation is complete, as indi 
cated at an edge 918, the ADC_CLK signal is no longer 
needed and it goes loW at an edge 920, indicating that the 
high speed clock is poWered doWn or turned off, although it 
could remain in an operating mode. The BUSY signal goes 
loW at an edge 924 and the TRACK signal goes high at an 
edge 926 to sample the next analog input signal. 
[0051] When the SAR conversion operation is complete, 
the digital results are transferred to an output data register. 
The data Will remain in this output data register until the 
CPU 102 is ready to retrieve the results, this being at the 
SYSCLK rate. The operation of the ADC 128 is completely 
transparent to that of the CPU 102. In the embodiment 
illustrated in FIG. 9, SYSCLK is indicated as being at a 
substantially loWer frequency than ADC_CLK, but, in one 
embodiment Wherein the ADC 128 is clocked With a 20 
MHZ signal and the SYSCLK is a 32 MHZ signal, the 
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difference is over 500x. Therefore, the entire conversion 
operation or multiple conversion operations can be achieved 
Within only a portion of a single cycle SYSCLK. As such, 
noise associated With digital processing of data by the CPU 
is isolated from the SAR conversion operation. 

[0052] Referring noW to FIG. 10, there is illustrated a 
more detailed timing diagram of the embodiment of FIG. 9, 
illustrating the SAR conversion operation. In this embodi 
ment, it can be seen that the START signal goes high at the 
edge 904. (It should be understood that there are numerous 
internal delays that are accounted for that are not detailed in 
the various timing diagrams, but Which are needed to insure 
proper operation) Once the TRACK signal goes loW at edge 
910, the ADC_CLK signal is initiated. There can be, 
although it is not necessary, to alloW the ADC high fre 
quency clock to come up to speed. There Will be provided a 
certain amount of delay 1002 for this operation. After three 
clock cycles, in this simpli?ed example, the SAR conversion 
operation Will be initiated at a clock edge 1004 of the high 
frequency clock. This Will result in testing of the MSB 
during a clock period 1006, folloWed by testing of the 
remaining bits 10, 9, . . . , 0. At the end of the conversion 

cycle, at an edge 1008, the conversion operation is complete, 
this all occurring Within less than one-half of a SYSCLK 
cycle. The data Will then be transferred to the output data 
register in the con?guration Wherein only a single conver 
sion takes place in response to a convert request. All of the 
data transfer, the SAR conversion operation, etc., Will be 
facilitated at the high frequency rate of the high frequency 
ADC conversion clock, ADC_CLK. Since the mixed signal 
device is operable to operate at high frequency, all of the 
components thereof are capable of being operated at these 
high frequencies. For example, although the loW clock 
frequency may be as loW as 32 KHZ, the sampling frequency 
of a conventional ADC is 200 KHZ and the SAR clock can 
and Will operate at a much higher frequency. Thus, it can be 
seen that, by providing the SAR conversion clock at a 
substantially higher frequency than the frequency of the 
system clock, SYSCLK, the throughput of the ADC is 
signi?cantly increased, as compared to operating at the ADC 
at the loWer frequency of the system clock, SYSCLK, When 
the system clock is con?gured for loW frequency operation. 

[0053] Referring noW to FIG. 11, there is illustrated a 
more detailed block diagram of the internal operation of the 
ADC 128, Which Was described herein above With respect to 
FIG. 2. The SAR logic block 212 has associated thereWith 
a SAR controller 1102 and a SAR register 1104. The SAR 
controller 1102 is operable to receive the output of the 
comparator 208 and successively adjust the digital output of 
the SAR register 1104 for input to the DAC 210 in accor 
dance With a SAR conversion algorithm, a conventional data 
conversion algorithm. The ?nal digital value residing in the 
SAR register 1104 represents the converted digital value at 
the end of the conversion cycle. This is also the output that 
is provided to the DAC 210 on the digital bus 214 for use in 
the successive approximation operation. The bus 214 is 
interfaced With, in this embodiment, a FIFO 1106 for storage 
of data therein. Normally, this is a holding register or a data 
output register. This FIFO 1106 is operable to interface With 
the data bus 808, such that the CPU 102 can have access 
thereto, this being the system data bus. The FIFO 1106 
provides an elastic data storage location that alloWs data to 
be input thereto at a faster rate than it is being extracted 
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therefrom. Although a FIFO is described as the elastic 
storage device, a Random Access Memory (RAM) could be 
utiliZed. 

[0054] The FIFO 1106 is controlled by the SAR controller 
1102. The SAR register and SAR controller 1104 can be 
con?gured through a con?guration register 1108, such that 
multiple samples can be taken in response to a single convert 
request. This convert request can be a convert request from 
the CPU 102 or it could be in response to internal timers in 
the SAR controller 1102 that result in samples of data being 
taken at predetermined times. 

[0055] When con?gured for multiple samples during a 
conversion operation and in response to a convert request, 
the data Will be generated faster than the CPU 102 can 
extract it from the ADC 128 over the data bus 808. There 
fore, When the CPU 102 generates the convert request, the 
data Will be accrued Well prior to even the next clock edge 
of SYSCLK. Since the CPU 102 operates on instructions 
that can be fetched no faster than the SYSCLK rate, this data 
must be extracted over multiple clock cycles of the CPU. 
Therefore, the FIFO 1106 (or RAM), being an elastic storage 
buffer, can accrue this information faster than the CPU 102 
can extract it. 

[0056] Referring noW to FIG. 12, there is illustrated a 
timing diagram for the Repeat function, Which is a function 
that alloWs a plurality of conversions to occur after a convert 
request is generated by the CPU 102. Aconvert start request 
is received at an edge 1202 and this results in the TRACK 
signal going loW at an edge 1204 and the high frequency 
clock being valid at an edge 1206. This Will initiate a ?rst 
SAR conversion operation at an edge 1208 Which Will be 
completed at an edge 1210. This data Will then be transferred 
as the data D0 in this operation. The high frequency clock 
can then be turned off at an edge 1214, or maintained on 
during this time, depending upon the poWer saving require 
ments. The TRACK signal Will then go high at an edge 1212 
to again sample another analog signal for a predetermined 
amount of time in a pre-track operation. The high frequency 
clock is not needed during this sampling and, therefore, 
could be turned off. After neW data is sampled on the 
associated analog input line, the TRACK signal Will again 
go loW at an edge 1216, and the high frequency clock signal 
Will again be valid at an edge 1218. This Will start a second 
SAR conversion operation at an edge 1220, Which Will result 
in data at a time 1222, Which data Will be transferred as data 
D1. Each of these data outputs is stored in a separate location 
in the FIFO 1106, Wherein, for each of the SAR conversion 
operations, a Write pointer Will be incremented. It is noted 
that only a single convert request at edge 1202 Was required 
in order to initiate the multiple conversion state machine 
operations at the high frequency clock. Additionally, 
although illustrated as being stored in FIFO 1106, the data 
could actually be processed With combinatorial logic con 
tained Within and as a part of the ADC that Will alloW for 
processing of the data to provide, for example, the average 
thereof. This Would require an accumulator and the logic to 
perform a shift. Therefore, each value Would be summed 
With the prior value and then, at the end of all of the 
conversion operations, the average thereof taken, or a run 
ning average could be taken. Alternatively, the accumulator 
could be utiliZed to accumulate the sum and then the 
processor utiliZed to perform the averaging operation. This 
Would then only require a single register for storage and 
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output of data. Of course, during the subclocking operation, 
the abort feature noted herein above could also be imple 
mented in conjunction thereWith. 

[0057] Referring noW to FIG. 13, there is illustrated a 
timing diagram for the post tracking operation Wherein the 
ADC is poWered up upon receiving the convert START 
request, such that some delay is required prior to initiating 
the conversion operation. The initial operation is initiated 
With a rising edge of the SYSCLK signal at an edge 1302, 
Wherein the CNVST signal is raised high at an edge 1304. 
The START signal goes high at an edge 1308 and a poWer 
up signal, PUP, goes high at an edge 1310. During this time, 
the high frequency clock is illustrated as being operable. 
HoWever, it should be understood that the high frequency 
clock is not connected to other circuitry at this time and, as 
such, it is only the circuitry associated With the high fre 
quency clock that draWs the higher poWer, as compared to 
circuitry associated With the loW frequency clock operation. 

[0058] During poWer up, the ADC 128 is poWered up and 
the high frequency clock is poWered up. The high frequency 
clock takes some amount of time to come up to operating 
speed but is Well behaved, but the ADC may take longer to 
“settle out.” There Will be provided a certain period of time 
1312, illustrated as being a plurality of clock cycles of the 
high frequency clock, four or more. When the poWer up 
signal is generated, the ADC reset function automatically 
raises TRACK high, but there is a period of time that the 
analog input signal must be present in order to have a valid 
sample. To ensure that there Will be a suf?cient amount of 
sample time, a post-track feature is utiliZed to “force” the 
TRACK signal high for a predetermined minimum amount 
of time. After the settling period 1312, Which is de?ned by 
an internal counter, a post-track timer/counter is initiated. 
This timer/counter delays the start of the conversion opera 
tion by ?ve high frequency clock cycles, this being depen 
dent upon a register value. Thereafter, TRACK goes loW and 
the conversion operation is begun. 

[0059] Referring noW to FIG. 14, there is illustrated a 
more simpli?ed diagram than that of FIG. 8. In this embodi 
ment, there are provided only tWo clocks, the 32 KHZ clock 
on a line 1402 and a high frequency clock on a line 1404 that 
is generated by a high frequency clock generator 1406. The 
32 KHZ clock and high frequency clock are input to tWo 
inputs of a multiplexer 1408, having one output on a line 
1410. This is the SYSCLK output that goes to the CPU 102. 
Additionally, the output of multiplexer 1408 is input to one 
input of an ADC multiplexer 1416, the other input thereof 
connected to the high frequency clock line 1404. The ADC 
multiplexer 1416 is operable to select betWeen the SYSCLK 
signal or the high frequency clock output, such that the 
system 1414 can operate on an independent clock to that of 
the ADC 128. The multiplexer 1416 provides the clock input 
to the ADC 128. 

[0060] Referring noW to FIGS. 15a-15c, there are illus 
trated diagrams of the ADC registers, there being a tracking 
register, ADCOTK, a con?guration register ADCOCF, and a 
control register, ADCOCN, the “0” representing that more 
than a single ADC could be provided on the integrated 
circuit. Referring speci?cally to FIG. 15a, the ADCOTK 
register has associated thereWith a number of bits. There is 
provided four bits for the ADC Burst PoWer-Up time 
(ADCPWR). This ?eld controls the PoWer-Up time during 
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ADC Burst conversions. The ADC is enabled a minimum of 
200 nsec before the ?rst conversion takes place. There is 
provided a single bit for the ADC Pre-Track Enable opera 
tion (PRETRK). When set, the ADC Will track continuously 
betWeen conversions. There is provided a single bit for the 
ADC Post-Track Enable operation (POSTTRK), Which 
When set, Will control the ADC to track for 2*(ADCTM+ 
1)/ADC_CLK betWeen each convert-start and the start of 
conversion. The ADC track time (ADCTM) is a ?eld of tWo 
bits that controls the post-tracking time as described herein 
above. 

[0061] The con?guration register of FIG. 15b controls the 
basic con?guration of the system. There are provided ?ve 
bits for the ADC Clock Rate Control (ADCSC), Which ?eld 
controls the sample clock rate of the ADC. FCLK is the 
current system clock When the Burst Enable is not selected 
and is a maXimum of 25 MHZ When Burst Enable is selected. 
There are provided tWo bits for the ADC Repeat Count 
(ADCRPT), Which is a ?eld that controls the number of 
conversions taken betWeen the ADC interrupts or during 
ADC Conversion Bursts. Note that after the end of a 
conversion, an interrupt ?ag is set, but When the conversion 
Repeat Count is not “1,” then the interrupt is set only after 
the last conversion. The ADC Calibration Enable (CALEN) 
is an enable bit that enables the ADC calibration mode. This 
feature is not described herein. 

[0062] Referring to the register of FIG. 15c, the control 
bits provide various control functions. There is a single ADC 
enable bit (ADCEN) that enables the ADC. There is pro 
vided a single ADC Burst Mode Enable (BURSTEN) Which 
enables the ADC for burst conversions. In the burst mode, as 
described herein above, the ADC operates from an internal 
high frequency oscillator, 20 MHZ in the disclosed embodi 
ment. On each convert start signal, the ADC is enabled and 
alloWed to stabiliZe for 200 nsec*ADCPWR, such that the 
PoWer-Up time is incremented in increments of 200 nsec. 
One or more conversions (based upon the value of 
ADCRPT) is then performed and the ADC is poWered doWn. 
If ADCEN is also set, the poWer-up and poWer-doWn opera 
tions are skipped. If ADCEN=0, the ADC should be con 
?gured for post-tracking. OtherWise, either pre-tracking or 
post-tracking can be utiliZed. The ADC Conversion Com 
plete Interrupt (ADCINT) bit provides an interrupt ?ag that 
is set at the end of each conversion. If the conversion Repeat 
Count (ADCRPT) is not “1,” the interrupt is set only after 
the last conversion. The ADC Busy (ADBUSY) bit Writes to 
the ADBUSY When ADCCM=0 initiates the conversion 
sequence. Reads of ADBUSY (=1) indicate When a conver 
sion is in progress. The ADC WindoW Compare Interrupt 
(ADWINT) provides an interrupt ?ag that is set at the end 
of a conversion, Which satis?es the WindoW compare con 
ditions for the abort feature (or other normal compares). If 
the conversion repeat count (ADCRPT) is not “1,” the 
interrupt is set only after the last conversion. The ADC 
Results Adjust Bit (ADRJUST) is set such that, When “0,” 
the ADC results are right justi?ed, otherWise the results are 
left justi?ed. The ADC Conversion Start Source (ADCCM) 
provides a ?eld that sets the source of conversion. 

[0063] Referring noW to FIG. 16, there is illustrated a How 
chart for the subclocking feature, Which is initiated at a 
block 1602. The program then ?oWs to a decision block 
1604 to determine if a convert request has been received. As 
described herein above, this convert request can be in 
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response to an external rising edge of the eXternal CNVST 
signal or in response to a timer over?oW that constitutes an 
internal request or Writes to ADBUSY When the convert 
request has been received, the program ?oWs to a decision 
block 1606 to determine if the BUSY ?ag is set, indicating 
that the convert request cannot be serviced and it Will be 
ignored. When the system is ready to service a request, the 
program ?oWs along the “N” path from decision block 1606 
to a decision block 1608 to determine if the poWer-up feature 
has been selected. If so, this indicates that the ADC is to be 
poWered up during the convert operation and the program 
?oWs along the “Y” path to a function block 1610 to apply 
poWer to the ADC and then to a function block 1612 to alloW 
a certain amount of time to elapse before conversion is to 
proceed after tracking is initiated to sample the analog value, 
as indicated by a decision block 1614. When an appropriate 
amount of delay has passed, the program ?oWs to a function 
block 1622 to run the SAR conversion algorithm at the high 
frequency clock rate, Which Was selected by the CPU 102 in 
a prior setup operation. The program Will stay in the SAR 
conversion algorithm until complete, as indicated by deci 
sion block 1624, at Which time the program ?oWs along a 
“Y” path therefrom to a function block 1628 to transfer data 
and then set the interrupt bit. The program then ?oWs to a 
decision block 1630 to determine if a poWer-doWn operation 
is to be performed, this being the mode that Would be present 
if the poWer-up feature Were selected. If so, the program 
?oWs along a “Y” path to a function block 1632 to remove 
poWer from the ADC and then to a Return block 1634. If the 
poWer-doWn feature has not been selected, the program 
?oWs from the decision block 1632 to the Return Block 
1634. 

[0064] Referring noW to FIG. 17, there is illustrated a How 
chart depicting the operation of multiple conversions Within 
a convert request. The program is initiated at a block 1702 
and then proceeds to a decision block 1704 to determine if 
a convert request has been received. In the high frequency 
mode, Which is the subject of this How chart, the program 
Will then How to a SAR conversion block 1706 to perform 
the SAR conversion operation at the high frequency clock 
rate. This is similar to the operation With respect to that 
described in the How chart of FIG. 16. The program then 
?oWs to a decision block 1708 to determine if the SAR 
conversion is complete. When complete, the program ?oWs 
along a “Y” path to a decision block 1710 to determine if the 
BURST_EN function is selected. If so, the program then 
?oWs to a decision block 1714 to determine if any of the data 
that has been previously collected is to be processed. If so, 
the program Will ?oW along a “Y” path to a function block 
1716 to subject this data to processing. This processing 
might be such as maintaining a running average With a prior 
value. If no processing is required, then the program Will 
?oW along a “N” path to a function block 1718 to store the 
data in the FIFO (or RAM). If subject to processing, 
hoWever, the How chart Will ?oW from block 1716 to block 
1720 to store the data and then the program Will How to a 
decision block 1722 in order to determine if the Repeat 
operation is complete, i.e., have all the conversions taken 
place Within the single convert request cycle. If not, the 
program Will ?oW along a “N” path back to the input of the 
SAR conversion block 1706 to repeat the operation until 
complete, at Which time it Will ?oW along a “Y” path from 










