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(57) ABSTRACT 

A range?nding instrument and method for automatically 
determining and providing user speci?c suggestions for 
gol?ng applications Wherein a user enters at least one club 
type and associated representative user range for the at least 
one club type to a data store associated With a range?nding 
instrument. The instrument determines a range to a selected 
point on a golf course and eXtrapolates and displays a 
suggested club type appropriate to the determined range 
from the stored data. Other factors, such as the course 
terrain, Weather and/or soil conditions may be analyzed to 
provide an alternative suggested club type for the same 
determined distance. 
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RANGEFINDING INSTRUMENT AND METHOD 
FOR AUTOMATICALLY DETERMINING AND 

PROVIDING USER SPECIFIC SUGGESTIONS FOR 
GOLFING APPLICATIONS 

BACKGROUND OF THE INVENTION 

[0001] The present invention relates, in general, to the 
?eld of range?nding instruments and methods for recre 
ational activities. More particularly, the present invention 
relates to a laser-based range?nding instrument and method 
for automatically determining and providing user speci?c 
suggestions for gol?ng applications. 

[0002] Professional, and other avid golfers, Will often rely 
on their oWn personal experience, more consistent hitting 
proWess and knoWledge of particular course conditions to 
enable them to determine the appropriate club selection for 
a given shot. Additionally, experienced caddies may also be 
used to provide input to the golfer regarding a given course 
and its various features. 

[0003] HoWever, a need exists for a relatively inexpensive, 
precise device Which may be customiZed for a given user for 
automatically suggesting the appropriate club for use by 
other less experienced golfers for the particular distance a 
ball is desired to be hit on the fairWay or to provide 
suggestions as to the aiming point for a putt on a green given 
the contours or other conditions thereof. 

SUMMARY OF THE INVENTION 

[0004] Particularly disclosed herein in a putting mode of 
operation is a range?nding instrument comprising a proces 
sor, a range?nder coupled to the processor for determining 
a range to a selected point on a golf course green, a tilt sensor 
coupled to the processor for indicating an angular inclination 
of the selected point from the instrument and a display 
coupled to the processor for displaying an indication of a 
suggested aim point. 

[0005] Further disclosed herein in a fairWay mode of 
operation is a range?nding instrument comprising a user 
input for providing data to the instrument indicative of at 
least one golf club type and at least one representative user 
range for the at least one golf club type. A data store is 
associated With the instrument and the user input for main 
taining the at least one golf club type and the at least one 
representative user range as a ?rst correlated data set. A 
processor is coupled to the data store for computing at least 
one other correlated data set indicative of another golf club 
type and associated representative user range based upon a 
relationship in the ?rst correlated data set. The instrument 
further comprises a range?nder for determining a range to a 
selected point on a golf course and a display coupled to the 
processor and the range?nder for indicating a suggested golf 
club type based upon at least one of the ?rst or one other 
correlated data sets and the determined range to the selected 
point. 
[0006] Still further disclosed herein is a method associated 
With a golf game comprising entering at least one club type 
and associated representative user range for the at least one 
club type to a data store associated With a range?nding 
instrument. The method further comprises determining a 
range to a selected point on a golf course With the range?nd 
ing instrument, extrapolating a suggested club type appro 
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priate to the determined range from the at least one club type 
and associated representative user range and displaying the 
suggested club type to a user of the range?nding instrument. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0007] The aforementioned and other features and objects 
of the present invention and the manner of attaining them 
Will become more apparent and the invention itself Will be 
best understood by reference to the folloWing description of 
a preferred embodiment taken in conjunction With the 
accompanying draWings, Wherein: 

[0008] FIG. 1 is a representative functional block diagram 
of a possible system for implementing a range?nding instru 
ment and method for automatically determining and provid 
ing user speci?c suggestions for gol?ng applications in 
accordance With the present invention; 

[0009] FIG. 2 is an exemplary logic ?oW chart for pro 
gramming a range?nding instrument to function in accor 
dance With an embodiment of the present invention; 

[0010] FIG. 3 is an additional exemplary logic ?oW chart 
indicative of a use of a range?nding instrument in accor 
dance With the present invention in a fairWay operational 
mode; 
[0011] FIG. 4 is a further additional exemplary logic ?oW 
chart indicative of a use of a range?nding instrument in 
accordance With the present invention in a putting opera 
tional mode; 

[0012] FIGS. 5A through 5C are rear perspective, front 
perspective and side elevational vieWs of a possible physical 
format for a laser-based embodiment of a range?nding 
instrument housing the functional elements of FIG. 1 and 
incorporating an in-sight display vieWable by a user thereof 
Within the eyepiece While sighting a selected point on a golf 
course or green. 

DESCRIPTION OF A REPRESENTATIVE 
EMBODIMENT 

[0013] With reference noW to FIG. 1, a representative 
functional block diagram of a possible system 100 for 
implementing a range?nding instrument and method for 
automatically determining and providing user speci?c sug 
gestions for gol?ng applications in accordance With the 
present invention is shoWn. 

[0014] The system 100 comprises, in pertinent part a 
range?nder 102 for determining distances to a selected point 
on a golf course fairWay or green as Will be more fully 
described hereinafter. While, in the representative embodi 
ment disclosed herein, the range?nder may be a laser-based 
range?nder, other possible range?nding technologies may 
be employed such as radar-based devices or those incorpo 
rating other range?nding technologies. Representative laser 
based range?nding technology, including devices incorpo 
rating a built-in tilt sensor, is disclosed, for example, in US. 
Pat. Nos. 5,528,518; 5,806,020 and 5,859,693 all assigned to 
Laser Technology, Inc., assignee of the present invention, 
the disclosures of Which are herein speci?cally incorporated 
by reference in their entirety. 

[0015] The system 100 further includes a number of 
different possible sensors 104 for providing additional inputs 
to the system 100. As contemplated herein, such sensors 104 
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may comprise tilt sensors, angular sensors, Wind speed and 
direction sensors, altitude sensors, barometric pressure sen 
sors and other devices for providing appropriate positional 
and/or environmental input to the system 100. A user input 
106 is provided for receiving additional user-supplied inputs 
to the system 100 and may comprise, for example, a key-pad 
or one or more sWitches for toggling “on” or “off” or 

scrolling through and selecting various menu items vieWable 
on an in-sight display 112 as Will be more fully described 
hereinafter. 

[0016] A processor 108 receives inputs from the 
range?nder 102, one or more sensors 104 and user input 106 
and communicates With and stores data in, and retrieves data 
from, an associated data store 110. It should be noted that 
any of the range ?nder 102, sensors 104 or user input 106 
may also provide data directly to the data store 110 and/or 
the in-sight display 112 and need not communicate With the 
data store 110 or in-sight display 112 through the processor 
108. 

[0017] With reference noW to FIG. 2, an exemplary logic 
?oW chart for programming a range?nding instrument to 
function in accordance With an embodiment of the present 
invention is shoWn. In a programming mode of operation 
200, the system 100 may prompt a user to enter an identi?er 
(ID) for the particular user such that subsequently entered 
and/or computed data may be correctly associated With the 
proper user. In this regard, at input step 202, user identi? 
cation data is entered into the system 100 and stored, for 
example, in the data store 110, at step 204. Such user ID data 
may be entered in any of numerous knoWn methods through 
the user input 106. 

[0018] Subsequently, at input step 206, the user may be 
prompted to enter a fairWay club type (eg a numbered 
driver, iron and the like) for Which a personal ball driving 
distance under nominal conditions is knoWn to the user. This 
club type information is stored in the system 100 at step 208. 
At input step 210, the user may then enter a representative 
personal ball driving distance associated With the club type 
entered previously in input step 206. Entry may be, again, 
through the user input 106. This information is then corre 
lated at step 212 to the club type previously entered by the 
system 100 and stored, for example, in the data store 110. 
Given this information, the system 100 may then compute at 
step 214 (eg using the processor and the entered/stored 
data) the appropriate corresponding distances for other club 
types than the type entered at step 206. It should be noted 
that, in other embodiments of the present invention, the 
system 100 may alternatively prompt a user to enter a 
plurality of club types and associated ball driving distances 
in lieu of computing them itself. In any event, at least a 
subset of the various club types available to a golfer and an 
associated ball driving range for each is noW retained Within 
the system 100 at step 216 (eg speci?c to a given user of 
the system 100) and may be stored, for example, Within the 
data store 110. 

[0019] With reference noW to FIG. 3, an additional exem 
plary logic ?oW chart is shoWn indicative of a use of a 
range?nding instrument in accordance With the present 
invention in a fairWay mode of operation 300. With data 
representative of a club type to ball driving distance noW 
being maintained Within the system 100 in accordance With 
the operation 200 of the preceding ?gure, a user may noW be 
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prompted to enter his user ID at input step 302. The user 
Would then aim the range?nder 102 at a point on the fairWay 
or golf course Where he desires to hit the ball and press the 
“?re” button at step 304 to enable the range?nder 102 to 
compute the distance to the point at step 306. In response to 
this distance computation, the user Will then be presented 
With the suggested club to use to achieve this distance at step 
320. 

[0020] In alternative embodiments of the present inven 
tion, other optional or alternative factors and inputs (indi 
cated by dashed lines) may be provided to the system 100 to 
provide corrections or possible modi?cation to What Would 
otherWise be a suggested club type based upon terrain, 
environmental or other factors. For example, at input step 
308, a tilt sensor may be provided as one of the sensors 104 
in conjunction With the system 100 (alternatively, manual 
input of an angle of inclination or declination may be entered 
through the user input 106) to provide a factor at step 310 to 
correct for differences in elevation betWeen Where the user 
is currently standing and the point to Which he is intending 
his shot to be placed. As an example, hitting to a doWnWard 
lying position may result in a higher number club type being 
suggested for a given distance While hitting to an upWard 
lying position may result in a loWer number club type being 
suggested for the same given distance. 

[0021] At input step 312, the system 100 may also com 
prise a Wind direction and speed sensing system for provid 
ing inputs to the system 100 Which provide correction 
factor(s) at step 314 for possible alteration of a system 100 
suggested club type based upon Whether there is a folloWing 
or opposing Wind and the speed thereof. In other embodi 
ments of the present invention, the system 100 may utiliZe 
the Wind speed and direction information to further provide 
a visual indication in the in-sight display 112 of an offset 
aiming point to reach the desired point on the fairWay or golf 
course in light of the prevailing Wind conditions. This 
information may also be, or in substitution for, provided to 
the user through the in-sight display 112 in the form of 
verbal directions or other forms of communication. Still 
further, in lieu of an associated Wind speed and direction 
sensor 104, the information about prevailing Wind condi 
tions may further be manually entered by a user as to either 
the conditions at the point of hitting the ball, its desired 
aiming point or any other point through entry to the system 
100 by means of the user input 106. 

[0022] In still other embodiments of the present invention, 
the ground conditions of the course (e.g. Wet, dry, froZen and 
the like) may be entered to the system 100 at input step 316 
for providing possible modi?cation of a system 100 sug 
gested club type due to the anticipated roll factor (at step 
318) that such a ground condition might impart to the ball. 
Although not illustrated, the system 100 may be readily 
modi?ed to accept other factors for possible modi?cation of 
a suggested club type based upon, for example, the altitude 
of the course, the barometric pressure, the type of ball in use 
(hoW far it travels for a given impact relative to other types 
of golf balls) and the like. Once the initial shot has been 
made, the system 100 may again be used to aid a user in 
selecting the appropriate club for the distance to the next 
desired point on the course at step 324 from the point Where 
the ?rst shot has landed. 

[0023] With reference noW to FIG. 4, a further additional 
exemplary logic ?oW chart is shoWn indicative of a use of a 



US 2005/0221905 A1 

range?nding instrument in accordance With the present 
invention in a putting operation 400. In the putting mode of 
operation 400, the distance a particular golf club can be used 
by a particular user to hit a given distance in not nearly as 
important as, in most instances, a putter Will be the only club 
in use. Under these conditions, it is the various contours of 
the green and ball speed that are most important. 

[0024] At step 402, the range?nder 102 may be aimed at 
the cup (or hole) and the distance to the hole computed at 
step 404. In the representative embodiment illustrated, the 
identi?cation of a particular user of the system 100 is not 
required. Through the utiliZation of, for example, a built-in 
tilt sensor 104, this input at step 406 is provided to enable 
the system to determine, in addition to the distance to the 
hole, the angle of inclination or declination at step 408 from 
the point Where the user is then standing. Cross lope can be 
determined by the operator standing at a right angle to the 
line of the ball and/or pin and taking a number of shots along 
the line. Another method that may be employed Would be to 
incorporate a compass into the instrument (or utiliZe one in 
conjunction With the instrument) Which Would then enable 
the operator to determine cross slope Without having to stand 
at a right angle to the ball and/or pin. Again, other optional 
inputs and correction factors may be implemented as pre 
viously described, here represented in dashed lines as input 
steps 410 and 414 in conjunction With the determination of 
respective correction factors at steps 412 and 416. 

[0025] At step 418, the system 100 may provide a visually 
offset aiming point for the putt based upon the distance and 
slope of the green contours superimposed on the visual 
aiming point at the cup. Alternatively, verbal instructions 
such as the number of feet or inches to aim the putt to the 
right or left of the hole may be provided. Should the putt be 
missed, at step 420, the same process may be repeated until 
the putt is ultimately made. 

[0026] With reference additionally noW to FIGS. 5A 
through 5C, respective rear perspective, front perspective 
and side elevational vieWs of a possible physical format for 
a laser-based embodiment of a range?nding instrument 500 
is shoWn for housing the functional elements of the system 
100 of FIG. 1. The range?nding instrument 500 includes an 
eyepiece 502 (it may be monocular as shoWn or binocular) 
through Which the user may sight the range?nder 102 at the 
desired point on the fairWay or the hole on the green. It also 
enables the user to see, for eXample, a superimposed image 
of a menu or items for selection in the program mode of 
operation 200, the user ID, the suggested golf club type, the 
distance to the selected point on the course, and/or any other 
correction factors or inputs employed on the in-sight display 
112. 

[0027] A diopter adjustment Wheel 504 enables the user of 
the system 100 to focus the reticle, While a user actuatable 
sWitch 506 (or a plurality of sWitches) functions as a user 
input 106 for entering certain of the information in the 
program mode of operation 200 or any other of the system 
100 operational modes. The sWitch 506, as previously 
described, may also be used to enable a user to select scroll 
through and/or select from various items displayed on the 
in-sight display 112. An additional button or sWitch 508 may 
be used to “?re” the laser-based range ?nder to initiate a 
sequence of pulses toWard the selected point or cup to enable 
the range?nder 102 to determine the distance to the point or 
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cup. In the particular implementation of the present inven 
tion shoWn implemented utiliZing a laser-based range?nder 
102, the optical vieWing path and laser pulse transmission 
aperture is illustrated as element 510 While the laser pulse 
receiving aperture is illustrated as element 512. 

[0028] While there have been described above the prin 
ciples of the present invention in conjunction With speci?c 
circuit elements and functionality, it is to be clearly under 
stood that the foregoing description is made only by Way of 
eXample and not as a limitation to the scope of the invention. 
Particularly, it is recogniZed that the teachings of the fore 
going disclosure Will suggest other modi?cations to those 
persons skilled in the relevant art. Such modi?cations may 
involve other features Which are already knoWn per se and 
Which may be used instead of or in addition to features 
already described herein. Although claims have been for 
mulated in this application to particular combinations of 
features, it should be understood that the scope of the 
disclosure herein also includes any novel feature or any 
novel combination of features disclosed either explicitly or 
implicitly or any generaliZation or modi?cation thereof 
Which Would be apparent to persons skilled in the relevant 
art, Whether or not such relates to the same invention as 
presently claimed in any claim and Whether or not it miti 
gates any or all of the same technical problems as confronted 
by the present invention. The applicants hereby reserve the 
right to formulate neW claims to such features and/or com 
binations of such features during the prosecution of the 
present application or of any further application derived 
therefrom. 

What is claimed is: 
1. A range?nding instrument comprising: 

a user input for providing data to said instrument indica 
tive of at least one golf club type and at least one 
representative user range for said at least one golf club 
type; 

a data store associated With said instrument and said user 
input for maintaining said at least one golf club type 
and said at least one representative user range as a ?rst 
correlated data set; 

a processor coupled to said data store for computing at 
least one other correlated data set indicative of another 
golf club type and associated representative user range 
based upon a relationship in said ?rst correlated data 
set; 

a range?nder for determining a range to a selected point 
on a golf course; and 

a display coupled to said processor and said range?nder 
for indicating a suggested golf club type based upon at 
least one of said ?rst or one other correlated data sets 
and said determined range to said selected point. 

2. The range?nding instrument of claim 1 Wherein said 
display is further operative to indicate said determined 
range. 

3. The range?nding instrument of claim 1 Wherein said 
display is an in-sight display. 

4. The range?nding instrument of claim 1 further com 
prising: 

a tilt sensor coupled to said processor for indicating an 
angular inclination of said selected point from said 
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instrument for possible alteration of said suggested golf 
club type based upon said determined range and said 
angular inclination. 

5. The range?nding instrument of claim 4 Wherein said 
display is further operative to indicate said angular inclina 
tion of said selected point. 

6. The range?nding instrument of claim 1 further com 
prising: 

a Wind speed and direction sensor coupled to said pro 
cessor for indicating a Wind direction at said instrument 
for possible alteration of said suggested club type based 
upon said determined range and said Wind speed and 
direction. 

7. The range?nding instrument of claim 6 Wherein said 
display is further operative to indicate said Wind speed and 
direction. 

8. The range?nding instrument of claim 1 further com 
prising said user input coupled to said processor for entering 
a Wind speed and direction at said selected point for possible 
alteration of said suggested club type based upon said 
determined range and said Wind speed and direction. 

9. The range?nding instrument of claim 8 Wherein said 
display is further operative to indicate said Wind speed and 
direction. 

10. The range?nding instrument of claim 1 further com 
prising said user input coupled to said processor for entering 
a ground condition at said selected point for possible alter 
ation of said suggested club type based upon said range and 
said ground condition. 

11. The range?nding instrument of claim 8 Wherein said 
display is further operative to indicate said ground condi 
tion. 

12. The range?nding instrument of claim 1 Wherein said 
user input is further operative for entering at least one user 
identi?cation associated With said ?rst and said at least one 
other correlated data sets. 

13. A range?nding instrument comprising: 

a processor; 

a range?nder coupled to said processor for determining a 
range to a selected point on a golf course green; 

a tilt sensor coupled to said processor for indicating an 
angular inclination of said selected point from said 
instrument; and 

a display coupled to said processor for displaying an 
indication of a suggested aim point based upon said 
range and said angular inclination. 

14. The range?nding instrument of claim 13 Wherein said 
display is further operative to indicate said determined 
range. 

15. The range?nding instrument of claim 13 Wherein said 
display is an in-sight display. 

16. The range?nding instrument of claim 13 Wherein said 
indication of said suggested aim point is a graphical indi 
cation of said aim point. 

17. The range?nding instrument of claim 13 Wherein said 
indication of said suggested aim point is a teXtual indication 
of said aim point. 
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18. The range?nding instrument of claim 13 Wherein said 
display is further operative to indicate said angular inclina 
tion of said selected point. 

19. The range?nding instrument of claim 13 further 
comprising: 

a Wind speed and direction sensor coupled to said pro 
cessor for indicating a Wind direction at said instrument 
for possible alteration of said suggested aim point 
based upon said determined range, said angular incli 
nation and said Wind speed and direction. 

20. The range?nding instrument of claim 19 Wherein said 
display is further operative to indicate said Wind speed and 
direction. 

21. The range?nding instrument of claim 13 further 
comprising a user input coupled to said processor for 
entering a ground condition at said selected point for pos 
sible alteration of said suggested aim point based upon said 
range, said angular inclination and said ground condition. 

22. The range?nding instrument of claim 21 Wherein said 
display is further operative to indicate said ground condi 
tion. 

23. A method associated With a golf game comprising: 

entering at least one club type and associated represen 
tative user range for said at least one club type to a data 
store associated With a range?nding instrument; 

determining a range to a selected point on a golf course 
With said range?nding instrument; 

extrapolating a suggested club type appropriate to said 
determined range from said at least one club type and 
associated representative user range; and 

displaying said suggested club type to a user of said 
range?nding instrument. 

24. The method of claim 23 further comprising the step of: 

computing at least said suggested club type and an 
associated representative user range for said at least one 
other club type for retention in said data store. 

25. A gol?ng instrument comprising: 

a user input for providing data to said instrument indica 
tive of at least one golf club type, at least one repre 
sentative user range for said at least one golf club type 
and a range to a selected point on a golf course; 

a data store associated With said instrument and said user 
input for maintaining said at least one golf club type 
and said at least one representative user range as a ?rst 
correlated data set; 

a processor associated With said data store and said user 
input for computing at least one other correlated data 
set indicative of another golf club type and associated 
representative user range based upon a relationship in 
said ?rst correlated data set; and 

a display coupled to said processor for indicating a 
suggested golf club type based upon at least one of said 
?rst or one other correlated data sets and said input 
range to said selected point. 

* * * * * 


