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I'm 

A seat back of automotive seat, Which comprises an upper 
seat back portion and a loWer seat back portion. A foam 
padding of the upper seat back portion is greater in hardness 
than that of the loWer seat back portion. A vent element is 
provided in each of the tWo seat back portions. The vent 
element may include a through-hole or a recessed portion, 

and/or a netted element provided on the loWer seat back 

portion. The upper seat back portion is ?xedly connected 
With the loWer seat back portion in an integral manner by 
means of a connecting element disposed Within both of those 
tWo seat back portions. 
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SEAT BACK OF AUTOMOTIVE SEAT 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates to an automotive 
bucket seat, and in particular to a seat back of such auto 
motive bucket seat. 

[0003] 2. Description of Prior Art 

[0004] In general, an automotive bucket seat is of a 
relatively deep seating con?guration to receive a seat occu 
pant therein in an embracing Way. Namely, the con?guration 
of such bucket seat features a deeply recessed formation of 
its seat back, and the seat back per se is formed to have a 
main seating portion and a pair of forWardly protrudent side 
support portions. In particular, the Waist and shoulder sup 
port regions of each of the tWo side support portions project 
more forWardly than the main seating portion to provide an 
improved embracing support touch to the seat occupant. 

[0005] Some of the bucket seats of this kind have a divided 
seat back structure comprising upper and loWer seat back 
portions, as disclosed from the Japanese Laid-Open U.M. 
Publication No. 63-118854. According thereto, a vertical 
adjustment mechanism is provided betWeen the upper and 
loWer seat back portions so as to enable vertical adjustment 
of the upper seat back portion With respect to the loWer seat 
back portion to thereby provide an optimum back support 
area to a different physique of each different seat occupant. 

[0006] HoWever, in such conventional seat, all the upper 
and loWer seat back portions are provided With a same foam 
padding of same hardness or density therein, and further, 
hard portions of the vertical adjustment mechanism and/or 
seat back frame connection portions are eXposed adjacent to 
both sides of the seat occupant. As a consequence thereof, it 
is difficult to adjust a uniform embracing support touch to 
both of the upper and seat back portions. In particular, When 
applying a structural modi?cation to the upper seat back 
portion to improve support touch to the head and shoulder 
portions of the seat occupant, it is quite dif?cult to struc 
turally modify the loWer seat back portion in order to attain 
a proper embracing support touch to the Waist portion of the 
seat occupant accordingly. The eXposed hard portions, such 
as a portion of the vertical adjustment mechanism or the seat 
back frame connection portions, gives an unpleasant hard 
touch to the lateral body portions of the seat occupant. 

[0007] Moreover, in this kind of bucket seat, during a long 
period of time for his or her being seated therein, the seat 
occupant gets to feel hot and stuffy at the back portion and 
become uncomfortable in the seat. The same goes especially 
for the case Where a heater is built in the seat back of the 
seat. 

SUMMARY OF THE INVENTION 

[0008] In vieW of the above-stated draWbacks, it is a ?rst 
purpose of the present invention to provide an improved seat 
back of automotive seat Which positively supports and holds 
the head and shoulder portions of a seat occupant, While 
moderately supports the trunk portion of the seat occupant. 
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[0009] In order to achieve such purpose, a seat back of 
automotive seat in accordance With the present invention is 
basically comprised of: 

[0010] a loWer seat back portion including a foam 
padding provided therein; and 

[0011] an upper seat back portion connected With an 
upper area of the loWer seat back portion, the upper 
seat back portion including a foam padding provided 
therein, 

[0012] Wherein the foam padding of the upper seat 
back portion is greater in hardness than the foam 
padding of the loWer seat back portion. 

[0013] It is a second purpose of the invention to avoid a 
stuffy, hot and moist state Which can easily occur betWeen 
the seat back and the back portion of seat occupant. 

[0014] For that purpose, a vent means is provided in the 
seat back to alloW air to How at the loWer and upper seat 
back portions. The vent means may comprise: a ?rst vent 
hole means de?ned betWeen the upper and loWer seat back 
portions; and a second vent hole means de?ned in the loWer 
seat back portions. Alternatively, in addition to the ?rst and 
second vent hole means, the vent means may include a 
netted element provided on the forWard surface of the loWer 
seat back portion. 

[0015] In one aspect of the present invention, a connecting 
means for connecting the upper and loWer seat back portions 
is disposed Within both the upper and seat back portions so 
as not to be eXposed outWardly of the seat back, thus giving 
no unpleasant hard touch to a seat occupant. 

[0016] Other various features and advantages Will become 
apparent from reading of the description hereinafter, With 
reference to the anneXed draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0017] FIG. 1 is a schematic perspective vieW shoWing a 
seat back of the present invention Which is provided in an 
automotive seat; 

[0018] FIG. 2 is a schematic perspective vieW shoWing 
the seat back as Well as the automotive seat as seen from the 

backWard side thereof; 

[0019] FIG. 3 is a partly broken sectional vieW taken 
along the line III-III in the FIG. 1, Which shoWs one mode 
of ?rst vent hole formed in the seat back; 

[0020] FIG. 4 is an exploded perspective vieW of the seat 
back, Which shoWs the upper and loWer seat back portions 
thereof; 

[0021] FIG. 5 is a partly broken fragmentary section vieW 
of one alternative mode of the seat back, Which soWs a 
recessed vent portion as another mode of the ?rst vent hole; 

[0022] FIG. 6 is a schematic perspective vieW shoWing 
another alternative mode of the seat back; 

[0023] FIG. 7 is a sectional vieW taken along the line 
VII-VII in the FIG. 6; and 

[0024] FIG. 8 is an enlarged partial vieW corresponding to 
the portion designated by X in the FIG. 7. 
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DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS OF THE INVENTION 

[0025] Referring to FIGS. 1 thorough 8, there are illus 
trated preferred embodiments of seat back (SB) of automo 
tive bucket seat (S) in accordance With the present invention, 
the seat back (SB) being of a tWo divided structure com 
prising an upper seat back portion (B) and a loWer seat back 
portion Designation (SC) denotes a seat cushion of the 
seat 

[0026] Generically stated, in accordance With the present 
invention, the upper and loWer seat back portions (B) (A) of 
seat back (SB) are of an optimum integral con?guration for 
embracingly receiving and supporting the Waist and lateral 
upper body portions as Well as shoulder portion of an 
occupant sitting on the seat (S), as Will be speci?ed later, 
and, in addition thereto, the seat back (SB) is provided With 
a vent means (V) for alloWing air to How at the back support 
region of the seat back (SB) Where the back of a seat 
occupant (not shoWn) is in a close contact With forWard 
surface regions of the seat back (SB), thereby preventing 
that particular back support region from being in a hot, stuffy 
and moist state and thus giving a refreshing condition to the 
seat occupant’s back portion. 

[0027] As shoWn in FIG. 1, the loWer seat back portion 
(A) is basically formed to have a pair of protuberant side 
bolster support regions (2) (2) and a main back support 
region (1) de?ned betWeen those tWo side support regions 
(2) 
[0028] The main back support region (1) is formed in a 
shape substantially conforming to a Whole shape of the back 
of seat occupant. 

[0029] On the other hand, the tWo side bolster support 
regions (2) (2) are each formed protuberant forWardly from 
the main back support region (1) in a shape generally 
conforming to one side of seat occupant’s body trunk 
portion ranging from his or her armpit to Waist. In this 
respect, designation (21) denotes an upper local area of the 
side bolster support region (2) Which is adapted to support 
one side of an upper trunk portion of the seat occupant 
ranging substantially from his or her armpit to belly, and 
designation (20) denotes a loWer local area of the side 
bolster support region (2) Which is adapted to support one 
side of a loWer trunk portion of the seat occupant ranging 
substantially from his or her belly to Waist. 

[0030] The upper seat back portion (B) is of a generally 
inverted-U-shaped con?guration comprising: a headrest 
region (4); and a pair of shoulder support regions (3) (3) 
extending doWnWardly from the headrest region More 
speci?cally, the upper seat back portion (B) is comprised of: 
an inverted-U-shaped frameWork (33) having a headrest 
frame (33A) and a pair of side support frames (33B) (33B); 
a foam padding (BP); and a trim cover assembly (BT). The 
foam padding (BP) is integrally formed on an entirety of the 
headrest frame (33A) and side support frames (33B), assum 
ing a predetermined outer con?guration of the upper seat 
back portion (B), and the trim cover assembly (BT) is af?Xed 
on a Whole of that foam padding (BP). 

[0031] Designation (5) denotes an upWardly arcuate loWer 
end region of the foregoing upper seat back portion (B), 
Which is one part for de?ning an undermentioned second 
vent through-hole (H2) forming one of the afore-stated vent 
means 
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[0032] In this conteXt, it is noted that, hereinafter, the 
Wording, “forWard direction” or “forWard”, and the Wording, 
“backWard direction” or “backWard”, shall refer to a direc 
tion to the forWard side of seat (S) and a direction to a 
backWard side (R) of seat (S), respectively. 

[0033] As best seen in FIG. 4, each of the tWo side support 
frames (33B) has a securing plate frame (33C) ?Xed to the 
loWer end portion thereof. OtherWise stated, a pair of 
securing plate frames (33C) are provided in the respective 
tWo shoulder support regions (3) of upper seat back portion 
(B). Those tWo securing plate frames (33C) are each formed 
With a pair of connecting holes (33Ch) (33Ch) therein. 

[0034] As best understandable from FIGS. 3 and 4, the 
trim cover assembly (BT) is divided into: a headrest trim 
cover assembly portion (40) covering an area of the foam 
padding (BP) corresponding to the headrest region (4); and 
a pair of shoulder support trim cover assembly portions (30) 
(30) Which cover the respective tWo doWnWardly extending 
bifurcated areas of foam padding (BP) corresponding to the 
respective pair of shoulder support regions 

[0035] As understandable from FIG. 3 in cross-section, 
one of the tWo shoulder support trim cover assembly por 
tions (30) is formed by seWing together a forWard cover 
material (300A), an outer cover material (300B), a backWard 
cover material (300C), and an inWard cover material (300D). 
This is hoWever not limitative, and, as naturally knoWn in 
the art, it should be understood that other cover materials 
may be seWn With those materials to form a Whole of each 
of the shoulder support trim cover portions (30). 

[0036] While not clearly shoWn, but as understandable 
from FIGS. 3 and 4, a pair of connecting holes (53) (53) are 
formed in the inWard cover material (300D) of each of the 
tWo shoulder support trim cover assembly portions (30) so 
as to be in alignment With the respective tWo connecting 
holes (33Ch) of each securing plate frame (33C) stated 
above. 

[0037] As illustrated, the loWer seat back portion (A) 
includes a ?rst vent through-hole (H1) de?ned in the main 
back support region (1) thereof, the ?rst vent through-hole 
(H1) naturally opening in both forWard and backWard sur 
faces of the loWer seat back portion (A) and forming one of 
the afore-stated vent means Designations (11) and (10) 
denote upper and loWer areas of the main back support 
region (1), respectively, Which are de?ned vertically in 
relation to the ?rst vent through-hole (H1) . 

[0038] As best shoWn in FIG. 4, the loWer seat back 
portion (A) is basically formed by: a typical backrest frame 
(13) of a generally “inverted U” shape having a pair of 
lateral frame portions (13A) (13A) and a pair of securing 
plate frames (13B) (13B); a foam padding integrally 
formed on a Whole of those frame elements (13A, 13B); and 
a trim cover assembly (AT) af?Xed on that foam padding 

In addition, as seen in FIG. 2, the loWer seat back 
portion (A) includes a back cover (12) of synthetic resin 
material securely attached to the backWard side thereof, and 
a net (15) adapted for receipt of articles, Which is provided 
to the loWer area of the backWard side of the loWer seat back 
portion The back cover (12) has a generally annular 
cover region (12A) adapted to cover a half of the ?rst vent 
through-hole (H1) as shoWn. 

[0039] Speci?cally, each of the tWo securing plate frames 
(13B) has a pair of connecting holes (13Bh) formed therein 



US 2005/0225155 A1 

and is ?xedly attached at one end thereof to each lateral 
frame portion (13A) as shoWn in FIG. 3. The tWo lateral 
frame portions (13A) are ?rmly connected With tWo upper 
arms (14) (15) associated With a reclining device (see RD in 
FIG. 1), so that the loWer seat back portion (A) as Well as the 
upper seat back portion (B), or a Whole seat back (SB), are 
operatively connected via the reclining device (RD) With the 
seat cushion (SC) so as to be adjustably inclinable forWardly 
and backWardly relative to the latter. 

[0040] As best understandable from FIGS. 3 and 4, the 
foam padding is formed in a predetermined outer shape 
having: a central padding portion (101) corresponding to the 
main back support region (1); a generally rectangular (or 
circular) through-hole region (101H) Which de?nes the 
foregoing ?rst vent through-hole (H1); and a pair of side 
bolster padding portions (201) corresponding to the respec 
tive tWo protuberant side bolster support regions 

[0041] In accordance With the present invention, as shoWn 
in FIG. 4, the foam padding (BP) of the upper seat back 
portion (B) is greater in hardness and density than the foam 
padding of the loWer seat back portion 

[0042] The trim cover assembly (AT) is basically divided 
into: an upper main cover section (110) covering an upper 
area of the foam padding corresponding to an upper 
area of the central padding section (at 101 and 10); a loWer 
main cover section (100) covering a loWer area of the foam 
padding corresponding to the central padding portion 
(at 11); and a pair of side bolster cover sections (200) (200) 
covering the tWo side bolster padding portions (201) (201), 
respectively. The trim cover assembly (AT) further includes 
a generally annular cover section (100A) covering the 
through-hole region (101H) of the foam padding 

[0043] As understandable from FIG. 3 in cross-section, 
one of the tWo side bolster cover sections (200) is formed by 
seWing together a forWard cover material (200A), an outer 
cover material (200C), and a backWard cover material 
(200B). This is hoWever not limitative, and, as naturally 
knoWn in the art, it should be understood that other cover 
materials may be seWn With those materials to form a Whole 
of each of the side bolster cover portions (200). 

[0044] While not clearly shoWn, but as understandable 
from FIGS. 3 and 4, a pair of connecting holes (54) (54) are 
formed in the outer cover material (200C) of each of the tWo 
side bolster cover sections (200) so as to be in alignment 
With the respective tWo connecting holes (13Bh) of each 
securing plate frame (13B) stated previously. 

[0045] As shoWn in FIG. 3, a securing lug (204) is ?Xed 
to one end of the securing plate frame (13B), and, securely 
engaged With that securing lug (204) is a hook portion (205) 
of an anchor element (202) Which has one end ?Xedly seWn 
to the connection point Where the forWard cover material 
(200) and cover section (100) are seWn together, thereby 
serving to retain an outer shape of side bolster support region 
(2) 
[0046] Designation (201A) denotes a slit formed in the 
foam padding (200). This slit (201A) is resiliently openable 
to alloW securing bolts (50) and collars (52) to be passed 
therethrough for a purpose to be set forth later. 

[0047] Designation (203) denotes a Zip fastener connected 
by seWing betWeen the backWard cover material (200B) and 
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the cover section (100). While not shoWn completely, but it 
should be understood from FIG. 3 that the Zip fastener (203) 
eXtends along an entire periphery of the ?rst vent through 
hole As shoWn, the annular ?ange region (12A) of the 
back cover (12) serves to cover and conceal the Zip fastener 

(203). 
[0048] The upper seat back portion (B) is ?rmly and 
integrally connected With the loWer seat back portion (A) at 
their respective securing plate frames (33C) and (13B) by 
means of securing bolts (50) and nuts (51), as best seen in 
FIG. 3. Speci?cally, While not shoWn clearly, it is to be 
understood from FIG. 3 that the tWo securing nuts (51) are 
Welded to the outside surface of the securing plate frame 
(33C) in alignment With the respective tWo connecting holes 
(33Ch). In practical process for connecting the upper seat 
back portion (B) to the loWer seat back portion (A), prior to 
attaching the back cover (12) to the backWard side of the 
upper seat back portion (B), the tWo cover sections (100A) 
(200B) are ?rst unZipped by the Zipper fastener (203) and 
separated from each other along the ?rst vent through-hole 
(H1), after Which, the cover section (100A) is draWn and 
folded outWardly aWay from the foam padding (201), so that 
the slit (201A) is eXposed and accessible form the outside. 
After opening such slit (201A) Widely, both collars (52) and 
securing bolts (50) are inserted through the slit (201A) 
toWard the securing plate frame (13B), and then, each of the 
securing bolts (50) is passed through the corresponding hole 
(13Bh) and collar (52) and further passed through the 
corresponding each of the holes (54) and (53) associated 
respectively With the loWer and upper seat back portion trim 
cover assemblies (AT) and Then, the bolt (50) is 
threadedly driven in the corresponding nut (51). In that Way, 
the tWo shoulder support regions (33) of the upper seat back 
portion (B) are closely contacted and ?rmly connected With 
the respective tWo lateral Walls of the loWer seat back 
portion 

[0049] In this regard, it is seen that a second vent through 
hole (H2) is de?ned betWeen the top (11t) of loWer seat back 
portion (A) and the arcuate loWer end region (5) of upper 
seat back portion (B), the second vent through-hole (H2) 
naturally opening in both forWard and backWard surfaces 
respectively of the upper and back seat back portions (B) (A) 
and forming one of the vent means 

[0050] FIG. 5 shoWs an alternative second mode of the 
vent means (V), according to Which, the ?rst vent through 
hole (H1) is modi?ed into a recessed form, thus providing a 
recessed vent portion In this suggested mode, as 
shoWn, the foam padding (201) is formed With a correspond 
ing recessed portion (not designated, but as seen in FIG. 3) 
by cutting aWay a predetermined forWard half region of the 
central padding portion (101) thereof, and, on the other 
hand, the trim cover assembly (AT) is formed With a 
generally annular cover section (100A) and a ?at cover 
section (100B). The former cover section (100A). and the 
latter cover section (100B) cover the corresponding vertical 
inWard Wall and ?at Wall portions of the foregoing recessed 
portion of the foam padding (201), respectively. The anchor 
cloth (202) is connected at one end thereof With a corner 
betWeen those tWo cover sections (100A) (100B) by seWing, 
and the hook engagement part (205) of the anchor cloth 
(202) is securely engaged With the securing lug (206) ?Xed 
to the lateral frame portion (13A) of the backrest frame (13). 
In this embodiment also, the securing bolts (50) and nuts 
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(51) can be inserted through the slit (201A) in order to 
connect the upper seat back portion (B) With the loWer set 
back portion Namely, in practice, after tearing aWay the 
seWn connection line (J) along Which one end of the cover 
section (100A) is seWn With and along one end of the 
forWard cover material (200A), the cover section (100A) is 
draWn and folded outWardly aWay from the foam padding 
(201), so that the slit (201A) is eXposed and accessible from 
the outside. After opening such slit (201A) Widely, both 
collars (52) and securing bolts (50) are inserted through the 
slit (201A) toWard the securing plate frame (13B), and then, 
each of the securing bolts (50) is passed through the corre 
sponding hole (13Bh) and collar (52) and further passed 
through the corresponding each of the holes (54) and (53) 
associated respectively With the loWer and upper seat back 
portion trim cover assemblies (AT) and (BT). Then, the bolt 
(50) is threadedly driven in the corresponding nut (51) . In 
that Way, the tWo shoulder support regions (33) of the upper 
seat back portion (B) are closely contacted With and ?rmly 
connected With the respective tWo lateral Walls of the loWer 
seat back portion 

[0051] FIG. 6 shoWs an alternative third mode of the vent 
means In this particular mode, the vent means (V) may 
be embodied by the combination of a three-dimensional 
netted sheet (6) and the above-described ?rst and second 
vent through-holes (H1) (H2) (or the combination of the 
three-dimensional netted sheet (6) and the vent recessed 
portion (H3) ) in order to increase ventilation effect to insure 
preventing a stuffy, hot and moist state at the back portion of 
a seat occupant Which is to contact both upper and loWer seat 
back portions As best seen in FIG. 8, the three 
dimensional netted sheet (6) is of a three-dimensionally 
knitted structure formed by knitting together an upper net 
Work layer (60) and a loWer netWork layer (62) by means of 
connecting netWork threads (61) such that the connecting 
netWork threads (61) are interposed betWeen the upper and 
loWer netWork layers (60) (61). This three-dimensional 
netted sheet (6) itself is knoWn in the art, as disclosed from 
the Japanese Laid-Open Patent Publications Nos. 2001 
89959 and 2003-127737 for eXample. As shoWn, the three 
dimensional netted sheet (6) is securely attached on a Whole 
of the main back support region (1), overlaying both ?rst and 
second vent through-holes (H1) Of course, such netted 
sheet (6) may be attached on a part of the seat cushion (SC) 
as illustrated. It is therefore seen that an entirety of the back 
of a seat occupant is not directly contacted With the main 
back support region (1), and an air is freely ?oWn through 
the three-dimensional netted sheet (6) as Well as the tWo vent 
through-holes (H1) 
[0052] Preferably, the color of the three-dimensional net 
ted sheet (6) should be the same as the color of both upper 
and loWer cover sections (100) of trim cover assembly (AT) 
to maintain a uniform aesthetic appearance of the seat back 

(SB). 
[0053] Also, in the present third mode, as shoWn in FIGS. 
7 and 8, a knoWn sheet heater element (7) may be provided 
in the loWer areas (10) of the main back support region (1) 
of loWer seat back portion Speci?cally, as best seen in 
FIG. 8, the sheet heater element (7) is formed by a frontal 
cover cloth (70), a back cover cloth (72) and a heater Wiring 
(71) (eg a sinuous heater Wire) sandWiched betWeen those 
tWo cover cloths (70) (72). This sheet heater element (7) is 
disposed betWeen the loWer area of the central padding 
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portion (101) of the foam padding and the loWer main 
cover section (100) of the trim cover assembly (AT), 
Wherein, on that loWer main cover section (100), is attached 
the foregoing three-dimensional netted sheet 

[0054] It is therefore appreciated that the above-con 
structed seat back (SB) of bucket seat (S) attains the fol 
loWing effects and advantages: 

[0055] The upper seat back portion (B) is directly 
connected With the loWer seat back portion (A), and further, 
the connecting parts, ie the securing plate frames (13B, 
33C) and the securing bolts and nuts (50, 51), are disposed 
Within those seat back portions (B, A). Hence, the entire 
forWard surfaces of upper seat back portion (B) are in a 
substantially close contact and conformity With the head and 
shoulder portions of a seat occupant, so that the seat occu 
pant feels a positive and embracing support touch at his or 
her head and shoulder portions, Without feeling any unpleas 
ant hard touch of such eXposed connecting parts as found in 
the prior art. Moreover, the relatively hard and high-density 
property of the foam padding (BP) of upper seat back 
portion (B) provides a ?rm support for holding the seat 
occupant’s head and shoulder portions against a great load 
and vibration applied thereto during run on a rough road for 
instance, While on the other hand, the relatively soft and 
loW-density foam padding of loWer seat back portion 
(A) provides a cushiony buffer effect for absorbing the great 
load and vibration at the seat occupant’s trunk portion. 

[0056] (ii) The provision of the ?rst and second vent holes 
(H1) (H2) (including the recessed vent portion (H3) not only 
greatly reduces a contact area Where the head, shoulder and 
trunk portions of a seat occupant are contacted With the 
bucket seat (S), but also alloWs a large amount of air to How 
at that contact area. Thus, it is possible to effectively avoid 
the stuffy, hot and moist condition that can easily occur to 
seat occupant in this sort of bucket seat. 

[0057] (iii) The provision of the three-dimensionally net 
ted sheet (6) on the main back support region (1) of the 
bucket seat (S) keeps an entirety of back of a seat occupant 
from contact With that main back support region This 
effectively alloWs air to How freely betWeen the back of seat 
occupant and main back support region Accordingly, 
When the ambient temperature is high and hot, a sWeat from 
the seat occupant’s body is blocked by the netted sheet (6) 
from the main back support region (1), so that the surfaces 
of that particular region (1) are not Wet With the sWeat. 
Further, When the temperature is loW, the netted sheet (6) per 
se does not become cold and prevents a cold of the main 
back support region (1) from being imparted to the body of 
seat occupant. In addition, the netted sheet (6), Which is 
attached only on the main back support region (1), does not 
impair the embracing deep supportive con?guration of the 
bucket seat Moreover, the three-dimensional robust 
structure-of the netted sheet (6) serves to Widely disperse a 
great load applied from a seat occupant thereto in a collision 
case or the like, thereby protecting the sheet heater element 
(7) against damage due to such great load, Which advanta 
geously eliminates the need for laminating a foam Wadding 
layer or other buffer element to the reverse side of the loWer 
main cover section (100) that faces directly to the sheet 
heater element In this respect, a heat generated from the 
sheet heater element (7) tends to be stored in the relatively 
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thick and intricately fabricated space of the netted sheet (6), 
thus expanding and imparting the heat to an entirety of the 
seat occupant’s back portion. 

[0058] While having described the present invention thus 
far, it should be understood that the invention is not limited 
to the illustrated embodiments, but any other modi?cation, 
replacement, and addition may be applied thereto Without 
departing from the scopes of the appended claims. 

1-14. (canceled) 
15. A seat back of automotive seat comprising: 

a loWer seat back portion including a foam padding 
provided therein, said loWer seat back portion having a 
forWard surface facing to a side forWardly of said 
automotive seat and a backWard side facing to a side 
backWardly of the automotive seat; 

an upper seat back portion ?rmly connected With an upper 
area of said loWer seat back portion, Wherein said upper 
seat back portion includes a foam padding provided 
therein and has a forWard surface facing to a side 
forWardly of said automotive seat and a backWard side 
facing to a side backWardly of the automotive seat; 

said foam padding of said upper seat back portion being 
greater in hardness than said foam padding of said 
loWer seat back portion; and 

a vent means alloWing air to How at said loWer and upper 
seat back portions, said vent means comprising: 

a ?rst vent hole means de?ned in said loWer seat back 
portions, said ?rst vent hole means comprising a ?rst 
through-hole formed through said loWer seat back 
portion so as to open in both said forWard and backWard 
surfaces of said loWer seat back portion; and 

a second vent hole means de?ned betWeen said upper and 
loWer seat back portions, said second vent hole means 
comprising a second through-hole formed through and 
betWeen said upper and loWer seat back portions so as 
to open in both said forWard and backWard surfaces of 
said upper and loWer seat back portions. 

16. The back seat according to claim 15, Wherein said 
loWer seat back portion is so formed to have: a top portion; 
a main back support region de?ned centrally thereof; and a 
pair of side bolster support regions de?ned on opposite sides 
of said main back support region, Wherein said upper seat 
back portion is formed in a generally “inverted U” shape 
comprising: a headrest region de?ned in the upper area 
thereof; a pair of shoulder support regions de?ned in the 
loWer area thereof; and a loWer end portion, such that a pair 
of said shoulder support regions are de?ned continuously 
from said headrest region so as to eXtend doWnWardly 
therefrom, Wherein said pair of side bolster support regions 
each have an outer lateral surface, Wherein each of said pair 
of side shoulder support regions is ?Xedly and integrally 
attached to said outer lateral surface of each of said pair of 
side bolster support regions, and said second through-hole is 
de?ned betWeen said top portion of said loWer seat back 
portion and said loWer end portion of said loWer seat back 
portion. 

17. The back seat according to claim 15, Wherein said vent 
means further comprises a netted element provided on said 
forWard surface of said loWer seat back portion. 
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18. The seat back according to claim 17, Wherein said 
netted element overlies said second hole means. 

19. A seat back of automotive seat, comprising: 

a loWer seat back portion including foam padding pro 
vided therein, said loWer seat back portion having a 
forWard surface facing to a side forWardly of said 
automotive seat and a backWard side facing to a side 
backWardly of the automotive seat; 

an upper seat back portion ?rmly connected With an upper 
area of said loWer seat back portion, Wherein said upper 
seat back portion includes a foam padding provided 
therein and has a forWard surface facing to a side 
forWardly of said automotive seat and a backWard side 
facing to a side backWardly of the automotive seat; 

said foam padding of said upper seat back portion being 
greater in hardness than said foam padding of said 
loWer seat back portion; and 

a vent means alloWing air to How at said loWer and upper 
seat back portions, said vent means comprising a 
recessed portion de?ned in said forWard surface of said 
loWer seat back portion. 

20. The seat back according to claim 17, Wherein said 
netted element is of a three-dimensional net structure. 

21. The seat back as claimed in claim 15, Wherein said 
upper seat back portion is ?xedly connected With said loWer 
seat back portion by a connecting means, and Wherein said 
connecting means is disposed Within both said upper and 
loWer seat back portions. 

22. A seat back of automotive seat comprising: 

a loWer seat back portion including a foam padding 
provided therein, said loWer seat back portion having a 
forWard surface facing to a side forWardly of said 
automotive seat and a backWard side facing to a side 
backWardly of the automotive seat; 

an upper seat back portion ?rmly connected With an upper 
area of said loWer seat back portion, Wherein said upper 
seat back portion includes a foam padding provided 
therein and has a forWard surface facing to a side 
forWardly of said automotive seat and a backWard side 
facing to a side backWardly of the automotive seat; 

said foam padding of said upper seat back portion being 
greater in hardness than said foam padding of said 
loWer seat back portion; 

a connecting means for ?Xedly connecting said loWer and 
upper seat back portions, said connecting means 
including: a securing frame means provided in each of 
said loWer and upper seat back portions; and securing 
bolts and nuts, Wherein said securing bolts and nuts are 
securely connected With said securing frame means, 
thereby ?Xedly connecting said loWer and upper seat 
back portions; 

a vent means alloWing air to How at said loWer and upper 
seat back portions, said vent means comprising: a ?rst 
vent hole means de?ned in said loWer seat back por 
tion; and a second vent hole means de?ned betWeen 
said upper and loWer seat back portions; and 
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a slit formed in said foam padding of said lower seat back in a direction from said second vent hole means to said 
portion, said slit extending betWeen said securing frame securing frame means. 
means and said second vent hole means to allow said 
securing bolts and nuts to be inserted through said slit * * * * * 


