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(54) FLEXIBLE PRINTED CIRCUITS WITH (57) ABSTRACT 
MANY TINY HOLES Aboard that may include for example a ?rst conductive area 

on a ?rst side and a second conductive area on a second side 
(76) InVeIltOfSI Arie Mahal‘shak, Shave-Zion (IL); of such board. The board may be ?tted With a plurality of 

Nitsan Maharshak, Shave-Zion (IL); holes that may for example open or end on both such ?rst 
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material in the form of for example a liquid or gel may be 
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EITAN, PEARL, LATZER & COHEN ZEDEK board so that such material may for example substantially 
LLP ?ll some or all of such holes and may establish a connection 
10 ROCKEFELLER PLAZA, SUITE 1001 through Which an electric current may pass from for 
NEW YORK, NY 10020 (US) example the ?rst conductive area to the second conductive 

area. 

A sWitch having for example a board With a plurality of 
(21) Appl' N05 10/859’205 holes running through such board from a ?rst side to a 

_ _ second side. A conductive material may for example be 
(22) Flled' Jun‘ 3’ 2004 applied to such board so that such material substantially ?lls 

Related US‘ Application Data for example tWo or more of such 'holes and may be capable 
of forming an electrical connection betWeen a conductive 

(63) Continuationdnmart of application NO 10/814 575 area on a ?rst side of such board and a conductive area on 
?led on Apr' 1 2004' ' ’ ’ a second side of such board. 

A method of forcing a conductive liquid into a plurality of 
Publication Classi?cation holes in a board so that the liquid forms for example a 

connection capable of carrying a current betWeen a conduc 
(51) Int. Cl.7 ................................................... .. C23C 18/00 tive area on a ?rst side of such board and a conductive area 

(52) US. Cl. ...................... .. 427/969; 156/278; 427/977 of a second side of such board. 
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FLEXIBLE PRINTED CIRCUITS WITH MANY 
TINY HOLES 

CROSS REFERENCE TO RELATED 
APPLICATION 

[0001] This application is a continuation in part of US. 
patent application Ser. No. 10/814,575, ?led on Apr. 1, 2004 
and entitled “Flexible Printed Circuits With Many Tiny 
Holes”. 

FIELD OF THE INVENTION 

[0002] The present invention relates in general to methods 
of producing ?exible printed circuits, and particularly to 
producing ?exible printed circuits With many tiny holes. 

BACKGROUND OF THE INVENTION 

[0003] Electronic printed circuits board (PCB) and ?ex 
ible printed circuits (FPC) are knoWn. High component 
density is available through the use of ?ne line lithography 
and multi-layer PCB. 

[0004] Generally, the cost of manufacturing lithography 
based PCB’s is substantial. HoWever, there are applications 
in Which high component density is not desired, but the cost 
of manufacturing the FPC is critical to the commercial 
success of the product. In some applications, the siZe of the 
FPC is determined by the shape of the product and not by the 
area needed to position the few electronic components. 
Examples for such products are toys, electronic books and 
other consumer products. Cheap ?exible circuits may be 
used, among other uses, in alarm systems for card holders as 
is described in US. Pat. Nos. 5,373,283 and 4,652,865, and 
in electronic books disclosed in US. Pat. No. 6,041,215. 

[0005] Various inventions concerning electronic books are 
cited in US. Pat. No. 6,041,215 disclosed by Maddrell et al. 
A reader may use an electronic book and is able to select an 
ansWer, for example out of a possible choice of four ansWers 
to a question in the text, by depressing a sWitch. The 
response of the user is relayed from the sWitch by electri 
cally conductive leads to an electronic module, Which oper 
ates a feedback unit, such as a loudspeaker, to emit a 
feedback signal to the user in response to a correct ansWer. 
Usually, the electronic module includes a processor, a feed 
back device, and a battery for poWer. 

[0006] Most often, production of such a consumer elec 
tronic product demands intricate manufacturing techniques 
for inserting components in betWeen the thickness of a sheet, 
the removal of special cutouts, the addition of spacers and 
unusual bookbinding methods. Therefore, the cost of these 
devices may be high due to the cost of the added electric and 
electronic components and to the increased costs of the 
manufacturing techniques employed. 
[0007] To make these devices more available, it Would be 
advantageous to reduce the cost by saving on the compo 
nents and on the sophisticated printing and processing 
methods. 

[0008] In the production of PCB and FPC it is often 
necessary to have an electrical connection bridging conduc 
tive lines on opposite sides of the printed circuit. The art of 
rigid printed circuit production has advanced to the point of 
making multi-layered board With highly dense and elaborate 
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connection betWeen layers. In simple form, as depicted in 
FIG. 1, a method is depicted in accordance With the prior art 
of creating via connection 10 betWeen a ?rst conductive line 
12A and a second conductive line 12B on opposite sides of 
a rigid nonconductive board 14. The method may include 
drilling a via hole 10 in a location Where the tWo conductive 
lines 12A and 12B overlap, and plating the drilled hole With 
a conductive material 16. This method may not suitable for 
some production of loW cost FPC. 

[0009] Another method in the prior art for creating via 
connection betWeen conductive lines on opposite sides of 
thin ?exible sheet is depicted in prior art FIG. 2. This 
method may include providing a thin ?exible non-conduc 
tive sheet 20 With a ?rst conductive line 22 and a second 
conductive line 24 printed on ?rst and second surfaces, and 
inserting a rivet 26 made of conductive material to create an 
electrical connection betWeen the line 22 and line 24 on 
opposite sides of the sheet 20. This method may suffer from 
several disadvantages: Reliability of the connection is loW as 
the rivets may tear the thin sheet if too tight or create 
intermittent electrical connection if too loose; long term 
durability is loW, speci?cally When the mechanical strength 
of the thin sheet is poor; and the rivet gives extra bulk to the 
circuit. 

SUMMARY OF THE INVENTION 

[0010] Embodiments of the invention include a board such 
as for example a circuit board or ?exible circuit board With 
a ?rst conductive area on for example a ?rst side and a 
second conductive area on for example a second side of such 
board. The board may be ?tted With for example a plurality 
of holes that may open or end on both such ?rst side and 
such second side of such board. A conductive material in the 
form of for example a liquid or gel may be applied or for 
example painted onto one or both sides of such board so that 
such material may for example substantially ?ll some or all 
of such holes and may for example establish a connection 
through Which an electric current may pass from for 
example the ?rst conductive area to the second conductive 
area. 

[0011] The invention may include a method of for 
example forcing a conductive liquid or gel into a plurality of 
holes in a board such as for example a circuit board so that 
the liquid forms an connection capable for example of 
carrying a current betWeen for example a conductive area on 
a ?rst side of such board and a conductive area of a second 
side of such board. 

[0012] Embodiments of the invention may be used in for 
example a card holder such as those described in US. Pat. 
No. 5,373,283, issued on Dec. 13, 1994 entitled Alarm 
System for a Card Holder and oWned by the oWner hereof 
and incorporated into this application by reference in its 
entirety. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0013] The present invention may be understood and 
appreciated more fully from the folloWing detailed descrip 
tion taken in conjunction With the appended draWings in 
Which: 

[0014] FIG. 1 depicts a method in accordance With the 
prior art of creating a via connection betWeen a ?rst con 
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ductive line and a second conductive line on opposite sides 
of a rigid non-conductive board; 

[0015] FIG. 2 depicts a method in accordance With the 
prior art of creating a via connection betWeen conductive 
lines on opposite sides of a thin ?exible sheet; 

[0016] FIG. 3 depicts a method for producing via con 
nections in FPC, in accordance With an embodiment of the 
invention; 
[0017] FIG. 4 depicts a substrate With many tiny holes 
used as a sWitch, in accordance With an embodiment of the 

invention; 
[0018] FIG. 5 depicts multiple tiny holes creating a bond 
betWeen a conductive line and a substrate, in accordance 
With an embodiment of the invention; 

[0019] FIG. 6 depicts the use of paint pushed through tiny 
holes in a substrate to anchor conductive patterns to a 
non-conductive substrate, in accordance With an embodi 
ment of the invention; 

[0020] FIG. 7 depicts a substrate With a matrix of tiny 
holes, in accordance With an embodiment of the invention; 

[0021] FIG. 8 depicts an application of conductive paint 
onto a substrate, in accordance With an embodiment of the 

invention; 
[0022] FIGS. 9A and 9B depict a boWling toy including 
an embodiment of the present invention; and 

[0023] FIG. 10, depicts a card holder including an 
embodiment of the invention. 

[0024] It Will be appreciated that for simplicity and clarity, 
illustrations and elements shoWn in the ?gures have not 
necessarily been draWn to scale. For example, the dimen 
sions of some of the elements may be exaggerated relative 
to other elements for clarity. Further, Where considered 
appropriate, reference numerals may be repeated among the 
?gures to indicate corresponding or analogous elements. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0025] In the folloWing detailed description, numerous 
speci?c details are set forth in order to provide a thorough 
understanding of the invention. HoWever, it Will be under 
stood by those skilled in the art that the present invention 
may be practiced Without these speci?c details. In other 
instances, Well-knoWn methods, procedures, and compo 
nents have not been described in detail so as not to obscure 
the present invention. 

[0026] Reference is made to FIG. 3 a method for produc 
ing via connections in FPC in accordance With an embodi 
ment of the invention. In some embodiments, a thin, ?exible, 
non-conductive substrate 30 such as for example paper, 
plastic, or other suitable material, may be fashioned With a 
set or array of tiny holes 32 in the location Where a ?rst 
conductive area such as for example a conductive line 34 
and second conductive line 38 are to overlap on opposing 
sides of substrate 30 and make an electrical connection, or 
in the location Where the substrate 30 is subject to mechani 
cal stress and anchoring of the conductive line is needed. 

[0027] Substrate 30 may in some embodiments be fash 
ioned of for example paper, cardboard, plastic or other 
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suitable non-conducting materials or ?exible sheets that may 
be used as a substrate of a PCB. 

[0028] The holes 32, Which may be a plurality or up to 
several doZen or more through holes 32, may be formed into 
the substrate by any method such as drilling, punching, laser 
ablation, aching, etc. Alternatively, the substrate material 
may include holes, such as porous material, cloth or non 
Woven cloth, etc. Preferably the holes 32 should extend all 
the Way through the substrate 30 such that a ?rst end of holes 
32 may be an opening on one side of substrate 30, and a 
second end of hole 32 may be on a second side of substrate 
30. In some embodiments, the diameter of the tiny holes 32 
may be from less than 1 mm to approximately 2 mm. Other 
siZes are possible. In some embodiments tiny holes 32 may 
be of a diameter that permits paint or other conductive liquid 
to be efficiently pushed or pulled through the hole 32 so that 
the paint or conductive material substantially ?lls hole 32, 
and for such paint or liquid to retain an electrically conduc 
tive link or connection along the length of the hole. Prefer 
ably, the conductive material ?lling the plurality of holes 32 
may be capable of carrying an electric current or forming an 
electrical connection betWeen the conductive line 34 or area 
on the ?rst side of substrate 30 and the conductive line 38 or 
area on the second side of substrate 30. In some embodi 
ments, as feW as tWo or three tiny holes 32 ?lled With 
conductive liquid may be suf?cient to carry a small current 
from a conductive line 34 on one side of substrate 30 to a 

second conductive line on another side of substrate 30. More 
holes 32 such as 10 or more may be used and ?lled With a 

conductive material to carry a larger current from a ?rst 
conductive line 34 to a second conductive line 38. In some 
embodiments the number of holes 32 to be ?lled With a 
conductive material may be determined by a threshold 
current that is to be passed from one side of substrate 30 to 
another. In some embodiments the quality of an electrical 
connection that may be established through one through hole 
32 ?lled With for example conductive material may be 
insufficient or inadequate for a particular purpose, but the 
quality of electrical connection established through a plu 
rality of ?lled through holes 32 may be adequate for such 
purpose. In some cases the quality of such connection may 
be determined by its electrical resistance, by its current 
carrying capacity or by its durability. 

[0029] In some embodiments, the diameter of a hole may 
be substantially equal to the thickness of a substrate 30 or 
sheet through Which hole 32 is bored. Other siZes are 
possible. 

[0030] In some embodiments, a conductive material such 
as for example a conductive paint 36 or other liquid or 
?exible conductive material may be applied to or painted 
onto a ?rst side of the substrate 30 to form the ?rst 
conductive line 34. The paint 36 viscosity may be chosen so 
that the paint 36 may penetrate or be draWn into the tiny 
holes 32 by for example capillary force. Additionally or 
alternatively, the paint 36 may be forced into the holes 32 by 
pressing the Wet paint for example by the Wiping motion of 
a Wiper such as those that may be used in silkscreen printing. 
Other methods of applying conductive paint or applying 
pressure on the conductive paint may be used such as for 
example ink-jet printing, press printing etc. In some embodi 
ments, paint 36 may harden or solidify When it dries inside 
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holes 32. In some embodiments, paint may be a graphite 
based polymer thick ?lm ink. Paints, gels or other sub 
stances may be used. 

[0031] In some embodiments conductive paint may be 
applied to the second side of the substrate 30 to form the 
second conductive line 38. The conductive paint 38 applied 
to the second side of substrate 30 may come in contact With 
the paint 36 applied to the ?rst side of substrate 30 and form 
electric contacts betWeen the tWo sides. In some embodi 
ments the conductive paint 36 may be applied to a second 
side of a substrate 30 before the conductive paint 36 that Was 
applied to a ?rst side of substrate 30 has dried or substan 
tially dried. The paint 36 pushed through the holes 32 from 
a ?rst side of a substrate 30 or sheet may make physical 
contact With the paint 36 pushed through from a second side 
of the substrate 30. In some embodiments conductive paint 
36 may be applied to a ?rst side of substrate 30 and may 
penetrate and substantially ?ll holes 32 such that conductive 
paint substantially reaches the second side of substrate 30. In 
some embodiments, a ?rst side of substrate 30 may be glued 
to a second side of substrate 30. 

[0032] Although in some embodiments, each contact 
made through a tiny hole 32 may lack the reliability, 
conductance and current carrying capacity of a traditional— 
large bore via-connection, the multiplicity of the tiny via 
connections connected in parallel may in some embodiments 
have suf?cient, equal or even superior performance. The 
number of holes 32 ?lled With conductive material and 
connecting conductive lines 34 on opposing sides of sub 
strate 30 may be increased to accommodate an increase in 
the threshold current to be carried. 

[0033] In some applications, such as for eXample those 
that involve anchoring a conductive line to the substrate 30, 
it may be unnecessary to apply conductive paint 38 to the 
second side. 

[0034] Reference is made to FIG. 4, a depiction of many 
tiny holes used as a sWitch in accordance With an embodi 
ment of the invention. In an exemplary embodiment of the 
invention, a touch sWitch may be fashioned by arranging 
behind non-conductive substrate 44 a ?rst conductive line 40 
and a second conductive line 42 separated from each other. 
A conductive liquid such as for eXample paint 46 may be 
pushed from behind substrate 44 in the area of each of the 
?rst conductive line 40 and second conductive line 42 and 
through the holes 48 in the substrate 44. Other Ways of ?lling 
holes 48 are possible. By touching a conductive material or 
a ?nger 47 to the conductive paint 46 that Was pushed from 
behind the non-conductive substrate 44 through the tiny 
holes 48 to the front side of substrate 44, an electrical 
connection may be formed betWeen the ?rst conductive line 
40 and second conductive line 42. 

[0035] In some embodiments, such a sWitch may be used 
in applications such as toys and interactive books in Which 
the user touches the contacts With for eXample a bare ?nger 
47 or With conductive element such as Wand, thimble or a 
ring, or other conductive item that may be pressed into 
position in contact With the conductive paint 46 that Was 
pushed through tiny holes 48 and then released from contact 
With conductive paint 46 that Was pushed through tiny holes 
48. The ?nger or ring may provide the electrical connection 
betWeen the conductive paint 46 protruding from a side of 
substrate 44 above ?rst conductive line 40 With the conduc 
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tive paint 46 protruding from the same side of substrate 44 
above second conductive line 42. 

[0036] The sWitch depicted in FIG. 4 does not require 
spacers or pads. Conductive lines 40 and 42 are hidden or 
concealed on the back-side of substrate 44, protected from 
damage and accidental shorting and out of vieW. In some 
embodiments, only tiny spots of conductive paint 46 that 
Were maneuvered through the holes 48 may remain visible 
on the front side of substrate 44. In some embodiments, the 
spots may be incorporated into the artWork of the game, 
book or other object Where the sWitch may be included. The 
surface of substrate 44 that may face a user of an object that 
includes the sWitch may be smooth since the conductive 
lines 40 and 42 may be located on the back of substrate 44. 
This smoothness may also facilitate easier application of 
artWork to the front side of substrate 44 and may enhance its 
aesthetic appearance. 

[0037] In some embodiments, conductive paint 46 or other 
liquid or material may be applied on a user-facing side of the 
substrate 44 to increase the siZe of the sWitch and improve 
the artistic appearance, or the reliability of the sWitch. 

[0038] In operation, When the user’s ?nger is used to 
activate the sWitch, the resistance in the close state may not 
be very loW. The monitoring electronics may be con?gured 
to sample repetitively the resistance across the sWitch and 
react When the resistance momentarily decreases substan 
tially. Alternatively, the monitoring electronics may be con 
?gured to monitor the capacitance across the terminals and 
be activated When the capacitance increases. 

[0039] In some embodiments, fashioning a sWitch or a 
conductive area in general by pushing for eXample a con 
ductive paint 46 through tiny holes 48 may prevent or 
diminish a Weak fold line that may be caused for eXample by 
repetitive bending along the same line. Multiple tiny holes 
48 may spread the Weakness that may be caused by repeated 
bending over a larger area, thereby possibly diminishing the 
negative effects of such bending. Furthermore, since tiny 
holes 48 may be ?lled With paint 46 or other conductive 
materials, holes 48 may not Weaken the substrate 44 as may 
be the case With large un?lled holes as may be used in the 
prior art. 

[0040] Reference is made to FIG. 5, a depiction of mul 
tiple tiny holes creating a bond betWeen a conductive line 
and a substrate, in accordance With an embodiment of the 
invention. Conductive paint 52—in the pattern of line 
50—may be applied to a bottom of substrate 56, and pushed, 
pulled, penetrated by capillarity, or otherWise forced from 
the bottom or ?rst side of substrate 56 through holes 54 to 
a top or second side of substrate 56. Such paint 52 or other 
material may in some embodiments anchor a section of 
conductive line 50 to substrate 56 as a result of penetrating 
the holes. In some embodiments, paint 52 or an adhesive or 
cement may be used to create a tight bond betWeen the 
substrate 56 and a portion of the conducting line 50 to Which 
such adhesive is applied. 

[0041] Reference is made to FIG. 6, Which depicts the use 
of conductive paint through tiny holes in a substrate to 
anchor conductive patterns to a non-conductive substrate in 
accordance With an embodiment of the invention. Paint 61 
or an adhesive or other liquid or semi-liquid material may be 
pushed or forced through tiny holes 62 from a bottom or 
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back side of substrate 60 to contact and anchor a conductive 
line 64 or pad 66 to substrate 60. Optionally, applying paint 
61 to the other side of substrate 60 may increase the strength 
of the anchoring. In some embodiments, the liquid may be 
pulled through tiny holes 62 by capillary force. 
[0042] Reference is made to FIG. 7, a substrate With a 
matrix of tiny holes, in accordance With an embodiment of 
the invention. A non-conductive substrate 70 may be fash 
ioned With an array of tiny holes 72. The array of holes 72 
may in some embodiments cover an entire surface of the 
substrate 70, or some prede?ned section of the surface of 
substrate 70 or some area of substrate 70 Where a conductive 
paint Will not be applied. The density of the array of tiny 
holes 72 may be such that the distance betWeen holes 72 is 
smaller than the dimensions of the features of conductive 
areas that may be printed on the substrate 70, but larger than 
the diameter of the holes 72. In some embodiments, the 
density of holes 72 may be such that several holes 72 may 
be covered by each feature of a pattern printed on the 
substrate 70. 

[0043] In some embodiments, the accurate registration of 
holes that Would in the prior art have been be drilled in a 
substrate may not be necessary since the paint pushed 
through holes 72 may be accurately painted onto existing 
holes 72 in the substrate 70. In some embodiments, a 
substrate 70 With the same pattern or matrix of holes 72 may 
be used for different kinds of circuits, such that the appli 
cation of conductive materials may be altered to match the 
circuit While the pattern or matrix of the holes 72 in the 
substrate 70 remains the same. A manufacturer may stock 
rolls of pre-perforated substrate 70 such as paper or plastic, 
print a circuit pattern to order, and cut the paper or plastic to 
the ?nal siZe and shape before or after the printing process. 
Holes 72 may be made in substrate 70 before a conductive 
area is added to one or more sides of the substrate. 

[0044] In an inventive method, the conductive paint used 
for a pattern such as a line, pad or through connector, printed 
over areas Where tiny holes Were drilled, may create an 
electrical connection from the printed side of the substrate 
70 to the other side of substrate 70. In some embodiments, 
to prevent a short betWeen conductors printed on opposite 
side of the substrate, tiny holes 72 in the overlapping area 
may be sealed or blocked With a non-conductive material 74. 
A ?rst conductive line 76A may be applied to substrate 70 
and pushed through tiny holes 72. The holes 72 that are 
sealed With non-conductive material 74 Will not ?ll With 
conductive paint as they may be sealed With non-conductive 
material 74. On an opposite side of substrate 70, another 
conductive line 76B may be applied. Non-conductive mate 
rial 74 may block ?rst conductive line 76A from contacting 
second conductive line 76B so that the tWo lines are elec 
trically separated. In some embodiments, ?rst conductive 
line 76A and second conductive line 76B may be on the 
same side of a substrate 70. The intersection of the tWo lines 
may be separated by non-conductive material 74 that may be 
applied in a layer betWeen ?rst conductive line 76A and 
second conductive line 76B. 

[0045] A further advantage of the use of tiny holes 72 With 
conductive paint forced through is that the array of tiny holes 
72 may increase the adhesion of the printed patterns to the 
substrate 70. 

[0046] In some embodiments, holes 72 may be formed in 
substrate 70 by drilling, punching, laser ablation, etching 
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etc. Alternatively, the substrate 70 material may include 
holes, such as porous material, cloth or non-Woven cloth, 
etc. Other materials may be used. 

[0047] In an embodiment, a substrate 70 may have holes 
72 arranged in patches or in other formations. Each patch 
hole has dimensions larger than the dimensions used for the 
features in the PCB, and With hole 72 density such that the 
distance betWeen holes 72 is smaller than the dimensions 
used for the features in the PCB, but larger than the diameter 
of the holes 72. 

[0048] Conductive paterns over holes 72 that overlap 
conductors on the opposite side of the substrate should be 
sealed in order to prevent shorts. If the PCB is of relatively 
loW density, it may be possible to design the pattern of holes 
72 With the limitations posed by the patches of tiny holes 72 
on the substrate 70. For example, the pattern of tiny holes 72 
may be patches of closely packed tiny holes 72 or patches 
containing no holes 72 or combination of both. 

[0049] Reference is made to FIG. 8, a depiction of an 
application of conductive paint onto a substrate in accor 
dance With an embodiment of the invention. In some 
embodiments, it may be advantageous to print conductive 
patterns on both sides of a substrate at the same time or in 
time shorter than the time needed for the paint to dry. In 
some methods of silkscreen printing, a substrate 80 may be 
stretched on a rigid surface, and one or more silk screens 
carrying the design or pattern to be painted may be stretched 
or positioned on a frame and placed on one or more of the 
sides of the substrate 80. Paint may be applied to the 
silkscreen and may be spread or applied over the substrate 
80 using a Wiper. A substrate 80 may be held betWeen tWo 
silk screens 82A and 82B. Silk screens 82A and 82B may be 
stretched onto frames 84A and 84B respectively. Patterns 
may be draWn or otherWise fashioned into silk screens 82A 
and 82B indicating the areas that paint 88 is to be applied to 
substrate 80 as Wipers 86A and 86B are passed over sub 
strate 80. Wipers 86A and 86B may be used to spread the 
paint 88 from pools 90 or containers as the pools 90 and/or 
Wipers 86A and 86B are passed over the tWo sides of 
substrate 80 betWeen the frames 84A and 84B. Optionally 
the apparatus is positioned so that the Wiper 86 motion is 
substantially vertical. In some embodiments, it may be 
advantageous to synchroniZe the motion of Wiper 86A and 
86B so that paint 88 is applied to the tWo sides of substrate 
80 simultaneously and so that no net force Will be applied to 
the silk screen 82A and 82B and substrate 80. Alternately or 
additionally, other methods of printing may be used to apply 
conductive and non-conductive paint to the substrate 80 
such as ink injection, etc. 

[0050] Reference is made to FIGS. 9A and 9B, depictions 
of a boWling toy including an embodiment of the present 
invention. FIG. 9A shoWs a top vieW, and FIG. 9B shoWs 
a side vieW of an exemplary application of the invention for 
a boWling game. In some embodiments the aim of the game 
is to roll the playing ball so it Will pass over the smallest of 
the target contacts. Other game rules are possible. In an 
exemplary embodiment of the boWling toy, the toy surface 
90 may be made of a thin ?exible non-conductive material 
such as paper or plastic sheet. The conductive target lines 92 
may be anchored via conductive paint onto the top side of 
the surface 90 in such proximity that the playing ball 94 
Which may have a conductive surface, causes a short 
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between pairs of target lines as it rolls over them. Referring 
to FIG. 9B, conductive lines 95 may be printed on the 
bottom side 96 of the toy surface 90. Lines 95 may be 
electrically connected to the target lines 92 through tiny via 
holes 99, and may, for example, be used for signaling the 
feedback electronics box 98. The feedback electronics box 
98 may monitor the conductive lines 92 and determine the 
score or other aspects of the game. Visual and/or audio 
signals may be used to announce the ball’s 94 progress along 
the target lines 92. Optionally, score records may be kept by 
the feedback electronics and used for determining the Win 
ner among several players, calculating accumulative score, 
average score, player improvement etc. 

[0051] Optionally, the target lines may be pressure-sensi 
tive sWitches that may be activated by the Weight of the 
playing ball 94, in Which case the playing ball need not have 
a conductive surface. Optionally, some or all the conductive 
lines 95 may be printed on the top side of the toy surface 90 
instead of the bottom side of the toy surface 90. 

[0052] In some embodiments, the toy surface 90 may be 
made of a ?exible material so that it may be rolled up for 
storage. Depending on the room available, the game may be 
played With the toy surface only partially rolled open. The 
siZe of the toy surface 90, the location and siZe of the target 
lines 92 and feedback electronics box 98 may vary for 
convenience and artistic design of the toy. ArtWork may be 
printed on the toy surface to give it pleasant appearance, to 
explain the use and rules of the game or for advertisement. 

[0053] In some embodiments, tiny holes may be used to 
establish a connection in an area of an interactive book or 

touch screen. In such applications, tiny holes may be ?lled 
With a conductive material that may be pushed through a 
side of a substrate toWards the side facing a user of for 
example an interactive book or touch screen. When the user 
touches the area With the tiny holes, a circuit may be 
completed and an electrical response such as a light or 
buZZer may be activated. 

[0054] Reference is made to FIG. 10 a card holder in 
accordance With an embodiment of the invention. In some 
embodiments the invention may be used in connection With 
an embodiment of the invention described in US. Pat. No. 
5,373,283 issued on Dec. 13, 1994 entitled Alarm System 
for a Card Holder, Which is oWned by the oWner of this 
application and incorporated by reference herein. FIG. 10 
depicts a vieW of strips from Which a cardholder 100 may be 
constructed. The tWo strips may form a series of compart 
ments that may fold into an accordion shape embodiment. 
The conductive paint 102 painted on the inner side (front 
side of back strip) of a certain compartment may touch—in 
case a card is not inserted into this speci?c compartment— 
the conductive paint on the opposite inner side of the 
compartment. Thus, folding the cardholder may cause a 
contact betWeen the front (outer) sides of compartment 
number 1 and compartment number 2. Due to the conductive 
patterns of compartment number 1 and compartment number 
2 this contact may for example short a circuit betWeen the 
upper port and the loWer port of the electronic module. This 
short may activate for example a buZZer that may emit for 
example an alarm signal to draW the attention of the card’s 
oWner (about the fact that a speci?c card Was not inserted 
back to its compartment). In some embodiments, tiny holes 
106 ?lled With conductive paint may anchor the conductive 
line to the substrate. 
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[0055] While certain features of the invention have been 
illustrated and described herein, many modi?cations, sub 
stitutions, changes, and equivalents Will noW occur to those 
of ordinary skill in the art. It is, therefore, to be understood 
that the appended claims are intended to cover all such 
modi?cations and changes as fall Within the true spirit of the 
invention. 

I claim: 
1. Method of creating an electrical connection betWeen 

?rst side of a non-conducting ?exible sheet to the second 
side of said sheet comprising the steps of: 

providing a non-conductive ?exible sheet, Where said 
sheet has through holes Where the diameter of the hole 
is substantially similar to the thickness of the sheet; 

applying conductive paint to ?rst side of the sheet so that 
said paint penetrate said holes and substantially reaches 
the second side of said sheet. 

2. The method of claim 1 Where said conductive paint is 
forced through said holes by capillary force. 

3. The method of claim 1 Where said conductive paint is 
forced through said holes by pressure applied on said paint. 

4. The method of claim 1 Where said through holes are 
arranged in an array extending substantially to area Where 
said paint is not applied. 

5. The method of claim 1 Where said through holes over 
Which said paint is applied are substantially ?lled With said 
paint. 

6. The method of claim 1 Where number of through holes 
forming said electrical connection is larger then 3. 

7. The method of claim 6 Where number of through holes 
forming said electrical connection is larger then 10. 

8. The method of claim 6 Where the quality of said 
electrical connection through one hole is inadequate, but the 
connection formed through the all adjacent said holes is of 
adequate quality. 

9. The method of claim 8 Where the quality of said 
electrical connection is its electrical resistance. 

10. The method of claim 8 Where the quality of said 
electrical connection is its current carrying capacity. 

11. The method of claim 8 Where the quality of said 
electrical connection is its durability. 

12. The method of claim 1 further comprises the step of 
applying second conductive paint to second side of said 
sheet, Wherein said second conductive paint makes electrical 
contact With the paint that penetrated through said holes 
from the ?rst side of the said sheet. 

13. The method of claim 12 Wherein said step of applying 
conductive paint to second side of said sheet is done before 
the paint applied to said ?rst side has substantially dried. 

14. The method of claim 13 Wherein said steps of applying 
conductive paint to ?rst and second sides of said sheet is 
done substantially simultaneously. 

15. The method of claim 14 Wherein said steps of applying 
conductive paint to ?rst and second sides of said sheet is 
done by silkscreen painting. 

16. The method of claim 15 Wherein said steps of applying 
conductive paint to ?rst and second sides of said sheet by 
silkscreen painting comprises the steps of: 

positioning said sheet betWeen tWo silk screens carrying 
the desired pattern to be printed; 

applying conductive paint to both sides of said sheet; 
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substantially simultaneously Wipe the paint across said 
silk screen. 

17. Method of producing electrical sWitch using multiple 
tiny holes comprising the steps of: 

providing a non-conductive ?exible sheet, Where said 
sheet has through holes Where the diameter of the hole 
is substantially similar to the thickness of the sheet; 

applying conductive paint to form at least ?rst and second 
electrically separated conductive lines on ?rst side of 
the sheet, Wherein that said paint penetrate said holes 
and substantially reaches the second side of said sheet. 

18. The method of producing electrical sWitch according 
to claim 17 and further comprises the step of applying 
conductive paint to second side of said sheet to form at least 
?rst and second electrically separated contacts, Wherein said 
?rst contact is electrically connected to said ?rst line and 
said second contact is electrically connected to said second 
line. 

19. The method of claim 17 Wherein closing the sWitch is 
done by pressing bare ?nger against said conductive paint 
pushed through said holes to second side of said sheet. 

20. The method of claim 18 Wherein closing the sWitch is 
done by pressing bare ?nger against said contacts 

21. Method of anchoring conductive lines made of con 
ductive paint to non-conductive ?exible sheet comprising 
the steps of: 

providing a non-conductive ?exible sheet, Where said 
sheet has through holes Where the diameter of the hole 
is substantially similar to the thickness of the sheet; 

applying conductive paint to ?rst side of the sheet so that 
said paint penetrate said holes and substantially reaches 
the second side of said sheet. 

22. The method of claim 21 Where said conductive paint 
is forced through said holes by capillary force. 
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23. The method of claim 21 further comprises the step of 
applying second conductive paint to second side of said 
sheet, Wherein said second conductive paint makes physical 
contact With the paint that penetrated through said holes 
from the ?rst side of the said sheet. 

24. Method of producing ?exible printed circuit compris 
ing the steps of: 

providing a non-conductive ?exible sheet, Where said 
sheet has through holes Where the diameter of the hole 
is substantially similar to the thickness of the sheet; 

applying conductive paint to ?rst side of the sheet so that 
said paint penetrate said holes and substantially reaches 
the second side of said sheet. 

applying second conductive paint to second side of said 
sheet, Wherein said second conductive paint makes 
electrical contact With the paint that penetrated through 
said holes from the ?rst side of the said sheet. 

25. The method of claim 24 Where said through holes are 
arranged in an array extending substantially to area Where 
said paint is not applied. 

26. Method of producing a ?exible printed circuit Wherein 
the conductive lines are concealed comprising the steps of: 

providing ?rst and second sheets of non-conductive ?ex 
ible material, Wherein at least the ?rst sheet has through 
holes Where the diameter of the hole is substantially 
similar to the thickness of the sheet; 

applying conductive paint to at least the ?rst side of the 
?rst sheet so that said paint penetrates said holes and 
substantially reaches the second side of said ?rst sheet; 

gluing ?rst side of ?rst sheet to ?rst side of second sheet. 

* * * * * 


