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(57) ABSTRACT 

A system and method for measuring the Weight of patients 
in a Wheelchair are disclosed, including tWo portable Weight 
measurement devices, Wherein the devices measure the 
Weight imposed on tWo Wheels of a four Wheel Wheelchair, 
and a receiver that accepts Weight measurement data from 
the portable Weight measurement devices. The Weight data 
exchanged betWeen the tWo portable Weight measurement 
devices and/or With the receiver may be transported over 
Wireless connections. 
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PORTABLE PATIENT WEIGHING DEVICE 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

[0001] N/A 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 

[0003] The invention relates to medical patient Weighing, 
and, more particularly, to a portable device, system and 
method for Weighing ambulatory and non-ambulatory 
patients. 

[0004] 2. Description of the Background 

[0005] It is knoWn that persons con?ned to a Wheelchair 
often need to be Weighed as part of a medical check up or 
folloW-up. For many of these individuals, stepping off a 
Wheelchair and onto a Weight scale is dif?cult, or impossible, 
to accomplish. Consequently, Weighing both the Wheelchair 
and the patient, and subtracting the Weight of the Wheel 
chair, is a practical method of Weighing. This practice has 
become commonplace. Such a simple procedure may, in 
fact, be quite involved, because the Weighing device must 
accommodate the Wheelchair, Which generally requires 
ramps and a platform scale, for eXample. As such, Wheel 
chair users ordinarily are Weighed at a physician’s of?ce, 
hospital, nursing home, clinic, or the like, using a platform 
scale, Which Weighing, due to the inconvenience of the need 
to travel, may occur once a month or less. Such infrequent 
Weighing renders Weight control programs quite dif?cult to 
maintain. In addition to those using Wheelchairs, often those 
requiring crutches or Walkers must be seated in Wheelchairs 
for Weighing due to the dif?culty in maintaining balance on 
an ordinary scale While utiliZing crutches or a Walker. 

[0006] Due to the siZe of platform scales, platform scales 
are generally found principally in clinics, hospitals, nursing 
homes, or rehabilitation centers With a signi?cant number of 
mobility-disabled patients. Consequently, physicians rarely 
have office platform scales, not only because such scales 
occupy a disproportionate amount of ?oor space in relation 
to usage, but also because, even With foldable ramps, such 
scales occupy valuable storage space. Although physician’s 
Weighing chairs may be available With built-in scales, those 
con?ned to Wheelchairs may ?nd it inconvenient or danger 
ous to be transferred betWeen chairs for a procedure as 
routine as Weighing. 

[0007] In response to the de?ciencies inherent in available 
Weighing systems for the mobility disabled, portable Weigh 
ing devices including tWo laterally displaced, electrically 
connected and rigidly aligned Weighing modules have been 
developed. An eXample of one such system is documented 
in US. Pat. No. 5,414,225. The Weighing device taught 
therein is designed for the conventional manually-operated 
Wheelchair supported by tWo front caster Wheels and tWo 
rear main Wheels. A notable feature of the above-referenced 
device is the rigidly adjustable scissors-like adjustment 
betWeen the tWo Weighing pads. The rigidly adjustable pads 
must be pre-eXtended to the correct Width of the Wheelchair 
before use. A continuously variable Width adjustment Would 
be attractive because it permits easy last-minute adjustment 
of the Weighing pads by an operator. 
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[0008] Additionally, it Would be advantageous if a Weigh 
ing scale could be utiliZed by both non-ambulatory and 
ambulatory patients, Wherein ambulatory patients could step 
on the scales and be Weighed Without the use of the 
Wheelchair, and Wherein non-ambulatory patients may be 
pushed onto the same scale in a Wheelchair. Thus, dual 
purpose Weighing pads could be used for both purposes, and 
a smaller platform scale in a doctor’s office setting Would not 
be needed. 

[0009] Therefore, a need eXists for a portable, fully adjust 
able Wheelchair scale that can additionally serve as a sub 
stitute for a platform scale. 

SUMMARY OF THE INVENTION 

[0010] Asystem for measuring the Weight of patients on a 
Wheelchair includes tWo portable Weight measurement 
devices, Wherein the devices measure the Weight imposed on 
tWo Wheels of a Wheelchair, and a receiver, Wherein the 
receiver accepts Weight measurement data from the portable 
Weight measurement devices and Wherein the Weight data 
exchanged betWeen the tWo portable Weight measurement 
devices and/or the receiver is transported over Wireless 
connections. The system may further include a medical 
record server interface, Wherein the medical record server 
interface accepts patient Weight data for storage into a 
patient record database. 

[0011] Amethod of measuring and recording the Weight of 
a patient on a Wheelchair includes measuring the partial 
Weight of an empty Wheelchair by placing a front pair of 
Wheelchair Wheels on tWo portable Weight measuring 
devices and sampling a ?rst Weight, measuring the partial 
Weight of an empty Wheelchair by placing a pair of rear 
Wheelchair Wheels on the tWo portable Weight measuring 
devices and sampling a second Weight, combining the ?rst 
and second Weight, and storing the combined ?rst and 
second Weight as the Wheelchair Weight, measuring the 
partial Weight of a patient sitting in a Wheelchair by placing 
the front Wheels on the tWo portable Weight measuring 
devices and sampling a third Weight, measuring the partial 
Weight of a patient sitting in a Wheelchair by placing the rear 
Wheels on the tWo portable Weight measuring devices and 
sampling a fourth Weight, combining the third and fourth 
Weight, and storing the combined third and fourth Weight as 
the patient and Wheelchair Weight, and subtracting the 
Wheelchair Weight from the patient and Wheelchair Weight to 
arrive at a patient Weight. 

[0012] Thus, the present invention provides a system and 
method for a portable, fully adjustable Wheelchair scale that 
can additionally serve as a substitute for a platform scale. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0013] Understanding of the present invention Will be 
facilitated by consideration of the folloWing detailed 
description of a preferred embodiment of the present inven 
tion, taken in conjunction With the accompanying draWings, 
in Which like numerals refer to like parts and in Which: 

[0014] FIG. 1 is a side vieW of a Wheelchair depicting the 
use of portable Weighing devices; 

[0015] FIG. 2 is a block diagram of an embodiment of the 
present invention; 
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[0016] 
[0017] FIG. 4 is a block diagram of an embodiment of the 
present invention; 

[0018] FIG. 5 is a block diagram of an embodiment of the 
present invention; 

[0019] FIG. 6 is a block diagram of an embodiment of the 
present invention; 

[0020] FIG. 7 is a block diagram of an embodiment of the 
present invention; 

[0021] FIG. 8 is a How diagram of an aspect of the present 
invention; 

FIG. 3 is a depiction of a portable Weighing device; 

[0022] FIG. 9 is a How diagram of an aspect of the present 
invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0023] It is to be understood that the ?gures and descrip 
tions of the present invention have been simpli?ed to 
illustrate elements that are relevant for a clear understanding 
of the present invention, While eliminating, for purposes of 
clarity, many other elements found in a typical patient-safety 
device. Those of ordinary skill in the art Will recogniZe that 
other elements are desirable and/or required in order to 
implement the present invention. HoWever, because such 
elements are Well knoWn in the art, and because they do not 
facilitate a better understanding of the present invention, a 
discussion of such elements is not provided herein. The 
disclosure hereinbeloW is directed to all such variations and 
modi?cations to con?gurations for portable Wheelchair 
scales as knoWn, and as Will be apparent, to those skilled in 
the art. 

[0024] FIG. 1A shoWs a portable Wheelchair Weighing 
device 100a,b, deployed Wherein the caster Wheels 104 of a 
Wheelchair 102 are ?rst rolled up the integral ramps into a 
concave load cell portion of the Weighing device. Portable 
Wheelchair Weighing device 100a,b may include tWo assem 
blies, Wherein one assembly serves one of tWo Wheels, and 
Wherein each assembly integrates a load cell for loading of 
a Wheel Without rolling of the Wheel once in place. In FIG. 
1A, Weighing device 100a is placed under one caster Wheel 
104, and device 100b is placed under a second caster Wheel 
(not visible). FIG. 1B shoWs the portable Wheelchair Weigh 
ing device 100a,b deployed Wherein each of the main Wheels 
106 of a Wheelchair 102 are rolled up respective integral 
ramps onto the concave Weighing device. The portions of the 
Weight of the Wheelchair supported by each Wheel of the tWo 
front caster Wheels, and the tWo rear main Wheels may be 
successively summed and/or subtracted, or algorithmically 
calculated, or taken as a direct Weight measurement Wherein 
all four Wheels are loaded simultaneously, for eXample. 
Further, the Weight of the Wheelchair, Where knoWn, may be 
entered into the Weighing device manually, such as by typing 
on a keypad, or scanning a bar code on the Wheelchair 
Whereby the Weight is evidenced, for subtraction from the 
Weight measured With the patient and the Wheelchair in 
combination on the Weighing device. The Weight of the 
occupant may thereby be calculated and stored or displayed. 

[0025] Conventional Wheelchairs are diverse With respect 
to dimensions, and these differences may affect Weight 
readings. Critical dimensions for Weighing include the 
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Wheelbase (longitudinal distance betWeen caster and main 
Wheel axes), center-of gravity (vertical distance betWeen 
center of occupied Wheelchair mass and ?oor level), and the 
tread (lateral distance betWeen each of the caster Wheels and 
betWeen each of the main Wheels). The effect of different 
Wheelbases and different centers-of-gravity on Weight read 
ings may additionally depend on the tilt of the Wheelchair 
When either the caster Wheels or the main Wheels are on the 

scale platform. As is Well knoWn in the art, if the height of 
the scale platform above ?oor level is less than a roughly 4 
millimeters (0.16 inches) clearance, tilt errors can be dis 
counted on Weight readings. Consequently, scale platform 
heights above 4 mm are not discussed at length herein. 
HoWever, it is Well knoWn by those of skill in the art that 
mathematical algorithms may be used to determine the 
correct Weight if the height of the scale platform is greater 
than 4 mm. 

[0026] Additionally, should the Weighing device 100 
incorporate multiple load cells non-simultaneously measur 
ing, an effective Weight measurement may utiliZe an algo 
rithm. Such algorithms are discussed in Us. Pat. No. 
5,004,058 and Us. Pat. No. 6,260,003 B1. Consequently, 
the current invention is not limited to a method of Weight 
conversion utiliZing a single load cell, or tWo load cells. 
Multiple load cells may also be utiliZed With an appropriate 
compensation in the calculation of patient Weight, based on, 
for example, the type and number of load cells used in the 
portable Weighing device. 

[0027] For eXample, if a patient in a Wheelchair is to be 
measured, a handheld controller may prompt the user to 
enter the Wheelchair Weight, such as by typing in the 
information or by scanning in the information Which may be 
available on a bar coded sticker on the Wheelchair, for 
eXample. Assuming that tWo portable Weighing device 
scales are being used, the controller may prompt the user to 
place the front caster Wheels of the empty Wheelchair on the 
scales. The user may roll the front Wheels of the Wheelchair 
up the ramped transducers of the scale and alloW the Wheels 
to settle into the scale grooves for stability. A Weight 
measurement of the front Wheel Weight may be taken by 
activating the appropriate control of the handheld unit. The 
controller may then prompt the user to remove the front 
Wheels and place the rear or main Wheels of the Wheelchair 
on the transducers in the same manner as the front Wheels. 
AWeight measurement of the rear Wheels may then be taken 
by activating the appropriate control on the handheld unit, 
and the total Weight may then be calculated using an 
algorithm. Naturally, if the Weight of the Wheelchair is 
already knoWn, then the Weighing of the empty Wheelchair 
is unnecessary. 

[0028] NeXt, the Weight of the patient seated in the Wheel 
chair may be taken. The handheld controller may prompt the 
user to place the front Wheels of the occupied Wheelchair on 
the transducers. The occupied Wheelchair may be rolled up 
onto the transducer ramps, and the front Wheels may be 
placed into the transducer grooves for added stability, in 
addition to, for eXample, locking the front Wheels. A front 
Wheel measurement of the occupied Wheelchair may be 
taken When the user activates the appropriate control of the 
handheld unit. The Wheelchair may then be rolled off the 
transducers, turned around, and the rear Wheels rolled up the 
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transducer ramp and into the grooves of the transducers for 
a measurement, and the total Weight may then be calculated 
algorithmically 

[0029] If an ambulatory patient is to be Weighed, the user 
may place covers over the Wheel grooves on the transducers, 
if present, for example, and then may initialize the Weighing 
devices With the handheld controller. The Walking patient 
may stand directly on the transducers, and a direct patient 
Weight may be taken When the user activates the appropriate 
control on the handheld controller. 

[0030] FIG. 2 is a block diagram illustrating an embodi 
ment of the present invention utiliZing portable Weighing 
device 100a,b, in conjunction With a receiver of Weight data, 
Which receiver may include a controller 202 and/or a Medi 
cal Record Server Interface. The controller 202 may be a 
handheld controller 202, such as, for example, an electronic 
controller, a PDA, a handheld computer, or the like, or may 
be any controller knoWn to those skilled in the art, such as 
a PLC or computer. Medical record server interface may be, 
for example, a netWork interface, such as a Wired or Wireless 
interface to a netWork server, such as a medical record server 

on Which medical records, such as patient Weights, are 
stored. The controller 202 may be included in, or exclusive 
of, the medical record server interface. The portable Weigh 
ing devices 100a,b may each include a transducer scale 
portion and a control portion, for example. The transducer 
scale portion may include a load cell portion, as discussed 
hereinabove, to prevent rolling of a Wheel of a Wheel chair. 
Alternatively, the transducer portion may include thereon, or 
in proximity thereWith, a Wheel lock to lock the Wheels to 
prevent rolling. Alternatively, the load cell portion may 
include a shape correspondent to the bottom of a human 
foot, to alloW an ambulatory patient to stand on, for 
example, one or tWo of the transducers, and to alloW for the 
taking of a Weight measurement therefrom. In these exem 
plary embodiments, the handheld controller may alloW an 
operator to input the Weight-taking methodology, such as 
“standing patient”, “2 Wheels of chair”, or “4 Wheels of 
chair”, to alloW for a correspondent adjustment in algo 
rithms used to generate the Weight measurement. Any num 
ber of transducers and load cells may be employed corre 
spondent to Wheelchairs having differing numbers of 
Wheels, such as three or four Wheeled Wheelchairs, as Will be 
apparent to those skilled in the art. 

[0031] An exemplary scale transducer portion 212 of the 
portable Weighing device 100a is depicted in FIG. 3a. The 
transducer portion may include an integral ramp shape, as 
Well as one or more transducers 216 positioned in a manner 

apparent to those of skill in the art to accurately measure 
stress/strain as an indicator of Weight. FIG. 3b depicts an 
exemplary cross section of the integral ramp of the trans 
ducer assembly 212. With respect to FIG. 3B, height H may 
be 4 mm or less in height if no correction due to the tilt of 
the Wheelchair is to be made Within the controller 214 
portion of the portable Weighing device 100a, as discussed 
hereinabove. 

[0032] Returning noW to FIG. 2, portable Weighing 
devices 100a and b may be interconnected via cable 206 
betWeen transducers 212, 216, such as betWeen transducer 
controllers 214 and 218. Cable 206 may permit the com 
munication of Weight data from controller 2218 to controller 
1214, for example. Alternately, controller 2218 may inter 
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face directly With the handheld controller 202, such as by a 
cable, to provide the same connectivity that controller 1214 
has With the handheld controller 202 via cable 208. 

[0033] The handheld controller 202 may permit the moni 
toring and control of the Weighing operation, as set forth 
hereinabove. Handheld controller may include an internal 
controller or processor running softWare thereon, thereby 
enabling the controller to display instructions to the user, and 
to display, for example, the results of the Weight measure 
ment. In the exemplary embodiment of FIG. 2, the handheld 
controller 202 may include interfaces for the reception of 
controller 1 and controller 2 data via cable 208. The hand 
held controller 202 may format the data for reception by the 
medical record server interface 204 via cable 210, for 
example. Alternatively, data may be stored Within the trans 
ducers 212, 216 or controllers 214, 218 for later doWnload, 
or may be doWnloaded directly to the medical record server 
interface from the controllers 214, 218. Cables 208 and 210 
may be any hardWire interface commonly knoWn to those of 
skill in the art, such as a tWisted pair, a shielded tWisted pair, 
coaxial cable, or optical cable, for example. 

[0034] The Medical Record Server Interface 204 of FIG. 
2 may be connected, such as via an interface 210, such as a 
cable interface 210, to the handheld controller. This interface 
may alloW the Weight data of a patient to be uploaded to the 
patients medical records. This interface may take other 
forms, such as Wireless, infrared, radio frequency, or the 
like, for example. 

[0035] FIG. 4 is a block diagram illustrating an embodi 
ment of the present invention, Wherein a Wireless interface 
is utiliZed betWeen controller 1 and controller 2 of the 
portable Weighing devices 100a,b. The Wireless interface 
may be any interface knoWn to those skilled in the art, such 
as an RF interface or an infrared interface. The interface may 
be bi-directional in that controller 1 may query controller 2 
to request the most recently acquired Weight data, and 
controller 2 may then respond to the data request by pro 
viding the Weight data sample to controller 1. Alternatively, 
controller 2 may provide data Without a request from con 
troller 1. Controller 1 may package both controller 1 and 
controller 2 data for transmission to the handheld controller 
202, or may transmit the combined data directly to the 
record server interface 204, such as for storage or calcula 
tion. 

[0036] The Wireless interface 402 may include an RF 
interface, Wherein the transmit and receive frequencies of 
controller 1 or controller 2 are preferably suf?ciently dif 
ferent such that insigni?cant interference is encountered, as 
Will be apparent to those of skill in the art. Alternatively, the 
transmit and receive frequencies may be identical, but may 
employ the use of pseudorandom noise codes for spread 
spectrum communications, or time division multiple access, 
for example, as Will be apparent to those of skill in the art. 
The use of PN codes may additionally reduce the chance of 
an external noise source having an adverse effect on system 
compatibility, such as electrical device noise in a medical or 
office setting. Alternatively, addressing may be used to 
differentiate betWeen signals on the same frequency, as Will 
be apparent to those skilled in the art. 

[0037] FIG. 5 is a block diagram illustrating an embodi 
ment of the present invention Wherein an interface, such as 
a Wireless interface, may be utiliZed betWeen controller 1 
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and controller 2 of the portable Weighing devices 100a,b, 
and Wherein a Wireless interface may be utilized betWeen at 
least one of controllers 1 and 2 and the handheld controller 
202 or the record server interface 204. The Wireless inter 
face(s) 502 and/or 504 and/or 506 may be any Wireless 
interface knoWn to those skilled in the art, such as an RF 
interface or an infrared interface. The interface(s) may be 
bi-directional in that the handheld controller 202, or the 
record server interface, may query controller 1 and control 
ler 2 to request the most recently acquired Weight data. 
Controllers 1 and 2214, 218 may then respond to the data 
request by providing the Weight data samples to the hand 
held controller 202 or record server interface. Alternatively, 
controller 2 may communicate Wirelessly, or via Wired 
connection, With controller 1, and controller 1 may commu 
nicate the data from controllers 1 and 2 Wirelessly to one of 
the handheld controller or the medical record server inter 
face. 

[0038] The Wireless interfaces 502 and/or 504 may include 
an RF interface Wherein the transmit and receive frequencies 
of controller 1 and controller 2 are suf?ciently different, such 
that insigni?cant interference is encountered as Will be 
apparent to those of skill in the art. Alternatively, the 
transmit and receive frequencies may be identical betWeen 
controller 1214 and/or 2218 and/or the handheld controller 
202, but may employ the use of pseudorandom noise codes 
for spread spectrum communications, or time division mul 
tiple access, for example, as is knoWn to those of skill in the 
art. The use of PN codes may reduce the chance of an 
external noise source having an adverse effect on system 
compatibility in the medical or of?ce setting. Alternatively, 
addressing may be used to differentiate betWeen signals, as 
Will be apparent to those skilled in the art. 

[0039] Wireless interface 506 may be used to transmit the 
sampled Weight data from a handheld controller 202 to the 
medical record server interface 204. 

[0040] Alternatively, as set forth hereinabove, the sampled 
Weight data may be transmitted directly to the record server 
interface 204 from the controllers 1 and/or 2. 

[0041] FIG. 6 is a block diagram illustrating an embodi 
ment of the present invention, Wherein a Wireless interface 
is utiliZed betWeen controller 1 of the portable Weighing 
devices 100a,b and the handheld controller 202 or record 
server interface. The Wireless interfaces 602 and/or 506 may 
be any interface knoWn to those skilled in the art, such as an 
RF interface or an infrared interface. The interface may be 
bi-directional in that the handheld controller 202, or record 
server interface 204, may query controller 1 to request the 
most recently acquired Weight data. Controller 1214 may 
then query controller 2218 for the most recently acquired 
Weight sample data. 

[0042] FIG. 7 illustrates an embodiment of the present 
invention Wherein four portable Weighing devices 212, 216, 
712, 716 are utiliZed simultaneously. This con?guration 
alloWs the Weighing of a patient on a Wheelchair, a standard 
chair, or even a bed. In the FIG. 7 con?guration, each 
portable Weighing device is preferably similar in function to 
the portable Weighing devices discussed hereinabove. The 
four portable Weighing devices may differentially Weigh a 
Wheelchair, and the patient therein, Without using math 
ematical algorithms, other than subtraction of the Weight of 
the Wheelchair, to generate the patient Weight. The four 
portable Weighing devices may include communications 
interfaces, Wherein it may be necessary to have differences 
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in frequencies to accommodate the electromagnetic compat 
ibility of a Wireless embodiment of the system, as set forth 
hereinabove. In one embodiment, all four portable Weighing 
devices may thus transmit and receive on different frequen 
cies. The handheld controller may accommodate the Wired, 
or the Wireless, transmission and reception of the four 
different receive/transmit channels. 

[0043] In an additional embodiment, all four portable 
Weighing devices 100a,b and 700a,b may receive on the 
same frequency, such as the transmit frequency of the 
handheld controller. Additionally, the four portable Weigh 
ing devices 100a,b and 700a,b may transmit on the same 
frequency, such as the receive frequency of the handheld 
controller. The transmit and receive frequencies of the 
handheld controller may be appropriately divergent to alloW 
for electromagnetic compatibility, as is Well knoWn by those 
of skill in the art. The handheld controller 202 may issue 
commands to the portable Weighing devices individually, 
such as via digital addressing of the portable Weighing 
devices, and each device may respond by providing a Weight 
sample back to the handheld controller 202, for example. 
Such an exemplary embodiment may utiliZe a single trans 
mit and receive frequency for all four Weighing devices, 
Wherein each device is assigned a unique address, and 
Wherein the handheld controller interfaces uniquely, via the 
addressing, to each of the four devices. Contention for 
frequency use may additionally be eliminated by time divi 
sion data traf?c control of the handheld controller 202, such 
as time division multiplex control by the handheld control 
ler, for example, or by frequency division, as set forth 
hereinabove. The frequencies of transmission and/or recep 
tion betWeen the handheld controller 202 and the medical 
record server interface 204, depicted as link 506 in FIG. 7, 
may be different from the frequencies used by the portable 
Weighing devices 100a,b and 700a,b, as Will be apparent to 
those skilled in the art. 

[0044] FIG. 8 is a ?oWchart illustrating a process in an 
embodiment of the present invention utiliZing tWo portable 
Weighing devices, such as illustrated in, for example, FIGS. 
2, 4, 5, and 6. The process may be started at step 802, such 
as by the user, such as an operator of the handheld controller, 
starting a neW measurement 804. 

[0045] After initialiZation 804, the user is queried as to 
Whether the patient Will be Weighed With a Wheelchair. If the 
user indicates that the patient Will be Weighed in a Wheel 
chair, step 810 queries Whether the Wheelchair Weight Was 
previously entered, or is knoWn. If the Wheelchair needs to 
be Weighed, step 812 prompts the user to place the front 
caster Wheels of the empty Wheelchair on the scales. A 
Weight measurement is taken of the empty Wheelchair by the 
portable Weighing devices and reported back to the handheld 
controller. Next, the Weight of the back or main Wheels of 
the Wheelchair may be measured 814 by prompting the user 
to place the Wheelchair main Wheels on the portable Weigh 
ing pads. 
[0046] Note that if the Wheelchair measurement is already 
entered, or is knoWn by the user, the program may skip from 
step 810 to step 816 and start the patient Weighing process 
directly. At step 816, the handheld controller may prompt the 
user to place the front Wheels of the occupied Wheelchair on 
the portable Weighing device for a measurement of the 
patient Weight. Once the measurement is taken, the handheld 
controller displays to the user the request to place the main 
Wheels of the occupied Wheelchair on the portable Weighing 
devices in order to continue patient Weighing 818. Thereby, 
the ?nal total Weight is generated. 
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[0047] The known Weight of the Wheelchair is subtracted 
from the total Weight measured at step 820, and the Weight 
of the patient is thereby provided to the medical server at 
step 822. The patient Weight may be displayed to the user, 
and the process may return to the idle state at step 802. 

[0048] If an ambulatory patient is to be Weighed, the 
process may alloW the user to directly Weigh the patient via 
link 808 in FIG. 8. With reference to FIG. 9, the handheld 
controller may instruct the user to place a cover over the 
Wheelchair Wheel depression, in an embodiment Wherein the 
load cell is not shaped to accept a human foot, Which alloWs 
the portable Weighing device to directly measure the Weight 
applied to the cover. Thus, an ambulatory patient may step 
directly onto the portable measuring devices and be Weighed 
Without the use of a Wheelchair. 

[0049] If need be, the covers are in place at step 902, and 
the patient stands on the transducer of the portable Weighing 
devices and is Weighed directly. Step 906 displays the 
Weight to the user. Step 908 alloWs uploading of the mea 
surement directly to a patient record server interface. Once 
the data is transferred, the handheld controller may be placed 
in the idle state at step 802. 

[0050] It Will be apparent to those skilled in the art that 
various modi?cations and variations may be made in the 
apparatus and process of the present invention Without 
departing from the spirit or scope of the invention. For 
eXample, in each of the embodiments set forth hereinabove, 
the Weight of a patient may be digitally displayed, preferably 
in real time, on the handheld controller, on a nearby com 
puter, or on the load cells, and may be displayed in any 
applicable Weight measure type, such as lbs. or kgs. Further, 
in each of the embodiments set forth hereinabove, the 
Weighing system may have a poWer saving mode, such as 
Wherein the system poWers doWn after a speci?ed time of 
non-use, such as 10 minutes, for eXample. Thus, it is 
intended that the present invention cover the modi?cation 
and variations of this invention provided they come Within 
the scope of the appended claims and their equivalents. 

What is claimed is: 
1. A system for measuring Weight of at least one patient 

in a four Wheeled Wheelchair, comprising: 

at least tWo portable Weight measurers, Wherein each of 
said Weight measurers is corresponded to a Weight 
imposed on a corresponded one of at least tWo Wheels 
of the four Wheels, and Wherein a ?rst of the corre 
sponded Weights from a ?rst of the at least tWo Weight 
measurers is accumulated at a second of the at least tWo 
Weight measurers With a second of the corresponded 
Weights into an accumulated Weight measure; 

a receiver, Wherein said receiver receives the accumulated 
Weight measure from at least the second of the at least 
tWo Weight measurers; and 

a Wireless communicative connection that connects each 
of the at least tWo portable Weight measurers to alloW 
for the accumulated Weight measure. 

2. The system of claim 1, Wherein said Wireless commu 
nicative connection is at least one selected from the group 
consisting of a radio frequency interface and an infrared 
interface. 

3. The system of claim 2, Wherein said radio frequency 
interface comprises a single transmit and receive frequency, 
and Wherein isolation of data How betWeen said portable 
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Weight measurers comprises at least one selected from the 
group consisting of pseudorandom noise codes, data 
addressing, and time division multiplexing. 

4. The system of claim 1, Wherein said receiver comprises 
a medical record server interface, Wherein said medical 
record server interface accepts the accumulated Weight 
measure for storage in at least one patient record database. 

5. The system of claim 4, Wherein said receiver further 
comprises a controller, Wherein said controller accepts the 
accumulated Weight measure for forWarding to at least one 
patient record database. 

6. The system of claim 5, further comprising a receiver 
interface betWeen said controller and said medical record 
server interface. 

7. The system of claim 1, further comprising a Wireless 
interface betWeen at least the second of the at least tWo 
portable Weight measurers and the receiver. 

8. The system of claim 1, Wherein each of said at least tWo 
portable Weight measurers comprises at least one transducer. 

9. The system of claim 8, Wherein each of said at least tWo 
portable Weight measurers further comprises at least one 
transducer controller. 

10. A system for measuring Weight of at least one patient 
in a Wheelchair, Wherein the Wheelchair includes at least tWo 
front Wheels and tWo rear Wheels, comprising: 

tWo portable Weight measurers, Wherein each of said 
Weight measurers is corresponded to a Weight imposed 
on a corresponded one of tWo Wheels of the at least tWo 
front Wheels and tWo rear Wheels, and Wherein a ?rst of 
the corresponded Weights from a ?rst of the tWo Weight 
measurers is accumulated at the second of the Weight 
measurers With a second of the corresponded Weights to 
generate an accumulated Weight measure; 

a Wireless communicative connection that connects each 
of the tWo portable Weight measurers to alloW for the 
accumulated Weight measure; and 

a calculator that calculates the Weight of the at least one 
patient in accordance With a summation of a ?rst of the 
accumulated Weight measure and a second of the 
accumulated Weight measure. 

11. A method of measuring and recording the Weight of a 
patient on a Wheelchair, comprising: 

sampling at least a ?rst partial Weight of the patient sitting 
in the Wheelchair by placing a ?rst Wheel of the 
Wheelchair on a ?rst portable Weight measurer; 

sampling at least a second partial Weight of the patient 
sitting in the Wheelchair by placing a second Wheel of 
the Wheelchair on a second portable Weight measurer; 

Wirelessly communicating the ?rst partial Weight to the 
second portable Weight measurer; 

accumulating the ?rst partial Weight and the second 
partial Weight; 

calculating the Weight of the patient in accordance With 
said accumulating and a subtracting of a Wheelchair 
Weight from said accumulating; and 

transmitting the Weight of the patient to a patient record 
for storage. 


