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METHOD, APPARATUS, AND RECORDING 
MEDIUM FOR IMAGE CORRECTION 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates to a method and an 
apparatus for correcting original image data representing an 
original image upon printing thereof. The present invention 
also relates to a computer-readable recording medium stor 
ing a program to cause a computer to execute the image 
correction method. 

[0003] 2. Description of the Related Art 

[0004] When a user requests photographic printing of 
image data obtained by a digital camera from a laboratory, 
the user con?rms the content of an image by printing the 
image data as a proof print With a household printing 
apparatus such as an ink jet printer. Upon requesting the 
printing, the image data are provided to the laboratory 
together With order information for requesting the printing, 
via a netWork or by being recorded in a recording medium. 
In the laboratory, a photographic print of the image data is 
generated based on the order information. At this time, in 
order to cause the print to have appropriate color reproduc 
ibility, various corrections are carried out on the image data 
in the laboratory. As methods of carrying out corrections on 
image data, various methods have been proposed. In one 
method, RGB color image data are color-converted by using 
matrix operations so that a print has appropriate color 
reproducibility (US. Pat. No. 5,189,511, for example). In 
another method, coef?cients of a matrix are set in accor 
dance With a characteristic of a printing apparatus as an 
output device and characteristics of a digital camera and a 
scanner for obtaining image data so that a print having more 
preferable color reproducibility can be obtained (US. Pat. 
No. 5,668,596, for example). 

[0005] HoWever, color reproducibility becomes com 
pletely different betWeen prints obtained by using a house 
hold printing apparatus and by a printing apparatus in a 
laboratory, due to differences in color processing methods 
and coloring characteristics of color materials and/or record 
ing methods employed by these printing apparatus. There 
fore, even if the method described in US. Pat. No. 5,189,511 
or 5,668,596 is used, color reproducibility does not agree 
completely betWeen the photographic print and the proof 
print. As a result, even if the user carries out various kinds 
of image processing on the image data by using his/her 
personal computer so as to obtain desirable color reproduc 
ibility, the photographic print cannot re?ect a result of the 
image processing, due to the differences in the methods of 
the color processing and the like. 

[0006] MeanWhile, a printing apparatus has a color pro?le 
describing hoW colors of input image data appear. Therefore, 
the laboratory may generate a photographic print having the 
same color reproducibility as the proof print generated by 
the household printing apparatus, by referring to the color 
pro?le of the printing apparatus provided to the laboratory. 
In an ink jet printer generally used as a household printing 
apparatus, the color reproducibility varies, depending on a 
printing condition such as a standard mode and a high 
de?nition mode. In this case, if color pro?les corresponding 
to all the printing conditions are available, the photographic 
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print having the same color reproducibility as the proof print 
depending on the printing conditions can be obtained. HoW 
ever, the color pro?les corresponding to all the printing 
conditions are not necessarily available for the household 
printing apparatus. Furthermore, even if the color pro?les 
are available, specifying a color pro?le corresponding to an 
individual printing condition is dif?cult in some cases. 
Moreover, formats of the color pro?les vary, depending on 
the printing apparatus. Therefore, the printing apparatus in 
the laboratory may not read the color pro?les of the house 
hold printing apparatus. 

[0007] In the case Where the proof print is obtained by 
correcting colors of image data by using a printer driver, the 
image data themselves are not subjected to any image 
processing. Therefore, even if the color pro?les are avail 
able, the color reproducibility does not agree betWeen the 
photographic print generated by the laboratory and the proof 
print. 

[0008] The proof print may be provided to the laboratory 
as a color sample. HoWever, causing the color reproducibil 
ity of the prints to agree completely is extremely dif?cult, 
and an operator of the laboratory may not be skilled enough. 
If the operator has the skill, the color reproducibility may 
agree, but productivity decreases. 

[0009] MeanWhile, if development of a ?lm and genera 
tion of ?rst prints of images recorded on the ?lm is requested 
from a laboratory, a user receives photographic prints for all 
frames in the ?lm from the laboratory. If the user desires to 
have an additional print, additional printing of a desired 
frame is requested. In this case, even in the laboratory that 
has generated the ?rst prints, colors of the additional print 
may be different from colors of the corresponding ?rst print, 
due to changes in printing conditions such as exposure time 
and a printing environment. In the case Where additional 
printing is requested from a laboratory different from the 
laboratory that has generated the ?rst prints, the same 
problem occurs, since printing apparatus generally vary in 
each laboratory. 

[0010] Even if the laboratories have identical printing 
apparatus, or even if the user has the same printing apparatus 
as in the laboratory, the color reproducibility of the addi 
tional print can be different from that of the ?rst print, due 
to the difference in the printing condition. 

[0011] Another method of printing using color chart data 
has also been proposed (Japanese Unexamined Patent Pub 
lication No. 7(1995)-254988, for example). In this method, 
a printing apparatus prints a color chart by using color chart 
data, and a scanner photoelectrically reads the color chart to 
generate scanned image data. A table relating data values of 
the scanned image data and data values of color patches in 
the color chart is then generated. MeanWhile, the scanner 
photoelectrically reads a proof print, and image data 
obtained by the reading are printed after being converted 
according to the table. By using this method, color repro 
ducibility of a proof print or a ?rst print (hereinafter either 
of these prints is called a proof print) agrees With a photo 
graphic print generated in a laboratory. 

[0012] HoWever, the method described in Japanese Unex 
amined Patent Publication No. 7(1995)-254988 contains 
factors causing image quality degradation, such as defocus 
and ?are of an optical system in a scanner, and degradation 
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and noise of an imaging device upon sampling. Furthermore, 
a print to be read tends to have a scar and a stain such as 
?ngerprints, and colors degrade due to fading and alteration 
With time. Therefore, quality of a photographic print gen 
erated according to this method becomes loWer. 

SUMMARY OF THE INVENTION 

[0013] The present invention has been conceived based on 
consideration of the above problems. An object of the 
present invention is therefore to provide an image correction 
method and an image correction apparatus for enabling color 
reproducibility of a photographic print to agree With color 
reproducibility of a proof print Without causing image 
quality degradation, and to provide a computer-readable 
recording medium storing a program to cause a computer to 
execute the image correction method. 

[0014] A ?rst image correction method of the present 
invention comprises the steps of: 

[0015] obtaining scanned image data by photoelec 
trically reading a proof print obtained from original 
image data representing an original image; 

[0016] carrying out a ?rst color conversion for 
obtaining converted scanned image data by convert 
ing the scanned image data into a common color 
space corresponding to color perception; 

[0017] ?nding a relationship betWeen data values of 
the converted scanned image data and data values of 
the original image data as a color correspondence 
relationship; 

[0018] carrying out a second color conversion for 
obtaining converted original image data by convert 
ing the original image data into the common color 
space based on the color correspondence relation 
ship; 

[0019] carrying out a third color conversion for 
obtaining print image data by converting the con 
verted original image data from the common color 
space into a color space for printing; and 

[0020] obtaining a printed image based on the print 
image data. 

[0021] As the “original image data”, image data obtained 
by a digital camera and image data obtained by photoelec 
trically reading an image recorded on a ?lm or the like With 
reading means such as a scanner can be used. Furthermore, 
the original image data include raW image data and image 
data after image processing such as color correction. There 
fore, as the “proof print”, a print obtained by printing image 
data obtained by a digital camera or the like as they are or 
a print generated by printing the image data after image 
processing can be used. The proof print refers to a print 
having color reproducibility Which can be used as a color 
sample, such as a print generated by using a household 
printing apparatus like an ink jet printer oWned by a user, a 
print generated by a user’s printing apparatus Which is the 
same as a printing apparatus at a laboratory, and a ?rst print 
obtained at the same time of developing a ?lm in a labora 
tory. 

[0022] The “common color space corresponding to color 
perception” refers to the CIE1931XYZ color space, the 
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CIE1976Lab color space, or the CIE1976Luv color space, 
for eXample. Strictly speaking, a CIEXYZ color space 
corresponds to color perception or color stimulus. HoWever, 
if an observation environment, that is, a lighting condition is 
de?ned a certain CIEXYZ color space corresponds to a 
certain CIELab color space on a one-to-one basis. Since the 
present invention aims to cause a printed image and a proof 
print to have the same color reproducibility, the observation 
environment is assumed to be the same betWeen the printed 
image and the proof print. Therefore, the CIE1931XYZ 
color space is included in the common color space corre 
sponding to color perception in the present invention. 

[0023] The scanned image data are converted into the 
common color space in the folloWing manner. First, a color 
chart is output by a printing apparatus that is the same as a 
printing apparatus that generated the proof print. The color 
chart comprises a plurality of color patches Whose calori 
metric values are knoWn in the common color space. The 
color chart is read by image reading means for obtaining the 
scanned image data, and a relationship betWeen the readings 
and the calorimetric values is found as a three-dimensional 
look-up table, for eXample. Based on the relationship, the 
scanned image data are converted into the common color 
space. 

[0024] The converted original image data are converted 
into the color space for printing in the folloWing manner. 
First, a color chart comprising a plurality of color patches 
Whose data values are determined in the color space for 
printing is output by printing means that generates the 
printed image. The color chart is then subjected to colorim 
etry and a relationship betWeen the colorimetric values and 
the data values in the color space for printing is found as a 
three-dimensional look-up table. Based on the relationship, 
the converted original image data are converted. 

[0025] In the ?rst image correction method of the present 
invention, it is preferable for converted scanned image data 
to be obtained according to the steps of: 

[0026] averaging and sampling the scanned image 
data in each of areas having a predetermined range; 
and 

[0027] obtaining the converted scanned image data 
by converting the sampled scanned image data into 
the common color space. In this case, it is preferable 
for the color correspondence relationship to be found 
according to the steps of: 

[0028] averaging and sampling the original image 
data in each of the areas having the predetermined 
range; and 

[0029] calculating the color correspondence relation 
ship as a relationship betWeen data values of a 
converted scanned image represented by the con 
verted scanned image data and a sampled original 
image represented by the sampled original image 
data, at positions corresponding to each other in the 
sampled original image and in the converted scanned 
image. 

[0030] It is also preferable for the color correspondence 
relationship to be calculated as a look-up table. 

[0031] A second image correction method of the present 
invention comprises the steps of: 
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[0032] obtaining scanned image data and ID infor 
mation added inseparably to a proof print for iden 
tifying an original image, by photoelectrically read 
ing the proof print obtained from original image data 
representing the original image; 

[0033] carrying out a ?rst color conversion for 
obtaining converted scanned image data by convert 
ing the scanned image data into a common color 
space corresponding to color perception; 

[0034] reading equivalent original image data repre 
senting an equivalent original image corresponding 
to the obtained ID information from storage means 
storing a plurality of original image data sets by 
relating the data sets to ID information; 

[0035] calculating a relationship betWeen data values 
of the converted scanned image data and the equiva 
lent original image data as a color correspondence 
relationship; 

[0036] carrying out a second color conversion for 
obtaining converted original image data by convert 
ing the equivalent original image data into the com 
mon color space based on the color correspondence 
relationship; 

[0037] carrying out a third color conversion for 
obtaining print image data by converting the con 
verted original image data from the common color 
space into a color space for printing; and 

[0038] obtaining a printed image based on the print 
image data. 

[0039] The “ID information” can be any information by 
Which the original image can be identi?ed, such as an ID 
number or a ?le name of the original image data. 

[0040] The “ID information added inseparably to a proof 
print” refers to ID information printed by using a bar code 
or a number at a margin of the proof print if the proof print 
has the margin, or on the back of the proof print, for 
eXample. HoWever, the proof print may have been generated 
by pasting the original image on a mount, or the proof print 
may not have the margin. In other cases, the proof print may 
be double-sided. Therefore, it is preferable for the ID 
information to be embedded secretly in the original image. 
Various references are available for a method of secretly 
embedding information in an image (see Kineo Matsui, 
1997, “Electronic Watermark” (in Japanese), O Plus E No. 
213, for example). 

[0041] The ID information may be added to the proof print 
by the user or by a laboratory for carrying out the present 
invention. The storage means for storing the original image 
data sets may be installed in a personal computer of the user 
or in the laboratory. Furthermore, an image server located 
separately from the user or the laboratory may be used as the 
storage means. If the user has the storage means or if an 
image server is used as the storage means, it is preferable for 
the laboratory to be connected to the user and to the image 
server via a netWork so that the image data can be eXchanged 
via the netWork. 

[0042] In the second image correction method of the 
present invention, it is preferable for the converted scanned 
image data to be obtained according to the steps of: 

Oct. 27, 2005 

[0043] averaging and sampling the scanned image 
data in each of areas having a predetermined range; 
and 

[0044] obtaining the converted scanned image data 
by converting the sampled scanned image data into 
the common color space. In this case, it is preferable 
for the color correspondence relationship to be cal 
culated according to the steps of: 

[0045] averaging and sampling the equivalent origi 
nal image data in each of the areas having the 
predetermined range; and 

[0046] calculating the color correspondence relation 
ship as a relationship betWeen data values of a 
converted scanned image represented by the con 
verted scanned image data and a sampled original 
image represented by the sampled equivalent origi 
nal image data, at positions corresponding to each 
other in the sampled original image and in the 
converted scanned image. 

[0047] It is also preferable for the color correspondence 
relationship to be calculated as a look-up table. 

[0048] A ?rst image correction apparatus of the present 
invention comprises: 

[0049] image reading means for obtaining scanned 
image data by photoelectrically reading a proof print 
generated from original image data representing an 
original image; 

[0050] ?rst color conversion means for obtaining 
converted scanned image data by converting the 
scanned image data into a common color space 
corresponding to color perception; 

[0051] calculation means for calculating a relation 
ship betWeen data values of the converted scanned 
image data and data values of the original image data 
as a color correspondence relationship; 

[0052] second color conversion means for obtaining 
converted original image data by converting the 
original image data into the common color space 
based on the color correspondence relationship; 

[0053] third color conversion means for obtaining 
print image data by converting the converted original 
image data from the common color space into a color 
space for printing; and 

[0054] printing means for obtaining a printed image 
based on the print image data. 

[0055] In the ?rst image correction apparatus of the 
present invention, it is preferable for the ?rst color conver 
sion means to serve as means for obtaining the converted 
scanned image data by averaging and sampling the scanned 
image data in each of areas having a predetermined range 
and by converting the sampled scanned image data into the 
common color space. In this case, it is preferable for the 
calculation means to serve as means for averaging and 
sampling the original image data in each of the areas having 
the predetermined range, and for calculating the color cor 
respondence relationship as a relationship betWeen data 
values of a converted scanned image represented by the 
converted scanned image data and a sampled original image 
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represented by the sampled original image data, at positions 
corresponding to each other in the sampled original image 
and in the converted scanned image. 

[0056] In the ?rst image correction apparatus of the 
present invention, it is preferable for the calculation means 
to calculate the color correspondence relationship as a 
look-up table. 

[0057] A second image correction apparatus of the present 
invention comprises: 

[0058] image reading means for obtaining scanned 
image data and ID information added inseparably to 
a proof print for identifying an original image, by 
photoelectrically reading the proof print obtained 
from original image data representing the original 
image; 

[0059] storage means for storing a plurality of origi 
nal image data sets related to ID information; 

[0060] ?rst color conversion means for obtaining 
converted scanned image data by converting the 
scanned image data into a common color space 
corresponding to color perception; 

[0061] reading means for reading equivalent original 
image data representing an equivalent original image 
corresponding to the obtained ID information from 
the storage means; 

[0062] calculation means for calculating a relation 
ship betWeen data values of the converted scanned 
image data and the equivalent original image data as 
a color correspondence relationship; 

[0063] second color conversion means for obtaining 
converted original image data by converting the 
equivalent original image data into the common 
color space based on the color correspondence rela 
tionship; 

[0064] third color conversion means for obtaining 
print image data by converting the converted original 
image data from the common color space into a color 
space for printing; and 

[0065] printing means for obtaining a printed image 
based on the print image data. 

[0066] It is preferable for the ?rst color conversion means 
of the second image correction apparatus of the present 
invention to serve as means for obtaining the converted 
scanned image data by averaging and sampling the scanned 
image data in each of areas having a predetermined range 
and by converting the sampled scanned image data into the 
common color space. In this case, it is also preferable for the 
calculation means to serve as means for averaging and 

sampling the equivalent original image data in each of the 
areas having the predetermined range and for calculating the 
color correspondence relationship as a relationship betWeen 
data values of a converted scanned image represented by the 
converted scanned image data and a sampled original image 
represented by the sampled original image data, at positions 
corresponding to each other in the sampled original image 
and in the converted scanned image. 

[0067] In the second image correction apparatus of the 
present invention, it is preferable for the calculation means 
to calculate the color correspondence relationship as a 
look-up table. 
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[0068] The ?rst and second image correction methods of 
the present invention may be provided as programs recorded 
in a computer-readable recording medium to cause a com 
puter to eXecute the methods. 

[0069] According to the ?rst image correction method and 
the ?rst image correction apparatus of the present invention, 
the proof print generated from the original image data 
representing the original image is photoelectrically read, and 
the scanned image data are obtained. The scanned image 
data are then converted into the common color space cor 
responding to color perception, and the converted scanned 
image data are obtained. The relationship betWeen the data 
values of the converted scanned image data and the data 
values of the original image data are calculated as the color 
correspondence relationship. If the original image data and 
the converted scanned image data are data in an RGB color 
space and in the CIE1976Lab color space respectively, the 
calculated color correspondence relationship represents a 
relationship betWeen RGB and Lab. After the color corre 
spondence relationship is found in the above manner, the 
converted original image data are obtained by converting the 
original image data into the common color space based on 
the color correspondence relationship. The converted origi 
nal image data are then converted into the color space for 
printing, and the print image data are obtained. The print 
image data are then output as the printed image. 

[0070] If a printing apparatus by Which the proof print has 
been generated and a printing apparatus for obtaining the 
printed image are different, color reproducibility becomes 
different in the proof print and the printed image due to 
differences in color processing methods, coloring character 
istics of color materials and/or recording methods or the like. 
Even if the same printing apparatus are used, the color 
reproducibility can vary due to a difference in a printing 
condition such as eXposure time. Therefore, the color repro 
ducibility of the proof print becomes different from the color 
reproducibility of the printed image generated by printing 
the original image data as they are or from a print generated 
by printing the scanned image data as they are. 

[0071] In the present invention, the converted scanned 
image data are obtained by converting the scanned image 
data into the common color space, and the converted original 
image data are obtained by ?nding the relationship betWeen 
the original image data and the converted scanned image 
data. The converted original image data in the common color 
space are further converted into the color space for printing, 
and the print image data are obtained. If the original image 
data are converted into the common color space, the data 
values of the converted original image data correspond to 
the data values of the converted scanned image data. There 
fore, by converting the original image data according to the 
color correspondence relationship, colors in the original 
image are related to colors in the proof print one to one. 
MeanWhile, by converting the converted original image data 
into the printing color space, data values of the print image 
data correspond to the data values of the converted original 
image data. As a result, colors of the original image and the 
printed image correspond one to one. Consequently, the 
colors of the proof print correspond to the colors of the 
printed image one to one. In this manner, color reproduc 
ibility of the printed image agrees With color reproducibility 
of the proof print even if the printing apparatus for gener 
ating the printed image and the proof print are not the same 
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or even if the color processing methods, the coloring char 
acteristics of color materials and/or recording methods are 
not the same, or even if printing conditions are not the same 
for the same printing apparatus. In this manner, the printed 
image having high ?delity to the color reproducibility of the 
proof print can be generated. 

[0072] Furthermore, the converted scanned image data are 
obtained by averaging and sampling the scanned image data 
in each of the areas having the predetermined range and by 
converting the sampled scanned image data into the com 
mon color space. By averaging and sampling the original 
image data in the same manner as the scanned image data 
and by ?nding the relationship betWeen the data values at the 
positions corresponding to each other in the sampled origi 
nal image and the converted scanned image represented by 
the converted scanned image data obtained by the sampling, 
the color correspondence relationship for converting the 
original image data into the common color space can be 
found. 

[0073] If the color correspondence relationship betWeen 
the data values of the image represented by the converted 
scanned image data (the converted scanned image) and the 
original image is found for piXels corresponding to each 
other in the tWo images, an amount of operation therefor 
becomes large. Furthermore, since the converted scanned 
image data are generated by converting the scanned image 
data obtained by photoelectrically reading the proof print, 
the scanned image itself is blurry due to defocus and ?are of 
an optical system in the reading means, for eXample. As a 
result, accurate position matching of the converted scanned 
image With the original image becomes difficult. 

[0074] Therefore, by ?nding the relationship for convert 
ing the original image data into the common color space, 
accurate position matching of the converted scanned image 
With the original image becomes unnecessary, and the 
amount of operation can be reduced. 

[0075] By calculating the color correspondence relation 
ship as the look-up table, the original image data can be 
converted into the common color space by simply referring 
to the look-up table. Therefore, operation for conversion can 
be carried out fast. 

[0076] According to the second image correction method 
and the second image correction apparatus of the present 
invention, the proof print having the ID information insepa 
rable from the proof print for identifying the original image 
is photoelectrically read, and the scanned image data and the 
ID information are obtained. The scanned image data are 
converted into the common color space corresponding to 
color perception, and the converted scanned image data are 
obtained. MeanWhile, the equivalent original image data 
corresponding to the ID information obtained at the time of 
obtaining the scanned image data are read from the storage 
means storing the plurality of original image data sets and 
the ID information related thereto. The relationship betWeen 
the data values of the converted scanned image data and the 
equivalent original image data is calculated as the color 
correspondence relationship. After the color correspondence 
relationship is found in the above manner, the converted 
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original image data are obtained by converting the equiva 
lent original image data into the common color space, based 
on the color correspondence relationship. The converted 
original image data are converted into the color space for 
printing, and the print image data are obtained. The printed 
image is then generated by printing the print image data. 

[0077] Therefore, according to the second image correc 
tion method and the second image correction apparatus of 
the present invention, color reproducibility of the printed 
image can be the same as color reproducibility of the proof 
print, and the printed image having high ?delity to the color 
reproducibility of the proof print can be obtained. 

[0078] Since the proof print has the ID information for 
identifying the original image data, by obtaining the ID 
information from the proof print, the original image data 
from Which the proof print has been generated can be 
identi?ed. Therefore, upon requesting output of the printed 
image, simply by providing the proof print to a laboratory 
that carries out the present invention Without identifying the 
original image data, the laboratory can identify the original 
image data, Which is convenient for a user. 

[0079] Furthermore, by ?nding the relationship for con 
verting the equivalent original image data into the common 
color space, accurate position matching betWeen the con 
verted scanned image and the equivalent original image 
becomes unnecessary, and the number of required opera 
tions can therefor be reduced. 

[0080] Moreover, by calculating the color correspondence 
relationship as the look-up table, the original image data can 
be converted into the common color space With reference to 
the look-up table. Therefore, a conversion operation therefor 
can be carried out fast. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0081] FIG. 1 is a block diagram shoWing a con?guration 
of an image output system adopting an image correction 
apparatus as a ?rst embodiment of the present invention; 

[0082] FIG. 2 is a diagram shoWing hoW a scanned image 
is divided; 

[0083] FIG. 3 is a How chart shoWing operation of the ?rst 
embodiment; 

[0084] FIG. 4 is a block diagram shoWing a con?guration 
of an image output system adopting an image correction 
apparatus as a second embodiment of the present invention; 

[0085] FIG. 5 is a How chart shoWing operation of the 
second embodiment; 

[0086] FIG. 6 shoWs the content of order information; 

[0087] FIG. 7 is a block diagram shoWing a con?guration 
of an image output system adopting an image correction 
apparatus as a third embodiment of the present invention; 

[0088] FIGS. 8A and 8B shoW positions of subplanes; 

[0089] 

[0090] 

FIG. 9 shoWs modulation patterns; 

FIG. 10 shoWs other modulation patterns; 




















