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(57) ABSTRACT 

The a golf club shaft includes a sheet member made of ?ber 
reinforced plastic material, preferably in the form of a mesh 
member having a reticular or net-like structure, secured 
circumferentially around a cylindrical outer surface of the 
grip end of the shaft body. Preferably, this sheet member 
includes an extension that is visible from outside by extend 
ing from the club head end of the grip to achieve a distinct 
appearance and/or to enhance the mechanical strength of the 
related part Which is knoWn to be subjected to a substantial 
stress in use. The presence of the sheet member not only 
improves various mechanical characteristics, such as the 
bending strength and ?attening strength and the vibration 
damping capabilities of the grip portion but also provides a 
distinct and attractive appearance to the golf club. 



Patent Application Publication Nov. 17, 2005 Sheet 1 0f 13 US 2005/0255935 A1 



Patent Application Publication Nov. 17, 2005 Sheet 2 0f 13 US 2005/0255935 A1 

II \\ \ 

1 l6 l6 MVXXWQ 



Patent Application Publication Nov. 17, 2005 Sheet 3 0f 13 US 2005/0255935 A1 

9 

\\ w <\ w 9 w A.“ N l. - t /\ ///////// ////// \ ,JA 
\ \ ‘ 

\ , \ 

v w_ Q x 

“ .1. \ 

/ \ 

w w x w_ Q x W \ ////// ////7//, “WA A . m Y“? 

Fig. 5 

6 \ 



Patent Application Publication Nov. 17, 2005 Sheet 4 0f 13 US 2005/0255935 A1 

Fig. 7 



Patent Application Publication Nov. 17, 2005 Sheet 5 0f 13 US 2005/0255935 A1 

Fig. 8 

n _ (6A) 66A) 



Patent Application Publication Nov. 17, 2005 Sheet 6 0f 13 

24 

, v/aAvz-A'Ar 4 

US 2005/0255935 A1 

Fig. 9 
/ 20(5) 

§50mm 5 
Fig. 1 0 

21a,21 b 

20(21) 



Patent Application Publication Nov. 17, 2005 Sheet 7 0f 13 US 2005/0255935 A1 

B?éanm 82 B EmEmomEmE 

ON 

Q at 

32m 505 83985269 8% m9 we 

9‘ 

was 
8 



Patent Application Publication Nov. 17, 2005 Sheet 8 0f 13 US 2005/0255935 A1 



Patent Application Publication Nov. 17, 2005 Sheet 9 0f 13 US 2005/0255935 A1 

k 

50 5 

U 5?“ 2 i152 
L _; 

Hg. 1 5 

400mm ————> 



Patent Application Publication Nov. 17, 2005 Sheet 10 0f 13 US 2005/0255935 A1 

. 

I "1 
I 

1800 2000 

l 1600 
In" 

[I v 
I 1400 

w ‘ 
l 1200 

l 

f , - - pfain tubefno mesh sheet) with mesh shee?present invention} 
I 1000 frequensy[Hz] Fig. 16 K 

I 
1 400 

1 1 200 

I 

a g 2 a o 2; a if 
[gpj?etu uogoun; 

asuodseJ ?ouenbeJJ 



Patent Application Publication Nov. 17, 2005 Sheet 11 0f 13 US 2005/0255935 A1 

Fig. 1 7 
frequencytHzj Mag [-dB] 

65.63 11 ,73 

181.25 8.32 

346.88 1.16 

562.50 6.73 

821.88 31.15 

1134.38 17.46 

1512.50 16,77 

1935.94 24.07 

60 

/ 

7M’ . 

1 41 

I 

5 
e1 / 

62 
Q4 



Patent Application Publication Nov. 17, 2005 Sheet 12 0f 13 US 2005/0255935 A1 

E, 
T“ . 



Patent Application Publication Nov. 17, 2005 Sheet 13 0f 13 US 2005/0255935 A1 

Edi 
$32 2 a m $2: 5.2. 3.5%; 

$33 3 m “.2 3 gih?wwmmm é 8N.‘ 5+2 2: m 0% Q3. Q9‘ mwwwwmnmmwcg 

2093s .. 

$3: Q: M Q8 Q2 emxhmwmmmmmwwwgg 
hméwwgm?q? 2 wwwmmw?ww . tmcw SEQ 



US 2005/0255935 A1 

GOLF CLUB SHAFT 

TECHNICAL FIELD 

[0001] The present invention relates to a golf club shaft, 
and more particularly to a golf club shaft that is light in 
Weight and strong. The golf club shaft of the present 
invention may also have a distinct appearance and alloWs the 
?rm and reliable attachment of the grip to the shaft body to 
be ensured. 

BACKGROUND OF THE INVENTION 

[0002] A conventional golf club shaft is typically con 
structed such that, When attaching a grip to the grip end of 
the shaft body, an adhesive or the like is applied to ?rmly 
secure the grip to the shaft body. It is desirable that the 
bending strength, ?attening strength and vibration damping 
capabilities of the part of the shaft body to Which this grip 
is affixed be improved While the golf club shaft needs to be 
as light in Weight as possible. Furthermore, at the end of the 
folloW through movement in a golfer’s golf sWing, the grip 
portion of the shaft body tends to hit the golfer’s shoulder, 
and this causes a signi?cant bending stress in the grip 
portion of the shaft body. It is therefore desirable to reinforce 
the grip portion of the shaft body. 

[0003] Further, the outer cylindrical surface of the shaft 
body is generally smooth, giving rise to various problems. 
For instance, as some effort and skill are required to ensure 
that the grip be adequately securely attached to the shaft 
body, the quality of the attachment may differ from one 
Worker to another. Therefore, a production management 
measure is required so that a uniform quality may be 
achieved. This adds to the number of manufacturing steps 
and adversely affects the production ef?ciency. 

[0004] In addition, there are a variety of types of golf 
clubs, such as Woods, irons and putters, and there is a need 
to easily identify these different types of golf clubs from the 
outer appearance of the golf club shafts, it is also desirable 
to give a distinctive, preferably aesthetically attractive 
appearance to each gold club or shaft to make it more 
attractive to the potential buyers of the golf clubs. Adistinct 
appearance prevents one’s golf clubs from being confused 
With somebody else’s. It is practiced to put colored tape 
around a suitable part of the club shaft for this purpose, but 
it is not so agreeable in appearance, and may peel off in time. 

BRIEF SUMMARY OF THE INVENTION 

[0005] With the above-mentioned problems in vieW, it is 
an object of the present invention to provide a golf club shaft 
that makes it possible to enhance various mechanical char 
acteristics, such as the bending strength and ?attening 
strength, and the vibration damping capabilities of the grip 
portion. 
[0006] A second object of the present invention is to 
provide a golf club shaft that can be made lighter Weight and 
can enhance the strength of the grip portion. 

[0007] A third object of the present invention is to provide 
a golf club shaft Which is constructed such that a grip can be 
reliably secured to the shaft body. 

[0008] A fourth object of the present invention is to 
provide a golf club shaft capable of being differentiated from 
the standpoint of appearance. 
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[0009] To achieve at least some of such objects, the 
present invention provides a golf club shaft that includes a 
sheet member made of ?ber reinforced plastic material, 
preferably in the form of a mesh member having a reticular 
or net-like structure, secured circumferentially around a 
cylindrical outer surface of the grip end of the shaft body. 
Preferably, this sheet member includes an extension that is 
visible from outside by extending from the club head end of 
the grip to achieve a distinct appearance and/or to enhance 
the mechanical strength of the related part Which is knoWn 
to be subjected to a substantial stress in use. 

[0010] The above-mentioned mesh member can be made 
into a mesh sheet by Weaving a ?brous material into a sheet 
shape. 
[0011] The above-mentioned mesh member may comprise 
a mesh-shaped carbon ?ber-reinforced plastic, Which is 
constructed by directly Winding a carbon ?ber-reinforced 
plastic-based ?brous material onto the shaft body using a 
?lament Winding process. 

[0012] The above-mentioned mesh member may comprise 
a mesh-shaped carbon ?ber-reinforced plastic, Which is 
constructed by directly Winding a carbon ?ber-reinforced 
plastic-based ?brous material onto the shaft body using a 
braiding process. 

[0013] The above-mentioned mesh member can be con 
structed by Weaving a ?brous material While orienting 
linearly extending strands or yarns of the above-mentioned 
?brous material in the circumferential direction of the shaft 
body. 
[0014] The above-mentioned mesh member can be con 
structed by Weaving a ?brous material While orienting 
linearly extending strands or yarns of the above-mentioned 
?brous material in the axial direction of the shaft body. 

[0015] The above-mentioned mesh member can be con 
structed by Weaving a ?brous material While orienting 
linearly extending strands or yarns of the above-mentioned 
?brous material at a selected angle relative to the axial 
direction of the shaft body. 

[0016] The above-mentioned mesh member can be con 
structed by Weaving a ?brous material While orienting 
linearly extending strands or yarns of the above-mentioned 
?brous material in three mutually different directions in the 
mesh member. 

[0017] The above-mentioned mesh member can be con 
structed by Weaving a ?brous material While orienting 
linearly extending strands or yarns of the above-mentioned 
?brous material in four mutually different directions in the 
mesh member. 

[0018] The above-mentioned mesh member can be con 
structed by Weaving a ?brous material While having a ?rst 
strand of the above-mentioned ?brous material oriented in 
the axial direction of the shaft body, a second strand of the 
above-mentioned ?brous material oriented in the circumfer 
ential direction of the shaft body, and a third and fourth 
strands of the above-mentioned ?brous material oriented at 
a 45 degree inclined angle to the axial direction and the 
circumferential direction of the shaft body in a mutually 
orthogonal manner. 

[0019] The above-mentioned mesh member can be con 
structed by Weaving a ?brous material using a hexagon mesh 
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Weaving process. The above-mentioned mesh member can 
be constructed so as to form a hexagonal pattern by Weaving 
a ?brous material. The above-mentioned mesh member can 
be constructed so as to form a pentagonal pattern by Weaving 
a ?brous material. The above-mentioned mesh member can 
be constructed by Weaving a ?brous material using a 
prepreg. 

[0020] The above-mentioned mesh member can be con 
stituted by a member having reticular belt-like ?ber portions 
and voids de?ned betWeen these belt-like ?ber portions, and 
can be exposed from the grip toWard the club head, and the 
color of the underlying surface of the shaft body can be 
visible through these voids Which may consist of pure voids 
or have a layer of at least semi-transparent plastic material. 

[0021] The above-mentioned mesh member can be con 
stituted by a member having reticular belt-like ?ber portions 
and voids de?ned betWeen these belt-like ?ber portions, and 
can be exposed from the above-mentioned grip toWard the 
club head, and the outer surface of the shaft body may have 
a color that shoWs through the voids of the mesh member. 

[0022] The above-mentioned mesh member can have one 
to 30 of these void(s) or crossover portion(s) per square 
centimeter. The above-mentioned mesh member can be 
constructed such that the circumscribed circle diameter of 
each void is 0.5 mm to 10 mm. The above-mentioned mesh 
member can be constructed by Weaving a ?brous material, 
and the Width of this ?brous material can be 0.2 mm to 5 
mm. The above-mentioned mesh member can be con 
structed by Weaving a ?brous material, and the thickness of 
this ?brous material can be 0.05 mm to 0.50 mm. The 
above-mentioned mesh member can be constructed such that 
it Weighs 80 g/m2 to 240 g/m2. 

[0023] In this application, the terms such as “reticular” 
and “net-like” should be understood in their broad senses, 
and accordingly should include any planar structure of 
?brous reinforcing members that include belt-like or thread 
like ?ber portions Where the ?brous material exists and 
voids that are de?ned betWeen such ?ber portions that are 
formed by Weaving, braiding, Winding, perforating and 
molding among other possibilities. In such cases, voids may 
de?ne recessed portions. When the ?ber portions are formed 
by Weaving, braiding or Winding, there are cross over 
portions Where at least tWo runs of the ?brous material cross 
each other, and these portions give rise to raised portions 
While the voids give rise to recessed portions. Depending on 
hoW the sheet member is formed, the voids may consist of 
pure voids or may include at least a layer of plastic material 
Which preferably is at least partly transparent although it is 
not absolutely necessary for implementing the present 
invention. 

[0024] In a golf club shaft according to the present inven 
tion, because the structure is such that a grip can be secured 
to the outer surface of the sheet member typically consisting 
of a carbon ?ber-reinforced plastic material (for example, 
reinforced by a mesh member consisting of a tri-axial Woven 
fabric, a tetra-axial Woven fabric, or a mesh-shaped carbon 
?ber-reinforced plastic constructed by directly Winding a 
carbon ?ber-reinforced plastic-based ?brous material onto 
the above-mentioned shaft body using a ?lament Winding 
process or a braiding process, or a mesh-shaped carbon 
?ber-reinforced plastic constructed by directly Weaving or 
braiding a carbon ?ber-reinforced plastic-based ?brous 
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material onto the shaft body using a Weaving or braiding 
process), Which is af?xed circumferentially to the grip end of 
a steel shaft body, the mesh member-based grip part can 
achieve, in particular, the effect of enhanced strength, such 
as bending strength and ?attening strength, and the effect of 
being made lighter Weight in line With the enhanced 
strength, and, in addition, improve vibration damping char 
acteristics. Needless to say, by constituting the mesh mem 
ber by Weaving a ?brous material in a variety of modes, such 
as a hexagon mesh Weaving process, it also becomes pos 
sible to realiZe the above-mentioned differentiation in terms 
of appearance, and more particularly, it becomes possible to 
further enhance the strength of the golf club shaft, and to 
make it lighter Weight. In other Words, it becomes possible 
to achieve a super lightWeight golf club shaft, something that 
has been impossible to achieve With the conventional plain 
metal shaft body. More speci?cally, by reinforcing a golf 
club shaft using a mesh member that Weighs around 2 grams 
to 10 grams, it is possible to manufacture an ultra-light 
Weight shaft of less than 80 grams While having the strength 
required of a golf club shaft. 

[0025] In addition, the friction action or resistance action 
resulting from the irregular surface texture of the mesh 
member or sheet member (voids, crossover portions and 
belt-like ?ber portions) makes it possible to securely fasten 
a grip to the shaft body. Therefore, in the process of bonding 
or otherWise securing a grip to the shaft body, the quality of 
the attachment betWeen the grip and shaft body can be made 
highly uniform Without regards to the difference in skill 
among the Workers. 

[0026] Further, since exposing a portion of the mesh 
member from the grip toWard the club head can make the 
color of the underlying surface of the shaft body visible 
through the voids, the golf club shaft can be differentiated 
from the standpoint of appearance. Plating may be used to 
applying different colors to the shaft body. 

[0027] Furthermore, steel is superior as a material for a 
golf club shaft, and has various advantages over carbon 
reinforced plastic material, such as a higher toughness, an 
ability to undergo a large de?ection Without losing the 
resiliency, a high resistance to tWisting, a high resistance to 
scratching, etc. Although steel is preferred as the material for 
the shaft body to Which the present invention is applied, 
aluminum, titanium and various alloys may also be used as 
the material for the shaft body When implementing the 
present invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0028] FIG. 1 is a front vieW of a golf club 1, Which uses 
a golf club shaft 2 in accordance With a ?rst embodiment of 
the present invention; 
[0029] FIG. 2 is a plan vieW shoWing one example of a 
sheet member 6 having reticular shapes of a regular hexagon 
and a triangle in accordance With the ?rst embodiment of the 
present invention; 
[0030] FIG. 3 is a plan vieW shoWing another example of 
a sheet member 6 having a reticular shape of a regular 
hexagon in accordance With the ?rst embodiment of the 
present invention; 
[0031] FIG. 4 is a plan vieW shoWing another example of 
a sheet member 6 having a reticular shape of a regular square 
in accordance With the ?rst embodiment of the present 
invention; 
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[0032] FIG. 5 is a plan vieW showing another example of 
a sheet member 6 having a reticular shape of a regular 
triangle in accordance With the ?rst embodiment of the 
present invention; 

[0033] FIG. 6 is a front vieW of an essential element 
shoWing a process for attaching a sheet member 6 to a shaft 
body 5 in accordance With the ?rst embodiment of the 
present invention; 

[0034] FIG. 7 is a cross-sectional vieW of an essential 
element shoWing a process for attaching a grip 3 to a shaft 
body 5, Which is covered With a sheet member 6 in accor 
dance With the ?rst embodiment of the present invention; 

[0035] FIG. 8 is a front vieW shoWing examples of the 
structures of golf clubs 1 comprising a set made up of 
Woods, irons and a putter in accordance With the ?rst 
embodiment of the present invention; 

[0036] FIG. 9 is an oblique vieW of a 50 mm long ?rst test 
piece 20 made from the grip 3 part of the shaft body 5 for 
carrying out a ?attening strength test in accordance With the 
?rst embodiment of the present invention; 

[0037] FIG. 10 is an oblique vieW of a 50 mm long second 
test piece 21a made from the grip 3 part of the shaft body 5 
for carrying out a ?attening strength test in accordance With 
the ?rst embodiment of the present invention; 

[0038] FIG. 11 is a simpli?ed side vieW of a ?attening 
strength testing device 22 for carrying out a ?attening 
strength test in accordance With the ?rst embodiment of the 
present invention; 

[0039] FIG. 12 is a graph shoWing the results of a ?at 
tening strength test for carrying out a ?attening strength test 
in accordance With the ?rst embodiment of the present 
invention; 

[0040] FIG. 13 is a simpli?ed side vieW of a three-point 
bending strength testing device 30; 

[0041] FIG. 14 is a simpli?ed side vieW of an IZod impact 
value testing device 40; 

[0042] FIG. 15 is a simpli?ed side vieW of a device 50 for 
testing vibration-damping capabilities; 

[0043] FIG. 16 is a graph shoWing the relationship of a 
frequency response function relative to a frequency for 
testing vibration-damping capabilities; 

[0044] FIG. 17 is a table shoWing the difference betWeen 
the value of a frequency response function of a plain shaft 
body 5, and the value of a frequency response function of a 
shaft body 5 With a sheet member 6 attached, at speci?ed 
frequencies; 

[0045] FIG. 18 is a front vieW of an essential element of 
the grip end 7 part of a golf club shaft 60 in accordance With 
a second embodiment of the present invention; 

[0046] FIG. 19 is a front vieW of an essential element of 
the grip end 7 part of a golf club shaft 70 in accordance With 
a third embodiment of the present invention; 

[0047] FIG. 20 is a plan vieW of another example of a 
mesh material (a mesh sheet 80 of a tetra-axial Woven fabric) 
of the present invention; and 
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[0048] FIG. 21 is a table of the results of experiments 
concerning ?attening strength, three-point bending strength 
and IZod impact values, respectively, for a plain shaft and a 
shaft body 5 Wrapped With a mesh sheet 80 in accordance 
With the present invention (tetra-axial composite) 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0049] Since the structure is such that a grip is attached to 
a steel shaft body by interposing a ?ber-reinforced plastic 
sheet member, that includes a ?brous reinforcing member 
typically having a reticular (or net-like) structure, the present 
invention achieves an ultra-lightWeight golf club shaft, 
Which enhances the bending strength, ?attening strength and 
vibration damping capabilities of the grip part, and, in 
addition, improves grip ?xability, and makes possible dif 
ferentiation from the standpoint of appearance as Well. 

[0050] FIG. 1 is a front vieW of a golf club 1, and the golf 
club 1 has a golf club shaft 2, a grip 3 and a club head 4. The 
golf club shaft 2 has a shaft body 5 and a sheet member 6. 
The shaft body 5 is formed of steel, and the grip 3 can be 
mounted to the grip end 7 on one end thereof, and a club 
head 4 can be mounted to the club head end 8 on the other 
end thereof. 

[0051] The sheet member 6 is secured circumferentially in 
one continuous turn to the grip end 7 of the shaft body 5, and 
has a longitudinal length that extends from the shaft body 
end 5A toWard the club head 4 until it is exposed from the 
grip 3, and a grip 3 can be secured to the outer cylindrical 
surface of this sheet member 6. In this embodiment, the tWo 
edges of the sheet member 6 extending in the axial direction 
of the shaft body 5 substantially abut each other Without any 
overlap although it is all Within the spirit of the present 
invention to Wrap it short of the full turn or by more than one 
turn. The ring-shaped exposed portion 6A of the sheet 
member 6 presents a distinctive appearance. Typically, the 
reinforcing ?ber shoWs through the surrounding plastic 
material, and adds to distinctive appearance oWing to its 
reticular, knit, Wound or other structure. The sheet member 
6 may extend to the very end of the grip end 5A or may 
terminate short of the terminal end of the shaft body by a 
predetermined longitudinal length of, preferably, 60 mm or 
less. 

[0052] When the object is to differentiate the golf club 
shaft 2 itself from the standpoint of appearance in particular, 
the sheet member 6 fastening or securing mode can, of 
course, be continuous, discontinuous or intermittent in either 
the circumferential or axial directions of the shaft body 5. 
HoWever, When the object is to enhance the bending 
strength, ?attening strength or vibration damping capabili 
ties of the shaft body part, and make it lighter Weight, it is 
desirable that the sheet member 6 be secured by Wrapping it 
circumferentially one full turn around the shaft body 5 
although it is Well Within the spirit of the present invention 
to Wrap it by more than one turn or slightly less than one 
turn. 

[0053] The sheet member 6 can employ a carbon ?ber 
reinforced plastic or a prepreg thereof. Although carbon ?ber 
is preferred as a reinforcing material, it is also possible 
depending on the case to use other ?brous material such as 
glass ?bers, boron ?bers, metallic ?bers or other ?ber 
material that is capable to achieving a high mechanical 
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strength particularly When placed in a matrix of epoxy or 
other resin or plastic material. Aprepreg is a material that is 
formed by impregnating a resin into a carbon ?ber or other 
such ?ber material (preferably, an extremely thin yarn called 
“spread ?ber yarn”) in advance, and the resin can be cured 
so that the prepreg becomes ?rmly bonded to the shaft body 
5 by heating. Each of these spread ?ber yarns may consist 
of a large number of ?laments, typically betWeen 1,000 and 
3,000 ?laments Which may be tWisted With one another. 

[0054] More speci?cally, the sheet member 6 may com 
prise reticular belt-like ?ber portions 9 and voids 10 de?ned 
betWeen these belt-like ?ber portions 9. More preferably, the 
sheet member 6 is formed of the belt-like ?ber portions 9 
made from a carbon ?ber-reinforced plastic or other such 
?brous material by Weaving, braiding Winding or knitting. 
For instance, “hexagon mesh Weaving process (or What is 
commonly referred to as “tri-axial circular Weaving”) may 
be used. 

[0055] In addition, regardless of Whether the sheet mem 
ber 6 is formed from a ?at sheet, or formed from a ?brous 
material such that the crossover portions are formed three 
dimensionally, if at least one strand of the ?brous material 
(belt-like ?ber portion 9) extends linearly in the circumfer 
ential direction of the shaft body 5 as a part of the forming 
pattern of the ?brous material, the ?attening strength of the 
shaft body 5 can be improved. If at least one strand of the 
?brous material (belt-like ?ber portion 9) extends linearly in 
the axial direction of the shaft body 5 as a part of the forming 
pattern of the ?brous material, the bending strength of the 
shaft body 5 can be improved. By suitably combining 
different orientations of such linear parts of the formation of 
the ?brous material, it is possible to adjust the mechanical 
properties and vibration damping properties of the shaft 
main body 5. 

[0056] The reticular structure of the sheet member 6 can 
adopt any desired shape, such as a hexagon, pentagon, 
quadrate or other such square, rhombus, triangle or circle, 
and, in addition, a shape that combines these shapes. 

[0057] For example, FIG. 2 is a plan vieW shoWing one 
example of a sheet member 6 having a reticular structure 
represented by regular hexagons and triangles, and belt-like 
?ber portions 9 of a carbon ?ber-reinforced plastic are 
Woven into a mesh by a hexagon mesh Weaving process 
using a ?brous material, and voids 10 of relatively large 
regular hexagons and relatively small regular triangles are 
formed betWeen the belt-like ?ber portions 9. These belt-like 
?ber portions 9 and the resulting crossover portions 11, each 
having a predetermined thickness, constitute raised portions, 
and the voids 10 constitute recessed portions of the ?nal 
sheet member 6. 

[0058] The hexagon mesh, as shoWn in FIG. 2, is con 
structed by Weaving such that ?brous materials (belt-like 
?ber portions 9), Which mutually extend in three directions 
(tri-axially) at intersecting angles of 120 degrees, are Woven 
or braided into a hexagonal shape. The hexagon mesh thus 
has What can be called as three-dimensional crossover 
portions 11 such that each run of the ?brous materials, Which 
intersect at the crossover portions 11, alternates betWeen 
upper and loWer positions from one crossover portion 11 to 
the next. 

[0059] The sheet member 6 may have one to 30 recessed 
portion(s) or raised portion(s) for each square centimeter as 
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a measure of the coarseness of the sheet member 6 in the 
case of the illustrated embodiment. The sheet member 6 may 
have such a structure that each void de?nes a circumscribed 
circle Which is 0.5 mm to 10 mm in diameter. 

[0060] For example, in the structure shoWn in FIG. 2, each 
of the regular hexagonal voids may de?ne a circumscribed 
circle C1 having a diameter of approximately 2 mm, and 
each of the regular triangular voids may de?ne a circum 
scribed circle C2 having a diameter of approximately 1 mm. 

[0061] FIG. 3 is a plan vieW shoWing another example of 
a sheet member 6 having a reticular shape de?ning regular 
hexagonal voids 10, and in this sheet member 6, by making 
the Width of the belt-like ?ber portions 9 Wider, the area 
occupied by the belt-like ?ber portions 9 and the crossover 
portions 11 (de?ning raised portions) is made larger, and the 
voids 10 having the hexagonal shape (de?ning recessed 
portions) is made smaller. Each of the regular hexagonal 
voids 10 may de?ne a circumscribed circle C3 having a 
diameter of approximately 1.5 mm While there is essentially 
no triangular voids or each regular triangular void is reduced 
to de?ning a circumscribed circle having an essentially Zero 
diameter. 

[0062] The Width of this belt-like ?ber portion 9 may be 
from 0.2 mm to 5 mm. This Width is 1 mm in the embodi 
ment illustrated in FIG. 3. Also, the thickness of this 
belt-like ?ber portion 9 may be from 0.05 to 0.50 mm. The 
sheet member 6 may Weigh from 80 to 240 g/m2. 

[0063] FIG. 4 is a plan vieW shoWing yet another example 
of a sheet member 6 having a reticular structure formed by 
Weaving or braiding the belt-like ?ber portions 9 in a 
rectangular grid-like manner. In this case also, each run of 
the belt-like ?ber portions 9 may alternate betWeen upper 
and loWer positions With respect to the other run of the 
belt-like ?ber portions 9 from one crossover point to the 
next. The voids 10 de?ned by the belt-like ?ber portions 9 
are each provided With a square shape. 

[0064] FIG. 5 is a plan vieW shoWing yet another example 
of a sheet member 6 having a reticular structure formed by 
Weaving or braiding the belt-like ?ber portions 9 of the sheet 
member 6 that are oriented at different angles that are 
60-degree apart. In this case also, each run of the belt-like 
?ber portions 9 may alternate betWeen upper and loWer 
positions With respect to the other run of the belt-like ?ber 
portions 9 from one crossover point to the next. The voids 
10 de?ned by the belt-like ?ber portions 9 are each provided 
With a regular triangular shape. 

[0065] FIG. 6 and FIG. 7 illustrate the process of mount 
ing the sheet member 6 and the grip 3 to the shaft body 5. 
FIG. 6 is a front vieW of the essential components and shoWs 
the sheet member 6 in the form of a prepreg or the like 
Wrapped around the grip end 7 of the shaft body 5 by one full 
turn. As shoWn in the enlarged portion of FIG. 6, the sheet 
member 6 is temporarily secured to the shaft body 5 by 
Wrapping a synthetic resin tape 12 at a prescribed spiral pitch 
around the outer surface of the sheet member 6. Alterna 
tively, this sheet member 6 may also be temporarily secured 
to the periphery of the shaft body 5 by applying a suitable 
adhesive, instead of using a tape. 

[0066] While the sheet member 6 is temporarily secured to 
the grip end of the shaft main body 5 in this fashion, the 
sheet member 6 is heated to a prescribed temperature inside 
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a heating oven 13. After this curing process, the synthetic 
resin tape 12 is removed, and this reveals the color and 
texture of the shaft body 5 itself through the voids 10 of the 
sheet member 6. 

[0067] FIG. 7 is a cross-sectional vieW of the essential 
components and shoWs the process of mounting the grip 3 
the part of the shaft body 5 already covered by the sheet 
member 6. First of all, an adhesive 14 is applied to the outer 
surface of the sheet member 6. Arubber grip 3 in an in?ated 
state by virtue of air pressure applied from the inside thereof 
is ?t on the grip end of the shaft body 5. The air pressure is 
removed, and this causes the grip 3 to return to its original 
shape and ?rmly and resiliently adhere to the outer surface 
of the sheet member 6. With the help of the adhesive 14, the 
grip 6 is ?rmly and permanently attached to the grip end 7 
of the shaft body 5. 

[0068] Since the grip 3 is bonded to the grip end 7 of the 
shaft body 5 via the sheet member 6, the grip can be ?rmly 
secured to the shaft body 5 on account of a large friction that 
exits betWeen the grip 3 and sheet member 6 primarily 
oWing to the irregular surface texture of the sheet member 6. 

[0069] Furthermore, as shoWn in FIG. 1 in particular, by 
having a part of the sheet member 6 (exposed portion 6A) 
extend beyond the club head end of the grip 3, it is possible 
to produce a distinctive feature on account of the particular 
color and texture of the sheet member 6, and this is bene? 
cial in enhancing the appearance of the golf club in addition 
to increasing the mechanical strength of the affected part. 

[0070] In other Words, by forming the belt-like ?ber 
portions 9 in a speci?c pattern so as to de?ne voids 10 of 
different shapes, such as a hexagon, pentagon, square, 
rhombus, triangle, circle or other such pattern, it is possible, 
especially When the belt-like ?ber portions 9 are formed 
from carbon ?ber-reinforced plastic, to achieve a unique 
appearance oWing to a pronounced contrast betWeen the 
metallic hue of the shaft body 5 and the pitch black color of 
the belt-like ?ber portions 9. In particular, oWing to the fact 
that the metallic hue of the shaft body 5 shoWs through the 
voids of the sheet member 6, the sheet member 6 acquires 
a unique appearance, and this enhances the aesthetic appear 
ance of the golf club shaft. Furthermore, the shaft body 5 
may be given With other colors (such as orange, yelloW, 
green, blue, purple, etc.), for instance by plating, and an 
additional distinct feature may be accomplished so that the 
design choices of the golf club may be greatly expanded. 

[0071] FIG. 8 is a front vieW shoWing a set of golf clubs 
1 including Wood and iron clubs and a putter according to 
the present invention (although the club heads are omitted 
from illustration), and each of these respective golf clubs 1 
includes a sheet member 6 including an extension 6A 
exposed from the grip 3 so that the club set may be given 
With a uniform design. It is also possible to differentiate each 
club of the set from the others by changing the design of the 
mesh structure of each shaft and/or changing the color of the 
underlying surface of the shaft body 5 that shoWs through 
the voids 10 of the sheet member extension 6A from one 
shaft to the other. 

[0072] Furthermore, the presence of the sheet member 6 in 
the grip end of the shaft body 5 increases the rigidity, 
bending and ?attening strengths and vibration damping 
capabilities of this part. It is particularly the case because the 
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sheet member 6 (including the extension 6A thereof) is 
provided in the part of the shaft body 5 Which is adjacent to 
the club head end of the grip Where severe stresses are 
knoWn to occur. By thus effectively strengthening the essen 
tial or strategic part of the club shaft, it becomes possible to 
minimiZe the Weight of the club shaft Without in any Way 
compromising the mechanical strength thereof or to maxi 
miZe the mechanical strength of the club shaft for a given 
Weight of the club shaft. 

[0073] In particular, by making the belt-like ?ber portions 
9 from a carbon ?ber-reinforced plastic or other such ?brous 
material, and Weaving or braiding this by using a “hexagon 
mesh Weaving process” or other similar process so as to 
orient at least one strand of the ?brous material (belt-like 
?ber portion 9), Which extends linearly in the net-like 
structure of the belt-like ?ber portions 9 in the sheet member 
6, in the circumferential direction, axial direction or other 
directions of the shaft body 5, it is possible to improve the 
bending strength, ?attening strength, and vibration damping 
capabilities of the shaft body 5. 

[0074] Aprocess of Wrapping and securing a sheet mem 
ber 6 in the form of a prepreg made of a carbon ?ber 
reinforced plastic (as described in connection With FIG. 3) 
to a steel shaft body 5 is described in the folloWing With 
reference to FIGS. 9 to 11. 

[0075] FIG. 9 is a perspective vieW of a 50 mm-long ?rst 
test piece 20 cut from the grip end of the shaft body 5 for 
?attening strength tests, and FIG. 10 is a perspective vieW 
of a similar 50 mm-long second test piece 21a cut from the 
grip end of the shaft body 5 and Wrapped by the sheet 
member 6 according to the present invention that extends 40 
mm from the terminal end 5A of the shaft body 5. The 
strands of ?brous materials (belt-like ?ber portions 9) 
include those that extend linearly in the circumferential 
direction of the shaft body 5. A third test piece 21b Was also 
prepared that includes tWo layers of the sheet member 6 and 
is otherWise same as the second test piece 21a. In all of these 
test pieces, the outer diameter Was 14.80 mm, and the Wall 
thickness Was 0.288 mm. The ?brous material (belt-like 
?ber portions 9) of the sheet member 6 Was 1 mm Wide and 
0.07 mm thick. 

[0076] FIG. 11 is a simpli?ed perspective vieW of a 
?attening strength testing device 22 for the ?rst test piece 20 
and second test pieces 21a and 21b, and the ?attening 
strength testing device 22 has a metallic anvil 23 and a 
metallic load applicator 24, an actuator 25 and a load sensor 
26. Aload Was continuously applied by the actuator 25 to the 
?rst test piece 20 and the second test pieces 21a and 21b 
placed betWeen the anvil 23 and load applicator 24 by 
loWering the load applicator 24 at the rate of 5 mm/min until 
the ?rst test piece 20 and second test pieces 21 fractured, and 
the load at the time of fracture and displacement of the load 
applicator 24 Were measured in each case by the load sensor 
26. 

[0077] FIG. 12 is a graph shoWing the results of the 
?attening strength test, and the ?rst test piece 20, Which Was 
not provided With the sheet member 6, fractured at the load 
of 70 kgf. The second test piece 21a, Which Was ?tted With 
a layer of the sheet member 6, fractured at the load of 80 kgf. 
The third test piece 21b, Which Was covered With tWo layers 
of the sheet member 6, fractured at the load of 82 kgf. 

[0078] The test demonstrated that Wrapping a layer of the 
hexagon-mesh-Woven sheet member 6 around the shaft body 
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5 improved the ?attening strength by 14%, and Wrapping 
tWo layers of the mesh sheets 6 around the shaft body 5 
improved the ?attening strength by 17%. 

[0079] FIG. 13 is a simpli?ed side vieW of a three-point 
bending strength testing device 30 that comprises a pair of 
supports 31 that are spaced apart by 300 mm, a load 
applicator 32 and a load sensor 33 that measures the load and 
displacement of the load applicator 32. The test pieces 
similar to those of the ?attening test described in connection 
With FIGS. 9 to 11 Were used eXcept that each test piece Was 
approximately 350 mm long, and the sheet member 9 
eXtended by a length of slightly more that 300 mm in an 
intermediate part of the test piece. 

[0080] Each test piece Was symmetrically placed on the 
supports 31, and the load applicator 32 Was applied to a 
middle point of the test piece betWeen the tWo supports 
continuously at the loading rate of 20 mm/min until the test 
piece fractured. The displacement of the load applicator 32 
and load at the time of the fracture Were measured by using 
the load sensor 33 for each test piece. 

[0081] The ?rst test piece 20, Which Was not Wrapped by 
the sheet member 6, fractured at the load of 40.6 kgf. The 
second test piece 21a, Which Was Wrapped by one layer of 
the sheet member 6, fractured at the load of 46.2 kgf. In 
other Words, it Was demonstrated that Wrapping one layer of 
the heXagon-mesh-Woven sheet member 6 around the shaft 
body 5 increased the bending strength by 13.8%. 

[0082] FIG. 14 is a simpli?ed side vieW of an IZod impact 
value testing device 40, and the IZod impact value testing 
device 40 has a base portion 41, a test piece mount 42 
attached to the center of this base portion 41, a frame 43, a 
pivot shaft 44 provided in an upper part of the frame 43, a 
sWing arm 45 that freely rotates around the pivot shaft 44, 
a hammer 46 af?Xed to the tip of the sWing arm 45 and an 
impact value indicator 47 indicating the angular position of 
the sWing arm 45. 

[0083] Test pieces similar to the ?rst and second test 
pieces 20 and 21a similar to those illustrated in FIG. 9 and 
FIG. 10 Were prepared. Each test piece Was af?Xed upright 
on the test piece mount 42. The hammer 46 Was released 
from a certain angular position, and let freely fall under the 
gravitational force until it impacts the test piece. The load at 
the time of the fracture Was measured by using the impact 
value indicator 47. 

[0084] According to the measurement results, the ?rst test 
piece 20, Which Was not Wrapped by the sheet member 6, 
fractured at the impact force of 9.1 ft-lbs (foot-pounds). The 
second test piece 21a, Which Was Wrapped by one layer of 
the sheet member 6, fractured at the impact force of 9.9 
ft-lbs. In other Words, Wrapping one layer of the heXagon 
mesh-Woven sheet member 6 around the shaft body 5 
improved the IZod impact value by 8.8%. 

[0085] Next, vibration damping capabilities Were also 
tested. This test is also called as an impact response test or 
a transfer function measurement test. FIG. 15 is a simpli?ed 
side vieW of a vibration-damping capabilities testing device 
50, and shoWs both a steel shaft body 5 Which is not Wrapped 
by the sheet member 6, and a steel shaft body 51 Which is 
Wrapped by the sheet member 6. Furthermore, the lengths of 
the shaft bodies 5, 51 are designated by letter L, and the 
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sheet member 6 is af?Xed to the shaft body 51 so as to eXtend 
the length of 400 mm from the shaft body end 51A. 

[0086] This vibration-damping capabilities testing device 
50 has a pair of supports 52 that are suspended on strings at 
points that are 0.224L aWay from the grip end and club head 
end of each shaft body 5, respectively, an impulse hammer 
53 and an accelerometer 54 mounted on the shaft body 5 at 
a point 150 mm aWay from the grip end. An impact is 
applied to one of the support points 52 on the club head end 
side by using the impulse hammer 53, and the accelerometer 
54 measured the resulting acceleration of the corresponding 
point on the shaft body 5. 

[0087] The impulse hammer kit Was made by PCB 
PieZotronics, Inc., and an FFT analyZer made by Ono Sokki 
Co., Ltd. Was used to analyZe the data obtained from the 
accelerometer 54. A frequency response function Was 
identi?ed by using the impact by the impulse hammer 53 as 
the input F and the acceleration measured by the acceler 
ometer 54 as the output A. TWenty cycles of test Were 
performed for each set of data. The highest frequency Was 
2.5 kHZ and the resolution poWer Was 4,096 N. 

[0088] FIG. 16 is a graph shoWing the relationship 
betWeen the frequency response function and the frequency, 
and the dotted line in the graph indicates the shaft body 5 not 
Wrapped by the sheet member 6, and the solid line indicates 
the shaft body 51 Wrapped by the sheet member 6 according 
to the present invention, respectively. 

[0089] As demonstrated in the graph, the shaft body 51 
Wrapped by the sheet member 6 is signi?cantly loWer in the 
frequency response function particularly in the high fre 
quency range as compared With the shaft body 5 Without the 
sheet member. It is knoWn that the vibrations of the higher 
frequency range strongly affect the behavior of the club shaft 
at the time of ball impact, and the test result clearly indicates 
a substantial improvement in vibration damping capabilities 
in such a high frequency range. 

[0090] FIG. 17 is a table shoWing the differences, at 
speci?ed frequencies, betWeen the value of the frequency 
response function of the shaft body 5 Without the sheet 
member 6 and the value of the frequency response function 
of the shaft body 51 With the sheet member 6. As is clear 
from this table, signi?cant differences Were recorded at 
various frequencies. 

[0091] The sheet member 6 of the present invention is not 
limited to those described above, and can also be imple 
mented by directly Wrapping a ?brous material around the 
grip end 7 of a shaft body 5. FIG. 18 is a front vieW of an 
essential part of such an embodiment. A carbon ?ber 
reinforced plastic ?brous material 61 consisting of a single 
yarn or a plurality of yarns is Wrapped around the grip end 
7 of a golf club shaft 60 by using a ?lament Winding process. 
It the illustrated embodiment, a pair of yarns of the carbon 
?ber-reinforced plastic ?brous material 61 are Wrapped 
around the grip end 7 of a golf club shaft 60 spirally at a 
prescribed angle relative to each other. Therefore, voids 
having a rhombus shape are formed betWeen the yarns of the 
carbon ?ber-reinforced plastic ?brous material 61. 

[0092] The carbon ?ber-reinforced plastic ?brous material 
61 is formed by impregnating a resin material into strands of 
carbon ?bers or other such ?brous material (that may consist 






