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(57) ABSTRACT 

Disclosed are a channel time reservation system and 
method, and a data slot reservation method for transmitting 
data in a medium access control for a mobile ad-hoc Wireless 
personal area networks. A reservation con?ict, Which may 
occur during a data slot reservation process, can be detected 
and solved. For this purpose, the system exchanges various 
types of information. Thus, a slot reservation for commu 
nication betWeen devices can be completed in a shorter 
period of time. Also, capacity of the network can be 
improved by spatial reuse of channel time. 
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SYSTEM AND METHOD FOR CHANNEL TIME 
RESERVATION IN DISTRIBUTED WIRELESS 

PERSONAL AREA NETWORK 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application claims bene?t under 35 U.S.C. § 
119 from Indian Patent Application No. 418/CHE/2004 ?led 
on May 6, 2004, and Korean Patent Application No. 2004 
116188, ?led on Dec. 30, 2004, the entire contents of Which 
are incorporated herein by reference. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 

[0003] The present invention relates to a system for and a 
method of making a channel time reservation as part of a 
medium access control in a distributed Wireless personal 
area netWork, Which is based on a Wireless mobile ad-hoc 
netWork. 

[0004] 2. Description of the Related Art 

[0005] A Wireless personal area netWork is de?ned as a 
netWork Working Within a personaliZed area of about 10 
meters. IEEE (Institute of Electrical and Electronics Engi 
neers) prescribes standards for such a Wireless personal area 
netWork. An ultra Wide band (UWB) communication tech 
nology can provide a transmission rate of over several 
hundreds mega bits per second (Mbps) in this personalized 
area. In such Wireless personal area network, the Wireless 
medium is shared among all the devices for communication. 
Therefore, it requires a medium access method for control 
ling the access to the medium by the devices. In a broad 
sense of meaning, it includes hoW to access the netWork, 
hoW to transmit data to other devices at a desired transmis 
sion rate, and hoW to use the medium optimally. 

[0006] A medium access control for the Wireless personal 
area netWork can be designed in tWo access methods, i.e., a 
centraliZed access mode and a distributed access mode. In 
the centraliZed access, one of the devices acts as a coordi 
nator for the Whole netWork in order to manage and coor 
dinate a medium access for all the devices. All the devices 
request assistance from the centraliZed coordinator for a 
medium access such as participation to the netWork or 
allocation of channel time. In the distributed access, the 
medium access is uniformly distributed through all the 
devices of the netWork. In addition, all the devices share the 
burden of managing medium access With each other. 

[0007] FIG. 1 shoWs one eXample of a conventional 
Wireless personal area netWork With centraliZed coordinator. 

[0008] The netWork shoWn in FIG. 1 includes a central 
iZed netWork called a ‘piconet,’ While supporting a central 
iZed medium access mode based on IEEE802.15.3. One 

device, Which is called a PNC (Piconet Coordinator) oper 
ates as a coordinator in the piconet. APNC, such as PNC 10 
of FIG. 1, alloWs other devices to be connected to the 
netWork, and provides a function of allocation and synchro 
niZation of the channel (time slot), through Which data is 
transmitted to other devices. This is an ad-hoc centraliZed 
Wireless personal area netWork. 

[0009] FIG. 2 shoWs a Wireless personal area netWork 
having no centraliZed coordinator. 
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[0010] Referring to FIG. 2, a plurality of devices are 
included and marked by a dot. Circles made about each 
device indicate the communication range for each device. 

[0011] The netWork of FIG. 2 supports a distributed 
medium access control mode. Each device cooperates With 
the other devices, alloWs a neW device to participate in the 
netWork, and shares information required for performing a 
medium access control, such as channel time allocation and 
synchroniZation for transmitting data to other devices, and 
electric poWer saving. Therefore, no device in the netWork 
acts as a dedicated coordinator. This is a distributed ad-hoc 
WPAN system. 

[0012] The distributed medium access control mode relies 
on a timing concept called ‘superframe.’ The superframe has 
a ?Xed length in time, and is divided into a plurality of time 
WindoWs called a ‘time slot.’ In addition, the time slot is also 
called a ‘medium access slot (MAS).’ Some of the time slots 
are used for the devices to send a beacon. The remaining 
slots are used to send data. The slot Where beacons are sent 
may be called a ‘beacon slot’ and the slot Where data is sent 
may be called a ‘data slot.’ The length of a beacon period 
(BP) may be smaller than that of data period. The beacon 
slots may be distributed over the slots of a superframe, or 
they may appear together in the starting portion of a super 
frame. Furthermore, the number of beacons and beacon slots 
may be ?Xed and may vary. 

[0013] FIG. 3 shoWs the structure of a conventional 
superframe. 
[0014] The superframe structure shoWn in FIG. 3 is basi 
cally de?ned in the Multiband OFDM (Orthogonal Fre 
quency Division Modulation) Alliance MAC (Medium 
Access Control) draft v0.5. This includes 256 medium 
access slots (including all, a12, and a21). Some of the 
medium access slots (including all and a12) constitute a 
beacon period a10, Which is constructed of beacon slots. The 
remaining medium access slots (including a21) form a data 
section a20 constituted of medium access slots, Which can be 
used by other devices of the netWork in order to transmit 
data to other devices in the netWork. 

[0015] Each medium access slot (including all, a12, and 
a21) forms a superframe having a length of approximately 
65 ms, and each medium access slot (including all, a12, and 
a21) is 256 us. 

[0016] Information of the superframe is broadcast Within 
a beacon, Which is broadcast by each device in the beacon 
period. Thus, neighbor devices of that device can use the 
information for a subsequent processing. The start time of a 
superframe is determined by the start-up of a beacon period, 
and de?nes a beacon period start time (BPST). 

[0017] A device must ?nd a free slot in the beacon slot in 
order to send a beacon. The device, Which sends its oWn 
beacon periodically, is considered as part of the netWork. 
Furthermore, devices need a free data slot for communica 
tion With another device. In order to reserve such a data slot, 
a source device and a receiver device must knoW that a 

particular data slot is free. The reservation of data slot is 
carried out in a completely distributed manner in the 
devices, Which share information and assist in the slot 
reservation With each other. Dissimilar to the centraliZed 
WPAN, it is noted here that none of the devices are operated 
as a central coordinator for various medium access tasks. 
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[0018] Once a beacon slot is reserved, it is used by the 
device for sending a beacon as long as the device is part of 
the network. If required, a device may change the slot of 
sending beacon during its operation. On the contrary, data 
slots become free if devices stop using them. Such free data 
slots are added to a free data slot pool, and may be reserved 
for other devices. A device cannot reserve a slot already 
reserved by another device. 

[0019] A conventional system cannot detect and solve a 
reservation con?ict proactively, Which may occur betWeen 
tWo devices Wanting to reserve a same data slot at the same 
time. Consequently, there is a need for an efficient and 
reliable method of performing a slot reservation in the 
distributed Wireless personal area netWork. 

SUMMARY OF THE INVENTION 

[0020] Therefore, it is an object of the present invention to 
provide a channel time reservation system and method, 
Which can make a slot reservation in a completely distrib 
uted manner in an ad-hoc ultraWide band WPAN having a 
distributed netWork topology. 

[0021] In order to accomplish the above object, according 
to one aspect of the invention, there is provided a method of 
reserving a channel time in a distributed Wireless netWork 
including at least one device. The method of the invention 
comprises a step of making a source’s reservation request to 
a destination device With respect to at least one common free 
slot, Wherein the common free slot is not used Within a 
source’s beacon group to Which the device belongs, and is 
a data slot having no data transmitter in a destination’s 
beacon group Which is a beacon group of the destination 
device Within the source’s beacon group, and a step of 
transmitting data after sending an acknoWledgement in 
response to an acceptance response of the destination device 
to a reservation request for a slot, for Which no reservation 
is processed Within the destination’s beacon group, during 
the source’s reservation request for the common free slot. 

[0022] An example of the distributed Wireless netWork 
topology may be implemented for ultraWide band ad-hoc 
Wireless personal area netWorks. 

[0023] The method of the invention may further comprise 
a step of receiving a data slot reservation indicator, Wherein 
at least one device Within the distributed Wireless netWork 
broadcasts a status of data slot of its oWn beacon group, and 
a step of determining at least one common free slot accord 
ing to the data slot reservation indicator. The data slot 
reservation indicator represents availability of the data slots 
for the purpose of reservation in order to have data 
exchanges. 

[0024] Preferably, but not necessarily, the data slot reser 
vation indicator is updated by at least one device each 
corresponding to the status of data slot, either When a desired 
period comes or When having received a data slot reserva 
tion indicator, Which is broadcast by at least one device. 

[0025] The data slot reservation indicator is preferred to 
include status information of data slots of one superframe 
Within a beacon group. The data slot reservation indicator 
can be broadcasted through the beacon of at least one device. 

[0026] Preferably, but not necessarily, the status informa 
tion indicates, from the vieWpoint of the device broadcasting 
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the data slot reservation indicator, a state Where each of the 
data slots is either vacant and available to be used or 
unavailable. The unavailable state is either a state Where at 
least one device in the neighborhood is acting as either a 
transmitter or a receiver of a unicast or multicast commu 

nication mode, or a state Where either the transmitter or the 
receiver of the communication mode exists in the beacon 
group. 

[0027] The data slot reservation indicator indicates the 
status information of each data slot, using at least one bit or 
more bits. 

[0028] Preferably, but not necessarily, for a destination, 
the common free slot corresponds to either a slot vacant 
Without communication in its beacon group or a slot Where 
only a receiver of multicast communication mode exists in 
its beacon group. For a source, the common free slot 
corresponds to a slot vacant Without communication in its 
beacon group. 

[0029] In addition, if the reservation request is for a 
unicast communication, the common free slot is a slot vacant 
in the destination’s beacon group Without communication. 

[0030] The response can reject the reservation request, in 
case Where a reservation other than this reservation request 
is carried out by the destination for requested slots. 

[0031] In addition, the acceptance response is sent for a 
higher priority request, decided in a certain desired manner, 
When multiple simultaneous requests received from different 
devices for the same common free slots. 

[0032] Furthermore, the acceptance response is sent for a 
higher number, Which is determined based on an arbitrary 
number contained in the reservation requests, even if the 
priorities of the received multiple simultaneous reservation 
requests are the same. 

[0033] The method of the invention may further comprise 
a step of canceling of the reservation, in spite of an accep 
tance response from the destination device, When there is 
received a reservation request from another device With a 
higher priority for the same common free slot after the 
source’s reservation request. 

[0034] Preferably, but not necessarily, the destination 
device cancels the reservation request in spite of the accep 
tance response, When the device receives another acceptance 
response having a higher priority for the same common free 
slot. 

[0035] In addition, the destination device may knoW about 
another acceptance response having the higher priority, 
through a data slot reservation indicator. 

[0036] According to another aspect of the invention, there 
is provided a system for reserving a channel time in a 
distributed Wireless netWork. The system of the invention 
comprises: a destination device, that receives a reservation 
request and sends an acceptance response to a reservation 
request for a slot, for Which no reservation con?ict exists due 
to reservations in the destination’s beacon group during the 
reservation procedure; and a source device that sends the 
reservation request for at least one common free slot, and 
receives the acceptance response, and sends an acknoWl 
edgement for the acceptance response and transmits the data, 
Wherein the common free slot is a slot that is not used by a 
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transmitter or for communication in the destination’s beacon 
group and is not used in the source’s beacon group to Which 
it belongs. 

[0037] Preferably, but not necessarily, the distributed Wire 
less netWork includes an ultra Wide band ad-hoc Wireless 
personal area netWorks. 

[0038] Preferably, but not necessarily, the source device 
receives a data slot reservation indicator in Which at least 
one device Within the distributed Wireless netWork broad 
casts a status of data slot of its oWn beacon group, and 
determines at least one free slot according to the data slot 
reservation indicator. 

[0039] Preferably, but not necessarily, the data slot reser 
vation indicator is updated by at least one device each 
corresponding to the status of data slot, either When a desired 
period comes or When having received a data slot reserva 
tion indicator, Which is broadcast by at least one device. 

[0040] The data slot reservation indicator is preferred to 
include a status information on data slots of one superframe 
Within a beacon group, to Which the respective device 
broadcasting the data slot reservation indicator belongs. The 
data slot reservation indicator is broadcast through a beacon 
of at least one device. 

[0041] Preferably, but not necessarily, the status informa 
tion indicates, from the vieWpoint of the device broadcasting 
the data slot reservation indicator, a state Where each of the 
data slot is either vacant to be used or unavailable. The 
unavailable state is either a state Where at least one device 
broadcasting the data slot reservation indicator corresponds 
to either a transmitter or a receiver of a unicast or multicast 

communication mode, or a state Where either the transmitter 
or the receiver of the communication mode eXists in the 
beacon group. 

[0042] In addition, the data slot reservation indicator indi 
cates the status information in every data slot, using at least 
one bit. 

[0043] Preferably, but not necessarily, Within the second 
beacon group, the common free slot corresponds to either a 
slot vacant Without communication or a slot Where only a 
receiver of multicast communication mode eXists. Within 
the ?rst beacon group, the common free slot corresponds to 
a slot vacant Without communication. 

[0044] In addition, if the ?rst reservation request is for a 
unicast communication, the common free slot is a slot vacant 
Within the second beacon group Without communication. 

[0045] Preferably, but not necessarily, the destination 
device may reject the ?rst reservation request, in case Where 
a reservation other than the ?rst reservation request is 
carried out Within the second beacon group With respect to 
at least one common free slot. 

[0046] In addition, the counter device may make an accep 
tance response to a reservation request having a higher 
priority decided in a certain desired manner, When the 
counter device has received from a neighbor device Within 
the second beacon group a separate reservation request other 
than the ?rst reservation request, With respect to the common 
free slot. 

[0047] Furthermore, the counter device may make an 
acceptance response to a single reservation request, based on 
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an arbitrary number contained in the reservation requests, 
even if the separate reservation request has the same priority 
as that of the ?rst reservation request. 

[0048] Preferably, but not necessarily, the source device 
cancels a reservation With the counter device, in spite of an 
acceptance response of the counter device, When having 
received from other device Within the ?rst beacon group 
another reservation request having a higher priority With 
respect to the common free slot, after the ?rst reservation 
request. 

[0049] Furthermore, the counter device cancels the ?rst 
reservation request in spite of the acknowledgement, When 
the counter device becomes aWare, after the acceptance 
response, that another acceptance response having a higher 
priority With respect to the common free slot is made from 
other device Within the second beacon group. 

[0050] Preferably, the counter device becomes aWare of 
the another acceptance response having the higher priority, 
through a data slot reservation indicator Which is broadcast 
on a status of data slot in each beacon group by at least one 
device of the distributed Wireless netWork. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0051] The above aspects and features of the present 
invention Will be more apparent by describing certain 
embodiments of the present invention With reference to the 
accompanying draWings, in Which: 

[0052] FIG. 1 shoWs one eXample of a conventional 
centraliZed Wireless personal area netWork; 

[0053] FIG. 2 shoWs a Wireless personal area netWork 
having no centraliZed coordinator; 

[0054] FIG. 3 shoWs the structure of a conventional 
superframe; 

[0055] FIG. 4 illustrates a netWork including a channel 
time reservation system in a distributed Wireless personal 
area netWork according to one embodiment of the invention; 

[0056] FIG. 5 shoWs one eXample of a data slot reserva 
tion indicator according to the invention; 

[0057] FIG. 6 shoWs a data slot reservation indicator 
including one-bit unit status information according to the 
invention; 

[0058] FIG. 7 illustrates one eXample of a data slot request 
information element according to the invention; 

[0059] FIG. 8 shoWs one eXample of a data slot response 
information element according to the invention; 

[0060] FIG. 9 shoWs one eXample of a data slot acknoWl 
edge information element according to the invention; 

[0061] FIG. 10 shoWs one eXample of a data slot negative 
acknoWledge information element according to the inven 
tion; 

[0062] FIG. 11 is a How chart shoWing a method of 
calculating and updating a data slot reservation indicator 
according to the invention; 

[0063] FIG. 12 is a How chart explaining a method of 
determining a free slot according to the invention; 
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[0064] FIG. 13 is a message sequence chart explaining a 
data slot reservation method according to the invention; 

[0065] FIG. 14 is a message sequence chart explaining a 
scenario of generation of data slot negative acknowledge 
information element according to one embodiment of the 
invention; and 

[0066] FIG. 15 is a message sequence chart explaining a 
scenario of generation of data slot negative acknowledge 
information element according to another embodiment of 
the invention. 

DETAILED DESCRIPTION OF EXEMPLARY 
EMBODIMENTS 

[0067] The present invention is described more fully here 
inafter with reference to the accompanying drawings, in 
which embodiments of the invention are shown. 

[0068] FIG. 4 illustrates a network including a channel 
time reservation system in a distributed wireless personal 
area network according to one embodiment of the invention. 

[0069] The network in FIG. 4 is a distributed wireless 
personal area network (WPAN) that is based on a wireless 
mobile ad-hoc network and does not have a central coordi 
nator. 

[0070] The network of FIG. 4 is preferred to be an ultra 
wide band (UWB) wireless personal area network. 

[0071] The system of the invention includes a distributed 
medium access control (MAC) means containing a super 
frame, which is constructed of a time slot. Also, the system 
of the invention provides a method of reserving a channel 
time using a slot for communication between devices 
belonging to the network. 

[0072] Referring to FIG. 4, the system of the invention 
includes plural devices, along with a device S and a device 
D. The circle around each device shows a communications 
range of the device and devices in that circle represents the 
beacon group of the device. 

[0073] The device S (source device) can reserve a data slot 
for communication with device(s) within the beacon group, 
through a data slot reservation procedure according to the 
invention, and can transmit data in a multicast or unicast 
mode, in a case where the device S wants to communicate 
with the device D (destination device). 

[0074] In order to reserve a channel time, the system of the 
invention transmits different information elements through 
the beacon. Information elements are data slot reservation 
indicator (DSRI), data slot request information element 
(DS-req IE), data slot response information element (DS-res 
IE), data slot acknowledge information element (DS-ACK 
JE), and data slot negative acknowledge information ele 
ment (DS-NACK LE). Each of the above information ele 
ments are explained below and following that the operation 
of the whole system is described. 

[0075] The system of the invention is one of medium 
access control means within a distributed wireless personal 
area network, and provides a method where each device in 
a network can share information as to whether a data slot is 
free or occupied, or as to whether a data slot is allocated for 
communication. For this purpose, the system of the inven 
tion includes an information element frame called a “data 

Nov. 24, 2005 

slot reservation indicator.” Using the data slot reservation 
indicator, the system of the invention can reserve a data slot. 

[0076] The data slot reservation indicator includes status 
information of all data slots with respect to the possibility of 
reservation of a data slot, from the viewpoint of a device 
transmitting DSRI. Each device determines a slot to be 
reserved with a destination device, using DSRI. This reser 
vation is performed through a data slot reservation proce 
dure, which is hereinafter described. 

[0077] FIG. 5 shows one example of a data slot reserva 
tion indicator according to the invention. 

[0078] Referring to FIG. 5, the data slot reservation 
indicator includes a status information of 3 bits (including 
b01, b02), which represents the status of a data slot. For 
example, in the case, where a superframe has 256 data slots, 
the data slot reservation indicator has a siZe of 96 bytes, as 
shown in FIG. 5. If the superframe has 128 data slots, the 
siZe of the data slot reservation indicator is reduced to 48 
bytes. However, an element ID ?eld indicating the DSRI 
information element’s ID and a length ?eld indicating the 
length of the DSRI are omitted here. 

[0079] The data slot reservation indicator is contained in a 
beacon, which is sent to the beacon group by each device. 
The data slot reservation indicator includes information on 
all data slot, which is based on information as to occupation 
and communication status of data slots by devices (herein 
after, referred to as a “neighbor device”) within the beacon 
group of a device broadcasting the data slot reservation 
indicator. 

[0080] The following table 1 presents one example of the 
status information of 3 bits in a data slot reservation indi 
cator for a single slot. 

TABLE 1 

Status 
information Meaning 

000 Free slot 
001 Reserved (for future use) 
010 Reserved (for future use) 
011 Reserved (for future use) 
100 A multicast recipient is present in the neighbor. (Receiver 

Only in neighborhood) 
101 A transmitter (unicast/multicast) or unicast recipient is 

present in the neighbor. 
110 Receiving multicast data. (Receiver Only) 
111 Operating as a transmitter, or a recipient for unicast data. 

[0081] In table 1, the status information ‘100’ indicates 
that only a neighbor device currently operating as a recipient 
of multicast communication mode exists in the neighbor. 

[0082] In the case where there are two or more neighbor 
devices present in beacon group, then larger value of status 
information is used as status information. For example, 
when a device transmitting a data slot reservation indicator 
has a transmitter in the neighbor (status information 101) 
and the device itself is a recipient for unicast data (status 
information 111); larger status information 111 can be used 
as a value indicating the status of the data slot. 

[0083] The data slot reservation indicator is used for 
determining a free slot for reservation among devices. 
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[0084] A process for obtaining a status information cor 
responding to each slot (hereinafter, referred to as “calcu 
lation of a data slot reservation indicator”) is periodically 
carried out, and also performed on beacon reception from a 
neighbor device. The calculation of a data slot reservation 
indicator constitutes an important part of the beacon frarne 
processing in each device. Each device sends a data slot 
reservation indicator as part of its oWn beacon to thereby 
help updating other devices’ data slot reservation indicator. 

[0085] The data slot reservation indicator presents the 
availability status of a slot, including action that can be 
performed by the device in the slot. 

[0086] A data slot reservation indicator may be expanded 
to include information for rnulti-channel for the purpose of 
spatial reuse. This is possible in the case Where those rules 
are enabled by physical layer. 

[0087] In addition, the calculation of a data slot reserva 
tion indicator may be called the ‘formation of a data slot 
reservation indicator.’ As shoWn in Table 1, the bit value of 
a data slot reservation indicator may be varied, and also the 
number of bits used may be varied. 

[0088] The data slot reservation indicator may have status 
information of tWo bits for each slot. In this case, the status 
information may present an availability of a device With 
respect to data slot reservation of a single channel. The 
folloWing table 2 shoWs one example of a tWo-bit status 
information. 

TABLE 2 

Status 
information Meaning 

00 Free slot 
01 Busy because of rnulticast RX in a neighbor 
1O Busy because of rnulticast TX in a neighbor 
11 Busy because of unicast TX/RX in a neighbor or 

Busy because a device is in TX/RX in the slot 

[0089] In addition, a data slot reservation indicator may 
have a one-bit status information for each slot. In this case, 
the status information represents the availability of device in 
the slot of a single channel. The folloWing table 3 and FIG. 
6 shoW one example of a one-bit status information and a 
data slot reservation indicator of that case. 

TABLE 3 

Status 
information Meaning 

0 A slot is vacant 
1 A slot is not vacant for a certain reason 

[0090] In Table 3, the status information ‘0’ means that the 
slot is available in a position of the device broadcasting the 
data slot reservation indicator and the status information ‘1’ 
indicates that the slot is not available. Those skilled in the art 
Would appreciate that one can achieve the same objectives 
even When the meanings of a ‘0’ and ‘1’ are reversed from 
that Written in Table 3, Without deviating from the invention. 

[0091] FIG. 6 shoWs a data slot reservation indicator 
including a one-bit unit status information according to the 
invention. 

Nov. 24, 2005 

[0092] The data slot reservation indicator illustrated in 
FIG. 6 is related to a superfrarne having 256 data slots, and 
includes 256 status information of one-bit unit indicating the 
status of a data slot. Dissirnilar to FIG. 5, FIG. 6 illustrates 
an ‘element ID’ ?eld and a ‘length’ ?eld. 

[0093] The data slot reservation indicator may be sent in 
each superfrarne or some superfrarnes, voluntarily by the 
device or by request from some devices. In addition, it may 
be sent in the form of an information elernent through a 
beacon, or in other forms through other frarnes. 

[0094] According to the invention, a data slot reservation 
for communication betWeen a source device and a destina 

tion device is initiated by the source device. The source 
device sends a data slot request information element to the 
destination device through a beacon every time When a 
reservation is required. 

[0095] Referring to FIG. 7, the data slot request informa 
tion element of the invention Will be described beloW. 

[0096] The data slot request information element is used 
by a source device in order to initiate a reservation for a free 

slot(s) With destination device(s). The data slot request 
information element includes all information requested for 
reservation, such as a destination device ID, slot, priority, 
and a stream ID. 

[0097] FIG. 7 illustrates one example of the data slot 
request information element according to the invention. 

[0098] The data slot request information element includes 
a destination ID ?eld (c01), the number of slots ?eld (c02), 
the number of options ?eld (c03), a slot nurnber ?eld (c04), 
a format ?eld (c05), a priority ?eld (c06), a random number 
?eld (c07), and a stream ID ?eld (c08). Each ?eld may be 
formed of at least one bit. 

[0099] The destination ID ?eld (c01) is the ID of a 
destination device of the reservation to be formed. 

[0100] The number of slots ?eld (c02) represents the 
number of slots to be requested for reservation. 

[0101] The number of options ?eld (c03) represents the 
number of options that a source device provides to a 
destination device in order to select a lot. The number of 
slots requested to be selected is given by the number of slots 
?eld (c02). A source device may select plural slots for 
reservation. A source device may provide a multiple selec 
tion such that a destination device can solve a reservation 

con?ict in a speedy manner. For example, if the source 
device Wants a reservation of a single slot and plural slots are 
determined as free slots for reservation, the number of slots 
to be reserved must be one 

[0102] The slot nurnber ?eld (c04) is a list of slots, Which 
is determined by a source device as being free for reserva 
tion With a destination device. The entire number of slots to 
be listed is given by the number of options ?eld (c03). 

[0103] The format ?eld (c05) represents a reservation 
format. The folloWing table 4 shoWs one example of the 
format ?eld (c05). 
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TABLE 4 

Format Meaning 

0000 Isochronous unicast stream 
0001 Asynchronous unicast stream 
0010 Multicast stream 
0011 Back-up 

. . . Back-up 

1111 Back-up 

[0104] Here, the values and meanings of the format ?eld 
(C05) are not limited to those illustrated in Table 4. However, 
other types of reservations having other purposes may be 
performed using other types or bit values. 

[0105] The priority ?eld (C06) represents a priority order 
of reservation in eight steps of 0-7. A higher number 
indicates a higher priority. A stream having a higher priority 
may be preferentially selected in the Case of reservation 
con?icts. The priority of reservation can be a QoS param 
eter, and can be de?ned by a higher layer. 

[0106] The random number ?eld (C07) is used to solve a 
reservation Con?ict, which may be caused due to a multiple 
reservation with the same priorities. A reservation having a 
higher random number has a preference. 

[0107] The stream ID ?eld (C08) is used as a sole Certi? 
cate for the reservation between a source device and a 

destination device. In the Case where multiple reservations 
for streams between a source device and a destination device 
are being simultaneously processed, the stream ID ?eld can 
be used to identify a special request for reservation. 

[0108] Since every device hears a beacon of all the neigh 
bor devices present in the network, all the devices including 
the destination device receive a data slot request information 
element for a slot reservation from the source device. The 
data slot request information element requests a response 
from a destination device, which is de?ned by the destina 
tion ID ?eld contained in the data slot request information 
element. The devices other than the destination device 
should also pay attention to the data slot request information 
element, in order to detect and solve a reservation Con?ict. 

[0109] The data slot request information element may be 
sent as part of a beacon, or, for the same purpose, may be 
transmitted having a different name and as part of a different 
frame. 

[0110] A data slot response information element will be 
described below, which is used for responding to a request 
for slot reservation from a source device through a data slot 
request information element. 

[0111] The data slot response information element is used 
by a destination device in order to respond to a data slot 
request information element, which is sent by a source 
device for a request for reservation. The data slot response 
information element includes an acceptance and a rejection 
as the response of the destination device. In the Case where 
the destination device accepts the request, a response includ 
ing a destination device ID, slots, a priority, a stream format, 
or the like is required. 

[0112] FIG. 8 shows one example of a data slot response 
information element according to the invention. 
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[0113] Referring to FIG. 8, a data slot response informa 
tion element includes a destination ID ?eld (d01), a response 
?eld (d02), an allowed number of slots ?eld (d03), a slot 
number ?eld (d04), a format ?eld (d05), a priority ?eld 
(d06), a random number ?eld (d07), and a stream ID ?eld 
(d08). Each ?eld is preferred to be constituted of at least one 
bit. 

[0114] The destination ID ?eld (d01) is the ID of a device, 
which had requested the reservation. 

[0115] The response ?eld (d02) includes a response of the 
destination device to a source device. The following table 5 
shows one example of the response ?eld (d02). 

TABLE 5 

Response value Meaning 

OX00 Accepted 
OX01 Rejected, No free slot 
0X02 Rejected, Con?ict 
0X03 Rejected, Power Save 
0X04 Rejected, Going for power off 

. . . Reserved for future use 

OXFF Rejection, No reason speci?ed 

[0116] The response values are not limited to those illus 
trated in Table 5, but may have a different value for 
representing a response of different purpose. 

[0117] The allowed number of slots ?eld (d03) represents 
the number of slots accepted by the destination device. The 
destination device may select less than the requested number 
of slots for various reasons. In the Case where the response 
?eld (d02) has a value other than an acceptance (0x00), the 
allowed number of slots is Zero (0) and thus the value of the 
allowed number of slots ?eld (d03) is preferred to be 0x00. 

[0118] The slot number ?eld (d04) is a list of slots, which 
is determined by a source device as being free for reserva 
tion with the destination device. The entire number of listed 
slots is given by an allowed number of slots ?eld (d03). 

[0119] The format ?eld (d05) represents a reservation 
format. This ?eld must have the same value as the format 
?eld (C05) of a corresponding data slot request information 
element. 

[0120] The priority ?eld (d06) represents a priority order 
of reservation in eight steps of 0-7. A higher number 
indicates a higher priority. Astream having a higher priority 
may be preferentially selected in the Case of reservation 
con?icts. The priority of reservation can be a QoS param 
eter, and can be de?ned by a higher layer. 

[0121] The random number ?eld (d07) is used to resolve 
a reservation con?ict, which may be caused due to a multiple 
reservation with the same priorities. A reservation having a 
higher random number has given a preference. 

[0122] The stream ID ?eld (d08) is used as a sole Certi? 
cate, which is identical to the stream ID ?eld (C08) sent as 
part of a Corresponding data slot request information ele 
ment. In the Case where multiple reservations for streams 
between a source device and a destination device are being 
simultaneously processed, the stream ID ?eld is requested 
for identifying a special request for reservation. 
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[0123] After receiving a data slot request information 
element from a source device, a data slot response informa 
tion element is sent as part of a beacon of a destination 
device in the subsequent superfrarne. As described above, 
every device hears a beacon of all the neighbor devices 
present in a netWork. Therefore, all the devices including the 
source device, Which has sent a data slot request information 
element in the previous superfrarne, receive a response for 
a slot reservation. A device, Which is de?ned by the desti 
nation ID ?eld (d01) contained in the data slot response 
inforrnation elernent, must respond to the data slot response 
inforrnation element. The other devices eXcept for this 
device must pay attention to the data slot response informa 
tion element for the purpose of detection and resolution of 
a reservation con?ict. 

[0124] The data slot response inforrnation element may be 
sent as part of a beacon, or, for the same purpose, may be 
transmitted having a different name and as part of a different 
frarne. 

[0125] Hereafter, a data slot acknowledge inforrnation 
element will be described, Which is a con?rrnation indicator 
sent by a source device as a response to a data slot response 
inforrnation elernent received from a destination device. 

[0126] In order to establish a three-Way handshake for a 
slot reservation betWeen a source device and a destination 
device, a con?rrnation indicator called a data slot acknoWl 
edge information element is used. The data slot acknoWl 
edge information element is used by a device, Which sends 
a data slot request information elernent, receives a data slot 
response inforrnation elernent corresponding thereto, and 
acknowledges it. Therefore, a three-Way handshake required 
for a successful slot reservation can be achieved. 

[0127] The data slot acknoWledge inforrnation elernent 
sent by a source device to a destination device indicates that 
the source device has accepted the reservation and data 
transmission can be started. A data slot acknoWledge infor 
rnation element is sent, only When a source device is 
satis?ed With a reservation in response from the destination 
device. Furthermore, if the source device, the initiator of the 
reservation, is not satis?ed With the reservation response 
sent by the destination device, an acknowledgement to the 
data slot response inforrnation element is not sent. 

[0128] FIG. 9 shoWs one example of a data slot acknoWl 
edge information element according to the invention. 

[0129] Referring to FIG. 9, a data slot acknoWledge 
inforrnation element includes a destination ID ?eld (e01), a 
format ?eld (e02), and a stream ID ?eld (e03). 

[0130] The destination ID ?eld (e01) constitutes a ?eld for 
indicating the ID of a device to Which the acknowledgement 
is directed. 

[0131] The format ?eld (e02) is a ?eld for de?ning a 
reservation forrnat. 

[0132] The stream ID ?eld (e03) is a ?eld for de?ning a 
sole authenticator, Which is identical to the stream ID ?eld 
(c08) sent as part of a data slot request information element 
that has generated this response. This is required in order to 
identify a particular reservation request, in the case Where 
plural reservations for streams are performed simulta 
neously betWeen a source device and a destination device. 
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[0133] A slot reservation by a source device is completed 
by transmitting a data slot acknoWledge inforrnation element 
in a superfrarne subsequent to a superfrarne through Which 
a data slot response inforrnation element has been received. 
Then, the source device prepares for transmitting data in the 
reserved slots, Which starts from the superfrarne Where the 
data slot acknoWledge inforrnation element is sent. 

[0134] After source device has received a data slot 
response inforrnation element from destination device, a 
data slot acknoWledge inforrnation element is sent as part of 
a beacon of a source device in a subsequent superfrarne. As 
described above, each device hears a beacon of all the 
neighbor devices present in a netWork. Therefore, all the 
devices including the device, Which has sent a data slot 
response inforrnation element in the previous superfrarne, 
receive an acknoWledge for a slot reservation. The destina 
tion device, Which is de?ned in the destination ID ?eld (e01) 
of the data slot acknoWledge inforrnation elernent, must 
prepare for reception of data in the acknoWledged slot. 
Devices other than the destination device must pay attention 
to the data slot acknoWledge inforrnation element for the 
purpose of detection and resolution of a reservation con?ict. 

[0135] The data slot acknoWledge inforrnation element 
may be sent as part of a beacon, or, for the same purpose, 
may be transmitted having a different name and as part of a 
different frarne. 

[0136] Hereafter, a data slot negative acknoWledge infor 
rnation element will be explained, Which means a cancella 
tion of reservation procedures. 

[0137] In order to indicate a cancellation or termination of 
a slot reservation betWeen a source device and a destination 

device, a data slot negative acknoWledge inforrnation ele 
rnent can be used by either one of the tWo device. During a 
reservation procedure, a data slot negative acknoWledge 
inforrnation elernent sent by a device means a cancellation 
of reservation of the indicated reservation for some reason. 
The reason may be unavailability of reservation due to 
reservation con?ict or some other device speci?c reason. 

[0138] In addition, after a successful reservation, a data 
slot negative acknoWledge inforrnation elernent sent from a 
device means an intention to terminate the stream. In gen 
eral, termination is initiated by a source device. No acknoWl 
edgernent is required for a data slot negative acknoWledge 
inforrnation elernent, it results in termination of the reser 
vation. 

[0139] If a data slot negative acknoWledge inforrnation 
elernent appears during a reservation procedure, it means 
that the reservation being processed is cancelled. After a 
reservation is successfully performed and While a commu 
nication is carried out, a data slot negative acknoWledge 
inforrnation elernent means a formal termination of stream. 

[0140] FIG. 10 shoWs one example of a data slot negative 
acknoWledge inforrnation element according to the inven 
tion. Referring to FIG. 10, a data slot negative acknoWledge 
inforrnation element includes a destination ID ?eld (f01), a 
stream ID ?eld (f02), and a format ?eld (f03). 

[0141] The destination ID ?eld (f01) represents the ID of 
a device, to Which a negative acknoWledgernent is directed, 
and the stream ID ?eld (f02) is a sole authenticator for 
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indicating which stream or reservation is to be terminated. 
The format ?eld (f03) represents a reservation format. 

[0142] The data slot negative acknowledge information 
element plays an important role in resolving a con?ict. The 
data slot negative acknowledge information element is trans 
mitted by an affected device as part of a beacon. All the 
devices, including a device de?ned in the destination ID 
?eld (f01), hear the beacons of neighbor devices in the 
network, and receive a data slot negative acknowledge 
information element for the reservation. A device de?ned in 
the destination ID ?eld (f01), which is one ?eld of a data slot 
negative acknowledge information element, is requested to 
cancel the reservation, or to terminate the stream de?ned in 
the stream ID ?eld (f02). All other devices except for that 
device may simply ignore the data slot negative acknowl 
edge information element. 

[0143] The data slot negative acknowledge information 
element may be sent as part of a beacon, or, for the same 
purpose, may be transmitted having a different name and as 
part of a different frame. 

[0144] The types of information sent and received through 
the beacon of each device are explained above. Prior to 
transmit data within a network, a data slot reservation 
performed among devices is constituted of a process for 
exchanging this information. 

[0145] A method of data slot reservation according to the 
invention is hereafter explained. The method of data slot 
reservation includes a calculation of a data slot reservation 
indicator and a slot reservation process. The slot reservation 
process includes a determination of free slot and a reserva 
tion process. 

[0146] FIG. 11 is a How chart showing a method of 
calculating and updating a data slot reservation indicator 
according to the invention. 

[0147] All the devices include a data slot reservation 
indicator in their beacons. Each device updates its own data 
slot reservation indicator, based on its own status during a 
data slot and also using the data slot reservation indicator of 
a neighbor device. 

[0148] Regardless of whether or not a device is interested 
in a data slot reservation, the device is required to update its 
own data slot reservation indicator and broadcast the 
updated data slot reservation indicator in its own beacon. 

[0149] Adata slot reservation indicator includes the status 
of all the data slots of a superframe from the device’s own 
point of view. So, the status of the device in the slot is 
recorded in the status information (triplet) in a data slot 
reservation indicator. If the device does not communicate 
during the slot, then its neighbor device(s)’ status is (are) 
recorded as status information. If the neighbor device(s) is 
(are) also silent during the slot, then the value of status 
information becomes ‘000.’ The calculation procedure of a 
data slot reservation indicator is explained below. 

[0150] The status information for each slot can have one 
of the values listed in Table 1. 

[0151] In order to calculate the status information of a data 
slot reservation indicator for a slot, a device determines if it 
is a source of unicast or multicast, or a receiver of a unicast 

Nov. 24, 2005 

stream (S1101). If so, the device indicates status as ‘111’ 
according to Table 1 (S1103). 

[0152] If the device itself is not a unicast or multicast 
transmitter and a unicast receiver, it determines if it is a 
multicast receiver in the slot X (S1105). If so, the device 
indicates status as ‘110’ according to Table 1 (S1107). 

[0153] As the result of the determination in step S1105, if 
the device is not a source or a receiver, it receives a data slot 
reservation indicator from neighbor device(s). It uses those 
data slot reservation indicators in order to update its own 
data slot reservation indicator (S1109). 

[0154] After understanding all the information corre 
sponding to a slot from the data slot reservation indicator of 
all neighbor devices, the status information having a maxi 
mum value is selected for the slot, which is found out from 
all neighbor devices (S1111). 

[0155] Using the above selected status information, from 
the neighbor device, a status information of the data slot 
reservation indicator for the slot is obtained from mapping 
table (Table 6), from the device’s point of view and updated 
(S1113). 
[0156] The mapped status information value is recorded in 
the data slot reservation indicator of this device for the slot. 
The following table 6 shows one example of a desired 
mapping table. 

TABLE 6 

Status information 
received from neighbor device Mapped status information 

O00 000 
100 000 
101 000 
110 100 
111 101 

[0157] That is, in the case where the neighbor device is not 
a transmitter or receiver (status 000, 100 or 101), the affected 
device corresponds to the case where there is no sender or 
receiver in the neighbor and thus is mapped into ‘000.’ 

[0158] Through the above described processes, calcula 
tion and updating of a data slot reservation indicator by each 
device in a network are carried out. The data slot reservation 
indicator should be calculated and updated every time that a 
new data slot reservation indicator is received. 

[0159] Hereafter, data slot reservation procedures based 
on the updated data slot reservation indicator according to 
the invention will be explained, with reference to FIGS. 4 
and 12. 

[0160] Referring to FIG. 4, device S (hereinafter, referred 
to as a ‘source device S’) wants to reserve slots in order to 
communicate with the device D (hereinafter, referred to as 
a ‘destination device D’). 

[0161] Data slot reservation procedures may vary with the 
types of stream, i.e. multicast stream and unicast stream. 

[0162] Two multicast streams share a two-hop region 
neighborhood in the same slot(s), and exist without inter 
ference with each other. It is because the multicast stream in 
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a single slot is perfectly unidirectional and an acknoWledge 
ment for the data is not required. 

[0163] In contrast, tWo unicast streams cannot exist in a 
tWo-hop region neighborhood in the same slot(s) because of 
interference by a transmitter or a receiver. Because the 
transmitter requests a normal acknoWledgement from a 
receiver, and the acknoWledgement is also broadcasted, 
there can again be interference With other unicast streams 
present in the tWo-hop region neighborhood. This is because 
of the bi-directionality of the unicast stream. 

[0164] The ?rst step of a data slot reservation is to 
determine a free slot, Which is common in both devices 
(hereinafter, referred to as a ‘common free slot’) such that a 
source device S can transmit and a destination device D can 
receive. 

[0165] FIG. 12 is a How chart explaining a method of 
determining a free slot according to the invention. 

[0166] Since a slot reservation procedure is initiated by the 
source device, the method of the free slot determination 
describes a procedure for the source device. 

[0167] The source device S ?rst is to determine a free slot 
in order to transmit to the destination device D in a data 
section. So, slot(s) having a status information value ‘000’ 
Will be free such that the source device can transmit (S1201). 

[0168] Next, the source device S is to determine a free slot, 
in Which the destination device D can receive. This is 
controlled differently, due to a different nature of acknoWl 
edgement policies of multicast and unicast streams. 

[0169] If the source device S is interested in an initiation 
of a multicast stream, it selects slot(s) having the status 
information ‘000’ or ‘100’ in the data slot reservation 
indicator of the destination device D. If the source device S 
is interested in an initiation of a unicast stream, it selects a 
slot having the status information ‘000’ in the data slot 
reservation indicator of the destination device D (S1203). 

[0170] Then, a common free slot(s) is determined as the 
slot selected in the above steps S1201 and S1203, i.e., a slot 
free With respect to both the source device S and the 
destination device D. This common free slot can be used for 
a reservation betWeen the source device S and the destina 

tion device D (S1205). 

[0171] In the case Where a common free slot is not found, 
the source device S and the destination device D have no slot 
for a reservation. In this case, the source device S should 
Wait for a certain period of time before retry for reservation. 

[0172] After deciding a common free slot according to the 
above mentioned procedures, the source device S initiates 
the data slot reservation procedure With the destination 
device D, Which is described hereafter. 

[0173] The slots in the data section of a superframe can be 
reserved for an isochronous or asynchronous stream by 
means of a request, response and acknowledgement, Which 
is based on a three-Way handshake. If the source device S 
has received a data slot response information element of 
acceptance from the destination device D in response to a 
data slot request information element then, those slots are 
considered to be reserved by the source device S and the 
destination device D, and their data slot reservation infor 
mation elements are updated. 
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[0174] FIG. 13 is a How chart that explains a data slot 
reservation method according to the invention. 

[0175] The data slot reservation procedure is con?gured 
such that a common free slot betWeen a pair of devices can 
be reserved for the purpose of communication. 

[0176] Once a common free slot is decided through the 
free slot determination procedure (S1301), the source device 
S includes data slot request information element in the 
beacon thereof (S1303). 

[0177] In the case Where at least one selectable slot is 
provided as part of a reservation request, the destination 
device D checks to see if the slot is reserved for another 
device (S1305). 

[0178] If it is found that a neighbor device has not per 
formed any data slot reservation procedure for the same slot, 
the destination device D accepts the request. If not, the 
destination device D may select other slot(s) among plural 
options offered by the source device. If any slot could not be 
selected, the destination device rejects the request. An 
appropriate response (acceptance or rejection) is sent as a 
data slot response information element of the beacon of the 
destination device (S1307). 

[0179] The destination device D updates its oWn data slot 
reservation indicator, When it has transmitted an acceptance 
in the data slot response information element. So, the 
selected slot(s) is reserved and marked as unavailable 
according to its stream type (Refer to Table 1) in its oWn data 
slot reservation indicator, so that other pair of devices cannot 
reserve the same slot(s) (S1309). 

[0180] When the source device S receives an acceptance 
response from the destination device D through a data slot 
response information element, it decides on sending 
acknoWledgement for the reservation. If the source device S 
determines to send an acknoWledgement, the data slot res 
ervation indicator is updated (S1311). 

[0181] If the source device S sends an acknoWledgement 
in response to the acceptance response of the destination 
device D by sending a data slot acknoWledgement informa 
tion element in the subsequent superframe (S1313), the 
source device S can start sending data in the reserved slot. 

[0182] Therefore, if the destination device D has received 
a data slot acknoWledgement information element from the 
source device S, the destination device D Waits for data to 
be received in the reserved slot through the reserved chan 
nel. This is the case When there are no con?icts of the 
reservation found either for the source or destination 
devices, and successful communication is performed on the 
reservation. Accordingly, a data slot reservation procedure is 
completed (S1315). 
[0183] Through the above described processes data slot 
reservation for communication can be performed. HoWever, 
for various reasons, the reservation can be cancelled, and in 
this case the source device S or the destination device D may 
send a data slot negative acknoWledge information element. 
A reservation con?ict is detected and resolved through those 
processes. 

[0184] Hereafter, a method of detecting and resolving a 
reservation con?ict in the system of the invention is 
explained. 
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[0185] If a destination device D hears multiple requests for 
a reservation from different devices, Which have at least one 
request towards the destination device D, the destination 
device D compares all requests, based on the higher priority, 
and then comparison is carried out based on the higher 
random number. If a request from a source device S Wins in 
this comparison, the destination device D accepts the res 
ervation request of the source device S. OtherWise, the 
reservation request from the source device S Will be rejected. 
In addition, instead of rejection, if the source device S 
provides multiple options for slots, the destination device D 
may accept the request for other slot(s), Which has Won in 
the comparison and no reservation in other pairs of devices. 

[0186] If the destination device D hears a data slot 
response information element from at least one of the 
neighbor device, together With a data slot request informa 
tion element from the source device S for same slot(s) or 
reservation, the destination device D cannot accept the 
reservation request for the slot. This rule enables a ‘?rst 
start-?rst-reserve’ principle With respect to reservations for 
a same slot. If a source device S offers plural options, the 
destination device D is free to accept a reservation request 
for other slot. 

[0187] FIG. 14 is a message sequence chart shoWing 
creation of a data slot negative acknowledge information 
element according to one embodiment of the invention. 

[0188] It is assumed that a source device S1 tries to reserve 
a slot n With a destination device D1 and a source device S2 
attempts to reserve the same slot n With a destination device 
D2. 

[0189] The source device S1 sends data slot request infor 
mation element 1 to the destination device D1 for the slot n 
(S1401). Similarly, the source device S2 sends data slot 
request information element 2 to the destination device D2 
for the slot n. Here, the data slot request information element 
1 has a higher priority, as compared With the data slot request 
information element 2 (S1403). 

[0190] The destination device D1 and D2 can send a data 
slot response information element 1 and 2 respectively. No 
reservation con?ict situation is identi?ed betWeen them 

(S1405, S1407). 
[0191] The destination device D1 marks the reservation of 
the slot n in its oWn data slot reservation indicator (S1409), 
and also the destination device D2 marks the reservation of 
the slot n in its oWn data slot reservation indicator. The 
respective data slot reservation indicators are advertised 
through their oWn beacon (S1411). 

[0192] The source devices S1 and S2 receive a data slot 
response information element 1, 2 respectively from the 
destination devices D1 and D2, and then send data slot 
acknoWledge information element 1, 2 to the destination 
devices D1 and D2 (S1413, S1415). HoWever, the destina 
tion device D2 recogniZes the reservation processing of the 
slot n through the data slot reservation indicator received 
from the destination device D1, and also recogniZes that the 
priority is higher than its oWn reservation and thus a reser 
vation can not be continued. The destination device D2 
cancels the reservation by sending a data slot negative 
acknoWledge information element to the source device S2 

(S1417). 
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[0193] FIG. 15 is a message sequence chart shoWing 
creation of a data slot negative acknoWledge information 
element according to another embodiment of the invention. 

[0194] Similar to FIG. 14, it is assumed that a source 
device S tries to reserve a slot n With a destination device D1 
and a source device S2 attempts to reserve the same slot n 
With a destination device D2. 

[0195] The source device S1 sends data slot request infor 
mation element 1 to the destination device D1 for the slot n. 
This data slot request information element 1 can be heard by 
the source device S2 present in the same beacon group as the 
source device S1 (S1501). 

[0196] Similarly, the source device S2 sends data slot 
request information element 2 to the destination device D2 
for the slot n. Here, the source device S1 can hear the data 
slot request information element 2. HoWever, the data slot 
request information element 1 has a higher priority, as 
compared With the data slot request information element 2 
(S1503). 
[0197] The destination device D1 and D2 can send a data 
slot response information element 1 and 2 respectively. Any 
reservation con?ict could not be identi?ed by destination 
devices (S1505, S1507). 
[0198] The source device S1 compares the data slot 
request information element 1 With the data slot request 
information element 2 received from the source device S2. 
Since the data slot request information element 1 has a 
higher priority, the source device S1 can send a data slot 
acknoWledge information element after receiving a data slot 
response information element 1 from the destination device 
D1 (S1509). 

[0199] The source device S2 compares the data slot 
request information element 2 With the data slot request 
information element 1 received from the source device S1. 
HoWever, the data slot request information element 1 has a 
higher priority. Thus, even if the source device S2 receives 
a data slot response information element 2 from the desti 
nation device D2, it cannot send a data slot acknoWledge 
information element, but must send a data slot negative 
acknoWledgement information element (S1511). 

[0200] In this Way, the reservation con?ict betWeen the 
source device S1 and the source device S2 can be resolved. 

[0201] The methods as described above enable a data slot 
reservation among devices in a distributed Wireless personal 
area netWork. In addition, they can detect and resolve a 
reservation con?ict, Which may occur during the reservation 
process. 

[0202] Furthermore, the reservation con?ict resolution 
may occur during the reservation process and then a neW 
data slot reservation can be carried out in a speedy manner. 
Since options for plural slots are offered for reservation, the 
reservation can be more rapidly processed. Therefore, the 
e?iciency of the Whole system can be enhanced and the 
energy consumption can be reduced, thereby extending the 
service life of the device. 

[0203] The present invention can be embodied into a 
method, a device or a system. In addition, in the case Where 
the present invention is embodied into a computer softWare, 
the constitutional elements of the invention can be replaced 








